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As  it  is  now  sbtteen  yeara  aiuce  the  second  edition  of 
this  work  was  published,  and  as  a  large  amount  of 
additional  experience  has  been  gained  iu  tlie  interval, 
I  thought  it  desii-able  to  issue  a  new  edition,  and  was 
ao  fortunate  as  to  secure  the  co-operation  of  my  friend 
and  former  pupil.  Dr.  Louis  Parkes,  with  whose 
valuablii  aasistanee  the  work  has  been  in  great  part 
rewritten  and  very  considerably  enlarged. 

The  historical  portions  have  been  retained  iu  their 
entirety,  as  being  not  only  interesting  in  themselves, 
but  also,  on  the  one  hand,  descriptive  of  a  state  of 
things  still  to  be  found  in  many  places,  and  on  the 
other,  imjtortant  as  a  record  of  methods  and  pro- 
ceases  which  have  been  adopted  at  various  times. 
It  must  be  remembered  that  methods  and  processes 
whith  have  been  tried  and  abandoned  as  useless,  ai'e 
liable  to  be  brought  forward  again  !ia  new  at  some 
future  time,  unless  such  a  record  is  kept. 

The  important   investigations  of  the  British  As- 
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Bociation  Sewage  Committee  —  more  especially  as 
regards  the  detennination  of  the  percentage  of  the 
manurial  ingredients  of  sewage  actually  utilised  by 
irrigation  on  land,  and  recovered  in  the  form  of  crops ; 
the  accurate  method  devised  by  that  Committee  for 
taking  samples  of  sewage  and  effluent  water  for 
analysis  ;  the  practical  inquiry  originated  by  the  sug- 
gestion made  by  the  late  Dr.  Cobbold  that  entozoic 
disease  might  be  spread  through  the  agency  of  sewage 
farming;  and  the  quantitative  examination,  with  a 
view  to  its  manurial  value,  of  the  compost  resulting 
from  the  use  of  earth  closets — which  have  not  hitherto 
received  the  attention  they  deserve,  are  described  in 
detail. 

Some  matters  of  special  interest,  such  as  the  Treat- 
ment of  Manufacturing  Refuse,  and  the  Disposal  of 
the  Metropolitan  Sewage,  which  could  not  be  con- 
veniently included  in  the  body  of  the  work,  and  also 
some  points  connected  with  Precipitation  Processes 
now  in  use,  which  have  been  investigated  whilst  the 
work  was  passing  through  the  press,  have  been  in- 
serted in  the  form  of  an  Appendix. 

W.  H.  C. 


ly  Savilk   How,  W. 


EXTRACT  FROM  THE  PREFACE  TO  THE 

SECOND  EDITION 


The  first  edition  was,  as  stated  on  its  Title-page  and 
in  its  Preface,  prepared  for  the  British  Association 
Committee,  appointed  at  Exeter  in  1869  to  report  on 
the  "  Treatment  and  Utilisation  of  Sewage ;"  it  was 
published  after  the  Report  of  that  Committee  had 
been  read  at  Liverpool,  and  it  was  in  no  sense  their 
Report,  nor  were  they  in  any  way  responsible  for  its 
contents  or  bound  by  the  conclusions  arrived  at; 
for  whilst  the  facts  brought  forward  rested  on  the 
authority  of  the  documents  quoted,  the  writer  dis- 
tinctly claimed  for  himself  the  sole  responsibility 
"for  the  conclusions  drawn,  and  for  the  opinions 
expressed." 

It  was,  nevertheless,  thought  by  some  members  of 
the  Committee  appointed  at  Liverpool  in  September 
1870,  that  if  the  second  edition  were  published  under 
the  auspices  of  the  Committee  they  might  be  con- 
sidered to  be  bound  by  the  opinions  and  conclusions 
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therein  contained^  or  at  any  rate  to  have  sanctioned 
them. 

Under  these  circumstances  the  Author  has  thought 
it  advisable  to  publish  this  edition  entirely  on  his 
own  responsibility,  and  so  prevent  any  misunder- 
standing about  the  matter. 
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THE 


TBEATMENT  &  UTILISATION  OF  SEWAGE 


CHAPTER  I. 

EARLY   systems:    MIDDEN   HEAPS  AND  CESSPOOLS 

Our  subject  matter  faUs  conveniently  under  two  heads :  Diviaioiw 
we  have  to  consider,  in  the  first  place,  the  Treatment  ^^  ^^^^^ 
of  Sewage,  which  resolves  itself  into  various  methods 
for  removal  of  it  from  the  neighbourhood,  either  in 
its  native  state  or  mixed  with  some  substance  which 
may  facilitate  its  removal,  as  water ;  or  may  render 
it  less  disagreeable,  as  dry  earth,  ashes,  salts  of  car- 
bolic acid,  salts  of  iron,  etc.;  this  removal  being  Removal 
necessitated  by  the  extremely  offensive  nature  of  ex- 
crement when  allowed  to  remain  for  any  length  of 
time  in  or  near  houses,  of  which  no  one  will  require 
proof  (although  plenty  will  be  incidently  given  in 
these  pages),  and  also  by  the  great  injury  to  health 
which  results  in  various  ways  from  the  same  cause, 
and  of  the  reality  of  which  we  have  now  ample 
evidence. 

And,  in  the  second  place,  we  have  to  consider  the  utniaation. 
Utilisation  of  Sewage.     We  have  to   examine  the 
evidence  that  has  been  brought  forward  to  show  that 
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the  various  refuse  matters  from  human  habitations 
may  be  applied  as  manure,  with  advantage  to  the 
crops  aud  profit  to  the  community,  and  at  the  same 
time  without  nuisance  or  injury  to  the  neighbourhood: 
we  have  to  see  which  of  the  various  methods  pro- 
posed offers  the  greatest  chance  of  success  in  a  sani- 
tary, an  agricultural,  and  a  pecuniary  point  of  view. 
Definition  The  term  "  Sewage  "  will  for  convenience  be  ap- 
"^we."  plied  generally  to  refuse  matter  (especially  excretal) 
without  reference  to  any  method  of  removal ;  and  this 
it  is  necessary  to  bear  in  mind,  as  no  scheme  which 
does  not  remove  all  refuse  matter,  in  as  inoffensive 
a  manner  as  possible,  and  utilise  it  to  the  beat  advan- 
tage, can  be  accepted  as  anything  like  a  final  solu- 
tion of  the  question  that  we  have  to  study,  nor  can 
such  a  scheme  be  recommended  to  towns  as  a  feasible 
plan  for  the  removal  of  their  difficulties. 

Under  our  first  head,  then,  we  include  the  collection 
and  removal  of  refuse  matters,  and  more  especially 
of  human  excreta,  from  habitatious  generally,  aud 
more  particularly  from  collections,  lai'ge  collections, 
of  habitations. 

We  begin  with  the  deposition  of  excreta,  and  the 
places  in  which  they  are  deposited. 
,,  In  the  primitive  condition  of  society  no  con- 
sideration was  given  to  these  matters,  and  no  special 
places  allotted  at  all  for  such  purposes,  and  of  course 
the  result  was,  that  excrement  was  deposited  in  any 
convenient  or  inconvenient  locality :  and  we  have  to 
allude  to  such  a  prijnitive  condition  of  things  because 
it  is  not  confined  to  some  distant  period,  or  to  what 
we  are  pleased  to  call  barbarian  countries,  but  exists 
to-day  in  many  of  our  own  towns.  In  the  Fourth 
Report  of  the  Medical  Officer  of  the  Privy  Council, 


MIDDEN   HEAPS   AND  CESSPOOLS  3 

dated  1861,  we  find,  with  regard  to  one  place,  that 
"  in  the  great  majority  of  eases,  even  in  the  centre  of 
the  town,  no  accommodation  of  any  kind  is  provided, 
and  hence  the  adult  male  population  defecate  habitu- 
ally in  the  gardens  or  in  the  road,"  etc. ;  in  another 
town  "children's  excrement  and  other  refuse  are 
frequently  allowed  to  remain  dotting  the  space  before 
and  behind  houses."  In  the  Seventh  Report  (1864) 
we  find  that  at  Seacroft  "  it  is  the  practice  to  throw 
everything  in  the  shape  of  sewage,  garbage,  refuse, 
and  even  solid  excrement,  into  the  highway,  on  to 
the  green  or  the  adjacent  midden  heaps,  or  into  a 
ditch  if  such  be  handy."  In  the  colliery  settlements 
at  Gilesgate  Moor  the  roadway  is  described  as  a  suc- 
cession of  dust-heaps  used  "  for  all  purposes  of  per- 
sonal easement."  From  the  Ninth  Report  it  appears  want  of 
that  until  comparatively  lately  (1854),  houses  under  ^^^^ 
£10  rental  were  not  provided  with  privies  or  cess- 
pools, the  inhabitants  using  the  open  streets  instead ; 
and  even  in  1864  "many  houses  and  courts  are  un- 
provided with  any  accommodation,  and  stools  are 
seen  about  yards  and  entries ; "  while  at  Penzance  the 
filth  from  the  upper  stories  of  the  houses  was  com- 
monly discharged  into  the  court  or  passage  below. 

In  the  Health  of  Towns  Report  of  1844  (vol.  i. 
p.  128)  Dr.  Duncan  states  that  the  whole  of  the 
cellar  population  of  Liverpool,  amounting  to  more 
than  20,00.0  persons,  **are  absolutely  without  any 
place  of  deposit  for  their  refuse  matter,"  while  "  of 
the  front  houses  inhabited  by  the  working  classes,  a 
large  proportion  are  in  a  similar  predicament." 

As  a  slight  improvement  to  this  loathsome  state  a  place  set 
of  things,  we  come  to  the  setting  aside  of  a  special  J^e  ^^ 
locality  where  the  refuse  matter  of  one  house,  or  ™***®''- 
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often  of  many  houses,  may  be  deposited — in  other 
words,  a  "  midden  heap  ;"  and  "  occasionally  a  wooden 
erection  may  be  seen,  having  the  external  aspect  of  a 
privy,  and  used  as  such,  but  with  only  a  cross  bar  or 
plank  for  a  seat,  and  iio  cesspool  whatever,  the  excre- 
ment being  allowed  to  accumulate  there  and  diffuse 
itself  thence  for  an  unlimited  time,  or  until  it  is 
required  for  manure."  {Fourth  Report  of  Medical 
Officer  of  Piivy  Council,  Appendix,  p.  38.) 

More  frequently,  however,  some  sort  of  a  pit  ia  dug 
in  the  ground  and  serves  aa  the  receptacle  of  filth 
generally ;  this  is  open  to  the  air  and  without  any 
pretence  of  drainage,  and  is  known  as  a  "midden"  or 
"  ash-pit,"  or,  if  used  for  excrement  alone,  as  a  "  cess- 
pool:"  such  pita  are  in  gardens,  yards,  or  courts, 
surrounded  on  all  sides  by  houses,  and  are  used  by 
many  houses,  there  being  one  or  two  "necessaries" 
for  the  use  of  many  families.  Thus  "in  each  of  the 
larger  courts*  there  are  usually  two  privies,  with 
an  ash-pit  between  them,  situated  within  3  or  4 
feet  of  the  doors  and  windows  of  the  houses  at  the 
upper  end,  and  which  are  the  common  property  ofaU 
the  liouscs  in  the  court.  These  oflices  are  often  in 
such  an  abominably  filthy  and  ruinous  condition  aa 
to  make  it  a  matter  of  wonder  how  they  can  possibly 
be  used  ;  the  aah-pits  are  entirely  uncovered,  and  the 
door  of  the  privy  is  sometimes  absent,  having  been 
broken  or  become  dilapidated  from  age.  In  many 
instances  the  inhabitants  of  the  front  houses  and 
cellars  make  use  of  the  conveniences  in  the  courts, 
BO  that  the  aah-pits  generally  become  full  to  over- 
flowing long  before  the  uightmeu  make  their  appear- 
ance  to  empty  them."     {Dr.  Duncan's  Report  on 

*  Coutaiiiiiig  (ixtucu  1ious«b  and  a  population  averaging  80  penoos. 


MIDDEN  HEAPS  AND  CESSPOOLS  5 

Liverpool  in  First  Report  of  Health  of  Tovms  Com-' 
mission^  1844,  vol.  i.  p.  128.) 

Dr.  Trench,  too,  says:  "Not  only  was  space 
economised  at  all  risks,  and  the  built-up  area  dread- 
fully overcrowded,  but  privies  and  cesspools  were 
placed  inside  houses  and  in  other  improper  situations ; 
while  courts,  terraces,  and  blocks  of  back -to -back 
houses,  occupied  by  numerous  families,  were  in- 
sufficiently supplied  by  a  common  latrine,  with  a 
deep,  wide,  open,  and  undrained  cesspool"  {First 
Report  of  the  Rivers  Pollution  Commission,  1868, 
vol.  ii.  p.  302.) 

The  extent  to  which  this  want  of  convenience  has  one  pnvy 
been  carried  may  be  judged  of  from  the  state  of  some  houa^^ 
parts  of  Manchester  in  1845,  when  it  was  reported 
by  the  superintendent  of  the  nuisance  inspectors  that 
"there  were  645  houses  in  the  neighbourhood  of 
Oldham  Road  and  St.  George's  Road,  with  families  of 
eleven  persons  on  an  average,  making  an  aggregate 
of  7095  persons,  having  only  thirty-three  petties 
(necessaries)  for  their  convenience,  which,  as  might  be 
supposed,  axe  generally  in  a  most  disgusting  and 
filthy  state;"  while  in  another  district  "there  are 
very  few  privies  throughout  the  neighbourhood,  three 
or  four  streets  having  no  accommodation  of  that  kind 
whatever."  {Second  Report  H.  of  T.  C,  vol.  i.  p. 
370.) 

Under  this  head  must  be  included  stagnant  ditches, 
which  are  used  as  open  cesspools,  as  at  Steyning, 
where  Dr.  Whitley  reported  that  the  drainage  was 
into  two  open  ditches,  and  that  privies  with  open  cess- 
pools were  general,  there  being  sometimes  six  families 
to  one  privy ;  in  one  case,  that  of  a  very  old  cottage, 
the  privy  was  against  the  outer  wall  adjoining  the  fire- 
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room  i 
pantry. 

In  Leicester,  in  1849,  "the  number  of  uncovered 
soil-pits  receiving  the  soil,  dust,  and  ashes,  amounta  to 
2900,  and  the  aggregate  surface  of  the  said  soil-pits 
exposed  amounts  to  1^  acres."     {M.  O.  P.  C,  1866.) 

At  Penzance  and  other  phices  the  open  cesspools 
were  often  flooded  by  showers,  so  as  to  overflow  into 
the  gutters  of  the  courts ;  while  at  Wai-wick  the 
practice  used  to  be  to  dig  a  pit  in  the  sandstone  rock 
beneath  the  courtyard  of  the  house,  and  throw  all 
refuse  into  it ;  thence  the  liquid  parts  sank  into  the 
surrounding  soil.  It  seems  that  there  were  in  this 
town  1516  cesspools,  exposing  an  open  surface  of 
"  37,000  square  feet  of  faecal  matter  to  sun,  wind,  and 
rain." 

At  Rugby  the  open  cesspools,  which  were  from 
5  to  10  feet  long,  from  3  to  8  feet  broad,  and 
from  4  to  5  feet  deep,  were  lined  with  brick  below 
tUe  surface  :  into  them  all  the  refuse  wiis  thrown,  the 
privy  being  placed  at  one  cud ;  where  much  ashes 
were  thrown  in  they  were  rendered  less  ofi'ensive  ;  but 
where  httle  ashes  could  be  got,  as  in  the  tenements  of 
the  poor,  the  "  stench  was  intolerable  and  loudly 
complained  of."  While  at  Pill,  near  Bristol,  Dr. 
Buchanan  reported  in  1866  that  either  the  privy 
scats  jutted  over  the  edge  of  the  river,  "or  that 
there  was  an  open  privy  pit,  great  ponds  of  seething 
filth  lying  behind  the  privy." 

As  an  extreme  example  of  want  of  removal  of 
refuse  matters  we  may  refer  to  a  case  described  in  the 
Second  Report  of  the  Health  of  Towns  Commissionei-a 
(1845):  "In  consequence  of  the  confined  space  the 
privy  and  ash  heaps  were  accumulated  in  the  cellars. 
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Commonly  the  excuse  for  closed  doors  and  windows  Midden 
was  the  bad  smell  of  the  court ;  but  here  I  found  a  ^^!" 
special  contrivance  for  keeping  open  the  outer  door, 
without  which  the  tenant  said  *  she  could  not  bide  in 
the  house  ...  the  stench  at  night  was  sometimes  past 
bearing,  especially  in  rainy  weather.'  But  the  rent 
was  low,  Is.  9d.  per  week  for  three  rooms,  on  accoxmt 
of  the  nuisance. 

"  The  cellar  accumulation  often  overflowed,  for  *  it 
was  such  an  awkward  place,  the  farmers  did  not  Uke 
the  trouble  of  fetching  it  out/  and  the  landlady  had 
sometimes  been  induced  by  the  tenant's  complaint  to 
pay  for  its  removal"     (Vol.  ii.  p.  84.) 

The  report  just  quoted  abounds  in  examples  of  a  state  of 
similar  state  of  things  taken  from  various  towns :  ""^  "'=• 
"narrow  and  enclosed  courts,  with  tunnel  entries, 
most  of  them  with  the  midden  and  privy  heaps  in  a 
most  pestilential  condition;"  **the  upper  end  of  the 
yard  I  found  to  be  a  receptacle  for  every  kind  of  filth, 
and  it  was  used  as  a  privy  by  the  inhabitants,"  etc. 

Of  the  state  of  the  courts  in  Whitechapel  in  1844 
we  find  the  following  statement  made :  **  Usually  in 
the  courts  there  is  only  one  cesspool ;  they  are  badly 
cleansed;  often  overflowing.  The  effluvium  is  most 
offensive  and  noxious.  In  many  of  the  houses  the 
privy  is  in  the  cellar.  In  one  of  the  courts  in  Essex 
Street,  now  pulled  down,  the  privy  was  within  three 
yards  of  the  door  of  one  of  the  houses,  and  the  soil 
was  lying  outside  of  the  privy  door."  {First  Report 
H.  of  T.  C,  vol.  i.  p.  107.) 

COVERED   CESSPOOLS. 

After  the  open  midden  heaps,  ash-pits,  and  cess- 
pools, we  have  the  ordinary  form  of  covered  cesspool, 
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a  pit  lined  with  brick  or  stone  work,  or  merely  dug  in 
the  ground  and  roofed  over  in  some  way.  These 
receptacles,  often  of  very  large  size,  are  placed  under 
gardens,  yards,  courts,  streets,  and  even  houses,  and 
usually,  even  when  lined  with  masonry,  allow  the 
Percolation  liquid  part  of  their  contents  to  percolate  into  the  aur- 
,KMk."**"  rounding  soil ;  indeed  in  many  cases  they  are  so  built 
as  to  assist  this  escape  in  order  that  the  solid  contents 
may  remain  in  a  drier  and  comparatively  less  noxious 
state.  Thus  it  is  not  to  be  wondered  at  that  "the 
fluid  contents  of  theovercharged  ash-pits  too  frequently 
find  theii-  way  through  the  mouldering  walls  which 
confine  them,  and  spread  a  layer  of  abomination  over 
the  entire  surface  of  the  court;"  while  "in  some 
instances  it  even  oozes  through  into  the  neighbouring 
cellars,  filling  them  with  its  pestilential  vapours  and 
rendering  it  necessary  to  dig  welts  to  I'eccive  it  in 
order  to  prevent  the  inhabitants  being  inundated ;" 
it  being  added  that  "  one  of  these  wells,  4  feet 
deep,  filled  with  this  stinking  fluid,  was  found  in  one 
cellar  under  the  bed  where  the  family  slept"  {First 
Re-im-t  H.  of  T.  C,  1844,  vol.  i.  p.  128.) 

In  Bedford,  in  1860,  it  was  reported  that  cesspoola 
were  "almost  universal,"  there  being  more  than  3000 
of  them,  and  as  they  were  not  allowed  to  drain  into 
the  sewers  (!)  the  liquid  matters  soaked  away  fixjm 
them  as  fast  as  [jossible  into  the  surrounding  soil.  At 
King's  Langley,  Dr.  Ord  had  four  large  cesspools 
opened,  each  being  3  feet  square  and  4  feet 
deep ;  they  were  placed  under  the  pathway,  and  sup- 
ut  posed  to  be  for  surface  water.  Two  of  them  were 
found  to  contain  dirty  water,  with  some  inches  of 
black  mud ;  one  only  black  mud  20  inches  deep ;  and 
the  fourth  was  "  filled  with  sewage,  soft,  solid,  and  of 
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a  most  offensive  chaxacter,  the  drains  of  five  or  six 
houses  being  led  into  it."  At  Seacroft,  Dr.  Stevens 
tells  us  that  *'  on  lifting  one  of  the  flags  in  the  sitting- 
room  (of  a  cottage)  two  buckets  of  sewage  were  found 
under  the  floor."  At  Alnwick  we  learn  that  in  1849  Badposi- 
there  were  "  large  middens,  foul  privies,  and  cesspools  ^^^  ^ 
crowded  among  houses  originally  built  much  too 
close,  privies  and  cesspools  within  dwelling  houses 
and  under  the  floors  of  sleeping  rooms ;"  and  again, 
"  in  aU  sorts  of  comers  and  confined  spaces  in  con- 
tact with  the  waUs  of  dweUing-houses,  and  in  some 
instances  above  the  level  of  their  floors."  In  another 
town  we  find  that  the  privies  attached  to  the  cottages 
of  the  labouring  classes,  with  their  attendant  cess- 
pools, are  situated  just  under  the  back  windows,  while 
"surface  drains  are  not  unfrequently  used  to  carry 
away  the  sulliage  from  the  overflowing  cesspools." 

And  to  show  that  cesspools  were  not  at  aU  confined 
to  the  lower  classes  of  houses,  and  that  they  were  some- 
times  aa  badly  placed  in  fashionable  quarters,  we  may 
state  that  in  Dover  they  existed  "  under  many  of  the 
best  houses."  (Fourth,  Seventh,  &  Ninth  Reports 
M.  O.  P.  C.) 

But  it  is  not  at  all  a  thing  of  the  remote  past, 
this  covered,  undrained  cesspool.  Dr.  Trench,  in  his 
report  on  the  tunnel  middens  of  Liverpool,  in  1863,  Tunnel 
thus  describes  the  locality  known  as  Kent  Terrace,  of  ^vei^i? 
which  he  remarks,  that  "  although  far  from  being  the 
worst  of  the  kind,  it  presents  a  tolerably  average  picture 
of  the  contrivances  adopted  in  these  terraced  houses." 
{First  Report  R.  P.  C,  1868,  vol.  ii.  p.  302.) 

It  "  is  bounded  and  enclosed  on  the  west  by  the 
front  houses  of  the  street ;  on  the  north  and  east  by 
a  high  wall ;  on  the  south  by  oil-mills.     The  entrance 
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ia  a  passage  15  feet  in  width;  thus,  though  not 
ranked  as  a  close  court,  it  ia  without  any  thorough 
ventilation.  Here  ingenuity  has  accumulated  seventy- 
six  houses,  containing,  at  the  period  of  inspection, 
families  consisting  of  529  souls,  on  a  superficial  area 
of  2346  yards.  Beneath  these  houses  are  tunnels  of 
the  following  dimensions ;  viz.  one  under  the  south 
side,  160  feet  in  length  by  6  feet  4  inches  in  height 
and  3  feet  in  width ;  one  under  the  north  side,  145 
feet  in  length  by  6  feet  4  inches  in  height  and  3  feet 
iu  width ;  one  under  two  ranges  of  houses  in  the 
centre  terrace,  135  feet  in  length  by  6  feet  4  inches 
in  height  and  3  feet  in  width.  The  total  area  thus 
occupied  by  middens  is  192  superficial  yai-ds ;  their 
cubical  contents  384  yards.  In  other  words,  the 
area  of  the  middens  is  to  the  whole  area  of  the 
ground  occupied  as  1  to  12'2 ;  the  area  of  tunnel 
and  middens  is  to  the  area  occupied  by  buildings  as 
1  to  9'25.  A  rough  estimate  given  by  a  competent 
authority  of  the  contents  of  these  middens  before 
thought  full  enough  for  emptying,  is  225  tons.  The 
only  exit  for  the  gases  of  this  vast  accumulated  sewage 
is  through  privies,  which  in  the  centre  terrace  are  so 
placed  between  two  lines  of  double-terraced  houses 
that  effluvium  constantly  and  necessarily  pervades 
every  room  of  the  building;  and  in  the  side  terraces 
on  ledges  abutting  on  sleeping  and  inhabited  apart- 
ments, where  the  like  noxious  eflfcct  is  unavoidably 
obtained.  The  rain,  as  well  as  all  the  water  escaping 
from  taps  or  used  for  household  purposes,  find  their 
way  into  the  tunnels,  so  that  at  every  period  of  the 
day  there  is  disturbance  of  contents,  which  stimulates 
the  escape  of  the  gases.  No  l)reath  of  air  can  reach  the 
unhappy  residents  which  is  not  fraught  with  offcnsivo 
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and  deleterious  compounds ;  no  fire  can  be  lighted 
in  any  household  without  attracting  the  influx  of 
pestiferous  miasma." 

The  thoroughness  of  this  description  must  be  our  ex- 
cuse for  quoting  it  in  extenso;  the  sanitary  evils  of  such  a 
state  of  things  we  shall  have  to  treat  of  in  another  place. 

In  several  towns,  as  at  Preston,  Leeds,  and  Bir-  in  other 
mingham,  such  huge  midden-pits  still  remain  in  an  ^'^' 
ahnost  unimproved  condition;  they  are  sometimes 
covered  and  sometimes  provided  with  drains,  but  are 
usually  foul  and  stinking  to  the  last  degree ;  the  liquid 
soaks  out  of  them  to  a  considerable  extent,  and 
pollutes  the  surrounding  soil ;  in  the  last-mentioned 
town  they  are  frequently  under  workshops,  and  in 
all  they  are  emptied  very  irregularly  (1872). 

At  Halifax  there  are  rows  of  privies  in  passages  be- 
tween parallel  streets,  with  a  long  ash-pit  under  each 
row;  many  of  them  simply  drain  into  the  porous 
millstone  grit.  There  is  a  charge  of  Is.  4d.  to  2^. 
a  cubic  y^d  made  by  the  authorities  for  emptying 
them,  so  that  it  is  usual  to  make  them  large  and 
leave  them  a  long  while  too  full  (1872). 

A  curious  example  of  the  large  undrained  covered 
cesspool  is  described  in  the  Indian  Sanitary  Keport 
for  1870  (p.  151),  as  existing  at  Belgaum,  in  the 
Bombay  Presidency. 

There  are  no  public  latrines,  but  a  curious  system  of  latrine  Latrine 
caverns  or  pits  in  the  courtyard  of  every  family,  excavated  to  a  con-  caverns, 
siderable  depth,  platformed  over,  the  whole  generally  covered  with  a 
tiled  hut.  These  latrine  caverns  have  existed  from  time  immemorial, 
and  are  said  to  number  2240.  The  arrangements  for  removing  the 
soil,  if  any,  seem  very  defective.  Though  the  water  supply  is  abundant, 
the  weUs  are  often  situated  in  close  proximity  to  these  latrine  pits. 

The  police  were  located  in  wretched  dilapidated  huts,  surrounded 
by  open  cesspits,  with  no  provision  for  drainage.  The  whole  ground 
in  and  about  the  lines  pregnant  with  abomination. 
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And  this  vnth.  a  mean  temperature  of  74°'42  Fahr.; 
yet,  "  as  usual  at  Belgaum,  there  was  comparative 
immunity  from  fever,"  and  a  table  ia  given  show- 
ing "that  Belgaum  has  long  possessed  a  reputation 
RcMonsfor  for  salubrity."  The  re;iaon  for  this  is  doubtless  to  be 
found  in  the  fact  that  "  the  town  is  laid  out  with  some 
regularity,  and  the  principal  streets  are  kept  in  good 
order,"  while  the  native  dwellings  are  said  to  be  clean 
inside,  although  "the  exteriors  and  surroundings  arc 
very  foul." 


sulabritf. 


Not  emp- 
Uod  forlDi: 


PERCOLATION  INTO  SURROUNDING  SOIL. 

The  soakagc  from  all  these  foi-ms  of  open  and  closed 
cesspools,  etc.,  into  the  surrounding  soU  has  been 
referred  to.  Sometimes,  as  at  Guildford,  where  they 
are  sunk  into  chalk,  this  takes  place  to  such  an  extent 
that  they  are  actually  stated  to  be  "  dry  and  inoffen- 
sive," and  the  frequency  with  which  they  need  to  be 
emptied  of  their  contents  depends  of  course  upon 
their  size  and  upon  the  rate  at  which  the  liquid  parts 
soak  out  of  them.  Thus  in  Bridport  they  were  some- 
times not  emptied  "for  a  dozen  years  or  more,"  at  other 
'  places  "once  in  two  or  three  years,"  "at  uncertain 
intervals,"  "  at  intervals  of  several  years  ;"  at  Rugby 
"the  solid  parts  accumulate  for  many  years;"  in 
Penrith  "some  cesspools  have  not  been  emptied  for 
twenty  years,"  even  now  (1866)  the  midden  system 
is  in  favour  there,  and  "  in  practice,  middens  are  kept 
till  they  are  full  or  till  it  is  worth  a  farmer's  while  to 
buy  their  contents."  While,  as  a  crowning  success  to 
the  percolation  system,  at  Northampton  the  cesspools 
were  pits  dug  in  spongy  sandstone,  and  were  "made 
and  closed  for  ever;"  they  were  said  to  be  hardly 
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ever  cleaned  out,  and  always  nearly  empty !  "  It  is 
a  principle  with  the  Northampton  builders  that  a 
cesspool  needs  no  drain,  so  absorbent  is  the  sandy 
stratum."     (Seventh  and  Ninth  Reports  M.  0.  P.  C.) 

In  one  report  we  find  it  stated  that  the  mischief 
which  arose  from  the  privy  and  cesspool  system  is  due 
to  the  moisture  of  the  contents,  that  the  privy, 
if  dry,  is  "  unobjectionable,"  and  that  the  dryness  may 
be  secured  by  mixing  the  ashes  with  the  ordure  and 
by  adding  an  occasional  spadeful  or  so  of  diy  eaxth ; 
and  this  naturally  brings  us  to  consider  what  becomes 
of  the  liquid  part  of  the  refuse  in  all  the  foregoing  Escape  of 
arrangements,  in  which  no  attempt  is  made  to  retain  iXL 
it,  and  in  some  of  which,  as  we  have  seen,  its  escape  is 
facilitated  as  much  as  possible.  It  plainly  soaks  into 
the  surrounding  soil;  and  when  we  consider  how 
close  to  houses  wells  are  often  placed,  we  shall  not  be  weiis 
surprised  to  find  that  they  not  uncommonly  drain  the  pools.  ^^^ 
cesspools :  thus,  at  Harpenden,  Dr.  Hunter  reported  in 
1864  that  the  wells  were  near  to  the  cesspools  and  at 
a  lower  level,  and  that  the  water  was  so  execrable 
that  it  was  actually  abandoned  by  the  people  them- 
selves. At  Bridport,  where  the  cesspools  were  often 
"  mere  excavations  in  the  soil,"  and  where  ashes  and 
vegetable  refuse  were  kept  in  uncovered  pits,  the  well- 
water  became  turbid  after  rain,  and  it  has  been  known 
to  smell  offensively,  "  looking  yellow,  tasting  strongly, 
with  a  nice  good  drainy  smell  1"  {Seventh  Report 
M.  O.  P.  a,  p.  523.) 

In  the  reports  of  the  Medical  Officer  of  the  Privy 
Council,  we  continually  find  such  statements  as  that 
pumps  and  wells  are  "  foul  and  unfit  for  use  by  infil- 
tration from  cesspools ;"  that  the  contents  of  wells  are 
very  foul,  it  being  sometimes  necessary  to  add  chloride 
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of  lime  to  the  water  to  destroy  the  oflfenaive  odour, 
and  "  yet  the  dilute  setoage  which  they  coutained  was 
largely  used  for  drinking  ; "  "  the  wclla  and  cesspools 
appeared  to  exchange  their  contents  with  great 
facility."  At  Rugby,  where  the  condition  of  the  cess- 
pools has  already  been  described,  the  wells  are  dug  in 
SUM  of  the  same  gravel  as,  and  generally  within  5  to  10 
watar."*  feet  of,  the  cesspools.  It  is  "  physically  demonstrable 
that  the  cesspools  do  feed  the  wells,"  and  in  many 
cases  it  cannot  but  be  that "  the  fluid  thrown  into  the 
cesspool  in  the  morning  is  pumped  from  the  well  at 
night,"  yet  the  water  is  by  no  means  generally  tainted, 
or  at  least  the  taint  appears  only  at  intervals,  or  if 
the  water  be  kept.  This  contamination  sometimes 
takes  place  so  quickly,  from  the  marvellous  (it  would 
almost  seem  purposely  intended)  perfection  of  the 
communication  between  these  two  necessaries,  that 
Dr.  Buchanan  states,  that  at  Pill  one  of  the  pumps 
instantly  furnished  chlorinated  water  upon  chloride  of 
lime  being  thro\vn  on  a  neighbouring  muck-heap. 

This  source  of  pollution  of  well-water  was  pointed 
out  in  1844  by  the  Health  of  Towns  Commissioners: 
"  As  houses  are  built  and  neighbourhoods  become 
more  crowded,  the  pollution  of  springs  by  the  per- 
meation of  matter  from  cesspools  becomes  greater." 
"  They  have  now  got  into  a  mode  of  deepening  the 
cesspools  until  they  come  to  the  first  stratum  of  sand, 
c«ipooijj  6,  8,  or  10  feet.  This  cutting  generally  carries  the 
tolprinlri.  cesspool  into  a  spring,  and  relieves  the  cesspool  of 
the  liquid  portion  of  the  refuse,  which  is  carried  away 
by  the  spring  into  any  lower  level :"  a  veiy  pretty 
picture  1  And  a  few  pages  farther  on  we  find  that 
certain  houses  at  Bnttersea  "  were  supplied  with  water 
from  apringa  sunk  to  the  same  level  as  the  cesspools. 
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As  the  springs  were  lowered  by  the  consumption  of 
the  water,  it  was  found,  to  the  surprise  of  the  inhabi- 
tants (!),  instead  of  coming  up  clearer,  it  was  more 
discoloured — by  the  equalisation  of  the  water  levels. 
.  .  .  People  have  imagined  that  it  is  the  gas  which 
has  polluted  the  water,  but  it  is  the  cesspools  that  are 
now  being  ^unk  so  much  lower  than  formerly,  partly 
that  the  water  in  the  cesspool  may  not  be  higher  than 
the  level  of  the  springs,  and  partly  for  the  economy 
of  cleansing."  {Mr.  Joseph  QuicKs  evidence.  First 
Report^  vol.  ii.  pp.  117,  123). 

We  find  the  earth  around  it  (the  cesspool)  usually  saturated,  and 
springs  near  are  poisoned  with  the  soakage  from  the  cesspool ;  in 
some  places  it  rots  the  floors.  In  taking  up  old  foundations,  the 
soakage  "  is  often  found  to  be  very  offensive." 

At  Leicester,  the  following  state  of  things  existed 
before  the  sanitary  improvements : — 

Many  of  the  bog-hole  wells  in  the  central  parts  of  the  borough 
have  been  dug  down  to  the  water-seam,  to  avoid  the  expense  of 
emptying — a  practice  which  the  principal  well-digger  of  the  town  says 
he  has  followed  for  thirty  years  and  upwards  ;  and  in  support  of  the 
fact,  numerous  instances  are  given  of  the  water  being  infected  from 
the  soil-pits,  whose  depth  varies  from  5  to  25  feet.  (Ninth  Report, 
Medical  Officer  of  Privy  Gouncilf  p.  73.) 

In  the  Second  Keport  of  the  Health  of  Towns 
Commissioners  much  stress  is  laid  on  this  source  of 
pollution  of  drinking  water:  "It  was  only  fit  for 
slopping,  not  for  use."  Another  witness  says :  "  Com- 
plaints were  made  of  the  quality  of  the  water,  which, 
lying  close  to  the  surface,  I  have  no  doubt  was  affected 
by  the  percolation  of  the  filth  from  the  alley ;"  and 
the  excessive  hardness  of  the  well-water  of  towns  is  Hardneas 
continually  referred  to,  great  complaints  being  made  watw!^^*^ 
of  the  inordinate  waste  of  soap  thereby  occasioned, 
which  often  induced  the  inhabitants  to  go  to  some 
distance  to  fetch  softer  water. 
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In  the  First  Report  of  the  Rivers  Pollution  Commis- 
sioners (1868),  Dr.  Frankland  has  given  some  analyses 
of  such  well-water.  In  one  case,  that  of  the  Bevington 
Bush  Well  at  Liverpool,  in  100,000  parts  there  were 
867  of  total  solid  impurity,  containing  35'51  parts 
"of  carbonate  of  lime,  or  their  equivalent  of  other 
hardening  ingredients  (total  hardness),"  12'61  parts  of 
chlorine,  and  no  less  than  8721  parts  of  combined 
nitrogen,  of  which  8"678  parts  were  in  the  form  of 
nitrates  and  nitrites,  which  Dr.  Frankland  regards  as 
evidence  of  "previous  sewage  contamination;"  the 
organic  nitrogen  was  present  to  a  not  very  high 
amount,  while  of  the  35'51  parts  representing  the 
total  hardness,  only  11 '52  parts  were  removed  by 
boiling,  leaving  23"99  parts  stUl  in  solution,  so  that 
the  "permanent  hardness,"  which  is  the  most  un- 
desirable and  the  most  difficult  to  deal  with,  was  very 
high  indeed. 

The  amount  of  pollution  of  this  water  may  be 
judged  of  from  the  statement  that  "after  its  descent 
to  the  earth  as  rain,  100,000  lbs.  of  the  water  had 
been  contaminated  with  refuse  auimal  matter  equi- 
valent to  that  contained  in  86,510  lbs.  of  average 
Loudon  sewage."     {First  Report,  vol.  i,  p.  118.) 

The  depth  of  a  well  does  not  prevent  its  being  con- 
JJ^^  taminated  in  this  way,  as  the  above  is  an  example  of 
a  very  deep  well  (now  closed) ;  it  does,  however, 
afford  a  greater  chance  that  the  organic  matters  may 
be  more  completely  oiidised,  and  comparatively  harm- 
less products  formed  (especially  nitrates  and  nitrites). 
The  general  conclusion  about  deep  well  water  is  that 
"  when  the  well  is  at  a  distance  from  thickly-inhabited 
places,  tlic  quality  of  the  water  is  generally  excellent, 
but  as  the  population  around  it  increases,  the  water 
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gradually  becomes  mixed  with  a  laiger  and  increasing 
proportion  of  excremental  soakage."  {Loc.  cit.  p.  129.) 

Although  the  mere  presence  of  nitrates  and  nitrites 
in  a  drinking  water  cannot  be  looked  upon  as  aflFord- 
ing  conclusive  proof  of  "  previous  sewage  contamina- 
tion/' it  should  always  be  regarded  as  a  suspicious 
circumstance,  and  should  lead  to  a  search  for  possible 
sources  of  contamination. 

Several  interesting  examples  of  the  pollution  of 
well-water  by  excrementitious  matters  are  given  in 
the  Third  Keport  of  the  Kivers  Pollution  Commis- 
sioners. Such  water  is  described  as  "  the  bright  and 
sparkling,  but  often  dangerous,  beverage  drawn  from 
shallow  wells  sunk  into  ground  reeking  with  ex- 
crementitious matters"  (p.  36). 

Thus  at  Kidderminster,  of  a  well  that  was  pointed 
out  "as  yielding  water  of  average  quality,"  it  is 
stated  that  "it  is  only  5  feet  deep,  and  contained  a 
liquid  which  was  very  similar  in  composition  to  that  PoUuteci 
which  we  have  obtained  in  our  laboratory  by  allowing  ^^"*^***'"- 
London  sewage  to  soak  slowly  through  5  feet  of 
graveL  The  drinking  of  such  water,  especially  in 
periods  of  epidemic  disease,  cannot  but  be  fraught 
with  great  risk  to  health  "  (p.  41). 

The  water  from  a  well  at  the  Blue  House  School  in 
Frome  actually  "contained  unoxidised  sewage  mat- 
ters, besides  exhibiting  a  very  large  anterior  pollution 
of  the  same  kind" 

Of  the  water  of  a  well  in  Durham,  described  as 
"  one  of  the  best,"  it  is  said : — 

This  water,  though  clear  and  sparkling,  is  shown  by  our  analysis  Often  clear 
to   be   little  else   but   the   percolations   from  sewers   and   cesspits ;  «^d  spark- 
100,000  lbs.  of  it  contain  the  inorganic  remains  of  as  much  excremen-  ^^' 
titious  matter  as  is  present  in  62,360  lbs.  of  London  sewage,  whilst 
the  large  proportion  of  chlorine  which  it  contains  shows  that  a  good 
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Though        deal  of  urine  mixes  with  it ;  indeed,  the  pump  is  in  a  back-yard, 
supplied       close  to  a  privy  and  ash-pit,  and  the  waste  water  from  the  pump- 
k***        trough  passes  down  a  sewer-grid  close  to  the  pump  (p.  44). 

Witney  derives  its  water  supply  from  wells  from 
six  to  fifteen  feet  deep. 

The  water  of  these  wells  is  frightfully  polluted,  and  entirely 
unfit  for  human  consumption ;  one  of  them  which  we  have  analy- 
tically examined  is  supplied  chiefly  from  percolations  from  sewers 
and  cesspools,  and  contains  a  large  proportion  of  unoxidised  sewage 
matter,  besides  ammonia  from  urine  (p.  45). 

Well-water        It  is  plain  from  these  instances  that  shallow  well- 

suspi^Sua.   water,  however  bright  and  sparkling  it  may  be,  is  not 

by  any  means  a  desirable  beverage,  and  may  be  a  very 

dangerous  one  :  and  the  depth  of  the  well  is  merely  a 

question  of  degree  in  most  cases. 

It  is  the  old  tale  of  the  Broad  Street  pump  over 
again :  people  prefer  the  cold,  clear  water  from  a  well 
sunk,  it  may  be,  "  in  the  foul  soil  of  an  ancient  town," 
to  the  filtered  water  pumped  them  from  the  river  (and 
with  some  reason  too,  for  they  know  that  the  latter 
has  been  directly  polluted),  until  a  day  comes  when 
the  poison  of  cholera  or  typhoid  fever  is  introduced, 
and  is  distributed  with  the  water  perhaps  to  a  whole 
district. 


CHAPTEK  II 

FILTH  AND  DISEASE — CAUSE  AND  EFFECT 

It  would  seem  scarcely  necessary  for  us  to  show  that 
the  existence  of  the  state  of  things  which  we  have 
described  in  the  preceding  chapter  is  in  all  cases 
detrimental  to  the  health  of  the  inhabitants  of  the 
towns  in  which  it  exists,  and  that  it  must  of  neces- 
sity favour  to  an  alarming  extent  the  spread  of  many 
epidemic  diseases.  It  will  be  well,  however,  to  pro- 
duce some  evidence  to  show  that  such  is  the  case, 
and  that  the  opinion  that  the  pollution  of  drinking- 
water  by  excreta,  and  of  the  air  by  emanations  from 
cesspools  and  so  forth,  on  the  one  hand,  and  on  the 
other  the  amount  of  general  sickness,  and,  in  many 
cases,  of  special  epidemics,  stand  in  the  relation  of 
cause  and  effect,  is  a  true  one.  With  regard  to  the  The  plague 
state  of  the  city  of  York  at  the  time  of  the  plague  in  **  ^^^^ 
1604,  Dr.  Laycock  finds  from  the  city  archives  that 
"  there  were  wide  stagnant  moats,  no  drainage,  narrow 
streets,  and  filthy  open  channels,  the  tide  flowing 
above  the  city,  and  at  ebb  leaving  sludge  and  mud  on 
the  deep  banks  of  the  river,  and  exposing  the  mouths 
of  the  sewers."*  He  reports  also  that  the  plague,  in 
each  of  its  visitations,  broke  out  first  in  an  abominably 
filthy  place   called   "Hagworm's    Nest,"   and   that, 

*  First  Report,  Health  of  Towns  Commission,  vol.  i  p.  254. 
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curiously  enough,  the  cholera  of  1832  broke  out  first 
in  the  same  place,  and  that  each  of  these  diseases  pro- 
gressed in  much  the  same  manner  through  the  city, 
"marking  the  badly-drained  districts  by  its  course." 
From  the  time  of  the  plague  until  the  present  century, 
it  would  appear,  from  an  essay  by  Dr.  Winteringham, 
that  "  York  sufiered  constantly  either  from  one 
epidemic  or  another.  .  .  .  Cholera,  dysentery,  ■  or 
intestinal  inflammation  usually  prevailed  in  July, 
August,  and  September."  It  is  remarkable  that  the 
deaths,  during  the  plague  of  16G4,  were  in  the  pro- 
portion of  one  death  to  three  persons  living,  while 
from  the  cholera  in  1832  they  were  in  the  proportion 
of  one  death  to  142  persons  UvTUg,  a  difference  which 
probably  had  something  to  do  with  the  improved 
sewerage  and  drainage  of  the  city.  In  the  reports 
of  the  Health  of  Towns  Commissioners  (1844) 
numerous  instances  are  given  of  the  production  of 
fever,  especially  typhoid,  under  conditions  of  polluted 
air  and  drinking  water.  In  Bethnal  Green,  at 
Punderson's  Gardens,  of  the  state  of  which  we  have 
already  spoken,  it  is  stated  that  "  fever  constantly 
breaks  out  in  it,  and  extends  from  house  to  house." 
Of  Lamb's  Fields  it  is  said  {First  Report,  vol.  i.  p.  30) : 
"  There  Lb  always  a  quantity  of  putrefying  animal  an<I 
vegetable  matter,  the  odour  of  which,  at  the  present 
moment,  is  most  offensive.  An  open  filthy  ditch 
cncirck'8  this  place,  which  at  the  western  extremity 
is  from  eight  to  ten  feet  wide.  Into  this  part  of  the 
ditch  the  privies  of  all  the  houses  of  a  street  called 
North  Street  open.  These  privies  are  completely 
uncovered,  and  the  soil  from  them  is  allowed  to  accu- 
mulate in  the  open  ditch.  Nothing  can  l)c  conceived 
more  disgusting  than  the  ap|*arauee  of  tliis  ditch  for 
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an  extent  of  jfrom  three  to  four  hundred  feet ;  the  odour 
of  the  effluvia  from  it  is  at  this  moment  most  oflFensive. 
Lamb's  Fields  is  the  fruitful  source  of  fever  to  the 
houses  which  immediately  surroimd  it^  and  to  the  small 
streets  which  branch  from  it.     Particular  houses  were  Fever  den». 
pointed  out  to  me  from  which  entire  families  have 
been  swept  away,  and  from  several  of  the  streets  fever 
is  never  absent."     Most  of  the  witnesses  examined 
were  of  opinion  that  "drainage,  supplies  of  water, 
and  ventilation  would  extensively  diminish  existing 
mortality,"  and  that  where  even  partial  improvement  in 
these  particulars,  and  especially  more  frequent  removal 
of  excreta,  had  been  eflFected,  considerable  improve- 
ment in  the  health  of  the  inhabitants  had  already 
taken  place.     Thus,  of  one  court  which  was  flagged,  Effect  of 
supplied    with    water,    and    cleaned    regularly,   Mr.  '^^"^"^ 
John  Liddell  says  (p.  110):  "In  the  seven  months  ^^^'  ^ 
ending    March    1843"    (before   these   improvements 
took  place)  "  I  attended  forty-one  new  cases  of  sick- 
ness in  that  court ;  in  the  last  four  or  five  months  I 
have  had  but  two  cases."    Dr.  Aldis,  in  describing 
the  offensive  condition  of  the  courts  and  streets  in 
Whitechapel,  says  that  one  street  "  is  very  offensive 
in  warm  weather  in  consequence  of  the  exhalations 
from  stagnant  water.     I  am  called  upon  to  visit  more 
cases  of  fever  there  than  in  any  other  part  of  the 
district.    .    .    .    Generally  we   find  the  most  severe 
attacks  of  disease  in  the  worst  conditioned  places" 
(pp.  112,  114).     Of  Liverpool,  the  condition  of  the 
cellars  of  which  town  we  have  already  described,  Dr. 
Duncan  says  {loc.  cit.  pp.  124,  133),  "judging  from  Cauawof^ 
the  annual  proportion  of  deaths  to  the  population,  rate  in 
Liverpool  is  the  most  unhealthy  town  in  England "  ^'Ym  ^ 
(that  is  to  say,  was  in  the  years  1838,  1839,  and 
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1840)  ;  and  he  contends  that  the  causes  of  this  are  to 
be  found  in  "  vicious  construction  of  the  dwellings, 
the  insufficient  supply  of  out-officea  and  of  receptacles 
for  refuse  and  excrementitioua  matter,  the  absence  of 
drains,  the  deficient  sewerage,  and  the  overcrowding 
of  the  population,"  and  that  these  causes  work  in  two 
ways,  "  partly  by  inducing  a  specific  disease,  and 
partly  by  deteriorating  the  general  health  of  the 
inhabitants  in  such  a  way  as  to  render  them  more 
prone  to  the  attacks  of  nearly  all  diseases."  In  Mr. 
Chadwick's  Report  on  the  Sanitary  Condition  of  the 
Labouring  Classes  in  Great  Britain,  it  is  stated  that 
in  a  block  of  dwellings  for  the  workpeople  attached 
to  one  of  the  factories  in  Glasgow,  which  were  badly 
ventilated,  overcrowded,  and  exceedingly  filthy,  fever 
was  almost  invariably  present;  "there  were  some- 
times as  many  as  seven  cases  in  one  day,  and,  in  the 
last  two  months  of  1831,  there  were  fifty-seven  cases 
in  the  building."  After  the  rooms  had  been  ventilated 
by  tubes  connected  witli  the  chimney  of  the  factoiy 
furnace,  we  find  "  that  during  the  ensuing  eight  years 
fever  was  scarcely  known  in  the  place."     {^Loc>  cit. 

I'-  "=■' . . 

A  striking  example  of  the  danger  arising  from  the 
emanations  from  decomposing  excreta  is  to  be  found 
in  the  case  of  St.  Kilda,  in  1838.  The  diminution  of 
the  iwpulatiou  was  here  shown  by  Mr.  Maclean  to  be 
"  partly  owing  to  the  prevalence  of  epidemics,  but 
ehicHy  to  the  excessive  mortality  which  is  at  all  times 
going  on  in  infancy."  *'  Kight  out  of  every  ten 
children,"  he  says,  "died  between  the  eighth  and 
twelfth  days  of  their  existence ! "  and  he  adds  that 
"  the  air  of  the  island  is  gooil,  and  the  water  excellent," 
80  that  "there  is  no  visible  defect  on  the  part  of 
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Nature,"  and  that,  on  the  contrary,  "  the  great,  if  not 
the  only  cause,  is  the  filth  amidst  which  they  live, 
and  the  noxious  effluvia  which  pervades  their  houses;" 
the  proof  of  this  being  that  the  clergyman's  fanuly, 
with  four  children,  although  living  in  precisely  the 
same  manner  as  the  people  around,  with  the  exception 
of  the  state  of  their  houses,  "  are  well  and  healthy " 
(p.  140).  In  this  valuable  report  Dr.  Duncan  points 
out  that  the  Ward  "  where  the  largest  proportion 
(more  than  one -half)  of  the  population  reside  in 
courts  or  cellars,  is  also  the  Ward  in  which  fever  is  Ceiiar 
most  prevalent,  one  in  twenty-seven  of  the  inhabitants  m<St  l^-^ 
having  been  annuaUy  attended  by  the  dispensaries  ^^^^- 
alone;"  and  he  remarks  that  "  people  do  not  die  merely 
because  they  inhabit  places  called  courts  or  cellars, 
but  because  their  dwellings  are  so  constructed  as  to 
prevent  proper  ventilation,  and  because  they  are  sur- 
rounded vnih  flth,  and  because  they  are  crowded 
together  in  such  numbers  as  to  poison  the  air  which 
they  breathe"  (p.  149).  In  cases  where  middens 
have  been  placed  against  the  walls  of  houses  so  that 
their  fluid  contents  have  soaked  through  them,  and 
the  walls  been  continually  wet  with  foetid  fluid,  the 
families  are  stated  "  never  to  be  free  from  sickness." 
In  the  courts  in  Liverpool  (p.  274)  there  is  one  ash- 
pit destined  to  hold  the  offal  from  all  the  houses, 
which,  being  speedily  filled,  allows  the  filthy  water 
to  ooze  through  the  sides  into  the  nearest  cellars,  and 
from  there  being  no  underground  drainage,  and  no 
thorough  ventilation,  the  stench  is  horrible.  "  Thou- 
sands of  our  poorer  classes  are  living,  or  prematurely 
dying,  in  these  fever-succession  houses.''  In  the  evi-  Fever-sue- 
dence  given  by  Mr.  Kelsey  on  the  drainage  of  London,  h^^. 
when  asked,  "  Does  the  state  of  filth  and  the  effluvia 
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caused  by  defective  eewerjige,  by  cesspools,  or  privies, 
and  decomposing  refuse  kept  in  dust-bins,  powerfully 
afl'ect  the  health  of  the  population?"  says,  "Yes,  it 
does ;  it  always  occasions  a  state  of  depression  that 
renders  persons  more  liable  to  be  acted  upon  by  other 
poisons,  even  if  it  be  not  the  actual  cause  of  it.  The 
line  of  Jiabitations  badly  cleansed  and  in  this  condition 
almost  formed  tlie  line  of  cholera  cases."  Then 
naming  a  series  of  localities,  he  adds:  "All  these  places 
arc  distinguished  by  filth  and  want  of  drainage  and 
proper  washing ;  nine-tenths  of  the  diseases  come 
from  these  filthy  places."  * 

In  the  reports  of  the  medjcd  officer  of  the  Privy 
Council  we  find  innumerable  instances  of  high  death- 
rate,  especially  from  typhoid  fever,  being  caused  by 
the  means  we  have  above  described,  and  being,  as  we 
shall  hereafter  see,  very  considerably  lowered  on  the 
removal  of  these  causes.  In  the  Third  Report  it  is 
shown  that  the  water  of  Bedford  {a  town  of  cesspools) 
"  was  largely  contaminated  by  decaying  auimiU 
matter"  (Professor  Miller),  and  that  every  year  there 
occurred  there,  "  on  an  average,  about  thirty  deaths 
from  fever  and  dian-hteal  diseases,  to  account  for 
which  number  of  deaths  there  must  have  been  attacked 
every  year  by  the  same  diseases,  more  or  less  severely, 
some  hundreds  of  persons."  In  all  the  other  towns 
into  which  the  causes  of  epidemics  of  tyjilioid  fever 
were  inquirtid  into,  similar  conditions  were  found. 
At  Batliwick  there  was  operating  in  a  high  degree 
the  induencc  of  faecal  putrefaction  in  the  air  and 
drinking-water.  At  Kingston  DeveriU  the  water 
supply  was  good,  and  the  privies  far  removed  from 
the  houses,  so  that  the  air  was  not  much  polluted. 

*  Pint  B«port,  HtalLli  of  Towoa  Cvuuuisuon,  vol.  ii,  p.  816. 
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Typhoid  fever,  on  being  introduced,  spread  so  as  to  Typhoid 
aflfect  a  sixth  part  of  the  population,  the  reason  prob-  ^^*^^ 
ably  being  "  that  no  precautions  were  taken  in  deal- 
ing with  the  evacuations  of  the  sick;  that  these 
dangerous  morbid  products  were  extensively  cast  on 
to  the  common  dust-heaps  (as  doubtless  also  into  the 
common  privies)  of  groups  of  houses  wherein  fever 
cases  had  arisen."  At  Dronfield  (in  Derbyshire), 
where  too  there  was  an  epidemic  which  had  been 
prevailing  for  about  six  months,  the  urgent  evil  was 
"  accumulation  of  animal  filth,"  the  diarrhoeal  excre- 
ment of  tjrphoid  fever  cases  being  apparently  thrown 
about  anywhere  and  allowed  to  run  down  the  open 
drains  in  the  streets.  In  the  Fourth  and  Seventh 
Reports  the  epidemics  of  typhoid  at  various  places,  of 
which  we  have  abeady  described  the  sanitary  condition 
as  regards  neglected  privies,  midden  heaps,  cesspools, 
and  so  forth,  are  shown  to  have  always  taken  place 
in  connection  with  accumulations  of  decomposing 
filth.  Thus  at  Steyning,  a  town  naturally  very 
favourably  situated,  there  have  been  continual  "  epi- 
demics of  cholera,  small-pox,  scarlatina,  and  diph-  Most 
theria ; "  and  with  regard  to  typhoid  fever  it  is  stated  where 
that  the  cottage  in  which  it  was  most  fatal  "  was  that  ^^^  ^^^^' 
in  which  faecal  impurity  had  been  the  greatest." 
(We  have  abeady  described  the  condition  of  this 
cottage.)  In  the  colliery  settlements  of  Gilesgate 
Moor,  which  were  in  a  most  offensive  condition,  and 
where  the  inhabitants  actually  wantonly  destroyed 
some  privies  which  were  provided  for  them,  it  is 
stated  "that  disease  was  very  common,  and  that 
minor  ailments,  nausea,  vomiting,  and  diarrhoea  are 
very  constantly  present."  In  one  house  in  Seacroft 
there  were  five  cases  of  typhoid  and  one  of  small-pox 
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at  the  same  time.  Dr.  Stevens  reported  that  there  ' 
was  no  drainage  there,  and  that  the  wells  were  close 
to  filthy  pigsties  and  midden  heaps.  The  water  was 
povw  foul.  With  regard  to  the  sanitaiy  state  of  Bridport, 
o^rid^.  a  town  which  "enjoys,  by  its  position,  elevation,  and 
soil,  every  natural  sanitary  advantage,"  Dr.  Buchanan 
reports  that  the  death-rate  from  fevei-s  "  in  persona  of 
all  ages  has  been  114,"  and  that  in  one  of  the  parishes 
it  has  been  actually  1 36.  Of  this  town  he  says : 
"  Scarcely  one  London  district  really  reaches  the 
fever  death-rate  of  Bridport,  for  those  which  appear 
to  exceed  it  are  chietiy  those  in  which  the  great 
metropolitan  hospitals  receiving  fever  are  situated. 
With  London  City,  with  Clcrkenwell,  with  Maryle- 
bone,  and  St.  Pancras,  Bridport  will  not  bear  a 
moment's  comparison  as  to  its  fever  mortality;  no, 
nor  even  with  Holborn,  or  Bethnal  Green,  or  St 
Giles's."*  (We  have  already  described  the  condition 
of  the  cesspools  and  ash-pits  of  this  town.)  At  Ashby- 
de-la-Zouch,  after  an  absence  of  typhoid  fever  for 
two  or  three  yeara  (since  the  sanitary  improvements), 
it  reappeared,  owing  to  the  filtration  into  a  spring 
fi'om  an  adjoining  cesspool.  It  was  shown  that  per- 
sons inhabiting  more  filthy  houses  than  the  one  in 
which  the  fever  appeared,  and  close  by,  but  who  got 
water  from  a  neighbouring  tap,  were  never  attacked. 
Spnad  of  At  Pill,  near  Bristol,  the  cholera  having  been  intro- 
duced into  a  public-house  in  a  low-lying  part  of  the 
town,  at  once  spread  with  fearful  rapidity,  especially 
ahmg  the  filthy  creek  which  has  beeu  alrea^ly  described 
as  an  open  sewer.  At  Carnai-vun,  too,  the  great  spread 
of  cholera  was  traced  to  the  especially  bad  hygienic 
conditions.  The  researches  of  Dr.  Snow  and  John 
•  Scrcnlli  BuiHMl,  llcJ.  Off,  Privy  Council,  Appendix,  p.  524, 
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Marshall,  Esq.,  F.RS.,  have  proved  that  cholera  is 
spread  by  contaminated  drinking-water.  At  Terling 
and  many  other  places  typhoid  fever  has  been  traced 
to  the  contamination  of  the  wells  from  the  foul  cess- 
pools. In  fact,  all  the  evidence  that  we  can  collect 
leads  us  to  the  conclusion  that  ^Hhere  cannot  be  a 
healthy  population  living  over  or  amidst  the  emana- 
tions from  cesspools."  But  this  conclusion  was  come 
to  long  ago.  We  find  from  Dr.  Laycock's  evidence, 
before  quoted  (see  page  19),  that  Caius  (or  Kaye),  in  Kaye's 
his  "Boke,  or  Counseill  against  the  Disease  commonly  *^^***' 
called  the  Sweate  or  Sweatyng  Sicknesse,"  gives  the 
following  wholesome  advice : — "  Take  away  the  causes 
we  maye,  in  damnying  diches,  auoidynge  carids,  lett- 
yng  in  open  aire,  shimning  suche  euil  mistcs  as  before 
spake  of,  not  openynge  or  sturrynge  euil  brethynge 
places,  landynge  muddy  and  rotte  groundes,  burieng 
dede  bodyes,  .  kepyug  canelles  cleane,  sinkes  and 
easyug  places  sweat,  remouynge  dongehilles,  boxe 
and  euil  sauouryng  thynges,  enhabitynge  high 
and  open  places,  close  towarde  the  sowthe,  shutte 
toward  the  winde,  as  reason  will  and  the  experi- 
ence of  M.  Varro  in  the  pestilece  at  Corcyra  con- 
firmethe." 

It  is  continually  pointed  out  that  sickness  is  the  sickness 
chiei  cause  oi  the  non-payment  oi  rent.     One  witness  payment  of 
says  :  "  Three  out  of  five  of  the  losses  of  rent  that  I  ^** 
now  have  are  losses  from  the  sickness  of  the  tenants, 
who  are  working  men.  .  .  .  Rent  is  the  best  got  from 
healthy  houses."     Another  says :    "  Sickness  at  all 
times  forms  an  excuse  for  the  poorer  part  not  paying 
their  rent,  and  a  reasonable  excuse."     {First  Report 
II.  ofT.  a,  vol.  ii.  pp.  303,  312.) 

So  that  filth  causes  sickness,  sickness  inability  to 
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work,  inability  to  work  poverty  and  non-pa3anent  of 
rent,  to  say  nothing  of  starvation. 
Legislative  With  regard  to  the  interference  of  the  Legislature 
en^'.'"'  to  prevent  a  man  doing  as  he  likes  in  his  own  house, 
we  may  quote  again  the  remarks  made  by  Mr.  Home 
on  the  former  state  of  Liverpool : — "  The  man  who, 
in  a  crowded  street,  is  living  in  filth  and  breathing 
a  putrid  atmosphere,  or  who  makes  that  street  a 
receptacle  for  the  offal  which  he  casts  from  his  dwell- 
ing, becomes  the  instrument  of  danger  to  his  neigli- 
bour  by  spreading  infection,  and  he  not  only  hazards 
his  own  life,  but  endangers  that  of  others.  The  man 
who  erects  a  flimsy  edifice  in  a  crowded  thoroughfare, 
which  by  its  falling  may  destroy  life,  should  be  pre- 
vented doing  so,  and  he  who  constructs  a  house  to 
let  for  profit  and  pays  no  attention  to  those  matters 
which  are  essential  to  comfort,  but,  on  the  contrary, 
so  constructs  it  as  to  engender  fever  and  endanger 
the  lives  of  his  tenants — all  these  are  cases  where, 
with  propriety  and  in  justice,  the  Legislature  ought  to 
interfere  and  to  insist  upon  such  a  mode  of  construc- 
tion as  will  not  endanger  human  life."* 

In  vol.  i.  of  the  Brussels  Public  Hygiene  Reports 
the  conditions  for  the  interference  or  non-interference 
A  man's      of  thc  Legislature  are  stated  very  exactly : — "  AVhen- 
iiOurehim-  ^^^^  ^^  abusc  in  thc  exercise  of  the  right  of  proprietor 
ueiforhia    can  ouly  iujurc   him  who   commits   the  abuse,  the 
property,     public  authority  is  incompetent  to  interfere,  and  in 
community  this  casc  a  citizcu  has  the  right  to  use  and  abuse  his 
puh^'^"^^  own  person  and  efiects.     Whenever,  on  the  contrary, 
property,     thc  possiblc  conscqucucc  of  this  abuse  may  be  to 
cause  the  breaking  out  of  epidemics  or  public  calami- 
ties, the  authority  can,  and  even  ought  to  interfere 

♦  yip»t  ReiK)rt,  Health  of  Towns  Commission  1844,  vol.  i.  p.  282. 
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by  prescribing  regulations  which  forbid  this  abuse." 
As  a  forcible  illustration  the  following  is  given : — 
^*  Because  each  farmer  has  the  right  to  poison  his  own  Example, 
cattle,  if  he  is  such  an  enemy  to  his  own  interests  as 
to  commit  this  mad  act,  it  does  not  follow  that  he 
has  a  right  to  sow  a  field  with  poisonous  plants,  the 
emanations  from  which  might  injure  the  health  of  the 
cattle  of  the  neighbourhood ; "  and  the  conclusion  is, 
that  "  each  administration  can  order,  and  even  ought,  Duty  of  the 
in  the  performance  of  its  duty,  to  order,  in  the  con-  auttOTity. 
struction  of  habitations,  everything  which  is  essenti- 
ally necessary  to  ward  oflF  epidemics,  and  to  guarantee 
to  the  neighbours  a  healthy  state  of  the  atmosphere." 
{Rapports  du  Conseil  StcpSrieur  dJHygihne  Publique, 
1^  vol.  pp.  5,  6  :  Bruxelles,  1856.) 


CHAPTER  III 

IMPROVED  MIDDEN-PITS  AND   CESSPOOLS — ^MIDDEN 
CLOSETS,  PAIL  CLOSETS,  ETC. 

The  simplest  form  of  midden  heap  as  it  exists  in  all 
uncivilised  places  having  been  already  described,  it 
remains  for  us  to  allude  to  several  improved  forms  of 
middens  which  have  been  fully  described  in  a  Eeport 
by  Dr.  Buchanan  and  Mr.  J.  N.  Radcliffe,  of  which 
Dr.  Buchanan  courteously  lent  us  the  proof-sheets.* 
Improved  The  first  improvement  on  the  old  midden-pits  is  to 

^ti,  Until  make  them  impervious  by  lining  them  with  cement, 
and  rounding  oflF  the  angles  so  as  to  make  them  con- 
cave at  the  bottom.  Thus  at  Nottingham  this  is 
done,  and  the  ashes  are  thrown  in  by  a  door  at  the 
side:  here  the  pits  are  not  drained,  but  are  roofed 
over.  The  closets  are  not  allowed  to  be  less  than  4 
feet  6  inches  long  by  3  feet  broad  and  7  feet  6  inches 
liigh  ;  their  roof  must  be  louvered  for  ventilation,  and 
their  floor  sloping,  that  it  may  be  easily  washed. 
The  single  midden-pit  contains  80  cubic  feet  up  to 
the  level  of  the  ash-door  sill,  and  one  lengthened  pit 
may  be  continued  under  a  row  of  closets  on  the 
'* block  system,"  as  it  is  called;  it  must  be  at  least 
15  feet  from  the  house.     A  single  closet  costs  from 

*  This  Report  hoA  mnce  been  published  in  the  Ap]>en(lix  to  the 
Twelfth  Ile|K)rt  of  the  Medical  Officer  of  the  Privy  Council. 
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£9  to  £10,  and  several  in  blocks  from  £5 :  10s.  to 
£6 :  10s.  each.      The  closets  are  limewashed  twice, 
and  the  pits  emptied  regularly  four  times  a  year.    Dr. 
Buchanan  found  them  clean,  not  wet,  and  productive 
of  no  great  nuisance ;  but  there  was  a  smell,  especially 
in  the  larger  ones,  when  the  ash-pit  door  was  opened. 
Slops  must  not  be  thrown  into  these  pits,  or  they 
invariably  become  oflFensive.     At  Stamford,  the  cor- 
poration have  approved  of  a  somewhat  similar  plan 
to  the  above,  with  the  improvement  of  a  shallower 
pit  and  a  hinged  seat,  so  that  the  ashes  can  be  thrown  shallow 
directly  on  to  the  excrement :  one  of  the  doors  into  hm^ 
the  midden  is  to  be  made  large  for  the  convenience  "*^ 
of  the  scavengers.     A  "block"  of  four  such  privies 
will  cost  £35  :  98. ;  of  only  two,  £22. 

In  Manchester,  as  is  well  known,  ash-pit  middens 
are  very  much  used.  In  his  evidence  given  before 
the  Eoyal  Sanitary  Commissioners  in  1869,  Sir  Joseph 
Heron,  the  town  clerk  of  Manchester,  said:  "The  Manchester 
arrangement  which  we  try  to  carry  out  is  to  deodorise  ^^^ 
to  the  extent  practicable,  by  means  of  the  ashes  which 
necessarily  are  met  with  in  every  dwelling,  and  by  an 
improved  construction  of  ash-pits.  There  is  a  grid, 
as  they  call  it,  to  allow  the  small  ashes  to  pass  into 
the  ash-pit,  and  in  that  way  also  to  have  them  cast 
on  the  faecal  matter ;  and  it  is  generally  said,  and  I 
certainly  have  been  in  privies  and  ash-pits  which 
have  been  constructed  upon  a  good  principle,  where 
there  has  not  been  anything  like  the  smeU  which,  I 
am  sorry  to  say,  I  certainly  often  experience  in  water- 
closets  in  hotels  in  London."  He,  however,  acknow- 
ledges that  the  plan  is  adopted  merely  "  with  a  view 
to  improving  and  getting  rid  as  far  as  possible  of  the 
objections  which  may  perhaps  be  necessarily  incidental 
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more  or  less  to  that  system,"  and  that  its  object  is  to 
"  keep  out  of  the  sewers  as  much  as  possible  the  faecal 
matter  which  in  itself  rendei-s  them  polluted,"  "until  ^J 
^m  a  mode  of  disposing  of  and  dealing  with  sewage  has  ^^M 
^B   been  in  some  way  satisfactorily  determined."  ^H 

fflraiB         The  specifications  for  the  Manchester  middcn-pita     ^\ 
""■      require  (1)  that  the  pit  "shall  receive  no  moisture 

from  the  soil  around,  nor  allow  of  any  soaking  of    l 

liquid  filth  out  of  it:"  and  this  end  is  as  far  as  pos-  ^^M 
sible  secured  by  lining  the  pita  with  Rochdale  flags  ^^H 
embedded  in  mortar,  and  by  giving  the  floor  an  incli-^^^H 
natiou  of  not  less  than  3  inches  to  the  outlet  ia^^l 
connection  with  the  drain ;  (2)  "  dryness,  as  far  aS'^^H 
practicable,  of  its  contents : "  this  being  secured  by  ^^ 
the  inclined  floor,  and  by  (3)  "exact  and  efficient 
covering  up  of  the  deposited  excrement  by  the  ashes 

Pand  house  refuse ; "  an  end  attained  by  one  of  several 
methods : — (a)  a  grid,  as  described  by  Sir  J.  Heron, 
into  which  the  ashes  are  thrown,  and  which  sifts  them, 
sending  the  fine  ash  by  means  of  a  shoot  on  to  the 
I,  how  excrement,  and  retaining  the  cinders  to  be  used  again 
as  fuel ;  (b)  a  hinged  privy  seat,  wliich  (^an  be  lifted 
I  BO  that  the  ashes  may  be  thrown  on  to  the  excrement : 
with  thia  plan  is  sometimes  combined  a  special  urine 
catch-pan,  so  that  the  contents  of  the  midden  have  a 
greater  chance  of  being  dry ;  or  (c)  the  front  board 
'  of  the  privy  docs  not  quite  reach  to  the  floor,  and 
carries  a  narrow  step,  between  which  and  the  floor  is 
the  space  through  which  the  ashes  arc  thrown :  the 
seat  is  hinged  at  the  back,  so  tliat  seat,  front-board,, 
step,  and  all  can  be  lifted  up  when  the  pit  has  to  be 
emptied ;  and  (4)  "  the  dispersion,  at  some  safe  pointy  j 
of  any  noxious  gases  evolved  fixim  tlie  contents  of  the.  I 
midden,"  which  condition  is  secured  by  the  construe-. 
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tion  of  ventilating  flues  of  not  less  than  81  square  ventiu- 
inches  in  area,  which  are  carried  up  outside  the  wall  **°"' 
of  the  house  to  3  feet  above  the  eaves.  These 
middens  (except  of  form  c)  are  emptied  through  holes 
closed  by  ledged  doors  which  lead  into  the  passage 
running  behind  the  row  of  houses,  and  the  privies  are 
covered  with  well-pointed  slated  or  flagged  roofs. 

These  requisitions  remind  one  of  the  regulations 
for  the  French  fosses  permanenteSy  except  as  regards 
the  question  of  dryness  of  the  contents,  in  which 
respect  the  midden-pits  present  a  great  advance  on 
the  foreign  system.  Their  chief  fault,  as  middens,  is 
that  they  are  too  large,  and  so  the  accumulation  be- 
comes very  great  in  them ;  they  should  also  not  be 
allowed  to  be  close  to  houses,  as  one  cannot  be  very 
sure  that  liquid  does  not,  occasionally  at  any  rate, 
escape  from  them. 

At  Salford,  where  midden-pits  are  almost  uni- 
versal, they  are  required  to  be  3  feet  from  the 
widl  of  the  house,  to  have  a  drain  into  the  sewer,  and 
to  be  free  from  leakage  ;  the  closets  must  be  outside 
the  house,  and  have  near  the  top  an  opening  to  the 
air  of  12  square  inches  at  least,  and  there  must  be 
one  to  every  house.  The  slab  is  constructed  so  that 
the  ashes  are  thrown  under  the  "  upright,"  as  in  the 
third  Manchester  plan :  "  Except  where  a  closet  was  People 
locked,  and  its  use  restricted  to  a  single  family,  or  at  fheln  ^** 
the  most  to  two  or  three  families,  we  found  them  in  P«>P«''^y- 
a  most  unsatisfactory  state,"  the  fact  being  that  the 
people  threw  the  ashes  on  the  open  ash-pits  close  by 
rather  than  under  their  own  privy  seats ;  thus  showing 
that  the  lower  classes  of  people  cannot  be  allowed  to 
have  anything  whatever  to  do  with  their  own  sanitary 
arrangements :  everything  must  be  managed  for  them. 

P 
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A  Bomewliat  similar  plan  obtains  at  Saltairc,  a 
village  near  Bradford,  and  nlthougli  tlie  slops  go  into 
the  sewers,  the  midden-pits  are  oflensive  unless  tte 
ashes  be  very  carefully  thrown  ou  to  the  excrement, 
a  precaution  which  people,  as  a  rule,  cannot  be  ex- 
pected to  take ;  when  well  used,  however,  they  givo 
no  offence. 

The  best  form  of  midden-closet  is  the  one  in  use 
at  Hull :  it  was  tried  because  "  the  water-closet,  tised 
in  comvion  by  several  families,"  was,  as  might  be  ex- 
pected, "  everlastingly  a  nuisance."  (The  italics  are 
ours.) 

In  this  plan  tliere  is  no  pit  at  all,  but  the  space 
underneath  the  seat,  between  it  and  the  floor,  is  the 
sole  receptacle  of  the  soil  and  aahes,  which  latter  are 
thrown  in  with  a  scoop  through  the  hole  in  the  seat. 
The  front  board  is  movable,  so  that  the  scavenger 
may  get  at  the  contents  with  a  spade.  Wlien  these 
closets  are  used  by  decent  people  they  are  clean,  and 
the  contents  dry  and  inoffensive,  as  plenty  of  ashes 
are  thrown  in,  and  the  slops  go  into  the  drains;  but 
when  used  by  several  families  they  were  found  to 
be  overflowing  from  not  having  been  emptied  often 
enough  ;  they  then  require  to  be  emptied  every  day. 
"  Many  of  the  privies  in  poor  quarters  can  only  be 
reached  through  the  house." 

The  scavenging  system  is  good.  The  town  is 
divided  into  forty-six  districts,  of  from  300  to  700 
houses  each.  Those  districts  are  let  out  to  separate 
contractors,  one  contractor  being  allowed  to  take  two 
districts  if  he  chooses,  but  not  more.  These  con- 
tractors are  paid  by  the  value  of  the  manure,  and  by 
Jin  allowanec  which  the  Board  makes  them  of  Is.  to 
Im.  Gd.  a  year  for  each  house,  so  that  the  proceed- 
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ing  costs  the  Board  £2000  a  year,  and  is  likely  to 
cost  them  more,  because  the  mixed  soil  and  ashes  do 
not  sell  well,  and  because  increased  supervision  is 
necessary. 

Where,  then,  the  midden  system  is  continued,  the  Best  con- 
closet  should  be  away  from  the  house y  and  should  be  *  ^^^' 
roofed  in,  floored  with  sloping  flags,  and  well  venti- 
lated ;  the  midden-pit  should  be  very  small,  preferably 
only  the  space  under  the  seat  between  it  and  the  floor ; 
it  should  be  impervious  on  all  sides,  and  should  not 
on  any  account  be  against  the  wall  of  the  house,  or 
even  near  to  it ;  it  should  not  be  drained,  for  if  the 
ashes  do  not  keep  the  contents  dry,  or  nearly  so,  the 
system  is  a  failure. 

There  can  be  no  doubt,  however,  about  the  fact  * 
that  any  form  of  this  plan  is  unadvisable,  from  the  objections, 
great  expense  of  scavenging,  and  the  inconvenience 
caused  by  the  frequent  visitations  of  the  scavengers 
or  "  nightmen,"  especially  as  they  have  to  dig  out  the 
contents  of  the  pits.  People  do  not  like  these  frequent 
visitations,  and  this  objection  will  be  found  to  apply 
to  many  other  systems  which  are  now  on  their  trial. 
Any  plan  which  will  make  such  visits  as  infrequent 
and  as  short  as  possible  will  be  preferred  by  ninety- 
nine  persons  out  of  a  hundred. 

IMPROVED  CESSPOOLS. 

To  obviate  the  evils  of  soakage,  etc.,  "we  line  cesspool 
the  cesspool  with  cement,  and  provide  an  overflow  ^^^nT,**^ 
drain  from  it  into  the  common  sewer  or  the  nearest  ^^.  ^ 

arainea. 

outlet ;"  in  other  words,  the  improved  cesspool  is  a 
sort  of  cul'de-sac  from  the  house  drain,  which  catches 
the  more  solid  matters,  and  keeps  them  for  an  inde- 
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finite  time  underneath  the  house  or  in  close  proximity 
to  it,  allowing  the  more  liquid  part  to  run  away  into 
the  nearest  sewer;  the  advantage  of  the  plan  being, 
it  is  presumed,  the  value  of  the  manure  so  preserved. 
As  to  the  relative  value  of  what  is  lost  in  this  way  to 
what  is  kept,  we  must  refer  the  reader  to  the  head  of 
"  Utilisation."  It  must  not  be  supposed  that  this 
care  to  prevent  pollution  of  the  neighbouring  wells 
was  always  taken,  for  generally  the  surface  drains 
were  left  to  "  carry  off  the  suUlage  from  overjlowing 
cesspools,"  as  at  Ely  and  Chelmsford  ;  and  where  the 
pits  are  drained,  as  at  Stratford-on-Avou,  they  are 
often  a  nuisance  through  the  choking  of  the  drains ; 
the  actual  disadvantage  in  some  respects  of  draining 
them  is  seen  from  the  fact  that  here  they  are  only 
"  supposed  to  be  emptied  about  once  a  year."  If  a 
nuisance,  and  if  complained  of,  the  inspector  removes 
them.  No  wonder  that  improvement  is  so  slow ! 
{Ninth  Report  M.  0.  P.  C,  pp.  155,  179). 

At  Worthing  the  cesspools  were  "  constructed  so 
as  to  retain  liquid  as  well  as  solid  contents  "  {of  course 
OreHiow  OS  fat  as  practicable)  ;  "  the  overflow  of  them  com- 
^DflA  monly  passing  into  the  trough  system  of  public  drains; 
and  instance  after  instance  is  given  of  cesspools  re- 
quiring to  he  haled  out,  or  overflowing  through  ineffi- 
ciency of  drains  from  them."     {Loc.  cit.  p.  194.) 

At  Liverpool,  the  Health  Committee,  in  1846, 
ordered  all  cesspools,  middens,  and  water-closets  to 
be  drained  into  the  sewers.  "  The  perfect  drainage 
of  middens  and  cesspools  was  a  great  sanitary  improve- 
ment. It  lessened  materially,  though  it  did  not  en- 
tirely remove,  the  evils  of  the  existing  system." 
(Rejiort  hy  Br  Trench,  First  Report  R.P.  C,  1868, 
vol.  ii.  p.  303.) 
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But  it  must  be  observed  that  the  whole  principle  Principle 
of  cesspools  is  given  up  by  draining  them  into  the  ^vr^"" 
sewers,  and  it  becomes  diiBBcult  to  see  the  obiect  of  ^^^^ 

,  ...  J  are  pro- 

their  existence  at  all,  especially  as  it  is  probable  that,  vi^ecL 
in  the  words  of  the  last-mentioned  authority,  they  *'do, 
by  their  drainage,  pollute  the  sewers  to  an  equal,  if  not 
to  a  greater,  extent  than  water-closets."     {Loc.  cit.) 

The  closets,  or  rather  privies,  are  of  course  of  the 
simplest  construction,  as  a  general  rule,  and  require 
no  special  description. 

Where  the  cesspool  system  has  been  strictly  ad- 
hered to,  as  in  many  continental  towns,  the  huge  pits, 
which  are  generally  placed  under  the  court-yards  of 
the  houses,  are  lined  with  cement,  so  as  to  be  as  im- 
pervious as  possible ;  and  in  Paris  and  some  other  Paris,  etc., 
towns  they  must  be  provided  with  a  ventilating  shaft  ||^||^J^te^/' 
reaching  up  some  feet  above  the  roofs  of  the  houses. 
The  general  rule  is,  that  they  shall  be  so  large  that 
they  only  require  to  be  emptied  once  in  three  or  four 
months :  and  this  is  usually  done  by  pumping  the 
contents  through  hose  into  large  cask -shaped  carts 
{tonneaux),  which  are  sent  for  the  purpose  at  night 
when  required ;  or  by  air-tight  carts,  in  which  a 
partial  vacuum  is  first  created,  so  that  the  sewage  is 
forced  up  into  them  through  the  hose  by  the  pressure 
of  the  air,  and  pumping  is  not  required. 

Thus,  at  Brussels,  the  specifications  for  Xh^  fosses  Brusseif^. 
permanentes  require  that  "the  pits  (fosses)  should 
be  constructed  according  to  the  rules  of  the  craft, 
with  a  cancave  floor  (pavement)  and  rounded  corners, 
and  covered  with  a  layer  of  cement  or  ti^asSy  which 
does  not  leave  any  interstice  by  which  the  liquids  and 
the  (faecal)  matters  could  infiltrate  themselves  into  ' 
the  masonry  and  into  the  surrounding  soil.     When 
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(fsecal)  matters  are  allowed  to  remaiu  in  the  pita,  these 
must  be  provided  with  a  ventilating  pipe  directed 
aloft,  so  as  to  carry  away  the  emanations  fivr  from 
inhabited  places."  And  with  regard  to  the  emptying 
of  these  pita,  it  "  ought  to  be  conducted  with  the 
greatest  care.  AU  precautions  should  be  employed 
which  may  be  necessary  in  order  that  the  removal  of 
the  (fsecal)  matters  shall  not  infect  inhabited  places ; 
to  this  end,  recourse  must  be  had  as  much  as  possible 
to  pumps,  which  remove  from  this  proceeding  its 
inconveniences  and  its  dangers."  [Conseil  sapir'ieur 
fTHi/giine  Publv/ue:  Rapports  adreMes  d.  M.  Ic 
Ministre  de  VInUrieur,  2°  vol.  pp.  242,  243.  Brux- 
cllcs,  18G0.) 

Despite  all  such  precautions,  the  fosnes  perma- 
nenies  are  not  watcr-pi-oof,  but  allow  percolation 
into  the  surrounding  soil  to  a  great  extent ;  and  the 
operation  of  emptying  them  is  necessarily  a  most  offen- 
sive one,  as  every  one  knows  who  has  passed  along 
streets  while  it  was  going  on,  although  (at  any  rate  in 
Paris  and  Lyons)  a  sufficient  amount  of  disinfectant 
fluid  is  supposed  to  be  thrown  down  one  of  the  pipes 
into  the  cesspool  before  the  pumping  cummenccs. 

At  Paris  these  cesspools  are  often  provided  with  u 
separator  to  keep  the  solids  and  liquids  apart :  this 
ia  simply  done  by  having  two  or  more  reservoirs, 
communicating  one  with  another  by  means  of  small 
holes  through  which  the  liquid  parts  pass ;  each  of 
these  chambei's  is  provided  with  a  ventilating  chimney. 
This  sepiiriition  materially  retards  decomposition.  The 
Council  of  Salubrity  found,  "  with  a  separator  and 
good  ventilation,  absence  of  odour,  and  completely 
heidlhy  L-onditions  {asmimssemeut) ;  when  ventilation 
id  not  provided  for,  or  is  badly  understood,  the  sepa- 
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rator  only  gives  what  result  it  can,  and  does  not 
prevent  the  production  of  a  bad  odour."  {TardieUy 
Dictionnaire  cVHygihne  Puhlique^  art.  "  Fosses  d'Ais- 
ances.") 

The  object  of  the  precautions  taken  with  regard 
to  the  pits  and  closets  is  to  ensure  as  far  as  possible — 

^'(1)  Absence  of  noxious  or  disagreeable  miasms  conditions 

i       -I  required. 

and  odours. 

'*  (2)  Solidity,  simplicity,  and  economy  of  the 
apparatus. 

*'  (3)  Preservation  of  the  contents  in  their  natural 
condition,  and  their  removal  as  promptly  as  possible 
by  methods  calculated  to  obviate  all  inconvenience 
and  all  danger." 

With  regard  to  the  closets  for  public  buildings 
(hospitals,  schools,  prisons,  barracks,  etc.),  it  is  ordered 
that  "  the  soil-pan  must  be  in  porcelain  {faience)^  or 
in  solid  glazed  stoneware.  It  is  provided  with  a 
gi'oove,  to  be  filled  with  water  or  wet  sand.  The 
lid,  to  close  it  hermetically,  must  to  this  end  be  fitted 
with  a  ridge  which  enters  the  groove  so  as  to  prevent 
the  issue  of  gases.  This  method  has  been  applied 
with  success  in  the  cells  of  prisons  recently  con- 
structed, where  there  is  in  each  cell  a  completely 
inodorous  privy-seat  {siege  d'aisances). 

"The  pipe  connecting  the  seat  with  the  cesspool  "Tnyau 
must  communicate  as  directly  as  possible  with  the 
cesspool ;  its  internal  surface  must  be  quite  smooth, 
and  it  must  be  made  of  a  material  which  will  not  be 
corroded  by  the  action  of  the  liquids  or  gases  which 
may  be  in  contact  with  it :  to  this  end  it  must  be 
of  lead,  or  preferably,  in  large  establishments,  of  stone- 
ware glazed  on  the  inside ;  the  various  pieces  of  it 
must  be  firmly  fixed  with  well-closed  and  luted  joints. 
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This  pipe  should  have  an  apparatus  for  intercepting 
the  air  (valve  or  siphon),  which  may  be  washed  by 
throwing  water  down  or  allowing  some  to  run  throiigh 
it.  There  should  be  two  .such  valves  or  siphons,  the 
one  directly  under  the  soil-pan,  the  other  at  the  lower 
estremity  of  the  pipe :  this  lower  siphon  is  not  to 
plunge  into  the  contents  of  the  cesspool  or  sewer,  its 
contents  must  ^owr  themselves  into  that  receptacle. 

"  At  Brussels  it  is  customary  to  place  at  the  foot 
of  the  descent-pipe  an  ii-on  reservoir  which  fulfils  the 
part  of  a  siphon.  Tliis  apparatus  allows  of  the  cess- 
pool being  placed  at  a  convenient  distance,  a  com- 
municating sewer  being  made.  When  the  closets 
are  indoors  it  is  advantageous  to  an-ange  a  sufficient 
and  well-aerated  space  between  the  rooms  of  the 
house  and  the  closet,*  and  to  estaijlish  in  this  latter, 
besides  the  window  or  opening  which  lights  it,  a  ven- 
tilation-pipe. 

"Each  closet  is  to  have  only  one  window,  and 
the  dooi-s  must  be  arranged  so  that  the  lower  part  of 
the  legs  and  the  upper  part  of  the  body  can  be  seen." 
(For  references  see  p.  45.) 

At  this  point  a  few  words  must  be  said  on  the 
ordinai-y  closet  arrangements  of  continental  towns  as 
a  general  mle.  We  have  observed  closets  of  three 
kinds  :  («)  those  in  which  the  seat  is  made  of  wood, 
and  which  answer  their  purpose  tolerably  well  in  pri- 
vate houses,  but  which  invariably  become  excessively 
filthy  in  all  public  places  from  the  prevalent  abomiiH< 
able  custom  of  standing  upon  the  seat ;  (h)  ti 
which  have  a  stone  seat,  if  a  construction  can  h 
called  which  could  never  have  been  intended  for 
one  to  sit  upon  :  these  are  infinitely  preferable  to 
*  Tliie  M.  Tardieu  terms  a  "  aurcroit  de  precautions  '.  " 
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former  ones,  wherever  the  above-mentioned  iabit  is 
usual,  as  the  stone  slabs  do  not  become  sodden  like 
wooden  planks  do,  and  can  be  washed  more  easily 
and  more  eflfectually ;  and  (c)  those  without  any  pre- 
tence at  a  seat  at  all,  and  in  which  the  convenience  No  seat 
(?)  consists  of  a  zinc  floor  inclining  to  a  hole,  immedi- 
ately beneath  which  is  sometimes  a  swinging  trap 
which  closes  the  mouth  of  the  pipe  or  drain,  but  which 
gives  way  with  a  slight  weight,  returning  into  position 
immediately  afterwards.  Of  the  three  forms  the  last 
is  undoubtedly  the  best  fitted  for  all  public  places  in 
countries  where  seats  in  closets  are  obviously  an 
unnecessary  luxury,  and  soon  become  an  unmitigated 
nuisance. 

In  all  these  cases  the  pipe  descends  directly  from 
the  soil-pan,  when  there  is  one,  from  the  floor  when 
there  is  not,  to  the  cesspool  under  the  house,  and  the 
flushing,  such  as  it  is,  takes  place  when  the  slops  are 
thrown  down.  There  is  often  no  sort  of  trap  at  either  often  no 
extremity  of  the  pipe,  so  that  the  putrid  gases  formed  ^^* 
in  the  cesspool  rise  up  into  the  rooms  of  the  house ; 
when,  however,  one  of  the  above-mentioned  simple 
traps,  invented  by  MM.  Rogier  and  Mothes,  is  placed 
at  either  end,  or  one  of  these  at  the  one  end  and  a 
siphon  at  the  other,  there  is  much  less  danger  of  this. 

The  ventilators  of  the  cesspools  are  generally  venuia- 
carried  up  along  a  stack  of  chimneys,  so  that  the  air 
in  them  is  warmed  and  an  upward  current  created. 
Although  they  rise  above  the  chimneys,  there  must 
be  a  risk  of  the  foul  air  being  occasionally  blown  down 
the  chimneys  into  the  houses. 

Several  methods  for  emptying  cesspools  by  pneu-  Emptying 

■  *  1 1  ff/*  1*1     cesspools 

matic  pressure  into  vans  or  "  tonneaux,    from  which  by  pneu- 
the  air  has  been  previously  exhausted,  have  been  for  ^^  ^'^' 
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some  time  in  use  in  many  contineiiUil  cities.  The 
latest  of  these  is  that  known  m  TaUtrtTs  system, 
which  has  beeu  adopted  in  parts  of  Paris,  Rhcims  and 
Metz,  and  a  similar  process  is  now  in  force  in  Stras- 
bourg and  Carlsruhe. 

In  Talai'd's  system  the  contents  of  a  cesspool  can 
be  extracted  at  the  rate  of  about  20  cubic  yards  per 
hour,  A  steam  vacuum  pump  is  attached  to  a  small 
portable  locomotive  engine,  to  exliauet  the  air  from 
the  receiver.  The  receivers  are  barrel-shaped,  of  a 
capacity  of  about  3^  cubic  yards,  and  are  made  of 
light  steel  plates.  Each  receiver  is  mounted  on 
framework  on  four  wheels,  and  can  be  ejisily  drawn 
from  place  to  place  by  a  paii-  of  horses.  It  is  fitted 
with  a  glass  gauge  at  one  side,  to  show  how  full  it  is, 
and  has  a  large  full-way  valve  at  the  lower  end,  to 
which  the  flexible  tube  is  atUiched. 

On  the  cesspool  being  opened  a  strong,  flexible 
5-inch  tube  is  plunged  to  the  bottom  of  the  contents, 
tiie  other  end  of  this  tube  being  connected  with  the 
valve  of  the  receiver,  which  has  already  been  con- 
nected with  the  engine  by  a  smaller  tube  from  its 
upper  part.  The  special  feature  of  this  system  con- 
i  sists  in  the  invention  of  a  mechanical  juiut  to  connect 
the  lengths  of  hose ;  the  joint  is  l)Oth  water-tight  and 
air-tight,  and  can  be  made  in  two  or  three  seconds  by 
an  ui-dinary  labourer,  and  as  uiisily  disconnected.  The 
engine  being  staited,  the  noxious  gases  are  first  ex- 
tracted from  the  ceas[>ool,  passed  through  the  furnace 
and  burned ;  the  air  is  then  exhausted  from  the 
receiver,  and  on  the  valve  being  opened  the  contents 
of  the  cessjvool  rush  up,  filling  the  vacuum  in  about 
three  or  four  minutes.  The  valve  is  then  closed,  the 
pijws  disconnected,  and  the  I'cceiver  taken  away  to  bo 
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replaced  by  others,  until  the  cesspool  is  entirely 
empty.  The  receivers  can  either  be  discharged  into 
close  barges,  specially  constructed  for  the  purpose,  in 
which  case  the  pipe  is  connected  at  one  end  to  the 
receiver  and  at  the  other  to  the  barge,  so  that  the 
contents  are  transferred  from  one  receptacle  to  the 
other  by  gravitation,  without  being  exposed  to  the 
air ;  or  they  can  be  emptied  on  to  the  land  in  the 
usual  maimer  for  fertilising  purposes. 

We  have  no  knowledge  as  to  the  practical  working  Remarks, 
of  this  system  on  a  large  scale,  but  we  know  what 
air-tight  carts  filled  by  **  pneumatic  pressure !'  are  in 
continental  towns,  and  have  no  desire  to  see  their 
disgusting  nocturnal  processions  in  London  or  any- 
where else.  Every  possible  precaution  was  taken  in 
Paris  to  secure  as  far  as  possible  freedom  from  ofience, 
and  yet  when  the  "  tonneaux  "  were  filled,  and  miles 
from  the  place  where  they  got  their  load,  they  spread 
around  them,  as  they  went  along  towards  La  Villette, 
a  most  abominable  stench. 

As  to  the  expense  of  a  cesspool,  it  may  be  stated  Cost  of  a 
that  such  a  one  as  is  put  to  a  labourer  s  house  costs,  *^®"p^  • 
for  digging  and  lining  with  brick,  from  £1 :  10s.  to 
£2,  and  that  if  lineid  with  cement,  without  which 
there  is  no  pretence  at  imperviousness,  it  would  cost 
£1  more.  If  an  overflow  drain  were  provided,  it 
would  cost  Is.  6d.  per  foot,  and  be  not  less  than 
30  feet  long  (probably  50  feet) ;  this,  with  the 
cement  for  a  cesspool  3  feet  6  inches  in  diameter, 
*'  would  not  at  the  London  prices  be  less  than  £3  :  5s." 
'*  Making  the  whole  expense  of  the  cesspool  so  pro- 
tected about  £o,  and  involving  an  annual  rent,  at  10 
per  cent,  of  10s.  for  the  cesspool  alone."  {First 
Report  H.  ofT.  C,  vol.  ii.  p.  318.) 
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The  expense  in  Paris  of  ma.kiiig  a  cesspool  Viiries 
from  160  to  200  francs  {£6 :  8s.  to  £8)  for  one  of 
8  cubic  metres  (282'4  cubic  feet),  provided  with 
separators,  ventilating  shiifts,  etc.  ;  such  a  reservoir 
"  only  becomes  full  at  the  end  of  a  year  in  ordinary 
houses,  that  is  to  say  houses  inhabited  by  thirty 
persons." 

The  Health  of  Towns  Reports  inform  us  that  the 
average  expense  of  cleaning  a  cesspool  in  the  metropolis 
was  about  £1  per  annum.  When  this  is  tested  by  ex- 
amining the  evidence,  it  is  found  that  in  Southwark 
and  Battersea  the  expeuse  was  "£1  each  time  for 
small  tenements,  and  as  much  as  £3  for  large  ones." 
Where  percolatiou  into  the  surroundiug  soil  is  favoured, 
the  cost  is  of  course  lessened.  "  From  four  to  eight- 
roomed  houses  do  absolutely  cost  about  3d.  per  week 
for  cleansing  the  cesspools"  {loc.  cit.  p.  122).  So 
that  it  ia  to  the  advantage  of  the  owner  of  a  cesspool 
in  a  large  town  to  adopt  the  Northampton  principle  as 
much  as  possible,  and  assist  the  escape  of  liquid  sewage 
into  the  surrounding  soil,  and  tliereforc,  as  we  have 
already  seen,  into  the  neighbours'  wells,  as  much  as 
he  can.  Surely  it  would  be  difficult  to  say  anything 
more  condemnatory  of  a  system  than  this.  No  one 
maintains  that  it  is  an  impi-ovcment  to  well-water  to 
he  "  diluted  sewage  ;  "  whether  it  ia  a  sanitary  advan- 
tage or  not,  will  be  considered  in  another  place.  The 
total  cost  then,  including  the  interest  on  the  orig- 
inal outlay,  would  be  "in  the  metrojK)lis"  from  £1 
to  £1  :  lOs,  per  annum ;  or  £1  :  2b.  jier  annum,  or 
from  4d.  to  5d.  per  week,  for  common  tenements ; 
and  this  docs  not  include  the  cost  of  the  closet 
itself. 
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TEMPORARY     CESSPOOLS  —  "FOSSES     MOBILES,"     PAILS, 

BOXES,   TUBS,    ETC. 

It  is  plain  that  in  order  to  lessen  as  much  as  Diminution 
possible  the  chances  of  soakage  from  cesspools,  just  °'**"* 
as  from  middens  into  which  ashes,  etc.  are  put,  the 
best  thing  to  do  is  to  diminish  their  size  as  much  as 
possible,  so  that  they  may  be  emptied  frequently ; 
this  presenting  an  additional  advantage  in  the  more 
rapid  removal  of  the  refuse  matters  from  the  proximity 
of  dwellings. 

The  most  obvious  example  of  this  plan  is  to  be 
found  in  the  continental  yb^ses  mobiles.  We  extract  "Pogses 
from  the  Belgian  report  before  quoted  (page  38)  the  ™^^^^«»-" 
following  account  of  the  system  as  practised  at 
Brussels,  especially  in  large  public  establishments : — 
"  The  system  of  closets  with  fosses  mobiles  has  for 
its  object  the  collection  of  (excremental)  matters  in  a 
state  of  purity,  without  mixture  with  water,  in  desir- 
able conditions  of  cleanliness  and  absence  of  odour." 

'*(1)  Seat — This  consists  simply  of  a  soil-pan  of  **si^/* 
stoneware  or  faience.^'  There  is  no  woodwork,  and 
the  soil-pan  merely  projects  from  the  top  of  the 
descent-pipe.  "Its  border  has  a  groove  in  it  filled 
with  water  or  sand,  into  which  the  raised  rim  of  the 
lid  fits. 

"  (2)  Connecting-pipe. — This  pipe,  straight,  with-  "Tnyau 
out  Siphon,  joms  the  descent -pipe  at  a  very  acute 
angle  (22''),  and  is  about  4  inches  in  diameter  inside ; 
it  is,  like  the  next,  made  of  stoneware,  glazed  inside. 

"  (3)  Descent-pipe.* — ^This  is  from  6  to  8  inches  in  «'Tuyau 
internal  diameter ;  it  is  straight,  vertical,  and  is  com-  ^**  ^^^^ 

*  Soil-pipe. 


"Ton- 

"Tin- 
netl«." 

i 
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posed  of  a  series  of  pipea  eounectecl  with  each  other 
by  dry  sand  joints,  without  cement,  fixed  to  the  wall 
by  iron  bands ;  it  rests,  at  the  ground-floor  level,  on  a 
strong  flagstone.  Its  prolongation,  through  and  below 
this  atone,  consists  of  a  sliding  pipe  of  wrought  copper, 
capable  of  being  lengthened  or  shortened,  and  solidly 
fixed  to  the  stone  by  a  cast-iron  connecter,  A  sort 
of  circular  shallow  ilish  {Scuelle),  which  ean  1«3  hung 
under  this  last  part  of  the  descent-pipe,  serves  at  a 
given  moment  to  shut  its  lower  orifice. 

"  (4)  Tub  {(onneau). — The  exeremental  matters 
comiug  down  the  descent-pipe  faU  into  a  tub  of  from 
2  to  3  hectolitres  (44  to  66  gallons),  into  which  dips, 
fitting  tightly  (into  a  hole  in  the  top),  the  lower  pait 
of  the  pipe.  A  cover  fitted  with  a  spring  serves  to 
shut  and  lute,  by  means  of  a  little  hemp,  the  tub  when 
it  is  full.  Placed  on  a  stand  furnished  with  wheels,  the 
tub  is  easily  managed ;  when  filled,  it  is  immediately 
replaced  by  another  similar  contrivance.  If  the  tub 
is  underground,  the  rails  (on  which  the  stand  moves) 
should  he  placed  on  an  incline,  so  that  the  removal 
and  replacement  may  be  easily  cfi'ected.  The  under- 
ground chamber  must  be  isolated,  and  the  entrance 
to  it  placed  outside  the  building.  The  thorough 
tarring  of  the  interior  of  the  tub  not  only  preserves 
the  staves,  but  also  partly  neutralises  the  effect  of 
the  mephitic  gases  which  the  (exeremental)  matters 


"  (5)  Ventilation-pipe. — To  prevent  the  smells 
and  gases  which  are  given  off  from  the  mouth  of  the 
tub  from  spreading  themselves  (in  the  house)  by 
meajis  of  the  o|>ening  in  the  privy-acat,  at  the  upper 
extremity  of  the  descent-pipe  is  fixed  a  ventilation- 
pipe,  which  rises  above  the  coping  of  the  roof,  and  the 
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action  of  which  is  increased  by  means  of  a  vane,  or 
any  other  contrivance  producing  the  same  effect." 

The  expenses  of  this  apparatus  are  said  to  be 
"  relatively  small,  and  are  besides  amply  compensated 
by  the  returns  from  the  sale  of  the  manure." 

Earthenware  urinals  are  placed  in  the  boys'  and 
men's  departments,  and  are  connected  with  the  soil- 
pan  or  one  of  the  descending  pipes  by  means  of  a 
leaden  pipe  slightly  bent  in  the  form  of  a  siphon. 

With  regard  to  the  fosses  mobiles  for  the  sleep- 
ing-rooms and  sick  wards  the  following  directions 
are  given  : — "  These  seats  must  be  arranged  so  as  to  "si^^ges 
cause  no  smell.  Wood  is  to  be  forbidden,  as  it  is  m^ues/' 
readily  impregnated  with  faeces  and  urine ;  faieifice 
stoneware,  or  pottery,  as  being  too  heavy  and  liable  to 
be  broken.  Preference  should  be  given  to  the  utensil 
of  galvanised  iron  or  of  non  -  oxidisable  iron,  used 
in  prisons :  closed  by  a  lid  of  the  same  metal,  which 
fits  into  a  groove  filled  with  water,  this  vessel  is  carried 
with  one  hand,  by  means  of  a  handle  fastened  to  two 
rings  on  it,  without  allowing  gas  to  escape  during  its 
passage.  It  can  be  placed  in  an  ordinary  bed-chair 
when  thought  necessary." 

In  this  system  as  applied  to  houses  it  will  be  seen  Fanit  of 

^i..i  .  .  .-I  'jj  ventilation. 

that  there  is  no  trap,  no  siphon,  nor  mdeed  any  con- 
trivance to  prevent  the  gases  which  accumulate  from 
rising  into  the  connecting-pipe  and  soil-pan  ;  reliance 
is  placed  on  the  vane  at  the  top  of  the  descent-pipe," 
which,  it  is  presumed,  if  well  arranged,  causes  a 
draught  upwards,  and  upon  the  supposed  air-tight  lid. 
It  is  easy  to  see,  however,  that  the  draught  can  never 
be  suflScient  to  draw  the  air  very  forcibly  downwards 
when  the  lid  is  lifted,  and  so  the  light  gases  collected 
in  the  soil-pan  (which  is  most  conveniently  placed  to 
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receive  them)  take  this  opportunity  of  escaping  into 
the  house.  If  by  any  chance  the  ventilation  airange- 
raenta  do  not  act  as  they  should,  there  is  nothing 
whatever  to  prevent  the  house  being  supplied  with  air 
through  the  privy-seat  as  soon  as  the  lid  is  Ufted. 

Various  devices  are  employed  in  Paris  for  the 
separation  of  the  liquid  from  the  solid  contents  in 
these  tubs,  and  sometimes  the  liquid  parts  ran 
away  from  them  directly  to  the  sewers,  or  into  a 


i 


The  price  of  a  single  fosse  mobile  with  a  sSpa- 
rateur  is  from  £2  to  £2  :  10s. ;  for  one  having  three 
divisions,  and  so  serving  for  several  descent-pipee, 
from  £G  :  10s.  to  £7.  The  expense  of  emptying  the 
solid  matters  alone  for  a  house  of  30  persons,  and 
furnished  with  a  separaieur  Tnobile,  is:  Removal 
of  twelve  boxes  at  1  fr.  50  c.  a  year,  18  fr. ;  hire  of 
apparatus,  20  fr. ;  i.e.  38  fr.,  or  about  £1  :  lOs.  a  year 
altogether.  This,  M.  Tardieu  remarks,  ia  without 
doubt  a  high  price;  "an  inconvenience  which  is  in- 
evitably attached  to  the  system  of  fosses  mobiles, 
but  which  is  compensated  for  by  the  easy  and  prompt 
removal  of  the  putrescible  matters."  [Dictionnaire 
d'lJygihie  Puhlique,  art.  "Fosses  d'Aisanecs.") 

The  establishment  and  management  of  these  con- 
trivances in  Paris  is  strictly  under  the  control  of 
the  authorities;  they  may  not  be  fixed,  moved,  or 
emptied  except  by  duly  authorised  persons,  and  since 
1851  they  must  be  supplied  with  a  separating 
apparatus. 

Cfiesshire's  Intercepting  Tank  is  a  variety  of  the 
fosse  mobile ;  its  object  is,  then,  to  fiepp""*^''  the  solid 
excreta  from  the  urine,  which  is  alluw  i  away 

into  the  Bewcrs. 
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The  plan  or  form  at  present  preferred  is  that  of  an  iron  box,  Descrip* 
large  enough  to  hold  the  solid  part  of  the  excreta  of  an  average  house-  tion  of 
hold  for  from  eight  to  twelve  months,  and  yet,  when  full,  within  the  ^    *  ®*^ 
power  of  two  strong  men  to  lift.     This  box  is  2  feet  4  inches  long  by 
18  inches  wide  and  18  inches  deep.    The  pipe  from  the  privy  or  closet 
passes  into  the  top  of  the  box,  by  preference  at  the  opposite  comer  to 
the  outlet  or  waste-pipe,  which,  placed  at  the  bottom  of  the  box,  is 
divided  from  the  main  part  by  a  perforated  grating,  extending  across  the 
comer  and  the  whole  height  of  the  box.     Except  as  to  the  inlet  and 
outlet  pipes,  the  box  is  hermetically  sealed,  though  the  lid  can  be 
readily  removed  when  it  is  desirable  to  empty  it.     The  connection  of 
the  inlet  and  outlet  pipes  to  the  box  can  also  readily  be  separated  and 
remade  without  the  assistance  of  a  plumber. 

A  full  box  can  be  removed,  and  an  empty  one  put  in  its  place, 
in  five  or  ten  minutes,  and  this,  if  necessary,  may  be  done  in  the  day- 
time, without  any  annoyance  to  the  household,  neighbours,  or  passers- 
by.  The  removed  box,  full  as  it  is  of  most  valuable  manure — in  fact, 
a  human  guano — may  now  be  carted  away,  and  its  contents  reduced, 
by  a  liberal  admixture  of  fresh  loam  or  water,  to  a  strength  suitable  to 
the  crop  or  soil  to  be  fed  with  it,     (Prospectus  of  Patentee,) 

Surgeon  T.  G.  Hewlett,  Health  Officer  and  Coroner 
to  the  City  of  Bombay,  writes  as  follows  of  one  which 
he  substituted  for  a  water-closet  and  cesspool : — 

An  earth  closet  was  inadmissible  within  the  house,  so  I  placed 
within  the  cesspool  one  of  Chesshire's  intercepting  tanks.  That  is 
almost  hermetically  sealed,  as  it  is  double  syphon-trapped.  The  solid 
matter,  paper,  etc  is  arrested  by  a  screen  which  permits  the  passage 
of  water,  which  flows  away  through  a  syphon-trapped  glazed  pipe,  and 
eventually  discharges  itself  at  a  distance  from  the  house,  beyond  the 
property,  into  a  surface  drain.  The  smell,  both  inside  and  outside  the  Good 
house,  before  much  complained  of,  has  entirely  disappeared.  The  iron  results. 
tank  will  require  cleaning  periodically — tlie  patentee  states,  once  in 
six  months ;  but  this  is  a  matter  for  experience  to  decide.  (Report 
of  a  Sanitary  T<yur,  by  Dr.  T.  G,  Hewlett^  in  the  Appendix  to  the  Report 
on  Measures  adopted  for  Sanitary  Improvements  in  India,  from  June 
1869  to  June  1870,  p.  233.) 

It  will  be  seen  from  the  above  quotation  that  Dr. 
Hewlett  considers  this  intercepting  tank  superior  to 
the  earth  closet  for  the  interior  of  houses ;  he, 
however,  only  regards  it  as  a  substitute  for  the 
cesspool,  for  after  examining  it  at  Birmingham  he 
writes  — 

E 


50  IMFROVKD   MIDDEN-FITS,  CESSPOOLS,  ETC. 

1  This  appears  to  be  a  butter  form  of  Dewpool,  and  may  be  worth 
trying  in  plawa  that  have  no  regalar  system  of  drainage.  {Loc.  dt. 
p.  a-12.) 

The  German  system  of  movable  receptacles 
{Ahfuhrtonnen)  is  much  the  same  as  the  French,  but 
the  simpler  form  of  a  mere  bucket  under  the  privy- 
aeat  is  iu  use  in  many  towns  (Berlin,  Lcipsic,  etc.) 

This  is  the  vanishing  point  of  the  untlrained  ces.^- 
pool.  We  have  seen  it  reduced  to  a  20,  40,  or  60- 
gallon  cask  in  the  larger /osses  mobUes;  now  we  find 
it  reduced  to  a  mere  ])ox,  pail,  or  bucket,  just  as  we 
saw  the  midden  reduced  to  a  mere  space  under  the 
seat,  between  it  and  the  flagged  floor ;  in  each  case 
the  underground  pit  is  entirely  abolished. 

From  Dr.  Buchanan  and  Mr.  Radclifl'e's  report  we 
find  that  this  system  is  in  practice  at  Leeds  and  at 
Nottingham ;  at  which  latter  place,  however,  a  little 
eaHh  or  ash  is  put  into  the  bottom  of  the  box,  to 
prevent  the  contents  from  adhering  to  it.  There  are, 
besides,  separate  bins  for  the  ashes  and  house  refuse. 
These  boxes  are  removed  daily,  or  two  or  three  times 
a  week,  being  either  emptied  into  the  carts  or  carried 
off  altogether  anil  replaced  by  fresh  ones ;  the  scaveng- 
ing is  all  done  in  the  uight,  and  the  refuse  is  taken 
away  from  the  town  by  canal  i>arges  and  sold  for 
manure. 

At  Rochdale,  too,  movable  tuba  under  tlie  privj-- 
Koat  are  in  vogue.  A  little  fine  ash  and  common  salt 
is  sprinkled  over  the  bottom  of  tliL-  tub  for  the  same 
purpose  as  at  Nottingham,  and  also  perhaps  with  the 
view  of  retarding  decomposition  ;  the  ashes  and  house 
refuse  are  tlirowu  into  a  separate  tui) ;  the  pails  are 
mode  from  disused  paraffin  casks,  each  cask  being  cut 
in  two ;  they  are  fitteil  with  iron  hiuidles  and  with 
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tightly  fitting  lids,  and  cost  3s.  4d.  each ;  they  are 
changed  twice  or  three  times  a  week,  and  cause 
very  little  nuisance  either  in  the  houses  or  in  the 
streets. 

The  cost  of  changing  a  midden  closet  into  a  pail 
closet  is  30s.,  or  £10  for  seven. 

At  Edinburgh  the  system  of  simply  placing  pails  Paiis  in 
full  of  excrement,  urine,  and  general  refuse  outside  the  *"  ^^  ' 
houses  for  the  scavenger  to  take  away,  has  been  long 
practised,  as  there  has  been  literally  no  accommodation 
of  any  sort  in  the  large  tenements.  The  pail  closet 
system  has  now  been  established  there  on  a  regular 
footing.  The  closets,  which  are  roofed  in,  are  placed 
in  two  rows,  with  a  passage  for  the  scavenger  between 
them ;  the  seats  and  divisions  between  the  recesses  are 
made  of  smooth  slate ;  under  the  aperture  is  a  short 
earthenware  funnel,  and  below  it  is  placed  a  movable 
metal  pail ;  this  is  removed  daily  by  the  scavenger  and 
the  privy  cleansed,  a  reservoir  of  water  being  provided 
for  this  purpose.  At  Glasgow  too  the  same  system 
is  at  work  "in  various  public  and  semi -public 
closets." 

The  pails  or  boxes  should  be  round  and  straight ;  comiitioiw 
square  ones  are  not  so  strong  nor  so  easily  cleaned ;  '^®^^^'*^'' 
they  may  be  of  wood,  well  pitched  inside,  or  of  gal- 
vanised iron.  The  closets  should  be  made  of  imper- 
vious materials  as  much  as  possible,  as  then  they  are 
less  liable  to  get  fouled,  and  are  also  more  easily 
washed ;  the  ash-tub  should  be  under  a  roof  of  some 
sort,  or  its  contents  will  get  wet  and  become  a  nuis- 
ance.    The  pails  should  be  changed  daily. 

Dr.  Trench,  then  medical  officer  of  health  for  Liver-  Diflicuity 
pool,  has  made  some  practical  observations  on  the  ber"of""'" 
difficulties  of  applying  this  system  to  large  towns,  p"^- 
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He  has  calculated  that  the  space  that  would  be  re- 
quired for  the  spare  receptacles  for  the  borougli  of 
Liverpool,  allowing  that  they  were  packed  as  close  as 
possible,  would  be  11  acres,  2  roods,  and  32j  perches; 
and  that  if  they  "  were  put  on  a  railway,  four  abreast, 
they  would  extend  to  Ormskirk,  a  distance  of  12 
miles,"  He  adds  :  "  I  can  form  no  guess  as  to  what 
would  be  the  extent  of  land  required  for  the  reeeption, 
emptying,  washing,  and  deodorising  of  the  receptacloB 
directly  on  removal  from  the  various  houses ;  nor  can. 
I  conceive  where,  within  the  area  of  our  overcrowded 
borough,  anch  spaces  could  be  found  ;  nor  where,  out' 
side  and  beyond  the  precincts  of  the  town,  the  Health 
Board  of  any  suburban  locality  would  allow  their 
parishioners  to  be  poisoned  for  the  convenience  of 
Liverpool." 

Necossity  He  pouits  out  that  it  would  be  absolutely  neeessary 

of  pai";^''  to  have  "  two  receptacles  for  each  house,  one  to  use 
and  one  to  clean."  "  But  it  may  be  said  that  there  ia 
no  necessity  to  return  always  the  same  utensil.  Then 
my  answer  is,  that  the  disgust,  the  fear,  the  panic 
during  epidemics  of  small-pox,  of  scarlatina,  or  of 
Asiatic  cholera,  that  infection  would  be  brought  to 
one's  home  by  these  means,  would  soon  control  all 
municipal  authority,  and  upset  the  whole  scheme,"  * 

Dr.  Trench  here  assumes  that  the  pails  are  carried 
away,  contents  and  all,  by  the  scavengers ;  a  perfectly 
just  assumption,  as  the  plan  of  emptpng  them  into 
the  scavenger's  cart,  cleansing  and  replacing  them  on' 
the  spot,  would  create  such  a  nuisance  that  it  would 
not  be  endured.  But  his  objections  do  not  apply  so 
forcibly  to  the  ash  or  earth  closet  systems,  as  a  like 
proceeding  in  these  cases  is  not,  i.e.  ought  not  to  he, 
*  Fitet  Report,  Rivers  Pollution  Cominiwion,  186ft,  vol. 
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attended  with  nuisance,  and  so  the  receptacles,  not 
being  carried  away,  cannot  get  changed. 

Mr.  Menzies  says  of  the  pail  system,  that  "  it  can  Nuisance. 
never  be  adopted  near  dwellings  of  the  better  classes, 
for  the  sight  and  smell  are  so  exceedingly  nauseous 
that  they  could  not  be  endured.  The  removal  of  the 
matter  is  indeed  at  all  times  a  filthy  operation,  and  the 
iron  pans  when  empty  smell  even  worse  than  when  they 
are  full,  as  there  is  then  a  greater  surface  exposed."  * 

The  trough  latrines  of  Glasgow  and  Edinburgh  Trough 

r  •       J.1  'J         J     "L  j."L  •       latrines, 

may  be  conveniently  considered  here:  they  are  m 
effect  the  pail  system  adapted  to  large  collections  of 
people.  A  long  fixed  iron  trough,  slightly  inclined 
towards  one  end,  runs  along  under  the  seats  of  a  row 
of  closets;  it  is  provided  with  a  little  water,  just 
enough  to  make  the  contents  run  easily,  and  it  receives 
the  total  urine  and  excrement  of  the  persons  using  it. 
In  the  Glasgow  factories  there  is  one  on  each  of  the 
four  stories,  and  it  is  used  by  180  to  200  persons; 
the  contents  are  emptied  once  or  twice  a  day  down  . 
a  vertical  pipe  into  a  large  closed  tank  placed  close 
to  the  ground,  and  holding  80  gallons,  or  about  a 
day's  produce ;  this  is  emptied  by  means  of  a  12- 
gallon  two-handled  pail  into  a  closed  cart,  and  the 
contents  "  carried  away  without  very  much  offence." 

These  must  not  be  confounded  with  trough  water-  Not  trough 
closets,  which  will  be  described  in  their  proper  place,  ^i*^^. 
They  differ  from  them  in  this  fimdamental  and  essen- 
tial point,  that  they  are  not  connected  with  the  sewers, 
and  therefore  require  special  scavenging  arrangements. 

Iron  trough-closets  of  the  above  description,  in- 
cluding ash-bins,  cost  "  for  two  persons  £23,  for  thi-ee 
persons  £32,  for  four  persons  £41." 

*  Management  and  Utilisation  of  Sewage,  p.  6. 
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THE  EUBEEA  SYSTEM. 

In  the  Journal  of  the  Chemical  Society  (March 
1866)  Messi-s.  Lawes  and  Gilbert  have  described  this 
system  as  it  was  caiTied  out  at  Hyde,  near  Manchester, 
A  box  containing  "  some  disinfectant  or  deodorising 
mixtui-e "  was  placed  under  the  privy -seat,  with,  in- 
structions that  no  slops  were  to  be  put  into  it,  left 
for  a  few  days,  then  covered  by  a  tightly  fitting  lid 
and  carried  off,  and  a  fresh  one  put  in  its  place. 
These  covered  boxes  were  placed  in  a  close  cart,  and 
carried  away  to  a  manure  manufactory  near  to  the 
town,  where  their  contents  were  treated  with  more 
disinfecting  fluid,  concentrated  by  distillation,  and 
ashes  added,  the  whole  making  a  not  very  valuable 
manure  (conttxining  only  between  1  and  2  per  cent 
of  ammonia),  one  that  would  certainly  not  bear  the 
cost  of  carriage  "  beyond  the  distance  of  a  very 
few  miles."  The  inhabitants  considered  the  works  e 
nuisance.  Dr.  Trench,  in  1864,  visited  Hyde  to  in- 
spect this  process,  and  says  that  it  was,  in  his  opinion, 
in  all  its  details,  "a  shocking  and  unmitigated  nuis- 
ance." Dr.  Beecroft,  of  Hyde,  after  having  mentioned 
his  own  belief  that  the  system  had  been  the  means 
of  spreading  infectious  disease,  and  would  be  highly- 
dangerous  during  an  epidemic  of  Asiatic  cholera,  thus 
concludes  :  "  If  the  Eureka  Works  were  removed  so 
as  to  do  away  with  the  excessive  stink  which  we 
receive  from  them  when  they  are  in  full  work ;  if  the 
boxes  were  numbered  bo  that  each  house  could  always 
have  its  own  returned ;  if  the  boxes  were  made 
lined  with  a  non-absorbent  material  in  ■ 
of  the  porous  wood,  as  is  the  case  at  present  i 
if  the  boxes  were  emptied  more  frequently 
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when  infectious  disease  existed),  the  system  would 
be  superior  to  the  old  ash-pits,  though  not  to  be 
compared  with  water-closets"  (First  Report  R.  P.  C, 
1868,  vol.  ii.  p.  306).  We  find,  from  the  report  just 
quoted  (vol.  i.  p.  51)  that  "the  plan  has  at  length  Has  been 
been  abandoned  for  both  of  the  reasons  referred  to  by  *^^*^°°®^- 
Messrs.  Lawes  and  Gilbert,"  viz.  the  alleged  nuisance 
and  the  worthlessness  of  the  manure. 


THE  GOUX   SYSTEM. 

This  system,  called  also  the  "Patent  Absorbent 
Closet  System,"  consists  in  a  modification  of  the 
ordinary  pail  closet  by  the  lining  of  the  tubs  with  Absorbent 
some  kind  of  absorbent  material.     The  prospectus  of  ™**^"*^' 
the  patentees  states  that  "  all  kinds  of  vegetable  and 
animal  fibrous  matters,  useless  for  other  purposes, 
are  used  as  absorbents,"  and  these  are  "  to  be  mixed 
in  such   proportions   as   may  be  most   convenient, 
together  with  a  small  percentage  of  sulphate  of  iron 
or  sulphate   of  lime."     These  matters   are  pressed 
closely  to  the  bottom  and  sides  of  the  tub  by  means 
of  a  cylindrical  mould,  which  is  afterwards  with- 
drawn, leaving,  of  course,  a  cavity  in  the  centre  of 
the  materials.     Ordinary  midden  closets  can  be  easily  conversion 
converted  into  those  suitable  for  this  system  by  clean-  ^dd^""^ 
ing  out  the  ash-pits,  filling  them  up  with  engine  ashes  ^^^' 
or  other  dry  refuse,  paving  the  floor  under  the  seats, 
and  covering  them  with  slated  roofe ;  in  fact,  by  the 
alterations  required  for  the  ordinary  pail  closet.     A 
separate  tub  is  required  for  ashes  and  dry  rubbish, 
but  chamber  utensils  and  so  forth  may  be  emptied 
into  the  tub  under  the  privy-seat.     The  pails  require 
to  be  removed  weekly,  or  twice  a  week,  and  this  is  of  tubs. 
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easily  dooe  bj  making  the  priT^'-seats  movable. 
The  patentees  state  that  "  for  the  interior  of  mansions, 
dwelling -houses,  schools,  unions,  hospitals^  and  fiic- 
tories,  an  adaptation  of  the  system  has  been  designed 
which  provides  for  the  removal  of  the  collected 
matters  without  the  trouble  and  inconTenience  of 
carrying  them  downstairs.  This  plan  will  cost  less 
than  the  ordinar}'  water-closet,  and  can  be  applied 
wherever  such  closets  can  be  fixed"  They  also  state 
that  '^  a  closet  on  the  Goux  system  cannot  be  made 
uncleanly  except  by  the  most  positive  wilfolness." 
This  would  not,  however,  seem  to  be  the  conclusion 
to  which  Dr.  Buchanan  came  in  his  inspection  of  the 
working  of  this  system  at  Salford.  He  found  that  tbe 
Ahwrjitive  absorptivc  materials  appeared  to  be  of  very  little  use, 
of*very  *  ^^d  that,  in  fact,  whenever  the  pails  had  been  in  use 
little  line.  f^Y  more  than  two  or  three  days,  the  absorptive  capa- 
city was  invariably  exceeded;  that  wherever  they 
had  been  in  use  four  or  five  days,  or  for  a  week,  the 
pails  were  two -thirds  or  more  filled  "with  liquid 
dejections,  in  which  the  solid  excrement  was  float- 
ing," and  that  this  was  not  always  jfrom  the  chamber 
utensils  being  emptied  into  them,  although  it  must 
l)c  remarked  that  this  procedure  is  sanctioned  by  the 
promoters  of  the  system.  There  is  no  doubt,  however, 
that  although  tlie  Goux  system  cannot  be  accounted 
among  the  *  *  dry  "  methods  of  treating  sewage,  yet  it 
is  much  superior  to  any  form  of  midden  system. 
When  the  closets  are  well  managed  they  are  generally 
clean,  and  afibrd  no  ofiensivc  smell,  and  they  entirely 
iJriimU.  prevent  any  pollution  of  the  soil  near  houses.  The 
(ioux  j)lan  has  also  been  applied  to  public 
but  in  this  case  tlie  absorbent  materials  are 
IV.HHedly  **  a  lillcr  through  which  the  liquid  ur 
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into  the  receptacle  below."  This  receptacle  contains 
a  small  quantity  of  sulphate  of  iron,  with  the  object 
of  preventing  fermentation,  and  the  urine  collected 
in  it  is  subsequently  used  in  the  manufacture  of  the 
manure  in  connection  with  the  contents  of  the  pails. 
(See  Twelfth  Report  M.  O.  P.  C,  p.  116.) 

The  alteration  of  a  midden  closet  into  such  a  one 
as  has  been  above  described  costs  35s.,  and  a  set  of  Expenaes. 
tubs  10s. ;  each  tub  on  an  average  contains  84  lbs.  of 
dejections,  being  calculated  to  hold  120  lbs.  Two  men 
and  a  horse  can  remove  600  tubs  in  a  week,  or  22^ 
tons  of  contents,  the  cost  being  £1  a  week  for  each 
man,  and  £1  a  week  for  the  horse ;  say  2s.  9d.  a  ton 
for  the  cost  of  removal.  For  this  crude  material  from 
5s.  to  6s.  a  ton  is  given  by  the  farmers,  but  when  a 
manure  is  prepared  from  it  by  the  plan  originated  by 
Mons.  Goux,  it  sells  for  £2  a  ton,  and  is  "  considered 
cheap  at  the  price."  The  method  of  preparing  the 
manure  from  the  stuff  collected  is  to  spread  it  on 
a  floor  and  sprinkle  it  with  a  little  sulphuric  acid, 
when,  "  after  a  certain  amount  of  fermentation  and 
consequent  destruction  of  the  fibrous  matter,  the 
whole  becomes  a  homogeneous,  inoffensive,  but  feeble  FeeWe 
manure,  which  may  be  very  fairly  described  in  the  ^^^^^ 
words  used  by  Messrs.  Lawes  and  Gilbert  about  the 
Eureka  failure."  {First  Report  R.  P.  C,  1868,  vol. 
i.  p.  51.) 

Of  this  and  all  similar  systems  it  has  been  well  Too  mucii 
said,  "  not  only  that  it  is  but  a  part  of  the  excremen-  repaired, 
titious  matter  which  is  dealt  with,  but  that  even  as 
regards  that  portion  of  the  excrement  which  they  do 
remove,  they  so  entirely  depend  upon  efficient  cleanly 
superintendence  and  direction,  that  wherever  they 
have  merely  had  the  average  man  to  work  them,  they 
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have  failed.  Moreover,  tliia  very  frequent  collection 
of  filth  by  hand  from  houses,  and  its  removal,  some- 
times through  the  cottages  themselves,  almost  neces- 
sarily under  the  eye  and  nose  of  the  household,  what- 
ever may  be  the  importance  of  the  economic  object 
aimed  at,  is  universally  condemned  by  our  domestic 
habits  as  nasty  and  offensive.  They  can  never  be  an 
entire  success,  and,  in  competition  with  the  water- 
closet,  a  jury  of  average  houaeholdera  will  certainly 
condemn  them  for  lack  of  cleanliness  and  comfort." 
(See  the  last  rcfereneo.) 

UTILISATION. 

As  false  ideas  with  regai'd  to  the  composition  of 
human  excreta  are  very  widely  spread,  we  think  it 
advisable  to  give  the  results  obtained  by  the  compari- 
son of  a  great  number  of  analyses  of  fseces  and  urine ; 
they  are  taken  from  a  paper  read  by  Mr.  Lawes,  F.R.S., 
before  the  Society  of  Arts,  7th  March  1855. 

These  analyses  are  only  sufficiently  cumpletc  in 
the  case  of  males  from  fifteen  to  fifty  years  of  age,  the 
mean  amounts  in  ounces  of  the  various  constituents 
during  twenty-four  hours  being  as  follows : — 


B«^u. 

Dry 

SiSL-J! 

Cubnn. 

MItnwm. 

I>h«l.UI«l. 

Fccm   . 

Vnw    . 

4 '17 
46  ■01 

CO'IS 

1-041 
1-735 

O'lia 

0-527 

0-448 
0-S8B 

0-882 

0-053 

0-478 

0-OW 
018B 

ToUl    . 

2778 

0-8*3 

0-531 

0-2B7 

From  this  table  it  will  be  seen  that  the  amount  of 
valuable  matter  coutmncd  in  the  urine  is  greater  under 
every  head  than  that  contained  in  the  fiecea ;  the 
nitrogen  being  no  less  than  nine  times,  and  the  phos- 
phates nearly  three  times  as  much  by  weight  in  a 
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given  time.  It  should  be  added,  however,  that  some 
analyses  made  by  Messrs.  Lawes  and  Gilbert  show 
that  the  amoimt  of  phosphates  in  the  faeces  is  not  Amount 
nearly  so  small  as  that  above  given,  and  is,  in  fact,  phTtM.* 
not  far  below  the  amount  contained  in  the  urine,  the 
relative  amounts  in  ounces  during  twenty-four  hours 
being  as  follows : — 


Fseces. 

Urine. 

TotoL 

Maii|  46  years 

„     50    ,,           .        . 
Mean  of  3  boys,  5,  | 

10,  &  12  years     ) 

0-147 
0-148 

0-057 

0-178 
0-213 

0-076 

0-325 
0-361 

0-133 

The  total  amoimt  of  faeces  as  given  above  is  rather 
less  than  the  amount  determined  experimentally  by 
Messrs.  Lawes  and  Gilbert,  and  we  may  consider  that 
the  weight  of  the  urine  passed  is  nine  or  ten  times  as 
great  as  that  of  the  faeces ;  now,  as  the  total  urine  is  compara- 
worth  about  six  times  as  much  as  the  total  faeces  (see  of  urine 
below),  it  follows  that  a  given  weight  of  faeces  is  '"*^^®***- 
more  valuable  than  the  same  weight  of  urine  in  the 
proportion  of  nine  or  ten  to  six. 

While  remembering  that  the  faeces  are  more  valu- 
able than  the  urine,  weight  for  weight,  we  must  not 
forget  that  the  urine  passed  by  an  individual  in 
twenty-four  hours  is  worth  six  times  as  much  as  the 
faeces  passed  in  the  same  time. 

It  has  been  shown  by  Messrs.  Lawes  and  Gilbert 
from  their  own  calculations,  and  also  from  the  results 
obtained  by  Messrs.  Hofraann  and  Witt,  and  by  Dr. 
Thudichum,  that  the  average  amount  of  ammonia 
voided  annually  by  an  individual  of  a  mixed  popula- 
tion of  both  sexes  and  all  ages,  is,  in  urine  11 '32,  in 
faeces  1'64,  total  12*96  lbs. ;   and  that  the  estimated 
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18  of      money  value  of  the  total  coustitueuts  ia,  in  urine  78. 

'^  3d.,  in  faaces  la.  2|d.— total  8s.  5jd.*  We  note  at 
once  the  comparative  worthlesaaess  of  the  fceces  in  an 
agricultural  point  of  view,  and  are  thus  prepared  to 
see  any  plan  fail,  economically  speaking,  which  does 
not  make  it  its  especial  business  to  utilise  the  ammonia 
and  other  valuable  manurial  constituents  of  the  urine. 

(a.)    midden  system — FRENCH  "fosses." 

In  country  places  the  filth  of  the  ash-pita,  etc  is 
to  usually  sold  to  farmers,  who  come  and  fetch  it  away, 
"™"  and  sometimes  it  seems  to  sell  well.  Thus,  at  Strat- 
ford-on-Avon  the  manure  is  said  to  be  "  readily  dis- 
posed of."  It  is,  however,  allowed  to  accumulate 
until  it  suits  the  convenience  of  the  farmers  to  fetch 
it  away,  and  in  many  places  they  refuse  to  take  it  at 
all.  This  takes  place  in  like  manner  in  the  lower 
neighbourhoods  of  towns,  where  "  the  refuse  of  the 
courts  and  alleys  is  reserved  in  the  necessary  pits  till 
the  accumulation  is  very  considerable  ;  the  inhabitants 
then  sell  it  for  a  few  shillings  per  load,  and  divide 
the  amount  so  obtained  amongst  themselves." 
n  good  Although  many  of  the  disadvantages  of  the  midden 
system  may  be  obviated  by  improvements  in  the  con- 
struction of  the  pits,  etc.  it  can  only  answer  in  excep- 
tional cases,  as  most  of  the  urine  is  lost  and  the  manure 
obtained  is  only  well  suited  for  heavy  clay  soils ;  for 
most  soils  the  odmixtuie  with  ashes  renders  it  com- 
paratively worthless. 

And  in  a  town  in  which  it  has  been  most  per- 

*  Tbia  ijiiuitity  is  conudcred  liy  M«Mn.  L.  ami  0.  to  be  too  high 
whun  BiiiitieU  OB  u  luuuiu  of  calculatju^  thu  value  of  sewage  :  tbey  nrc 
of  opiuiau  ibat  in  tliul  wtn  10  \\».  of  tuiinionia  per  hcail  p«r  tiiiDuiu, 
with  a  vftlue  of  C&  8J.,  woalil  be  k  nion  >ocurBt«  ettiiuste. 
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seveiingly  employed — Manchester — it  has  failed  in  an 
economical  point  of  view;  on  this  head  Sir  Joseph 
Heron,  the  town  clerk,  says,  in  his  evidence  before  the 
Rivers  Pollution  Commissioners  :  "  It  is  true  in  Man-  Does  not 
Chester,  as  well  as  in  Liverpool  and  in  other  places,  ^^' 
that  the  expense  we  incur  in  removing  the  night  soil 
is  by  no  means  returned  to  us  by  anything  that  we 
obtain  for  it,  and  we  often  have  to  carry  it  at  a  very 
considerable  loss.  In  no  case  is  it  found  that  it  is 
paying!' 

With  regard  to  the  midden  system,  we  obtain  some 
additional  information  from  the  Appendix  to  the 
Report  of  the  British  Association  Sewage  Committee 
of  1869-70.     {B.  A.  Report,  1870,  p.  56.) 

The  town  of  Bury,  in  Lancashire,  is  almost  ex- 
clusively a  privy  and  ash-pit  town;  the  population 
is  about  40,000. 

No  special  treatment  is  practised  previous  to  the  removal  of  the 
contents  of  the  privies  beyond  the  addition  of  ashes.     This  accession  Value  of 
of  ashes,  together  with  the  necessity  of  conducting  its  removal  at  night,   midden 
materially  reduces  the  value  of  such  mixture  as  a  manure,  and  the  '^f^^^* 
whole  quantity  only  yields  an  annual  return  to  the  Commissioners  of 
£100. 

The  street  sweepings  are  also  removed  by  scavenging,  and  cost 
the  Commissioners  not  less  than  £629  :  11  : 8,  while,  from  the  want 
of  some  yard  or  other  storage  ground,  they  have  to  be  disposed  of  to 
farmers  at  their  own  price,  and  only  yield  the  insignificant  return  of 
£25  to  £30  per  annum. 

The  "remarks  by  a  sub-committee,  consisting  of 
Messrs.  Grantham  (chairman),  Corfield,  Hope,  and 
Williamson,"  are  to  the  following  effect : — 

The  figures  obtained  in  Bury  of  the  ash-pit  system,  as  carried  out  Failure  at 
there,  prove  that  financially  it  is,  so  far  as  Bury  is  concerned,  a  total  Bury, 
and  complete  failure,  as  the  gross  return  is  only  a  little  over  one  half- 
penny per  head  of  the  population  annually.     Of  course  it  is  not  fair 
to  judge  of  a  general  system  from  a  particular  instance,  and  the  subject 
should  be  further  investigated. 
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Some  analyses  of  tlie  sewage  "  show  that  although 
the  sewage  from  a  towQ  managed  on  the  Bury  system 
is  weaker,  aud  therefore  less  valuable  and  propor- 
tionately more  difficult  to  deal  with  than  the  sewage 
from  a  water-closeted  town,  yet  that  its  purification  is 
just  as  imperatively  necessary." 

In  only  three  towns  of  the  two  hundred  tabulated 
'  by  this  committee  is  a  gain  obtained  from  the  sale  of 
midden  and  cesspool  contents  and  other  refuse,  over 
and  above  the  cost  of  scavenging.  These  are  Dundee, 
which  has  already  been  noticed,  where  £630  a  year, 
or  l^b  per  head  per  annum,  is  made  ;  Stockton-on- 
Tees,  with  £100  a  year,  or  Id.  per  head  per  annum ; 
and  Fareham,  with  £7  a  year,  or  Jd.  per  head  per 
annum. 

In  all  other  recordeil  awea  tlia  scavenger  receireB  a  payment  in 
money,  as  well  as  the  rvfafw,  for  doing  the  requirc<l  duties.  The  greateBt 
loUM  an  experienced  at  Liverpool,  where  the  Hcavcngiog  coflta  £41,8(IC 
A  year,  or  lfl-7d.  per  head  ;  and  at  Soarliorougli,  whi'iv  it  costs  ££060, 
or  lS'4d.  per  head.  At  Malvern  the  cost  amoiinUs  to  18'0d.  per  bead  ; 
atOldhant,  I3-ld. ;  at  Bradford,  19-3d. ;  at  Rochdale,  U-2J.;  at  Bridge 
north,  I0-2d.;  at  Torquay,  lO-Sd.;  at  Newcastle,  ITM. ;  at  Cardiff, 
ir3<L;  at  Llnnelly,  l&'3d.;  at  Aberdeen,  lISiL;  and  nt  Edinhurgh, 
ll-"il.  per  heaii  per  annum.  (.V.B. — The  ahove  enms  are  in  pcnte 
and  decimota  of  a  penny), 

From  the  Third  Report  of  the  Rivers  Pollution 
Commissioners,  18G8  (p.  7),  it  appears  that; — 

There  arc  in  LcciIb  about  6000  water -closetx,  besides  a  niunlier 
of  tn>iigli  aud  lank  closets,  and  some  10,000  privies,  middens,  and 
ash-pitu,  all  of  which  arc  coonectcl  with  ihe  sewers.  These  are 
cloane-l  perimllcally  under  the  diroction  of  the  Sanitary  Committee 
of  the  Corporation,  at  a  cost  of  about  XlS.OOO  a  year,  and  the  Corpora- 
tion receive  about  £(iMO  a  year  for  70.000  loiu  of  refuse ;  the  cost 
of  cicanint;  them  exceeding  the  amount  received  fur  the  manure  by 
£51100  A  year.  This  Kavcnging  process;,  which  thus  costs  nWnt  la. 
annually  per  head  of  tlio  popniation,  while  abont  Bjd.  a  head  annually 
is  obtained  for  the  cxcreuientitious  matter  removed,  is  at  the  same  time 
most  offensive     "The  cluaninK  of  the  jirirlv,  middeni^  and  oih-pits 


IMPROVED   MIDDEN-PITS,  CESSPOOLS,  ETC.  63 

is  complained  of  as  a  nuisance  affecting  the  health  and  comfort  of  the  Nuisance, 
inhabitants.     The  stench  in  Leeds  from  10  p.m.  till  4  ajc.,  while  this 
operation  is  going  on,  is  described  as  something  fearfuU' 

These  figures  show  that,  as  we  have  before  stated, 
the  midden  and  ash-pit  system  can  only  be  an  econo- 
mical success  in  exceptional  cases  ;  as  a  matter  of  fact, 
it  usually  entails  a  considerable  annual  expense. 

In  France  the  contents  of  the  fosses  pennanentes  French 
and  fosses  Tnohiles  are  not  usually  utilised  without  ^^^'' 
preparation,  but  are  carried  away  in  the  tonneaux 
to  some  distance  from  the  town,  where  they  are 
emptied  into  the  highest  of  a  series  of  basins  ranged 
one  above  another ;  here  they  are  exposed  to  the  air 
for  some  time,  and  while  the  liquid  parts  run  away 
into  the  lower  basins,  the  undissolved  solids  subside 
in  the  higher  ones.  The  liquids  are  reduced  in  Liquid  part 
quantity  by  spontaneous  evaporation,  but  they  have  ™°""y^***- 
for  the  most  part  to  be  pumped  away,  generally  into 
the  nearest  watercourse ;  sometimes,  however,  they 
are  evaporated,  mixed  with  sulphuric  acid  and  sulphate 
of  ammonia  thus  prepared.  The  establishments  in 
which  this  latter  process  is  carried  on  have  been 
placed  in  the  first  class  of  Stablissements  dangereux 
ou  insahibres,  the  reason  being  that  they  cause  an 
odeur  desagrSahle  et  portSe  au  loin.  The  solid 
part  which  subsides  is  dug  out  of  the  pits,  further 
dried  by  being  spread  out  on  a  large  surface  of  ground 
and  stirred  about  continually,  piled  up  when  nearly 
dry  in  immense  heaps,  and  left  for  a  year  at  least, 
often  for  several  years;  it  is  then  sold  under  the 
name  of  poudrette.  "  It  has  then  the  aspect  of  a  Poudretie, 
grajish- black  earth,  light,  oily  to  the  touch,  very 
friable,  and  spreading  a  peculiar  odour,  disagreeable 
and  nauseous,  which  is  not  that  which  the  matters 
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wliicli  compose  it  exhale  in  their  native  state,  or  even 
before  their  perfect  desiccation."  (Parent  Ducjialelet.) 
The  poudrette  prepared  from  the  deposit  in  the 
lower  pits  is  especially  sought  after  by  the  farmers,  na 
it  contains  the  finer  particles  which  have  escaped 
precipitation  in  the  higher  pits,  and  at  the  same  time 
loss  useless  material. 

In  Paris  the  business  of  removal  and  preparation 
of  the  manure  is  let  out  to  a  contractor,  aud  the  city 
would  appear  to  make  a  gain  out  of  the  transaction, 
i.e.  the  public  funds  are  benefited  by  it ;  but  not  so 
Law  w  the  tile  ratepayers  I  They  pay  a  considei-aijle  sum  for  the 
"""  "■  emptying  of  their  cesspools,  8  fr.  a  cubic  metre,  15  fr. 
for  a  fosse  mobile  (Tardieu);  and  Mr.  Krepp  calcu- 
lates that  the  j^udrede,  which  sells  only  at  47  fr.  50  c. 
a  cubic  metre,  really  costs  the  city  146  fr. 

(b.)  pail  system. 

In  this  system  we  have  the  fseces  and  urine  pure, 

without  any  admixture  of  earth,  ash,  or  water,  except 

ill  some  eases  to  a  trifling  extent.      The  evidence 

Vm  he        gL'uerally  shows  that  this  plan  can  be  made  to  pay, 

"l,*'"  *"      and  indeed  generally  does  pay  its  cost  at  any  rate. 

"  In  the  town  of  Groningen  the  yearly  profit 
amounts  to  about  £1600;  in  Antwerp  it  is  £2700, 
at  Ostend  .£700.  In  Straslwurg  the  cost  of  removal 
is  only  juat  covered  by  the  sale  of  the  manure.  The 
sale  of  the  refuse  from  the  barracks  at  Carlsruhe, 
where  2800  men  were  quartered,  has  realised  a  profit 
of  £300  a  year,  and  the  attendant  expenses  amounted 
to  about  £40  a  year."  Sometimes,  however,  the  ex- 
|>cu8C8  exceed  the  income  derived  fi-om  the  sale  of  the 
manure:  "thus,  in  Stockholm,  with  a  population  of 
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about  150,000,  the  expenditure  amounts  to  £35,000  vanous 
a  year,  and  the  income  derived  from  the  sale  of  the  "*™^  ^' 
refui3e  as  manure  is  £33,000  a  year."  * 

In  Nottingham  the  contents  of  the  boxes  are  sold 
at  from  3s.  to  4s.  a  ton ;  this  brings  in  £4000  a  year, 
while  the  cost  of  scavenging  is  £6000.  At  Rochdale 
the  plan  scarcely  pays  its  expenses  at  present,  as  there 
are  only  580  pail  closets,  and  so  the  expenses  are 
relatively  high.  If,  however,  all  the  4000  midden 
closets  of  the  town  were  changed  into  pail  closets,  Mr. 
Alderman  Taylor  calculates  that  the  profit  to  the  town, 
on  the  sale  of  the  manure  at  the  present  rate  (15s.  a 
ton),  would  be  £9  a  week,  or  £468  a  year.  He,  how 
ever,  anticipates  a  higher  value  for  the  manure  (1870). 

In  Glasgow  the  estimated  value  of  the  contents  CostofBca- 
of  the  pails,  troughs,  etc.,  plus  the  ashes  and  street  ^®^^'^' 
sweepings,  is  £18,000  a  year,  while  the  cost  of  cleans- 
ing the  city  is  £27,000 ;  from  which  we  see  at  once 
that  the  cost  of  removing  the  excrement  of  a  large  city 
by  cartage  is  enormous. 

In  the  prize  essay  by  MM.  Renard  and  Frontault, 
published  in  1870,  in  the  "Annuaire  de  la  Soci^td  des 
Agriculteurs  de  France,"  an   interesting  account  is 
given  of  the  success  which  attends  the  careful  employ-  success  of 
ment  of  this  system  in  the  department  of  the  Alpes-  ^m. 
Maritimes. 

The  faecal  matters  are  coUected  as  they  are  voided,  before  fer- 
mentation, in  tindtes  of  60  litres  (about  13  gallons),  which  are  emptied 
at  the  foot  of  the  trees  into  two  holes,  18  inches  broad  and  10  inches 
deep,  placed  one  on  each  side  of  the  tree ;  these  are  then  covered  in 
with  earth. 

This  process   is  especially  applied   to   orange   trees,  which  are 
planted  400  to  the  hectare  (nearly  2j  acres).     The  faecal  matters  are 
often  paid  for  at  the  rate  of  5  or  6  francs  per  cubic  metre  (38.  to  3s.   Value  of 
7(1.  per  cubic  yard),  even  at  the  spot  where  they  are  produced,  in  spite  «^crenio"»t. 

*  First  Report  of  Britisli  Association  Sewage  Committee,  1869. 
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of  the  quantity  of  water  whkh  they  contain.  A  lionseholil  nverftging 
four  persona  jirodiitea  about  3  cubit  metres  (nenrly  4  cubic  yarda) 
annuuUy,  from  which  it  obtains  an  income  of  from  16  to  IS  fmncs 
(12a.  to  14b,  ed.),  a  very  valuable  thing  for  poor  families. 

At  Grasse  and  at  Nice  human  miuiure  h  the  sianure  par  rxtdUtttf. 
It  is  used  in  the  cultivation  of  com,  of  green  vegetablea,  aixl  of  llowero 
to  be  employetl  iu  perfumery,  uotably  liolets  ami  roses  ;  but  after  it 
has  begun  to  ferment.  The  peaRanta  exhibit  on  astouiflhing  zeal  in 
collecting  it ;  one  sees  them  walk  a  league,  pour  ne  jkm  ptrdrt  {«fir 
d^ectvm,  and  when  they  buy  faecal  matters  in  the  town,  generally  in 
casks,  they  do  not  omit  to  taste  them,  in  order  to  ascertain  their  degree 
of  concentration.  They  keep  them  in  large  jars  of  S  or  3  hectolitres 
(44  to  66  gallons),  placed  at  various  porta  of  their  fields.  This  plan 
is,  moreover,  eaaily  mani^^  in  that  country,  where,  us  is  well  known, 
a  plot  of  i  hectares  (nearly  S  acres)  is  a  large  one. 

With  this  manure,  combined  with  irrigation  and  the  sun's  in- 
fluence, they  obtoiu  a  fabulous  produce  ;  a  certain  famt  of  IT  heclarcs 
(42  acres)  yields  45,000  francs  (£1800)  neU,  annually. 

It  will  be  observed  that  in  those  countries  human 
excrement  is  especially  used  for  plants  from  which 
scents  are  manufactured,  a  flat  contradiction  to  the 
counter  statements  that  have  been  made  on  thia  head. 

Our  authors  also  quote  largely  from  a  report  by 
M.  Simon,  who  was  sent  by  the  French  Government 
on  an  agricultural  mission  to  China,  where,  as  has  been 
already  stated,  the  same  plan  has  been  at  work  from 
time  immemorial.  As  an  answer  to  how  it  is  that  so 
dense  a  population  can  be  supported  in  a  country,  M. 
Simon  says : — 

The  reasons  of  it  are  manifold.  Without  doubt,  the  climate,  the 
industry  of  the  Chinese,  even  their  sobritty,  and  the  fei'tility  of  the 
soil,  to  a  certain  extent  explain  it ;  but  the  jirincipal  ri-nson  of  it  in, 
assuredly,  the  skill  with  which  the  manure  is  collected  and  distributed. 

Then,  aftur  describing  the  extreme  care  given  by 
the  Chinese  to  their  plants,  he  adds  :— 

The  liquid  form  in  which  one  most  oft«n  sees  the  manure  in 
China  reuden  it  especially  fit  for  tliis  use,  lo  that  it  can  be  distributeii 
during  the  growth  of  the  vi'getulion  a*  well  as  before  it.  Some  uf  the 
nuuituv  is  nnt,  however,  nattirolly  in  so  convenient  a  form,  but  the 
Chinese  r«luce  it  to  the  liquid  or  lo  the  pulverulent  condition  by 
si>ecial  nlBDipulalil)^l^ 
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M.  Simon  adds  that  human  manure  is  applied  to  utilisation 
all  crops,  and  that  "sometimes  it  is  placed  at  the 
entrance  to  the  carriers,  and  the  water  dilutes  it  and 
carries  it  along,"  while  at  others  it  is  mixed  with  an 
argillaceous  earth,  and  dried  in  the  form  of  small 
bricks ;  it  then  goes  by  the  name  of  taffOy  and,  accord- 
ing to  the  evidence  of  one  traveller,  "  has  no  other 
odour  than  that  of  the  violet ! " 

This  method,  no  doubt,  appears  nasty  to  us,  but 
M.  Simon  well  says  of  it,  "I  ask  myself  if  it  would 
not  be  better  to  oflfend  the  noses  of  the  passers-by 
than  to  throw  into  the  river  quantities  of  excremental 
matters  which  by  their  decomposition  become  veritable 
causes  of  disease  {infections  morbi/iqiies)  to  the  people 
lower  down." 

MM.  Renard  and  Frontault  describe  a  number  of  Manufac- 
processes  for  manufacturing  portable  and  inodorous  nuiw. 
manure  out  of  the  crude  contents  of  the  French  fosses, 
the  most  notable  being  those  of  the  Conipagnie  Chan- 
foumiere  de  V  Quest.  The  solid  matters  from  the 
fosses  are  mixed  with  quicklime,  and  a  manure  known 
as  la  cfiaux  animalisee  manufactured;  the  liquids 
which  pass  through  the  sSparateur  of  theyb^^e  mobile 
are  received  in  a  compartment  which  contains  pow- 
dered slaked  lime,  by  which  they  are  absorbed  and  la 
chaux  supersaturee  formed :  or  the  urine  is  collected 
and  allowed  to  stand  for  two  hours  in  vessels  with 
lime  at  the  bottom ;  it  then  becomes  inoflfensive,  and 
is  known  as  les  iiHnes  imputrescihles,  while  taffo^  taffo 
enrichiy  and  phospho-tajffb  are  dried  excremental 
matters  mixed  with  various  kinds  of  refuse,  and  with 
other  substances  which  add  to  their  value  as  manure. 

It  is  not  necessary  for  us  to  enlarge  upon  these  or 
other  methods  of  treating  crude  excretal  matters,  espe- 
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easily  done  by  making  the  privy-seata  movable. 
The  patentees  atatc  that  "  for  the  interior  of  mansions, 
dwclJing-housea,  schools,  unions,  hospitals,  and  fac- 
tories, an  adaptation  of  the  system  haa  been  designed 
which  provides  for  the  removal  of  the  collected 
matters  without  the  trouble  and  inconvenience  of 
carrying  them  downstairs.  This  plan  will  coat  less 
than  the  ordiuary  water-closet,  and  can  be  applied 
wherever  such  closets  can  be  fixed."  They  also  state 
that  "a  closet  on  the  Goux  system  cannot  be  made 
uncleanly  except'  by  the  most  positive  wilfulness." 
This  would  not,  however,  seem  to  be  the  conclusion 
to  which  Dr.  Buchanan  came  in  his  ins])eetion  of  the 
working  of  this  system  at  Salford.  He  found  that  the 
Aiaorptiya  absorptive  materials  appeared  to  be  of  very  little  use, 
ol'v^"'"  "■lid  that,  in  fact,  whenever  the  pails  had  been  in  use 
litue  HBc  fQj,  more  than  two  or  three  days,  the  absorptive  capa- 
city was  invariably  exceeded ;  that  wherever  they 
had  been  in  use  four  or  five  days,  or  for  a  week,  tlie 
pails  were  two-thirds  or  more  filled  "with  liquid 
dejections,  in  which  the  solid  excrement  was  float- 
iug,"  and  that  this  was  not  always  fiom  the  chamber 
utensils  being  emptied  into  them,  although  it  must 
be  remarked  that  thk  procedure  is  sanctioned  by  the 
promoters  of  the  system.  There  is  no  doubt,  however, 
that  although  the  Goux  system  cannot  be  accounted 
among  the  "dry"  methods  of  treating  sewage,  yet  it 
is  much  superior  to  any  form  of  midden  system. 
When  the  closets  are  well  managed  they  are  generally 
clean,  and  afford  no  oflensive  smell,  and  they  entirely 
DriniiLi,  prevent  any  pollution  of  the  sod  near  houses.  The 
Goux  plan  has  also  been  applied  to  public  urinaJs, 
but  in  this  case  the  absorbent  materials  are  ouly  pro- 
fessedly "  a  filter  thi-ough  which  the  liquid  urine  passes 
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iuto  the  receptacle  below."  This  receptacle  contains 
a  small  quantity  of  sulphate  of  irou,  with  the  object 
of  preventing  fenueutation,  and  the  mine  collected 
in  it  is  subsequently  used  in  the  manufacture  of  the 
manure  in  cunneetion  with  the  contents  of  the  pails. 
(See  Tmljlh  Report  M.  0.  P.  C,  p.  116.) 

The  alteration  of  a  middeu  closet  iuto  such  a  one 
as  has  been  above  described  costs  358.,  and  a  set  of  Eipensas. 
tubs  10s. ;  each  tub  on  an  average  contains  84  lbs.  of 
dejections,  being  calculated  to  hold  120  lbs.  Two  men 
iind  a  horse  can  remove  600  tubs  in  a  week,  or  22| 
tons  of  contents,  the  cost  being  £.1  a  week  for  each 
man,  and  £1  a  week  for  the  horse ;  say  2s.  9d.  a  tou 
for  the  cost  of  removal.  For  this  crude  material  from 
53.  to  63.  a  tou  is  given  by  thu  farmers,  but  when  a 
mauure  is  prepared  from  it  by  the  plan  originated  by 
Mons.  Goux,  it  sells  for  £2  a  ton,  and  is  "  considered 
cheap  at  the  price."  The  method  of  preparing  the 
manure  from  the  stuff  collected  is  to  spread  it  on 
a  floor  and  sprinkle  it  with  a  little  sulphuric  acid, 
when,  "  after  a  certain  amount  of  fei-mentation  and 
consequent  destruction  of  the  fibrous  matter,  the 
whole  becomes  a  homogeneous,  inoffensive,  but  feeble  Feeiie 
manure,  which  may  be  very  fairly  described  in  the  '''^""" 
words  used  by  Messrs.  Lawes  and  Gilbert  about  the 
Eureka  failure."  {First  Report  R.  P.  C,  1868,  vol. 
i.  p.  51.) 

Of  this  and  all  similai*  systems  it  has  been  well  t™  much 
said,  "  not  only  that  it  is  but  a  part  of  the  excremen-  l^^^^ 
titious  matter  which  is  dealt  with,  but  that  even  as 
regards  that  portion  of  the  excrement  which  they  do 
remove,  they  so  entirely  depend  ujjon  efficient  cleanly 
superintendence  and  direction,  that  wherever  they 
have  merely  had  the  average  man  to  work  them,  they 
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have  failed.  Moreover,  this  very  frequent  collection 
of  filth  by  hand  from  houses,  and  its  removal,  Bome- 
times  through  the  cottages  themselves,  almost  neces- 
sarily under  the  eye  and  nose  of  the  household,  what- 
ever may  be  the  importance  of  the  economic  object 
aimed  at,  is  universally  condemned  by  our  domestic 
habits  as  nasty  and  oftensivc.  They  can  never  be  an 
entire  success,  and,  in  competition  with  the  water- 
closet,  a  jury  of  average  householders  will  certainly 
condemn  them  for  lack  of  cleanliness  and  comfort. 
(See  the  last  reference. ) 

UTILISATION. 

As  false  ideas  with  regard  to  the  composition  of 
iiuman  excreta  are  very  widely  spread,  we  think  it 
advisable  to  give  the  results  obtained  by  the  compari- 
son of  a  great  number  of  analyses  of  fjeces  and  urine  ; 
they  iire  taken  from  a  paper  read  by  Mr.  Lawes,  F.R.8., 
before  the  Society  of  Arts,  7th  March  1855. 

These  analyses  are  only  sufficiently  complete  in 
the  case  of  males  from  fifteen  to  fifty  years  of  age,  the 
mean  amounts  in  ounces  of  the  various  constituents 
during  twenty-four  hours  being  as  follows  : — 


Fr«h 
Eieremmtii. 

Dry 

lUttur. 

c... 

Nitrogen. 

Pli«Tl«h». 

Urine    . 

4-17 
M-01 

1-041 
1-735 

0-116 
0-527 

0-J43 
0-639 

0-982 

0-063 
0-478 

0-066 
0-1S9 

Total    . 

50-18 

2-778 

0'«43 

0-531 

0-257 

From  this  table  it  will  be  seen  that  the  amount  of 
valuable  matter  contained  in  the  urine  is  greater  under 
every  head  than  that  contained  in  the  fjeces ;  the 
nitrogen  being  no  less  than  nine  times,  and  the  phos- 
phates nearly  three  times  as  much  by  weight  in,  -a 
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giveu  time.  It  should  be  added,  however,  that  some 
auiilyses  made  by  Messrs.  Lawes  and  Gilbert  show 
that  the  amount  of  phosphates  in  the  faeces  is  not  Amount 
nearly  so  small  as  that  above  given,  and  is,  in  fact,  1)^1^' 
not  far  below  the  amount  contained  in  the  urine,  the 
relative  amounts  in  ounces  duriug  twenty-four  hours 
being  as  follows  : — 


Fncea. 

Urine. 

TolnL 

Man,  46  years 

.,     60    M           ■         ■ 
Meanorsboys,  5.  j      . 

10,  &12y^™     i      . 

01*7 
0-H8 
0'057 

0-178 
0-213 
0  070 

0-326 
0-361 
0-133 

The  total  amount  of  fiecea  as  giveu  above  is  rather 
less  than  the  amount  determined  experimentally  by 
Messrs.  Lawes  and  Gilbert,  and  we  may  consider  that 
the  weight  of  the  urine  passed  is  nine  or  ten  times  as 
great  as  that  of  the  faeces ;  now,  as  the  total  urine  is  Comparn. 
worth  about  six  times  as  much  as  the  total  faeces  (see  of  uriue 
below),  it  follows  that  a  given  weight  of  fieees  is  ""'*'''"'*'■ 
more  valuable  than  the  same  weight  of  urine  in  the 
proportion  of  nine  or  ten  to  six. 

While  remembering  that  the  fseces  are  more  valu- 
able than  the  urine,  weight  f(yr  weight,  we  must  not 
forget  that  the  urine  passed  by  an  individual  in 
twenty-four  hours  is  worth  sis  times  as  much  as  the 
fgeces  passed  in  the  same  time. 

It  has  been  shown  by  Messrs.  Lawes  and  Gilbert 
from  their  own  calculations,  and  also  from  the  results 
obtained  by  Messrs.  Hofmann  and  Witt,  and  by  Dr. 
Thudichum,  that  the  average  amount  of  ammonia 
voided  annually  by  an  individual  of  a  mixed  popula- 
tion of  both  sexes  and  all  ages,  is,  in  urine  11 '32,  in 
faeces  1"64,  total  12'96  lbs. ;    and  that  the  estimated 
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money  value  of  the  total  coustituents  is,  in  uriue  78. 
3d.,  in  fteces  Is.  2|<1.— total  Ss.  Sjd.*  We  note  at 
once  the  comparative  worthlessneas  of  the  feces  in  an 
agricultural  point  of  view,  and  are  thus  prepared  to 
see  any  plan  fail,  economically  speaking,  which  does 
not  maka  it  its  especial  business  to  utUise  the  ammonia 
and  other  valuable  manurial  constituents  of  the  urine. 

(a.)   midden  system — FEENCH  "  FOSSES." 

In  country  places  the  filth  of  the  ash-pits,  etc.  is 
usually  sold  to  farmers,  who  come  and  fetch  it  away, 
and  sometimes  it  seems  to  sell  well.  Thus,  at  Strat- 
ford-ou-Avon  the  manure  is  said  to  be  "  readily  dis- 
posed of."  It  is,  however,  allowed  to  accumulate 
until  it  suits  the  convenience  of  the  farmers  to  fetch 
it  away,  and  in  many  places  they  refuse  to  take  it  at 
all.  This  takes  place  in  like  manner  in  the  lower 
neighboui"hoods  of  towns,  where  "  the  refuse  of  the 
courts  and  alleys  is  reserved  in  the  necessary  pits  till 
the  accumulation  is  very  considerable  ;  the  inhabitants 
then  sell  it  for  a  few  shillings  per  load,  and  divide 
the  amount  so  obtained  amongst  themselves." 
1  Although  many  of  the  disadvantages  of  the  midden 
system  may  be  obviated  by  improvements  in  the  con- 
struction of  the  pits,  etc.  it  can  only  answer  in  excep- 
tional cases,  as  most  of  the  uriue  is  lost  and  the  manure 
obtained  is  only  well  suited  for  heavy  clay  sods ;  for 
most  sods  the  admixtui'e  with  ashes  renders  it  com- 
paratively worthless. 

And  in  a  town  in  which  it  has  been  most  per- 

*  This  quantity  is  conaidered  by  MesBra.  L,  anJ  G.  to  be  too  high 
when  &[jplied  as  a  means  of  calcuUtinjj  tbe  value  of  sewnge  :  they  are 
of  opinion  tbat  in  tbat  case  1 0  Ib^.  of  aimaouia  per  head  per  anniitu 
with  a  value  of  68.  SiL,  would  be  a  inon:  accurate  eiitimate. 
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scveringly  employed — Manchester — it  has  failed  in  an 
economical  point  of  view;  on  this  head  Sir  Joseph 
Heron,  the  town  clerk,  says,  in  his  evidence  before  the 
Rivers  Pollution  Commissioners :  "  It  is  true  in  Man-  Dow  nnt 
cheater,  as  well  as  in  Liverpool  and  in  other  places,  ^"^^ 
that  the  expense  we  incur  in  removing  the  night  soil 
is  by  no  means  returned  to  us  by  anything  that  we 
obtain  for  it,  and  we  often  have  to  carry  it  at  a  very 
considerable  loss.  In  no  case  is  it  found  that  it  is 
paying." 

With  regard  to  the  midden  system,  we  obtain  some 
additional  information  from  the  Appendix  to  the 
Report  of  the  British  Association  Sewage  Committee 
of  181)0-70.     {B.  A.  Report,  1870,  p.  56.) 

The  town  of  Bury,  in  Lancashire,  is  almost  ex- 
clusively a  privy  and  ash-pit  town ;  the  population 
is  about  40,000. 

No  special  treatment  ia  practised  previous  to  the  removal  of  the 
contentB  of  the  privies  heyonJ  the  addition  of  ashes.     This  accession  Vnlne  of 
of  oahes,  together  with  the  necessity  of  conducting  ita  removal  at  night,  midden 
materially  reduces  the  value  of  bucIi  mixture  ns  a  manure,  and  the  "f""™' 
whole  quantity  only  yields  an  annmil  return  to  the  Commissioners  of 
£100. 

The  street  sweepings  are  also  removed  by  scavenging,  and  cost 
the  Commissioners  not  less  than  .£629  : 1 1 : 8,  while,  from  the  want 
of  some  yard  or  other  storage  ground,  they  have  to  he  disposed  of  to 
rarmera  at  their  own  price,  and  only  yield  the  insignificant  return  of 
£-25  to  ;e30  per  annum. 

The  "remarks  by  a  sub-committee,  consisting  of 
Messrs.  Grantham  (chairman),  Corfield,  Hope,  and 
Williamson,"  arc  to  the  following  effect : — 

The  figures  obtained  in  Bury  of  the  ash-pit  system,  as  carried  out  Fulort  nt 
there,  prove  that  financially  it  is,  so  far  as  Bury  is  concerned,  a  total  Bary. 
and  complete  failure,  as  the  grow  return  is  only  a  little  over  one  half- 
penny per  head  of  the  population  annually.     Of  course  it  is  not  fair 
to  judge  of  a  general  system  fi-om  a  particular  instance,  and  the  subject 
should  be  further  investigated. 
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Some  analyses  of  the  sewage  "show  that  although, 
the  sewage  from  a  towQ  managed  on  the  Bury  system 
is  weaker,  and  therefore  less  ViduaUc  and  propor- 
tionately more  difficult  to  deal  with  than  the  sewage 
from  a  water-closeted  town,  yet  that  its  purification  is 
just  aa  imperatively  necessary." 
oniii  nt  a  In  ouly  three  towns  of  the  two  hundred  tabulated 

by  this  committee  is  a  gain  obtained  fi'om  the  sale  of 
midden  and  cesspool  contents  and  other  refuse,  over 
and  above  the  cost  of  scavenging.  These  are  Dundee, 
which  has  already  been  noticed,  where  £630  a  year, 
or  l^d.  per  head  per  annum,  is  made  ;  Stockton-on- 
Tees,  with  £100  a  year,  or  Id.  per  head  per  anniun ; 
and  Fareham,  with  £7  a  year,  or  ^d.  per  head  per 
annum. 

In  nl!  other  recorded  cases  the  scavenger  receivea  a  payment  in 

money,  ae  well  as  the  refuse,  for  doing  the  required  duties.    The  greateat 

LoM  at         losses  are  esperienced  at  Liverpool,  where  the  scavenging  coats  £41,868 

most  a  year,  or  19-7d,  per  head  ;  and  at  Scarboroiigh,  whtre  it  costs  £20fiO, 

places.  „j.  32'44.  per  head.     At  Malvern  the  cent  amounts  to  18-Od,  per  head  ; 

at  Oldham,  13-Id. ;  at  Bradford,  I9-3d. ;  at  Rochdale,  ll'2d. ;  atBridg»- 

north,  lO-aa.;  at  Torquay,  10-2d. ;  at  Newcastle,   IT'Sd. ;  at  Cardiflf, 

ll-3d.i  at  Lknelly,  Ift'Sd.  ;  at  Aberdeen,  11 -2(1;  and  at  Edinburgh, 

11 -Td.  per  head  per  aunuiu.     (N,B. — Tiie  above  sums  are  in  pence 

and  decimals  of  a  penny). 

From  the  Tiiird  Report  of  the  Rivera  PoUution 
Commissioners,  1868  (p.  7),  it  appears  that: — ■ 

Hidden  There  ore  in  Leeds  about  fiOOO  water-closets,  bcsidea  a  number 

B]pitetnat      of  trough  and  tank  closets,  and  some  10,000  privies,  niidilens,  and 
I*«d«.  Bflh-pits,  all  of  which  arc  connected  with  the  sewers.      These  are 

cleaned  periodically  unilcr  the  direction  of  the  Sanitary  Committee 
of  the  Corporation,  at  a  cost  of  about  £\  2,000  a  year,  and  the  Corpora- 
tion receive  about  j£6000  a  year  for  70,000  tons  of  refuse  ;  the  coat 
of  cleaning  them  enceediug  the  amount  received  for  the  maaure  by 
£6500  a  year.  This  scavenging  procees,  which  thus  costs  about  la. 
annually  per  head  of  the  population,  while  about  6j(I,  a  liead  annually 
is  obtained  for  the  excrementitious  matter  removed,  is  at  the  same  time 
most  offeutive.     "  The  cleaning  of  the  privies,  middens,  aud  ash-pita 
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IB  eomplaineil  of  as  a  nuiannce  affecting  the  health  and  comfort  of  the   Nuiaaafe, 
inlinbi touts.     The  stench  in  Leeds  from  10  f.u.  till  4  aji.,  while  iLia 
opratiun  is  going  on,  is  described  as  aomethiug  fearfuL" 

These  figures  show  that,  as  we  have  before  stated, 
the  midden  and  ash-pit  system  can  only  be  an  econo- 
mical success  in  exceptional  cases  ;  as  a  matter  of  fact, 
it  usually  entails  a  considerable  annual  expense. 

In  France  the  contents  of  the  fosse^i  permanerites  Freiicii 
and  fosses  mobiles  are  not  usually  utilised  without  '"'"'"'* 
preparation,  but  are  carried  away  in  the  lonneavx 
to  some  distance  from  the  town,  where  they  are 
emptied  into  the  highest  of  a  series  of  basins  ranged 
one  above  another ;  here  they  are  exposed  to  the  air 
for  some  time,  and  while  the  liquid  pai-ts  run  away 
into  the  lower  basins,  the  undissolved  solids  subside 
in  the  higher  ones.  The  liquids  are  reduced  in  Liqnidpart 
quantity  by  spontaneous  evaporation,  but  they  have  "™"J''™*- 
for  the  most  part  to  be  pumped  away,  generally  into 
the  nearest  watercourse ;  sometimes,  however,  they 
are  evaporated,  mixed  with  sulphuric  acid  and  sulphate 
of  ammonia  thus  prepared.  The  establishments  in 
which  this  latter  process  is  carried  on  have  been 
placed  in  the  first  class  of  itahlissements  dangereux 
ou  insodubres,  the  reason  being  that  they  cause  an 
odeur  ddsagridble  et  portie  au  loin.  The  solid 
part  which  subsides  is  dug  out  of  the  pits,  further 
dried  by  being  spread  out  on  a  large  surface  of  ground 
and  stirred  about  continually,  piled  up  when  nearly 
dry  in  immense  heaps,  and  left  for  a  year  at  least, 
often  for  several  years ;  it  is  then  sold  under  the 
name  of  jMiidrette.  "  It  has  then  the  aspect  of  a  Poudrtiir. 
grayish-black  earth,  light,  oily  to  the  touch,  very 
i'riable,  and  spreading  a  peculiar  odour,  disagreeable 
and  nauseous,  which  is  not  that  which  the  matters 
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wMch  compose  it  exhale  in  their  native  state,  or  eve 
before  their  perfect  desiccation. "  ( Parent  Duchatelet 
The  poudrette  prepared  from  the  deposit  in  th 
lower  pits  is  especially  sought  after  by  the  farmers,  s 
it  contains  the  finer  particles  which  have  escape 
precipitation  in  the  higher  pits,  and  at  the  same  tim 
less  useless  material. 

In  Paris  the  business  of  removal  and  preparatio 
of  the  manure  is  let  out  to  a  contractor,  and  the  cit 
would  appear  to  make  a  gain  out  of  the  transactioE 
i.e.  the  public  funds  are  benefited  by  it ;  but  not  s 
Lass  to  the  the  ratepayers !  They  pay  a  considerable  sum  for  th 
^^  ^  emptying  of  their  cesspools,  8  fr.  a  cubic  metre,  1 5  fi 
for  a  fosse  mobile  (Tardieu) ;  and  Mr.  Krepp  calcn 
lates  that  the  poudrette,  which  sells  only  at  47  fr.  50  ( 
a  cubic  metre,  really  costs  the  city  146  fr. 

(b.)  PAIL   SYSTEM. 

In  this  system  we  have  the  faeces  and  urine  pun 
without  any  admixture  of  earth,  ash,  or  water,  exeep 
in  some  cases  to  a  trifling  extent.  The  evidenc 
Can  be  giiucrally  shows  that  this  plan  can  be  made  to  paj 
and  indeed  generally  does  pay  its  cost  at  any  rate. 

'*  In  the  town  of  Groningcn  the  yearly  prof] 
amounts  to  about  £1600;  in  Antwerp  it  is  £270C 
at  Ostend  £700.  In  Strasbourg  the  cost  of  remove 
is  only  just  covered  by  the  sale  of  the  manure.  Th 
sale  of  the  refuse  from  the  barracks  at  Carlsruhe 
where  2800  men  were  quartered,  has  realised  a  profi 
of  £300  a  year,  and  the  attendant  expenses  amountci 
to  about  £40  a  year."  Sometimes,  however,  the  ex 
penses  exceed  the  income  derived  from  the  sale  of  th 
manure :  "  thus,  in  Stockholm,  witli  a  population  c 
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about  150,000,  the  expenditure  amounts  to  £35,000  Vanom 
a  year,  and  the  income  derived  from  the  sale  of  the  *""°^  ^' 
refuse  as  manure  is  ^33,000  a  year."* 

In  Nottingham  the  contents  of  the  boxes  are  sold 
at  from  3s.  to  4s.  a  ton ;  this  brings  in  £4000  a  year, 
while  the  cost  of  scavenging  is  £6000.  At  Rochdale 
the  plan  scarcely  pays  its  expenses  at  present,  as  there 
are  only  580  pail  closets,  and  so  the  expenses  are 
relatively  high.  If,  however,  all  the  4000  midden 
closets  of  the  town  were  changed  into  pail  closets,  Mr. 
Alderman  Taylor  calculates  that  the  profit  to  the  town, 
on  the  sale  of  the  manure  at  the  present  rate  (15s.  a 
ton),  would  be  £9  a  week,  or  £468  a  year.  He,  how 
ever,  anticipates  a  higher  value  for  the  manure  (1870). 

In  Glasgow  the  estimated  value  of  the  contents  Cfistofsm 
of  the  pails,  troughs,  etc.,  plus  the  ashes  and  street  *"''*''* 
sweepings,  is  £18,000  a  year,  while  the  cost  of  cleans- 
ing the  city  is  £27,000 ;   from  which  we  see  at  once 
that  the  cost  of  removing  the  excrement  of  a  large  city 
by  cartage  is  enormous. 

In  the  prize  essay  by  MM.  Renard  and  Frontault, 
published  in  1870,  in  the  "Annuaire  de  la  Society  des 
Agriculteurs  do    France,"  an    interesting   account  is 
given  of  the  success  which  attends  the  careful  employ-  su™™  or 
ment  of  this  system  in  the  department  of  the  Alpes-  J^_.^ 
Man  times. 

The  fiBcal  matters  are  collected  as  they  are  voided,  before  fer- 
mentation, in  lindtti  of  60  litres  (about  13  gallooB},  which  are  emptied 
at  the  foot  uf  the  trees  into  two  holes,  IS  inches  broad  and  10  inches 
deep,  placed  one  on  each  side  of  the  tree ;  these  are  then  covered  in 
with  earth. 

This   proeeas    ia  eB]jeciftlly   applied    to    orange    trees,   which    are 
plantetl  400  to  the  hectare  (nearly  2j  acres).     The  fitcal  matters  are 
often  paid  for  at  the  rate  of  5  or  6  franca  per  cubic  metre  (3s.  to  39.    Vsliie  of 
7il.  per  cubic  yard),  even  at  the  spot  where  Ihey  ore  prtnluced,  in  spite  '"cwe"'. 
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of  the  quantity  of  water  which  they  contain.  A  household  ftve 
four  persons  produces  ahout  3  cubic  metres  (nearly  4  cubic  ; 
annually,  from  which  it  obtains  an  income  of  from  15  to  18  1 
(ISb.  to  I4s.  Gd.),  a  very  valuable  thing  for  poor  families. 

At  Graese  and  at  Hice  human  manure  is  the  manure  par  txeMenet 
It  is  used  in  the  cultivation  of  corn,  of  green  v^tablea,  and  of  flov^i 
to  be  employed  iu  perfumery,  notably  violets  and  roses  ;  but  &fter  i 
lAiuscieu      tiBS  begun  to  ferment.      The  peaeanta  exhibit  an  aBtonieliing   zeal   f 
t^'         collecting  it ;    one  sees  them  welk   n  leagiio,  pour  ne  pat  perdre 

d^ectioa,  and  when  they  buy  ftccal  matters  iu  the  town,  ijcneralljr  is 
cafki,  they  do  not  omit  to  taete  them,  in  order  to  ascertain  their  degroc 
of  concentration.  They  keep  them  in  lai^e  jars  of  2  or  3  hectalita«0 
(44  to  66  ^Uons),  placed  at  various  parts  of  tlieir  fields.  This  plom 
is,  moreover,  easily  managed  in  that  country,  where,  as  is  well  known, 
a  plot  of  2  hectares  (nearly  6  ncree)  is  a  lai^  one. 

With  this  manure,  combined  with  irrl^^ition  and  the  a 
iluence,  they  obtaui  a  fabulous  produce  ;  a  certain  farm  of  17  hecUMI 
(42  acres)  yields  46,000  francs  (£1800)  nett,  annually. 

It  will  be  observed  that  in  these  countries  human 
excrement  is  eapecially  used  for  plants  from  which' 

Ouitivntion  8cent3  are  manufactured,  a  flat  contradiction  to  the. 

itowen.  counter  statements  that  have  been  made  on  this  head. 
Our  authors  also  quote  largely  from  a  report  by 
M.  Simon,  who  was  sent  by  the  French  Government 
on  an  agricultural  mission  to  China,  where,  as  has  been 
already  stated,  the  same  plan  has  been  at  work  from 
time  immemoiial.  As  an  answer  to  how  it  ia  that  b 
dense  a  population  can  be  supported  in  a  country,  M, 
Simon  says : — 

Krajion  of  The  reasons  of  it  are  manifold.     Without  doubt,  the  climate,  £ 

JfT^T™  ^    industry  of  the  Chinese,  even  tbeir  sobriety,  and  the  fertiUty  of  Uw 
a  certain  extent  explain  it ;  but  the  principal  reason  of  it  i 
assuredly,  the  skill  with  which  the  manure  is  collected  and  distributed.' ' 

Then,  after  describing  the  extreme  care  given  by 
the  Chinese  to  their  plants,  he  adds  : — 

The  liquid  form  in  which  one  most  often  sees  the  manure  in 
China  renders  it  especially  lit  for  this  use,  so  that  it  can  be  distributed 
during  the  growth  of  the  vegetation  as  well  ns  before  it     Some  of 
manure  ia  not,  however,  naturally  in  so  convenient  a  form,  but 
Chinese  reduce  it  to  the  liquid  or  to  the  pulverulent  condition  W 
npecial  manipnlations. 


at  Cliiim. 


I 


IMPROVED   MIDDEN-PITS,  CESSPOOLS,  ETC. 

M.  Simon  adds  that  human  manure  is  applied  to  otiUMtion 
all  crops,  and  that  "  sometimes  it  is  placed  at  the 
entrance  to  the  carriers,  and  the  water  dilutes  it  and 
carries  it  along,"  while  at  others  it  is  mixed  with  an 
argillaceous  earth,  and  dried  in  the  form  of  small 
bricks  ;  it  then  goes  by  the  name  of  taffb,  and,  accord- 
ing to  the  evidence  of  one  traveller,  "has  no  other 
odour  than  that  of  the  violet ! " 

This  method,  no  doubt,  appears  nasty  to  ua,  but 
M.  Simon  well  says  of  it,  "  I  ask  myself  if  it  would 
not  be  better  to  offend  the  noses  of  the  passers-by 
than  to  throw  into  the  river  quantities  of  excremental 
matters  which  by  their  decomposition  become  veritable 
causes  of  disease  [infections  morhifiques)  to  the  people 
lower  down." 

MM.  Renard  and  Frontault  describe  a  number  of  M«mr»o- 
processes  for  manufacturing  portable  and  inodorous  nnres. 
manure  out  of  the  crude  contents  of  the  French /osses, 
the  most  notable  being  those  of  the  Compagnie  Chau- 
foumiere  de  I'Ouest.  The  solid  matters  from  the 
fosses  are  mixed  with  quicklime,  and  a  manure  known 
as  la  chaux  animalism  manufactured ;  the  liquids 
wliich  pa-ss  through  the  separcUeur  of  the  ybsse  mobile 
are  received  in  a  compartment  which  contains  pow- 
dered slaked  lime,  by  which  they  are  absorbed  and  la 
chaux  sujyersaturee  formed  :  or  the  urine  is  collected 
and  allowed  to  stand  for  two  hours  in  vessels  with 
lime  at  the  bottom ;  it  then  becomes  inoffensive,  and 
is  known  as  les  urines  imputrescibles,  while  taffo,  taffb 
enrichi,  and  phospho-lajfo  are  dried  excremental 
mattera  mixed  with  various  kinds  of  refuse,  and  with 
other  substances  which  add  to  their  value  as  manure. 

It  is  not  necessary  for  us  to  enlarge  upon  these  or 
other  methods  of  treating  crude  excreta!  matters,  espe- 
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cially  as  there  can  be  no  doubt  that  the  moat  profit- 
able way  to  employ  them  is  to  apply  them  at  once  to 
the  soil  without  any  preparation  at  all. 

In  the  Engineer  of  7th  December  1866,  a  full 
description  of  Captain  Liernur'a  system  (described  at 
page  237)  is  given;  from  this  it  appears  that  the 
maniu'c  is  to  be  sent  in  air-tight  barrels  to  the  farms, 
and  there  applied  to  the  land  during  the  process  of 
ploughing ;  the  plough  is  so  constructed  that  the 
barrel  can  be  placed  on  it,  and  the  manure  is  dis- 
charged from  the  bung-hole  of  the  barrel  into  the 
fun-ow  made  by  the  ploughsliare,  and  immediately 
covered  in  with  earth  by  a  kind  of  shovel  which  trails 
behind.  A  special  kind  of  plough  adapted  for  manur- 
ing meadow  land  is  thus  described  : — 

A  Biirt  of  knife  mokiss  a  running  intisian  iu  the  Bodit,  while  a 
hollow  foot  attncheil  to  it  mokes  a  cavity  uniltr  tbetii.  Iii  this  cavity 
tlie  manure  ia  poiui^il,  through  a  hole  which  posses  through  both  the 
knife  and  its  fixit.  After  its  pfusoge  the  sods  close  immeiliatclj  again, 
partly  through  their  oim  weight  ami  putly  through  elasticity.  A 
layer  of  earth  should  he  left  between  the  nods  And  the  manure,  to  de- 
compose the  lattur,  and  prevent  its  hnrtliig  the  groiw  jilaiita. 

These  plans  are  worthy  of  the  attention  of  towns 
where  the  pail  system  is  at  work. 

I  A  new  system  of  dealing  with  refuse  has  come 
into  operation  in  many  towns,  which  obviates  many 
of  the  difficulties  and  dangers  attending  the  accumula- 
tion and  sorting  of  vast  heaps  of  semi-putrid  refuse, 
which  is  still  carried  on  in  London,  often  in  close 
proximity  to  inhal;ited  houses.  By  this  method  also, 
it  has  been  found  possible,  where  the  pail  system  is 
in  use,  to  evaporate  the  pail  contents  and  produce  a 

J  dry  portable  manure,  from  the  heat  generated  by  the 
combustion  of  the  cinders  and  ashes  collected  in  the 
town,  without  the  use  of  any  coal  whatever. 
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In  Dr.  W.  Sedgwick  Saunders'  Report  upon  "  Some 
New  Methods  of  Disposing  of  all  kinds  of  Refuse  by 
Cremation,"  1881,  we  find  an  account  of  the  system 
which  was  then  being  introduced  into  Warrington. 

The  ashes,  etc.  collected  in  tubs,  are  screened  in  Disposal  of 
an  automatic  cinder  screen ;  the  fine  ash  is  mixed  "  ^ 
with  such  portion  of  paU  contents  as  wiU  furnish  a 
manure  suflBcient  to  satisfy  the  local  demand;  the 
coarse  ash  is  discharged  into  a  form  of  furnace,  called 
a  "  destructor,"  which  is  made  to  destroy  and  reduce 
any  refuse  material  that  contains  only  a  small  portion 
of  combustible  matter.  The  heat  generated  by  the 
combustion  passes  under  and  through  a  multitubular 
boiler,  and  generates  steam  for  furnishing  the  power 
required  for  working  the  whole  of  the  machinery. 
The  clinkers  from  the  "  destructor,"  if  not  required 
for  other  purposes,  are  passed  into  a  mortar  mill, 
which  reduces  them  to  powder  that  can  either  be  sold 
as  sand,  or  made,  by  the  addition  of  lime,  into  an 
excellent  and  tenacious  mortar. 

The  sweepings  from  the  markets  and  streets  are  Disposal  of 
passed  through  a  *'  carboniser,"  a  furnace  which  con-  market 
verts  all  vegetable  material  into  charcoal.     The  char-  ^^^^ 
coal  produced  is  a  very  powerful  deodorant ;  and  it 
was  proposed  to  use  a  portion  of  it  in  each  pail,  pre- 
vious to  its  leaving  the  dep6t,  to  deodorise  the  matter 
collected ;  the  remainder  to  be  sold. 

The  contents  of  the  pails  are  mixed  with  a  small  Disposal  of 
portion  of  acid,  to  fix  the  ammonia,  in  an  air-tight  tentsr^^ 
store  tank,  where  the  thicker  portion  of  the  material 
settles  to  the  bottom.  The  thin  part  of  the  contents 
of  the  tank  is  drawn  off"  into  two  evaporators,  which 
are  tall  cast-iron  cylinders,  each  containing  near  its 
lower  end  a  drum-shaped  heater,  precisely  resembling 
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a  multitubular  steam  boiler.  These  cylinders  are 
I)artially  filled,  and  the  heating  drums  are  covered 
with  the  thill  liquid  ;  steam  is  introduced  within  the 
heating  drums,  and  the  liquid  becomes  partially  con- 
centrated. When  the  contents  of  these  cylinders  are 
sufficiently  concentrated  and  have  lost,  by  evapora- 
tion, the  greater  portion  of  their  water,  they  are  drawn 
off  into  a  "  Firman's  dryer,"  and  the  thick  portions  of 
the  pail  contents  which  settle  in  the  store  tank  are 
also  admitted  into  the  dryer.  This  machine  consists 
of  a  steam-jacketed  horizontal  cylinder,  traversed  by 
a  steam-heated  axis,  and  by  steam-heated  revolving 
arms,  and  furnished  with  scrapers  to  keep  the  inner 
surface  of  the  cylinder  free  from  accumulations  of 
dried  excreta.  The  pail  contents  are  admitted  into 
the  dryer  at  the  consistency  of  thin  mud ;  after 
treatment  they  emerge  as  a  dry  powder,  resembling 
guano  in  appesirance  and  quality,  and  estimated  to  be 
worth  from  £3  to  £6  per  ton,  dependent  upon  analysis. 
'  The  odorous  gases  given  off  during  the  process  are 
all  passed  througli  the  destructor  fire  and  destroyed. 
Fi-om  the  time  the  liquid  materiid  enters  the  store 
tank,  there  is  no  opjxirtimity  for  odour  to  escape  into 
the  air,  as  it  is  kept  closely  under  cover,  until  it 
finally  emerges  as  a  dry  powder. 

The  "  desti'uetor "  and  the  "  carbouiaer  "  are  the 
inventions  of  Mr.  Alfred  Frj'er,  who  also  invented 
tlie  pnicess  by  which  the  collected  ashes  and  cinders 
are  alone  sufficient  to  furnish  the  heat  necessary  to 
evaporate  the  contents  of  the  pails.  The  arrangement 
r '  by  which  this  is  effected  is  aa  follows : — The  steam 
J  and  vapour,  which  are  driven  ott'  from  the  concentrat- 
ing vetiscl  and  the  "  Firman's  drj'er,"  instead  of  being 
allowed  tu  escape  into  the  aii'  or  to  be  condensed  by 
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cold  water,  are  used  to  furnisli  heat  to  the  large  or 
main  concentrating  apparatus,  which  is  kept  boiling 
at  a  low  temperature.  This  is  eflfected  by  conducting 
the  boiUng  below  atmospheric  pressure  in  a  vacuum, 
which  is  maintained  by  an  air-pump  attached  to  the 
steam-engine.  This  larger  vessel  is  in  fact  a  vacuum 
pan.  The  apparatus  is  so  connected  with  tubes  and 
valves  that  the  "  Firman's  dryer  "  may  also  be  worked 
under  vacuum,  if  necessary. 

At  Manchester  a  portion  of  the  town  refuse  is  Disposal  of 
dealt  with  at  the  corporation's  sanitary  works  at  SlTh^t^ 
Holt  Town.     The  cinders  collected  are  mainly  used    . 
as  fuel  for  the  furnaces  of  the  boilers  which  work 
the  machinery,  eflfect  the  evaporations,  etc. ;  the  animal 
matters  are  converted  into  dry  manure,  soap,  candles, 
and  lubricating  grease ;  and  the  clinkers  from  the 
furnace  are  made  into  mortar,  bricks,  and  concrete. 

The  animal  matters  from  which  the  manure  is  composi- 
made  include  human  excreta  (pail  contents),  slaughter-  Jj^anore!^* 
house  refuse,  bones,  dead  animals,  fish,  etc.  This 
manure  contains  ammonia  2*73  per  cent,  phosphoric 
acid  2 '36  per  cent,  alkaline  salts  containing  25  per 
cent,  of  potash  4*39  per  cent,  and  moisture  15*07  per 
cent.     It  is  sold  at  £3  per  ton. 

A  system  similar  to  the  above  is  in  operation  at 
Glasgow.  (See  Paper  by  John  Young,  Inspector  of 
Cleansing,  on  "  The  Scavenging  of  Towns,"  published 
in  the  Transactions  of  the  Sanitary  Institute  of  Great 
Britain,  vol.  v.  1883-84.) 

In  Dr.  Sedgwick  Saunders'  Report,  before  men-  Adoption 
tioned,  it  is  stated  (p.  82)  that  destructors  and  car-  ?n  wi^S^ 
bonisers  for  the  cremation  and  utilisation  of  town  ^'"^ 
refuse  had  been  or  were  being  supplied  to  the  follow- 
ing places,  viz. : — Leeds,  Bradford,  Manchester,  War- 
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rington,  Rochdale,  StafibrtI,  Bolton,  Birmiugham, 
Blackburn,  Eotherliam,  Derby,  Bury.  A  number  of 
towns  had  also  decided  to  adupt  them,  including 
Nottingham,  and  others  were  in  treaty. 

The  deputation  from  the  Commissioners  of  Sewers 
{city  of  London)  which  visited  the  works  established 
at  Leeds,  Bradford,  Warrington,  and  Manchester,  in 
1881,  came  to  the  unanimous  conclusion  that : — 

Conclu-  The  Bjstem  recently  inaugurated  ia  sound  in  tlieory  and  deUr- 

riontflf  the  abig  jq  practice  ;  that  it  lias  already  passed  beyond  llie  experimental 
P"  stage,  and  that  it  offera  enonnoua  advnnlagea  upon  aanitary  grounds, 

and  ia  not  tu  be  despised  for  its  commercial  results  ;  not  only  did  they 
eee  a  work  consiatiiig  of  poisonous  and  disgusting  elements  dealt  with, 
and  satisfactorily  disposed  of,  without  nuisance  of  any  kind,  hut  leamt 
that  products  having  a  marketable  value  can  be,  and  are,  jiroduced 
without  any  infraction  of  true  hygienic  principles,  whilst  at  the  same 
time  they  may  have  the  elTect  of  materisUy  reducing  tie  expenses. 
{Dr.  Sotuidera"  Report,  pp.  81,  82.) 

The  advantage  in  a  commercial  point  of  view  of 
the  pail  or  tub  system  over  the  midden  system  is, 
that  it  produces  a  valuable  manure,  which  can  be 
made,  as  at  Salford,  to  pay  more  than  the  cost  of 
BaiiiK-  collecting  it.  It  is  the  system  which  has  answered 
tin  brt.  so  well  in  China  and  Japan  for  80  many  centuries,  but 
it  ia  one  which  accords  in  no  way  with  modern  ideas 
of  cleanliness,  and  which  could  never  be  introduced 
into  the  better  quarters  of  any  town ;  for  the  lower 
claases  of  habitations  it  is  a  great  improvcmcut  on  the 
old  midden  heaps,  cesspools,  etc.,  as  it  necessitates  the 
doily  or  even  more  frequent  {as  at  Edinburgh)  re- 
moval of  excremental  matters,  which  can  be  eaaily 
disinfected  if  necessary. 

It  must,  however,  be  considered  to  be  the  only 
plan  that  wc  have  yet  examined  that  can  be  made 
even  to  pay  its  expense  as  a  general  rule. 
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SANITARY    OBSERVATIONS    ON    THE    IMPROVED    MIDDEN 

AND   CESSPOOL   SYSTEMS. 

It  having  been  already  shown  that  accumulations 
of  excretal  and  other  filth  afford  a  nidus  for  various 
diseases,  it  need  only  be  pointed  out  here  that  the 
sanitary  advantage  possessed  by  these  systems  varies 
precisely  with  the  frequency  with  which  they  provide  Frequent 
for  the  removal  of  the  refuse  matters,  and  with  the  "™°^ 
perfection  of  the  means  taken  to  prevent  their  decom- 
position. 

Wherever  one  of  these  plans  has  been  introduced, 
a  step  in  the  right  direction  has  been  made,  and  the 
necessity  of  the  speedy  removal  of  excrement  haa  been 
acknowledged,  except  indeed  in  the  case  of  the  large 
cemented  cesspools,  fosses  pei^manentes^  in  which, 
however,  every  precaution  is  taken,  abroad  at  any 
rate,  to  prevent  the  contamination  of  water  or  air ; 
with  what  result  we  shall  soon  see. 

Any  state  of  things  is  better  than  the  one  described 
in  our  first  chapter,  and  the  frequent  removal  by  hand 
and  cart,  although  annoying,  aflfords  less  nuisance  and 
much  less  positive  danger  than  the  stinking  heap  of 
putrid  filth  in  the  ordinary  midden  heap  or  cesspool. 

The  simple  pail  or  tub  placed  under  the  privy-  Paii  ays- 
seat,  and  removed  daily,  or  even  twice  a  day,  is  the  but  nasty. 
most  thoroughgoing  of  these  methods,  but,  to  say  the 
least  of  it,  a  very  nasty  one,  and  a  very  troublesome 
one  too.     The  French  fosse  mohile,  with  its  s^por-  Fosse 
rateur,  is  by  far  the  best  plan  for  keeping  excremental 
matters  intact  for  a  few  days,  and  is  much  superior  to 
any  pails  or  buckets  lined  with  absorbent  materials  or 
provided  with  disinfectant  matters.     But  this,  though 
a  vast  improvement,  as  pointed  out  by  Parent  Du- 
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c^hatclet,  on  the  fosse  permanente,  is,  with  most  of 
tlie  syetems  now  under  consideration,  a  mere  make- 
shift to  obviate  the  nuisance  and  expense  of  too  fre- 
quent removal,  while  at  the  same  time  effectually 
preventing  long  storing. 

Tlie  question  in  fact  to  be  solved  would  appear  to 
be,  with  all  the  methods  which  require  hand  and  cart 
labour,  how  can  the  refuse  matters  be  kept  as  long 
m  possible  without  being  positively  dangerous  to 
health  ?  Instead  of,  as  it  should  be,  how  can  they  be 
got  rid  of  as  fast  as  possible  ? 

This  consideration  at  once  stamps  all  methods  of 
removal  by  scavenging,  and  must  of  itself  bind  them 
to  a  false  principle,  and  lead  to  their  condemnation  ; 
indeed,  they  are  only  commended  by  the  fact  tliat  they 
do  not  utterly  wast*  the  valuable  manure  with  which 
they  have  to  deal.  The  midden-pits  are  improved, 
from  a  sanitary  point  of  view,  as  they  depart  farther 
and  farther  from  the  old  conventional  ash-pit :  it  is 
found  practically,  however,  that  they  cannot  usually 
be  kept  dry,  and  bo  they  have  to  be  drained  into  the 
acwers. 

The  large  cesspools  become  filled  with  foetid  gases, 
containing  a  large  proportion  of  sulphuretted  hydrogen, 
and  many  were  the  cases  of  asphyxia  caused  by  it 
dui'iug  the  emptying  of  the  /osses  permanenles  by 
hand  and  bucket ;  this  asphyxia,  which  the  workmen 
call  fc  plomb  (probal)ly  from  the  sense  of  extreme 
oppression  of  the  chest),  and  which  occurs  also  to  the 
workers  in  sewers,  is,  according  to  Parent  Duchati'let, 
not  so  common  as  it  has  been  stated  to  he.  People 
exposed  habitually  to  such  an  atmosphere  {vidangeura, 
dgoutiers,  gadouards)  sutler  also  from  headaches,  and 
f^om  uijbthalmia  (^u  miite) ;  their  term  of  life  docs 
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not,  however,  appear  to  be  shortened,  probably  be- 
cause those  who  are  not  of  very  strong  constitutions 
give  up  the  work  at  once.  Parasitic  diseases  and 
most  skin  diseases  are  very  uncommon  among  them, 
and  they  are  said  by  the  above  authority  to  be  remark- 
ably free  from  intermittent  fever  and  from  cholera. 
He  gives  also  an  instance  of  three  young  women  who 
had  been  pronounced  consumptive  by  several  physi- 
cians, and  who  were  perfectly  cured  by  working  at 
the  poudrette.  Query,  would  they  not  have  been  as 
much  improved  in  health  by  any  out-of-dow  work  ? 
Venereal  diseases  are,  however,  undoubtedly,  accord- 
ing to  the  testimony  of  Hall^  and  of  the  last-named 
observer,  aggravated  to  a  remarkable  degree  by  this 
foul  atmosphere,  and  '*  those  who,  having  one  of  these 
diseases,  persist  in  working,  perish  inevitably." 

With  regard  to  the  symptoms  of  the  asphyxia,  FomiBof 
they  vary  according  as  it  is  caused  by  want  of  oxygen  "*^  ^^^ 
or  by  the  presence  of  a  notable  quantity  of  sulphur- 
etted hydrogen.  In  the  first  case  there  is  a  difiiculty 
of  breathing,  which  gets  worse  and  worse — it  is  a  true 
suffocation ;  in  the  second,  "  the  individual  is  seized 
suddenly,  and  dies  instantly ;  or,  if  the  quantity  of 
deleterious  gas  is  too  little  to  bring  instant  death,  the 
asphyxiated  person,  suddenly  losing  consciousness,  is 
taken  with  convulsive  movements  or  other  very  grave 
nervous  disturbances,  and  it  is  only  after  several  days 
that  he  recovers  a  perfect  state  of  health."  {Parent 
Duchatelet :  Hygiene  Puhliqice,  vol.  i.  p.  268.) 

Sufficient  evidence  has  already  been  adduced  to 
show  that  an  atmosphere  tainted  with  the  offensive 
gases  given  off  by  decomposing  refuse  is,  even  when 
much  diluted,  deleterious  to  health ;  but  we  may  here 
quote  a  passage  from  the  Health  of  Towns  Keports 


cniuial  'yy 
paiidrvlU. 
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(1844)  wliich  forcibly  illustrates  this  point: — "It  is 
uot  a  great  many  years  since  four  men  fell  victims  to 
the  poison  whilst  engaged  in  clearing  out  a  privy  near 
Brompton,  and  still  more  recently  an  accident  of  a 
similar  nature  happened  at  Clapham.  Twenty-three 
children  belonging  to  a  boarding-school  at  that  place 
were  simultaneously  attacked  with  violent  irritation 
of  the  stomach  and  bowels,  convulsive  twitchings  of 
the  muscles,  and  excessive  prostration  of  strength ; 
and  two  of  them  died  in  about  twenty-four  hours. 
The  symptoms  were  ascribed  by  the  medical  attend- 
ants to  the  inhalation  of  sulphuretted  hydrogen 
from  the  contents  of  a  foul  cesspit  which  had  been 
scattered  over  a  garden  adjoining  the  children's  play- 
ground. Although  these  effluvia  are  breathed  by  the 
inhabitants  of  our  coiurts  and  back  streets  in  a  state, 
of  course,  of  extreme  dilution,  we  cannot  suppose  that 
they  are  on  that  account  entirely  harmless.  What 
in  a  concentrated  form  ia  so  very  deadly,  must,  in  a 
diluted  state,  be  injurious  to  health."  {Loc,  cit.  First 
iteport,  vol.  i.  p.  139.) 

The  French  poudrette  itself,  though  inoffensive  in 
a  dry  state,  undergoes  a  kind  of  fermentation  when 
moistened ;  and  one  of  Parent  Duchatslet's  most  re- 
markable memoirs  contains  an  account  of  a  disease 
that  broke  out  on  board  the  "  Arthur"  (a  boat  which 
had  been  lowled  with  poudrette  on  a  rainy  day),  "of 
which  half  the  crew  perished,  the  rest  arriving  at 
their  destination  in  a  deplorable  state  of  health."  The 
workmen  who  removed  the  stuff  from  the  vessel  were 
also  seized  by  the  disease,  which,  from  a  most  accurate 
description  given  of  the  symptoms  on  a  similar  occa- 
sion by  the  same  author,  would  appear  to  have  been 
typhoid  fever;  he  says  it  had  "all  the  symptoms  of 
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one  of  those  grave  diseases  known  under  the  name  of 
adynamic  fever"  {Hygikne  Puhliquey  voL  ii.  p.  257, 
etc.)  These  cases  should  be  kept  in  mind  during  the 
transportation  of  any  manure  that  requires  to  be  kept 
dry. 

The  sanitary  results  of  the  midden  closet  system 
are  not,  moreover,  what  were  contemplated  by  its 
supporters.  The  average  death-rate  of  Manchester,  Manches- 
where  it  has  been  carried  out  with  great  attention  taiity°^ 
to  detail  ''for  fifteen  years,  as  reported  by  Dr.  A. 
Ransome  and  Mr.  W.  Royston,  was  32  per  1000,  or, 
excluding  certain  healthy  suburban  districts,  34  per 
1000;  while  in  1865,  an  exceptionally  bad  year  for 
epidemics  of  small-pox,  scarlatina,  etc.,  it  was  39  per 
1000.  It  is  also  stated  that  the  infant  mortality  of 
Manchester  is  higher  than  that  of  any  other  place  in 
the  kingdom,  this  fact  being  regarded  as  an  invariable 
sign  of  sanitary  neglect." 

"  It  is  believed  that  much  of  the  unhealthiness  and 
mortality  in  Manchester,  especially  among  children, 
may  be  ascribed  to  the  atmospheric  pollution  caused 
by  the  present  privy  and  ash-pit  systems."  {British 
Medical  Journal,  18th  June  1870.) 

CONCLUSIONS. 

We  have  now  dealt  with  the  treatment  of  liquid 
manure,  as  such,  in  the  various  forms  of  cesspools,  pails, 
tubs,  and  so  forth,  without  the  addition  of  any  notable 
quantity  of  extraneous  matters,  whether  with  a  view  to 
the  dryness  or  the  disinfection  of  the  contents ;  and 
also,  on  the  other  hand,  with  its  treatment  by  admix- 
ture with  a  sufficient  quantity  of  ashes  and  other  re- 
fuse (as  in  the  various  forms  of  midden -pits  and 
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closets)  to  render  the  whole  a  more  or  less  solid  dry 
mass.  We  have  seen  that  the  former  of  these  systems 
is  as  a  general  rule  connected  with  a  considerable 
amount  of  nuisance,  either  in  the  collection  or  removal 
of  the  excremental  matters,  or  in  both  of  these  partic- 
ulars, and  that,  although  one  mo<]iiication  of  this 
system  has  practically  succeeded  in  an  economic  point 
of  view  in  certain  countries,  and  even  in  a  few  of  our 
own  towns,  it  can  never  be  looked  upon  as  a  solution 
of  the  question  of  the  removal  of  excrement  which  can 
be  adopted  generally  by  the  community  as  a  final  one, 
or  even  as  a  suitable  one. 

The  pail  nyHteni  pieecnts  several  advantages  for  poor  town  dis- 
tricti.  It  may  safely  be  employed  for  excrement  removal  if  movalile 
pails  of  defined  conatnictioti  be  used,  and  be  chaikged  every  day  for 
frrad)  paits.  Such  a  ByBteni,  invotTing  similav  constmctioo  or  construc- 
tive alterations  as  ore  required  for  the  tolemlion  of  a  mid<len  Ftyatem, 
offers  ndvant^es  over  the  hitler  in  regard  of  bcility  for  frequent  re- 
inovnl  of  uxcrcment,  iu  reganl  of  safety  from  nuieaoce,  and  probably 
in  regard  of  profit  in  disposing  of  excrement  as  manun^.  {Twlfih 
lUport  M.  0.  P.  C,  p.  140.) 

With  regard  to  the  second  of  these  systems,  we 
have  seen  that  it  ifl  almost  invariably  connected  with 
groat  nuisance,  both  iu  the  storing  and  in  the  removal 
of  the  contents  of  the  pits  or  closets,  and  that  it 
possesses  the  additional  disadvantage  of  the  necessity 
of  disturbing  these  contents  in  order  to  remove  them. 

llio  midden  system  may  be  modified  so  m  greatly  to  reduce 
nuiMDCe  and  danger  from  it.  We  have  dtscribod  the  form  of  midden- 
closet  which  *vu  thinlc  presents  fewest  objections.  We  cannot  speak  of 
Mtisfactnry  safety  in  the  use  of  even  this  form  of  midden-cloaet,  partly 
becaiuc  we  hardly  expect  to  w«  it  carried  out  with  daily  eniptyiog, 
■nd  pkHly  bcoauie  the  materials  of  the  midden  would  probably  be 
nleotiv*  of  some  excremental  matters  ;  but  if  under  cerlmn  ciivum- 
riMMM  middens,  constract«<l  oa  aliove,  should  he  tolerated,  it  would, 
we  think,  b«  •caRcly  lev  than  essential,  first,  tliat  they  should,  if  in  a 
densely  populateil  neighbuurhuoJ,  be  emptit-d  daily,  or  under  other 
ditmmgUnces  at  least  once  a  wedc,  and  secondly,  that  the  arrang». 
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ments  for  excrement  removal  should  be  wholly  in  the  hands  of  efficient 
perBons  appointed  by  the  sanitary  authority.  {Twelfth  Report  M,  0.  P.  0., 
p.  140.) 

The  improvements  have  in  each  case  chiefly  con- 
sisted in  the  diminution  of  the  size  of  the  receptacles, 
and  the  consequent  more  frequent  removal  of  their 
contents,  this  being  accompanied  by  one  or  both  of  two 
sorts  of  nuisances — that  arising  from  the  offensive 
smell  of  the  contents,  which  can  only  be  partially 
prevented  from  escaping  (by  such   contrivances  as 
air-tight  lids  and  so  forth),  and  that  caused  by  the 
too  frequent  visits  of  the  scavengers — a  nuisance  Noctumni 
thoroughly  detested  by  every  householder,  whatever  ^"^^• 
be  his  station  in  life.     In  neither  of  these  systems  is 
there  any  provision  made  for  the  removal  of  the  liquid 
house  refuse  from  slops,  washing,  cooking,  and  so 
forth,  so  that  all  these,  and  generally  the  chamber  slops  go 
slops  as  well,  have  to  be  thrown  down  the  sink  and  "**<>*«^«"- 
pass  away  into  the  sewers,  thus  necessitating  the  puri-  g^^nge 
fication  of  the  sewage  in  some  way,  and  so  leaving  the  "*^  ^ 
great  question  unsettled.    Indeed,  the  amount  of  puri- 
fication which  would  accrue  to  the  sewage  from  such 
a  proportion  of  excremental  matters  and  nothing  else 
being  kept  out  of  it,  is  not  nearly  so  great  as  is  gener- 
ally supposed,  the  other  refuse  matter  that  the  sewers 
necessarily  carry  away  from  all  towns  being  so  great 
in  amount  that  it  is  certain  that,  even  if  all  the  excre- 
mental matters  could  be  kept  away  from  the  sewage,  it 
would  not  be  sufficiently  pure  to  be  allowed  to  empty 
itself  into  a  river,  and  the  necessity  of  purifying  it 
would  arise  as  much  as  ever.     (See  pp.  177,  178.) 
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We  liave  now  to  consider  the  two  methods  which 
have  arisen  more  or  less  directly  out  of  the  incom- 
pleteness of  the  two  foregoing  onea,  and  which  are 
the  only  ones  that  wc  can  look  upon  as  in  any  way 
affording  something  approaching  to  a  solution  of  the 
question  of  excremental  removal.  The  first  of  these, 
the  so-called  dry-closet  system,  haa  for  its  object  the 
separation  of  the  excremental  matters  in  toto  from 
the  sewage,  and  the  removal  of  a  great  part  of  them 
at  any  rate  in  a  dry  and  inoffensive  condition.  The 
best  form  of  this  system,  according  to  its  originator, 
professes  also  in  an  indirect  sort  of  manner  to  treat 
the  other  house  refuse,  liquid  and  solid  ;  how  far  it  is 
possible  that  it  should  practicfdly  achieve  these  results 
we  shall  presently  see.  The  other  is  the  water-closet 
system,  by  which  the  whole  of  the  excremental  matters, 
solid  and  liquid,  together  with  all  the  liquid  house 
refuse,  is  washed  into  the  sewers,  carried  at  once  away 
from  the  vicinity  of  houses  by  the  unaided  force  of 
gnivity,  and  either,  as  has  been  hitherto  the  case, 
allowed  to  fall  into  a  watercourse  or  into  the  sea,  or 
utilised  as  manure  by  one  of  the  processes  that  we 
shall  hereafter  describe. 
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ASH   CLOSET. 

The  dry  closet  which  approaches  nearest  to  the 
best  form  of  midden  closet  is  the  one  in  which  ash  is 
used  as  the  deodoriser.     This  is  described  in  a  paper 
read  before  the  Manchester  and  Salford  Sanitary  Asso- 
ciation by  Mr.  Morell,  of  which  an  extract  is  given 
by  the  Rivers  Pollution  Commissioners,  1868  (First 
Eepo7%  vol.  ii.  p.  309).     Each  closet  is  provided  with  Mechan- 
an  ash-sifter,  which  is  brought  into  motion  by  the 
opening  of  the  door,  the  fine  ash  falling  through  into 
a  storing  measurer,  fixed  in  the  back  wall.     The  seat 
of  the  closet  is  covered  by  a  lid,  which,  when  opened 
or  shut,  measures  out  into  the  excrement  receptacle 
(an  easily  movable  water-tight  vessel)  a  quantity  of 
ash  sufficient  to  deodorise  its  contents.     The  cinders 
which  do  not  pass  through  the  sifter  are  of  course 
used  again  as  fuel.     It  is  stated  that  whenever  there  street 
is  not  sufficient  ash-dust  to  be  had,  as  perhaps  may  utSSld.^ 
sometimes  be  the  case  in  summer,  "it  is  easy  to 
supplement  it  by  throwing  on  to  the  screener  some 
fine  street  sweepings."     For  stories  above  the  ground  Pi«n  for 
floor  it  is  proposed  to  have  a  wide  tube  brought  down  above 
to  or  below  the  ground  floor,  and  opening  into  a  1^^*^ 
receptacle  placed  there,  which  might  be  removed  when 
full,  or  as  occasion  required.      "  A  circular  vessel,  2 
feet  deep  and  1  foot  9  inches  in  diameter,  will  con- 
tain the  ash  and  excrement  refuse  from  one  house 
with  five  occupants  for  twenty  days.     Removal  once 
a  week,  or  once  each  fortnight,  for  such  a  house,  will 
therefore  be  sufficiently  frequent."      Mr.  Taylor  has 
patented  a  dry  closet  of  much  the  same  kind  as  the  Separation 
above,  but  in  which  the  urine  is  not  allowed  to  remain  ^'  ^^^^ 
with  the  soil  and  ashes,  but  escapes  from  the  soil-pan 
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into  a  apecial  receptacle  at  once,  before  the  ashes  are 
thrown  upon  the  soil  by  the  shutting  of  the  lid  of  the 
closet.  The  advantages  claimed  for  this  method  are, 
that  the  material  required,  ashes,  is  always  on  the 
premises,  and  would  have  to  be  removed  in  any  case  ; 
that  the  apparatus  is  strong  and  not  complicated,  and 
its  working  easy ;  that  the  excremental  matters  are 
completely  deodoiised  and  rendered  inoffensive  ;  and 
that  the  mixture  produced  is  very  valuable  as  au 
agricultural  manure,  "selliug  readily  for  £S  a  ton." 
A  very  simple  and  effective  foim  of  dry  closet  is  the 
Carbon  Disinfecting  and  Deodorising  Closet,  of  Messrs. 
Weare  and  Co.,  which  is  in  use  in  some  parts  of  Liver- 
pool Immediately  under  the  seat  is  a  perforated 
earthenware  pan,  and  below  this  a  movable  box  con- 
taining a  perforated  iron  bucket,  the  space  around  the 
pan  and  bucket  being  packed  with  ashes  and  fine 
wood  charcoal ;  in  the  lid  is  placed  a  box  containing 
some  disinfecting  powder,  which  is  dusted  on  to  the 
excrement  by  the  shutting  of  the  lid ;  the  excess  of 
water  passes  by  a  pipe  uito  the  drain. 

These  plans  are  open  to  nearly  the  same  objections 
as  the  dry-earth  system  {see  p.  1 1 9,  etc.),  but  have  the 
advantage  that  ashes  are  always  at  hand. 


CHARCOAL  CLOSET. 

A  cheap  charcoal  obtained  from  sea-weed,  and 
which  ia  stated  by  Mr.  Edward  Stanford,  the  inventor 
of  the  process,  to  contain  C3  per  cent  of  cai'bon,  34 
per  cent  of  ash,  and  only  2'6  per  cent  of  water,  is 
applied  to  the  excreta  in  the  same  way  as  dry  earth 
in  the  earth  system,  and  the  same  kind  of  closet  with 
an  automatic  apparatus  for  supplying  the  charcoal  is 
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suitable  as  for  the  earth  closet  (see  p.  86);  or  a  box 
and  scoop  may  be  used.  It  is  stated  that  only  one- 
third  the  quantity  of  charcoal  is  required  for  deodoris-  Quantity 
ing  the  excreta  as  of  dry  earth :  about  ^  lb.  is  calculated  liJ^^e. 
as  necessary  for  each  use  of  the  closet,  equal  to  1^  lb. 
of  dry  earth.  On  removal  the  mixed  charcoal  and 
excrement  are  recarbonised  by  burning,  and  may  then 
be  again  used  in  the  closet ;  the  products  of  distillation 
from  the  recarbonisation  process  are  condensed,  and 
consist  of  ammoniacal  liquor  and  tar.  From  the 
ammoniacal  liquor  sulphate  of  ammonia  and  acetate 
of  potash  are  obtained.  After  several  uses  in  the 
closet  the  charcoal,  now  called  "  cycle  "  or  "  X  "  char-  "Cycie"  or 

**  V  "  char- 

coal  by  the  inventor,  becomes  highly  charged  with  co«i. 
potash  and  phosphates,  and  when  mixed  with  the 
ammonia   distilled   from   it  forms   a  very  valuable 
manure. 

Mr.  Netten  Radcliflfe  investigated  the  working 
of  the  charcoal  system  in  several  places  in  Glasgow 
and  on  the  Clyde.  We  may  quote  the  following  from 
his  Report,  as  showing  the  very  complete  deodorisa- 
tion  effected  by  sea-weed  charcoal.  (Appendix  to 
RepoH  M.  O.  P.  C.  and  L.  G.  B.,  No.  IT.,  1874,  p.  228.) 

Messrs.  T.  and  G.  Thomson's  ship  yard,  Clyde  Bank,  a  privy  of 
thirty-six  seats  opening  into  a  common  vault,  and  used  by  2500  workers. 
The  vault  constitutes  a  chamber,  entered  by  folding  doors  on  the  level 
of  the  ground,  the  closets  forming  a  storey  above  approached  by  stairs. 
The  rule  appears  to  be  not  to  attempt  to  empty  the  contents  of  the 
vault  until  they  approach  the  ceiling.  At  the  time  of  my  visit  the 
vault  was  being  cleared,  and  half  the  contents  had  been  removed, 
leaving  a  section  of  the  undisturbed  half  extending  from  floor  to  ceiling,  j^o  offen- 
Notwithstanding  this  newly  exposed  surface  of  the  still  great  mass,  sive  odour, 
there  was  no  offensive  odour,  except  in  one  or  two  spots,  where,  from 
careless  use  of  the  closet,  or  an  empty  hopper,  a  portion  of  uncovered 
fresh  excrement  lay. 

The  charcoal  has  no  disintegrating  action  on  the 
excreta  like  dry  earth,  for  Mr.  Radcliffe  saw  a  twelve- 
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months'  accumulation  of  mixed  charcoal  and  excrement 
from  different  closets  in  Glasgow,  the  section  of  which 
showed  the  excrement  retaining  its  form,  and  the 
paper  imchauged  ;  the  whole  mass  aa  well  aathe  section 
helug  quite  odourless.  This  is  explained  if,  as  Mr. 
Stanford  believes  from  experiments  made  by  him,  the 
charcoal  acts  not  as  an  oxidising  agent  but  merely  aa 
a  dryer. 

Mr.  Radeliffe  in  his  Report  remarks  : — 

The  exAiiiinatii.>n  uf  the  cburcoal  cloeeto  in  Oliugow  and  the  vicinity 
proves,  aa  wna  to  be  antieipateil,  that  charcoal  properly  applied  acts 
Ml  n.  laatt  cUective  deodoriser  of  eicrcnient,  and  that  this  action  in 
receptacles  kept  dry  pcrsiEts  for  an  indefinite  period.  The  aasumptinn, 
howeTer,  that  the  mixed  excrement  and  charcoal  may  therefore  be 
safely  stored  for  many  raontbs  in  the  vicinity  of  or  nithjn  the  precincU 
of  dwellings,  appears  to  me  to  be  at  least  preniaturc.  We  know  too 
little  yet  of  the  modes  in  which  excrement  acta  in  the  production  of 
disease  to  justify  such  assumption,  and  we  are  not  le«s  ignorant  of  the 
action  ofcharcool  upon  the  discose-producingqunlitiesof  excrement.  .  .  . 
The  possible  changes  in  a  mixed  moss  of  excrement  and  charcoal,  which 
may  occur  under  various  conditions  of  moisture  and  temperature,  are 
as  yet  wholly  unlcuown.    (Loe.  dl.  p.  229.) 


^  THE    DRY-EARTH  SYSTEM. 

The  principle  of  this  system  is,  that  earth  is  the 
natural  deodoriser  of  cxcremental  matters,  and  the 
plan  by  which  it  i.s  proposed  to  make  earth  available 
for  this  purpose  is  precisely  the  reverse  of  the  cue 
upon  which  all  the  other  systems  depend.  It  projioses 
E»rth  to  bring  a  certain  quantity  of  earth  to  the  manure, 
tWicMU.  while  tdl  the  others  take  the  manure  in  some  form  or 
another  to  be  placed  upon  the  earth  ;  in  other  words, 
a  sufficient  quantity  of  dry  earth  is  to  be  brought 
into  every  community  where  this  system  is  at  work, 
completely  to  deodorise  and  render  inoffensive  all  the 
excrcmental  matters  of  population.     In  the  prospectus 
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of  Moule's  Patent  Eaxth  Closet  Company  it  is  stated 
that  this  system  ''is  founded  on  the  fact  of  the 
deodorising  power  of  earth,  a  given  quantity  of  dry 
earth  destroying  all  smell,  and  entirely  preventing 
noxious  vapours  and  other  discomforts.  The  practical 
application  of  this  power  consists  in  a  reservoir  for 
containing  dry  earth,  and  in  an  apparatus  for  measur- 
ing and  delivering  the  requisite  quantity,  so  as  to 
deal  with  every  operation  in  detail.  This  apparatus 
can  be  applied  to  most  existing  closets."  The  first 
essential,  then,  in  the  working  of  this  system  is  that  Ewjentiai 
the  earth  should  be  dry,  and  the  second  that  it  should 
be  applied  in  detail,  that  is  to  say,  that  each  particulai- 
stool  must  be  covered  at  once  with  the  requisite 
quantity  of  this  dry  earth.  It  is  found  in  practice 
that  1^  lb.  of  dry  earth  (2^  lbs.  would  appear  to  be  re- 
quired in  India)  is  sufficient  to  remove  all  smell  from 
the  stool  when  thrown  over  it,  and  the  mass  remains 
inoffensive  for  two  or  three  months,  or  even  more.  It 
appears  that  a  chemical  action  takes  place  in  the  in- 
timate mixture  of  earth  and  excrement  which  results  Action  of 
in  the  complete  disintegration  of  the  faecal  matters. 
After  a  time  no  excremental  matter  whatever  can  be 
detected  in  the  mixture ;  eveiything  disappears,  even 
paper.  After  keeping  and  drying  it  may  be  used 
again  many  times  with  the  same  result,  but  it  is  not  May  be 
found  that  this  repeated  use  is  advantageous  in  an  er!^tim^. 
economical  point  of  view.  Less  earth  than  the  amount 
above  specified  is  insufficient,  more  is  useless.  In  a 
pamphlet  by  Messrs.  Girdlestone,  the  engineers  of  the 
Earth  Closet  Company,  it  is  stated : — 

1.  That  any  surface-earth  and  almost  any  clay  will  deodorise  Kind  of 
excrementitious  matter,  but  that  sand  and  chalk  will  not.  earth  re- 

2.  That  such  earth,  if  dried  and  sifted,  has  such  power  of  absorp-  ^^^^ 
tion  that  it  is  capable  of  receiving  both  liquid  and  solid  excreta,  and 
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of  rendering  tiheir  removiil  pi'actioablo  without  offence,  and  aUo  without 
any  lose  in  the  value  of  the  miuinrc. 

3.  That  a  very  ^inall  qiinntity  of  earth  is  required,  and  that  the 
same  portion  of  earth  may  be  repeatedlj  used  with  the  same  effect. 

4.  That  the  action  of  the  earth  on  the  excreta  ia  immediate, 
PreTention  all  fermentation  being  prevented,  the  obno):iouB  ^nt  being  dealt 
of  renuen-     with  at  once  and  in  detidL 

Ution.  5_  -j-jjuj  ^ijjj^  jjig  g^j^^  absorbs  the  excreta,  they  in  their  tuni 

possess  a  decomposing  power,  such  that  any  extraneous  matter  deposited 
with  them  disappears  in  a  short  lime. 

6.  That  the  absorption  and  deodorisation  of  the  excreta  result 
in  preventing  infection.     (7^  Dry-Karth  Sysirm,  p.  4.) 

BMt  kind-  In  Dr.  Buchanau's  report  (Twelfth  Report  of  the 

ofoirth.  Medical  OfBcer  of  the  Privy  Council)  on  the  working 
and  applicability  of  this  system,  he  atatos  that  dry 
fhiy  and  loamy  surface -earth,  but  especially  the  brick 
earth  of  the  drift  formation,  are  the  kinds  best  suited 
for  the  puqjose,  and  that  after  a  mouth  or  so  the 
mixed  mass  of  excrement  and  earth  may  be  wetted 
imd  moderately  heated  without  producing  any  smell. 
'Die  closet.  With  regard  to  the  particular  closet  or  commode,  it 
is  of  much  the  same  kind  as  the  one  that  has  been 
described  as  the  patent  ash  closet.  A  receptacle  for 
the  dried  earth  is  placed  at  the  back,  and  either  by  a 
handle  (the  "  pull-up ")  or  by  the  action  of  the  seat 
itself  (the  "self-acting")  the  requisite  amount  of  earth 
is  allowed  to  fall  from  the  hopper  into  the  pit  or  vault 
so  as  to  cover  the  excrement.  It  is  plain  that  the 
earth-receiver  may  generally,  at  any  rate  in  fixed 
closets,  be  carried  up  to  a  considerable  height  in  the 
wall  80  as  not  to  require  replenishing  for  a  long  space 
of  time.  For  upstairs  closets  it  is  proposed  to  con- 
shaft  far  struct  a  shaft  inside  or  outside  the  house,  down  which 
SS^ilr  tlifi  contents  of  the  pail  may  be  emptied,  or  the  pail 
itself  may  be  fixed  and  connected  with  an  earthenware 
pipe  which  descends  vertically  into  a  vault  beneath. 
The  prices  for  commodes  vary  from  £2,  that  of  the 
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single  movable  nursery  commode  (for  children),  to 
£J  :  5s.,  that  of  a  more  finished  kind,  on  castors,  with 
self-acting  apparatus  and  fixed  seat.  If  larger  earth 
reservoirs  are  required,  the  cost  is  somewhat  more. 
The  tanks  for  the  closets  cost  from  7s.  6d.  to  £1 :  5s.  cost  of 
each,  and  the  apparatus  for  placing  in  closets  costs  *pp"**^*- 
£1  :  15s.  for  the  pull-up,  and  £2  for  the  self-acting 
(without  the  pails  or  tanks),  while  the  apparatus  for 
upstairs  use,  including  the  pail  and  pull-up  mechan- 
ism, comes  to  £4. 

The  commodes  are   made   so  that  they  can  be  commodes. 
easily  moved  and  placed  in  any  convenient  situation 
in-doors  or  out-of-doors :  they  are  especially  intended 
for  use  in  bedrooms,  hospital  wards,  and  so  forth,  and 
it  is  claimed  for  them  that  they — like  the  closets — 
entirely  prevent  all  disagreeable  odour  when  properly 
suppUed  with  dry  earth.     It  is  stated  that  it  is  neces- 
sary  "  to  cast  one  service  of  earth  into  the  pail  when 
first  placed  in  the  commode."     It  is  essential  that 
the  earth  be  both  dried  and  sifted.     For  large  com-  Drying  and 
munities  it  would  be  advisable  that  these  operations  ^^f  °^ 
should  be  carried  on  at  one  spot  and  on  an  extensive 
scale ;  but  for  country  houses,  where  each  household 
would  probably  prepare  its  own  earth,  a  small  portable 
dryer  may  be  obtained  for  from  £1  :  10s.  to  £2,  and 
a  dustless  sifter  for  earth  and  cinders  for  £1.     As  a 
general  rule  it  would  be  found  that  the  sifting  might 
be  performed  by  means  of  an  ordinary  riddle  or  sieve. 
It  need  hardly  be  stated  that  it  is  absolutely  necessary 
for  the  proper  working  of  these  closets  that  no  slops  No  slops  to 
should  be  thrown  into  them.     If  even  the  contents  ^^^^^° 
of  the  bedroom  utensils  be  poui-ed  down  them  it  would 
be  necessary  to   supply  them  with   a  considerably 
larger  quantity  of  earth.     In  public  places  urinals  can  UrinaU 
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easily  be  conatnictcd  acting  ou  this  principle,  and  are 
certainly,  when  properly  supplied  with  earth  by  hand 
labour,  almost  entirely  devoid  of  any  offence.     The 
system  is  now  at  work  in  several  large  institutione, 
and  it  has  undoubtedly  been  found,  when  properly 
Kampira     managed,  to  work  well.     The  Criminal  Lunatic  Asylum 
watking  of  fit  Broadmoor  is  entirely  supplied  with  earth  closets, 
theiyitem.  (.jjg  water-closets  with  which  it  was  originally  supplied 
having  been  done  away  with  because  it  was  found 
that  they  were  "  a  constant  source  of  expense  and  an- 
noyance," this  being  caused  by  the  fact  that  the  water 
supply  apparatus  was  not  very  good,  and  that  the 
closets  were  not  properly  ventilated.     Now  a  mixture 
of  sifted  peaty  earth  and  ashes  is  used,  and  the  earth 
and  excrement  fall  into  a  galvanised  iron  pail  provided 
Stop*  and    with  wheels.     The  slops  are  still  passed  through  the 
goindniiiB.  drains  originally  laid  down  by  Mr.  Mcnzios,  as  also 
is  the  urine  from  the  men's  urinals,  and  this  mixed 
liquid  is  used   to  irrigate  "some  grass  lands  in  the 
adjacent  valleys."*     It  is  stated  that  the  only  fuel  re- 
quired for  drying  the  earth  in  the  most  efficient  man- 
ner is  provided  by  the  cinders  which  arc  sifted  from 
the  ashes  of  the  establishment,  the  fine  ash  being 
mixed  with  the  dry  earth  (which  is  dried  in  a  kiln 
built  for  the  purpose).     It  is  also  stated  that  in  this 
Bariosoi    establishment  there  is  a  saving  of  nearly  half  the 
amount  of  the   water  originally  used.     It   will   be 
noticed  that  this  asylum  affords  an  instance  of  a  place 
irrlgatioD.    where  the  water-closet  and  irrigation  system  has  been 
changed  for  the  earth-closet  system,  plus  the  utilisa- 
tion of  liquid  refuse  by  means  of  irrigation  as  before.t 

*  The  Dry  Entth  System,  p.  7.     (McsAn.  OirJleatone.) 
t  Si)><:v   18S0  i-arth  closetfl    have  bccu    ili^Mintinued,  and   water- 
clowU  tii-«iUblislied  Ukrougbout  tlie  Asylum. 
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111  the  Dorset  County  School  "the  ordinary  system 
previously  employed  had  resulted  in  trouble  and 
annoyance  perpetually  recurring"  (Messrs.  Girdle- 
stone).  We  find  from  Dr.  Buchanan's  report  that 
the  whole  of  the  day  urine  is  dealt  with  as  well  as  the  Day  unne 
stools,  but  that  the  night  urine  goes  with  the  slops, 
a  sufficient  proof  of  the  impracticability  of  the  plan 
which  has  been  proposed  for  separating  the  urine  from 
the  other  slops.  At  this  school  the  system  is  carried 
out  in  the  following  manner : — There  is  a  water-tight 
vault  with  two  closets  at  each  end  of  it,  the  urinals 
being  placed  between.  The  dry  earth  is  stored  in  a 
shed  close  at  hand,  and  with  it  the  hoppers  of  the 
closets  are  filled  as  often  as  required,  and  the  urinals 
are  supplied  four  times  a  day.  A  ton  a  week  is  Quantity  oi 
required,  or  4  lbs.  a  day  to  each  boy.  The  con- 
tents of  the  vault  are  removed  without  any  smell, 
except  on  an  occasion  when  earth  had  been  supplied 
in  insufficient  quantity.  It  is  stated  that  the  agri- 
cultural value  of  the  earth  which  has  been  twice  vaiueof 
through  the  closet  is  from  £2  to  £3  a  ton,  or  15s.  a  url'*^ 
year  for  each  boy.  (We  do  not  see  how  this  is  pos- 
sible, the  value  of  the  total  excreta  being  only  10s. 
a  head  at  most.)  The  closets  caused  no  ofiensive  Saniury 
smell,  and  the  diarrhoea,  which  had  been  epidemic  in  ^ 
the  school,  has  ceased  since  their  construction.  A 
"low  fever"  which  existed  in  parts  of  the  town  around 
the  school  in  1866  and  1867  did  not  show  itself  in 
this  establishment  at  all.  The  whole  cost  of  the  re- 
pairs of  these  closets  in  four  years  is  stated  to  be  less 
than  10s.,  while  that  of  the  water-closets  was  more 
than  £3  a  year.  From  the  same  report  we  find  that 
at  the  Dorset  County  Jail  these  closets  have  been 
used  for  three  years  for  the  whole  dejecta,  both  night 
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and  day.     About  3  lbs,  of  earth  a  lieiid  are  used  daily ; 
this  is  not  enough.     The  manure  is  kept  in  a  heap  in 
the  shed ;  when  turned  over  for  drying  it  is  found  to 
Remit>i.t    cause  a  bad  smell.     It  fetches  about  £1  a  ton,  or  10s. 
j»ii.  "■  yeiu"  for  each  prisoner.     A  saving  to  the  extent  of 

£15  a  year  in  plumbers'  bills  is  said  to  have  taken 
place.  The  health  of  the  prisoners  has  not  been 
affected,  having  been  good  under  both  systems.  At 
PaUoyrttm  Lancaster  Jail  the  pail  system  wiis  found  always  to 
be  offensive,  notwithstanding  the  provision  of  water- 
tight liils  for  the  receptacles.  Earth  closets  are  now 
substituted  for  the  pail  closets,  and  are  supplied  with 
earth  by  hand,  each  prisoner  throwing  it  into  his 
closet  with  a  scoop.  Dr.  Buchanan  saw  a  heap  of 
compost  in  the  shed  in  the  yard,  and  found  no  smell 
in  the  shed,  but  a  handful  of  the  mixture  had  a  urinous 
odour.  The  slop  water  and  the  contents  of  the  pails 
that  are  left  are  thrown  into  the  sewers.  At  the 
Grammar  School  in  Lancaster  these  closets  answer 
very  well,  as  also  at  the  national  schools :  the  only 
one  found  in  an  offensive  condition  was  one  of  the 
girls'  closets,  into  which  some  large  stones  had  been 
thrown  by  some  workmen,  and  to  which  earth  was 
not  supplied  pending  the  removal  of  the  stones.  It 
Fdium  of  was  stated  here  that  the  trough  water-closet  was  found 
w«^  to  bo  very  offensive.  At  St.  Mary's  College,  Oscott, 
"""^  near  Birmingham  ;  at  the  Manx  Lunatic  Asylum,  Isle 
of  Man  ;  at  Reading  Union  Workhouse,  and  at  other 
workhouses  and  factories,  the  system  has  been  success- 
fully applied. 
winiWe-  At  Wimbledon  camp,  since  1868.  this  system  has 

*"  """"^  been  annually  in  operation.  In  1 866  and  1 867  the  ex- 
crement was  removed  by  water  through  drains  into  a 
brook,  causing  of  course  "serious  nuisance  intheueigh- 
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bourhood"  In  1867  earth  closets  were  tried  on  a 
small  scale,  and  they  were  found  to  succeed  so  well,  that 
in  1868  they  were  established  throughout  the  camp. 

The  plan  adopted  at  Wimbledon  is  a  very  simple 
one.     Rows  of  closets  made  of  deal  boards  are  placed  Ammge- 
back  to  back,  with  a  passage  between  the  rows,  to  ™^*' 
which  access   is  only  attainable   by  the  attendant. 
Under  each  row  a  long  pit  is  dug  in  the  ground  (4^ 
feet  deep  by  5  feet  wide),  into  which  the  excrement 
falls.     Each  closet  has  an  apparatus  which  is  worked 
by  the  weight  of  the  person  on  the  seat,  and  which 
causes  1^  lb.  of  dry  earth  to  fall  from  the  receptacle 
on  to  the  excrement.      The  urinals  are  also  placed 
over  the  pits,  and  are  supplied  with  dry  earth  by 
hand  labour.      Each  urinal  requires  about   180  lbs. 
of  earth  in  a  day.     Before  the  meeting  120  tons  of  Quantity 
earth  were  dried  and  stored,  and  it  was  found  that  *^'®*^- 
140  were  required.     The  hoppers  of  the  closets  are 
filled   every  morning,  and   refilled   as   often   as  re- 
quired by  an  attendant.      It  is  estimated  that  the 
public  closets  were  used  once  a  day  by  3000  persons, 
and  the  public  urinals  more  than  10,000  times  in  the 
day:  five  ounces  being  the  average  weight  of  a  stool.  Amount  of 
and  six  fluid  ounces  the  average  quantity  of  urine  at  ^gl^of. 
each  micturition,  it  follows  that  "a  total  of  nearly 
1000  lbs.  of  solid  and  over  3000  pints  of  fluid  excre- 
ment "  were  thus  disposed  of  daily.     {Twelfth  Report, 
M.  0.  P.  a,  p.  90.) 

In  the  Times  for  24  th  July  of  that  year  it  was  Superiority 
stated  that  "  hitherto  chloride  of  lime,  flushing,  and  sySoms.^' 
various  other  expedients  have  been  resorted  to,  and 
have  worked  more  or  less  successfully,  but  always  with 
drawbacks  of  a  too  obvious  character,"  but  that,  not- 
withstanding the  increased  numbers  in  the  camp,  and 
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the  excessive  heat,  the  eai'th  closet  had  succeeded  so 
perfectly,  that  there  was  "  absohitely  no  annoyance  of 
any  kind." 

The  Lancet  also  bears  testimony  to  the  great  suc- 
cess of  these  closets  at  Wimbledon,  and  points  out 
that  it  "  follows,  as  a  matter  of  course,  that  they  must 
be  in  every  way  suitable  for  the  exigencies  of  rural 
districts." 

The  number  of  closets  in  the  camp  is  stated  to  have 
been  108,  and  of  urinals  46  ;  the  number  of  volunteers 
was  2300,  and  the  number  of  visitore  34,792.  It  is 
plain  that  the  system  was  here  subjected  to  a  very 
severe  test,  especially  when  the  excessive  heat  of  the 
weather  is  taken  into  account. 

It  must,  however,  be  observed  that  the  opiuioii 
that  the  earth  closets  at  "Wimbledon  in  the  year  1868 
were  in  every  way  a  success,  although  maintained  b}' 
Captain  Drake  and  Surgeon- Major  Wyatt,  was  not 
shared  by  every  one  who  saw  their  working  through- 
out the  meeting.  Dr.  George  Johnson  pointed  out 
that  there  was  probably  some  close  relationship  betweeu 
the  earth  closet  system  and  the  great  prevalence  of 
diarrhoea  in  the  camp  ;  and  though  the  cause  of  this 
diarrhcea  has  been  to  a  certain  extent  explained  by 
the  excessive  heat  of  the  weather  (diarrhoea  having 
also  been  very  prevalent  in  London  at  the  same  time) 
and  the  too  great  use  of  imprudent  drinks  by  the  men, 
yet  Dr,  Reed  muuitains  that  the  earth  closets  had  a 
good  deal  to  do  with  it.  He  says  ;  "  The  trial  of  the 
dry  earth  closets  in  1867  proves  that  when  they  arc 
used  by  a  few  ]>ernonn  only  they  act  very  well,  and 
will  answer  in  isolated  houses  where  earth  can  be 
procured  in  such  quantities  as  actually  to  smother 
tiie  cxcivta ;  but  the  trial  in  1868  proves  that  in  camps. 


THE   DRY-CLOSET   SYSTEMS  93 

and  if  not  in  large  towns,  they  (in  my  opinion)  are  use-  Dangerous 
less  and  highly  dangerous  to  health."     In  the  letter  ^  ^""^ 
just  quoted,  which  appeared  in  the  Lancet  of  I7th 
April    1869,  Dr.    Reed   states,  with  regard   to   the 
earth  pits,  that  "  by  the  time  the  camp  was  nearly 
over  these  cess-pits  became  cesspools  full  of  nothing 
but   excreta,  urine   and   mud.   .   .  .    Any   one  who 
had  to   visit   these   places   at  Wimbledon  in   1868 
can  testify  to  the  fact  whether  even  *  deodorisation ' 
was  perfect  or  not.  .  .  .  The  excreta  and  so  forth  imperfect 
were  not  '  deodorised '  or  '  disinfected '  and  *  rendered  uon. 
innocuous'  in  the  Wimbledon  camp  of  1868."     He 
agrees   with   Dr.    Johnson   that   the    prevalence   of 
diarrhoea  in   the   camp   was   due   to   the  "stench" 
given  out  by  the  closets :  adding  that  the  supply  of 
earth  was  too  limited.     '•*  Frequently  by  ten  o'clock  Earth  not 
A.M.  many  boxes  were  empty,  and  were  never  refilled  piied!^^ 
all  day.     The  working  of  the  apparatus  was  uncertain, 
for  frequently  the  earth  would  not  pass  through,  either 
because  it  was  too  damp  or  the  place  was  choked  up." 
On  Captain  Drake's  denying  these  charges,  and  stating 
that  the  earth  system  was  gradually  introduced  and 
worked  on  the  whole  successfully,  acknowledging  at 
the  same  time  that  there  were  some  "  ofiensive  closets," 
and  that  the  "  self-acting  apparatus  in  the  urinals  was 
unsatisfactory  and  was  purposely  put  out  of  gear," 
and  in  answer  to  a  letter  from  Messrs.  Girdlestone, 
the  engineers  of  the  Earth  Closet  Company,  quoting 
the  opinion  of  Surgeon-Major  Wyatt,  who  expressed 
his  "cordial  approval  of  Moule's  system  of  earth  closets, 
the  merits  of  which  have  been  severely  tested,"  Dr.  charges 
Reed  pointed  out  that  Captain  Drake  admitted  the  ^know- 
truth  of  the  bulk  of  his  accusations,  and  maintained  ^^^^' 
that  the  reason  why  some  latrines  had  to  be  emptied 


gnted. 
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during  the  meeting  was,  as  he  had  stated,  that  they 
became  filled  with  urine,  excreta  and  mud. 

In  fact,  in  an  article  in  the  Lancet  of  3d  July 
1869,  Surgeon-Major  Wyatt,  while  pointing  out  the 
difficulties  of  attempting  to  work  any  other  system 
than  this  succeasfully  at  Wimbledon,  acknowledges 
that  in  1868  the  arrangements  for  carrying  out  the 
earth  closet  system  "were  not  quite  so  perfect  occa- 
sionally aa  could  be  wished,"  and  that  the  closets  were 
not  always  deprived  by  the  earth  of  their  odour  on 
account  of  the  excessive  use  of  them,  advising  that 
we  should  "try  again  under  more  favourable  circum- 
improtB-  stances  and  better  surveillance."  He  also  suggests 
that  the  earth  should  be  mixed  with  about  one-fourth 
of  its  weight  of  freshly  burned  lime,  and  that  Mac- 
dougall's  powder  should  be  employed  for  the  use  of 
the  urinals. 

With  regard  to  the  meeting  of  1869,  Surgeon- 
Major  Wyatt  says  (Lancet,  24th  July) :  "During  this 
meeting,  a  better  surveillance  of  the  closets  has  been 
insisted  on,  and  they  have  been  used  to  an  enormous 
extent  by  the  vast  concourse  of  people  assembled,  but 
I  have  heard  of  no  complaint  of  any  want  of  deodorisa- 
tion ; "  and  Captain  Drake  describes  a  few  points  to 
which  attention  should  be  directed  in  introducing  the 
system  into  barracks  or  permanent  camps,  especially 
insisting  on  the  quality  of  the  earth,  which  "  should 
be  a  clayey  loam,  friable  and  thoroughly  dried.  No 
soil  must  be  used  which  contains  vegetable  matter  ; " 
and  observing  that  the  urinals  should  be  separated 
from  the  latrines,  and  supplied  with  earth  by  hand 
twice  a  day,  "  no  self-acting  apparatus  being  found 
to  answer." 
The  pita  filled  during  the  meeting  of  1868  were 
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emptied  in  the  summer  of  1869,  and  a  bad  smell  was  Badsmeu 
produced  during  the  operation.      This  is  stated  to  Lgthepita. 
have  been  caused  by  the  fact  that  the  earth  was  not 
of  a  good  kind,  and  that  the  quantity  was  too  small. 
In  1869  the  pits  were  emptied  directly  after  the  meet- 
ing, and  very  little  smell  was  noticed ;  the  quantity 
of  manure  produced  was  117  cubic  yards.     In  1870 
the  closets  undoubtedly  acted  well  on  the  whole,  and 
diarrhoea  was  prevalent  to  no  great  extent.     On  one 
occasion,  however,  we  remarked  that  the  closets  were  occasional 
very  oflFensive,  exceedingly  so,  probably  from   not  [fmo. 
having  been  properly  supplied  with  earth;  and  we 
find  from  the  British  Medical  Journal  of  6th  August 
that  "throughout  the  meeting  there  were  occasional 
evidences  of  Moule's  earth  system  breaking  down; 
but  these  were,  we  believe,  due  in  a  great  measure  to 
the  defective  earth  supplied  for  use." 

From  a  table  compiled  by  StaflF-Surgeon  Owen, 
given  in  Mr.  Netten  Radcliflfe's  Report  (Appendix  to 
Report  M.  0.  P.  C.  and  L.  G.  B.,  No.  II.,  1874,  pp. 
225,  226),  we  find  that  since  the  year  1868,  when  with 
a  strength  of  2 1 5  9  in  the  volunteer  camp  at  Wimbledon, 
there  were  309  cases  of  diarrhoea,  until  the  year  1874,  Diarrhoea 
the  largest  number  of  cases  at  any  meeting  has  been  J^™^"' 
59,  in  the  year  1869 ;  whilst  in  1874,  with  a  strength 
of  over  3000  men,  there  were  only  3  cases.     The  earth 
closets  were  in  use  during  the  whole  of  this  period. 
These  figures  tend  to  confirm  the  conclusion  arrived  at 
by  Dr.  Buchanan,  that  the  prevalence  of  diarrhoea  in 
1869  was  not  attributable  to  the  earth  closets,  but  was 
"  part  of  a  general  prevalence  common  to  the  camp,  and 
the  whole  of  the  metropolis."     Mr.  Radclifie  inspected  Earth 
the  earth  closets  in  1874  on  the  eleventh  day  of  the  ^orki^g 
meeting,  and  reported  them  to  be  working  admirably,  admirably. 
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On  the  whole,  then,  we  may  conclude  that  this 
syatem  has  at  Wimbledon  worked  well  whenever  the 
requisite  care  and  attention  have  been  given  to  it,  but 
that,  whether  from  mistakes  made  "  as  to  the  detail 
of  the  number  of  latrines  in  different  places  causing 
some  closets  to  be  overcrowded,"  as  Captain  Drake 
stated,  or  from  the  supply  of  earth  being  insufficient 
or  insufficiently  diied,  it  has  not  always  been  found 
practicable  to  keep  the  closets  in  perfect  working 
order.  Nevertheless  the  system  is  still  adopted  at 
Wimbledon  Camp,  and  on  the  whole  works  well. 


THE    EARTH  CLOSET  SYSTEM    IN   INDIA. 

The  general  conclusion  of  the  reports  of  the  Sani- 
tary CommiBfiinn  for  the  Bengal  Presidency,  and  of 
the  Governments  of  Fort  St.  George  and  Bombay,  are 
to  the  effect  that  the  dry  earth  system  is  a  great  im- 
provement on  the  former  state  of  things,  and  that  it 
has  been  found  to  be  a  "public  benefit  of  verj-  great 
value." 

Dr.  Mouat,  the  Inspector- General  of  Jails,  writes  : 

It  U,  in  mj  huniblo  judgment,  impossible  to  over-estimate  the 
bencRta  that  will  wsult  from  the  labours  of  the  Rev.  Mr.  Moule  in 
this  important  branch  of  bygieDC  It  has  already,  in  the  infancy  of  its 
introduction  in  Ben^^l,  worked  wonders,  and  I  have  little  doubt  that 
itH  economic  advaiitji^  will  hereafter  be  as  great  as  its  immediate  in- 
influence  in  promoting  the  comfort  and  improving  the  health  of  all 
public  inatitntioiu  in  which  it  is  properly  used.  (See  Kepori,  No.  1S6, 
dated  ISth  April,  lfl67.) 

The  system  is  at  work  in  the  jails  of  the  Punjaub, 
of  Oude,  of  the  Mysore  and  Coorg  provinces,  etc,  and 
the  Comniisflioners  all  report  most  favourably  of  it. 

From  tlie  proceedings  of  the  Government  of  Bom- 
bay it  would  appear  that  the  introduction  of  the  earth 
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closets  into  hospitals  and  jails  has  been  often  attended 
with  success,  especially  "  in  some  hitherto  notoriously 
unhealthy  jails ; "  but  we  find  a  great  many  reports 
of  failure  from  various  causes :  "  Earth  could  not  be 
got  except  from  a  great  distance ; "  "  carbolic  acid  Some 
powder  is  used,  and  is  preferred ; "  **  failed  during  the  Siiure^ 
monsoon  ; "  "  tried  for  two  months,  but  discontinued, 
as  the  men  could  not  be  prevented  from  using  water." 
Nevertheless,  there  is  no  doubt  that  the  great  majority 
of  the  reports  are  very  favourable  to  it. 

It  would  appear  that  the  dry  earth  principle  has 
been  for  a  considerable  number  of  years  in  use  in  India, 
it  having  been  "  employed  in  the  Punjaub,  introduced  First  intro- 
by  Sir  Henry  Lawrence  many  years  before  it  was  per-  sir  Hen^r 
fected  as  a  system  by  Mr.  Moule."     "Although  it  La^^^e- 
had  been  used  as  far  back  as  1854  in  the  Poona  jail, 
Dr.  Ogilvie  was  the  first  in  this  Presidency  to  employ 
it  systematically,  but  not  by  any  means  in  so  com- 
plete a  form  as  it  is  now  used  under  Mr.  Moule's 
system."     (No.  1594,  dated  26th  April  1867.) 

Sir  Henry  Lawrence's  plan  was  a  very  simple  and  simple 
eflfective  one :  the  privy  was  merely  the  space  between  ^  *°' 
two  low  walls ;  dry  earth  and  cook-room  ashes  to  the 
depth  of  four  or  five  inches  were  spread  in  it,  and 
also  in  front  of  it  to  absorb  urine ;  whUe  a  heap  of 
earth  with  a  wooden  trowel  was  provided  opposite 
each  seat,  and  every  prisoner  was  required,  under  pain 
of  severe  punishment  for  neglect  of  this  duty,  to  throw 
some  of  the  earth  into  the  privy  immediately  after 
using  it ;  the  trenches  were  to  be  cleaned  out  "  twice, 
thrice,  or  oftener  in  the  day,"  and  fresh  earth  sup- 
plied ;  while  during  the  rains,  matting  coverings  were 
to  be  provided.  ^^^ 

The  Madras  Reports  have  not  been  so  favourable  Reports. 
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to  the  Bystem  on  the  whole  ;  they  are  very  important, 
as  they  enter  in  the  minuteat  manner  into  practical 
details.  In  examining  carefully  these  Madras  Reports 
(1867-8-9),  we  are  at  once  struck  with  the  great 
practical  difficulty  that  there  appears  to  have  been  in 
caiTj'ing  out  this  system,  even  where  so  much  hand 
labour  can  be  got  cheaply,  and  with  the  conviction  of 
every  one  who  has  had  anything  to  do  with  it  that 
the  system  inevitably  fails  where  the  most  efficient 
supervision  is  not  continually  given  to  it.  We  find 
such  statements  as  the  following : — 

That  wherever  large  numbers  of  pcnons  tituler  eonlroi  ore  con- 
gregRted,  Mr.  Moule's  sygtem  of  coneervancy  luis  been  entirely  eiic- 
cessful,  and  that  it  in,  ao  fnr,  a  great  public  I)enelit. 

Aa  in  many  stations  in  Inilia  n  good  Hystem  of  dnuiioge  and 
water  supply  ore  both  deficient,  Mr.  Moole's  eyitem  of  dry  earth  «eiv- 
oge  is  the  heat  means  available  fur  otir  barracks,  hospitals,  joili,  and 
other  public  inBtitutiona.     (So.  195,  22d  May,  1867,  pars.  9,  18.) 

Great  care  and  constant  attention  are  required  in  adapting  all 
the  potts  of  the  process  U>  each  other :  mcclianicol  difficultiet  have 
been  experienced  in  the  use  of  hopjierv  for  throwing  in  the  earth  ; 
scoops  for  throwing  in  the  earth  after  using  the  latrine  are  iniperfectly 
applied  ;  native  servants  have  had  to  be  appointed  to  this  duty. 
(lieport  on  Sanitary  /mjn-owmeni*  in  Tndia,  1869,  p.  209.) 

It  is  insisted  in  theae  Reports  that  2^  lbs.  of  dry 
earth  is  the  least  quantity  that  can  be  accepted  "  as 
the  weight  of  earth  necessary  to  deodorise  and  main- 
tain in  a  state  of  inoffeusiveness  the  solid  and  fluid 
dejecta  of  a  healthy  adult,  as  ordinarily  passed  into  a 
privy-pan  or  tub  of  moderate  sectional  area ; "  but 
this,  it  must  bt-  observed,  does  not  include  any  urine 
other  than  such  as  is  passed  during  the  use  of  the 
closet.  From  Surgeon-filajor  Ross's  experiments  it 
appears  that  2^  lbs.  of  earth  are  required  for  each  use 
of  the  urinal,  and  that  provision  must  be  allowed  for 
three  such  uses  during  the  twenty-four  hours.  The 
aggregate  amount  of  urine  passed  being  thirty  fluid 
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ounces,  or  1^  lb.  (pounds  and  pints  of  urine  are,  prac- 
tically speaking,  convertible  terms),  it  follows  that 
36  lbs.  of  earth  are  required  for  each  gallon  of  urine, 
and  this  is  certainly  the  least  estimate.  From  this  it 
appears,  that  to  deodorise  the  urine  of  1000  men  no 
less  than  1099  tons  of  earth  would  be  required  per  impmcti- 
annum.  It  is  scarcely  wonderful  that  "  in  the  urinals  Tntl\^^ 
the  Commission  think  that  the  diflficulty,  owing  to  the 
enormous  quantity  of  earth  to  be  brought  and  removed, 
*  is  practically  insuperable  ; ' "  and  that  in  their  sug- 
gestions they  state  that  "  pans  designed  to  separate 
the  solid  and  ifluid  feculence  should  be  adopted  if  pos- 
sible ; "  Dr.  Koss  estimates  the  total  quantity  of  earth 
required  to  deodorise  the  whole  excreta  of  an  adult  at 
9f  lbs.,  of  which  3  lbs.  will  be  required  in  the  latrines, 
and  6f  lbs.  in  the  urinals.  "  This  raises  the  amount 
required  to  be  supplied  for  1000  men  to  something 
like  1588  tons  per  annum,  while  the  mixed  earth  and 
ordure  to  be  removed  will  amount  to  1995,  or  say 
2000  tons !  This  is  undoubtedly  an  enormous  mass  Enonnou« 
of  soiled  earth  to  transport  to  the  place  of  deposit."  e^h" 
(Proc.  of  San.  Commissioner  foi^  Madras,  1868.) 

After  pointing  out  the  necessity  of  dryness,  pul- 
verisation, and  immediate  application  of  the  earth,  and 
insisting  that  it  is  also  necessary  that  no  water  be 
used  in  or  about  the  latrines,  and  that  "  any  incidental 
dripping  of  fluids  must  be  covered  and  absorbed  by 
dry  earth,"  the  qualities  of  various  kinds  of  earth  are 
also  discussed.     Dr.  Blakclock  has  shown  that  '*  7  lbs.  Vaiue  of 
of  clay  have  the  same  deodorising  power  as  1 7  lbs.  of  sorts  of 
the  ordinary  sandy  loam  procurable  at  Madras."     The  ®*^' 
order  of  eligibility  of  various  soils  is  stated  to  be  the 
following: — (1)  rich  garden  mould;  (2)  peaty  soils; 
(3)  black  cotton  soils  ;  (4)  clays  ;  (5)  stiflF clayey  loams ; 
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(6)  red  ferruginoua  loams ;  (7)  sandy  loams ;  (8) 
Bands. 

Contrivances  called  "pug-mills"  have  been  estab- 
lished for  mixing  thoroughly  the  earth  and  excrement. 
Opinions  seem  to  differ  very  greatly  as  to  tlic  efiieiency 
of  the  working  of  these  mills,  but  Dr.  Ranking  con- 
eludes  that  "  efficient  supervision,  in  fact,  ensures  all 
that  is  contemplated  by  the  use  of  the  mill,  while 
neglect  entails  failure  and  needless  expenditure," 
(par.  61). 

A  considerable  amount  of  evidence  was  brought 
forward  to  show  that  Mncdougall's  disinfecting  powder, 
which  costs  .£10  a  ton,  may  be  used  with  advantage 
for  the  deodorisation  of  the  urine,  the  dry  earth  being 
!  only  supplied  to  the  latrines.  "  Dr.  Stewart  Clarke 
states  that  six  per  cent  is  sufficient  to  deodorise  and 
maintain  in  a  state  of  freedom  from  ill  odour  the  solid 
and  fluid  excreta  of  latrines  and  urinals  ; "  and  he  shows, 
with  regard  to  urine  alone,  the  total  annual  quantity 
for  1000  men,  plus  six  per  cent  for  disinfecting  fluid, 
eomes  to  580,350  Il>s. ;  whereas  in  the  earth  process 
the  amount  to  be  removed  would  be  "  no  less  than 
3,01 1,250  lbs.,  or  1344  tons  !  "     {Loc.  cit.  par.  69.) 

Dr.  Eanking,  towards  the  end  of  his  Report,  states 
that  "  there  is  abundant  evidence  to  prove  that  the 
introduction  of  the  dry  earth  system  has  effected  a 
marked  change  in  the  sanitary  condition  of  barrack  and 
hospital  privies  and  urinaries,  and  that  it  has  exerted 
a  most  beneficial  influence  ujion  the  health  of  the 
troops."  When  wc  put  by  the  side  of  this  sentence 
the  following  statement  by  the  Inspector-General  of 
Prisons  in  the  Bombay  Presidency — "  this  simple 
and  inoffensive  system  has  entirely  superseded  that 
of  noxious  droius  and  cesspits  formerly  in  vogue" — 
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we  are  able  to  understand  at  once  that  the  earth 
closet  system  carefully  carried  out  has  been  an  un- 
doubted improvement  upon  the  former  state  of  things. 
Even  in  these  earlier  reports  it  is  pointed  out  that 
*'the  objection  to  the  system  is  the  great  cost  of 
furnishing  eaith  for  daily  use,  and  of  its  removal. 
In  these  respects  water  conservancy,  by  which  human  water  car- 
excreta   can   be   removed   in   suspension   by  public  ^omr" 
sewera,  will,  wherever  water  supply  is  available,  be  ^*^- 
found  more  economical."     And  again:   "As  regards 
the  ultimate  use  of  human  excreta  as  manure,  it  is 
probable  that  when  thus  diluted  and  applied  to  the 
soil,  this  form  of  manure  has  more  fertilising  properties  Liquid 
than  the  excreta  mixed  with  dry  earth  and  known  as  beUCTthan 
poitdrette"     But  from  a  memorandum  by  the  Army  "^"^ 
Sanitary  Commission  (No.  8)  in  the  Keport  on  Sani- 
tary Improvements  (1869),  we  find  that  the  practical 
difficulties  in  the  working  of  the  system,  instead  of  Difficulties 

J  •  'i-r  •  "I  ii  a.  increase. 

decreasmg  with  experience,  have,  on  the  contrary, 
increased  to  such  an  extent  as  to  oblige  the  authorities 
to  look  for  some  other  method  for  the  disposal  of  their 
refuse.  The  Commission  point  out  that  it  is  insuffi- 
cient "  to  remove  only  one  class  or  cause  of  impurities 
and  to  leave  the  others ;  and  no  sanitary  proceeding 
which  does  not  deal  efiectually  with  all  of  them  can  be 
considered  as  sufficient  for  health."     {Loc.  cit.  p.  208.) 

The  follo¥riiig  sources  of  impurity  require  to  be  continuously  re- 
moved from  inhabited  buildings  in  India,  as  elsewhere  : — (o)  solid   Total 
kitchen  refuse,  including  debris  of  food  ;  (6)  rain  water,  which  would,   refuse, 
if  left  in  the  subsoil,  tend  to  generate  malaria ;  (c)  all  the  water 
brought  into  the  station,  except  that  which  accidentally  evaporatea    This   Foul  water, 
water  is  used  for  drinking,  cooking,  washing,  baths,  and  lavatories. 
The  amount  cannot  be  tiiken  at  less  than  12  gallons  per  head  for  every 
healthy  man,  woman,  and  child,  including  servants ;  from  30  to  36 
gallons  per  head  for  every  sick  man  per  day,  exclusive  of  water  for 
horsea  .  .  .  Practically  this  water  in  all  climat<is,  but  especially  in 
India,  becomes,  if  not  safely  disposed  of,  an  inevitable  source  of  disease 
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Earth  clo- 
wldiipoua 


and  ill  healtb.  It  conUms  a  large  amount  of  pntrescible  matter,  and, 
if  urine  were  mixed  witli  it,  it  would  become  ea  noiloua  tliat  it  wuuld 
matter  very  little  whether  or  not  the  contents  of  latrines  were  added 
to  this  other  sewage  ;  {d)  the  matter  from  latrines,  iucluiUng  solid 
and  fluid  excreta,  at  about  onu  pound  jier  man  per  day,  or,  in  round 
numbers,  half  a  ton  per  day  per  Ihoiisaud  meu. 

They  state  that  the  solid  debris  being  removed  by 
baud  or  cart  labour,  the  refuse  water  must  "either 
be  passed  into  cess-pits,  or  it  must  be  carried  away, 
or  it  must  be  allowed  to  find  an  outlet  where  it  can 
by  surface  driuiis — probably  into  the  subsoil."  That 
the  rainfall  must  be  removed  iu  India  "  by  improving 
the  surface,  and  by  impervious  surface-drains,"  while 
the  subsoil  must  be  freed  from  excess  of  water  by 
subsoil  drains.  The  latrine  matter,  with  which  alone 
the  diy  earth  system  proposes  to  deal,  "is  to  the 
Huid  refuse  of  barracks,  hospitals,  cook-houses,  and 
80  forth,  as  1  to  190  ;  that  is,  for  every  pound  of  human 
excreta  removed  under  the  dry  earth  system,  there 
are  in  every  well-regulated  establishment  about  190 
of  fluid  refuse  which  must  be  otherwise  disposed  of." 
The  earth  system,  then,  "deals  only  with  one  part 
out  of  191  of  the  total  injurious  banm-k  and  hospital 
refuse,  while  it  makes  no  provision  for  the  removal  of 
surface  or  subsoil  ■  water."  After  pointing  out  the 
various  practical  difficulties  which  have  already  been 
noticed,  and  alluding  to  Dr.  Rankings  suggestion 
to  deal  with  the  urine  separately  by  Macdougall's 
disinfecting  powder,  they  remark  on  the  practice  of 
burying  the  mixture  of  earth  and  excrement,  stating 
that  it  "  must  result  in  fouling  large  areaa  of  ground  ;" 
for  that,  "  even  after  careful  mixture  of  excreta  with 
earth,  the  mass  when  buried  gives  out  ofl'ensive  vapours 
iu  rainy  or  damp  weather"  (pars.  4-15). 

It  further  appooia  that  whtm  a  umall  quantity  uf  the  deodorised 
<uid  buried  excnM  it  token  up  and  diffuwsd  in  water,  the  resulting 


THE  DRY -CLOSET  SYSTEMS  103 

fluid  is  found  under  the  microscope  to  teem  with  vlbriones  and  other  Develops 
forms  of  organic  life,  the  very  forms  which  some  writers  have  included  yihriones 
among  the  causes  of  Asiatic  cholera.     Without  laying  undue  stress  "*  ^^*^^' 
on  this  fact,  it  still  may  be  taken  as  showing  that^  in  India,  the  earth 
process  and  subsequent  burial  are  inadequate  for  the  requirements  of 
health,  at  least  in  the  case  of  large  fixed  populations,  and  that  if  this 
process  is  to  be  continued  for  such  populations,  it  may  be  modified 
and  brought  more  in  accordance  with  natural  laws  (pars.  16,  17). 

Here  we  may  remark  that  the  burial  of  this  Buruiofit 
manure  in  pits  is  no  part  of  the  earth  closet  system,  noSake* 
and  that  sanitary  evils  resulting  from  this  practice 
are  not  to  be  put  down  to  the  blame  of  that  system, 
except  inasmuch  as  it  has  been  found  impracticable 
to  sell  the  manure  at  a  price  which  would  pay  for 
its  carriage  to  a  sufficient  distance. 

The  suggestion  with  regard  to  cholera  reminds  us 
of  Pettenkofer's  views,  and,  coming  as  it  does  inde- 
pendently of  them,  must  be  taken  for  what  it  is 
worth  when  viewed  in  the  light*  of  his  objections  to 
the  dry  earth  system.  The  application  of  deodorised 
matters  as  manures  is  referred  to  in  these  terms : — 

If   the   deodorised    latrine    matter  were   used    for    agricultural 
purposes,  it  must  be  borne  in  mind  that  aU  manure  must  be  in   Manure 
solution  before  it  can  be  taken  up  by  plants,  and  if  it  must  be  in  ™jwt  be  in 
solution  it  may  as  well  be  conveyed  in  water.     Now,  conveyance  by  *°  "  *^°' 
water  in  England  costs  only  a  tenth  part  of  conveyance  by  cart 
Foul  water   already  containing   manure   in   solution   exists   at   the 
stations  and  is  not   removed   by  the   dry  earth  system,   but  it  is 
absolutely  necessary  that  this  foul  water,  derived  from  the  water  Drains 
supply  carried  into  stations,  should  be  removed  from  them.     By  far  necessary, 
the  cheapest  way  of  doing  this  is  by  drains,  and,  if  there  be  drains 
for  foul  water,  there  is  no  reason  why  the  latrine  refuse  should  not 
be  carried  away  in  the  same  drains.  .  .  .  The  first  cost  of  trough 
latrines  or  soil-pans  may  be  taken  at  J&l  sterling  for  every  ten  men. 
.  .  .  There  must  be  foul-water  drains  unless  the  foul  water  is  carted 
out  of  the  station.     To  have  two  systems  of  cleansing  stations,  a  foul-   Why  two 
water  system  and  a  dry-eailh  system,  would  simply  be  paying  double  ■ystems  ? 
where  one  payment  would  answer ;  or  if  all  the  excreta,  solid  and 
liquid,  are  to  be  carted  away,  this  must  be  done  at  a  cost  ten  times 
greater  than  that  which  would  be  necessary  if  all  the  excreta  were 
removed  by  drains.  .  .  .  Tlie  removal  of  latrine  matter  is  simply  an 
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incident  in  the  drainage  of  a  station,  and  in  draining  a  Btalion  we 
have  only  to  consider  tie  population  and  the  araoHtil  of  water  supply 
brought  into  the   etation  and  fouled  by  clomestic  use.      The   real 
RemoTsl        question  is  how  this  foul  water  can  be  most  cosily  and  cheaply  re- 
nt foul  moved.     It  is  necessary  to  enunciate  this  principle  broadly,  because 
^^auN-    ^''*^  amount  of  DUisancc  from  imperfect  latrines  in  such  a  climate  as 
tlon.  India  has  naturally  drawn  tlie  attention  of  medical  and  other  officers 
to  the  necessity  for  nl«tiiig  this  nuisance,  to  the  possible  itnderrating 
of  sources  of  di»!ase  fi^ro  the  foul  water  of  stations  of  equal  if  not  of 
greater  importance.     {Loc.  eii.  \>ak.  £2,  23,  24,  26.) 

It  therefore  follows  that  the  foul  water  must  either 
be  carried  away  iu  drains,  or  be  carted  away  at 
stated  periods  (l^ecoming  putrid  in  tlie  interval),  at 
Ttooaipen-  tcH  times  the  cost.  The  water  latrines  could  be 
Mrt  it.  emptied  into  the  drains,  a  proceeding  involving  no 
additional  expense,  but  doing  away  with  tlie  whole 
cost  of  the  earth  closet  system. 

Wliethcr  the  dry  earth  Eystcni  be  used  or  not  for  latrine«  nml 

urinals,  the  health  of  etationi  will  be  only  partinlly  improved,  unless 

wBt*r  I'roviaion  be  made  for  removing  away  from  stations  all  the  foul  refuse 

wal«r  as  well  as  the  maloria-prorlucing  subsoil  water  of  the  Btatiou 

(par.  25). 

The  Commissioners  then  discuss  some  of  the  results 
iirigaiioii  that  have  been  attained  by  the  irrigation  system,  and 
"  suggest  whether  some  one  Indian  station  might  not 
be  improved  on  similar  principles,  and  the  sewage 
rendered  available  for  supplying  troops  and  horses 
with  farm  protluee  "  (par.  50),  and  they  conclude  their 
rt-port  as  follows  (par.  52)  : — 

It  will  be  aeon  that  the  fundamental  point  in  tlie  quesUon  is  the 
removal  out  of  the  otation  of  all  water  brought  into  it  fur  domestic  use. 
LatrinM  to  The  cheapest  way  of  doing  this  is  by  drains  laid  to  an  nutlet ;  and  if 
oammiiiii-     drains  be  provideti,  there  is  no  reason  why  the  Utrinefl  should  not  be 
Jjf"'"'      connected  with  them.     But  if  from  local  circiimstancca  it  l>c  impractic- 
able to  remove  refuse  water  by  drains,  then  the  other  alternative  of 
collecting  it  carefnlly  and  carrying  it  away  will  have  to  be  adopted, 
and  in  thia  coae  the  latrine  uiatkr  might  be  separately  dealt  with  for 
agriculture. 

It  should    be   added   that    "  there   is,   however, 
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scarcely  a  plan  which  has  come  before  the  Committee  Drainage 
showing  a  fall  in  the  ground  which  would  render  tYo/S^J?; 
natural  drainage  impossible."    It  is  diflScult  to  suppose  ^^^^ 
that  a  system  that  has  been  attended  with  such  practi-  cable. 
cal  disadvantages  (even  under  the  advantageous  condi- 
tions presented  by  the  systematic  management  of 
barracks  and  prisons)  that  the  question  of  abandoning 
it  is  already  being  considered,  is  ever  likely  to  be  Difficuitiesj 
turned  to  any  account  for  the  removal  of  the  solid  ^ter 
excretal  matters  of  the  populations  of  large  towns.        with  towns. 

The  Indian  Keport*  for  1869-1870  goes  to  show 
that  the  dry  earth  system  may  be  successfully 
applied  to  scattered  houses,  barracks,  etc.,  but  that  it 
is  unsuitable  for  towns. 

The  system  had  not  been  authoritatively  introduced,  but  more 
or  less  efficiently  carried  out,  was  the  recognised  system  adopted  in 
barracks,  hospitals,  and  lines  of  native  regiments.     It  is,  in  fact,  the 
only  system  possible  in  the  large  majority  of  stations  in  the  Madras  Suitable 
Presidency,  where  the  water  supply  is  scanty  and  precarious.     Sewer-  ^^®™ 
age  by  water-carriage  may  be  applied  in  some  of  the  new  stations,  ^pjy  jg 
where  the  barracks  and  subsidiary  buildings  are  located  within  a  scanty, 
moderate  area,  but  could  not  be  applied  to  officers'  homes,  and  canton- 
ments at  large,  scattered  over  an  area  of  many  square  miles  of  ground. 
(Loc,  eU.  p.  132.) 

The  results  reported  are  considered  to  prove  the  superiority  of 
the  system  in  regimental  latrines  over  any  other  that  has  been  tried. 
(76.  p.  72.) 

On  the  other  hand,  Miss  Nightingale,  in  her  remarks 
on  the  Progress  Reports,  says  (p.  43) : — 

In  the  documents  received  here  no  reference  is  to  be  found  to 
the  surface  or  subsoil  drainage  of  stations  ;  no  reference  to  sewering 
of  buildings.  Dry  earth  conservancy  is  apparently  the  only  thing 
attended  to,  although  is  it  not  simply  a  matter  of  common  knowledge 
that  the  dry  earth  system  makes  little  difference  in  the  amount  of 
dangerous  impurity  contained  in  the  fluid  sewage  of  a  station  or  town  ? 

while  the  Army  Sanitary  Commission  speak,  if  pos- 
sible, still  more   strongly   in  condemnation  of  this 

*  Report  on  Measures  Adopted  for  Sanitary  Improvements  in  India, 
from  June  1869  to  June  1870. 
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system  as  applied  either  to  towns  or  stations.  In 
their  replies  to  Dr.  Cuningham,  the  Sanitary  Com- 
missioner with  the  GovernmeDt  of  India,  they  say, 
after  mentioning  the  results  of  the  experiments  con- 
ducted l)y  the  Rivera  Pollution  Commiaaionera 
(p.  206)— 

It  foUowa,  that  to  trust  to  ilty  oorth  coiuervimc]'  for  improviiig 

Don  uoi       tlie  health  of  towns,  while  otdinary  station  or  town  drainage  ia  per- 

provlde  fur    mitt^l  to  Book  away  in  cesepits  or  on  the  surface,  is  ciniply  to  poison 

vut  ^''^  subBoil  with  sewer-wattr,  which,  if  collected  and  conveyed  in  dmin- 

pipea,  would  become  a  valuable  manure.     The  qnestioD  may  now  be 

considered  ee  settled  by  scientific  investigation,  thut  the  sewage  of 

inhabited  buildings  should  be  treated  as  a  single  element,  whether  as 

regards  health  or  agriculture,  and  also  that  to  divide  this  sewage  into 

two  porta,  and  to  remove  the  parts  separately,  is,  as  we  have  stated 

I'btiwliere,  to  pay  double  wbcre  one  payment  would  answer  every 

purpose. 

And  not  only  so,  but  {loc.  cit.  p.  38), 

Uiianitsble  From  tbu  quantity  of  eartb  rei[uin.il,  and  the  practical  dilticulUes 

for  lu^       attending  ita  cartage,  ilietribution,  removal,  etc.,  the  Conimlseion  cnn- 
eiUee,  eidercd  that  the  dry  earth  system  could  not  be  generally  introduced 

into  a  large  city  like  DoiiilHiy. 

Dr.  Rollestou,  in  his  papers  publiehed  in  the  Lancet 
(7th  and  14th  January  1871),  has  shown  clearly 
enough  that  enteric  or  typhoid  fever  is  one  of  the 
jail  fevers  iu  India  ;  but  Dr.  Buchanan  thinks  [Latwet, 
4th  February  1871),  that  so  many  fevers  are  included 
under  this  term,  that  no  conclusion  can  be  drawn  us 
to  the  effect  of  the  dry  earth  system  on  the  prevalence 
of  enteric  fever.  Future  careful  observations  will  no 
doubt  settle  this  jjoint,  but  iu  the  meantime  we  think 
that  Dr.  Rollcstou  puts  the  case  very  fairly  when  he 
says — 

1  have  upon  other  oecuious  pointed  out  limes  and  place*  in  which 
a  dry  earth  system  of  contervancy  may  have  claiUB  upon  our  favour 
able  consideration  ;  tho«e  timcn,  I  havi'  ulways  held,  ore  not  times  of 
epidemics  ;  those  places  do  not  lie  witliin  the  aueintt  of  large  towns. 
— (LdMMf,  UthJauuuy  1S7I.) 
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THE   EARTH   CLOSET   IN   VILLAGES   AND   TOWNS. 

With  regard  to  the  applicability  of  this  system  to 
villages,  it  is  stated  in  a  published  letter,  that "  in  the 
villages  of  Halton,  Buckland,  Western  Turville,  and 
Ashton-on-Clinton,  on  Baron  Kothschild's  estate  in 
Buckinghamshire,  with  a  population  of  about  800 
persons,  the  system  has  been  in  use  for  eighteen 
months.  The  overflowing  and  fever -breeding  cess- 
pools, ditches,  and  privies  have  been  cleared,  and  not 
a  foul  smell  can  anywhere  now  be  found."  Its  work-  improve- 
ing  at  Halton  is  described  in  Dr.  Buchanan's  Report,  S^ton?* 
which  we  have  so  often  quoted :  it  has  been  there  in 
use  for  three  and  a  half  years,  the  thirty-three  houses 
of  Halton  being  all  supplied  with  earth  closets,  which 
are  detached  from  the  house  in  all  but  two  cases.  The 
earth  used  is  a  loamy  garden  mould,  well  dried ;  it  is 
used  twice.  There  is  an  opening  at  the  back  of  the 
closets  for  the  supply  of  earth  and  for  the  removal  of 
the  manure  from  the  pit.  A  self-acting  apparatus  is  Arrange- 
supplied  which  acts  by  the  weight  of  the  sitter.  One  ^^^^' 
hundredweight  of  earth  a  week,  on  the  average,  is 
required  for  each  closet.  A  very  slight  smell  is  said 
to  be  caused  during  the  drying  process,  but  it  is  so 
trifling  that  it  ofiends  no  one. 

Ashton-on-Clinton,  a  village  two  miles  off*  and  with 
twenty-two  closets,  is  managed  by  the  same  scavenger 
as  Halton,  with  one  horse  and  cart,  and  the  occasional 
services  of  a  boy.  It  is  estimated  that  600  people 
together  could  be  managed  with  the  same  staff*  and  at 
the  same  cost  as  the  300  in  these  two  villages.  The 
cost  was  as  follows  : — the  drying  sheds  and  kiln  cost  cost 
£150 ;  the  weekly  cost  was  25s.,  namely,  15s.  for  the 
man's  wages  and  10s.  for  firing,  occasional  cost  of 
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horse  and  boy,  and  all  other  iucidental  expenses.  The 
earth  passed  otice  through  the  closets,  was  stated  to 
Value.  have  a  minimum  value  of  ^3  a  ton ;  but,  oq  the  sup- 
position that  earth  passed  tkree  tinuis  through  them 
has  this  value,  the  gross  anmuJ  return  would  be  £130, 
or  under  lOs.  a  head.  {N.B.  This  is  above  the  pos- 
sible value  unless  all  the  urine  is  retained.)  A  half 
of  this  would  meet  the  current  expenses,  and  the 
other  half  would  remain  for  repairs,  for  repaying  the 
original  outlay,  and  for  profit. 

In  the  instance  in  which  the  closets  are  under  the 

E«rth         same  roof  with  the  house,  "  the  occupiers,  not  liking 

iik«i  in  tiie  them  80  placed,  had  only  used  them  occasionally  when 

°"**'        there  was  sickness  in  the  house  ;  for  ordinary  use  they 

had  a  garden  privy  with  cesspool,  the  only  one  left  in 

the  village  ;  it  was  a  typical,  old-fashioned  privy,  and 

gave  the  only  decided  stink  met  with  throughout 

Hal  ton." 

These  villages  are  both  well  supplied  with  water 
and  sewerage  arrangements,  and  each  cottage  has  a 
piece  of  ground  attached  to  it ;  fever  and  diarrhcea  are 
wholly  absent  from  them,  but  this  was  the  case  for 
years  before  the  introduction  of  the  earth  closets. 

In  Lancaster,  earth  closets  have  been  introduced 

by  Mr.  Garnett  into  some  of  the  poorer  houses — 450 

in  number,  and  inhabited  by  about  2250  persons,  or 

one-seventh  of  the  population  of  the  town.     The  pits 

of  the  latrines  oi'e  emptied  once  a  month  ;  the  scaveu- 

aowu       gprs  visit  each  latrine  once  a  day,  and  put  in  earth  for 

rijUsioiiM  twenty-four  hours'  use,  allowing  about  a  jwund  for 

each  use  of  the  closet.     No  slops  are  allowed  to  be 

Some  of      P"*  "^'  ^^'^  ^^^  urine  is  collected  in  large  vessels  and 

oHmcoI-    removed  by  men,  as  it  is  found  to  be  less  expensive 

«i«n>teir.  to  remove  it  than  to  bring  sufficient  earth  for  it. 
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Some  closets  are,  however,  used  for  the  whole  of  the 
excrement  and  urine  of  the  population.    Fourteen  tons 
of  earth  are  required  for  the  450  houses.     The  ashes 
were  first  mixed  with  it,  but  this  year  (1870)  nothing 
but  earth  is  used.     There  was  no  odour  except  where 
the  orders  about  slops  had  been  disobeyed.    They  were 
altogether  found  to  work  better  than  the  water-closets 
in  similar  parts  of  the  town,  which  get  choked  up  and 
become  offensive.     The  soil  from  the  closets  is  here  Treatment 
not  dried  again  for  use,  but  carted  away  crude  up  to  ^    *  ^*  * 
the  top  of  a  neighbouring  hill,  mixed  with  blood, 
offal,  and  straw — from  the  shambles — street  sweepings, 
and  so  forth,  and  spread  in  long  heaps,  with  a  tram- 
way along  the  top  of  each  heap ;  the  urine  which  has  Addition 
been  collected  from  the  houses  is  added,  by  means  of  °^  '*™*** 
water-carts  which  run  along  the  tramways.     In  the 
summer  it  is  at  once  absorbed,  but  in  the  winter  the 
surface  is  wet,  and  the  heap  is  found  to  smell  offen- 
sively when  dug  into,  this  being  chiefly  due  to  the  pre- 
sence of  matter  from  the  shambles.    A  larger  quantity 
of  earth  has  lately  been  used  with  considerable  advan- 
tage.   The  sale  of  the  manure  is  said  about  to  pay  for 
its  manufacture.     It  costs  from  7s.  6d.  to  10s.  a  cubic  About  pays 
yard  to  make,  and  sells  at  10s.  a  cubic  yard.     The  ^*^ 
analysis  of  a  sample  (First  Keport  of  Rivers  Pollution 
Commissioners,  1868,  vol.  i.  p.  50)  shows  that  it  con- 
tained only  '207  part  of  total  combined  nitrogen,  and  Foebie 
•326  of  phosphoric  acid,  in  100  parts ;  and  the  remark  tufmanure 
is  made  that  *'  these  figures  indicate  a  practical  value 
certainly  much  below  that  at  which  we  had  been  led 
to  estimate  it  by  mere  inspection  ;  and  it  is  manifest, 
from  the  very  small  amount  of  total  combined  nitrogen, 
that  much  of  the  urine  escapes  preservation.  .  .  .  More 
than  93  per  cent  of  the  finished  manure  consisted  of 
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nearly  worthleaa  mineral  matters  aud  water."  At  Lan- 
caster the  advantages  are  stated  to  be,  that  an  earth 
closet  is  cheaper  than  a  water-closet,  and  causes  less 
oftensive  smell,  that  "  few  or  none  of  the  deaths  from 
diarrhoea  and  typhoid  have  been  in  houses  provided 
with  earth  closets,"  that  "  fever  has  almost  wholly  dis- 
appeared from  parts  of  the  town  where  it  was  formerly 
rife,"  and  that  the  saving  of  water  is  a  considerable 
gain ;  but  we  muat  especially  draw  attention  to  the 
fact  that  in  Lancaster  the  refuse  water,  wliich  is  not, 
as  we  have  before  stated,  treated  satisfactorily  by  this 
system,  can  be  got  rid  of  by  turning  it  into  the  sea ; 
so  that  this  is  obviously  an  exceptional  case. 

In  his  Report  on  excrement  nuisances  (Appendix 
to  Rei>orf  M.  0.  P.  C.  and  L.  G.  li..  No.  II.,  1874)  Mr. 
Netten  Radcliffe  says  that  since  Dr.  Buchanan's  in- 
quiry in  1869  "the  system  in  its  integrity  has  been 
adopted  in  many  mansions  and  on  numerous  estates, 
as  well  as  in  not  a  few  public  and  private  institutions." 
So  far  as  his  observation  went,  "  wherever  the  system 
had  been  intelligently  applied  and  carried  out,  and 
due  supervision  over  its  working  had  been  maintained, 
there  its  success  in  the  abatement  of  nuisance  from, 
and  disposal  of  excrement  had  been  assured.  Where 
the  system  hail  been  adopted  without  due  regard  to 
the  amount  and  kind  of  labour  at  disposal,  and  the 
amount  of  supervision  which  could  be  secured,  there 
it  had  failed,  as  any  other  system  would  have  failed 
under  like  circumstances."  From  the  same  Report 
we  find  that — 

With  the  exception  of  tlie  Corporation  of  Eilinburgh,  which  has  r«- 
centl;  introduced  pubUc  earth  clowta  into  that  city  ...  the  Corpora- 
tion of  bmcMtcT  IB  itill,  as  at  the  time  of  Dr.  Bnchanftn'a  inquiry,  the 
•ole  Mnit*ry  nuthoritf  (bo  fur  m  transpired  during  Ihi^  inquiry)  which 
hat  adn[>t«>1  tlie  dry  earth  Bysleni,  and  tn  this  caae  th«  «di^tion  ia  only 
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partial.      Wlieu  Dr.  Buchanan  visited  Lancaster  90  earth  latrines,   Earth- 
serving  for  200  privies,  and  450  houses  were  under  the  control  of  the  closets  at 
Corporation.     The  number  of  earth  latrines  is  now  1 20,  including  the  i'"*^^*'"^* 
latrines  serving  for  a  large  school,  and  the  houses  thus  provided  num- 
ber 600.      The  dry  earth  system,  although  continued  within  these  System  not 
limits  by  the  Corporation,  is  not  now  being  extended.    For  new  houses  extended, 
water-closets  are  adopted.     The  latrines  are  mainly  old  midden-steads 
roofed  in.     The  dry  earth  is  stored  up  in  one  part  and  replenished 
from  time  to  time.    Once  a  day  a  servant  of  the  Corporation  visits  the 
latrine  and  shovels  over  the  excrement  and  urine  deposited  since  his 
last  visit  a  sufficient  quantity  of  dry  earth.     The  quantity  of  dry 
earth  used  weekly  for  the  latrines  amounts  to  22   loads,  each  load 
weighing  from  23  to  24  cwts.     The  earth  is  obtained  from  the  founda- 
tions of  new  buildings,  and  about  eighteen  months'  stock  is  in  stoi'e.   Street 
Street  sweepings  are  occasionally  substituted  for  or  used  with  it.  .  .  .   sweepings 

Tlie  contents  of  the  latrines  are  removed  every  six  or  seven  weeks,  and   J^^^i^^*^ 

lOr  or  1186(1 
carted  to  the  Corporation  yard,  where  they  are  mixed  up  with  blood  offal   ^^jj  ^^^ 

from  the  shambles  and  street  sweepings,  and  stacked  in  an  open  shed   dry  earth, 
until  required  by  the  farmers.     It  was  reported  in  1869  that  subse- 
quent processes  of  preparation  were  adopted  of  a  kind  that  formed  no 
part  of  the  dry  earth  system  proper;  but  in  1869  these  processes  were 
at  least  carried  out  at  such  a  distance  from  the  town  as  not  to  create  a 
nuisance.    Now,  in  the  Corporation  yard,  they  are  effected  in  close  and 
very  improper  proximity  to  houses.     At  the  time  of  my  visit  a  great 
pile  of  manure,  giving  off  a  pimgent  offensive  odour,  was  awaiting  sale.   Manure 
In  1869,  the  manure  sold  for  from  7s.  6d.  to  10s.  the  ton.     The  selling  produced 
price  is  now  Ss.  a  ton,  and  this  fact  as  well  as  the  consideration  that  O"®^*^^®' 
the  time  will  probably  come  before  long  when  earth  must  be  bought   Price  of  the 
for  the  latrines,  instead  of,  as  now,  being  simply  obtained  for  the  cost  of  manure, 
carting,  has  no  doubt  largely  influenced  the  judgment  of  the  Corpora- 
tion in  ceasing  to  extend  the  dry  earth  system.     The  sanitary  gain  from   The  sani- 
the  latrines,  measured  by  diminution  of  excrement  nuisance,  and  as  tary  gain, 
compared  with   the  old  midden-stead,   is  very  considerable.      {Loc, 
cit,  pp.  218,  219.) 

The  advantages  claimed  for  this  system  are,  that 
when  properly  managed  it  disposes  of  the  excremental 
matters  without  any  nuisance  or  injury  to  health,  and 
produces  a  manure  sufficiently  valuable  at  least  to 
pay  the  expenses  of  the  management  of  the  system ; 
that  in  the  poorer  districts,  where  supervision  is  always  Advan- 
necessary,  the  earth  closet  affords  especial  advantages  ^^'dis- 
over  the  water-closet,  in  being  cheaper  in  cost,  re-  ^^^ 
quiring  less  repair,  not  being  injured  by  frost  nor  by 
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improper  substances  thrown  down  it,  and  in  greatly 

reducing  the  quantity  of  water  required.      Such  of 

these  points  as  have  not  already  been  considered  will 

(3oe  "Wb-  be  referred  to  in  the  account  of  water-closet3.     It  is 

jeia.")        maintained  that  a  great  advantage  is  to  be  found  in 

the  fact  that  all  the  manurial  value  of  the  exci-ement 

Portfibiiiiy  is  retained  in  a  form  in  which  it  can  be  easily  carried 

mmin™.       about  from  j)lace  to  place,  and  in  which  it  is  especially 

fitted  for  agricultural  purposes. 

But  in  retaining  all  the  mannrial  value  of  the  ex- 
crement, the  compost  can  only  retain  what  is  there, 
and  we  must  remember  that  the  fKccs  only  contain 
one-seventh  part  of  the  total  valuable  constituents  of 
the  excreta.     That  it  has  been  found  to  constitute  a 
very  suitable  manure,  and  to  give  very  good  residts, 
there  is  plenty  of  evidence  to  show  ;  that  unless  much 
v»iu»bio     urine  is  collected  with  it,  it  cannot  be  really  valu- 
wit^i'     able,  is  also  certain.     We  have  seen  that  at  Lancaster, 
mneh         where  it  is  carefully  watered  with  the  urine  collected 
from  house  to  house,  it  is  ouly  a  feeble  manure,  as 
shown  clearly  by  its  rhemical  composition  ;  and  the 
ready  sale  of  any  such  compost  (unless  containing 
much  urine)  only  shows  how  much  false  guano  there 
must  be  in  the  market. 
I  As  to  its  especial  fitness  for  agricultural  purposes, 

L  y^ui.1  mil-  there  is  no  doubt  that  all  solid  manures  are  less  suit- 
toSiw^  able  than  liquid  ones  containing  the  same  manurial 
•oiiJoMa.    constituents.     (Sec  the  evidence  from  India.) 

Dr.  Buchanan  calculated  that  the  original  outlay 
of  a  town  of  1000  inhabitants,  in  changing  from  out- 
side privies  to  the  cai'th  closet  system,  need  not  exceed 
£250,  and  the  weekly  expenditure  £4  : 1  Ss.      If  the 
KriiDMUon  ^i^h  were  used  once  there  would  be  an  lumual  income 
U.I  lo-.     of  £365  against  an  expenditure  of  £260  ;  if  four  times 
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it  would  sell  at  £3  a  ton,  and  produce  an  income  of 
£600  with  an  expenditure  of  £244.  But  in  the  only 
town  where  it  has  actually  been  tried,  with  diminished 
expense  from  separate  collection  of  urine,  it  only  just 
pays  its  costs. 

From  the  Report  for  1871  of  the  British  Associa- 
tion Sewage  Committee,  it  appears  that  Dr.  Gilbert 
on  behalf  of  the  Committee  made  some  trials  with 
Moule's  earth  system. 

Fourteen  hundredweight  of  air-dried  and  sifted  clayey  soil  were  set 
apart  for  the  experiment     From  one  half  to  one  third  of  the  whole 
was  used  before  it  was  necessary  to  empty  the  pit    When  removed  the 
mass  appeared  uniformly  moist  throughout,  and  (excepting  in  the  case   No  offen- 
of  the  most  recent  portions  near  the  surface)  neither  feecal  matter  nor  sive  ap- 
paper  was  observable  in  it :  nor  was  the  process  of  emptying  accom-  P®"*""*  or 
panied  by  any  offensive  smell.     After  exposure  and  occasional  turning 
over  on  the  floor  of  a  shed,  the  once  used  soil  was  resifted,  and  again 
passed  through  the  closet 

The  percentage  of  nitrogen  in  the  air-dried  and  Percentage 
sifted  soil  was  found  to  be,  before  use  '067 ;  after  J^n  thtw!a 
using  once  '216  ;  after  using  twice  '353. 

Calculated  upon  the  air-dried  condition,  the  increase  in  the  per- 
centage of  nitrogen  was  only  about  *15  each  time  the  soil  was  used; 
and  even  after  using  twice,  the  soil  was  not  richer  than  good  garden    *<Not 
mould.     It  is  obvious  therefore  that  such  a  manure,  even  if  disposed  richer  than 
of  free  of  charge,  would  bear  carriage  to  a  very  short  distance  only.  ^^ 
It  may  be  added  that  the  percentage  of  nitrogen  in  the  soil  after  monW/' 
using  once,  as  given  above,  agrees  very  closely  with  that  recorded  in 
the  Report  of  the  Rivers  Pollution  Commissioners,  as  found  by  them 
in  the  manure  obtained,  under  professedly  the  same  system,  at  Lan- 
caster. 

The  Committee  remark  in  conclusion  that, 

When  it  is  borne  in  mind  how  small  is  the  proportion  of  the 
nitrogen  voided  in  the  twenty-four  hours  that  is  contained  in  the 
ficces,  how  small  is  the  proportion  of  the  total  urine  that  is  passed 
at  the  same  time,  and  how  great  is  the  dilution  of  the  manurial 
matters  by  the  amount  of  soil  required,  it  is  by  no  means  surprising 
that  the  manure  produced  is  of  such  small  value  as  the  results  would   Manure 
show.     It  is  obvious  too,  that  our  domestic  habits  and  practices  would   produced 
have  to  be  entirely  revolutionised  to  secure  the  collection  and  absorp-   ?^' 
tion  of  the  whole  of  the  urine,  which  contains  by  far  the  larger  pro- 
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portion  of  the  valuable  manurial  matters  voided.  Moreover,  assuming 
2  or  2j  llis.  of  soil  lo  lie  required  for  each  use  of  the  closet,  if  the  whole 
of  the  liquid,  aa  well  as  the  solid  excrvtul  matters,  were  to  be  absorboil, 
there  would  probably  be  required  from  9  to  10  lbs.  of  soil  per  head  per 
(lay,  or  about  Ij  tons  per  head  per  annum.  This  for  London,  taking 
the  population  at  3^  niitlionn,  would  represent  a  requirement  of  about 
G  million  Ions  of  soil  per  annum,  or  nearly  14,000  tons  per  day  ; 
and  the  quantity  to  be  removed  would  of  conrae  b«  coUBiderably 
greater.  This  illiiBtration  ia  sufficient  to  ehow  the  impracticability  of 
any  such  system  for  large  populations.  Nevertheless  it  may  readily 
be  admitted,  that  it  would  be  of  great  advantage  in  a  sanitary  point 
of  view,  in  the  cases  of  Bick-rooms,  detached  houses,  or  even  villages, 
and  that  it  might  be  even  economical  where  the  earth  for  preparation 
and  absorption,  and  the  land  for  utilisation,  are  in  cloee  proximity. 
(Loc  cil.  pp.  187,  188.) 

In  the  Report  of  the  same  Committee  for  1874 
(p.  213)  are  given  the  reaulta  of  further  analyses 
obtained  by  Dr.  Gilbert,  by  the  soda-lime  method. 
Thus  the  percentage  of  nitrogen  in  the  soil  dried  at 
100°  C.  was  found  to  be,  before  use  'OTS ;  after  using 
once  '240  ;  after  using  twice  '383  ;  after  using  three 
times  '446;  after  using  four  times  "540;  after  using 
f  five  times  '614.  The  quantity  of  nitrogen  existing 
as  nitrates  in  the  soil,  after  being  used  five  times, 
waa  found  by  Dr.  Russell  to  amount  to  '20  per  cent 
when  the  soil  was  fully  dried.  "  Supposing  the  whole 
of  this  to  be  in  addition  to  that  determined  by  the 
soda-lime  method,  the  total  nitrogen  in  the  soil  would 
be  raised  to  "814  percent — still,  therefore,  to  consider- 
ably less  than  1  per  cent  in  the  fully  dried  condition, 
and  scarcely  J  per  cent  in  the  air-dried  condition." 
The  Committee  then  say,  as  in  the  former  Report, 
of  the  twice-used  soil,  that : — "  Such  a  manure,  even 
if  disposed  of  free  of  charge,  would  bear  carriage  to  a 
very  short  distance  only."  The  Committee  observed, 
however,  "  that  the  process  of  emptying  was  still  un- 
accompanied by  any  offensive  smell,  and  that  the  soil 
after  drying  on  the  Hoor  of  a  shod,  could  scarcely  be 
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distinguished  from  ordinary  mould."      The  average  Average 
gain  of  total  nitrogen  to  the  soil,  by  each  passage  Stoi^^ 
through  the  closet,  was  scarcely  '15  per  cent.     The 
Committee  remark,  on  this  point,  that,  "  if  only  two 
pounds  of  soil  were  used  per  head  per  day,  and  as 
much  as  one  third  of  the  total  nitrogen  voided  in 
faeces  and  urine  by  an  average  individual  in  twenty- 
four  hours,  were  collected  with  it  in  the  closet,  the 
nitrogen  so  added  to  the  soil  would  amount  to  about 
•5  per  cent  of  its  weight  by  each  use,  or  by  using  five 
times,  to  nearly  2  5  per  cent.     Probably  in  practice, 
a  larger  amount  of  soil,  and  a  smaller  proportion  of 
the  total  nitrogen  daily  voided,  would  be  collected  in 
an  earth  closet.     The  increased  percentage  of  nitrogen 
actually  found,  is  seen  to  be  less  than  one  third  of 
the  amount,  calculated  on  the  foregoing  assumption. 
There  can  indeed  be  little  doubt  that  there  is  a  con- 
siderable evolution  of  nitrogen  in  some  form ;  and  the  Evolution 
probability  is,  that  it  takes  place  to  a  great  extent  as  ^^'^^^fi^"- 
free  nitrogen."     {Loc.  cit.  p.  214.) 

As  to  the  value  of  the  manure  produced  by  the  Vaiue  of 
passage  of  the  earth  through  the  closet,  whereas  the  JJtmMi^ 
Sewage  Committee  of  the  British  Association  reported 
that  the  soil  which  has  been  used  five  times  is  "  no 
richer  than  good  garden  mould,''  and  "would  bear 
carriage  to  a  very  short  distance  only,  even  if  dis- 
posed of  free  of  charge  ; "  and  Dr.  Voelcker  estimated  dt.  Voei- 
the  value  of  such  a  soil  (used  five  times)  at  7s.  6d.  S^'***^" 
per  ton  {Journal  of  the  Royal  Agricultural  Society, 
No.  15,  1872,  p.  185) ;  it  is  stated  in  Mr.  Radcliffe's 
Keport   before    mentioned    that    Mr.    Walters,    the  Mr.  wai- 
manager  of  the  model  farm  and  cottages  of  the  Here-  ^t,*****' 
ford  Society  for  Aiding  the  Industrious,  finds  a  ready 
sale  for  the  soil  passed  three  times  through  the  earth 
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closeta  of  the  cottages,  in  aniall  quantities  for  garden 
purposes,  at  the  rate  of  6s.  per  cwt.  {£G  per  tou)j  be- 
tween two  and  three  tons  being  sold  at  this  price  in 
the  course  of  a  year.  The  difference  between  these 
figures  is  so  enormous,  that  the  only  possible  explana- 
tion lies  in  the  fact,  that  the  quantity  sold  on  the 
Hereford  Society's  estate  is  too  small  to  afford  any 
data  for  arriving  at  the  true  commercial  value  of  the 
Boil  as  a  manure. 

The  Messrs.  Girdlestone,  in  pointing  out  the  duties 
of  the  scavenger  in  villages  supplied  with  these  closets, 
state  that  "  the  dry  earth  system  and  the  water  system 
could  be  made  to  work  together  in  a  village  where  a 
general  adoption  of  the  fonner  could  not  be  carried 
out;"  and  also  admit  that  "in  addition  to  the  ob- 
noxious refuse  which  the  earth  system  treats,  there 
are  in  all  habitations  the  liquid  refuse  substances  of 
the  kitchen,  the  waahhouse,  and  the  chamber,  to  be 
provided  for."  They  suggest  that  light  and  inexpen- 
.  sive  sewers  should  be  made  to  carry  them  away,  or 
that  they  "  may  be  conveyed,  l)y  suh-hTtgating  drains, 
into  the  soil  of  the  adjacent  gardens,  and  there  used 
as  a  valuable  supplementary  manure  ; "  and  that  in 
the  former  case  tliis  liquid  refuse  should  be  partially 
purified  before  reaching  the  street  aewer,  by  draining 
it  through  some  available  medium,  such  as  a  comiwst 
heap  in  which  ashes  would  be  a  principal  ingredient, 
and  by  the  use  of  disinfectants  where  thesu  might 
appear  to  be  necessan,-.  They  point  out  that  "  the 
small  .system  of  dniins  required  for  the  liquid  refuse, 
if  earth  were  applied  to  the  extermination  of  the  solids, 
would  not  require  more  than  one-third  of  the  cost  Ire- 
stowed  on  drains  under  the  water  system."  That  this 
would  not  be  the  case  we  shall  show  in  due  time  (p.  1 78). 
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Captain  Drake  sees  the  difficulty  of  a  separate 
drain  sj^stem,  and  actually  suggests  in  his  letter  to  the 
Lancet  (24th  July  1869)  that  "the  refuse  water 
from  kitchen  sinks^  etc.,  should  be  drained  into  cesspools 
cesspools,  accessible  to  a  cart  in  the  same  way  as  ^ter!'^'*^ 
the  latrines.  It  can  then  be  pumped  into  a  cart  and 
removed," 

This  suggestion  speaks  too  strongl^y  for  itself  to 
need  any  additional  remarks. 

The  Rev.  Henry  Moule,  in  his  pamphlet  on  "  The 
Science  of  Manure  as  the  Food  of  Plants,"  states  that 
the  liquid  refuse  of  his  house  was  at  first  conveyed  by 
drain-pipes  into  a  tank  in  his  garden,  but  that,  especi- 
ally in  sultry  weather,  the  contents  of  this  tank  fer- 
mented and  became  exceedingly  oflfensive.     He  then  offensive- 
interposed,  between  the  house-pipes  and  the  drains,  w^rtank. 
tubs  with  holes  in  the  bottom  and  nearly  filled  with 
earth  mixed  with  a  small  portion  of  coal  ashes.     This 
method  sufficed  to  prevent  the  offensive  smell  from 
the  tank  "  so  long  as  the  earth  ivas frequently  changed; 
but,  if  the  earth  continued  to  be  so  used  more  than  Filtration 
forty-eight  hours,  ammonia  was  soon  perceptible  in  ra^eMfui. 
the  one  tub,  and  from  the  other  there  arose  a  most 
foetid  smell."     Such  a  method  as  this  might  answer 
very  well  with  careful  management  in  cottages  and  in 
detached  country  houses. 

He  considers  that  "the  removal  of  such  refuse 
from  houses,  whether  detached  or  in  villages  and 
townSy  is  perfectly  feasible;"  while  in  a  letter  ad- 
dressed to  the  Editor  of  the  Hertfordshire  Express, 
he  states  that  "  in  a  town  standing,  for  instance,  as 
Epping  does,  the  whole  of  both  bath  and  slop  and  ^eftwe 
sink  water  may  be  disposed  of  hy  sub-irrigation  on  us^ed'by  ir- 
ten  or  twenty   acres   of  land   at  each   end   of  the  "«**'°'*- 
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town,  and  by  it  the  land  be  made  worth  X20  per 


acre.    ^ 

From  all  these  statements,  made  by  the  supporters 
of  the  system  be  it  observed,  it  is  evident  that,  as  in 
all  other  systems  which  keep  the  excremental  matters 
from  the  sewers,  a  special  arrangement  has  to  be  made 
for  the  treatment  of  other  refuse  matter  which  is  too 
valuable  to  be  lost,  not  to  say  anything  of  its  render- 
ing the  sewage  unfit  to  be  allowed  to  run  into  a  water- 
PUnofGi-  course.     The  plan  proposed  by  Mr.  Moule  to  meet 
fessiUeln    this  difficulty  could  obviously  not  be  applied  in  towns, 
tomui.        however  well  it  may  act  when  carefully  conducted  in 
country  bouses  ;  although  even  under  these  favoui'able 
conditions  it  is  questionable  whether  persona  who  have 
not  a  special  predilection  for  the  system  would  consent 
to  have  buckets  of  earth  and  ashes  placed  as  filters  for 
obvioM      the  slops,  the  contents  of  which  buckets  ax'e  acknow- 
5^."^'''°'  iedged  to  become  offensive  if  they  are  not  changed 
regularly  every  forty-eight  hours  ;  but  the  other  sug- 
gestion, namely,  that  this  liquid  refuse  might  be  dis- 
posed of  by  sub-irrigation  on  a  few  acres  of  land,  is 
much  more  important,  inasmuch  as  it  acknowledges 
Aeknow-      that,  practically,  the  earth  closet  system  has  not  solved 
of  ftSnre     the  question  of  entire  removal  of  refuse  matters,  but 
wiuTunnid  ^^^^t  even  with  it,  some  irrigation  system  is  required. 
refuBB.       The  suggestion  that  the  sewers  might  be  made  of 
much  lighter  construction  and  at  a  much  smaller  ex- 
pense, if  the  earth  closet  system  were  in  vogue,  can 
hardly  be  accepted  unless  it  be  admitted  that  even 
under  this  system  it  would  be  advisable  to  have  sewers 
provided  for  the  slops  and  liquid  refuse  generally  apart 
Nodiminii.  yi'om  the  dfuins  pwvidcd  fov  the  i-ainfall  and  the 
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and  construction  of  the  sewers  and  in  their  cost  could 
amount  to  next  to  nothing ;  the  great  size  that  they 
have  to  be  made  when  used,  as  is  generally  the  case, 
both  as  drains  and  sewers,  being  necessary  chiefly  to 
provide  for  a  sudden  excessive  fall  of  rain.  We  come 
then  to  this  dilemma— either  two  systems  of  sewers  Dilemma, 
must  be  supplied,  or,  the  liquid  refuse  being  received 
into  the  one  system  of  drain-sewers  and  mixed  with 
the  whole  of  the  drainage  water,  this  quantity  must 
be  purified  in  some  way  at  a  great  expense,  although 
its  value  as  manure  would  have  been  diminished  by 
precisely  the  amount  of  fertilising  ingredients  that 
had  been  kept  from  the  sewers  by  the  dry  closets. 

In  fact,  as  far  as  the  Utilisation  question  is  con-  two  sets 
cerned,  there  is  a  greater  necessity  for  two  sets  of  nl^!S^. 
sewers  with  the  earth  closets  than  without  them. 

The  general  conclusion  come  to  by  Dr.  Buchanan 
and  Mr.  Radclifie  is,  that  "  the  earth  system  affords 
a  second  way  of  safely  disposing  of  excrement.  It 
is  ...  an  essential  element  in  this  system  also,  as 
applied  in  poor  neighbourhoods,  that  the  entire 
management  of  it  shall  be  conducted  by  the  sanitary 
authority.     {Twelfth  Report  M.  0.  P.  (7.,  p.  140.) 

Dr.  Buchanan,  at  the  end  of  his  valuable  Report 
(see  Twelfth  Report  M.  0.  P.  (7.),  brings  forward  and 
discusses  the  objections  that  have  been  made  to  this 
system.     They  are  as  follows : — 

1.  That  for  private  houses  water-closets  are  thought  Objection 
to  be  cleanly,  earth  closets  to  be  dirty.    This  objection  civets  are 
may  appear  to  be  trivial,  but  w^e  are  afraid  that  it  will  Jj^^i^h 
be  found  to  be  a  very  practical  one,  and  that  it  is  not  aversion 
made  without  good  reason.     We  have  already  seen 
that  even  in  Halton,  where  these  closets  were  "  under 
the  same  roof  with  the  house,"  the  occupiers  actually 
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refused  to  use  them,  and  prefen-ed  their  garden  privy 
with  its  stinking  cesspool.  This  must  have  been  either 
because  they  had  used  them  and  found  them,  when 
so  situated,  to  be  a  nuisance,  or  because  there  was  to 
their  minds  a  sentiment  of  unclcanlineaa  in  having 
the  improved  privy  in  such  close  proximity  to  their 
dwelling  rooms.  Wo  expect  it  will  be  found  that 
many  other  people  will  share  this  feeling  with  them, 
^^^  and  that  this  objection  will  therefore  be  found  a  very 

^^H  potent  one. 

^^H  Here  we  may  quote  the  late  Dr.  Parkes : — "  Until 

^^H  there  is  greater  evidence  about  the  complete  deodori- 

^^^P  satiou  and  innocuousness  of  the  mixed  soil  and  earth 

^^^  when  retained  in  houses  {especially  in  the  tropics),  it 

Earth  do-  would  be  desirable  to  have  the  earth  closets  always 
external  to  the  houses,  and  if  possible  the  soil  should 
be  removed  daily."     {Hyyicne,  2d  ed.,  p.  332.) 

2.  That  the  earth  closet  gets  out  of  order.  This 
objection  is  answered  by  a  reference  to  the  schools 
and  jails  in  which  the  system  is  at  work,  and  it  is 
pointed  out  that  with  supervision  these  closets  do  not 
get  out  of  order,  while  water-closets  in  the  poor  parts 
of  all  large  towns  may  almost  be  said  to  be  never  in 
Must  not  order.  We  must  at  once  insist  that  it  is  not  fair  to 
things  un-  Compare  closets  over  which  a  daily  careful  supervision 
^''''  ia  exercised  with  others  which  are  supposed  to  work 
by  themselves,  and  to  require  no  supervision  what- 
ever, and  so  are  left  to  the  tender  mercies  of  careless 
persons.  It  should  be  pointed  out,  that  were  the 
earth  closets  to  come  into  general  u.se,  it  would  be 
absolutely  impossible  to  prevent  bedroom  slops  and 
so  forth  being  thrown  down  them,  especially  in  the 
ease  of  closets  in  the  upper  floors  of  houses  in  towns, 
in  which  case  it  is  obvious  that  the  pit  into  which  the 
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pipe  from  these  upstairs  closets  is  to  descend  directly  Earth  pit 
would  simply  become  a  cesspool,  with  the  additional  Tften  be- 
disad  vantage  over  the  old-established  cesspool,  of  not  ^^^ 
having  any  pretence  at  a  mechanism  for  keeping 
noxious  gases  from  getting  into  the  house;  in  fact, 
wherever  liquid  refuse  got  thrown  into  tihe  earth- 
closet,  either  upstairs  or  downstairs,  the  receptacle 
would  become  no  better  than  a  cesspool,  without  the 
advantages  of  a  well-constructed  one. 

3.  That  it  is  not  applicable  within  houses,  especially 
above  the  ground  floor.     There  can  be  no  doubt  that  invalid 
this  is  not  a  valid  objection,  except  indirectly,  for  the 
reasons  we  have  just  mentioned. 

4.  The  quantity  of  earth  required  in  the  case  oi 
towns  would  be  too  great.     With  regard  to  this  point 
Dr.  Trench  states  {First  Report  i2.  P.  C,  1868,  vol.  ii. 
p.  305)  that  Mr.  Bateman  has  calculated  "  that  for 
London  the  amount  of  soil  required  will  be  2,000,000  Amount 
cubic  yards  a  year,  which  would  necessitate  the  digging  which 
of  200  acres  to  the  depth  of  6  feet,  or  400  acres  3  "^^^ 
feet  deep,  every  year.     The  amount  required  in  Liver-  forLondon. 
pool,  calculated  on  the  same  ratio  for   population, 
would  be  400,000  cubic  yards,  or  the  digging  of  forty 

acres  to  the  depth  of  6  feet,  or  eighty  acres  to  the 
depth  of  3  feet."  If  one  of  the  objections  to  the 
paU  system  be  found  in  the  blocking  of  the  streets 
by  the  scavengers'  carts,  this  objection  must  hold 
with  increased  force  where  not  only  the  excremental 
matters  have  to  be  removed,  but  so  enormous  a 
quantity  of  earth  has  to  be  brought  into  the  town 
and  taken  out  again.  Mr.  Moule  indeed  believes  that 
this  may  be  done  **  without  any  increase  of  traffic  in 
the  streets"  by  some  underground  method.  Whether 
it  would  be  likely  to  cost  less,  or  even  as  little,  to 
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make  underground  tunnels  communicating  with  the 
loweat  part  of  every  houae  in  a  town,  tuiinela  which 
to  be  of  any  use  would  have  to  be  sufficiently  large  to 
allow  the  construction  of  a  tramway  in  them,  as  to 
use  the  existing  sewers  for  the  removal  of  excrement,  or 
even  to  construct  a  special  set  (as  proposed  by  Mr, 
Menzies)  of  pipe-sewers  for  this  purpose,  and  leave 
the  large  old  sewers  for  drainage,  we  leave  the  reader 
to  judge  for  himself. 

5.  The  objection  of  Professor  von  Pettenkofcr, 
brought  forward  by  Dr.  RoUeston  in  the  Ixmcet  of 
6th  March,  1869,  that  he  fears  the  greatest  danger 
from  the  earth  system,  especially  as  regards  cholera. 
With  regard  to  this  objection,  Dr.  Buchanan  points 
out  that  all  the  evidence  from  India,  especially  "  in 
respect  of  cholera,"  is  in  the  opposite  direction.  Dr. 
Rolleaton  thinks  that  because  the  soil  is  deodorised 
it  is  not  therefore  rendered  innocuous.  To  this  the 
supporters  of  the  earth  closet  system  reply,  that  the 
presumption  is  in  favour  of  the  contrary  opinion,  and 
that  no  facts  have  been  brought  forward  against  it. 
Dr.  RoUeston,  however,  in  defence  of  his  position,  has 
quoted  Dr.  De  Renzy's  statement  in  the  Fourth  Annual 
Report  of  the  Sanitary  Commissioner  with  the  Govern- 
ment of  India,  1867  (Calcutta,  1869),  p.  211,  par. 
440:— 

Dr.  Mouat  *tatt«  th&t  "although  adynamic  fevers  may  occur 
ootMaionall;  in  an  endemic  forai,  they  will  never  become  coalogious 
■o  long  OH  the  present  conBervaiiuy  amuigenientB  be  obtained."  Actual 
experience  has,  unfortunatety,  already  falsified  this  preiliction.  In 
186S  the  fever  appeared  vith  all  ita  former  virulence  in  the  Umhalla 
Jail,  and  cauaed  4B  deatha  out  of  a  strength  of  698  convicts,  and  lost 
ye«r  it  appeared  in  the  Peshawar  and  Ituwul  Pindce  jaiL  Nowhcri?, 
I  venture  tu  aay,  ia  the  dry  earth  ty*t«m  carried  ont  to  greater  perfec- 
tion than  in  the  Puujaub  jails,  &u(Cfw/a(f  Temaimtkalin  rpiU  of  the  motl 
UioTOugk  dMdontation  of  rxertUi,  tkt  tmtogwutnat  of  jaxl/tvtr  remains 
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He  also  quotes  the  Report  of  the  Sanitary  Commission 
for  Madras,  which  states  that — 

The  expense  attending  anything  like  a  system  of  conservancy  Expenae 

upon  the  dry  method  is  enormous,  and  even  in  carrying  it  out  to  the  *°d  diffi- 

cxtcnt  that  is  now  done,  the  greatest  difficulty  is  experienced  in  dis-  ^^^^' 

posing  of  the  refuse.     It  was  formerly  deposited  upon  waste  land  in 

several  localities,  but  these  became  such  intolerable  nuisances  that  it  Nuisance 

was  necessary  to  adopt  other  means.  caused  in 

Madras 

It  has  been  seriously  proposed  to  burn  the  refuse  ^*^»**«°<^y- 
matters,  but  now  the  question  of  employing  them  by 
irrigation  is  being  considered. 

Dr.  Mouat's  own  evidence  states  that  ^*  when  the 
admixture  with  earth  is  carelessly  performed,  or  where 
the  earth  used  contains  a  large  amount  of  moisture.  Danger  of 
the  fermentation  of  excrementitious  matter  will  take  ™<^"^"'«- 
place,  and  disease  will  be  the  certain  and  sure  result." 

This  objection,  then,  can  hardly  be  considered  to 
have  all  the  facts  against  it ;  in  fact,  in  a  variety  of 
different  ways  the  cabinet  inodore  would  become  a 
stinking  cesspool,  and  an  especially  dangerous  one. 

The  great  practical  objection  which  must  entirely 
condemn  the  system,  viz.  that  it  only  removes  a  small 
part  of  the  refuse  matter,  has  been  discussed  at  length 
already  (see  pp.  102-106).     We  are  quite  content  to 
accept  the  opinion  of  Colonel  Ewart,  quoted  as  follows 
by  the   Messrs.    Girdlestone   when   contrasting   the 
Milan  and  Paris  methods  of  water-tight  carts  with 
the  dry  earth  system : — "That  no  scheme  of  town  drain- 
age  can  be  recommended   which   is   dependent  on 
mechanical  arrangements  of  great  complexity,  and  in 
which  serious  risks  to  health  would  he  incurred  if  any  Risks  to 
fracture  or  defect  were  to  arise  in  the  machinery  used,  ddl^ti^™ 
or  any  of  those  failures  were  to  happen  which  are  working. 
necessarily  incidental  in  practice  to  such  a  scheme  " 
(The  Dry  Earth  System,  p.  29) ;  and  we  would  submit 
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that  till!  words  we  have  italiciaed  are  at  least  as  applic- 
able to  the  dry  earth  closets  as  to  the  improved  Paris 
cesspools,  which  latter  do  not  at  any  rate  depend,  aa  the 
former  do  entirely,  upon  the  continuous  and  sufficient 
supply  of  an  extraneous  material  of  a  particular 
quality  and  iu  a  particular  condition. 

The  Committee  of  the  British  Association  on  the 
Treatment  and  Utilisation  of  Sewage  arrived  at  the 
following  conclusions  {Report  1873,  p.  449)  : — 

All  conservancy  plans,  inclu<ling  midilen-heap  and  cesspool 
I  ByBteuis,  dry  a«h  and  dry  earth  cloacte,  {mil •close  19,  etc,  are  quite  in- 
competf^nt  oa  Bolutions  of  the  gtueral  question  of  the  removal  of  the 
rufuBC  matters  of  a  ixjimlation.  Such  plana  deal  with  only  a  araall 
part  of  the  liquid  manure  ;  townit  wliicli  ivHort  to  ono  of  tliem  require 
therefore  to  be  sewered,  and  the  sewage  requires  to  be  purilied.  The 
mauure  produced  is  in  all  cafes  (except  in  that  of  simple  pails  or  tuba 
where  no  extraneous  materiaJs  are  added)  poor,  and  will  only  bear  the 
coat  of  carriage  to  a  short  distance,  tAlcing  into  consideration  the  coet 
of  collection.  That  produced  by  the  dry  earth  system  is,  even  after 
tlie  earth  has  beeu  used  four  limes  over,  but  little  better  than  a  good 
garden .inould.  Such  plans,  moreover,  oil  violate  one  of  the  luost  im- 
portant of  sanitary  laws,  which  is  that  all  refuse  matters  which  are 
liable  to  become  injarious  to  health  should  be  removed  instantly,  and 
be  dealt  with  afterwards.  With  all  these  plans  it  is  an  obvious  advan- 
tage on  the  score  of  economy,  to  keep  the  refuse  about  the  premises  tta 
long  as  possible  ;  and  the  use  of  deodorants  of  various  sorts,  or  even 
of  disinfectants,  proves  that  this  is  the  case,  and  that  ihesu  systenis  all 
depend  upon  a  fallacious  principle.  They  should  therefore  be  discour- 
a(^  aa  mucli  as  puasiblo,  and  only  resorted  to  aa  temporary  expedients, 
or  with  small  populations  under  exceptional  circumstances. 

Let  us  finish  the  description  of  this  system  with 
two  quotations — one  from  the  paper  of  Messrs. 
Lawes  and  Gilbert,  already  referred  to  (see  p.  54) ; — 

Very  obvious  objecUons  to  such  a  system  ore  the  difficultieft  of  the 
supply  and  preparation  of  the  soil  in  the  case  of  towns,  or  even  in  the 
country,  in  wet  seasons ;  the  fact  that  but  little  of  the  urine  (containing 
as  it  does  so  lar^^  a  proportion  of  the  valuable  manurial  constituents 
of  human  eicretal  matters)  would  roach  the  compost  so  prei>arcd  ;  and 
thftt  in  the  manure  produced,  the  mure  valuable  matters  would  be 
diluted  with  so  liu^i'  a  proportion  of  conipamtively  useless  material, 
that  beyond  a  very  short  distanc*:  iko  cost  of  carriage  would  be  all  that 
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the  mamire  was  worth.     On  the  other  hand,  that  the  adoption  of  such 

a  system  would  be  a  great  improvement  in  a  sanitary  point  of  view,  A  sanitary 

in  the  cases  of  sick  rooms,  detached  houses,  or  even  villages  where  the  i^iprove- 

water  system  is  not  available,  and  that  it  might  be  even  economical,   ^^o,^ai 

where  the  earth  for  preparation  and  absorption,  and  the  land  for  utilisa-  in  some 

tion,  are  in  close  proximity,  may  perhaps  be  readily  granted  ;  but  we  are  places. 

certainly  not  so  sanguine  as  the  Rev.  Mr.  Moule,  who  seems  to  think 

that,  with  the  aid  of  earth  closet  companies,  his  plan  is  as  practicable 

for  large  towns  as  is  the  supply  of  water,  gas,  and  coal  at  present^  and 

much  more  so  than  the  removal  and  utilisation  of  dilute  town  sewage. 

And  the  other  from  the  First  Keport  (vol.  i.  p.  50)  opinion  of 
of  the  Kivers  Pollution  Commissioners,  1868,  who,  PouSioT 
having  remarked  on  the  special  service  and  attention  9**°*™*'- 

o  ^  r  sioners. 

which  these  closets  require,  thus  conclude. 

Add  to  these  circumstances  the  enormous  aggravation  of  all  the 
difficulties  of  the  plan,  when  not  60  but  60,000  households  have  to  be 
provided  with  the  necessary  appliances  and  induced  to  work  them 
properly,  and  we  can  have  no  hesitation  in  pronouncing  the  dry  earth 
system,  however  suitable  for  institutions,  villages,  and  camps,  where 
personal  or  official  regulations  can  be  enforced,  entirely  unfitted  to  the 
circumstances  of  large  towns. 

There  can  be  no  doubt  that  a  well-managed  dry  Summary, 
earth  conservancy  system,  or  midden  and  ash-pit 
system,  is  better  than  no  system  at  all,  but  it  by  no 
means  follows  that  they  are  free  from  danger.  They 
both  go  upon  a  wrong  principle:  we  do  not  want 
conservancy  at  all ;  our  first  object  must  be  to  get 
rid  of  refuse-matters,  and  not  to  see  how  long  we  can 
keep  them  about  our  houses  in  a  presumed  harmless 
condition. 

THE    DISPOSAL   OP   SLOP- WATERS   IN    SMALL   VILLAGES. 

In  villages  where  there  is  no  public  water  supply, 
each  house  obtaining  water  from  its  own  private  well, 
the  quantity  of  water  available  is  often  insufficient  for 
the  proper  supply  and  flushing  of  water-closets.  In 
such  villages,  where  the  privies  and  cesspits  have  been 
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replaced  by  pail,  earth,  or  charcoal  closets,  there  is 
the  difficulty  of  disposing  of  the  slop  waters,  which 
are  usually  allowed  to  run  off  into  open  ditches,  there 
to  stiignutc  and  give  rise  to  offensive  emanations,  or 
into  "sumpt"  holes  in  the  gai-den,  generally  not  far 
from  the  cottage  door,  into  which  also  organic  refuse 
of  various  kinds  is  thrown,  thus  causing  a  peimanent 
and  serious  nuisance.  Sometimes  the  waste  waters 
are  allowed  to  flow  into  streams  which  they  pollute 
almost  as  much  aa  if  the  solid  excreta  were  mixed 
with  them.  Where  the  cottages  have  gardens  the 
slop-waters  may  be  disposed  of  and  utilised  by  sub- 
irrigation,  and  only  a  vei-y  small  piece  of  ground  is 
required  for  this  purpose  (Mr.  Rogers  Field  considers 
tliat  four  perches  is  sufficient  for  an  ordinary  cotti^e). 
In  Mr.  Netten  Radcliffe'a  Report  on  Excrement 
Nuisances  (Appendix  to  Report  M.  0.  P.  C.  and 
L.  G.  B.,  No.  [I.,  1874)  we  find  an  account  of  various 
methods  of  effecting  this  purpose. 

In  certain  new  cutUges  at  Holtun,  Buelu,  c>n  tlie  estnle  of  Sir 
Antlicmy  dc  ItotliM-.liilil,  the  slops  are  conducted  by  a  drain  to  a  email 
wntcNli^ht  receptacle  in  the  ^-anlen,  whence  it  u  proposed  thnt  they 
■lull  be  ladled  from  time  to  lime  for  gttrdcn  purposeB.  Theae  cottagea 
are  provided  with  earth  closets,  and  each  cottage  has  attached  to  it  40 
poles  of  ganlen  groiiDil.  It  is  cftlculalcd  tlial  the  manure  ftoni  the 
earth  clouts  and  the  t\a\»  niaj  be  &11  utilised  in  ^rdening  this  plot. 
Another  method  of  disposal  is  followed  at  the  cottages  of  the  InduS' 
trioos  Aid  Society,  Hereford,  Here  sub-imgatiop  is  used  to  get  rid 
of  the  ilopa.  Each  cottage  has  a  (i^rden  plot  of  a  siitb  of  an  aire, 
I  and  in  this  plot  sub-irrigation  drains  are  laid  for  the  alops  with  small 
'  catch-pits  at  intervals.  The  atop*,  however,  eicept  when  in  large 
quantities,  be  the  contents  of  a  washing  tub,  penetrate  bnt  n  very  short 
ilintftuce  into  the  drains.  The  porous  loamy  soil  readily  absorbs  tlie 
liquid,  and  no  auiamce  arises. 

A  third  method  is  carried  out  at  the  Rev.  Henry 
Moule's  house  at  Fonliugtou,  Dorset. 

Tlic   liquid   refu.w   of  the  bousrhoIO   flows  to  a  eutch-pit  in  tbe 
garden,  which  bus  an  overflow  into  ■  sob-ini^Uion  drain.     The  garden 
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is  cultivated  by  alternate  cropping,  the  only  manure  applied  to  it  being 
the  fresh  slops  which  are  ladled  from  the  catch-pit  and  distributed  to  Ladling 
the  garden  daily.     Luxuriant  successive  crops  of  garden  vegetables  *^d  sub- 
are  obtained  in  this  manner,  and  Mr.  Moule  is  of  opinion,  as  the  "^g*"*^"* 
result  of  his  experiments,  that  the  liquid  refuse  of  a  family  of  from 
seventeen  to  twenty  persons  can  be  thus  profitably  used  on  5   or 
6  perches  of  ground,  as  many  as  three  or  four  crops  being  grown 
yearly. 

Mr.  Radcliffe  observes,  "so  far  as  this  inquiry  is 
concerned  the  method  described  appeared  to  be  a  very 
feasible  way  of  obviating  nuisance  from  slops,  where 
garden  ground  and  intelligent  labour  were  available 
for  its  adoption/' 

A  fourth  method  of  disposal  of  slops,  in  which  the 
difficulty  of  sub  -  irrigation  by  gravitation,  from  the  sub-imga- 
smallness  of  the  ordinary  flow,  is  overcome,  has  been  conned" 
invented  by  Mr.  Kogers  Field.     The  slop-waters  are  JH^^matic 
conveyed  outside  the  house  by  the  sink  waste-pipe  to  flush-unk. 
a  flush -tank.     This  tank  is  cylindrical  and  made  of 
iron  or  stoneware.      At  the  top  is  a  movable  cover 
and  grating  which  is  connected  with  a  trapped  inlet, 
the  slop-waters  entering  through  this  grating  and  in- 
let.    The  tank  is  ventilated  by  a  special  pipe.     The 
outlet  consists  of  a  siphon  so  arranged  that  no  dis- 
charge can  take  place  till  the  tank  is  full.     The  inner  DescHp- 
end  of  the  siphon  begins  some  little  way  from  the  AuSi^ank. 
bottom  of  the  tank,  so  that  sediment  at  the  bottom 
is  not  drawn  through  the  siphon,  and  for  this  purpose 
it  is  also  protected  by  a  wire  strainer.     The  outer  end 
of  the  siphon  is  continued  considerably  lower  than  the 
inner  end,  and  enters  a  discharging  trough,  which  is 
provided  with  a  weir,  in  which  is  a  notch,  so  as  to 
keep  back  a  little  of  the  water,  over  which  the  siphon 
ends.     The  notch  in  the  weir  is  intended  to  drain 
away  most  of  the  water  after  the  tank  has  discharged, 
and  thus  unseal  the  trap  at  the  outer  end  of  the 
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siphon,  putting  it  out  of  actiou.  If  the  outer  end  of 
the  siphon  were  still  to  remain  trapped  after  discharg- 
ing, it  would  be  what  is  kno^vn  as  "  self-contained," 
and  liable  to  discharge  continuoufily  a  weak  and  feeble 
current  quite  ineffective  for  flushing  purposes.  As 
soon  as  the  tank  is  fuU  some  of  the  liquid  passes 
through  the  siphoQ,  fills  up  the  discharging  trough 
faster  than  it  cau  escape  by  the  notch  in  the  weir, 
and  traps  the  outer  end  of  the  siphon.  The  flow 
of  water  coutinuing  carries  air  along  with  it  which 
bubbles  up  from  the  outer  end  of  the  siphon,  and  this 
is  soon  sufficiently  exhausted  of  air  to  be  brought  into 
action  by  the  preponderating  atmospheric  pressure 
upon  the  surface  of  the  liquid  in  the  tank.  This  tank 
differs  in  action  from  that  invented  by  Mr.  Field  for 
tlie  purpose  of  discharging  clean  water,  in  which  there 
is  an  annular  siphon  with  an  inverted  lip  at  the  top 
of  the  discharging  pipe,  in  that  the  flow  of  water 
required  to  start  the  siphon  action  is  considerably 
greater.  A  very  small  Ijut  constant  dribble  will  start 
the  annular  siphon,  but  a  considerably  greater  impetus 
is  required  to  set  in  action  the  tank  above  described, 
a  condition  which,  in  concction  with  its  use  as  a  dis- 
charge tank  for  house  waste-watei-s,  is  probably,  in 
practice,  never  absent 

The  liquid  discharged  from  the  tank  passes  into 
2-inch  agricultural  drain  pipes,  laid  at  a  depth  of 
about  12  inches  in  the  soil,  upon  a  bed  formed  of  larger 
agricultural  pipes  divided  longitudinally  in  halves. 
These  sub-irrigation  drains  are  connected  with  the 
"  flush-tank  by  a  longer  or  shorter  portion  of  water- 
tight drain,  according  to  the  position  of  the  irrigated 
laud  with  reference  to  the  house. 

From  Mr.  Netteu  Radcliflfe's  Beport,  we  find  thiit, 
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The  foregoing  inveiition  for  separate  houses  has  been  further  de- 
veloped, 60  as  to  meet  the  general  wants  of  a  community,  by  Mr.  Bailey 
Denton,  in  conjunction  with  Mr.  Field.    The  same  difficulties  have  been 
experienced  in  dealing  with  and  utilising  readily,  economically,  and 
inoffensively,  the  liquid  refuse  of  villages  and  towns,  as  with  that  of 
separate  houses,  and  from  the  same  causes,  the  ordinary  insignificance, 
and  occasional  irregularities  of  flow.    To  meet  these  difficulties  Messrs. 
Bailey  Denton  and  Bogers  Field  have  designed  a  tank,  termed  by 
them  the  ''  Automatic  Sewage  Meter,"  which  is  constructed  on  the  same  Antomatie 
principles  as  Mr.  Field's  flush-tank.     This  meter  provides  for  the  ac-   "aewage 
cimiulation  of  the  liquid  refuse,  and  for  its  automatic  discharge,  at  ™®**'' 
definite  intervals,  in  quantities  admitting  of  distribution  over  land  by 
gravitation,  for  purposes  of  irrigation. 

A  meter  of  this  kind  has  been  in  use  about  three 
years  (1871-1874)  in  the  hamlet  of  Eastwick  near 
Leatherhead   (Mr.   Kadcliflfe's  Keport,   1874).      The 
sewage  and  liquid  refuse  of  a  mansion  and  farm  home- 
stead, the  drainage  from  cattle  sheds  and  stables  of  the 
farm,  and  the  liquid  refuse  of  thirteen  cottages  (where 
improved  midden-pits  receive  the  solid  excrement)  is 
conveyed  to  the  meter,  which  has  a  capacity  of  500 
gallons,   and   discharges  in  ordinary  weather  three 
times  in  two  days.    The  several  discharges  are  received 
on  different  portions  of  a  plot  of  ground,  prepared  for 
the  purpose,  and  which,  measuring  3  roods  3  perches, 
serves  ordinarily  for  the  effective  and  profitable  utilisa- 
tion of  the  whole  liquid  refuse  of  the  several  cottages, 
the  mansion,  and  the  farmstead.    Luxuriant  crops  have  Lnxuriant 
been  grown  upon  the  irrigated  land.    Mr.  Hutchinson,  grown, 
the  steward  of  the  estate,  estimates  the  yearly  value  Yearly 
of  the  crops  obtained  at  £25,or  at  the  rate  of  £32  :  10s.  Se"wop«. 
per  acre,  and  the  outlay  in  attendance  upon  the  land 
and  meter  as  £7  :  16s. 

Mr.  Netten  Kadcliffe  says, 

In  regard  to  abatement  of  slop  nuisance,  and  I  may  add  also  largely 
of  farm  nuisance,  among  a  rural  community,  the  arrangements  at  East- 
wick are  the  most  complete  and  satisfactory  I  have  yet  seen.  Not- 
withstanding the  contiguity  of  the  irrigated  land  to  the  mansion,  no 
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nuieancc  u  experienced  from  it,  whereas  previous  to  tbe  present  arrange- 
iiionts,  when  the  slops  of  the  mansion  and  cott^jes  found  their  way 
iutfl  neiijhbouring  ditches  and  decomposed  there,  considerable  nuisance 
had  existed.  With  some  Btructutol  alterations  in  the  privies  .  ,  . 
the  arrangements  at  Eostwick  may  be  re^^arded  as  a  pattern  to  be 
followed  by  villages  and  small  towns  similarly  circuniBtanced,  From 
what  has  abeody  been  said,  it  may  be  inferred  that  the  "  Automatic 
Suwage  Meter"  admits  of  wide  application,  i[i  removing  the  difficulties 
which  often  beset  the  disposal  of  the  sewage  of  communities  larger  than 
Eastwick.  It  aimplifiefl  the  whole  question  of  dealing  with  the  sewage 
of  small  towns,  villages,  isolated  institutions  and  mansions,  while 
secnring  the  most  efficient  application  of  the  sewage  to  land,  both  for 
purification  and  utilisation,  with  the  least  expenditure  of  labour.  .  .  . 
All  these  methods  dispose  of  the  slops  by  distributing  them  to  the 
soil  either  upon,  or  beneath  the  surface,  or  in  both  ways  inl^rmittentty, 
— in  other  words  by  intermittent  irrigation. 

As  regards  the  disposal  of  liquid  hoxise  refuse, 
other  than  on  or  tlirough  land,  it  appears  from  Mr. 
Radcliffe's  Report  (p.  170)  that  "  Dr.  Francis  Bond  of 
Gloucester  believes  that  it  is  quite  practicable  to 
depurate  liquid  house  refuse  before  it  leaves  the  pre- 
mises, 80  that  what  flows  away  shall  not  be  productive 
of  nuisance.  This  he  purposes  to  effect  by  suljjecting 
the  refuse  to  a  combined  process  of  straining,  chemical 
precipitation  and  filtration.  The  apparatus  for  the 
purpose  consisted  of  an  ordinary  water-butt  with  a 
simple  strainer  at  the  mouth,  and  Hoating  filter  withiu." 
The  precipitating  substaccc  used  by  Dr.  Bond  is 
termed  by  him  cupralum,  and  is  a  mixture  of  cupric 
dichromate  and  aluminic  wilphate  with  tcrt-benc. 

81op  waters  and  liquid  house  refuse  being  nearly 
identical  in  composition  and  behaviour  to  precipitat- 
ing agents  with  ordinary  sewage,  and  seeing,  as  we 
shall,  that  ever)-  attempt  to  purify  and  utilise  sewage 
by  chemical  precipitation  and  straining  processes  has 
failed,  it  is  not  ditHcult  to  predict  that  any  attempt 
to  deal  with  these  waste  waters  in  a  similar  way 
must  also  end  in  failure. 
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On  the  whole  then,  we  are  of  opinion  that  for  Summary, 
villages  which  are  not  provided  with  a  general  system 
of  sewerage,  the  best  plan  for  the  disposal  of  the  refuse 
matters  is  the  adoption  of  earth  closets  under  careful 
and  systematic  supervision,  and  the  provision  of  self- 
acting  flush -tanks  for  the  disposal  of  the  slops  and 
waste  water  by  sub-irrigation  drains. 


CHAPTEK  V 


WATER-CLOSETS  AND  WATER  SUPPLY 


We  have  seen  that  in  many  towns  it  has  been  found 
advisable  to  connect  the  cesspools  with  the  already 
existing  drains.  It  is  hardly  necessary  to  point  out 
Drains  that  diaius  exist,  or  ought  to  exist,  in  every  town  or 
neMisary.  y^gg^  f^j,  ^j^^  carrying  away  of  the  surface  and  sub- 
soil water  and  refuse  of  various  kinds. 

We  have  also  said  that  by  this  connection  of  the 

cesspools  with  the  drains  the  principle  of  a  cesspool  is 

entirely  abolished  and  its  use  not  easily  seen.      In 

fact,  if  any  part  of  the  decomposing  materials  from 

excrement  be  allowed  to  pass  into  the  drains  of  a  town, 

it  is  difficult  to  see  why  the  whole  of  it  should  not 

Why  re.     bc   allowcd  to   do   SO.      By  interposing  a   cesspool 

^1,*^*     between  the  privy  and  the  drain,  we  form  a  collection 

of  putrefying  matter  in  the  close  vicinity  of  the  house, 

and  with  this  system  the  inhabitants  of  towns  may  be 

well  said  to  be  ''living  on  a  dungheap."     On  the 

other  hand,  by  connecting  the  privy  directly  with  the 

drain,  the  refuse  matters  pass  immediately  away  from 

the  house,  and  so  from  the  town. 

Water  I*  has,  howcvcr,  been  found  necessary,  in  order  to 

to^w     ^^sure  this  passage  being  as  quick  and  perfect  as  pos- 

•peedy        siblc,  that  Water  should  be  thrown  down  the  privy,  in 

excwu.       order  that  the  refuse  matter  may  be  washed  away  at 
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once,  and  so  water-closets  of  various  forms  have  come 
to  be  established  in  most  towns. 

In  the  First  Report  of  the  Health  of  Towns  Com- 
mission (1844)  special  attention  is  given  to  the 
question  of  the  desirableness  of  the  change  of  middens 
and  cesspools  into  water-closets.  Such  opinions  as 
the  following  are  continually  expressed  by  the  wit- 
nesses examined  by  these  Commissioners : — 

Water-closets    should   be    substituted    for   necessaries,   and    no 
accumulation  of  excrement  allowed.  ...  It  is  evident  that  the  only 
complete  remedy  is  to  prevent  the  accumulation  of  manure  in  such  Prevention 
large  quantity  in  the  immediate  neighbourhood  of  dwellings,  by  wash-  ®'  accumn- 
ing  it  away  into  the  sewers,  that  is  by  the  erection  of  water-closets  in  ^f^  ^ 
all  cases  where  houses  are  built  closely  together  ;  where  great  economy  desirable, 
is    important,   a  very   simple   form   of  water-closet   would   sufQce. 
(First  Eeport,  vol.  i.  p.  212.) 

Again — 

The  general  adoption  of  apparatus  of  the  nature  of  a  water- 
closet  would  be  an  immense  stride  to  general  cleanliness,  and  would 
unquestionably  diminish  by  three-fourths  the  pernicious  exhalations  Obvious 
that  emanate  from  all  the  courts,  alleys,  and  backyards  of  the  town,   advantage* 
It  would  also  abolish  the  obnoxious  employment  of  night-soil  collect-  J^'^ti^^ 
ing,  which  is  not  only  injurious  to  the  health  of  the  persons  engaged  removal, 
in  the  trade,  but  is  likewise  detrimental  to  the  community  at  large. 
{Fird  Eeporty  vol.  i.  p.  306.) 

At  Liverpool,  where  there  was  a  clause  in  the  Evasion 
Sewerage  Act  against  the  connection  of  soil-pipes  from  ^tion." 
water-closets  with  the  public  sewers,  it  was  found  to 
be  constantly  evaded,  thus  showing  the  importance  to 
the  inhabitants  of  that  communication.     The  reason 
given  for  this  prohibition  was  that  it  was  a  question — 

Whether  the  filth  and  soil  from  water-closets  being  allowed  to 
go  into  the  sewers  and  thus  pass  through  a  great  portion  of  the  town, 
emitting  noxious  smells  to  escape  from  the  eyes  of  the  sewers,  is  not 
more  detrimental  to  the  general  health  of  the  inhabitants  than  when  Why  it 
it  runs  into  cesspools  upon  the  premises  of  the  occupants,  and  emptied  «»8ted. 
only  when  necessary,  because  the  cesspools  can  be  so  constructed  as  to 
be  perfectly  air-tight,  and  prevent  any  escape  unless  when  emptied. 
(Second  Report,  vol.  i.  p.  146.) 

We  have  already  seen  that  cesspools  practically  are 


CaupooU 
not  impcr- 
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never  so  constructed,  and  that  their  contents  always 
to  a  certain  estent  escape  from  them  into  the  sur- 
rounding soil  and  are  carried  away  by  the  drains, 
and  that  in  fact  in  many  cases  they  are  specially  so 
constructed  that  their  contents  shall  escape  as  freely 
as  possible.  We  shall  hereafter  show  that  the  sewage 
of  a  town  supplied  with  middens  and  cesspools  is  to 
all  intents  and  purposes  as  ofl'ensive  and  as  noxious 
as  that  from  a  town  entirely  supplied  with  water- 
closets  ;  it  may,  indeed,  be  more  so. 

But  besides  this,  if  the  reason  given  above  means 
anything,  it  means  that  it  is  more  dangerous  for  foul 
water  to  pass  through  and  away  from  a  town,  with 
some  chance  at  any  rate  of  uo  great  an  amount  of 
decomposition  taking  place,  than  for  it  to  remain  for 
some  time  in  cesspools  under  yards  and  houses,  de- 
composing, and  emitting  nauseous  effluvia  continually 
— a  manifest  al)surdity. 

At  Bristol  the  outside  privies  are  connected  with 
tlie  sewers,  but  they  are  not  supplied  with  water. 
"  They  are  made,  not  with  the  earthenware  pan  and 
trap,  in  the  rough  use  of  which  by  careless  folks  so 
much  difficulty  is  experienced  in  other  towns,  but 
with  a  stone  shoot  and  '  eject '  communicating  with  a 
9-inch  pipe,  nnd  the  whole  well  set,  under  rules 
printed  by  the  Local  Board,  and  acted  on  in  practice. 
Certainly  the  stone  traps  or  ejects  often  get  blocked, 
but  not  more  frequently  (if  so  often)  as  under  the  cus- 
tomary arrangement  of  pan,  trap  and  wretched  water 
supply  of  the  poor  quarters  of  most  towns  ;  while  the 
construction  allows  of  articles  that  are  improperly 
thrown  into  the  privy  being  easily  pulled  out  or  Bushed 
away."     (Xinth  Report  M.  O.  P.  C,  pp.  (13,  64.) 

The  priv}'  is  required  to  be  constructed  according 
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to  the  following  rules  issued  by  the  Bristol  Local  Rules  for 
Board  of  Health,  which  are  given  in  Mr.  RadcliflFe's  stolon 
Report  on  Excrement  Nuisances  (Appendix  to  Report  ^^^ 
M.  O.  P.  a  and  L.  0.  B.,  No.  II.,  1874) :—  eject. 

The  trunk  of  the  privy  to  be  of  brickwork  set  in  cement,  and 
rendered  on  the  four  inside  faces  with  cement  not  less  than  1  inch  in 
thickness. 

The  eject  to  be  of  freestone,  not  larger  than  18  inches  long,  by 
9  inches  wide,  and  1 2  inches  deep,  having  the  tongue  standing  at  least 
3  inches  in  the  water. 

The  drain  to  be  of  9 -inch   stoneware  pipes,  properly  laid   and 
jointed,  and  with  a  fall  of  not  less  than  1  inch  in  5  feet 

The  privy  to  be  ventilated  by  means  of  an  opening  of  not  less 
than  9  inches  square,  communicating  with  the  external  air,  and  if  the 
privy  be  situate  in  a  dwelling  house,  and  communication  with  the  ex- 
ternal air  cannot  be  otherwise  readily  obtained,  an  air-tight  trunk  or 
shaft  of  not  less  than  9  inches  square  is  to  be  provided  and  fixed. 

All  the  works  to  be  executed  as  the  Board's  Surveyor  shall  direct, 
and  to  his  satisfaction. 

The  eject  forms  a  capacious  dip  trap,  but  this  free- 
stone eject  may  now  be  replaced  by  a  stoneware  trap 
of  a  similar  kind. 

The  advantages  claimed  for  this  kind  of  privy  are 
its  little  liability  to  set  out  of  order  from  careless  use  Advan- 

...  .  .         tages 

or  from  violence,  and  the  facility  with  which  foreign  claimed, 
matters,  that  may  have  been  cast  into  it,  can  be  re- 
moved without  damaging  the  structure. 

Mr.  Radcliffe  examined  a  considerable  number  of 
these  privies  in  the  poorer  parts  of  the  city,  and 
among  the  population  most  liable  to  misuse  them,  and  state  of  the 
found  with  few  exceptions  the  ejects  "free  from  ac-  p"^*®*** 
cumulated  matters,  and  the  trunks  clean  and  without 
offence."  On  the  other  hand  several  privies  in  West- 
bury-on-Trym,  of  similar  construction,  were  found 
blocked,  and  the  trunks  "  filled  almost  to  the  brim 
with  excrement,  and  others  were  found  foul  within 
and  most  offensive."  In  fact  the  privies  here  were 
in  the  state  in  which  Mr.  Kadcliffe  had  been  accus- 
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tomed  to  find  other  forma  of  water-closet  elsewhere, 
in  which  flushing  by  band  has  been  depended  upon, 
as  a  means  of  cleansing  them.  The  difference  in  the 
state  of  the  privies  in  Westbury-on-Trym  and  in  Bristol 
indicated    con-csponding    differences    in    supervision, 

Conditions   management,  and  water  supply.     Three  conditions  are 

to  jniccesa.  found  nccessaTy  to  the  successful  working  of  the 
Bristol  privy,  namely — (l)  Frequent  systematic  in- 
spection. (2)  The  sanitary  authority  being  prepared 
to  cleanse,  and  undertaking  to  cleanse,  the  privies 
where  necessary.  (3)  A  plentiful  and  readily  acces- 
sible supply  of  water. 

snitabiiiiy         As   to  the  Suitability  of  these  closets  for  other 

IZ,^"'     towns,  Mr.  Radcliffe  says, 

Uiider  these  condltiotis  llic  BHstol  privy  work*  well  in  Bristol, 
but  iu  jniiging  of  its  applicability  elaewliere,  iLaother  highly  import&nl 
coDBideration  should  nut  be  overlooked.  The  poorer  population  of 
Bristol,  which  most  nccda,  and  indeed  Absolutely  requires  the  active 
interference  uf  the  Corporation  in  it«  Nuiitory  management,  ia  for  the 
miMl  part  housed  in  unall  boiuec,  which  lorcljcont^n  more  than  two 
fnniilies.  Tliis  gives  great  facility  in  dealing  vrith  individual  houses 
Hiid  families,  an  reganis  excrement  dispoBol,  general  Banilary  manage- 
ment, and  the  control  of  infeetious  dtieose.  The  problem,  in  fact,  of 
excrement  disposal  in  Brintol  is  very  different  from  that  which  pre- 
sents iteelf  in  Liverpool  or  Glasgow.  The  number  of  families  having 
access  to  a  privy  in  Bristol  obvioiwly  exercised  a  considerable  influence 
upon  the  stat«  in  which  it  was  found,  as  to  freedom  or  not  from  filth. 
—{Appendix  to  Rrport  M.  0.  P.  C.  and  L.  G.  B.,  No.  IT.,  pp.  207-200.) 

This  ehows  that  it  will  not  do  merely  to  connect 
privies  with  the  sewers ;  there  must  be  some  ready 
means  of  flushing  them  from  time  to  time. 
Pomuof  There  are  many  different  forms  of  water-closet, 

Z'^i.  ^"t  for  the  sake  of  claasilication  they  may  all  be  ar- 
ranged under  one  of  two  heads.  Thus  in  class  I.  we 
shall  consider  closets  iu  which  there  is  no  special  ap- 
paratus for  retaining  water  in  the  basin,  such  being 
hopper  and  wash-out  closets  ;  in  class  11.  closets  which 
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have  some  special  apparatus  for  retaining  water  in  the 
basin,  such  being  the  pan,  valve,  and  plug  closets. 

The  hopper  closet  consists  of  an  inverted  stoneware  Hopper 
cone,  connected  below  with  a  curved  pipe  retaining    °** 
water,  called  a  siphon  trap,  from  the  water  retained 
being  sufficient  to  prevent  the  free  passage  of  air 
through  the  pipe.    The  old  form  of  hopper  closet  called 
the  "  long  hopper,"  from  the  length  of  the  cone,  is  a  Long 
bad  one,  from  the  difficulty  of  flushing,  and  the  con-    ^^^^' 
sequent  fouling  of  the  basin.     A  better  form  of  this  Betterform 
closet  is  a  shorter  cone  with  the  back  of  the  cone  or  doeet^'^ 
hopper  made  nearly  vertical,  as  it  is  found  that  the  slop- 
ing back  becomes  very  much  soiled  by  the  solid  excreta. 

This  form  of  closet  is  best  flushed  from  a  water-  should  be 
waste  preventing  cistern,  of  a  capacity  of  2  or  2^  from  a 
gallons,  placed  not  less  than  4  feet  above  the  seat,  the  ^|^"pre. 
service  or  supply-pipe  to  the  closet  being  of  large  size,  ^^ting 
1^  or  1^  inch  in  diameter.      The  water  should  be 
admitted  to  the  basin  by  a  flushing  rim,  which  will  Flushing 
cause  the  sides  of  the  basin  to  be  thoroughly  washed, 
and  the  trap  below  effiectually  flushed  out.    Any  mode 
of  admission  which  causes  the  water  to  whirl  round 
and  round  in  the  basin  will  not  flush  out  the  trap,  and 
consequently  some  of  the  excreta  will  be  left  behind. 

The  advantages  of  closets  of  the  hopper  tjrpe  are  Advan- 
that  they  are  simple  in  construction,  inexpensive,  have  ^;^' 
no  confined  space  where  foul  air  can  accumulate,  and  '^'"^ 
convey  slop  waters  away  at  once,  there  being  no  neces- 
sity for  providing  an  overflow-pipe. 

The  disadvantages  are  that  no  water  remains  in  Disadnn- 
the  basin,  and  that  amongst  dirty  or  careless  people,  *^ 
they  may  be,  and  frequently  are,  used  again  and  again 
without  being  flushed,  until  the  trap  is  choked  up. 

In  the  wash-out  closet,  the  basin,  which  is  of  stone- 


138  WATER-CLOSETS   AND    WATER   SUPPLY 

ware  or  china,  is  so  shaped  that  a  small  quantity  of 
water  remains  in  it  to  receive  the  exereta.  The  excreta 
and  water  are  flushed  out  of  this  basin  through  an  open- 
ing at  the  side,  front,  or  back  into  the  siphon  trap  below, 
and  80  into  the  soil-pipe.  A  diffienlty  in  this  form 
of  closet  is  to  flush  everything  out  of  the  trap  beneath 
with  2  or  2^  gallons  of  water.  The  rush  of  the  water 
from  the  flushing  eiatern  is  broken  by  the  force  necessary 
to  clear  out  the  contents  of  the  basin,  and  then  the 
water  falls  into  the  trap,  but  often  without  sufficient 
force  to  propel  the  excreta  through  the  trap.  Still  there 
are  several  forms  of  wash-out  closet  which  can  be  efl'ec- 
tually  flushed  with  2  or  2^  gallons,  and  they  have  this 
advantage  in  addition  to  those  previously  mentioned  as 
belonging  to  the  hopper  closet,  that  careless  people  will 
not  use  them  repeatedly  without  flushing,  as  the  excre- 
ment would  accumulate  unpleasantly  in  the  basin.  On 
the  other  hand  the  basin  is  very  apt  to  become  soiled 
by  solid  matters,  especially  near  the  outlet. 

With  these  two  forms  of  closet,  waste-preventing 
cisterns  should  be  used,  both  for  the  sake  of  economy 
of  water,  and  because  the  water  in  the  house  cistern, 
used  for  drinking,  will  not  then  run  any  risk  of 
being  eontamiuated  by  foul  air  &om  the  closet  basin 
ascending  the  supply-pipe.  Should  the  water  be 
supplied  by  constant  service,  the  waste -preventing 
cistern  is  especially  necessary,  to  obviate  the  danger  of 
the  water  in  the  mains  becoming  contaminated  by 
the  ascent  of  foul  air  or  liquid  filth  up  the  supply- 
pipe  into  the  water-main. 

These  closets  must  be  protected  from  frost,  as  the 
china  or  stoneware  traps  arc  liable  to  crack  during 
very  cold  weather.  They  are  best  suited,  too,  for  use 
'■'••■        in  thf  basements  of  houses,  where  the  china  or  stone- 
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ware  traps  can  be  directly  connected  with  the  drains. 
When  used  upstairs  in  connection  with  lead  or  iron 
soil-pipes  they  should  either  be  provided  with  lead 
instead  of  stoneware  or  china  traps,  or  special  pre- 
cautions should  be  taken  to  make  the  joint  between 
the  china  or  stoneware  trap  and  the  metal  pipe  per- 
fectly secure  (see  p.  143). 

The  retention  of  a  larger  quantity  of  water  in  the 
basin  is  more  fully  provided  for  in  the  "  Dececo  "  closet,  "Dececo" 
the   invention   of  Colonel  Waring,  which   has   been  ^*^^' 
recently  introduced  in  the  United  States.     This  is  a 
modification  of  the  short  hopper  closet,  in  which  the 
ascending  arm  of  the  siphon  is  carried  up  much  higher 
than  usual,  so  that  water  stands  at  a  considerable 
height  in  the  basin :  the  descending  arm  of  the  siphon 
ends  in  an  an-angement,  the  action  of  which  is  similar 
to  that  of  the  weir  in  Mr.  Rogers  Field's  flush-tank, 
so  that  when  the  contents  of  the  water- waste  pre-  water 
venter  are  discharged  into  the  closet  basin,  the  siphon  basin, 
is  set  in  action  and  the  contents  of  the  basin  carried 
away.      The  water -waste  preventer  used  with   this 
closet  is  so  constructed  that  the  basin  is  recharged 
with  water  after  the  siphonic  action  has  ceased. 

We  now  come  to  the  consideration  of  closets  of 
the  second  class,  which  have  some  special  apparatus 
for  retaining  water  in  the  basin. 

The  pan  closet  is  of  all  forms  the  one  that  has  Pancioeet. 
been  and  is  still  most  frequently  used,  and  it  is  the 
worst  devised,  and  the  one  which  most  readily  and 
surely  becomes  a  nuisance.     It  consists  of  a  conical 
china  basin  in  which  water  is  retained  by  a  movable 
metal  pan ;  the  pan  is  made  of  such  a  size  that  to  Deaciip- 
allow  of  its  swinging  back  to  give  passage  to  the  water  ciwet  ^^" 
and  excreta  a  large  rounded  receptacle,  usually  of  iron. 
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ia  ueceasaiy,  which  ia  called  the  "  container."    A  pipe 
passes  from  the  laottom  of  the  container  into  a  trap 
beneath,  which  is  usually  one  of  the  kind  called  from  its 
shape  a  D  trap.    When  the  pan  ia  swung  back  by  raising 
the  handle,  the  soil  is  throwu  upon  the  sides  of  the  con- 
tainer, where  a  thick  layer  of  foul  matter  is  soou  formed, 
Dsngera      and  the  fcetid  air  resulting  from  the  decomposition  of 
frlm'uiB  of  tlus  f**"'  matter  is  forced  through  the  opening  above 
pu  doscto  jjjtQ  tjjg  air  of  the  closet.     The  D  trap  is  also  an  in- 
imps.        sanitary  apparatus,  where  foul  matter  accumulates  and 
decomposes,    D  traps  and  the  soil-pipes  connected  with 
them  are  often  found  to  have  holes  eaten  tlitough  their 
leaden  walla  by  the  chemical  action  of  the  foul  air  pro- 
duced by  the  decomposing  filth  retained  in  them. 
Attcmpu  Attempts  have  been  made  to  improve  on  the  pan 

^^Xwu  closet  by  substituting  a  stoneware  for  an  ii-on  container, 
"*•'***■  and  by  ventilating  this  through  a  special  pipe  carried 
into  the  open  air.  The  result  is  a  mitigation  only  of 
the  evils  to  which  this  form  of  closet  gives  rise.  There 
is  only  one  course  to  pursue,  and  that  is  to  abolish  a 
pan  closet  wherever  found,  and  substitute  one  of  those 
forms  which  better  answer  sanitary  requirements. 
Voitu  The  valve  closet,  which  ia  now  being  extensively 

'  *■  used  in  houses  of  the  better  class  to  replace  pan  closets, 
consists  of  a  bowl-shaped  china  or  stoneware  basin, 
with  the  outlet,  about  three  inches  in  diameter,  at  the 
lowest  part  of  the  basin,  guarded  by  a  water-tight 
valve,  by  means  of  which  water  is  retained.  This 
valve  is  swung  back  on  raising  the  handle  into  a 
metal  valve-box  or  connector,  allowing  the  contents 
of  the  basin  to  pass  into  the  trap  below^,  which  is  often 
j^  _  a  D  trap,  but  should  be  a  siphon  or  an  Anti-D  trap. 
tfmpicM  The  Anti-D  trapisavarietyof  the  siphon  trap,  which 

has  a  square  instead  of  a  round  outlet,  and  it  is  found 
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by  this  arrangement  that  the  water  in  the  trap  is  less 
likely  to  be  drawn  by  the  passage  down  the  soil-pipe 
of  the  contents  of  the  water-closets  from  a  higher  level. 
The  basin,  having  a  water-tight  valve  at  its  outlet, 
is  provided  with  an  overflow-pipe,  which  is  usually  overflow- 
trapped  by  a  bend  and  then  connected  to  the  valve-  {^Sn.  ™ 
box.  It  is  found  that  the  water  in  this  trap  is  liable 
to  be  sucked  out  into  the  valve-box  when  the  basin 
is  emptied,  and  then  a  passage  is  left  which  may  admit 
foul  air  from  the  valve-box  to  the  general  air  of  the 
closet.  To  obviate  this  difficulty  the  following  arrange- 
ments have  been  devised : — 

(1)  To  provide  the  overflow-pipe  with  a  separate  Difficulties 
supply  of  water,  so  that  it  is  flushed  each  time  the  ^?h  ow- 
handle  of  the  closet  is  raised,  and  the  trap  on  it  is  left  ^ow-pipes 

'  ^  can  be 

charged  with  water.  overcome. 

(2)  To  separate  the  overflow-pipe  from  the  valve- 
box,  and  make  it  discharge  either  into  the  waste-pipe 
of  the  lead  safe-tray  on  the  floor  under  the  closet,  which 
itself  discharges  in  to  the  open  air,  or  through  the  external 
wall  into  the  open  head  of  some  rain  or  waste- water  pipe. 

(3)  To  have  no  overflow-pipe  from  the  basin,  but 
when  filled  to  allow  the  basin  to  overflow  by  means 
of  a  depression  in  its  rim  directly  into  the  safe-tray, 
and  thence  by  its  waste-pipe  into  the  open  air. 

The  ba^in,  as  in  the  other  forms  of  closet,  should 
be  provided  with  a  flushing  rim.     In  this  closet  the  Piuahing 
large  volume  of  water  in  the  basin  flushes  thoroughly  "™* 
the  valve-box  and  the  trap  beneath,  and  the  valve-box 
itself  being  of  such  small  dimensions,  there  is  much 
less  danger  of  deposition  of  solid  filth  on  its  sides  than 
in  the  large  container  of  the  pan  closet.     The  valve-  The  valve- 
box  is  sometimes  enamelled  inside,  by  which  the  ad- 
hesion of  filth  to  its  sides  is  prevented.    It  is  advisable 
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that  the  valve-box,  being  an  air  space  between  the 
valve  and  water  in  the  trap,  should  be  ventilated  to 
the  external  air  by  means  of  a  special  pipe. 

Water-waste  preventing  cisterns  are  for  the  moat 
part  inapplicable  to  valve  closets,  which  should  be 
flushed  from  a  small  cistern  in  the  closet  holding  about 
six  gallons  of  water,  some  form  of  regulating  valve 
being  used  to  secure  an  after-flush  to  fill  the  basin 
when  the  outlet  valve  is  closed.  This  cistern  should 
supply  the  closet  only. 

A  disadvantage  in  the  use  of  these  closets  is  that 
the  valve  may  be  prevented  from  closing  by  a  piece 
of  paper  being  caught  in  its  hinge,  and  that  the  valve 
after  some  time  may  become  leaky,  in  either  of  which 
cases  the  water  will  not  be  retained  in  the  basin. 

It  ia  a  curious  fact  that  when  water-closets  were 
first  introduced  into  this  country  about  fifty  years 
ago  the  Bramah  or  valve  closet  was  the  one  at  first 
adopted,  and  this  was  superseded  by  the  pan  closet 
on  account  of  its  smaller  cost,  the  serious  sanitary 
defects  of  the  latter  not  being  at  that  time  understood. 
So  too  the  D  trap,  a  most  insanitary  appliance,  super- 
seded the  simple  S  bend  or  siphon  trap,  on  account 
of  the  readiness  with  which  the  water  was  drawn  out 
of  the  latter,  when  the  pipe  into  which  it  discharged 
was  insufficiently  ventilated. 

In  the  plug  closet  the  entrance  to  the  outlet-pipe, 
which  is  at  the  side  of  the  basin,  is  closed  by  a  plug 
or  plunger,  allowing  water  to  remain  in  the  basin  up 
to  the  level  of  the  overflow,  which  either  passes  through 
the  plug,  being  protected  by  a  trap  of  some  kind,  or 
discharges  into  the  external  air.  These  closets  are 
usually  provided  with  a  china  siphon  trap,  cast  in  one 
piece  with  the  basin,  but  sometimes  they  are  trapless. 
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Their  chief  disadvantage  is  that  the  entrance  to  the  chief  ais- 
outlet  is  liable  to  become  dirty,  and  being  out  of  sight  u^' 
this  is  overlooked  and  a  nuisance  produced. 

When  these  or  any  other  water-closets  are  not 
provided  with  traps,  foul  air  from  the  soil-pipe  is  liable 
to  escape  into  the  house,  especially  when,  for  either 
of  the  reasons  mentioned  under  valve  closets,  the 
water  is  not  retained  in  the  basin. 

Whatever  kind  of  water-closet  apparatus  be  adopted  Trap 
the  trap  should  be  distinct  from  it.  and  so  firmly  con-  'SJ^ 
nected  with  the  soil-pipe  or  drain  as  to  be,  to  all  intents  S^J'**^'^' 
and  purposes,  part  of  this.     The  water-closet  apparatus  »??«**»«. 
will  then  be  capable  of  removal  without  disturbing  the 
trap,  and  there  will  not  be  any  weak  joint  between  the 
trap  and  soil-pipe,  as  is  frequently  the  case  when  the 
trap  is  part  of  the  water-closet  apparatus,  especially 
when  a  china  trap  is  connected  with  a  lead  soil-pipe. 

Water-closets  should  always  be  ventilated  as  far  as 
possible  separately  from  the  rest  of  the  house.  The  v/ 
plan  of  having  them  close  to  the  entrance  to  the  /\ 
garden  or  yard,  and  with  a  door  which  shuts  them  off 
entirely  from  the  hall,  is  an  excellent  one;  and 
wherever  two  doors  can  be  interposed  between  them 
and  the  rest  of  the  house,  it  is  advisable  that  they 
should  be,  and  that  the  space  between  them  should 
have  a  window  left  generally  open ;  by  this  means  air 
from  outside  enters  easily,  and  should  be  allowed  an 
exit  by  the  closet  window,  or  preferably  by  a  ventilator  ventua- 
in  the  roof.  M'Kinneirs  is  an  excellent  one  for  this 
purpose,  as  it  provides  an  easy  exit  for  air  as  well  as 
an  entrance.  It  is  not  enough  to  have  an  opening  by 
which  air  can  go  out ;  it  is  also  necessary  to  see  that  it 
does  go  out  by  it,  and  that  its  exit  is  not,  as  is  too  often 
the  case,  from  the  closet  into  the  staircase  of  the  house. 
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In  blocks  of  dwellings  for  the  poor, "  model  lodging- 
honses,"  etc.,  the  closets,  sculleries,  etc.  should  all  be 
ventilated  from  the  galleries,  and  should,  wherever 
practicable,  be  entirely  separated  from  the  dwelling 
rooms  by  an  open  gallery. 

In  hospitals,  etc.  which  are  wanned  and  ventilated 
by  special  artificial  means,  it  is  very  easy  to  ensure 
perfectly  separate  ventilation  for  the  closets  just  as 
for  fever  wards. 

Public  urinals  should  be  lined  with  slabs  of  smooth 
slate,  or,  if  circular,  with  hard  stoneware :  they  should 
not  be  placed  in  unsightly  blocks  at  long  distances 
apart,  but  should  be  in  small  clusters  or  singly  at 
more  frequent  intervals.  That  they  can  very  easily 
be  kept  quite  clean  and  inodorous  is  shown  by 
those  in  Paris  and  other  large  French  towns  ;  but  to 
this  end  it  is  necessary  that  water  should  trickle  down 
them  continually ;  no  great  amount  of  water  is  wasted 
in  this  way,  and  rain  water  could  often  be  collected 
for  the  purpose.  That  urinals  cannot  possibly  be  kept 
clean  without  a  small  but  constant  flow  of  water  is 
amply  proved  in  London,  where  the  state  of  many  oi 
the  public  urinals  is  most  disgusting,  and  a  disgrace 
to  the  authorities  who  have  the  care  of  them. 

Urinals  should  never  be  placed  inside  houses,  but 
in  some  instances,  especially  in  hotels,  clubs,  etc.  this 
cannot  be  avoided.  Kver}'thing  connected  with  them 
should  be  made  of  non-absorbent  materials,  as  china, 
slate,  and  stoneware,  and  all  metal  apparatus  and 
pipes,  whether  of  enamelled  iron  or  of  lead,  should  be 
avoided  as  liable  to  corrosion.  The  water  should  be 
supplied  from  flushing  cisterns,  arranged  to  discharge 
automatically  at  regular  intervals.  The  floor  should 
be  made  of  tiles  set  in  cement  and  sloping  to  a  channel 
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clischcargiiig  into  a  siphon  trap,  connected  with  a  soil- 
pipe,  or  in  some  instances  with  a  gully  outside  the 
house.  Where  basins  are  used,  they  should  be  con- 
structed to  hold  water  in  them  always,  and  their  waste- 
pipes  should  discharge  over  the  channel  in  the  floor. 

Soil-pipes  should  preferably  be  of  drawn  lead  (7  lbs.  soiipipes. 
to  the  square  foot)  without  any  longitudinal  seam. 
They  should  be  circular  in  section  and  4  inches  in  diam- 
eter, and  should  be  fixed,  wherever  practicable,  outside 
the  house.  Under  certain  circumstances  however  and 
with  special  precautions,  3^  and  even  3-inch  pipes 
may  be  used.  Five-inch  soil-pipes,  sometimes  used 
where  several  closets  discharge  into  the  same  pipe,  are 
unnecessarily  large,  and  are  not  so  likely  to  be  kept 
clean  by  the  water  discharged  through  them. 

Iron  soil-pipes  may  be  used  outside  the  house,  iron  soil- 
but  never  inside,  as  the  joints  between  the  difierent  ^*^^* 
lengths  cannot  be  made  so  sound  as  between  lengths 
of  lead  pipe ;  this  is  especially  the  case  where  lead  T 
pieces,  to  receive  the  branches  from  the  closets,  are 
fitted  between  the  iron  lengths ;  the  joints  between 
lead  and  iron  being  liable  to  become  insecure. 

The  soil-pipe  should  be  carried  up  full  bore  to  the  Sou-pipe 
top  of  the  house,  above  the  ridge  of  the  roof,  clear  of  above  the 
all  windows  and  chimneys,  its  end  being  left  open  or  ^tnator^ 
merely  covered  with  a  piece  of  wire  gauze.    If  there  ^  *:^« 
be  an  air  inlet  to  the  drain,  this  pipe  will  act  as  an 
outlet,  and  the  drain  will  be  thoroughly  ventilated.  -^ 

Therefore  the  foot  of  the  soil-pipe  should  be  connected 
with  the  drain  by  a  plain  bend,  without  any  trap. 
In  some  instances,  however,  especially  where  the  soil-  Footofsoii- 
pipe  must  be  inside  the  house,  it  is  desirable  not  to  ^i^pped  m 
connect  the  soil-pipe  directly  with  the  drain,  but  to  f°™® 

r  L  J  ^  '  ^     ^  instances. 

make  it  discharge  into  a  siphon  trap  with  an  air  inlet 
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outside  the  bouae,  called  a  diaooiintcting  trap,  and  to 
ventilate,  the  drain  separately  by  means  of  a  4-inch 
pipe  carried  up  above  the  roof. 

Glazed  stoneware  pipes  are  sometimes  used  for  soil- 
pipcR,  being  placed  one  above  another,  with  cemented 
'"''"'■  joints.  They  have  the  ml  vantage  of  being  very  smooth 
iuside,  and  therefore  cleanly,  and  also  of  being  un- 
affected by  chemical  action ;  but  they  have  the  dis- 
advantage of  very  numerous  joints,  which  may  be 
partly  obviated  by  embedding  them  in  cement. 

Where  several  closets  discharge  into  one  soil-pipe, 
tiin-      it.  ia  advisable  to  ventilate  the  arms  from  the  closet 
"from    traps  by  a  pipe  starting  from  the  upper  side  of  the 
''         arm  of  the  lowest  closet  close  to  the  trap,  passing  up 
the  outside  of  the  house  into  the  ventilator  of  the  soil- 
pipe,  above  the  entrance  of  the  arm  from  the  highest 
closet,  and  receiving  a  ventilating  pipe  from  the  arm 
of  each  closet  on  its  way  up.      Bj'  this  means  the 
enu      water  discharged  from  the  upper  closet  will  be  pre- 
""*"'"    vented  from  drawing  water  out  of  the  traps  of  the 
lower  ones,  and  so  unsealing  those  traps.      With  4- 
inch  soil -pipes,    1  J-inch   ventilating  pipes  will  be 
sufficient  to  ventilate  the  arms  of  the  water-closets, 
but  with  soil-pipes  of  smaller  diameter  a  2-inch  pipe 
is  necessar)'  for  this  purpose. 
"  The  house  drain  may  l>e  of  glazed  stoneware  pipes 

with  cemented  joints,  or  with  Stanford's  patent  joints, 
or  of  cast-iron  pipes  coated  inside  and  out  with  Angus 
Smith's  solution,  with  caulked  gas-tight  joints.  With 
cemented  joints  it  is  important  to  see  that  each  joint 
is  wiped  out  on  the  inside  of  the  pipes,  to  remove  any 
cement  that  may  have  been  pressed  into  the  pipes, 
and  which  would,  if  not  removed,  harden  and  form  a 
wild  projection  into  the  drain,  against  which  solid 
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matters  would  lodge  and  form  an  obstruction  to  the 
flow  of  the  water. 

The  diameter  of  the  drain  will  vary  with  the  amount  Diameters 
of  water  it  may  be  required  to  carry  away,  but  for  SnunA^ 
small  houses  4  or  5 -inch  pipes,  and  for  larger  6-inch 
pipes  will  be  required.  For  very  large  houses  or  in- 
stitutions, especially  where  several  outbuildings,  etc. 
discharge  into  the  same  drain,  9 -inch  pipes  are  some- 
times used,  but  pipes  of  this  size  are  seldom  required 
for  houses,  and  should  never  be  used  for  a  single  house 
of  ordinaiy  dimensions. 

Wherever  it  can  be  avoided  the  drain  should  not  Laying  of 
be  carried  under  the  basement  of  the  house.     It  should  ^J^ 
be  laid  in  straight  lines  from  point  to  point,  and  at 
every  change  of  direction  means  of  inspection  should 
be  provided,  preferably  by  an  inspection  chamber,  inspection 
through  the  floor  of  which  the  drain  should  be  con-  ^  *" 
tinned  by  a  channel-pipe  curved  to  suit  the  change  of 
direction.      Into   such   inspection   chambers    branch 
drains  should  discharge  by  means  of  short  curved 
channel-pipes,  emptying  over  the  main  channel. 

At  the  point  where  the  drain  leaves  the  premises  Discon- 
a  disconnecting  trap  should  be  fixed,  consisting  of  a  S^p,°whei« 
siphon   trap  with   an   air  inlet;   this   may  be  best  {Jj^v^Je 
arranged  in  connection  with  a  manhole  for  access  to  p»»i»«^ 
the  trap  and  drain.     The  drain  should  be  continued 
through  the  floor  of  the  manhole  in  the  form  of  a  Discon- 
channel  pipe,  from  which  the  floor  of  the  manhole  Su^^e 
should  slope  up  towards  the  brick  sides  at  an  angle  c*»*°^^»«'- 
of  about  30''.     Branch  drains  should  be  connected  with 
the  manhole  in  the  same  way  as  with  the  inspection 
chambers  mentioned  above.     The  manhole  should  be 
covered  with  a  stone  slab,  or  still  better  with  an  iron 
door,  and  should  be  provided  with  an  air  inlet,  either  Air  inlet 
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by  means  uf  perforations  iii  tlu-  cover,  or  by  nmaiis  of 
:i  pipe  taken  to  a  suitable  point  and  provided  with  an 
iron  grating.  The  channel  pipe  should  discharge 
directly  into  the  siphon  trap,  which  ahould  not  bo 
larger  in  diameter  than  the  cb'ain,  hut  preferably  soi 
wliat  smaller.  The  siphon  trap  ahould  he  provided 
with  an  arm  connected  with  the  farther  end  of  the 
trap,  for  the  purpose  of  clearing  out  any  obstruction 
which  ma}'  oi-cur  in  the  drain  beyond  the  trap. 
This  arm,  called  the  raking  arm,  should  have  its  end 
closed  inside  the  manhole  with  a  piece  of  tile  set  in 
cement,  which  may  be  broken  when  occasion  requires. 

It  is  oceasionall}'  advisable  to  close  uj)  the  man- 
hole eutirely,  and  carry  a  pipe  from  it  up  above  the 
roof  of  the  house. 

The  great  advantage  of  this  system  of  inspection 
chambei-s  and  manholes  is  that  the  drain  can  he  in- 
spected, cleaned,  and  obstructions  removed,  without 
breaking  into  it. 

The  gradient  for  house  drains  should  be  if  {wssible 
not  less  than  1  in  40,  or  3  inches  in  10  feet,  and  pre^ 
ferably  1  in  30,  or  4  inches  in  10  feet.  If  the  gradient 
attainable  is  very  small,  a  siphon  flush-tank  should  l>e 
placed  at  the  head  of  the  drain. 

If  the  soil  on  which  the  drain  is  laid  is  not  very  firm, 
the  drain  should  be  laid  in  a  bed  of  cement  concrete, 
and  when  running  under  the  basements  of  house,  ahould 
preferably  be  covered  also  with  cement  concrete. 

House  drains,  especially  if  they  run  under  the 
house,  should  l>e  tested  by  being  pluggetl  at  the  lower 
end,  and  filled  with  water  to  ascertain  if  they  are  water- 
tight. In  order  to  do  this,  the  dc}»th  of  the  water  at  the 
upper  end  should  l»c  measured  and  observed  to  st^e  if  its 
level  falls,  in  which  aise  the  drain  should  be  examined 
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for  a  leak.     The  drain  should  not  be  allowed  to  be 
covered  in,  until  proved  to  be  thoroughly  water-tight. 

The  rain- water  pipes  may  be  divided  into  lengths  Roinwater 
with  open  heads  at  the  top  of  each  length,  to  receive  ^*^**** 
where  necessary  waste-pipes  from  baths,  lavatories, 
and  sinks,  and  overflow-pipes  from  cisterns  and  water- 
closets.  At  its  foot  each  rain-water  or  waste-pipe 
should  open  over  or  into  a  siphon  gully,  into  which 
the  waste-pipes  from  the  basement  sinks  may  also  open 
by  side  inlets. 

Surface  water  should  be  carried  oflF  by  the  same  sipiion 
siphon  gullies,  which  are  always  efliciently  trapped  ^  ^*^ 
with  water  from  the  waste-pipes.  The  traps  of  siphon 
gullies  used  for  surface  water  only  are  liable  to  be 
dry  from  evapomtion  of  the  water  during  diy  weather, 
and  may  then  give  rise  to  a  nuisance  by  the  passage 
through  them  of  air  from  the  drain. 

These  siphon  gullies  should  discharge  by  the  branch 
drains  before  mentioned,  into  the  inspection  chambers 
or  manholes. 

The  waste-pipes  from  sinks,  baths,  and  lavatories  Waste- 
should  be  provided  with  cast  lead  siphon  traps,  and  *''^^ 
should  be  as  short  as  possible.  Whenever  it  is  neces- 
sary to  have  a  long  waste-pipe,  it  should  be  ventilated 
by  a  pipe  of  its  own  diameter  starting  as  near  to  the 
trap  as  possible,  and  carried  up  outside  the  house  to  a 
convenient  point  away  from  windows. 

With  the  scullery  sink  in  large  houses  a  special  Grease 
precaution  is  frequently  necessary,  on  account  of  the  J^ne^ 
large  amount  of  greasy  water  and  of  sand  discharged  *"*'^-      /\ 
through  its  waste-pipe,  and  it  is  usual  to  fix  a  larger 
trap,  called  a  grciise  trap,  to  collect  the  sand  and  fat 
and  prevent  them  blocking  up  the  drains. 

This  grease  trap  should  be  provided  with  a  ventil- 
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ating  pipe,  carried  up  to  a  convenient  position,  and 
may  also  be  provided  with  an  air-tight  ii-on  door  for 
purposes  of  easy  access.  The  scullery  sink  should, 
like  other  sinks,  be  provided  with  a  siphon  trap 
immediately  under  the  sink,  to  prevent  the  entry  of 
foul  air  from  the  grease  trap  into  the  house.  Tlie  grease 
trap  may  advantageously  he  in  the  form  of  a  flush-tiink, 
which  will  discharge  the  water  by  siphon  action  when  it 
is  full,  leaving  the  sand  and  grease  behind  in  the  Umk. 
Special  sinks  are  sometimes  provided  for  the  dis- 
charge of  bedroom  slops.  But  they  are  not  generally 
necessary  or  advisable,  as  such  slops  should  be  thrown 
down  the  water-closets,  their  seats  being  hinged  so 
that  they  can  be  raised  for  this  purpose,  and  also  for 
the  purpose  of  reatUly  examining  the  apparatus. 


SUPPLY  OF  WATER. 

It  must  at  once  be  premised  that  soil-pans  and 
house  drains  cannot  be  kept  in  an  cfticient  state  of 
cleanliness  by  merely  throwing  slops  and  waste  water 
down  them.  Some  sort  of  regular  supply  of  water  is 
absolutely  necessary.  This  supply  may  be  given  from 
a  cistern  or  flushing-box,  which  supplies  wati^r  to  the 
closet  only,  placed  in  close  proximity  to  the  water- 
closet  ;  or,  again,  the  closet  may  be  supplied,  especially 
in  country  houses,  from  a  rain-water  cistern. 

In  the  East  London  Water  Bills  Report  of  1867, 
Mr.  James  Simpson  in  his  evidence  says  that  self-act- 
ing water-closets  are  very  economical  as  to  the  water ; 
Scir-actiug  the  self-acting  apparatus  being  connected  either  with 
•Pi«nut.  ^^^  ^^^^  ^^^  more  preferably,  with  the  door  of  the 
closet ;  in  the  one  case  it  is  the  weight  of  the  indi- 
vidual which  moves  the  contrivance  causing  the  water 
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to  rush  into  the  pan  when  he  rises,  and  in  the  other 
the  opening  and  shutting  of  the  door.  It  is  plain  that 
with  the  latter  plan  waste  cannot  be  entirely  prevented, 
because  if  people  choose  they  can  prop  the  door  open 
continually.  These  automatic  arrangements  are,  how- 
ever, very  liable  to  get  out  of  order. 

Mr.  Bateman  was  of  opinion  that  the  amount  of 
water  can  be  easily  regulated  by  a  "  vxiste  preventer, ^^ 
a  contrivance  limiting  the  amount  of  water  that  can 
run  through  the  closet  supply -pipe.     Waste  of  water  improper 
is  generally  due  to  improper  apparatus.     *'  Whenever  ^^^^ 
the  closet  was  supplied  by  a  tap  directly  from  the  ^™^ 
main,  the  waste  was  invariably  enormous,  from  people 
leaving  the  tap  open  and  the  water  running,  from 
sheer  carelessness ; "  and  also  under  this  plan,  when 
the  water  in  the  service  main  has  to  be  drawn  oflF  for  conuec- 
repairs,  the  result  has  been,  in  Liverpool,  that  "a  ^ur-piiie 
vacuum  has  been  created,  and  the  soil  has  been  sucked  ^"7  ^ 

'    ,  .  with  closet 

back  through  the  supply-pipe  into  the  service  main,  pan. 
and  so  carried  on,  and  has  contaminated  the  water  of 
a  whole  district."     This  happened  in  cases  where  the 
service-pipe  from  the  maiu  was  connected  directly 
ivith  the  soil-pan  of  the  water-closet. 

The  dangers  arising  from  water-closets  deriving  watercio- 
their  supply  of  water  from  a  pipe  and  tap  direct  from  ^li^^wuh 
the  main  with  a  constant  service,  have  been  exempli-  ^^'J^'J  ^^^ 
fied  by  the  histories  of  several  epidemics  of  enteric  ^^^  "»»">• 
fever.     The  most  important  of  these  and  the  ones 
which  have  been  most  thoroughly  investigated,  are 
an  epidemic  at  Sherborne  in  Dorset  in  1873,  reported 
on  by  Dr.  Blaxall  (Appendix  to  Report  M.  0.  P.  C. 
and  L.  G.  i?.,  No.  II.,  1874),  an  outbreak  at  Caius 
College,  Cambridge,   in    1874,  the   investigation   of 
which,  by  Dr.  Buchanan,  appears  in  an  Appendix  to 
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the  siimc  Reftort,  and  an  i-piilemic  at  Croydun  in 
1875,  also  iuveatigat^tl  by  Dr.  Buchanan.  (Appendix 
to  Rcjiort  M.  O.  P.  a  and  L.  G.  B.,  No.  VIl.,  1876.) 

The  cause  of  the  epidemic  at  Sherljorne  was  an 
intermission  in  the  constant  supply  of  water  to  the 
town,  which  caused  foul  uir  and  probably  also  liquid 
lilth  containing  the  speciiic  poison  of  enteric  fever  to 
be  sucked  up  through  tho.se  pipes,  supplying  water- 
closets  dii-ectly  from  the  main,  in  which  the  valves  or 
taps  had  been  left  open. 

The  outbreak  at  Caius  College,  which  was  idmost 
entirely  limited  to  the  students  of  one  particular 
court,  was  caused  by  sewer  air  and  liquid  filth  being 
Hucked  into  the  water-main  supplying  this  court,  dur- 
ing an  intermission  in  the  constant  service.  Here 
the  mischief  was  traced  to  one  particular  closet,  to 
which  not  only  wna  the  water  supplied  by  a  pipe 
direct  from  the  main,  but  there  was  also  a  branch  or 
"  weeping  "  pipe  which  opened  over,  and  was  intended 
lo  supply  water  to,  the  tmp  of  the  Wiiste-piiKj  fmm 
the  safe,  this  waste-pipe  being  connected  to  the  soil- 
pipe  beyond  the  siphon  trap  of  the  hopper  closet. 
The  soil-pipe  was  unventilated  and  in  direct  connection 
with  the  Cambridge  Street  sewer,  also  unventilate<l, 
and  which  contained,  at  this  time,  the  evacuations  of 
numerous  enteric  fever  patients  in  the  town.  The 
specific  poison  of  the  fever,  undoubtedly  present 
in  the  air  of  the  sewer  and  unventilated  soil-pipo, 
must,  as  shown  by  Dr.  Buchanan,  have  passed  with 
the  water  in  the  traj)  of  the  waste-pipe  of  the  safe, 
through  the  wceping-jiipc  into  the  water-main,  wlieu 
the  intermission  o<-eurred,  and  the  water-pipes  and 
main  were  emptied  by  drawing  otf  the  wat«r  through 
the  taps  in  the  baaemeut. 
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The  epidemic  of  enteric  fever  at  Croydon  in  1875,  Entenc 
which  was  very  prevalent  during  the  whole  of  that  year,  c^^^ydon. 
was  considered  by  Dr.  Buchanan  to  be,  in  large  part, 
due  to  the  entry  of  infected  sewer  air  into  the  houses. 
He  showed  that  the  fever  was  also  undoubtedly  spread 
in  many  cases  by  contamination  of  the  town  water 
supplied  by  a  constant  service.  This  contamination 
was  caused  during  the  frequent  intermissions  in  the 
service  that  took  place,  by  the  entry  of  foul  matters 
into  the  water-mains  from  leaky  drains  and  sewers 
laid  in  the  same  trenches  with  the  mains,  and  also 
from  the  basins  of  water-closets,  of  which  hundreds 
were  stated  to  be  supplied  direct  from  the  mains  by 
taps,  without  the  intervention  of  any  cisterns.  The 
contents  of  the  water-closets,  drains,  and  sewers, 
were  liable  to  contain  the  infective  material  of  enteric 
fever,  throughout  the  whole  of  that  year.  Peculiar 
and  oflFensive  smells,  accompanying  the  drawing  oflF 
of  water  from  taps,  were  frequently  noticed  in  houses 
a  short  time  before  their  invasion  by  the  fever. 

There  is   very  considerable   danger   in   allowing  water- 
water-mains  and  pipes  to  be  laid  in  the  same  trench,  ^weragr** 
or  in  close  relation  to  house  drains  and  sewers :  as  «y8t«ms 

■t         r  •  /¥•  /•  must  be 

when  the  supply  of  water  is  cut  oflt  for  any  purpose,  kept  apart 
or  even  when  water  is  flowing  rapidly  through  the 
pipes,  foul   matters  from  leaky  sewers   and  drains 
may  be  drawn  by  suctional  force  into  the  water-pipes, 
through  imperfect  joints. 

In  the  same  way,  when  a  pipe  from  a  water-main 
is  used  to  flush  a  sewer,  the  end  of  the  pipe  being 
merely  guarded  by  a  valve,  sewage  may  be  sucked 
through  an  imperfection  in  the  valve  during  an  inter- 
mission in  the  service  of  water. 

Sewerage  and  water-pipes  should  be  kept  as  far 
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apart  as  possible,  and  no  connection  should  be  allowed 

between  them. 

Coiunioii  The  common  plan  for  supplying  closets  with  water 

Bn^iyiDg    's  to  place  a  spindle  valve  on  a  seiTiee  box  in  a  cistern, 

oioB*tBvriUi  gomewhere  above  them,  the  service  box  being  provided 

with  an  air-pipe  for  the  escape  of  air,  when  the  valve, 

guanling  the  entrance  into  the  pipe  leading  to  the 

closet  basin,  is  raised.     This  valve  is  worked  by  means 

of  wh-es  connected  with  the  closet  pull-up  apparatus, 

which  become  stretched  by  use  and  have  to  be  short- 

i)uiiger»      ened  from  time  to  time.      In  this  arrdugemcnt  also 

wntaB^of  there  is  obviously  no  provision  against  waste  of  water, 

"'''  I''""-    for  the  water  will  run  as  long  as  the  handle  is  held  or 

fastened  up,  until  the  cistern  is  empty.     Beyond  this, 

there  is  however,  the  risk  of  foul  air  from  the  closet 

basin  ascending  the  supply-pipe  to  the  valve-box,  and 

then  passing  through  the  air-pipe  to  contaminate  the 

air  over  the  water  of  the  cistern,  which  may  be,  and 

generally  is  also,  the  cistern  supplying  drinking  water. 

■■Ki!gni«-  To  obviate  these  defects  "  Regulator  "  valves  under 

the  seat  arc  used.     With  these,  the  supply-pipe  from 

the  cistern  is  always  full  of  water  down  to  the  valve, 

unless  the  cistern  itself  is  empty.     By  raising  the 

handle  the  valve  is  opened,  and  the  water  idlowed  to 

flow  into  the  basin  of  the  closet.     When  the  handle 

is  put  down,  the  regulator  prevents  the  valve  being 

closed  at  once,  and  so  water  continues  to  flow  for  a 

time  through  the  valve,  while  it  is  gradually  closing, 

"AfUT.       into  the   basin.       This  is  called    the    "after-flush." 

ridwL         Even  with  this  arrangement,  however,  water-closets 

should  be  supplioil  from  a  separate  cistern,  or  else  by 

intenwpt-    means  of  an  intercepting  cistern,  or  of  a  water-waste 

fu  drtcm.  -r.  ... 

preventer.     By  an  interceptmg  cistern  is  meant  a  cis- 
tern not  supplied  from  the  main  water-pipe  or  "rising 
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main,"  but  from  the  main  water  cistern,  thus  prevent- 
ing direct  communication  between  the  latter  and  the 
closet  basin. 

Water- waste  preventing  cisterns  are  constructed  to  water- 
hold  only  two  or  three  gallons  of  water,  which  quantity  preventers, 
is  discharged  into  the  closet  basin,  when  the  handle, 
or  it  may  be  the  chain,  is  pulled  to  start  their  action ; 
and  as  long  as  the  handle  or  chain  is  retained  in  this 
position,  no  more  water  will  leave  them.  It  will  be 
seen  that  these  contrivances,  besides  preventing  waste 
of  water,  are  interposed  and  prevent  direct  connection 
between  the  water-closet  and  the  drinking  water  in  the 
cistern  or  main  water-pipe. 

One  of  the  simplest  forms  of  water- waste  pre-  a  simple 
venters  has  its  supply -pipe  to  the  closet  merely  guarded  ^^""• 
by  a  spindle  valve,  which  can  be  raised  by  a  lever 
worked  by  a  chain  and  ring.  When  the  chain  is 
pulled,  the  spindle  valve  is  raised,  the  water  being 
discharged,  while  at  the  same  time  the  ball  valve  is 
also  raised  by  the  lever,  and  continues  raised,  pre- 
venting the  entry  of  any  more  water  into  the  waste- 
preventer,  as  long  as  the  chain  is  held. 

In  another  variety  of  waste-preventins:  cisterns,  the  sjphou  ac- 

tion  water- 

water  is  discharged  by  the  action  of  a  siphon,  which  waste 
is  started  when  the  handle  or  chain  is  pulled.  In  i'"^®^^"^- 
these  cisterns,  no  more  water  can  be  discharged  until 
they  are  again  filled,  and  a  very  short  pull  is  suflBcient 
to  start  the  siphon,  when  the  whole  contents  of  the 
cistern  will  be  discharged.  In  the  waste-preventing 
cistern  first  described,  the  chain  or  handle  must  be 
held  until  the  cistern  is  empty. 

Mr.  (now  Sir  Robert)  Rawlinson  suggested  that  in 
the  poor  districts  of  towns,  fifty  or  one  hundred  gallon  supply  by 
cisterns  should  be  constructed,  a  pipe  passing  from  cwtenw. 
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aucli  u  cistern  to  the  insitle  of  sevenU  hou«eB,  ami  each 
tenant  being  allowed  to  take  as  much  aa  he  wants.* 

The  constant  system  of  water  supply  is  agieed  on 
all  hands  to  be  infinitely  superior  to  the  intennittent, 
as  the  necessity  for  cisterns  is  thus  almost  entirely 
dispensed  with.  The  waste  alleged  iis  a  fault  of  that 
system  is  to  a  great  extent,  if  not  entix-ely,  prevented 
by  the  taps  being  placed  in  the  interior  of  houses  in- 
stead of  outside  them,  and  the  pipes  which  supply 
the  water-closets  may  be  provided  with  a  small  servii^e 
box  into  which  water  flows. 

But,  after  all,  the  gi-eat  cause  of  waste  is  want  of 
Huper\ision.  "  A  system  of  water  supply,  whether 
intermittent  or  constant,  necessitates  a  constant  and 
eai'eful  supervision."  * 

Among  the  disadvantages  of  the  constant  system, 
it  is  stated  that  in  Salisbury  the  supply  sometimes 
runs  short  in  the  highest  parts  of  the  town  while  it  is 
being  wasted  in  the  lower  parts.  But  here  in  the 
[loor  tenements  there  is  no  self-closing  appiu-atus, 
water-waste  preventers  having  been  tried,  but  aban- 
doned, because  it  was  found  that  they  fi-oze  in 
winter. 

.\t  Penrith,  houses  in  the  poorer  parts  of  the  town 
had  outside  taps  which  were  found  to  conduce  gi'eatly 
to  waste.  They  have  since  for  the  most  part  been 
changed  for  inside  ones. 

It  is  obvious  that  when  t4ips  luv  over  the  floor  in 
the  interior  of  houses  the  water  cannot  bo  left  running 
without  serious  inconvenience  to  the  inhabitants,  and 
such  carelessness  is  less  likely  to  occur. 

The  advantiiges,  then,  of  a  constant  service  at  high 
]>re8sur«  are — that  the  water  is  always  ftvsb  from  the 
'  Ea-t  Luudcn  Water  BUI*  Report,  1867. 
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main,  and  that  the  pollution  of  it  in  cisterns  is  avoided 
— this  last  advantage  being  exceedingly  great  in  the 
poorer  classes  of  houses,  where  the  cisterns  are  con- 
tinually allowed  to  get  into  an  exceedingly  filthy  state  ; 
that  there  is  always  a  supply  of  water ;  and  that  the 
mains  are  charged  in  case  of  fire. 

The  disadvantages  are — the  leakage  of  the  fittings  nisadvan- 
and  the  weakness  of  the  lead  pipes  (that  is  to  say,  of  ^^^^'  • 
the  lead  pipes  originally  laid  for  the  intermittent 
system) ;  the  fact  that  the  increased  consumption  of 
water  in  the  early  part  of  the  day  requires  an  increased 
pumping  power;  and  the  points  that  have  been  already 
alluded  to,  namely,  that  the  waste  at  low  levels  reduces 
the  pressure  in  the  mains  to  such  an  extent  that  the 
higher  levels  cease  to  be  supplied,  and  that  during 
the  repair  of  the  mains  the  whole  district  would  have 
to  be  deprived  of  water  for  a  time,  that  is  to  say,  would 
have  to  be  placed  on  the  inteimittent  system. 

As  regards  the  strength  of  lead  service  pipes  suit-  Greater 

al)le  for  an  intermittent  not  being  suflBcient  for  a  con-  pi^wlth 

stant  service,  the  Rivers  Pollution  Commissioners  have  ^^^^^' 

shown  that  there  is  probably  a  greater  maximum  of  ^^^  ^**» 

.  .  .  .       ,       the  con- 

strain on  the  pipes  with  an  intermittent  service  than  8tant  ser- 

with   a   constant,   the    suddenness   with   which   the 

water  is  turned  off"  or  on,  in  the  former  system,  by 

the  use  of  the  common  stopcock,  causing  a  greater 

strain  on  the  pipes  than  when  the  water  is  drawn  or 

shut  off"  by  the  screw  down  tap  used  with  the  latter 

system.     {Sixth  Report  R.  P.  C,  p.  230.) 

The  remaining  objections  have  been  overcome  in 
those  towns  where  the  constant  system  has  been 
adopted,  by  proper  supervision,  by  inspection  of  fit- 
ings,  and  by  control  of  waste. 

On  the  intermittent  system  the  water  must  be  kept 


vice. 
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ill  cisterns,  and,  where  cisterns  are  not  supplied,  as  in 

many  of  the  poor  districts  of  towns,  in  tubs,  butts,  and 

80  forth,  in  which  it  becomes  foul  and  unfit  to  drink. 

Wutalen  The  Roval  Commiasionera  on  Water  Supply  (from 

uriih  coo-  ,  „  1   ■      ■     P  ■        1   ■    n        1       ■         1  \  r  1 

■UDt  whose  neport  this  miormation  is  cuieiiy  derived)  found 

«yi.i-in.       ^j^^j.  ^^^  waste  of  water  ia  much  leas  under  the  con- 

ataut  system,  although  the  actual  use  of  it  is  greater. 

But  these  are  not  the  only  advantagea.     The  water 

is  purer  and  freaher,  and  at  a  lower  temperature  in 

summer,  and  it  is  less  subject  to  froat  in  winter ;  and 

A.idiHoiiiil  aa  to  the  disadvantages,  the  inconvenience  from  inter- 

ug».'        ruption  during  repairs  is  never  actually  experienced, 

aa  the  interruption  need  only  Ije  for  a  few  hours  in 

any  case.     On  the  other  hand,  the  interruptions  from 

neglect  of  turncocks,  limitation  of  tjuantity,  leaky  taps 

and  ciaterns,  and  so  forth,  are  absent  in  the  constant 

aystem.      The  economy  in  pipes,  etc.    is    obviously 

great.      The  pipes  are  smaller  and  are  made  much 

stronger,  ao  that  practically  there  is  less  bursting, 

while  cisterns  are  not   necessary,  except  for  water- 

cloaets  and  to  aupply  boilera.    Where  cisterna  already 

exist,  however,  they  have  often  been  retained  on  the 

constant  f-ystem. 

From  the  Report  on  the  Eiiat  Loudon  Water  Bills, 
we  find  that  where  the  intermittent  supply  has  been 
changed  to  the  constfluf,  there  has  been  an  enormous 
waste  of  water,  chiefly  from  carelessness. 

It  is  recommended  that  in  frosty  weather  the  water 
should  be  turned  off"  from  the  house  by  the  tumcoek, 
itnd  that  the  water  actually  in  the  pipes  should  be  run 
away  from  the  lowest  tap  {water-pipes  do  not  often 
freeze  underground);  and  that  the  taps  should  bo 
placed  so  that  the  wat«r  cannot  run  away  to  waste 
without  proilucing  incoDTcnience,  and  that  for  wat«r- 
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closets  special  arrangement  must  be  made  so  that  the 
water  cannot  run  continually.  Mr.  Hawkesley  says 
that  "  it  is  a  question  of  the  size  of  the  pipes/'  and 
that  when  a  constant  supply  is  well  managed  the  waste 
is  less. 

Inspection,  however,  is  always  necessary. 

It  is  stated  that  at  Norwich  the  consumption  has  Result  of 
descended  from  40  gallons  a  head  to  15,  since  the  *"^p®^***"* 
fittings  have  been  inspected. 

The  Commissioners  are  of  opinion  that  '*  the  use  of 
cisterns  for  the  purpose  of  storing  water  for  consump-  Contami- 
tion  is  probably  a  more  fertile  cause  of  impurity  than  cisteras.  ^ 
any  pollution  of  the  river  from  which  the  water  is 
drawn ; "  and  Mr.  Rawlinson  remarks  that  "  the  water 
that  the  poor  people  get  is  contaminated  so  far  as 
water  can  be  contaminated.'*     {Loc.  cit.  qu.  3695.) 

Water  stored  in  cisterns  not  only  becomes  con-  storage  in 
taminated,  by  the  dirty  state  in  which  cisterns  are  ^^  "**' 
often  allowed  to  be,  especially  where  uncovered  and 
exposed  to  the  outer  air  of  towns,  or  placed  in  im- 
proper positions,  as  under  floors  or  in  water-closets, 
but  also  by  the  unfortunately  prevalent  custom  of 
directly  connecting  the  overflow  or  standing  waste-  Overflow- 
pipe  of  the  cistern  with  the  drain  or  soil-pipe.      If  Sectedwith 
(connected  with  the  drain,  an  S  bend  is  occasionally  ^^^  '*™"** 
found  on  the  pipe,  and  if  with  the  soil-pipe,  the  con- 
nection is  usually  made  with  the  D  trap  under  a 
water-closet. 

In  either  case,  the  resulting  evils  will  be  alike ; 
the  water  in  the  S  bend,  even  when  there  is  one, 
evaporates,  from  want  of  renewal ;  if  there  is  not  one, 
air  from  the  drain  passes  unchecked  up  the  overflow- 
|jipe,  to  contaminate  the  air  over  the  cistern  and  be 
absorbed  by  the  water,  causing  thereby  a  very  danger- 
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0U8  jjollution.  The  foul  gases  generated  in  D  traps 
will  «lso,  by  this  means,  find  their  way  into  the  drink- 
ing water.  Foul-smelling  water  in  a  house  is  usually 
caused  in  this  way,  and  the  evil  effects  produced  by 
driuking  sucli  water  are  often  most  iusidioua  and 
deadly.  This  is  indeed  tlie  chief  cause  of  the  spread 
uf  typhoid  fever  in  London  and  many  other  large 
towns. 

The  Health  of  Towns  Commissionei-s  considered 
the  question  of  a  constant  water  supply  very  fldly, 
and  showed  that  if  it  were  adopted — 

The  UBo  of  woter-lititts  ami  wnt^r-tniiks  moy  be  entirely  iliapengetl 
with,  mid  water  itiay  be  ilisttibuteil  into  every  room  fretk  froni  (lie 
l^ciicrol  reservoir  or  filter,  at  nii  expciiHe  not  exi'ceiliug  1  Jil.  r  week  ; 
tliut  fur  tlie  ceispool,  a  cleansing  apparatus,  or  soil-pnn  ivith  water,  of 
tlie  nature  of  a  wBt«r.«loset,  and  the  requisite  ilniins,  may  be  aubsti- 
tiiteil  ut  an  expense  uf  not  more  tbuii  l^il.  a  week,  anil  all  refuse  U: 
instantly  removed  in  water  through  iiiipermeable  |n|K^  ;  bo  thnt  llie 
foundation  of  the  house  need  not  be  mturaled  with  deconipnging  matter, 
and  nouH  ni'eil  remain  on  the  pi-emiwii  to  give  olT  effluvia.  {First 
ttrixirl,  ^■ol.  l  p.  109.) 

It  is  there  stated  that  the  Trent  Water  Company 
has  always  maintained  the  aujiply  constant  by  night 
iind  ilay — 

KxM-pl  iluiin«  a  pi-riiKl  of  uiii'  iiiuiith,  wlit-n  fi>r  the  puriKt'ie  of 
experiment  tin-  uuter  wtM  bIiuI  off  ut  ten  iu  the  uvcntii^',  and  turunl 
on  n^in  at  five  in  the  luuniiii);.  It  was  thrn  oicertajncd  that  it  winiM 
1>e  lewi  expensive  tn  pump  wotcr  tlian  to  maintain  an  extra  eMlablisb- 
iiivut  uf  Mrrant«  uk)  workmen  to  open,  «hut,  and  n-|i^r  iiw  valves,  to 
draw  the  fir»-i)lu|^  fur  the  more  frenueiit  clBousiu);  of  the  pipes,  to 
attend  Ici  runiplainU  of  dvdeieucy  uikI  inconvenience,  and  tu  make  the 
inspections  neceturj  tu  pnvcut  advantage  l)ciiig  token  of  the  nlisence 
of  the  water  to  attach  commtinication  pijieB  without  tlio  CVnnpany's 
I'diiwnl  or  knowleil^.     (.Firil  Rtport,  vol.  i.  p.  327.) 

Tlif-y  also  came  to  the  conclusion,  that  by  the  arrange- 
ment of  keeping  the  pipes  constantly  full,  dispensing 
with  the  necessity  of  tanks,  l)allcock8,  brunch  pipes, 
and  so  forth,  more  than  half  the  tenant's  expenses. 
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and  more  than  one-third  of  the  total  expense  of  intro- 
ducing water  into  houses,  were  got  rid  of. 

In  the  Sixth  Report  of  the  Rivers  Pollution  Com- 
missioners (pp.  232,  233)  is  given  a  table  showing 
the  amounts  of  the  daily  water  supply  in  seventy-two 
towns  on  the  constant  system,  and  in  twenty-four  on 
the  intermittent  system.     From  this  we  learn  that 
the  average  daily  supply  per  house  on  the  constant  Less  water 
system  is  134^  gallons,  although  in  these  towns  there  ^th  i 
are  numerous  factories,  where  a  large  quantity  of  ^^^^^ 
water  is  consumed.     In  the  twenty-four  towns,  with 
an  intermittent  service,  the  supply  per  house  is  127 
gallons  daily,  although  in  these  towns  there  are  far 
fewer  factories  proportionally ;  whilst  in  London  the 
supply  per  house  is  204  gallons  daily. 

The  charge  of  excessive  waste  brought  against  the 
constant  system  of  water  supply  is  entirely  negatived 
by  the  foregoing  figures.     Meters  are  now  made  for  waate- 
registering  the  waste  by  leakage  from  mains.     (See  Meters. 
Journal  of  Society  of  Arts ^  May  1882.) 

From  the  same  Report  (p.  233)  we  find  that "  5079 
houses  in  Lincoln,  a  city  which,  being  set  upon  the  Water- 
side and  summit  of  a  hill,  presents  great  variations  of  ffio'* 
level,  are  suflBciently  supplied  with  260,000  gallons 
daily  on  the  constant  method,  the  inspector  having 
power,  not  only  to  examine  all  the  fittings  throughout 
his  district,  but  to  repair  them,  after  due  notice,  at 
the  expense  of  the  tenant ;  while  at  Oxford,  half  the  At  Oxford, 
population  of  the  city,  corresponding  to  about  5500 
houses,  use   1,200,000  gallons   daily,  although   the 
whole  supply  is  shut  oflF  during  the  night-time.     This 
is   a  quantity   corresponding  to    nearly   five    times 
the   supply   per  house   that  is   found    suflicient  at 
Lincoln." 

M 
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CAUSES  OF  FAILURE  OF  WATER-CLOSETS. 


It  is  plain  that  water-closets  are  no  more  likely  to 
be  free  from  nuisance  than  any  of  the  other  contriv- 
ances before  described,  if  they  are  not  properly  taken 
care  of.  Their  very  principle  requires  that  they 
coadiUons  should  be  supplied  with  sufficient  water,  at  a  sufficient 
uMiMMj;.  gyetiuig.  power ;  and  it  is  universally  acknowledged 
to  be  advisable  that  in  closets  frequented  by  great 
numbers  of  people,  as  in  schools,  railway  stations, 
hospitals,  and  so  forth,  the  method  of  supplying 
the  water  to  the  basin  should  be  self-acting,  or 
there  should  be  proper  supervision  by  an  official 
appointed  for  the  purpose.  Wherever  water-closets 
have  been  found  a  nuisance,  these  conditions  have 
invariably  been  flagrantly  violated ;  thus,  in  Hull,  it 
was  found  that  water-closets,  when  used  by  several 
families,  were  objected  to  as  being  "  everlastingly  a 
nuisance." 

In  Nottingham  the  water-closet  fails  in  the  poor 

(luarters,  and,  as  we  have  already  seen,  pail  closets 

have  been  substituted  for  it ;  the  reason  of  this  is 

vkuuoit    that,  as  in  all  other  such  cases,  there  has  been  a  wont 

of  uwm.     ^£  ^jjy  gQj^  q£  supervision,  and  moreover  a  wrong  kind 

of  closet. 

At  Edinburgh,  where  pail  closets  are  so  much 
used,  water-closets  were  tried  in  the  lodging-houses, 
but  were  found  to  be  much  befouled.  When  limited 
to  one,  two,  or  three  families,  and  kept  locked,  they 
worked  satisfactorily. 

The  same  effects  were  experienced  at  Glasgow. 
In  the    poor  parts  of  all  towns,   water-closets, 
especially  when  frequented  by  several  femiliea,  will 
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be  found  to  fail  unless  they  are,  at  any  rate  to  a  slight 
extent,  under  the  control  of  an  authoritative  super- 
vision. It  is  not  fair  to  compare  water-closets  which  Unfair 
have  not  been  placed  under  any  pretence  of  super-  ZT"' 
vision  with  other  forms  of  closet  which  have  been 
minutely  and  constantly  looked  after  by  appointed 
persons. 

In  Dr.  Buchanan's  Eeport  on  the  working  of  the 
earth  closet  system,  it  is  stated  that  at  Lancaster 
Grammar  School  the  water-closets  always  got  out  of 
order,  from  things  being  put  into  them  and  from  the 
apparatus  being  broken,  showing  that  the  apparatus 
itself  was  not  of  that  simple  and  self-acting  character 
which  we  have  already  insisted  on  as  being  necessary 
in  all  large  establishments.* 

The  more  complicated  forms  of  water-closet  are  Forma  nn- 
obviously  quite  unsuited  for  careless  and  wantonly  careless 
mischievous  people.     The  basins  get  broken,  and  the  ^^^^®' 
traps  choked  up,  or  the  water  runs  continually  from 
the  cistern  through  leaky  valves ;  in  frosty  weather 
the  water  supply  is  stopped  and  the  consequence  is  Merely 
that  the  closets  become  filthy  and  stinking,  and  are  JSa^y 
cleaned  out  only  once  in  several  days ;  while  closets 
which  are  well  cared  for,  even  in  the  same  quarters, 
and  which  are  not  frequented  by  too  many  families, 
are  found  in  good  condition  without  waste  of  water, 
and  very  rarely  injured  by  frost. 

In  Carlisle,  "  water-closets  are  universal  and  kept 
in  good  order,  Macfarlane's  especially  being  found 
admirably  suited  to  the  wants  of  poor  neighbour- 
hoods."    {Ninth  Report  M.  0.  P.  C,  p.  108.) 

*  The  water-closets  still  left,  "  which  have  all  their  apparatus 
broken,  are  now  cleaned  by  buckets,  and  are  found  free  from^sraeU.'' 
{Twelfth  Bepwi  M,  0.  P.  a,  p.  83.) 


care. 
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SIMPLER   FORMS  OF  WATER-CLOSET — COSTS. 

The  First  Report,  already  referred  to,  of  the  Health 
of  Towns  Commission,  has  affoiiled  us  some  very  valu- 
able evidence  with  regard  to  the  possibility  of  con- 
cheop        structing  water-closets  at  a  sufficiently  cheap  rate  in 
''"'■°'         poor  neighbourhoods,  and    several   simple  forms  of 
apparatus  are  described  in  this  Report. 

A  pan  with  a  perpendicular  pipe  leading  into  the  drain,  throagb 

which  Ihc  waste  waler  from  the  house  mid  roof  would  flow,  would  be 

BUfScient    The  present  neccsaariea  might  be  converted  into  Huch  water- 

cloBct*  at  an  expenec  of  ^6  or  £6  each,  and  the  tenants  would  very 

Ijladly  pay  a  small  additional  rent  to  be  free  fr'oro  the  annoyance  and 

injury  the  present  arnmgcnient  produces  ;  while  the  tandlonlB  would 

InpiMne  of  find  it  their  interest  to  incur  some  expense  to  avoid  the  injury  which 

v»lue  of        their  property  now  aufferB  from  liquid  filtering  through  to  the  founda- 

l>rop«ty.       jj^j^  ^f  ^^  houBes.     [Firit  Brport,  vol.  i.  p.  212.) 

This  would  seem  to  be  rather  a  high  estimate,  aa 
the  calculation  for  erecting  a  cheap  water-closet  in 
Ashton-under-Lyne  gives  it  at  £1 :  13  :  5  for  a  closet 
on  the  ground  floor,  and  an  additional  charge  of  128. 
for  fitting  up  one  on  the  chamber  story.    This  includes 
Constrnc-    a  stroug  firc-clay  water-closet  baain,  with  a  proper 
can,         fitting  socket  joint ;  a  stroug  fire-clay  S  shaped  soil- 
trap,  4  yards  of  fire-clay  soil-pipe,  all  to  be  glazed 
and  smooth  inside ;   5  yards  of  J-inch  patent  lead 
service-pipe ;  one  water  tap,  and  all  the  necessary 
fittings.    The  remaik  is  made  that  the  "fire-clay  pipes 
mentioned  above  arc  ^-inch  in  thickness,  exceedingly 
strong  in  texture,  and  by  no  means  brittle  bkc  earthen- 
ware."    (First  Report,  vol  i.  pp.  300,  307.) 
M>t«ruii  In  the  second  volume  of  this  Report  there  are 

some  plates  with  descriptions  of  very  simple  forms  of 
closets,  consisting  of  a  soil-pan  and  a  siphon  jiipe  or 
simple  trap  placed  at  the  junction  of  this  with  the 
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house  drain.  The  soil-pipe  is  made  of  cast-iron,  the 
disadvantage  of  which  is  that  it  corrodes  after  a  time, 
and  the  filth  is  then  apt  to  adhere  to  it ;  or  of  earthen- 
ware, which  answers  the  purpose  better.  The  seat  of 
the  closet  is  slung  on  hinges  to  a  wooden  jframe,  so 
that  it  may  be  lifted  and  vessels  emptied  into  the  soil- 
pan  without  wetting  or  dirtying  the  seat.  The  ex- 
pense of  this  apparatus  is  stated  to  be  from  25s.  to 
30s.,  including  the  price  of  fixing.  This  is  supposing 
that  a  great  number  were  required.  If  a  water-pipe 
and  tap  were  added,  it  would  perhaps  cost  about  1 5s. 
more.     (First  Report,  voL  ii.  pp.  315,  316.) 

Again :  Mr.  Thorp  gave  evidence  that  he  had  con- 
structed water-closets  for  the  Hull  gaol,  with  an  iron 
soil-pan  of  about  10  inches  in  diameter  and  a  pipe  of  very  cheap 
5  inches,  the  pan  and  pipe  being  joined  together  by  a  ^'^* 
bell  end,  run  in  with  lead,  and  the  pipe  being  S  shaped. 
He  says  that  "if  numbers  were  made  they  might  be 
made  at  low  prices,  less  than  £1  each,"  and  that  "this 
same  kind  of  closet  made  of  earthenware  may  be  fixed 
at  about  8s.  each."     He  adds — 

It  is  quite  sufficient  to  prevent  any  smeU  coming  into  the  room 
from  the  drain,  and  it  passes  the  soil  and  everything  well,  although  Soil-pau 
there  is  no  regular  supply  of  water,  and  only  such  water  is  used  as  used  aa 
may  be  put  in  from  time  to  time,  the  soil-pan  being  in  fact  used  as  a  ^^^* 
sink.    But  it  would  be  a  proper  improvement  to  have  regular  supplies 
of  water,  and   then  the  apparatus  would  work  completely.     {First 
Report,  voL  ii.  p.  333.) 

Its  cost  adds  l^d.  to  the  weekly  rental,  or  2id.  in- 
cluding cost  of  water  (Nottingham) :  "  less  than  half 
the  existing  charge  of  the  present  noxious  system " 
(p.  319). 

In  the  East  London  Water  Bills  Beport  it  is  stated 
that  the  cost  of  a  pan  and  siphon  trap  was  38s.  with  other 
6s.  or  7s.  for  fixing,  but  that  if  the  pan  already  existed  «»*^»*«»' 
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the  coat  was  only  37s.  altogether.     The  double  valve 
cistern  is  stated  to  be  the  cheaper  plan. 

In  Liverpool  every  siphon   water-closet  ordered 

costs £3  :  lOa.    {Twelfth Report M.O. P.O., AT^ipendix, 

p.  120.) 

Oo»to»t  At  the  present  time  (1886),  the  coat  of  a  short 

time.  stoneware  hopper  closet  or  artisan  closet  with  flushing 

rim  and  siphon  trap  is  58.  3d. 

A  galvanised  sheet-iron  water-waste  preventer, 
with  ring  and  chain  pulling  up  the  ball  valve,  and  so 
shutting  off  the  supply  of  water  by  the  same  action 
which  opens  the  supply  valve  to  the  closet  costs  9s.  6d. 
To  these  items,  the  cc^t  of  fixing  must  be  added. 

The  cost  of  a  stoneware  trough  closet  for  three 
persons  is  £2:7:6;  beyond  this  number  148.  extra 
per  person,  and  the  siphon  trap  is  lOs.  extra. 

The  price  of  a  12-gallon  stoneware  siphon  flush- 
tank  is  XI  :  10s. 

Four-inch  glazed  stoneware  drain-pipes  with  spigot 
ends  are  priced  at  6d.  per  foot.  Six-inch  pipes  are 
8d.  per  foot. 

The  price  of  a  4-inch  stoneware  disconnecting  trap 
is  6s.  6d. ;  that  of  a  siphon  gully  with  4-iuch  outlet  is 
38.  6d.,  with  side  inlet  6d.  extra. 

The  average  price  of  lead  soil-pipes,  7  lbs.  to  the 
foot,  is  38.  per  foot. 

TROUGH   AND  TUMBLER   WATER-CLOSETS. 

The  more  complicated  forms  of  water-closet  being 
entirely  unsuited  for  use  by  careless  persons,  especially 
in  the  poorer  neighbourhoods  of  large  towns,  from  the 
too  complex  nature  of  the  contrivances  for  flushing  the 
basin,  and  their  cosy  accidental  and  wilful  destruction, 
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and  also  on  the  other  hand  from  the  entire  want  of  all 
authoritative  supervision,  several  devices  have  been  piuufor 
proposed  by  which  the  water-closet  system  can  be  ^^ 
successfully  introduced  into  such  neighbourhoods. 

To  several  of  these  contrivances  we  have  already 
alluded  in  the  simpler  forms  of  the  ordinary  water- 
closet,  but  to  some  others  which  seem  especially  suited 
for  collections  of  persons  in  alleys,  courts,  and  in  large 
institutions  such  as  factories  and  schools,  a  special 
allusion  must  be  made. 

What  are  called  trough  water-closets  have  been 
erected  in  Liverpool,  West  Derby,  Warrington  (one 
as  a  trial),  and  perhaps  other  towns ;  they  may  be 
briefly  described  as  follows  (see  Twelfth  Report  M.  0. 
P.  C,  Appendix,  p.  120) : — 

A  long  trough  is  placed  below  and  behind  the  seats 
of  a  series  of  closets.     At  the  one  end  is  a  communi-  Trough 
cation  with  a  drain  leading  into  the  sewer.    This  open-  ^^^ 
ing  is  closed  by  a  plug  connected  with  an  iron  rod,  by 
which  it  can  be  raised  or  lowered  into  the  drain  mouth 
by  the  scavenger.    Behind  the  back  wall  of  the  water- 
closet  is  a  small  chamber  to  which  the  scavenger  only 
has  access,  and  it  is  from  this  chamber  alone  that  the 
plug  can  be  interfered  with.     The  scavenger  comes 
daily,  lifts  up  the  plug,  lets  the  contents  of  the  inclined  scavenger* 
trough  run  into  the  sewer,  washes  out  the  trough  with  ^^^^' 
hose  which  is  placed  in  the  chamber  for  the  purpose 
and  which  is  connected  with  a  hydrant,  sweeps  it  clean, 
charges  the  trough  with  water,  lets  down  the  plug  into 
the  drain  mouth,  and  leaves  it  for  twenty-four  hours. 
The  closets  themselves  are  cleaned  by  the  users  in 
rotation,  and  an  inspector  calls  every  two  or  three  penalty  for 
days  to  see  that  it  is  done.    If  it  is  not  done  properly  »<>*  keep- 

t         n*      t  TT  11  ^fS  clouet 

the  offenders  are  summoned,  and  some  nave  been  sent  clean. 
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to  prison  for  the  oflFcnce.  The  ashes  and  uther  refuse 
arc  put  into  the  street  and  carted  away  daily  by  the 
scavengers. 
Fnvonnibie  Dr.  Buchanau  and  Mr.  RadclifFe  say  of  these 
"'"'"""■  closets : — "  Nothing  could  be  more  admirable  than  the 
working  of  the  Liverpool  arrangement,  and  nothing 
could  be  more  marked  than  the  difference  between 
them  and  what  are  called  water-closets  in  the  poor 
neighbourhoods  of  London  and  other  large  towns."* 

Five  years  later,  writing  of  the  trough  closet,  Mr. 
Radcliffe  says, 

Tho  Liverpool  trough  closet  vne  described  in  the  Report  for  1889 
OS  admirable  in  arrangement  and  working.  The  five  years'  oilditionol 
FaTourablo  experience  of  it«  operation  confirms  in  every  reHi)ect  the  upiaioa  then 
formed  of  its  iwrfect  odaptability  to  tlie  wonts  of  a  poor  population. 
The  closets  are  clconwd  daily  by  the  people  using  theui,  according  to 
a  systematlD  rota  ;  there  in  no  wnate  of  water,  so  injury  from  frost, 
and  the  whole  of  the  machinery  is  worked  regularly  by  the  public 
scavenger.  In  addition  to  these  advautagce  the  wear  and  l«ar,  owing  to 
efficient  original  eonstniction,  hoe  been  remarkably  small.  (Report  by 
Mr.Radcliffe,  Appendij  to Eqwrt  jtf. 0.  P.  (7.  and  Ji. C.  B.,  Na  II.,p.  167.) 
In  their  Report  on  the  Sanitary  State  of  Liverpool, 
1 87 1 ,  Drs.  Parkes  and  Sanderson  express  their  opinion 
on  the  trough  closets  which  were  in  use  in  many  of 
the  courts  which  they  examined  {pp.  69-71). 

Ah  an  appariitns  Uii  the    speedy   and   safe    discharge   of  large 
Trongii^       quantities  of  excreta  into  a  drain,  we  regard  the  ttviigh  closet  m 
"'"m*  'f      superior  to  any  other  with  which  we  are  acquainted.     So  long  m  the 
UtwimoI.    t**"?^  "  f"-^'  "*'  water,  the  solid  matters  which  fall  into  it  are  conj. 
pletely  covered,  and  are  flooded  away  into  the  sewer  at  the  moment 
that  the  trough  ii  discharged,  aa  we  ascertained  by  jwrsonsJ  observa- 
tion, in  the  most  efficient  and  complete  manner.     Ohfltructive  objects 
of  on  improper  kind,  introduced  by  carelessness  or  by  minchievouB 
design,  ore  easily  removed  by  the  scavengers  in  charge,  so  that  blocknge 
of  court  drains  is  on  uncommon  occurreace.     The  tnragbs  are  of  ex- 
trcmdy  simple  construction,  not  easily  deranged,  and  can  be  worked 
at  a  comparatively  small  expense  ;  for  all  which  reasons  they  ore  bettor 
adapted  for  a  population  such  oa  tbnt  of  the  Liverpool  courts  than  any 
other  form  of  water  latrine. 


cODBnueJ 
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The  woodwork  and  seats  were,  however,  found  in 
a  state  of  "disgusting  filthiness,"  due  to  the  fact  seats 
that  many  of  the  adults,   both  male  and  female,       ^' 
habitually  stand  on  the  seat  when  using  the  closet 
It  appears  that  this  habit  has  arisen  from  fear  of 
infection. 

The  eflfect  on  the  house  drains  of  the  process  of  Effect  on 
discharging  the  troughs  was  also  determined.     For  oJ^of 
this  purpose  some  of  the  drains  in  the  courts  were  or^^. 
opened.     It  was  seen  that  "  though  during  discharge 
the  flow   was   rapid,  the   quantity  flowing   at  any 
moment  was  never  suflScient  to  fill  the  drain-pipe,  so 
that  it  could  not  act  as  a  piston."     In  the  cellars, 
when  the  traps  were  in  order,  it  could  not  be  detected 
that  '*  any  air  was  forced  back  through  the  traps  when 
the  trough  closet  was  emptied.    In  those  cellars  where 
the  traps  were  deficient  or  inefiective,  the  emptying 
of  the  trough  closet  caused  an  inconsiderable  draught, 
which  was  chiefly  from  the  cellar  into  the  drain.     In 
some  cases  it  was  at  times  reversed,  but  the  inflow 
seemed  always  greater  than  the  outflow." 

An  additional  advantage  which  Drs.  Parkes  and 
Sanderson  considered  the  trough  closet  to  possess  is 
that  '*  in  the  presence  of  an  epidemic,  either  of  Preveutiou 
enteric  fever  or  cholera  in  a  court,  it  will  be  easy  to  demies, 
put  disinfectants  into  the  trough  water-closets,  and 
thus  to  destroy  the  noxious  power  of  the  discharges 
before  they  enter  the  sewers." 

Another  contrivance  of  a  similar  sort,  but  entirely 
self-acting,  known  as  the  "  Tumbler  "  closet,  has  been  Tumbler 
introduced  into  Leeds,  Birkenhead,  and  Tranmere.  ^^^^ 
In  this  there  is  also  a  trough  running  under  the 
privy  seats  and  made  of  stoneware ;  the  water  trickles  Quantity 
into  a  swinging  basin  at  the  upper  end,  which  is  so  ^^  ^**®^' 
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constructed  that  it  capsizes  when  full  and  washes  out 
the  contents  of  the  trough  into  the  drain  ;  it  can  be 
arranged  so  as  to  capsize  at  any  interval  that  may  be 
thought  advisable.  "For  a  tumbler  closet  IJ  gallon, 
and  for  the  ordinary  siphon  or  pan  (liopper)  closet 
2  gallons  a  head  per  twenty-four  hours,"  are  required. 
These  closets  are  found  to  keep  very  clean,  "  to  require 
fewer  repairs  and  less  attention  than  the  siphon  or  pan 
(hopper)  closets,"  aud  to  be  unaffected  by  frost.* 

The  tumbler  closet,  which  has  been  to  a  small 
extent  in  use  at  Birkenhead  for  a  considerable  number 
of  years,  has  proved  somewhat  of  a  failure,  not  from 
any  fault  of  its  own,  but  from  misconception  of  its 
powers  by  private  persons,  leading  to  radical  faults 
in  its  construction,  and  by  the  absence  of  proper 
supervision  on  the  part  of  the  local  authority,  who 
also  "  permitted  the  regulation  of  the  water  supply 
to  be  governed  by  considerations  of  economy,  not 
always  consistent  with  the  sanitary  object  for  which 
the  closet  was  constructed."  Thus  Mr.  Francis  Vacher, 
Medical  Officer  of  Health  for  Birkenhead,  in  a  report 
on  the  tumbler  water-closet  system  in  that  town,  given 
in  Mr.  Radclifle's  report  before  mentioned  {Appendix  to 
RejMH  M.  O.  P.  C.  and  X.  G.  B.,  No.  II.,  pp.  209-214), 
says: — "The  tumbler  closet  appears  to  mc  to  be  so 
perfect  in  theory  that  I  regret  I  am  unable  to  give  a 
more  satisfactory  report  of  my  experience  of  it."  The 
evidence  upon  which  the  report  is  baaed  is  furnished 
by  only  twenty-two  such  closets.  "  As  these  all,  with 
a  single  exception,  not  unfrequently  get  out  of  gear 
or  become  obstructed  and  cause  nuisances,  I  cannot 
resist  the  conclusion  that  tumbler  closets  are  not  suit- 
able, at  all  events,  for  the  class  of  tenants  for  whom 
•  Flnl  Raporl  R.  W  C,  1868,  toL  Li.  p.  S6l. 
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they  have  been  provided  in  Birkenhead."     He  attri- 
butes the  failure  of  the  system  chiefly  to  the  ranges  Ranges  \ 
having  been,  for  the  most  part,  ill-planned,  too  long,  p^*^*^. 
and  required  to  serve  too  many  persons.     Thus  the 
mean  length  per  range  was  54  feet ;  the  average  num- 
ber of  seats  each  range  received  from  being  6*9,  the 
average  number  of  houses  served  per  range  being  8 '6, 
and  the  average  number  of  persons  to  a  range  being 
43.    In  the  case  of  one  closet  the  tumbler  of  a  capacity 
of  about  18  gallons  was  designed  to  flush  beneath  32 
seats,  accommodating  37  houses,  the  distance  from 
mouth  of  tip  to  end  seat  being  119  feet,  and  the  popu- 
lation of  the  houses  served  being  about  190  adults 
and  children.     ''  The  folly  of  building  a  range  such 
as  this  it  cannot  be  necessary  to  insist  upon."     The 
majority  of  the  tumblers  derived  their  water  supply 
straight  from  the  main,  without  the  intervention  of 
cisterns,  the  result  being  that  for  two  days  a  week, 
when  the  water  was  regularly  turned  ofi*,  the  closets 
were  not  flushed  at  all.     The  rates  of  tipping  of  the  Rates  of 
tumblers  were  found  to  be  very  unequal,  varying  from  i^tuLb- 
every  twenty  minutes  to  every  six  hours  or  less  fre-  ^^f 
quently,  and  at  some  schools,  where  the  water  was 
measured  by  meter  and  paid  for  by  quantity,  the 
supply  of  water  to  the  tumbler  was  stopped  altogether, 
except  once  a  day,  when  it  was  allowed  to  discharge 
two  or  three  times  in  succession. 

Mr.  Vacher  makes  the  following  suggestions  re-  Mr.vach- 
gaxding  the  structure  and  management  of  tumbler  ^^ 
closets : — 

1.  The  tumbler  of  iron,  cast  in  one  piece,  and  to  bold  a  charge 
of  not  less  than  1 8  gallons,  should  l^e  swung  in  a  strong  wooden  frame 
set  in  brickwork,  the  trunnion  caps  being  furnished  with  oil  holes  and 
pegs,  the  whole  being  in  a  locked  compartment,  accessible  only  to  the 
sanitary  authority's  accredited  servant. 
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I  S.  The  chaonel  to  be  fluahed  should  be  a  brickwork,  ument- 

I  lined,  open,  etralght  trough,  round  bottomed,  with  elight  incline,  and 

I  made  to  retain  water,  at  least  1  inch,  at  its  shiUlow  end.     It  should 

I  terminate  in  a  siphon  trap  protected  hj  a  grid,  and  ahould  not  measure 

'  more  than  SG  feet,  or  receive  from  more  than  5  seats. 

3.  The  scats  should  be  of  wood,  not  painted,  each  in  a  separate 
locked  compartment,  each  eiclusively  for  the  use  of  the  occupiers  of 

'  one  house,  and  accessible  only  to  the  occupiers  of  one  house  and  the 

'  sonitarj  authority's  accredited  servant. 

4.  The  water  supply  should  be  by  cistern,  the  capacity  of  each 
ciatem  not  being  less  than  1000  gallons,  except  in  districts  where  the 
mains  are  always  charged,  and  the  service-pipe  should  be  fitted  with 
a  ferule  of  a  size  to  enable  it  to  deliver  not  lesa  than  18  gallons  every 
forty  minutes, 

'  6.  Inspection  should   be  undertaken  by  the  sanitary  authority, 

L      ,  and  should  be  systematic,  thorough,  and   frequent,  every  tumbler, 

I     f  channel,  seat,  and  cistern  in  a  district  being  examined  by  a  servant  of 

W  J  the  sanitary  authority  at  least  oDce  a  week. 

r  •  By  the  above  account  is  shown  the  necessity  of 

'  /  Trough       some  self-acting  arrangement,  by  which  a  large  body 
'    n«°h«.i  by   of  water  shall  be  periodically  discharged   into  the 

ItotioD""  trough.  Such  an  arrangement  is  provided  by  a  aiphou- 
fliwh-innk.  action  flushing-tank,  which  empties  itself  automati- 
cally at  regular  intervals,  and  which  can  have  its  dis- 
charge regiUated  according  to  the  necessities  of  the 
case.  These  tanks  have  no  moving  parts,  are  not 
liable  to  get  out  of  order,  and  require  little  or  no 
attention ;  they  are  therefore  in  many  respects  better 
than  tumbling  boxes  (see  p.  128). 

By  these  simple  contrivances  it  is  found  that  the 
water-closet  system  may  be  managed  so  as  to  be 
"  entirely  applicable  to  the  circumstances  of  the  most 
ignorant  and  most  careless  population ; "  the  only 
necessary  addition  being  that,  as  in  any  other  arrange- 
ments, the  management  be  entirely  undertaken  by  the 
scavengers  of  the  sanitary  authority. 

"Where  these  conditions  are  olwervcd  as  thoroughly 
as  they  are  observed  in  parts  of  Liverpool,  we  believe 
that  water-closets  are  the  best  means  of  removing  ex- 
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cremental  matters  from  the  poor  neighbourhoods  of  a 
town."  * 

It  will  be  at  once  observed  that  in  each  of  these 
cases  the  scavenging  arrangements  need  not  be  any- 
thing like  so  complicated  as  they  must  necessarily  be 
with  any  of  the  other  systems  that  we  have  already 
considered.     There  is  no  removal  or  carting  away  of  No  carting 
the  excremental  matters  in  any  form,  the  scavenger  S^^^; 
has  merely  to  visit  the  place  to  see  that  all  is  going  ^^^ 
on  right,  and  in  the  case  of  the  trough  closets  without 
siphon-action  tanks,  to  empty  the  contents  of  the  trough 
down  the  drain.     The  ashes  of  course  have  to  be  col- 
lected separately,  just  as  in  all  other  parts  of  the  town. 

In  the  various  Reports  on  this  subject,  one  con- 
tinually  meets  with  the  statement  that  in  a  certain 
town  there  are  only  a  few  water-closets,  and  these 
always  in  the  best  houses.     From  this  we  see  that 
the  persons  who  are  best  oflf,  and  who  are,  as  a  rule, 
cleanest  in  their  habits,  have  invariably  adopted  the  water^io- 
water-closet  system  in  preference  to  any  of  the  older  SoSTdTy 
ones.     It  is  found,  when  properly  managed,  as  every  J^^^ 
one  very  well  knows,  to  be  in  no  way  a  nuisance ;  on 
the  contrary,  by  it  all  the  excremental  matters,  to-  Reasons, 
gether  with  all  the  slops  and  liquid  house  refuse,  are 
immediately  carried  away,  out  of  and  far  from  the 
house  and  the  neighbourhood,  and  by  a  simple  dis- 
connecting trap,  the  entrance  of  foul  gases  from  the 
sewer  into  the  house  is,  to  all  intents  and  purposes, 
entirely  prevented.      If,  then,  the  lower  classes  of 
people  do  not  manage  water-closets  as  they  should  be 
managed,  it  is  plainly  not  the  fault  of  the  system,  but 
the  want  of  a  due  regard  to  cleanliness  on  the  part  of 
the  users ;  and  until  they  can  be  taught  to  manage 

♦  Twelfth  Report  M.  0.  P.  C,  Appendix,  p.  140. 
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them  themselves,  the  only  way  to  get  out  of  the  diffi- 
culty is  to  have  them  managed  for  them. 

What  we  have  wished  to  point  out  is,  that  instead 

of  destroying  the  water-closet  system,  as  introduced 

into  the  neighbourhoods  to  which  we  have  just  referred, 

it  may  undoubtedly  be  made  to  answer  perfectly  every 

Necessity    Sanitary  requirement  by  a  tithe  of  the  supervision  and 

rio^  w  incomparably  less  scavenging  work  than  is  universally 

S^^^JlS!    acknowledged  to  be  absolutely  necessary  in  all  other 

S°oS«    fonns  of  excremental  removal 

In  fact,  we  must  agree  with  Dr.  Syson,  who  said 
before  the  Kivers  Pollution  Commissioners,  "  where  a 
water-closet  is  mechanically  perfect,  I  look  upon  it 
that  it  is  perfect  in  theory ;  but  I  find  from  experience 
that  water-closets,  and  the  drains  connected  with  them, 
Troe  tea-  are  laid  out  so  badly,  that  they  themselves  are  apt  to 
JSiure,  become  a  source  of  annoyance  and  discomfort."  {First 
^^^°**      Report  R.  P.  C,  1868,  vol.  ii.  p.  189.) 

So  that  it  is  not  the  fact  of  their  being  water- 
closets^  hut  the  fact  of  their  being  badly  constructed 
or  not  looked  after,  that  makes  them  a  nuisance  where- 
ever  they  are  so. 

The  great  improvement  in  the  sanitary  condition 
of  towns  into  which  the  water-closet  system  has  been 
introduced  will  be  described  in  another  place. 


ocean. 
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The  original  idea  of  a  sewer  was  that  it  was  a  large  original 
drain  to  carry  oflf  the  rain-fall  and  subsoil  water  of  a  sewJ.  * 
town,  and  it  was  only  secondary  considerations  that 
pointed  out  the  convenience  of  making  this  drain  a 
receptacle  for  liquid  refuse  matters  also.     That  the 
Cloaca  Maxima  of  Rome  was  built  with  the  first- 
named  intention,  we  see  from  the  account  of  it  given 
by  Livy:* — "Et  infima  urbis  loca  circum  Forum, 
aliasque  interjectas  collibus  convalles,  quia  ex  planis 
locis  hand  facile  evehebant  aquas,  cloacis  e  fastigio  in 
Tiberim  ductis  siccat ; "  but  that  it  was  used  for  the 
secondary  purpose  which  we  have  just  mentioned,  secondary 
and  with  which  we  have  especially  and  indeed  almost  °"®' 
exclusively  to    do,   we   see   from   the  statement : — 
"  Cloacamque  maximam  receptaculum  omnium  pur- 
gamentorum  urbis,  sub  terram  agendam."  t    Smaller 
sewers  were  made  which  either  opened  directly  into 
the  Tiber  or  into  the  Cloaca  Maxima  itself,  and  which 
"  ramified  through  all  Rome."  |     Pliny  calls  these 
cloaccB  "  operum  omnium  dictu  maximum."  5 

From  the  time  when  Tarquiniua  commenced  this 
grand  work  down  to  the  present  day,  it  has  been  found 

♦  Livy,  L  38.     f  Livy,  i.  66.     t  Smith's  Ancient  History,  voL  IL  • 
p.  193.     §  PUny,  Hist  Nat  zxxvL  c.  15,  s.  24. 

t^^J^JU^     JL^csui^    U.^^,  f^c^^,   /?/6  x/7.     cU-^ 
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necessary  to  provide  sewers  for  towns,  no  matter  in 
what  way  the  actual  excrementitious  matters  are  dealt 
with,  and  as  a  general  rule  they  have  been  built  more 
or  less  on  the  Roman  plan.  This  we  do  not  wonder  at, 
since  the  durability  of  these  works  is  shown  in  the  fact 
that  the  great  prototype  which  we  have  above  men- 
tioned has  lasted  almost  entirely  unhurt  for  twenty- 
four  centuries,  and  still  continues  to  perform  its  original 
functions  of  drain-scwer.  The  city  which  at  present 
exemplifies  in  the  most  complete  manner  an  enlarged 
and  improved  form  of  this  system  is  perhaps  Paris, 
underneath  the  principal  streets  of  which  not  merely 
sewers  but  subways  are  constructed,  with  the  tributary 
mains  named  and  the  house-pipes  numbered.  The 
London  main  sewers  vary  from  4  feet  in  diameter  to  - 
9  feet  6  inches  by  12  feet  in  some  cases;  the  three 
noithem  outfall  sewers  are  each  9  feet  by  9  feet  {with 
vertical  sides),  the  southern  outfallsewer  1 1  feet  6  inches 
in  diameter.  Such  an  enormous  size  as  this  is  found 
requisite  not  for  the  actual  amount  of  foul  water  which 
generally  does  pass  down  the  sewers,  but,  as  Parent 
Duchatelet  points  out,  for  that  which  it  '\?,possible  that 
the  sewer  may  be  required  to  contain  under  certain 
circumstances,  especially  during  heavy  rains.  Neither 
the  existence  of  such  sewers  nor  their  size  in  any  way 
depends  upon  the  amount  of  excrementitious  matter 
that  is  received  into  them.  The  sewers  we  have 
mentioned  were  all  constructed  for  towns  in  which  the 
solid  part  of  the  excrement  and  a  certain  proportion  of 
the  liquid  were  carefully  kept  away  from  them,  that 
being  considered  to  be  the  part  most  valuable  as  manure. 
In  Paris  this  is  especially  the  case,  as  we  have  already 
pointed  out,  by  the  general  prevalence  of  the  system  of 
fos»e4 permanentea KnA-foBaei  mobiles.    In  London,  too, 
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this  was  the  case  when  the  privy  system  was  in  vogue, 
and  of  other  towns  the  same  remark  may  be  made. 

Up  to  about  the  year  1815,  it  was  penal  to  discharge  sewage  or 
other  ofiPensive  matters  into  the  sewers  :  cesspools  were  regarded  as  the 
proper  receptacles  for  house  drainage,  and  sewers  as  the  legitimate 
channels  for  carrying  off  the  surface  waters  only.  Afterwards  it  be- 
came permissive,  and  in  the  year  1847  the  first  Act  was  obtained 
making  it  compulsory  to  drain  houses  into  sewers.  (Bazalgette,  Main 
Drainage  of  London,  p.  5.) 

In  Rome,  certainly,  the  greater  part  of  the  excre- 
mentitious  matters  were  collected  in  enormous  under- 
ground pits,  which  have  been  lately  discovered  by 
Mr.  Parker,  so  that  in  no  case  were  these  sewers 
constructed  for  the  removal  of  excrementitious  matter.  But  con- 
It  does  not  by  any  means  follow  from  this  that  the  ^{f 
water  they  conveyed  was  to  any  notable  extent  less 
impure  or  less  offensive  than  the  contents  of  sewers 
into  which  the  whole  of  the  refuse  matter  of  all  sorts 
is  received.     This  was  perfectly  well  pointed  out  by 
Parent  Duchatelet,  in  his  remarkable  memoir  on  the 
sewers  of  Paris,  published  in  1836.     He  there  con- 
siders that  the  identity  between  the  sewers  and  the  Same  mies 
fosses  has  been  completely  proved,  and  he  rightly  ^S^*" 
argues  that  sewers,  even  under  the  conditions  found 
in  Paris,  require  to  be  constructed  with  the  same 
precautions  as   the  fosses  themselves;    in  fact,  any 
one  who  has  examined  the  sewers  of  Paris,  Lyons,  or 
any  other  town   where   the   cesspool   system  is  as 
efficiently  and  thoroughly  carried  out  as  it  can  be,  Recentcon- 
knows  perfectly  well  that  the  sewage  is  just  as  foul,  thu  piiut^ 
just  as  offensive  in  every  way,  as  it  is  in  the  most 
thoroughly  water-closeted  town.     But  we  have  had 
some  important  evidence  on  this  point,  in  the  First 
Keport  of  the  Rivers  Pollution  Commissioners.     It  is 
there  shown  that  there  is  '*  a  remarkable  similarity  of 
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composition  between  the  sewage  of  midden  towns 
and  that  of  water-closet  towns.  The  proportion  of 
putrescible  organic  matter  in  solution  in  the  former  is 
but  slightly  less  than  in  the  latter;  whilst  the  organic 
matter  in  suspension  is  somewhat  greater  in  midden 
than  in  water-closet  sewage.  For  agricultural  pur- 
poses, 10  tons  of  average  water-closet  sewage  may,  in 
round  numbers,  be  taken  to  be  equal  to  12  tons  of 
average  privy  sewage."  It  is  also  shown  that  more 
persons  contribute  to  a  given  volume  of  sewage  in 
midden  towns  than  in  water-closet  towns,  because  it 
is  found  that  the  proportion  of  chlorine  is  greater  in 
tlie  sewage  of  the  former  towns  than  in  that  of  the 
latter,  and  the  cause  of  this  difference  "  is  obviously 
to  be  sought  for  in  the  somewhat  increased  quantity 
of  water  needed  by  and  supplied  to  "  the  water-closet 
towns.     {First  Report  It.  P.  C,  1868,  vol.  i.  p.  29.) 

The  Committee  of  the  Local  Government  Board 
ou  Modes  of  Treating  Town  Sewage  were  of  opinion 
(Report  1876,  p.  59)  that  "the  entire  excreta  of  a 
town  ]jopulation  added  to  the  waste  water  is,  by 
volume,  only  about  as  1  to  100;  consequently  the 
capacity  of  the  sewers  need  not  be  enlarged,  nor  need 
steam  pumping  power  (if  required)  be  increased." 
That  is  to  say,  that  sewers  originally  intended  to 
convey  away  waste  waters  only,  need  not  be  enlarged 
when  it  is  intended  that  they  shall  also  receive  the 
excrctal  refuse  of  the  population. 

We  must  remark,  however,  that  although  there 
can  be  no  doubt  as  to  the  truth  of  the  general  fact 
above  stated,  yet  it  may  be  questioned  whether  the 
similarity  between  these  two  sorts  of  sewage  is  as 
great  as  ia  here  indicated.  It  would  not  appear  that 
the  samples,  of  which  the  analyses  aWve  referred  to 
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were  made,  were  really  average  samples,  that  is  to  say,  Average 
procured  by  taking  samples  at  frequent  intervals  during  ""'^  ^ 
a  period  of  twenty-four  hours,  and  mixing  them  in  the 
"proportion  indicated  by  gauging  at  the  time  each 
sample  was  taken,  a  source  of  error  pointed  out  to  us 
by  Mr.  Thomhill  Harrison.     However,  the  exact  re- 
sults may  be  ascertained  by  future  researches ;  what 
cannot  be  denied  is  "that  the  very  large  collection 
of  feeble  manure  from  the  several  towns  .  .  .  does 
really   very  little   to   save   the   rivers.  .  .  .  Bolton  Riven 
receives  its  river  water  virtually  clean,  and  hands  ^y^jJI 
it  on  in  an  extremely  foul  and  oflFensive  condition. 
Rochdale   fouls  the   Roch  and   Spodden,  and   Bury 
makes  a  most  obvious  addition  to  the  filth  of  both 
the  Roch  and  Irwell  passing  by  it.     Over  Darwen 
adds  most  oflFensively  to  the  pollution  of  its  stream, 
and  the  Blakewater  is  entirely  converted  into  sewage 
by  the  town  of  Blackburn.     The  Irwell  and  Irk  and 
Medlock  come  down  already  very  foul,  but  the  quantity 
of  filth  they  bring  is  enormously  increased  as  they  pass 
through  Manchester  and  Salford"(p.  36);  and  from 
their  researches  these  Commissioners  were  led  to  con- 
clude that  "  retention  of  the  solid  excrement  in  middens  UseieM  to 
is  not  therefore  attended  with  any  considerable  diminu-  soUd  ex- 
tion   in  the   strength  of  the   sewage,  although  the  ^***^°'*«* 
volume,  even  in  manufacturing  towns,  is  somewhat 
reduced;  neither  is  the  case   substantially  diflferent 
where  earth  closets  are  substituted  for  the  Lancashire 
midden,   for   the   sewage   from   Broadmoor  Lunatic 
Asylum,  in  which  these  closets  are  partially  used,  ex- 
hibits  no   exceptional  degree   of  weakness.  ...  It 
seems  hopeless  therefore  to  anticipate  any  substantial 
reduction  of  sewage  pollution  by  dealing  with  solid 
excrementitious  matters  only "  (p.  30).     Thus,  then. 
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we  see  that  ui  every  caae  the  sewers  not  only  act  as 
(li-aine,  but  remove  an  immense  quantity  of  refuse 
matter,  and  that  therefore  Parent  Duchatelet'a  con- 
clusion, that  they  must  be  considered  as  elongated 
cesspools,  was  a  correct  one.  We  have  seen  how  it  is 
necessary  to  construct  cesspools ;  that  the  one  great 
condition  is  that  they  should  be  impervious,  in  order 
that  their  contents  may  not  soak  through  into  the 
surrounding  soil,  poisoning  the  wells  and  giving  off 
foul  emanations  into  the  air.  This,  therefore,  is  a 
eoneluaion  which  has  also  been  come  to  in  the  case  of 
sewers :  they  must  be  made  impervious,  and  to  this 
end,  in  Paris,  following  up  the  recommendations  of 
the  renowned  hygienist  whose  name  we  have  just 
mentioned,  they  are  lined  throughout  with  impervious 
cement ;  and  even  as  a  recommendation  for  ordinary 
brick  sewers,  one  witness  before  the  Health  of  Towns 
Commission  stated  that  when  propei'ly  constructed, 
and  with  good  stone-lime  and  river-sand  cement,  they 
become  water-tight  after  a  time.  But  here  we  stumble 
upon  a  dilemma :  we  have  pointed  out  that  the 
original  object  of  the  sewers  was  to  carry  off  the  rain 
and  subsoil  waters,  that  is  to  say,  to  act  as  drains. 
Now  drains,  in  order  to  be  efficient,  must  be  pervious, 
must  allow  the  subsoil  water  to  get  into  them  as  easily 
as  possible.  "A  drain,"  says  Mr.  BaUey  Denton,  "is 
intended  to  draw  out  of  the  land  through  which  it 
passes  the  wetness  that  is  iu  it,  and  to  exhaust  that 
wetness  as  far  as  capillary  attraction  and  natural  re- 
teutiveneas  will  permit"  (Letter  to  the  Times,  28th 
October  1869).  But  now  we  find  that,  through  the 
introduction  into  them  of  refuse  matter  of  towns,  in 
iill  cases  it  is  decidedly  advisable  t«  have  them  im- 
]>erviouH ;  in  £nct,  we  require  to  make  them  pervious 
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and  impervious  at  the  same  time, — an  obvious  impossi-  Heductio 

bility.     But  it  may  be  alleged  that  as  a  general  rule  dum, 

there  will  be  no  risk  of  the  foul  water  percolating 

through  the  sewers  into  the  surrounding  soil.     It  is 

perfectly  true  that  where  the  incline  is  sufficient  and 

the  sewers  well  constructed  and  without  any  chance 

of  obstruction,  there  will  certainly  not  be  any  great 

risk  of  this  taking  place ;  but  where  the  ground  is 

flat,  so  that  sufficient  incline  cannot  well  be  given  to 

the  sewers— 33  is  the  case  in  Paris  for  the  most  part  Pe«oiation 

—or  where  there  is  any  chance  of  the  backing  up  of  ^^we"! 

the  sewage  from  the  outfall,  either  because  this  is — 

as  at  Cambridge,  for  instance— under  water,  or  because 

the  tide  rises  into  it,  as  in  many  seaboard  towns,  it  is 

certain  that  such  percolation  does  take  place  to  a  very 

great  extent.     The  well-water  at  Cambridge  contains 

for  the  most  part  a  good  deal  of  faecal  impurity,  which 

would  appear  to  arise  mainly  from  this  percolation 

from  the  sewers. 

Thus  we  see  that  constructions  which  ought  to  be  intimate 
mainly  regarded  as  drains  have  come  to  be  especially  destlna-^ 
looked  upon  as  sewers  (to  express  this  double  function  ^^"' 
we  shall  call  them  drain-seivers) ;  and  while  the  im- 
portance of  their  being  impervious  has  been  strongly 
pointed  out,  the  necessity  for  their  being  capable  of 
acting  as  drains  has  been  to  a  great  extent  overlooked. 
The  extreme  importance  of  this  latter  point  we  shall 
have  to  consider  in  another  place ;  suffice  it  here  to 
say  that  it  is  certain  that  towns  must  be  provided  Drains  and 
witn  permoics  drains,  and  it  is  also,  from  the  tore-  necessary. 
going  considerations,  equally  certain  that  they  must  be 
provided  with  impeimotis  sewers. 


DRAIN-SEWERS. 

Ab  these  drain-sewere  are,  however,  at  present  the 
usual  ones  employed  in  most  towns,  and  as  in  their 
capacity  of  sewers  they  therefore  come  under  our 
subject  matter,  we  will  consider  briefly  the  practical 
points  to  which  attention  should  be  eapecially  directed 
in  their  construction.  With  regard  to  their  form, 
some  important  evidence  was  given  by  Mr.  Butler 
Williams,  C.E.,  before  the  Health  of  Towns  Commis- 
sion. It  is  plain  that  the  beat  form  to  be  adopted  is  the 
one  which,  with  the  greatest  economy  of  work  and 
materials,  combines  the  greatest  power  of  resistance 
to  external  pressure  and  the  greatest  facility  for  the 
freest  flow  of  sewage  contained  in  it.  A  very  primi- 
tive rectangular  form,  with  upright  sides  and  a  flag 
or  slate  bottom  or  top,  need  scarcely  be  considered, 
as  it  obviously  does  not  fulfil  these  conditions ;  it 
combines  in  fact  almost  the  maximum  amount  of 
frif^tion  and  retarding  of  the  materials  passing  down 
it  with  the  minimum  amount  of  strength,  and  has 
always  been  found  to  fail.  The  itomans  knew  very 
well  that  an  arch  was  stronger  than  a  flat  roof,  espe- 
cially than  one  made  of  a  single  flagstone,  and  they 
constructed  their  great  sewers  with  arched  tops.  In 
the  form  which  has  upright  sides  with  an  arched  roof 
and  a  fiat  bottom  the  friction  is  as  great  as  in  the  one 
above  mentioned,  and  deposit  very  easily  accumu- 
lates. When  the  bottom  as  well  as  the  roof  is  arched, 
as  in  the  Westminster  sewers,  the  frii;tion  is  very 
much  reduced ;  while  the  elliptical  sewers  not  only 
offLT  less  resistance  to  the  passage  of  sewage  in  them, 
but  at  the  same  time  greater  resistance  in  every  direc- 
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tion  to  external  pressure,  while  a  still  further  improve- 
ment is  the  substitution  of  an  egg-shaped  section  for  i^g. 
the  true  elliptical  one,  the  smaller  end  of  the  oval  US^ 
pointing  downwards.     The  advantage  of  this  is,  "  ex- 
clusive of  its  superior  strength  and  economy,  that 
when  the  water  is  small  in  amount  the  narrowness  of 
the  lower  part  gives  a  greater  hydraulic  depth,  and 
therefore  produces  increased  velocity,  and,  when  the 
body  of  water  is  increased,  more  capacity  is  obtained." 
But  the  question  of  economy  must  also  be  considered, 
and  with  regard  to  this  we  find,  comparing  egg-shaped 
sewers  with  those  of  the  Westminster  form  of  the 
same  capacity,  that  while  one  mile  of  the  former 
would  only  require  924,140  bricks,  one  mile  of  the  Economy 
latter  would  require    1,378,080;   or   "one   mile   of  ^"^'^''^"• 
sewerage  of  the  upright  form  would  require  upwards 
of*  half  a  million  of  bricks  more  than  one  mile  of 
the  egg-shaped  sewer;   and   the   number  of  bricks 
that  would  complete  one  mile  of  the  upright  formed 
sewerage  would  suffice  for  one  mile  and  a  half  of  the 
egg-shaped  sewer."  t    The  difierence  would  amount  to  Difference 
1116  yards  of  brickwork,  "which,  valued  at  20s.  a     ^  ' 
cubic  yard,  would  amount  to  £1116."     Besides  this, 
it  appears  that  the  "width  of  the  footings  used  in 
the  upright-sided  sewer  causes  great  expense  in  the 
excavation,"  and,  taking  the  average  depth  of  the  iuexcava- 
main  line  excavations  at  20  feet,  it  is  found  that  5865 
cubic  yards  per  mile  is  the  amount  of  excess  of  excava- 
tion required  in  the  case  of  the  upright-sided  sewer. 

This  it  is  reckoned  would  carry  the  excess  of  ex- 
penditure to  £1660,  or  altogether  "the  difierence  in 
expense  between  the  construction  of  upright -sided 

*  (?)  Nearly, 
t  First  Report,  Health  of  Towns  Commission,  vol.  ii.  p.  460,  etc 
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sewers  with  man-holes,  and  egg-shaped  or  arched 
Bewera  with  flushing  apparatus,  would  be  about  £1800 
per  mile,  or  for  118  miles  would  be  nearly  a  quarter 
of  a  million."  The  distance  of  118  miles  is  mentioned 
because  it  represents  the  length  of  main  sewers  built 
in  London  during  the  ten  years  preceding  the  Report. 
That  is  to  say,  that  the  upright-sided  sewers,  which 
offer  the  greatest  resistance  to  a  free  flow,  in  which 
great  accumulation  of  filth  takes  place — even  to  the 
extent  of  several  feet  in  depth  in  some  cases — and  the 
sides  of  which  often  get  pushed  in  by  the  pressure  of 
the  soil  around,  as  exemplified  by  several  instances 
cited  in  the  Report  above  quoted,  cost  very  con- 
eiderablj'  more  than  the  egg-shaped  variety  with  all 
its  advantages  of  increased  velocity  of  the  current, 
diminished  deposit,  and  superior  strength.  Where 
circular,  elliptical,  or  egg-shaped  sewers  have  been 
substituted  for  upright-sided  ones,  which  had  previ- 
ously failed,  they  have  been  found  to  succeed  well. 

It  is  better  that  sewers  should  be  too  large  than 
too  small.  We  have  seen  of  what  an  enoniious  size 
they  may  be  made,  and  are  made  in  some  cases  ;  but 
the  question  is,  what  is  the  least  size  which  will  answer 
the  purpose,  so  that  the  expense  of  construction  may 
be  diminished  as  much  as  possible  ?  The  general  idea 
is  that  the  mains  should  be  sufficiently  large  for  a  man 
to  creep  through  in  order  to  remove  the  deposit  which 
may  accumulate  in  them.  This  is  now  usually  cou- 
.sidered  unnecessary,  as  the  sewers  should  be  so  con- 
structed that  occasional  flushing  will  do  this. 

To  take  some  instances  of  the  sizes  actually  in  use, 
which  will  perhaps  be  the  most  practical  way  of  look- 
ing at  it,  we  find  that  in  the  courts  and  alleys  in 
Loudon,  thu  aizes  ai-e  from  3  feet  by  2  feet  2  inches  to 
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4  feet  by  2  feet  4  inches.  In  streets  they  are  from  4  sizes  in 
feet  6  inches  by  2  feet  6  inches  to  the  size  of  the  towns. 
maiDs,  which  has  been  given  previously :  one  of  these, 
despite  its  enormous  dimensions,  has  recently  (1872) 
been  overcharged.  In  Dover  the  main  valley  sewer  is 
4^  feet  by  3  feet.  In  Salisbury  the  new  sewers  are 
about  the  same  size,  and  the  mains  are  so  constructed 
that  the  subsoil  water  percolates  into  them  freely.  In 
Bristol  the  main  outfall  is  5  feet  by  4^  feet,  and  the 
mains  vary  from  this  size  to  2  feet  by  1^  feet ;  and  it 
will  be  found  practically  that  where  the  drain-sewer 
system  is  still  carried  on,  the  minimum  size  for  the 
mains  will  be  about  3  feet  6  inches  by  2  feet  This 
size  would  allow  a  man  to  creep  through  the  sewer 
easily  if  necessary. 

It  is  calculated  that  a  main  drain-sewer  intended  calculated 
to  receive  all  the  sewage  of  a  thickly  populated  square 
quarter  of  a  mile,  with  a  water  supply  of  twenty  gallons  a 
head,  and  also  the  rainfall  of  the  same  surface,  if  equally 
distributed  over  every  day  of  the  year,  would  only 
actually  require  for  these  purposes  a  sectional  area  of 
4  square  feet,  but  that  practically,  in  order  to  provide 
for  sudden  storms,  this  size  would  have  to  be  at  least 
doubled.  A  still  larger  sewer  would  be  necessary  for 
the  same  population  if  spread  over  a  larger  area. 

We  have  already  intimated  that  the  mains  are  Bnck- 
generally  made  of  well-cemented  brickwork,  and  it  is  ^^  ' 
foimd  that  in  tolerably  good  soils  they  may  be  (especi- 
ally the  elliptical  or  oval  ones)  constructed  of  single 
half-brick  (4^  inches)  thickness.     Where  they  are  re- 
quired to  be  unusually  strong,  they  may  be  one  brick 
thick.    In  many  towns  stoneware  pipes  are  substituted  Pipes  for 
for  the  brick  sewers,  in  the  smaller  streets  at  any  rate,  gtpeeta. 
At  Rugby,  6-inch  pipes  are  used  for  small  streets  con- 
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taiuing  fourteen  or  fifteen  houses.  This  is,  how- 
ever, too  small  a  size  for  sewers ;  they  should  be, 
as  in  other  towns,  9  or  12  inches  in  diameter ;  such 
pipes  (18  inches  in  diameter)  may  be  even  used  for 
the  larger  streets,  but  this  economy  is  especially  un- 
desirable, Ijecause  these  pipes,  being  glazed  and  imper- 
vious, do  not  at  all  act  as  drains  ;  and,  in  fact,  brick 
mains  built  so  that  the  subsoil  water  can  enter  them 
(a  sufficient  fall  and  occasional  flushing  being  relied 
upon  for  the  prevention  of  percolation  of  sewage  into 
the  surrounding  subsoil),  should  be  constructed  in  pre- 
ference to  these  pipes  in  all  the  large  streets  in  towns 
where  a  single  system  is  allowed  to  remain  in  use. 

The  junctions  of  the  various  branches  should  not 
only  be  made  at  as  acute  an  angle  as  possible,  but  the 
smaller  branches  should  be  somewhat  curved,  so  that 
there  is  no  angle  to  offer  an  obstacle  to  the  free  en- 
trance of  the  sewage  into  the  main.  It  is  desirable 
also  that  the  points  of  junction  should  not  be  low 
down  in  the  main,  ao  that  the  sewage  from  the  pipes 
or  smaller  sewers  may  not  have  to  encounter  any  con- 
siderable pressure. 

Drain-sewers  must  be  placed  deep  enough  to  drain 
the  subsoil ;  and,  above  all,  must  be  placed  below  all 
cellars.  There  are  too  many  instances  of  cellars  having 
been — or  even  being  continually — flooded,  because 
they  were  below  the  level  of  the  sewers.  The  sewers 
must  drain  the  cellars ;  not  the  cellars  the  sewers  I 
This  is  the  case  especially  when  the  sewage  is  backed 
up  from  the  outfall,  or  when  the  gradient  is  small. 
Thus,  at  Bedford  the  street  sewers  are  described  in 
Mr.  Austin's  Report  as  "  chiefly  built  with  bricks  laid 
flat  in  the  lower  part,  and  without  any  mortar.  In 
some  cases  the  sewers  are  at  such  little  depth  that 
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cellars  of  houses  are  accustomed  to  receive  the  foul 
liquid  which  filters  through  these  defective  construc- 
tions." *  The  new  sewers  in  most  of  the  towns  have  Example., 
been  placed  at  such  depths  as  "from  16  feet  (in  the 
mid  town)  to  4  or  5  feet  in  many  other  parts  of  the 
town  "  (Stratford-on-Avon).  At  Rugby  they  are  "  at 
an  average  of  1 1  feet  from  the  surface,  varying  from 
7  to  25  feet."  At  Worthing  they  begin  superficially, 
and  are  20  feet  deep  at  the  outfall.  The  London 
sewers  vary  much  in  depth. 

The  incline  to  be  given  to  sewers  must  necessarily,  incUne. 
as  we  have  before  stated,  depend  to  a  very  great  ex- 
tent on  the  natural  inclination  of  the  land  itself,  but 
where  choice  can  be  had  it  would  appear  that  house- 
sewers  should  have  a  fall,  if  possible,  of  1  in  20  or  30  ; 
the  usual  fall  of  1  in  48  is  perhaps  sufficient  for  the 
pipe  sewers,  while  for  street  sewers  and  mains  the  in- 
clination should  vary  from  that  just  mentioned  to  1  in 
200,  or  1  in  250.     It  is  certain,  however,  that  in  many 
cases  such  an  inclination  cannot  possibly  be  got,  and  Not  always 
then  the  engineer  must  rely  upon  the  good  shape  of  ^^^   ^ 
the  sewers  and  sufficient  flushing  to  keep  deposit  from 
accumulating. 

As  these  constructions  are  really  drains  used  as  OnUet 
sewers,  their  natural  outlet  is  into  the  nearest  water- 
course or  into  the  sea.  In  the  latter  case,  and  in  the 
mouths  of  tidal  rivers,  the  tide  often  passes  up  them, 
and  backs  the  sewage  into  the  street  sewers,  whence 
it  may  overflow  into  cellars,  or  even  come  up  through 
the  gully-holes  into  the  streets.  This  was  found  to 
be  the  case  at  Dover  with  the  old  sewers.  When  the 
outlet  is  into  a  river,  below  the  level  of  the  water,  the  Backing  up 
sewage  is  backed  up  by  the  pressure  of  the  water  in  ^  ™**^ 

♦  Third  Report  M.  0.  P.  C,  1860,  p.  41. 
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the  river,  and  unless  the  fall  of  the  mains  be  consider- 
able, and  the  velocity  of  the  sewage  sufficient  to  cai-ry 
it  out  into  the  river,  it  will  be,  as  at  Cambridge,  backed 
up  almost  continually,  and  the  main  converted  into  a 
long  cesspool.  At  Salisbury  the  outfall  is  into  the 
Avon  by  a  brick  main,  the  open  mouth  of  which  is  a 
foot  above  the  lowest  summer  level  of  the  water  and 
a  foot  below  the  ordinary  level.  At  Worthing  the 
outfall — which  is  20  feet  below  the  surface — opens 
into  a  tank,  out  of  which  the  sewage  is  pumped  con- 
tinually ;  but  when  the  pump  is  not  at  work,  sewage 
accumulates  in  the  well,  and  even  when  the  sewage 
has  been  delivered  in  amount  beyond  the  capacity  of 
the  pumping  power,  "  it  has  filled  the  well  and  backed 
up  the  sewers,"  and,  in  prolonged  wet  weather,  "has 
reguigitatcd  into  basements  of  certain  houses."  At 
Bedford  the  chief  outfall  of  the  sewage  was  formerly 
into  the  river  above  the  town,  so  that  the  water  was 
polluted  with  it  before  it  reached  the  town. 

Where  the  outfall  is  into  a  tidal  river,  or  into  the 
sea,  a  very  usual  plan  is  to  provide  a  sluice,  which  is 
shut  during  each  high  tide  ;  by  this  means  the  tide  is 
prevented  from  rising  into  the  sewer,  but  the  sewage 
is  backed  up  in  the  mains,  which  become  cesspools  for 
the  time  being :  a  better  method  is  to  have  a  largo 
receiving  tank  into  which  the  sewage  is  allowed  to 
flow  during  high  tide. 

As  a  summary,  then,  the  outfall  should  be  so  placed 
— unless  it  is  absolutely  impossible — that  there  is  no 
chance  of  any  resistance  being  offered  to  the  escape  of 
the  sewage  ;  and  it  is  obviously  wrong  to  allow  it  to 
enter  into  a  river  close  above  a  town,  or  even  close 
below  it  in  the  case  of  a  tidal  river.  Whether 
it  is  right  or  not  to  send  it  into  a  river  at  all  is 
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another  question,  and  will  be  considered  in  another 
place. 

From  the  Ninth  Report  of  the  Medical  Officer  of  the 
Privy  Council  we  find  that  in  the  towns  which  have 
been  supplied  with  brick  sewers,  property  cemented, 
the  subsoil  water  has  in  all  cases  been  considerably 
lowered,  unless  from  some  local  peculiarity  which  keeps 
the  subsoil  permanently  wet.  This  is  the  case  at  Bristol,  Subsoil 
where,  although  there  is  no  doubt  that  in  many  parts  btered, 
the  underground  water  level  has  been  lowered  by  the 
passing  of  the  sewer  through  the  porous  soil,  yet  in 
other  parts  the  water  has  kept  up  some  sixteen  feet 
above  its  natural  ebb  level  by  the  influence  of  the 
floating  dock ;  and  it  appears  "  that  the  wells  (gene- 
rally speaking)  are  unafiected  in  their  supply  of  water 
by  the  sewerage  "  (p.  63).  At  Cheltenham,  where  Dr. 
Wright  insisted  that  in  the  construction  of  the  sewers 
"  the  removal  of  subsoil  water  was  to  be  kept  in  view," 
the  drying  of  the  subsoil  has  been  very  considerable,  o^en  when 

.  .      .  artificially 

although  the  Chelt  is  backed  up  within  the  town  by  backed  up. 
mill-dams  (p.  89).  At  Macclesfield,  it  is  stated  that 
"  there  is  now  no  subsoil  water  above  the  level  of  the 
sewers  anywhere,  and  cellars  that  used  to  be  flooded 
are  now  dried  by  the  sewers"  (p.  117).  The  most 
remarkable  instance  of  this  drying  of  the  subsoil  is  pest 
perhaps  to  be  found  in  Salisbury,  where  the  soil  is  a 
very  porous  gravel,  containing  much  water.  It  is 
stated  that  in  past  times  "  there  have  been  several  in- 
stances of  the  Cathedral  being  flooded  by  the  water  of 
the  subsoil ;  the  foundations  of  the  houses  are  almost 
without  exception  damp."  The  wells  are  "  dug  about 
eight  or  ten  feet  deep,  the  water  rising  to  within  two 
or  three  feet  of  the  surface."  Since  the  sewerage  works 
have  been  finished  it  is  said  that  "  in  the  main  sewer 
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a  rapid  run  of  water  from  the  subsoil  always  exists 
.  .  ,  cellars  of  considerable  depth  can  be  made,  even 
at  the  lower  parts  of  the  town,  and  these  do  not  be- 
come flooded  at  any  time.  On  an  average  the  aubsoil 
water  has  been  lowered  four  or  five  feet  over  the  city. 
The  Cathednil  has  never  been  flooded  since  the  drain- 
age works."      (Loc.  cit.  p.  150.) 

From  the  Rivers  Pollution  Commissioners'  First 

Report  (1868),  vol.  ii.  p.  83,  we  find  that  at  Waterloo- 

with-Seaforth,  where  the  works  have  consisted  of  brick 

sewers,  earthenware  pipes,  and  cast-iron  pipes,  "  tho 

WeU»         extent  of  well  water  is  greatly  depressed,  bo  much  so 

^**^^         that  many  or  most  of  the  wells  are  useless  ;"  but  as  a 

general  rule  the  towns  in  these  basins  (Mersey  and 

Ribble)  do  not  seem  to  have  had  their  water  level 

much  altered  by  the  sewers.     The  level  would  seem 

nbIh™  of    to  have  been  most  affected  where  the  subsoil  is  porous, 

*"'  ■  as  at  Salisbury  and  parts  of  Cheltenham.     Where  it  is 

a  stiff  clay  it  would  appear  that  generally  the  drying 

has  not  been  so  efl'ectual.     This  drying  of  the  subsoil 

appears  to  have  been  pointed  out  to  the  Heiilth  of 

Towns  Commissioners  in  1844,  by  Mr.  John  Liddell, 

who  says,  when  questioned  upon  this  point :  "  I  believe 

the    sewer    has    been    useful,    and    has   considerably 

diminished  the  surface  water,  in  some  places  so  much 

so  as  to  reduce  the  amount  of  fever." 

Cambridge  was  one  of  the  towns  reported  on  by 
the  British  Association  Sewage  Committee  of  1 869-70 ; 
it  was  found  that  (see  B.  A.  Report,  1870,  p.  60) — 

Backing  up  The  outleM  of  thu  puWii;  anil  privaW  bcwltb  are  uH   nnder  the 

or  wnw*.     level  uf  the  BUrfiiCf-  of  thu  water  ia  Uie  Cam,  coiucrjneutly  the  aewiige 

i»  backed  up  in  the  acwera  for  a  cuuAiiterablc  cJistJince,  and  the  >iib«oU 

U  constantly  satumtfid  with  both  water  and  sewage  in  the  lowest  part* 

of  the  town. 

IiKtuiriM  wore  made  into  the  tlMe  of  some  of  the  welli  belonging 
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to  private  houses,  and  it  was  found  that  they  were  all  contaminated  Contami- 

by  sewage,  owing  to  their  proximity  to  the  sewers  in  the  streets  and  to  xiation  of 

the  drains  on  the  premises — so  much  so,  that  the  water  cannot  be  used  ^ 
for  drinking,  but  only  for  washing. 

This  is  the  natural  result  of  the  drain-sewer  sys- 
tem, and  led  the  Sub-Committee  before  named  (see  p. 
61)  "to  give  expression  to  the  conviction  forced  upon 
it  in  the  course  of  its  inquiries,  that  all  sewers  properly 
so  called  (that  is  to  say,  drains  into  which  refuse  from 
human  habitations  is  admitted)  ought  to  be  constructed 
of  materials  which  are  altogether  impervious,  and  that  sewers 

.  .  /»        •  J      •  •      •!         i  •      must  be 

a  separate  system  oi  pervious  drams,  similar  to  agn-  imper- 
cultural  drains,  should  be  constructed  where  necessary  ^°^- 
to  dry  the  subsoil.     The  Suh-Cammittee  is  of  opinion 
that  the /wither  construction  of  pervious  sewers  should 
he  prohibited  by  Parliamentary  enactment''     (The 
italics  are  ours.) 

The  drain-sewers,  then,  as  usually  constructed,  do 
act  efficiently  as  subsoil  drains. 

THE   SEPARATE   SYSTEM. 

In  some  towns  impervious  glazed  jtoneware  pipesimperviottg 
have  not  merely  been  used  for  tKe  house  sewers  an  J  ^^. 
in  the  smaller  streets,  but  have  been  employed  through- 
out.   Thus,  at  Penzance  the  storm  water  and  ordinary 
surface  w^ater  is  allowed  to  go  along  channels  in  the . 
streets  to  the  sea,  while  the  whole  of  the  sewage  of 
the  town  passes  through  impervious  pipe  sewers  rang- 
ing in  size  from  fifteen  inches  in  the  main  sewer  to 
four  inches  for  the  house  pipes.     They  lie  at  an  aver- 
age depth  of  9  feet,  and  their  incline  varies  from  1 
in  120  to  I  in  15.     They  have  "two  brick  outfalls  Bnck 
into  the  sea,  one  below  low-water  mark,  while  the  °^^*^^- 
other  is  uncovered  for  three  to  four  hours  of  the  tide ; 
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into  these  outfalla  the  storm  water  is  also  received." 
Houses  are  drained  into  the  sewers  on  the  block  plan, 
the  inlets  to  all  drains  being  trapped.  Deposit  rarely 
aceumulates  iu  these  sewers,  and  for  the  purpose  for 
which  they  are  intended  they  answer  well ;  but  it 
must  be  remembered  that  there  are  no  subsoil  drains. 
At  Cai'lisle  the  same  system  was  applied  by  Mi.  Raw- 
linBon,  the  outfall  of  the  sewer  being  3  feet  9  inches 
by  2  feet  6  inches,  "  with  the  small  but  suttieient  fall 
of  1  in  1000,"  and  the  others  ranging  from  this  size 
down  to  9-inch  street  pipes. 

At  Dover  the  pipe  system  of  sewers  has  been  added 
to  the  old  system  of  drain-sewerR,  which  are  still  left 
to  carry  off  the  storm  water.  The  pipes  vary  from 
6-inch  house  pipes  to  18-inch  sewers,  which  open  into 
a  brick  main  4J  feet  by  3  feet.  The  pipe  system  dis- 
charges into  the  sea  at  low  water  by  gi-avitation ; 
pumping  has  had  to  be  resorted  to  during  the  spring 
tides  from  the  flooding  of  the  cellars. 

At  Chelmsford  the  greater  part  of  the  storm  water 
is  allowed  to  pass  oif  "  by  surface  channels  and  by 
superficial  culverts,  to  the  river,"  while  the  sewage  and 
house  drainage  generally  is  conveyed  in  pipes  to  a 
pumping  station  at  the  lowest  part  of  the  town.  The 
outlet  of  the  culvert  into  the  tank  is  "of  brick,  15 
iuchcs  in  diameter,  and  6  feet  below  the  surface." 
All  the  other  sewers,  large  and  small,  are  impervious 
pipes.  ^Vhe^  pumping  is  not  going  on  from  the  tank, 
tlie  outfall  can  be  closed  by  a  sluice,  and  then  the 
sewage  accumulates  in  the  mains.  (Ninth  Report 
M.  a.  /'.  a.  pp.  147,  107,  132,  156.) 

Ely  and  Rugby  are  both  supplied  in  the  same 
way,  the  «torra  water  still  going  along  the  old  sewers. 
In  Rugby,  pipes  only  6  inches  iu  diameter  are  used 
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for  the  smaller  streets  contaming  fourteen  or  jBfteen 
houses,  and  the  main  outfall  is  only  2  feet  in 
diameter.  At  Stratford-on-Avon  the  chief  diflferenee  Size  of 
is  that  the  pipes  are  larger,  the  smallest  street  sewer  ^^^' 
being  a  9 -inch  pipe,  and  that  they  receive  the  storm 
water,  as  also  the  drainage  of  houses.  Gloucester, 
Southampton,  Leamington,  and  other  towns  afford 
instances  of  the  application  of  this  system.  The  pipes 
used  for  these  sewers  have  the  advantage  of  being  Advan- 
very  strong :  they  can  be  much  more  quickly  laid  ***^ 
than  brick  sewers  built,  and  there  is,  with  a  proper 
incline,  almost  no  chance  of  accumulation  taking 
place  in  them.  They  require  a  much  smaller  amount 
of  excavation  than  brick  sewers,  and  they  can  be 
made  with  very  various  curves  to  suit  different  posi- 
tions. From  the  Rivers  Pollution  Commissioners 
First  Report  (1868),  vol.  ii.,  we  find  that  a  con- 
siderable number  of  towns  in  the  Mersey  and  Ribble 
basins  are  supplied  partly  with  pipe  sewers,  though  the 
mains  are  generally  egg-shaped  brick  sewers.  These 
should  be  constructed  of  well-burnt  impervious  bricks 
or  preferably  of  glazed  fire-bricks.  On  the  whole, 
there  is  no  doubt  that  glazed  earthenware  pipes  act  Act  weii 
perfectly  well  as  sewers,  and  efficiently  remove  all  the  *'  ^^*"' 
refuse  matters  with  very  little  chance  of  accumulation. 
Up  to  18  inches  internal  diameter,  sewers  should 
be  made  circular  in  section.  Stoneware  or  concrete 
pipes  will  be  found  better  and  cheaper  than  brick 
sewers  of  this  size.  Mr.  Baldwin  Tiatham,  writing  on 
concrete  or  cement  sewers,  says  {Sanitaiy  Engineering, 
pp.  206-208)  :— 

C^pient  pipes  of  large  size,  with  socket  joints,  are  now  extensively  Cement  or 
used  in  Germany,  and  they  withstand,  not  only  the  e£fects  of  a  severe  ^^^'^^ 
climate,  but  the  chemical  action  of  the  sewage,  and  are  produced  at  con-  ^  ^^ 
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iidcrnblj  lea  cost  than  either  a  brick  Rcwer  or  n  pipe  eewer  of  equal 
calibre.  Moreover  they  show  an  extrnonlinary  amount  of  endurance, 
and  rtmoin  perfect  after  severe  frost,  when  brickwork  often  faili.  It  is 
a  material  that  can  be  worked  and  moulded  into  any  form,  and  mamtainB 
its  form  when  made.  .  .  .  These  pipes  improve  materially  by  affe  .  .  . 
cement  pipes  are  perfectly  water-tight,  and  are  by  no  means  so  brittle 
as  ordinary  earthenware  pipes.  A  blow  that  would  shiver  in  pieces 
an  earthenware  pipe  would  simply  drive  a  hole  into  a  silicated  eoncretc 
pipe.  A  concrete  pipe  is  capable  of  withstanding  the  jars  arising  from 
heavy  trolBc  over  the  streets,  even  better  than  an  earthenware  pipe, 
which  ia  a  quality  of  no  small  advantage,  as  the  author  has  found  that 
in  some  districts,  eartlienware  pipes  have  been  found  to  split  in  A 
singular  fashion,  the  wiiise  of  failure  being  due  to  the  constant  tremor 
of  heavy  tratEc  in  the  Btreete. 

Cement  or  silicated  concrete  pipes  are,  like  stone- 
ware pipes,  impermeable  to  water,  and  should  conse- 
quently only  be  used  in  place  of  stoneware  pipes,  other 
means  being  adopted  to  drain  the  subsoil. 

When  pipe  sewers  have  to  be  laid  in  loose  sandy 
soils,  considerable  difficulties  arise,  which  usually 
effectually  prevent  their  being  impervioiia ;  indeed 
subsoil  water  gets  into  them,  and  issues  from  their 
mouths  as  soon  as  they  are  laid:  this  is  "  in  conse- 
quence of  the  cement,  even  when  covered  with  a  clay 
lute,  getting  washed  into  the  sewers  before  it  has  time 
to  set."  Cast-iron  pipes  have  been  proposed  in  such 
circumstances,  but  Messrs.  Reade  and  Goodison,  of 
Liverpool,  liave,  in  the  British  Association  Report  for 
1870  {Transactions  of  the  Sections,  p.  222),  described 
a  plan  by  which  the  difliculties  just  alluded  to  are  - 
obviated. 

They  have  introdoced  a  ■absoil'dniii  and  pipe-rest  (mumiketnnd 
by  Mesftrs.  Brooke  and  Sons,  of  Hudderefleld)  nf  the  form  of  the  letter 
Oi  which  is  fint  kid  in  the  bottom  of  the  trench  and  jointed  with 
chty,  like  on  ortlinary  pipe  sewer.  Tlii*  ha«  the  effect  of  lowering  ihe 
■ulMoil  water,  m  that  the  sewer  proper  can  be  laid  upon  the  movable 
siuldlva  or  rest*)  fltlinR  the  curvature  of  the  drains  and  the  sewers) 
undisturbed  by  water  or  running  taiid.  By  these  means  Uie  oenient 
jnintJ  can  lie  made  perfect  all  round,  and  have  time  to  set  before  the 
trench  is  filled  up.     True  gradients  mis  iarared,  aa  the  jupes  ciD  1« 
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leisurely  laid  ;  and  as  the  pipes  are  jointed  over  the  middle  of  the 
subdrain,  a  continuous  foundation  is  secured.  A  more  perfect  drainage 
of  the  subsoil  is  also  found  to  result,  the  general  level  of  the  water 
being  reduced  to  nearly  the  level  of  the  invert  of  the  sewer. 

This  plan  is  well  worthy  of  consideration,  as  there 
are  many  places  where  difficulties  have  arisen  in  the 
laying  of  pipe  sewers  so  that  they  shall  be,  and  remain, 
impervious. 

In  the  case  of  brick  sewers,  hollow  stoneware  invert  invert 
blocks  are  now  very  generally  used.     Besides  aflfbrding     ^  ' 
a  passage  for  subsoil- water  during  the  construction  of 
the  sewer,  their  smooth  hard  upper  surfaces  form  an 
excellent  floor  for  the  sewer. 

Where  the  pipe  system  has  been  employed,  especi- 
ally if  to  the  entire  exclusion  of  even  brick  mains,  no 
drying  of  the  subsoil  has  taken  place.     At  Penzance, 
"  the  effect  of  the  construction  of  sewers  upon  the  sub-  Pipesewcn 
soil  of  the  town  has  been  inconsiderable,  if  any.  .  .  .  loww  the 
No  wells  were  affected  at  all  by  the  drainage  works."  ^^^^ 
At  Rugby  there  has  been  a  slight  lowering  of  the 
subsoil  water,  but  to  no  great  extent.     At  Penrith, 
Alnwick,  Morpeth,  and  other  places,  there  has  been 
no  change  in  the  subsoil  water.     At  Worthing,  how- 
ever, where  there  is,  be  it  noted,  an  egg-shaped  brick 
main,  and  where  the  surface  water  is  aUowed  to  run 
into  the  pipe  sewers,  while  the  storm  water  is  partly 
carried  off  by  the  old  brick  ones,  the  removal  of  the 
subsoil  water  has  been  considerable ;  but  this  has  been 
to  a  great  extent  due  to  water  finding  its  way  along-  water finda 
side  of  the  pipes,  the  town  standing  on  semi-porous  jS'o^deof 
strata.    We  may  note  that  at  Morpeth,  although  there  pip<»occa- 
is  no  draining  of  the  subsoil  water,  "the  surface  is 
rendered  incomparably  dryer,"  and  the  cellars  that 
used  to  get  filled  with  water  in  all  heavy  rains  have 
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never  been  flooded  since  the  sanitary  works.  At 
Ashby-de-la-Zouch,  it  would  appear  that  the  subsoil 
water  has  been  lowered,  probably  from  the  water  find- 
ing its  way  alongside  the  pipes,  and  from  the  very 
fact  that  excavations  have  been  made  through  the 
thick  tenacious  clay  upon  which  the  lower  parts  of 
the  town  rest.     (Nutth  Report  M.  0.  P.  C.) 

Some  of  these  towns,  then,  it  will  be  seen,  are,  as 
a  matter  of  fact,  provided  with  sewers  much  upon  the 
len-     plan  which  Mr.  Meuzies  has  the  credit  of  having  first 
''"'    brought  prominently  forward ;  that  is  to  say,  with 
impervious  pipes  for  the  sewage  properly  so  called, 
and  brick  drains  for  the  surface  and  storm  water,  the 
former  being  laid  deeply  and  the  latter  being  super- 
ficial.    We  have,  however,  seen  that  by  this  system 
no  provision  is  practically  made  for  the  removal  of 
the  subsoil  water ;  only  the  sewage  and  the  surface 
water  is  attended  to.     That  this  is  not  suflieient,  but 
,ny     that  it  is  necessary   for  "  the  subsoil  water   to   be 
°°"'  removed,  and  kept  at  an  adequate  depth  below  the 
surface  by  under-drains  specially  laid  for  the  purpose," 
as  Mr.  Bailey  Denton  says,  we  shall  show  when  we 
describe  the  efl'ect  of  sewerage  works  upon  the  health 
of  towns. 

Where  this  "separate"  system  is  adopted,  Mr. 
Mcnzies  says  that  the  street  gullies  should  open  into 
^'°***  the  drains,  and  not  into  the  sewers  ;  he  considers  that 
the  street  scavenging  ought  to  be  sufficiently  well  done 
to  prevent  any  great  amount  of  organic  refuse  mattei-s 
being  washed  into  them  in  this  way.* 

In  a  lecture  on  "The  working  of  the  Separate 
System  of  Sewerage,"  delivered  at  the  Parkes  Museum 
on  2l8t  January  1886,  by  Mr.  R.  F.  Grantham,  A.M. 
•  Paper  naul  before  the  Itutitution  of  Suireyon,  19lh  April  1868. 
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Inst.  C.E.,  a  very  interesting  comparison  is  made  of  compari- 
the  quantities  of  sewage  to  be  dealt  with  in  two  towns  q^Mtities 
similarly  circumstanced  in  every  respect,  except  that  o^^^agei^ 
one  is  sewered  on  the  combined,  and  the  other  on  the  wned  and 
separate  system.     From  1871   to  1876  observations  ^^s, 
were  conducted  by  a  Committee  of  the  British  Associa- 
tion on  the  quantity  of  sewage  delivered  from  the  town 
of  Romford  on  to  the  sewage  farm.     The  sewers  of  the 
town  received  both  rainfall  and  the  sewage  from  a 
population  of  5297,  and  a  considerable  quantity  of 
subsoil  water  infiltrated  into  them.     The  actual  quan-  The  sewage 
tity   of  sewage  pumped   and   utilised   on  the  farm  ford.  ^ 
amounted  in  the  year  1872-73  to  nearly  107^  million 
gallons;  in  1874-75  to  108  million  gallons;  in  1875- 
76  to  122^  million  gallons.     The  largest  quantity  in 
any  one  week  during  those   periods   amounted  to 
3,662,000  gallons,  and  the  smallest  representing  the 
dry  weather   flow  was   1,321,000   gallons,  equal   to 
about  one-third  of  the  highest.     The  water  supply  to 
Romford  at  that  time  was  about  10  gallons  per  head 
per  diem. 

About  three  years  ago  the  town  of  Slough,  which  The  sewage 
then  possessed  deep  laid  brick  sewers,  was  provided  °^®^°^8f^- 
with  a  system  of  pipe  sewers  laid  slightly  above  the 
level  of  the  old  sewers,  but  stiU  sufficiently  deep  to 
drain  all  the  houses  in  the  town  of  their  water-closet 
sewage  and  house-waste  waters,  leaving  the  subsoil 
water  and  the  storm  water  to  pass  through  the  old 
sewers.  About  8^  miles  of  pipe  sewers,  varying  from 
9  inches  to  15  inches  in  diameter,  were  laid;  1200 
yards  of  the  outfall  sewer  being  cast-iron,  15  inches  in 
diameter,  and  jointed  with  lead  and  gasket,  to  prevent 
the  entry  of  subsoil  water.  The  outfall  sewer  empties 
into  two  storage  tanks,  from  which  the  sewage  is 


pumped  up  a  htigbt  of  25  feet  to  a  sewage  farm  laid 
out  on  tlie  broad  irrigation  system,  with  ridges  and 
furrows,  40  feet  from  ridge  to  ridge.  The  population 
of  Slough  at  that  time  was  5200,  and  the  water  supply 
about  10  gallons  per  head  daily.  The  quantity  of 
sewage  pumped  ou  to  the  farm  was  found  to  be  for 
the  year  1882  not  quite  27  million  gallouH,  for  1883 
rather  more  than  33  million  gallons,  and  for  1884  not 
quite  30  million  gallons.  These  figures  aiford  a  very 
striking  contrast  to  those  representing  the  volumes 
pumped  at  Romford. 
SorfiiDt-  The  outfaU  of  the  surfaee-water  drain  at  Slough 

wiB^"pi^-  dischai-ges  into  a  ditch  by  the  aide  of  the  public  road, 
noi^ct'    within  the  statutory  3  miles  distance  from  the  river 
Thames,  over  which  the  Thames  conservancy  has  juris- 
diction, but  no  complaint  has  ever  been  made.     As  a 
general  rule  it  would  probably  be  more  satisfactory  to 
include  in  the  sewage  requiring  purification  the  sur- 
face waters  from  the  backyards  of  houses,  an  these  are 
often  of  a  somewhat  polluting  nature,  and  may  give 
rise  to  nuisance  in  the  storm-water  drains. 
Cort  of  the         The  cost  of  the  entire  system  of  new  sewers  at 
«^^e      Slough,  including   engines,  pumping  station,  tanks, 
"""^        rising    main,    and    preparation    of  land    was    about 
X17,000.     The  cost  of  the  original  sewers  now  used 
as  surface-water  drains  was  between  £5000  aud  X6000. 
Mr.  Grautham  remarks  : — 

It  will  be  tiear,  without  much  calcnlation,  that  to  liave  eiiliirged 
the  nuuu  Mwera  to  include  rainfall,  to  have  adiled  to  the  tiuiki,  in- 
cRvted  the  power  of  tlic  engines  end  cnpocity  of  the  puiups  and  ri«iug 
main,  and  to  have  taken  more  land,  would  have  involved  coat  con- 
sidembly  exceeding  XSOOO,  without  reckoning  the  increased  coat  of 
working  the  pumping  cngintia  and  mauogiag  tlie  land.  Slough,  it  ia 
bvliovrd,  is  the  first  town  in  which  the  Kpumtc  system  has  been 
RMoltf  en-  carried  out  in  its  entirety  throughout,  and  in  which  the  remilta  hsTe 
b«en  measuivd  and  recorded.     Thejr  arK  u  for  cuouuraging  that  ] 
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believe  all  towns  of  the  same  size  would  find  it  economical  to  adopt 
the  system  ;  and  further,  I  consider  that  there  is  no  difficulty  in  apply- 
ing it  to  much  larger  towns,  from  which  I  expect  equally  good  results 
would  be  obtained.  If  thoroughly  adopted,  sewage  utilisation  would 
be  freed  from  one  of  its  greatest  impediments. 

One  of  the  most  complete  examples  of  the  separate  The  sepa- 
system  of  drams  and  sewers,  as  yet  introduced,  is  fur-  at  Mem- 
nished  by  the  city  of  Memphis  in  the  United  States.  ^^^ 
The  plans  of  these  works  were  designed  and  carried 
into  execution  under  the  direction  of  Colonel  Waring. 
We  abstract  the  following  account  from  a  report  on  the 
system  at  Memphis  made  for  the  city  of  Baltimore  by 
Mr.  C.  H.  Latrobe,  C.E.,  which  is  given  in  the  Second 
Annual  Report  of  the  State  Board  of  Health,  New 
York,  1882:— 

Memphis  is  situated  on  the  Mississippi  river,  and  contains  a  popu- 
lation of  35,000.  The  work  was  commenced  in  January  1880.  The 
system  is  based  upon  a  flow  of  about  40  gallons  of  sewage  per  head 
daily.  The  main  outlet  sewer  is  20  inches  in  diameter  and  built  of 
brick ;  all  the  other  sewers  are  of  burnt  and  glazed  clay  pipe,  ranging 
from  1 5  inches  to  6  inches  in  diameter,  the  latter  being  the  size  adopted 
for  nearly  all  branch  sewers.  Common  tile  drains  1  to  3  inches  in 
diameter  are  laid  in  the  same  trench,  for  the  drainage  of  the  subsoil,  Drainage  of 
and  at  the  proper  points  are  carried  oflf  to  empty  into  the  nearest  the  subsoil, 
watercourse,  into  which  also  storm  waters  are  permitted  to  flow  on  the 
surface  of  the  soil.  At  the  dead  end  of  every  branch  sewer  is  placed 
an  automatic  flushing  tank  with  a  capacity  of  1 12  gallons.  Each  tank 
is  tilled  from  the  city  water  supply  through  a  pipe  and  spigot,  so 
arranged  as  to  flow  continuously,  with  a  sufficient  stream  to  fill  the  tank 
in  twenty-four  hours  or  oftener  if  desired.  As  soon  as  the  tank  is  filled 
to  the  proper  height  a  siphon  comes  into  play,  and  the  tank  is  I'apidly 
emptied  into  the  head  of  tlie  sewer.  There  are  over  20  miles  of 
sewers  and  125  flush-tanks  at  work  in  Memphis,  the  total  cost  of  which, 
including  expenditures  of  all  kinds,  has  been  about  $137,000  or  $685 
per  mile  (about  £137).  (The  estimates  for  the  combined  system  for 
the  town  were  from  $800,000  to  $2,225,000).  The  flush-tanks  con-  Siphon-ac- 
sist  of  a  brick  chamber  built  on  a  concrete  bottom,  set  below  the  level  tion  flush- 
of  the  street,  and  covered  with  a  perforated  lid  ;  in  the  centre  of  the  t*"*^* 
tank  is  an  annular  siphon,  which  discharges  into  a  box  underneath  it, 
and  thence  into  the  sewer.  These  tanks  are  found  to  fill  and  discharge 
the  112  gallons  with  the  most  perfect  regularity  in  from  40  to  50 
seconds.  The  gradients  of  the  branch  sewers  are  from  3  to  6  inches 
in  100  feet,  and  the  rush  of  water  from  the  tanks  is  distinctly  felt  at  a 
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diata&ce  varying  IVoiu  400  to  900  Tcet,  beeping  the  pipes  perfectly  clean. 
No  tendency  to  freeze  has  been  noticed  iu  the  tanks,  nlthougli  ihc  tem- 
perature of  llie  air  has  been  as  low  as  4°  Fahi:  Whenever  proctlcable 
the  branch  aewere  of  Memphis  are  laid  in  alleys  ot  the  rear  of  the 
bouBes,  which  prevents  the  necessity  of  carrying  the  houBe  eoil-pipe  to 
the  front  of  the  liouse.  The  main  house  piiie  is  tequireJ.  by  law  to  bo 
4  inches  in  diamcler,  and  to  connect  with  the  sewer  without  a  trap  ;  its 
'  upper  end  is  carried  above  the  roof  of  the  house,  full  mte,  and  left 
open  ;  each  water-closet,  kitchen  rink,  bath  tub,  and  waste  sink  con- 
nects with  this  4-inch  pi|)e  by  a  trap-counection  of  its  own.  The 
varying  height  of  the  4-inch  hoiue  mains,  together  with  the  constant 
flow  of  sewage,  etiinnlated  by  the  intermittent  discharge  of  the  flnah 
tanks,  keeps  the  whole  system  well  ventilated  and  in  good  order.  Tho 
main  and  outlet  sewers  have  an  inclination  of  from  1  in  400  to  1  in 
600  feet,  and  the  sewage  is  finally  discharged  into  the  Wolf  river,  near 
its  confluence  with  the  Missiaaippi.  On  an  inspection  of  the  main  and 
outlet  sewers  at  11  a.m.  the  sewers  were  seen  to  be  runuing  three 
quarters  full  with  a  swift  current  Nothing  solid  of  any  sort  was  t« 
be  detected  in  the  flow  even  by  dredging,  an  occasional  piece  of  paper 
constituting  the  only  undissolved  matter  ;  everything  was  in  solution, 
and  the  sewage  was  about  the  colour  and  consistence  of  the  Mississippi 
river  water.  Although  in  several  places  the  entire  crown  ot  the  sewer 
had  been  removed  it  was  difficult  to  detect  any  odour  until  within  2 
or  3  feet  of  the  flow.  To  assist  ventilation  and  afford  means  for  in- 
spection, it  was  originally  intended  to  place  a  fresh-air  inlet  at  every 
junction  of  a  lateral  sewer  with  the  main,  this  being  covered  by  a 
grating  so  arranged  as  to  let  iu  air  and  keep  out  dirt.  Only  nine  of 
these  frcab-oir  inlets  were  made,  from  the  belief  that  they  were  un- 
necessary. The  only  deposit  which  has  been  ever  noticed  in  the  mains 
is  a  fine  silt  of  moilerale  tenacity,  sujipiised  to  be  a  mixture  of  the  mud 
held  in  solution  by  tlie  river  watvr  (used  for  filling  the  flush  tank;), 
combined  with  the  pulp  of  dissolved  pn]>er.  This  silt  is  readily  washed 
out  by  passing  the  "ball"  through  the  mains  from  manhole  to  man- 
hole. A  hollow  IhJI  of  galvanised  iron  having  an  inlet  and  stopper, 
and  aboat  3  inches  less  in  diameter  than  the  sewer,  is  charged  with 
water  sufficiently  Ui  keep  it  in  contact  with  the  roof,  along  which  it 
rolls  !  it  is  then  dropped  into  the  sewer  at  a  manhole,  the  current  in- 
stantly gorges,  and  rushes  under  the  ball  with  great  velocity,  scouring 
the  bottom  of  the  sewer,  the  ball  in  the  meantime  rolling  along  the 
not  of  the  sewer.  The  ball  con  be  stopped  if  desired  at  the  next 
manhole  and  taken  out.  Bolls  of  diflerent  dies  are  used  as  desirable. 
The  above  mentioned  deposit  of  silt  in  the  mains  has  never  been  more 
than  1  or  ij  inch  in  depth.  The  only  obstructions  which  have  oc- 
curred (thirteen  in  number)  in  the  branch  pipes  during  the  12  months, 
in  which  the  system  has  been  in  use,  have  invariably  Ireen  occasioned  by 
Sticks  about  6  indict  long  getting  across  Ihc  pipes.  The  obstruction 
is  immediately  located  by  the  ri»ing  of  the  sewage  in  the  yani  waste 
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sink  of  the  house  just  above  it     The  sewer  is  then  uncovered  at  the   Removal  of 
proper  place,  cut  open  on  top,  and  the  obstruction  pulled  out  with  a  obstruc- 
hook  of  twisted  telegraph  wire.     This  would  seem  to  indicate  that  any  **°'"*' 
slender  article,  not  over  6  inches  long,  will  pass  through  a  4-inch  trap, 
and  this  is  further  proved  by  the  fact  that  a  number  of  2-feet  car- 
penters' rules,  which  fold  to  6  inches,  have  been  taken  out  of  the 
sewers.     No  obstruction  has  ever  taken  place  in  the  8,  10,  12,  15  or 
20  inch  mains.     Not  a  single  case  has  occurred  of  the  breaking  of  a 
pipe.     As  to  the  house  arrangements  the  regulations  are  stringent ; 
no  plumbing  is  allowed  on  any  plan  but  that  adopted  by  the  authori- 
ties, and  carried  out  under  a  rigid  inspection  by  the  engineer,  and  no 
house  is  permitted  to  connect  with  the  sewer  until  inspected  and 
passed. 

Every  outlet  for  waste  is  connected  with  the  4-inch  house  pipe  and 
trapped  ;  a  slop  waste  is  insisted  on  for  each  house,  so  that  nothing  is 
thrown  into  the  gutter  or  on  to  the  soiL     No  pan  closets  or  Bramah 
closets  are  allowed  where  there  is  an  air  space  between  the  trap  and 
the  pan  ;  the  use  of  some  form  of  hopper  closet  is  preferred.     All  con-   Hopper 
nections  with  sewers  are  made  by  Y*s  and  not  by  T's.     The  city  lays  a  closets 
branch  every  24  feet  to  the  curb  (pavement),  to  this  the  householder  P^®^®"^"* 
joins  his  iron  4-inch  house  pipe.     This  avoids  tearing  up  the  street  to 
make  house  connections.     By  gaugings  taken  it  was  found  that  the 
hourly  flow  of  sewage  is  markedly  uniform.     Taking  the  twenty-four   Flow  of 
hours  the  minimum  flow  is  43*7  per  cent  of  the  maximum  ;  taking  the   sewage, 
twenty  hours  of  greatest  flow,  the  minimum  is  only  84  per  cent  of  the 
maximum.     This  oscillation  within  such  small  limits  must  be  some- 
what influenced  by  the  action  of  the  flush-tanks,  which  probably  dis- 
charge in  small  groups.     A  force  of  about  four  men  watch  and  keep  in 
order  the  entire  system,  including  the  flushing  tanks,  house  visitations 
etc.    The  system  of  tile  drains  has,  as  far  as  known,  thoroughly  drained 
the  veiy  tenacious  subsoil  of  the  city.     As  to  the  storm  water  at  Mem- 
phis, it  can  be  safely  left  to  take  care  of  itself.     (Memphis  is  situated 
on  ground  sloping  to  the  river.)     An  error  in  the  system  at  Memphis 
is  the  omission  of  manholes  in  the  mains,  as  well  as  means  of  opening  Manholes 
the  small  pipes,  without  breaking  them,  to  remove  obstructions  which   being  con- 
will  sometimes  occur.     These  omissions  are  now  being  remedied,  man-  structed. 
holes  being  constructed  at  eveiy'500  feet  on  the  mains,  and  when  a 
section  of  small  pipe  is  broken  into,  it  is  replaced  by  a  T  piece  with  a 
lid  on  the  top  of  the  upright  stem,  which  can  be  readily  removed  and 
the  cleaning  tool  introduced.     Another  error  that  has  been  made  is 
not  using  the  fresh  air  inlets,  as  originally  intended,  at  the  junction 
of  branch  sewers  with  the  mains.     They  are  useful  both  for  ventilation 
and  observation. 

Pullman  near  Chicago  is  also  sewered  on  the  sepa-  Adoption 
rate  system,  on  a  plan  very  similar  to  that  designed  nte  sy^ 
for   Memphis  by  Colonel  Waring.      Owing  to  the  ^^°^«ri<*- 
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success  which  has  atteudcd  the  system  at  Memphis 
and  PuUman,  numerous  other  towns  in  the  States 
propose  to  adopt  similar  sewerage  works.  In  1883 
the  small  quarter  of  Paris  known  as  Marais  was  pro- 
vided with  pipe  sewers,  the  existing  brick  sewers  in 
this  district  being  now  only  used  for  the  reception  of 
rain  and  surface  waters.  Tlie  adoption  of  this  system 
in  Paris — where  it  is  best  known  as  the  Waring 
system — has  been  attended  with  very  great  success. 
In  this  country  Reading,  Oxford,  Slough,  Halstead, 
and  other  tomis  have  adopted  the  separate  system — 
more  or  less  modified  in  details  according  to  circum- 
stances. Most  of  the  witnesses  before  the  Royal  Com- 
mission on  Metropolitan  Sewage  Discharge  were  in 
favour  of  the  i)rinciple  of  separation  ;  which  also  has 
one  of  it«  ablest  and  wannest  supporters  in  Mr.  Edwin 
Chadwick.  The  application  of  the  system  to  the  metro- 
polis is,  however,  -surrounded  with  such  difficulties 
and  obstacles  that  the  present  century  is  hardly  likely 
to  sec  its  adoption  in  any  but  a  very  partial  manner. 


FLDSHINO   OF  SEWEllS. 

That  in  brick  sewers,  especially  badly  constructed 
ones,  and  in  such  as  have  not  a  sufficient  incline,  con- 
siderable accumulation  of  semi-solid  filth  may  take 
Awiin.nl.-  place,  in  spite  of  the  fact  that  niin  and  storm  water 
■Upoiit.       pass  along  them,  has  been  already  pointed  out.     This 
happened  in  the  Cloaca  Maxima,  which  got  choked 
up,  and  had  to  l>e  cleaned  out  at  a  cost  to  the  Censors 
of  1000  talents.*     The  old  method  of  removing  this 
deposit  was  through  manholes  by  spade  and  bucket. 
That  this  is  a  very  expensive  method  will  be  seen 
*  Dionj-MUH  (IlAlicamoBsiu),  Antiq.  Roin.  iiu  £00. 
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from  the  statement  that  "the  cost  of  removing  deposit 
from  the  tide-locked  and  stagnant  sewers  in  London 
formerly  amounted  to  a  sum  of  about  £30,000  per 
annum"  (Bazalgette  on  the  Main  Drainage  of  Lon- 
don), and  from  another  in  the  Health  of  Towns  Com- 
missioners' First  Keport,  that  the  yearly  expense  of  Expense  of 
cleansing  the  sewers  in  Westminster  was  £2000,  the 
number  of  loads  of  deposit  removed  annually  by  cart- 
ing being  6000.  In  the  same  Keport  (vol.  ii.  p.  159 
etc.)  the  advantages  of  flushing  by  water,  instead  of 
removal  by  the  above  method,  are  put  forth.  It  was 
shown  that  in  some  cases  where  the  deposit  was  3 
or  even  4  feet  thick,  and  had  stopped  up  the  sewer, 
not  only  the  street  had  to  be  broken  up,  but  the  arch 
of  the  sewer  broken  into  also,  and  the  soil  raised  to  Evils  of  old 

,  1  /•  1  ,     1  •  .    method. 

the  surface  and  carted  away,  causmg  a  very  great 
nuisance  to  the  neighbourhood.    The  cost  for  removing 
it,  if  the  sewers  had  manholes,  was  6s.  lOd.  a  cubic 
yard;  if  they  had  not,  lis.  a  cubic  yard,  on  account 
of  breaking  open  the  arch  and  making  it  good  again. 
The  results  of  some  experiments  that  were  made  to 
ascertain  the  flushing  power  of  water  are  given,  and 
it  is  shown  "  that  a  velocity  of  6  inches  in  a  second  Experi- 
would  be  sufiicient  for  scouring  away  all  the  usual  a  headlf 
sediment,  and  that  a  velocity  of  one  foot  in  a  second  ^**®'"' 
would  sweep  away  fine  gravel.''     In  some  other  ex- 
periments  with   a  flushing-gate,   4   feet  high — the 
quantity   of  water  headed  up  for  one  flush   being 
26,605  cubic  feet — it  was  found  that,  by  a  single 
flush,  brickbats  were  carried  along  for  a  distance  of  Bricks 
from  261  to  529  feet.    By  a  second  flush  the  foremost  a^y. 
brickbat  had  reached  1170  feet;    "after  the  third 
flush  the  whole  were  found  to  have  passed  a  distance 
of  1300  feet."     The  whole  bricks  were  carried  from 
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248  feet  to  760  feet  by  one  flush,  and  by  the  second 
flush  the  foremost  brick  was  carried  160  feet  farther. 
These  experiments  demonstrate  very  clearly  the  efl'ec- 
tual  flushing  power  of  a  head  of  water  backed  up  by 
a  flood-gate.  It  need  scarcely  be  pointed  out  that 
Siving  by  much  time  and  money  is  saved  by  flushing.  "  It  was 
found  on  ciUculatiou  that  the  cost  of  putting  down 
one  of  these  flushing  apparatuses  (a  mere  board  dam) 
was  less  than  cleansing  the  sewer  in  the  old  way, 
while  the  apparatus  remained  for  future  use  at  no 
more  expense  than  the  men's  labour."  In  an  instance 
where  6688  yards  of  foul  deposit  had  been  removed 
by  flushing,  it  was  calculated  that — as  the  whole  cost 
of  removing  it  by  hand  labour  would  have  been  £2387, 
while  the  cost  of  putting  up  the  inside  apparatus  and 
flushing-gate  was  X1293,  and  the  cost  of  men's  time 
f^i^  £644  :  12  ;  7—"  there  was  then  a  saving  of  £455  to 
the  Commission,"  besides  the  fact  that  on  account  of 
the  side  entrances  the  pavement  would  no  longer  re- 
quire to  be  taken  up  as  before,  and  the  apparatus 
would  remain  to  be  used  when  required.  In  the  Hol- 
born  and  Finsbury  district  it  is  stated  that  at  that 
time  (1844)  about  two-sevenths  of  the  sewers  were 
supplied  with  flushing  apparatus,  and  that  while  "  the 
annual  cost  of  cleansing  those  by  the  old  mode  would 
be  £326  :  178.,  the  cost  for  men  to  work  tlie  gates  now 
placed,  that  is,  kce^jiug  the  sewers  clear  from  deposit, 
18  £106  per  annum,  leaving  a  saving  of  £220  per 
annum  on  these  two-sevenths."  {First  Report  H.  vf 
T.  a.  vol.  ii.  p.  164.) 
Purinpian,  Instead  of  having  flushing-gates  at  certain  points 

flii-iiing-      in  the  course  of  the  sewers,  which  can  be  let  down  so 
*"**"'        as  to  dam  up  the  sewage,  and  cause  a  sufficient  head 
to  sweep  the  sewer  ulean  when  the  gate  is  raised,  the 
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Paris  sewers  are  provided  with  a  kind  of  movable 
flushing-gate,  carried  by  a  truck  running  on  rails, 
which  are  placed  one  on  each  side  of  the  actual 
channel ;  the  truck  being  driven  forward  by  the  pres- 
sure of  the  sewage  against  the  flushing-board,  while 
the  latter  clears  the  sewer  as  it  passes,  being  much 
assisted  by  the  rush  of  sewage  past  its  edges,  which 
well  stirs  up  and  carries  along  the  mud.      \ 

At  Bristol  the  main  sewer  "  is  not  ventilated  or 
flushed,  and  is  stated  to  require  neither  one  nor  the 
other,  as  there  is  no  deposit  in  it,  and  never  any  Nodcpo- 

siti  *  DO 

accumulation  of  foul  gases : "  and  here  we  may  an-  foui  gases, 
ticipate  a  little,  and  say  that  foul  ga^es  are  not  formed 
to  any  great  extent  in  sewers  where  no  accumulation 
of  filth  takes  place ;  it  is  by  the  fermentation  going 
on  in  a  semi-solid  deposit  of  filth  at  the  bottom  of 
a  sewer  that  foul  gases  are  generated,  and  where 
flushing  is  adequately  performed  so  that  no  deposit 
accumulates,  the  sewers  will  be  found  to  be  very  free 
from  foul  air.     At  Leicester  "  the  sewers  are  flushed 
at  their  two  highest  points  from  a  thousand-gallon 
tank  filled  by  a  hydrant  with  the  water  company's  various 
water.  .  .  .  Without  great  care  in  flushing,  the  sewers  flushing, 
are  apt  to  get  a  deposit  of  silt."     At  Cardiff*  the  flush- 
ing is  performed  "by  the  surplus  water  from  a  channel 
which  feeds  the  docks.  .  .  .  For  parts  where  this  is  not 
avaUable,  a  special  flushing  reservoir  is  constructed." 
At  Salisbury,  with  the  pipe  system,  there  are  flushing 
wells  constructed  at  the  corners  of  the  streets,  from 
which  the  pipes  are  flushed  through  hydrants  when 
needed.     "  The  sewers,  after  ten  years'  experience,  are 
found  to  act  well,  and  to  have  no  deposit  but  what  is  Deposit 
easily  got  rid  of  by  flushing  regularly  once  a  fortnight,  p^vented, 
with  extra  attention  to  some  sewers  that  are  nearly 
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on  a  level."  At  Penzance  and  Chelmsford  the  pipe 
aewers  arc  rarely  flushed,  but  do  not  choke  or  silt  up. 
At  Rugby,  where  the  aewera  frequently  got  choked  up 
>  when  the  gradient  was  small,  the  establishment  of 
flushing  chambers  to  clean  such  parts  has  obviated  all 
inconvenience  on  this  head.  At  Alnwick  the  pipe 
sewers  are  flushed  once  a  daij,  the  contents  being 
removed  so  rapidly  that  at  night  the  outfall  chiefly 
consists  of  water  from  the  waste  of  the  houses  and  the 
interception  of  springs  by  the  sewers  {Ninth  Repoi't 
M.  0.  P.  C.)  At  other  places,  aa  at  Garston,  Accring- 
ton,  et<-,,  watercourses  can  be  turned  through  them 
where  the  fiill  is  bad,  or  arrangements  are  made  for 
flushing  them  by  hydrants  from  the  mains  at  certain 
intervals. 

With  the  "  separate  "  system  of  sewerage,  the  pipe 

Bcwere  might  be  made  to  communicate  at  certain 

'  intervals  with  the  rain-water  drains,  and  might  be 

flushed  when  they  required  it,  by  letting  water  from 

these  latter  run  into  them. 

It  is  certain,  however,  that  with  well  laid  pipe 
sewers  the  flushing  caused  by  the  amount  of  water- 
closet  and  house  slops  will  generally  suffice  to  keep 
them  free  from  deposit. 

Dr.  Trench,  in  his  evidence  before  the  Rivers 
Pollution  Commissioners  (18G8),  after  pointing  out 
that  "  in  a  well-drained  midden,  not  only  do  the 
whole  fluids  reach  the  sewers,  but  it  may  be  also 
iisserted  that  in  rainy  weather  much  of  the  solid 
matt«r  will  be  also  carried  away  in  a  moist  and  dis- 
integrated state,"  adds: — 

Now  tbc  ilifferencc  bclBreen  Ihe  water-clo»et  and  the  privy  ia, 
that  in  tho  {(-micr  the  flow  of  water  \»  no  regiilntcrl  as  at  onrc  to  lake 
the  Mwnge  along  the  private  or  botiM  dtnin  into  the  main  seircr,  from 
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which,  as  has  been  proved  by  exi^riment,  it  will  reach  the  river  in  60 
minutes  from  the  most  distant  parts  of  the  borough  (Liverpool) ;  while 
in  the  latter,  or  privy-drain,  no  such  impetus  is  given  by  water  as  a 
moving  power,  and  the  sewage  dribbles  into,  stagnates,  and  decomposes 
in  the  drain  before  it  reaches  the  main  sewer.  Indeed,  so  perfect  is 
the  daily  flushing  power  of  what  are  termed  the  trough  water-closets 
in  courts,  that  never  now  we  perceive  those  emanations  from  the  grids 
at  the  entrance  of  courts  which  were  common  during  the  period  of 
court  privies.     (First  Report  R  P,  (7.,  vol.  ii.  p.  303.) 

With  pipe  sewers  where  the  incline  is  good,  as  at  conciu- 
Brynmawr,  where  it  is  stated  to  be  1  in  30,  no  flush-  ^^^^' 
ing  whatever  is  required.     The  towns  examined  by 
the  Rivers  Pollution  Commissioners  show  the  truth 
of  this  statement  very  forcibly.     Wherever  there  is  a 
good  gradient,  as  at  Hurst,  Mossley,  Toxteth  Park, 
and  in  most  of  the  main  sewers  of  Manchester,  Bolton, 
and  other  places,  no  flushing  is  required.     At  other  Nofliwhing 
towns,  some  kind  of  waste  water,  as  that  of  a  pond  or  ^erettie 
brook,  or  even  of  a  swimming-bath  (Monks  Coppen-  ^^^^^  ^ 
hall),  is  employed  for  this  purpose.      In  some  the 
sewers  are  only  flushed  by  storm  water,  while  in  a 
great  many  instances   arrangements   are  made   for 
flushing  them  from  the  mains,  either  by  means  of 
flushing  reservoirs,  or  merely  by  pipes  or  hose  through 
the  gulleys.     Where  sewers  do  require  flushing,  it  is 
plain  that  it  will  not  do  to  trust  merely  to  the  rain-  Not  trust 
water  for  this  purpose.     It  is  during  the  summer  ^ater" 
months  when   there  is  least  rain,  and  therefore  a 
smaller  body  of  water  passing  down  the  drain-sewers 
of  such  towns  as  London,  that  the  great  accumulation 
of  filth  takes  place  in  them,  and  it  is  precisely  during 
the  same  summer  months  that  these  dangerous  ac- 
cumulations are  most  dangerous,  on  account  of  the 
decompositions  which  are  set  up  in  them  and  greatly 
facilitated  by  the  heat  of  the  weather ;  and  so  in  the 
case  of  sewers  which  do  not  sufficiently  flush  them- 
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selves  because  they  cannot  have  a  sufficient  gradient, 
it  is  absolutely  necessary  that  they  should  be  regularly 
flushed  by  artificial  means,  or  manholes  should  be 
provided,  giving  easy  access  to  the  sewers  at  different 
points,  so  that  accumulations  of  deposit  may  be  re- 
moved from  them  by  hand  labour. 

Manholes  may  be  perpendicular  shafts  entering 
the  sewer  over  or  immediately  at  the  aide  of  its 
crown ;  or  in  the  case  of  streets  where  the  traffic  is 
great,  aa  in  London,  a  short  perpendicular  shaft  may 
be  sunk  under  the  footway,  and  a  passage  be  cut  from 
the  bottom  of  this  shaft  with  steps  leading  down  to 
the  side  of  the  sewer.  These  side  entrances  are  not 
so  cleanly  aa  those  opening  into  the  crown  of  the 
sewer,  as  In  times  of  flood  the  sewage  may  leave 
detritus  on  the  steps  of  the  passage,  which  subsequently 
decomposes  and  gives  rise  to  offensive  effluvia. 

As  deposits  in  sewers  are  brought  about  by  the 
iiTegularity  of  the  flushing  that  they  get  from  the 
rainfall,  it  has  been  proposed  to  supplement  this  when 
necessary  by  sending  a  rush  of  water  down  them 
occasionally,  and  this  is  the  method  now  usually 
adopted. 

To  provide  a  supply  of  water  for  this  purpose,  a 
plan  of  collecting  the  rain  water  from  the  roofs  of 
houses  is  described  by  Mr.  W.  D.  Guthrie  {First  Re- 
port H.  of  T.  C,  vol.  ii.  p,  243),  which  could  certainly 
be  very  well  adopted  in  most  towns.  The  water  is 
merely  received  into  cisterns  which  communicate 
with  the  drain-pipes,  the  aperture  of  communication 
being  closed  by  a  movable  plug,  so  that  the  contents 
of  the  cistern  can  when  necessary  be  suddenly  emptied 
down  the  sewer  so  as  to  clean  it.  It  was,  however, 
recognised  by  several  witnesses  who  gave  evidence 
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before  this  Commission,  that  sewers  when  properly 
constructed  ought  to  require  no  such  artificial  relief. 
They  ought  to  flush  themselves  continually,  and  this  Sewers 
plan  has  been  adopted  in  a  considerable  number  of  Ai^hthem- 
towns,  especially  in  such  as  have  pipe  sewers  placed  ^^^^ 
at  a  sufficiently  good  inclination. 

Automatically   discharging   flush -tanks   may  be  siphon 
placed  at  the  heads  of  house  drains.     They  should  not  flushimks 


at  the  heads 


house 


be  placed  as  they  sometimes  are,  at  the  top  of  the  *J 
house,  so  as  to  discharge  into  the  upper  end  of  the  <^«". 
soil-pipe,  for  the  sudden  passage  of  such  a  large  volume 
of  water  down  the  soil-pipe  will,  unless  special  pre- 
cautions be  taken,  unseal  the  traps  of  all  the  water- 
closets  which  discharge  into  the  soil-pipe.  Siphon 
flush -tanks  are  preferable  to  those  which  are  con- 
structed with  moving  parts.  The  waste  water  from 
a  sink  entering  them  will  be  sufficient  to  start  their 
action,  or  they  may  be  regulated  by  the  dribble  from 
a  tap  to  discharge  once,  twice,  or  several  times  in  the 
twenty-four  hours. 

VENTILATION   OP  SEWERS. 

Wherever  there  is  the  least  chance  of  any  stagna- 
tion of  sewage  taking  place,  the  same  changes  occur 
in  it  as  in  the  case  of  cesspools,  and  offensive  gases 
are  given  forth  in  large  quantity  from  the  decomposing 
mass.  That  these  gases  are  of  the  same  nature  as 
those  found  in  cesspools  was  insisted  on  by  Parent 
Duchatelet ;  and  with  regard  to  ventilators  he  says : 
"  Of  everything  which  belongs  to  the  construction  of 
sewers  .  .  .  there  is  nothing  so  important  as  eye-  import- 
holes  (regards)"  and  he  suggests  that  the  sewers  y^toatioii. 
should  be  ventilated  by  means  of  a  large  pipe,  such  as 

p 
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has  been  described  in  the  case  of  the  fosses  pei-man- 
entes,  because  that  has  been  found  to  be  the  best 
way  of  ventilating  these  latter.  But  he  recommends, 
at  the  same  time,  that  open  gratings  be  placed  in  the 
streets  at  regular  intervals,  communicating  with  the 
sewers.  lu  Southampton,  gratings  in  the  road  gave 
off  such  offensive  effluvia  that  the  inhabitants  of  the 
neighbouring  houses  stopped  them  up  with  pieces  of 
wood,  the  result  being  that  the  gases  forced  them- 
selves up  through  the  imperfect  traps  into  the  houses. 
BendETOi  In  many  towns  there  is  no  pretence  made  of  venti- 

'^"bT"  ^^*-^S  ^^^  sewers,  and  it  is  certain  that  smooth  pipe 
fliwhiiiR,  sewers,  regularly  flushed,  are  not  likely  to  req^uire  as 
much  ventilation  as  badly  laid  brick  sewers,  in  which 
accumulation  takes  place  and  foul  air  is  formed. 
0r.  Neil  Arnott  says  {First  Report  H.  of  T.  C, 
vol.  i.  p.  66)  that  "flushing  in  defective  drains  would 
lessen  the  quantity  of  impure  air  produced  in  them, 
but  would  not  free  the  town  from  the  amount  which 
is  unavoidable."  At  Alnwick,  where  no  special 
ventilating  shafts  and  no  means  of  causing  a  draft  of 
air  are  provided,  but  where  the  sewers  are  flushed 
daily,  it  is  found  that  no  effluvia  arise  from  them, 
scarcely  any  even  when  the  manholes  are  opened ; 
and  that  there  is  no  evidence  of  deficient  ventilation 
of  the  pipes,  or  escape  of  sewage  gases  into  houses. 
butDotinrc  It  is  certainly,  however,  not  safe  to  leave  the  sewers 
vtiituVti^.  without  any  proper  means  of  ventilation,  as,  if  by  any 
chance  the  sewage  gets  backed  up  in  them,  gases 
accumulate  and  are  forced  into  the  streets  and  houses 
through  the  only  available  openings,  the  street  gully- 
holes  and  house  drains.  This  took  place,  for  instance, 
at  Worthiug,  where,  after  the  dry  summer  and  during 
the  very  wet  autumn  of  1865,  the  sewage  filled  the 
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well  into  which  it  is  received,  and  backed  up  the 
sewers,  driving  the  foul  air  up  through  the  traps  of 
sinks  and  water-closets.  Since  that  time,  however, 
the  sewers  have  been  amply  ventilated. 

The  results  of  some  "  Experiments  on  the  Air  in 
Sewers  and  Drains "  are  given  in  the  Report  of  the 
British  Association  Sewage  Committee  for  1869-70. 
The  specimens  were  collected  from  various  street  and 
house  sewers,  chiefly  in  the  Paddington  district,  dumng 
the  month  ofAugiist,BO  that  there  was  every  probability 
of  the  air  being  as  foul  as  possible.     They  were  chemi- 
cally examined  by  Dr.  W.  J.  Russell,  F.R.S. ;  the  most 
impure  air  that  was  examined  contained  0'51  volumes  composi- 
of  carbonic  acid,  207  of  oxygen,  and  7879  of  nitrogen,  ^^^^n. 
in  100  volumes ;  or,  as  compared  with  ordinary  atmos- 
pheric air,  the  nitrogen  was  rather  less  in  amount,  the 
oxygen  a  little  less,  and  the  carbonic  acid  about  twelve 
times  as  great.     In  so  far  as  these  constituents  are  con- 
cerned, this  air  was  not  very  much  more  impure  than 
that  in  many  crowded  rooms ;  but  it  is  certain  that 
these  constituents  of  sewer  air  are  not  those  which  it 
is  most  important  to  examine,  for  another  specimen 
taken  from  some  which  "  was  blowing  up  the  drain  at 
the  time,  and  had  a  disagreeable  smell,"  gave  only 
0*12  volumes  of  carbonic  acid,  and  as  much  as  20*91 
of  oxygen,  while  it  contained  no  "combustible  gases." 
Dr.   Russell  also  passed   some  of  the  sewer  air 
"  through  plugs  of  clean  cotton- wool,  which  had  been 
heated  from  110**  to  120**  C."  in  order  that  any  spores 
or  other  mechanically  suspended  impurities  might  be 
arrested. 

One  specimen   of   the  wool,   through  which   about  6000  cubic   Heisch's 
inches  of  the  sewer  air  had  been  transmitted,  was  put  into  distilled   ^^ 
water  with  a  little  white  sugar,  to  see  if  any  germs,  similar  to  those 


212  SEWERAGE 

lately  descriUtd  by  Professor  Heiscli,  would  become  TJaible,  The 
liquid  was  eiamined  in  a  week's  time,  bnt  none  of  the  germs  found. — 
(BriliA  AsiBciatioti  Hejiorl,  1870,  p.  73.) 

This  experiment  was  repeated  with  some  air  from 
another  sewer,  with  the  same  negative  result.  Only 
the  smallest  trace  of  ammonia  was  found  on  a  careful 
examination,  whUe  no  sulphuretted  hydrogen  coidd 
be  detected. 

"  These  experiments  must  be  looked  upon  as  simply 
tentative,  but  certainly  indicate  a  purer  air  in  these 
sewers  than  might  have  been  anticipated." 

Some  of  the  plugs  of  cotton-wool  through  which 
the  air  from  the  different  sewers  had  been  passed 
were  sent  to  Mr.  M.  C.  Cooke  to  be  examined  micro- 
scopically. 

"  The  results  generally  indicate  comparative  free- 
dom from  organic  bodies,"  he  reported  ;  nevertheless, 
spores  resembling  those  of  several  fungi,  and  filaments 
"  greatly  like  the  mycelium  of  some  minute  fungus," 
besides  starch  granules,  fragments  of  cellular  tissue,  of 
the  fibrils  of  feathers,  etc.,  were  found,  especially  in 
the  specimen  through  which  most  air  (7000  cubic 
inches)  had  been  passed.  In  another  plug  through 
which  5000  cubic  inches  of  air  from  the  same  sewer 
had  been  passed,  "no  fungi  spores  were  detected,"  but 
it  "  was  largely  charged  with  minute  cubic  and  rhombic 
crystals,  which  polarised  well,"  so  that  it  is  very  likely 
"  that  the  same  sewer  would  at  difi'erent  periods  of 
the  same  day  give  a  difi'erent  result  in  the  organisms 
with  which  the  air  is  charged."     {Lov.  ctt.  pp.  74,  75.) 

The  general  result  of  these  experiments,  ao  far 
as  thoy  go,  is  certaiiily  that  the  air  in  the  sewers 
is  much  less  impure  than  one  would  have  expected ; 
and  it  must  be  remembered  that  the  air  examined  was 
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taken  from  the  drain-sewers  of  London  in  the  middle 
of  August  (the  mean  temperature  of  the  air  in  Maryle- 
bone  during  August  1870  was  62*8**  Fahr.,  and  the 
highest  85**  Fahr.)  But  modern  methods  (Koch's 
and  Pasteur's)  of  cultivating  bacteria  and  fungi  and 
their  spores  on  peptone-gelatine,  would  probably  show 
a  much  higher  degree  of  impurity  than  that  indicated 
by  these  experiments. 

On  p.  205  a  statement  is  quoted  from  the  Ninth 
Report  of  the  Medical  Officer  of  the  Privy  Council,  to 
the  eflFect  that  the  sewers  of  Bristol,  which  are  neither 
flushed  nor  ventilated,  require  neither  the  one  nor  the 
other.  We  find,  however,  from  a  paper  read  by  Mr. 
Sneade  Brown  before  the  Social  Science  Association  Neceawty 
at  Bristol  in  1869,  that  sewer  gases  certainly  found  vcttSation. 
their  way  into  houses,  especially  in  the  upper  parts  of 
Clifton.  He  speaks  of  being  "  startled  by  an  irruption 
of  sewer  gases,  which  permeated  the  house  with  their 
faint  sickly  odour,  and  made  themselves  particularly 
perceptible  when  the  kitchen  range  was  heated." 

Sewers  should  certainly  be  regularly  flushed, 
unless  the  gradient  is  sufficient  throughout  their 
whole  length  to  keep  them  free  from  deposit;  but, 
as  we  have  said  on  p.  210,  it  is  not  safe  to  leave 
them  without  ventilating  shafts,  even  when  they  are 
flushed  regularly. 

The  following  are  some  of  the  causes  which  pro-  cautespro- 
duce  movement  of  air  in  sewers,  and  which,  conse-  m^oyements 
quently,  render  ventilation  necessary  :^1)  In  autumn  ^^^ 
and  winter  the  temperature  inside  a  sewer  is  higher 
than  that  of  the  external  air  (average  7°),  consequently 
the  warmer  sewer  air  tends  to  rise  and  be  replaced  by 
the  inflowing  colder  air  from  outside.     In  summer  the 
temperature  of  the  sewer  is,  during  the  day,  often 
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lower  (average  3°)  than  that  of  the  external  air.  In 
spring  the  temperature  inside  and  outside  the  sewer 
is  often  equal.  {2)  The  passage  of  hot  liquids  from 
houses  or  manufactories  into  the  sewers  may  cause  a 
considerable  rise  in  the  temperature  of  the  sewage, 
and  consequently  expansion  of  the  aii-  over  it.  (3) 
Variations  in  the  ilow  of  sewage  compress  the  air  or 
allow  of  its  expansion  :  thus  during  the  early  part  of 
the  day,  when  the  flow  is  greatest,  air  is  expelled  in 
large  volumes  from  the  sewers;  later  in  the  day,  as  the 
flow  diminishes,  the  external  ail"  enters  the  sewers  to 
supply  the  place  of  that  expelled  in  the  morning.  (4) 
A  sudden  fall  of  barometrical  pressure  causes  a  large 
quantity  of  air  and  gases  dissolved  in  the  sewage  to 
be  given  ofl".  (5)  Sudden  variations  in  temperature  of 
the  external  air  produce  rapid  expansion  or  contrac- 
tion of  the  sewer  air,  and  a  rise  of  temperature  also 
favours  decomposition  in  the  sewage  and  the  evolu- 
tion of  gases. 

If  numerous  openings  from  the  external  air  be 
made  into  the  crowns  of  sewers,  the  pressure  of  air 
within  them  will  vary  but  little,  and  there  will  not 
at  any  time  be  sufficient  pressure  to  force  the  traps 
on  house  drains  and  pipes.  The  openings  will  at 
times  act  as  outlets  for  sewer  air,  and  at  other  times 
as  inlets  for  fresh  air. 

Air  under  presaun-  in  sewers,  if  there  be  no  ready 
means  of  exit  by  ventilating  shafts,  most  rcadUy  finds 
a  means  of  escape  into  houses  connected  with  the 
sewer.  The  ordinary  flap-valve  at  the  point  of  entry 
of  the  house  drain  into  the  sewer  offers  little  obstacle 
to  the  passage  of  air,  and  the  warmth  of  the  interior 
of  the  house  will  exert  an  aspirating  action  on  the 
colder  and  heavier  air  of  the  sewer.     1'he  aewer  air 
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will  then  escape  into  the  house  through  defective 
joints  in  the  drain  or  soil-pipe,  or  through  bell  traps 
in  the  floor,  or  it  may  accumulate  to  a  very  consider- 
able extent  under  the  basement  floor.  It  will  prob- 
ably also  enter  many  rooms  in  the  house  through  un- 
trapped  waste  and  overflow-pipes  connected  directly 
with  the  drain  or  soil-pipe.  Contamination  of  drink- 
ing water  in  cisterns  is  in  this  way  especially  frequent 
and  dangerous  in  its  efiects. 

The  very  common  plan  of  ventilating  sewers  by  ventuatiou 
means  of  untrapped  rain-water  pipes  from  the  roofs  by^n-*" 
of  houses  is  extremely  dangerous.     These  pipes  are  ^^.^tcr 
often  very  loosely  jointed,  and  the  air  rising  from  the  pip®*- 
sewer  will  escape  through  every  such  joint,  possibly 
into  bedrooms ;  and  in  many  cases  the  open  head  of 
the  pipe  is  just  beneath  a  dormer  or  attic  window 
During  heavy  rain  the  rush  of  water  down  these  pipes 
will  force  the  air  of  the  drain  into  the  interior  of  the 
house  through  trapped  or  untrapped  openings. 

In  some  towns  ventilation  of  the  sewers  is  efiected  ventilation 
by  means  of  the  soil-pipes  of  houses,  these  being  ^/Z^ 
carried  up  full  bore  above  the  ridge  of  the  roof,  clear  p^p^ 
of  all  chimneys,  no  trap  and  disconnecting  chamber 
being  allowed  between  the  house -drain  and  sewer. 
This  may  be  a  good  method  in  the  case  of  such  a 
town  as   Memphis,  where  the  sewers  are  stoneware 
pipes  and  are  laid  between  the  backs  of  two  rows  of 
houses,  for  then  the  drains  will  not  pass  under  the 
basements  of  the  houses,  and  the  entry  of  sewer  air 
into  the  house  may  be  prevented  by  trapping  and  dis- 
connecting all  waste  and  overflow-pipes,  and  substi- 
tuting siphon  gullies  for  bell  traps.     But  in  the  case 
of  houses  which  drain  into  sewers  laid  in  the  front 
streets,  the  drain  must  pass  under  the  house,  and  with 


216 


SEWERAGE 


by  a  special 
l-ipe  be- 


Cunneclloii 

ttltli  tai- 

■nil. 


this  method  of  sewer  ventilation  there  would  be  con- 
stant risk  of  the  escape  of  sewer  air  through  defective 
joints  into  the  interior  of  the  house.  In  all  such 
cases  the  house-drain  should  pass  through  a  discon- 
necting chamber  with  an  air  inlet  and  be  trapped 
before  entering  the  sewer.  There  is  still  another 
objection  to  this  method,  and  that  is  that  during 
heavy  rain,  when  ventilation  ia  most  required,  the 
opening  of  the  house-drain  into  the  sewer  might  be 
covered  by  the  height  of  flow  of  the  sewage.  Where 
there  is  a  disconnecting  trap  between  the  house-drain 
and  sewer,  a  ventilating  i)ipe  may  be  carried  from  the 
drain  on  the  sewer  side  of  the  trap  to  the  top  of  the 
house,  and  would  be  effective  as  a  ventilator,  except 
in  times  of  heavy  rain,  as  before  said,  if  "of  sufficiently 
liU'ge  size  (4  or  5  inches),  and  if  there  were  openings 
into  the  sewers  from  the  street  level  to  act  as  air 
inlets. 

Connecting  the  sewers  with  furnace  chimneys  has 
not  been  found  of  any  avail,  for  although  a  gi'eat 
draught  may  be  created  in  the  sewer  for  a  short  dis- 
tance, air  will  rush  iu  through  the  nearest  street  open- 
ings, or  the  traj)s  on  house  drains  will  be  drawn,  to 
supply  air  for  that  extracted  by  the  furnace ;  and 
there  is  besides  the  risk  of  an  explosion  from  ignition 
of  coal  gas  which  may  accidentally  find  its  way  into 
the  sewer,  as  happened  at  South wark,  where  the  sewers 
were  connected  with  the  furnaces  of  soap  works. 
More  air  will  he  extracted  from  tlie  shaft  if  made  to 
ojicu  into  the  flue  than  if  made  to  pass  through  the 
furnace  of  the  factory. 

The  simplest  method  of  ventilation  is  to  carry  up 
a  shaft  from  tlie  crown  of  the  sewer  to  the  surface  of 
the  street  above,  where  it  ia  covered  by  an  iron  grid. 
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The  objection  to  this  plan  is  that  mud  and  gravel  fall  objection, 
through  the  bars  of  the  grid  and  form  a  deposit  on  the 
floor  of  the  sewer,  which  has  to  be  removed  by  hand 
labour  or  transported  with  the  sewage  by  continual 
flushing.  This  objection  can  be  overcome  by  placing 
a  tray  beneath  the  gratings,  which  catches  the  mud 
but  allows  the  passage  of  air  around  it.  This  tray 
should  be  capable  of  being  removed  from  the  surface 
of  the  road. 

A  better  plan  is  to  combine  a  vertical  manhole  and  ventilator 
ventilator.     A  ventilating  shaft  is  sunk  for  some  dis-  Sie^. 
tance  by  the  side  of  the  manhole,  openings  being  left  ^^^^' 
between  them  for  the  passage  of  air.    Mud  and  gravel 
are  excluded  from  the  sewer  by  falling  to  the  bottom 
of  the   shaft,  from  which  water  passes  by  a  pipe 
into  the  sewer  beneath.     The  deposit  of  gravel  and 
mud  can  be  removed  through  the  manhole  by  the 
scavenger. 

Iron-wire  baskets  filled  with  small  wood  charcoal  charcoal 
were  formerly  placed  horizontally  in  the  manhole  for  ci^rl^id- 
the  purpose  of  filtering  the  air,  but  unless  they  are  ^^  ^iseiess. 
very  frequently  renewed  they  are  found  to  be  useless, 
for  they  become  clogged  and  damp,  and  in  this  state 
obstruct  all  passage  of  air.     As  long  as  the  charcoal 
remains  dry  it  has  considerable  effect  in  oxidising 
organic  vapours  and  deodorising  sewer  air,  as  shown 
by  the  fact  that  nitrates  and  ammoniacal  compounds 
can  be  recovered  from  the  used  charcoal  by  distillation. 
The  difficulty  in  connection  with  the  use  of  charcoal  from  Ua- 
in  sewer  ventilation  is  to  prevent  its  getting  wet  from  come  wet 
rain  and  moisture,  and  to  dispose  it  in  such  a  manner 
that  while  it  causes  no  obstruction  to  the  passage  of 
air  from  the  sewer,  yet  all  escaping  air  shall  be  filtered 
through  it.    These  charcoal  filters,  when  in  use,  require 
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recarbonUing  once  every  six  weeks  or  two  months. 
On  account  of  these  objections  their  use  haa  been 
nearly  everywhere  discontinued. 

The  ventilating  openings  should  be  jilaced  at 
intervals  of  50  to  100  yards  along  the  length  of  the 
sewer ;  some  of  them  will  act  as  inlets  and  others  as 
outlets,  and  the  sewer  air  will  be  rendered  so  dilute  as 
to  be  inoffensive  where  escaping.  Messrs.  Rawlinson 
and  Maccabej  in  their  Report  on  the  sewerage  of  Dublin, 
recommended  that  for  the  120  miles  of  sewers  in  the 
city  there  shoidd  be  500  side  entrances  or  manholes, 
and  2400  main  sewer  ventilators,  or  about  one  venti- 
lator every  90  yards.  They  also  recommended  that 
"  at  all  steep  gradients  the  sewers  should  be  ramped, 
a  sewer  mouth-tiap  covering  the  sewer  end  delivering 
sewage  from  above ;  this  flap  will  prevent  sewage 
gases  flowing  to  the  higher  parts  of  the  city  as  at 
present."  {Report  of'  the  Royal  Commission  on  the 
Seweraye  and  Drainage  of  the  city  of  Dublin,  p,  x.) 

By  ramping  is  meant  the  formation  of  a  tumbling- 
bay,  so  that  a  flap-valve  can  be  applied  to  the  sewer 
delivering  sewage  from  above ;  then  the  sewer  air 
which,  when  warmer  and  therefore  lighter  than  the 
external  air,  tends  to  pass  up  a  sewer  having  a  steep 
gradient  to  the  higher  levels  meeting  the  flap,  is  forced 
to  escape  through  the  manhole  and  ventilating  opening, 
which  should  be  constructed  over  the  tumbling-bay. 

The  ventilating  openings  being  in  the  middle  of 
the  roadway  where  the  air  is  constantly  in  motion, 
the  escaping  gases  will  be  quickly  diluted,  and  the 
openings  themselves  will  be  at  the  greatest  possible 
distances  from  the  fronts  of  houses.  Therefore  they 
should  be  placed  in  the  greatest  numbers  in  the  wider 
strcete,  and  their   use    somewhat   restricted    in   the 
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narrower  courts  and  alleys,  where  there  is  little  move- 
ment of  air,  ventilating  shafts  from  the  sewers  being 
carried  up  above  the  houses  instead. 

To  ventilate  the  sewers  by  leaving  the  street  untrapped 
gullies  untrapped  at  the  sides  of  the  footway  would  gumes. 
be  objectionable,  for  mud  and  grit  would  easily  enter 
the  sewers,  and  the  escaping  gases  might  be  a  cause 
of  annoyance  to  foot  passengers,  and   would  find 
more  ready  entrance  into  the  fronts  of  houses. 

Archimedean  screws    surmounting    the   tops    of  Archime- 

l^^    !_•  ij^T_  ^"L  j^  1*  J.      dean  screws 

ventilatmg  shafts  have  not  been  tound  m  any  way  to  are  useieBB. 
facilitate  the  passage  of  the  outgoing  air. 

In  the  separate  system  of  drains  and  sewers  as  Ventilation 
much  ventilation  is  required  for  the  pipe  sewers  as  for  f^^^ 
the  brick  sewers  of  the  combined  system,  and,  as  shown  "®^®"' 
in  the  case   of  Memphis,  the  manholes  which  are 
necessary  as  points  of  entry  to  the  pipes  for  the  pur- 
pose of  removing  obstructions,  may  be  also  used  as 
ventilating  openings. 

The  importance  of  thoroughly  ventilating  pipe 
sewers  is  dwelt  upon  by  Dr.  Buchanan  in  his  Report 
on  an  epidemic  of  enteric  fever  in  Croydon  in  1875. 
(Appendix  to  Report  M,  0.  P.  C.  and  L.  G.  B.,  New 
Series,  No.  VII.) 

Dr.  Buchanan  considered  that  the  outbreak  was  outbreak 
in  great  part  due  to  the  entry  of  infected  sewer  air  uver  from 
into  houses  through  untrapped  drains  and  openings  SSt^ 
into  the  drains.     The  pipe  sewers  were  of  small  size,  f«^«;air 

■'■•''  into  houses 

6  or  9  mches  diameter,  and  were  ventilated  at  distances  from  un- 
of  150  to  250  yards  by  "  petty  openings,"  which  were  ptpe 
blocked  by  charcoal  trays.     He  says  : — 

Where  sewers  are  small  and  ill  ventilated,  they  constitute  per- 
fectly sufficient  means  for  the  rapid  distribution  of  fever  infection ; 
and  places  having  such  sewers  may  not  only  show  fever  rates  maintained 
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u  higli  as  before  the  sewers  were  maiic,  but  tliey  may  sliow  as  smart 
outbtmts  of  fever  as  are  witiic«aed  where  conveyaace  through  water  or 
milk  ia  in  question,  Croydon  itself,  after  it  had  made  its  sewers  and 
before  it  attempted  to  ventilate  them,  had  this  experience.  So  in  other 
Instances  that  have  come  under  my  personal  knowledge,  fever  has 
maintained  iUelf  after  pipe  sewers,  ill  ventilated,  ha<l  been  laid  ;  as  in 
Rugby,  in  Carlisle,  in  Cbelmaford,  in  Pcnmnce,  in  Worthing  ;  in  the 
loet  two  places  breaking  out  in  severe,  sudden,  and  diffused  epidemic^ 
without  there  being  any  question  of  other  distribution  than  by  sewera. 
And  my  personal  knowledge  is  confinued  by  that  of  others.  Towns 
with  larger  sewers  have  not  appeared  to  have  the  same  suddenness  of 
outbreak,  when  spread  by  means  of  sewer  air  has  been  in  question.  In 
them  the  evil  inlluenco  of  sewer  infection  is  more  gradually  manifested, 
as  might  be  expected,  from  the  dilfercnt  physical  circumatances  of  the 
two  kinds  of  sewers.  The  intention  of  small  sewers,  aa  opposed  to 
large  ones,  is  that  their  contents  shall  flow  away  with  great  rapidity, 
leaving  the  sewer  clean  and  free  from  deposit  So  far  as  small  sewers  fail 
to  fulfil  this  intention,  they  have  certain  disadvantages  of  their  own.  To 
some  extent,  when  sewers  are  running  freely,  but  greatly  more  when 
ihey  are  not  running  freely,  displacement  of  air  from  them  is  an  allair 
of  sewer  calibre.  If  a  6-inch  sewer  be  not  running  well,  and  a  pail  of 
water  be  thrown  into  it,  that  water  will  occupy  sixteen  times  the  space 
relatively  to  the  sewer  diameter  that  it  would  occupy  in  a  S-feel  sewer  ; 
displacement  of  air  in  the  smaller  sewer  will  be  relatively  sixteen  times 
aa  great,  and  the  displacement  will  be  greatly  more  sudden.  Hence 
the  air  in  a  small  sewer  is  liable  to  be  under  for  greater  pressure  than 
the  air  of  a  larger  sewer.  To  olford  a  safe  exit  to  displaced  and  com- 
prsMcd  sewer  air  is  one  (the  more  popularly  understood)  object  of 
sewer  ventilation  ;  and  it  is  plain  that  means  of  such  ventilation  are 
wanted  more  numerously  in  proportion  as  the  displacements  of  air 
may  be  local  and  sudden.  For  any  want  of  perfect  freedom  of  current 
and  lack  of  proper  exit-means  for  displaced  air  UlU  for  mar*  in  small 
than  in  large  sewers.  But  at  least  as  important  a  further  object  to  bo 
attained  by  the  ventilation  of  sewers,  is  such  dilution  of  sewer  lur  as 
shall  reduce  to  the  utmost  its  harmful  qualities.  These  hamiTul  quali- 
ties are  popularly  measured  by  smell ;  and  if  there  be  no  sewer  smell 
people  think  little  of  danger  from  a  sewer.  The  popular  view  may 
be  true  enough  of  such  minor  harm  as  may  come  from  ordinary  excre- 
ment decomposition  ;  but  it  is  certainly  not  true  of  such  great«r  harm 
•s  oomtt  from  the  speciKc  infection  of  a  sewer.  Croydon  iUvIf  has 
given  some  of  the  experience  upon  which  this  judgment  is  founded.  In 
those  of  its  former  fever  epidemics,  which  conld  be  indisputably 
oasociatixl  with  escape  of  sewer  air  into  houses,  the  offensivencss  of  the 
sewer  air  has  not  been  great,  nothing  nearly  so  great  as  at  many  a 
hormleaa  street  gully  in  I/ondon.  It  lias  even  happened  at  Croydon 
and  elsewhere  that  noise  and  not  smell  lias  been  the  means  by  which 
tlie  cacape  of  infected  sewer  air  has  been  recognised.      And  iiicrcooing 
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knowledge  of  the  nature  of  fever  has  made  it  pretty  certain  that  the 
material  of  contagion  is  a  substance  itself  without  odour,  and  perhaps 
less  likely  to  be  active  in  excrement  that  has  passed  into  foetid  decom- 
position. Thorough  ventilation  then,  for  the  purpose  of  diluting  and, 
as  far  as  possible,  nullifying  the  infection  that  infective  sewage  exhales, 
is  wanted,  equally  whether  the  sewer  stinks  or  does  not  stink.  Want 
of  due  distinction  between  stink  and  infectiveness  has  led  to  this  con- 
sideration being  overlooked  in  practice ;  and  it  has  repeatedly  happened 
that  the  air  of  small  sewers  has  possessed  (to  judge  by  results)  an  in- 
fectiveness more  intense  than  the  air  of  more  offensive  large  sewers. 
The  air  in  a  9-inch  pipe,  with  petty  openings  at  every  150  to  250  yards, 
and  no  other  openings  except  the  soil-pipes  of  houses,  is  liable,  it 
appears  to  me,  to  contain  in  a  very  concentrated  form  the  poison  of 
enteric  fever,  if  excrement  from  fever  patients  be  discharged  into  the 
pipe  anywhere  in  the  neighbourhood.  While  I  admit  that^  for  the 
most  part,  the  sewers  of  Croydon  are  well  adapted  for  the  removal  of 
liquids  and  solids,  they  appear  to  me  to  be  adapted,  when  infected  by 
fever  excrement,  to  facilitate  the  passage  of  infection  into  the  vicinity 
of  houses.  The  air  of  sewers  is,  as  it  were,  "  laid  on  "  to  houses  ;  it  is  Air  of 
arranged  that  every  house  drain  and  every  house  soil-pipe  shall  contain,  ^J'f"  „ 
up  to  the  very  wall  of  the  house  and  up  to  the  very  trap  of  the  water  ♦q?™^ 
closet,  the  common  air  of  the  Croydon  sewers,  not  simply  charged  with 
impurities  it  may  receive  from  the  particular  house,  but  charged  also 
with  any  dangerous  quality  that  it  may  have  brought  from  other  houses ; 
for  hardly  anywhere  in  Croydon  can  there  be  found  an  arrangement  for 
severing  the  sewer  air  from  the  air  of  the  house  drain.  So  that 
wherever  drain  air  has  entered  a  house,  no  matter  by  how  inconspicuous 
a  defect,  and  no  matter  whether  it  has  given  rise  to  stink  or  not,  it 
has  been  the  air  of  the  common  sewer,  and  this  was  throughout  1875 
charged  to  an  intense  degree  with  the  infection  of  enteric  fever.  {Loc, 
dt.  pp.  47,  48.) 

Dr.  Buchanan's  Report  should  teach  the  lesson  import- 
that,  in  any  scheme  of  sewerage,  the  subject  of  ventila-  ventuation. 
tion  should  receive  the  most  earnest  attention,  as  the 
health  of  the  inhabitants  and  their  freedom  from  in- 
fectious disease  will  to  a  great  extent  depend  upon 
the  efl&ciency  with  which  sewer  ventilation  has  been 
carried  out. 

A  system  of  ventilating  sewers  by  shafts  has  been  Harring- 
introduced  by  Mr.  G.  F.  Harrington  of  Ryde.  In  this  J^^'Vf^'' 
system  provision  is  made  for  the  entry  of  air  into  the  ventilating 

J  ^  ^  •'  ^  sewers. 

sewer  by  a  shaft  with  a  revolving  cowl  at  its  upper 
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end,  80  arranged  that  its  mouth  is  always  presented 
to  the  wind.  Whenever  the  wind  is  blowing,  air  will 
enter  through  the  cowl  and  descend  through  the  shaft 
to  the  sewer,  to  be  extracted  at  a  varying  distance  of 
300  to  500  feet,  by  a  shaft  which  terminates  above  in 
an  open  end.  The  diameters  of  the  shafts  are  propor- 
tioned to  the  diametei-s  of  the  sewer  to  be  ventilated. 
The  shafts  are  constructed  in  brickwork  and  are  built 
up  the  outsides  of  adjoining  houses. 

This  system  is  likely  to  prove  of  use  in  the  case 
of  old  or  badly  constructed  sewers,  especially  if  they 
have  a  dead  end.  In  the  case  of  such  sewers,  if  the 
ventilation  is  carried  on  by  grating.s  at  the  street  level, 
complaint  is  often  made  of  the  otfensive  smells  in  the 
street,  and  the  inhabitants  put  a  stop  to  this  by  clos- 
ing up  the  ventilators  themselves. 

That  this  system  of  ventilation  can  be  made  very 
effective  is  shown  by  the  Report  of  Mr.  G.  R.  Strachan, 
surveyor  to  the  Chelsea  Vestry.  In  a  street  in  this 
parish  600  feet  of  egg-shaped  brick  sewer,  3  feet  9 
inches  by  2  feet  6  inches,  were  experimented  on.  The 
sewer  at  the  highest  part  terminates  in  a  dead  end, 
while  the  lower  end  joins  one  of  the  main  sewers,  and 
at  this  point  a  siphon  was  constructed  so  as  to  confine 
the  sewer  air  in  the  length  stated.  There  are  three 
depressions  on  the  invert  of  the  sewer  in  which  solid 
sewage  stagnates,  and  from  which  very  offensive  smells 
are  given  off.  The  house  drains  are  connected  to  this 
eewer  by  block  flap-traps.  Near  the  centre  of  the 
length  of  the  sewer  a  15-inch  pipe  is  inserted  at 
springing-level,  and  is  connected  to  a  shaft  by  pipes 
of  a  similar  diameter.  The  shaft  is  fixed  against  the 
side  of  the  house  opposite,  and  terminates  in  a  lobster- 
backed  cowl  so  arranged  as  to  present  ita  mouth  to 
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the  wind.  The  cowl  is  32  feet  above  the  level  of  the 
street  and  is  above  the  roof  of  the  house.  At  the  high 
end  of  the  sewer  a  12 -inch  pipe  connects  it  with  a 
shaft  that  is  fixed  against  the  house  opposite,  and 
which  terminates  with  an  open  mouth  above  the  roof, 
at  a  height  of  22  feet  above  the  level  of  the  street. 
At  the  lower  end  of  the  sewer  a  similar  arrangement  upcast 
exists,  the  height  of  the  shaft  being  31  feet  above  the  "^^^ 
level  of  the  street.  The  air  intercepted  by  the  mouth 
of  the  cowl  is  forced  down  the  shaft  by  the  pressure 
of  the  wind,  and  so  into  the  sewer,  where  it  separates 
into  two  currents,  one  of  which  goes  up  the  sewer  to 
the  pipe  and  shaft  at  the  higher  end,  while  the  other 
goes  down  the  sewer  to  the  pipe  and  shaft  at  the  lower 
end.  The  sewer  is  thus  an  elongated  tube  with  a  capa- 
city of  4300  cubic  feet,  through  which  fresh  air  is 
passing  from  a  downcast  shaft  in  the  centre,  to  escape 
by  the  upcast  shafts  at  each  end.  By  experiments  Expert- 
extending  over  forty-four  days  it  was  found  that  air  Sie^^ange 
entered  the  sewer  on  an  average  at  the  rate  of  140  of  air  in  the 
cubic  feet  per  minute,  which  would  change  the  air  in 
the  sewer  every  thirty-one  minutes  or  46  times  per 
day.  Mr.  Strachan  found  that  if  the  velocity  of  the 
wind  is  multiplied  into  the  area  of  the  throat  of  the 
cowl,  one- third  of  the  theoretical  volume  that  would 
pass  through  it,  if  there  were  no  loss  from  Motion, 
actually  passed  through  the  sewer.  It  was  also 
observed  that  the  effect  of  this  passage  of  air  through 
the  sewer  was  to  cause  drying  of  its  sides,  the  offen- 
sive slimy  coating  before  present  disappearing. 

The  variations  in  pressure  of  the  air  in  sewers  Pressure  of 
caused  by  the  discharge  of  large  volumes  of  warm  *^^ 
water  from  manufactories,  and  also  by  the  discharge 
of  hot  water  and  steam  from  boilers,  were  investigated 
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by  the  late  Professor  Parkes  and  Dr.  Burdon  Sander- 
son, in  the  case  of  the  sewers  at  Liverpool.  (Report 
1871,  pp.  23-27).  Their  conclusions  were  that  "the 
general  effect  of  the  constant  discharge  of  warm  water 
into  a  sewer  ia  to  increase  the  in-draught,  by  diminish- 
iag  the  tension  of  the  air  in  its  interior."  This  result 
being,  in  their  opinion,  "  entirely  dependent  on  the 
large  quantity  of  water  which  ia  discharged,  and  the 
rapidity  of  its  flow;  for  it  is  well  known  that  in  all 
sewers  in  which  there  is  a  strong  and  rapid  stream, 
a  current  of  air  is  produced  which  ia  in  the  same 
direction  aa  the  water  stream,  and  is  cateris  paribxts 
of  proportional  velocity.  In  a  word,  the  in-draught 
at  the  inlets  is  due  to  the  down-di'aiight  in  the  sewer." 
They  were  therefore  of  opinion  that — 

The  introductioa  of  a  large  quantilj  of  water  inUi  certuin  Mwen 
which  receive  the  drainage  of  nianufactoriea,  in  addition  to  it«  obvious 
iitilitj  us  a  means  of  preventing  deposit,  maj  also  be  useful  aa  regards 
ventilation,  anrl  tlmt,  if  the  flow  is  constant,  tlie  ventilating  effect  will 
not  be  interfered  with  by  the  temperatnre  at  which  the  water  u  dis- 
charged. Tiiey  thought  It  not  unreasonable  to  suppose  that  tliia 
benefit  is  likely  to  be  overbolanced  bj  tlie  danger  arising  from  tha 
accelerated  decomposition  of  the  sewage,  but  is  addition  ta  this  there  is 
another  ground  of  objection,  .  .  .  which  i»,  in  the  present  slate  of  the 
eewers  in  Liverpool,  of  very  great  importance.  Thoy  refer  to  the 
difficulty  which  the  existence  of  warm  water  in  the  Mwen  puts  in  the 
way  of  frequent  inspection.  In  consefiuence  of  the  saturated  condition 
of  the  air  and  the  high  temperature,  no  warm  sewer  can  be  entered 
unless  it  baa  been  open  to  the  air  for  some  time  previously  ;  con- 
sequently no  such  sewer  can  be  inspected  without  the  cipcnditnre  of 
much  time  and  labour  in  the  preliminary  preparations. 

The  "blowing  off"  of  boilers  into  the  public 
sewers  Drs.  Parkes  and  Sanderson  considered  to  be  so 
obviously  improper  that  they  supposed  no  one  would 
be  ])repared  to  defend  it. 

When  a  boiler  is  "  blown  off,"  its  contents  enter  the  ecwcr  at  a 
ti-iiijwratiLre  not  much  Vwlow  the  boiling  point.  Consequently  the 
praMurc  on  llie  interior  of  the  sewer  suddenly  rises,  and  the  air, 
oqucoui  vapour,  aad  gases  it  containa  are  (breed  onl  by  the 
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outlet,  i.e,  into  houses.  .  .  .  Although  in  a  sewer  which  communicates 
freely  with  the  air  the  effect  of  blowing  off  a  single  boiler  must  be  of 
short  duration,  it  can  never  be  free  from  very  serious  objection.  In 
the  comparatively  closed  state  of  the  Liverpool  sewers  the  effect  of  the 
process  must  of  course  be  much  more  serious. 

Drs.  Parkes  and  Sanderson  also  conducted  some 
experiments  on  the  pressure  of  air  in  sewers  in  which  Preasure  of 
tidal  flow  occurs  from  the  absence  of  tidal  valves  at  ^^ 
the  sewer  outfall.     They  showed  that  "  in  consequence  ^^^^^f 
of  the  innumerable   channels  penneable  to  air  by  tide, 
which  the  interior  of  a  sewer  communicates  with  the 
exterior,  and  the  relative  slowness  with  which  the  tide 
rises  and  falls,  the  displacement  of  air  during  flow, 
and  its  replacement  during  ebb  has  no  appreciable 
influence.     So  far  therefore  as  relates  to  ventilation, 
the  closure  of  the  outlets  and  the  filling  of  certain  of 
the  sewers  by  the  tide  are  matters  which  deserve  no 
consideration."     (Loc.  cit  pp.  21-23.) 

We  arrived  at  the  same  conclusion  after  examin- 
ing the  sewers  leading  from  Londesborough  Lodge, 
Scarborough,  at  the  time  of  the  illness  of  the  Prince 
of  Wales  (Letter  to  the  Times,  22d  January  1872). 
"After  a  stormy  night,  when  much  water  descended  the 
sewers,  and  the  tide  was  rising  fast,  and  within  about  Tide  exeitt 
an  hour  of  high  tide,  I  could  detect  no  escape  of  air 
at  any  of  the  openings  that  I  examined,  and  in  the 
crescent  sewer  in  the  Lodge  garden  the  anemometer  de- 
tected no  draught  at  all ;  the  up-draught  during  rising 
tide  was  always  slight  when  there  was  one,  and  could 
be  detected  at  the  ventilator  in  the  horse-stand  below 
the  entrance  of  the  crescent  sewer  into  the  main;  during 
the  fall  of  the  tide  a  slight  up-draught  was  usually 
observed,  which  varied  with  the  velocity  of  the  wind." 

The  Keport  of  the  Special  Purposes  and  Sanitary 
Committee   of  the   Metropolitan    Board  of  Works, 
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appointed  in  1877  to  inquire  into  the  cleansing  and 
ventilation  of  sewers,  has  recently  (February  1886) 
appeared.  From  this  Eeport  we  learn  that  the  surface 
roadway  ventilators  to  sewers  in  the  metropoUs  are 
placed  in  the  different  districts  at  very  variable 
distances  apart,  viz.  from  17  yards  to  as  much  as  600 
yards.  The  average  distance  apart  is  120  yards. 
In  other  towns  the  distance  apart  of  the  ventilators 
varies  from  30  yards  to  200  yards,  the  usual  dis- 
tances being  from  50  to  100  yards.  The  shafts  built 
up  from  the  crowns  of  the  sewers  are  usually  circular 
in  shape  and  about  18  inches  in  diameter,  with  a 
supei-ficial  area  for  ventilation  of  254"5  inches.  The 
oi>ening3  in  the  gratings,  however,  are  very  much 
smaller,  varying  in  the  difl'erent  metropolitan  dis- 
tricts from  27  up  to  70  inches  of  superficial  area.  In 
considering  how  the  ventilation  of  the  metropolitan 
sewers,  which  in  many  districts  is  extremely  defective, 
may  be  remedied,  the  Committee  point  out  that 
reliance  must  be  placed  chiefly  on  increasing  the 
number  of  surface  ventilators,  but  with  this  may  be 
combined,  where  possible,  ventiktiou  by  means  of 
pipes  or  shafts  carried  from  the  crown  of  the  sewer  to 
the  side  of  the  road,  and  thence  up  houses  or  buildings, 
clear  away  from  all  windows  and  chimneys.  If  these 
pipes  are  of  sufficient  size — 6  inches  or  more  in  diameter 
— tliey  will  act  principally  as  exits  for  foul  air,  whilst 
the  surface  ventilators  will  act  aa  iuleta  for  fresh  air, 
and  nuisance  arising  from  the  escape  of  sewer  air  in 
the  streets  would  be  to  a  great  extent  obviated.  It 
would,  however,  be  a  great  mistake  to  entirely  sub- 
stitute such  pipe  ventilation  for  the  surface  gratings, 
for  apart  from  the  fact  that  the  efficiency  of  the 
ventilation  is  greatly  impaired  by  the  greater  obstnic- 
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tion  to  the  passage  of  air  fix)m  bends  and  friction  in 
the  longer  pipe  or  shaft,  the  warning  that  at  present 
exists  when  a  surface  grating  is  giving  oflF  oflFensive 
gases  that  a  collection  or  deposit  of  offensive  matter 
exists  in  the  sewer  requiring  removal,  would  be  want- 
ing. Unless,  too,  the  ventilating  pipes  are  placed 
with  much  care,  there  would  be  a  danger  of  foul 
air  entering  houses  through  windows  and  chimneys. 

The  ventilation  of  sewers  is  a  measure  necessary  ventilation 
for  the  public  health,  and  should  be  paid  for  out  of  sLuiTS 
the  public  rates,  like  any  other  measure  necessary  for  *  p"^^^ 

-'■  ''  .11         measure. 

the  common  good.  It  is  not  right  nor  is  it  desirable 
that  the  ventilation  of  public  sewers  should  be  effected 
through  the  drains  and  soil-pipes  or  rain-water  pipes 
of  private  householders.  Nor  because  the  householder 
has  disconnected  his  dwelling  entirely  from  the  air  of 
the  public  sewer  by  means  of  a  water- trap  on  the  house 
drain  before  it  enters  the  sewer,  should  he  be  com- 
peUed  at  his  own  expense  to  carry  up  a  pipe  from  the 
sewer  side  of  such  trap  to  the  roof  of  his  house  in 
order  to  ventilate  the  public  sewer.  If  such  a  method 
of  ventilation  is  necessary,  it  should  be  paid  for  out 
of  the  rates,  in  the  same  way  and  for  the  same  reasons 
as  the  construction  of  sewers  is  so  paid  for. 

During  hot  weather  in  summer  the  metropolitan 
sewers  are  very  liable  to  offensive  deposits  owing  to 
defective  flushing.      The  Committee   point   out  the 
difficulty  in  obtaining  water  at  cheap  rates  from  the 
water  companies  for  flushing  purposes,  and  suggest 
as  an  alternative  the  addition  of  deodorising  sub-  Deodorisa- 
stances   to  the   sewage,  both   in   house   drains   and  se^^in 
small  branch  sewers,  to  prevent  putrefaction  and  the  Jj^^  ^^ 
evolution  of  gases.     One  to  two  grains  of  the  crude  branch 
manganate  of  soda,  with  about  one-third  that  quantity 
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of  sulphuric  acid  to  each  gallon  of  sewage,  has  been 
found  very  effective  by  the  MetropoHtan  Board  of 
Works.  Whether  any  effectual  general  deodorisation 
of  the  sewage  of  the  metropolis  could  be  in  this 
manner  attained  without  enormous  expense,  has  yet 
to  be  proved  by  actual  experiment. 

COST   OF   SEWERS. 

As  examples  of  the  coat  of  sewerage  works  we 
extract  the  following  from  the  evidence  procured  by 
the  Rivera  Pollution  Commissioners  {First  Report, 
1868,  vol.  ii.  p.  55,  etc.)  :— 

At  Manchester — where  "  efficient  sewerage  works 
have  been  carried  out  in  all  the  streets  within  the 
city,"  the  main  outfal!  sewers  being  principally  con- 
structed of  brickwork,  and  the  smaller  ones  of  glazed 
earthenware  oval  pipes,  "the  size  of  the  brick  sewers 
varying  from  G  feet  by  3  feet  to  3  feet  by  2  feet ; 
and  the  pipe  sewers  fi-om  25  inches  by  18  inches  to 
12  inchea  by  9  inches,"  and  there  being  altogether  63 
main  sewers  of  various  lengths,  making  a  sum  total 
of  280  miles — the  cost  has  been  about  X340,000. 
There  is,  however,  here  no  special  mode  of  ventilation 
provided,  and  no  flushing  apparatus  required.  At 
Blackburn — where  "  one  outlet  comprises  a  main 
sewer  6  feet  by  4  feet,  egg-shaped,  with  tributary 
main  sewers  from  4  feet  10  inches  by  2  feet  8  inches, 
egg-shaped,  to  2  feet  diameter,  all  of  brick,  and  pipe- 
sewera  from  21  inches  to  9  inches  diameter;  total 
length  of  main  sewers  32  miles ;  suijsidiary  mains  in 
back  roads  from  9  inches  to  15  inches  diameter,  19 
miles" — the  cost  has  been  about  £90,000.  The 
ventilation  here  is  by  spouts  from  houses,  by  special 
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shafts  opening  at  the  surface  of  the  streets  and  pro- 
vided with  charcoal  ventilators,  and  by  connection 
with  three  factory  chimneys.  No  flushing  is  required, 
the  fall  of  the  sewers  being  considerable.  At  Preston, 
"  16:^  miles  of  stoneware  pipes  and  8f  miles  of  brick 
sewers  cost  £50,000.  Also  30  miles  of  stoneware 
pipe  sewers,  in  streets  paid  for  by  owners,  cost  Pipe 
£9000."    At  Gorton,  "the  sewerage  works  comprise —  ^''"*- 

1408  yards  of  36-inch  brick  sewers. 

1520  „  30    „ 

980  „  24    „ 

1165  „  18  by  27  „ 

2634  „  15    „     pipe  sewers. 

880  „  12    „ 

1349  „  9    „ 

3705  „  6    „             „ 

together  with   gullies,   traps,   manholes  and    lamp- 
holes,  at  a  total  cost  of  £9579  :  11 :  9." 

The  above  instances,  taken  at  random,  will  give  a 
better  idea  of  the  cost  of  constructing  sewers  than 
would  be  given  by  a  list  of  the  details  of  the  cost  of 
materials,  work,  and  so  forth.  It  may  be  noted  as  a 
general  rule,  that  egg-shaped  brick  sewers,  half  a  brick 
fhick,  are  cheaper  iL  pipe  sewers,  whei  the  size  is 
greater  than  2  feet  by  18  inches  ;  but  when  less  than 
this  size,  pipe  sewers  are  cheaper. 

A  great  outcry  has  been  raised  against  the  "  sepa-  "Separate 
rate "  system  on  account  of  its  expense.  That  it  is  expeiSe. 
more  expensive  to  build  two  sets  of  sewers  than  one, 
when  we  require  the  drains  to  be  deep  enough  to  drain 
the  subsoil  and  large  enough  to  carry  oflF  storm  waters, 
is  plain  enough ;  but  that  it  is  cheaper  to  make  exist- 
ing drain-sewers  do  their  work  properly  (as  far  as  this 
is  possible)  than  to  leave  them  to  act  as  drains  only, 
and  to  build  a  separate  set  of  small  pipe  sewers  for 
the  house  drainage,  we  cannot  admit. 


And  when  we  consider  the  danger  that  arises  from 
the  drain-sewers  overflowing  during  heavy  storms, 
flooding  streets  and  cellars  with  diluted  sewage,  and 
forcing  sewer  gases  up  into  houses,  and  on  the  other 
hand  the  impossibility  at  such  times  of  any  pretence 
at  utilising  the  sewage,  which  must  then  inevitably  be 
allowed  to  get  to  the  rivers  as  best  it  can,  and  even 
the  difficulty  of  dealing  with  it  when  only  diluted 
with  the  ordinary  rainfall  and  subsoil  water,  we  must 
agree  with  Dr.  EoUeston,  who  said  in  his  article 
"  Sewage  and  Sewerage "  (Quarterly  Journal  of 
Science,  AprU  1866),  that  the  question  of  the  separa- 
tion of  sewers  from  drains  "does  admit  of  two  opinions 
being  held  about  it;"  but  we  must  go  farther  than 
this,  as  we  have  good  reason  to  believe  that  he  after- 
wards did,  and,  looking  at  the  great  size  of  the  outfall 
works  and  channels  necessitated  by  the  enormous 
volume  of  the  diluted  sewage,  and  the  special  dis- 
advantages and  extra  expenses  where  irrigation  is 
resorted  to  {and  to  which  we  shall  refer  again),  we  are 
driven  to  the  conclusion  that  it  would  be  a  veiy  great 
saving  in  the  long  run  to  a  town  to  send  its  rain  and 
subsoil  water  at  once  by  deep  drains  into  the  nearest 
watercourse,  and  to  construct  special  pipe  sewers  of 
very  moderate  dimensions  to  carry  the  house  refuse 
away  from  the  town  to  outfall  works,  there  to  be 
utilised  in  some  way  or  other. 

CONTINENTAL   SYSTEMS  OF  SEWEHAOB. 

From  a  paper  read  at  the  Congress  of  the  Sanitary 
Institute  of  Great  Britain  at  Leicester  in  1885,  by  Mr. 
J.  Gordon,  M.  Inst,  C.E.,  who  has  been  connected 
with  several  of  the  principal  sewerage  schemes  adopted 
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in  continental  cities,  we  find  that  the  chief  towns  on 
the  Continent  that  have  adopted  the  water-carriage 
system  in  its  entirety  are  Berlin,  Frankfort,  Munich, 
Dantzic,  Dusseldorf,  Breslau,  Linz,  Hamburg,  Brussels, 
and  Kotterdam.  In  Stuttgart,  Crefeld,  Dortmund, 
Ludwigshafen,  Mannheim,  Darmstadt,  Heidelberg, 
Mayence,  Basle,  and  Zurich,  although  new  systems  of 
sewers  have  either  been  constructed  or  are  in  course 
of  construction,  thoroughly  and  completely  adapted 
to  the  water-carriage  system,  the  authorities  have  not 
yet  made  up  their  minds  to  admit  the  drainage  from  Drainage 
water-closets  into  them.  In  these  towns  cesspools  doMtTnot 
are  still  in  use,  and  are  emptied  automatically  on  the  ■^^**«^- 
pneumatic  system.  At  Heidelberg,  Nuremberg,  Gratz, 
and  Zurich,  the  tub  system  is  in  force ;  in  the  two 
former  towns  the  urine  is  retained  in  the  tub,  whilst 
in  the  two  latter  it  is  allowed  to  pass  into  the  sewers. 

In  those  towns  that  have  adopted  complete  systems 
of  sewerage,  the  sewers  are  invariably  designed  to  sewera 
accommodate  the  rainfall  as  well  as  the  sewage  of  the  SeTaL- 
town.  Thus  in  Frankfort  "a  rainfall  of  ^  inch  in  twenty-  ^^ 
four  hours  has  been  provided  for  without  bringing  the 
storm  overflows  into  action."  In  Dantzic  "the 
tributary  sewers  are  calculated  to  discharge  a  fall  of  A 
inch  ^hour,  the  main  trunk  sewers  (1  Jding  to  t^ 
outfaU)  being  relieved  by  storm  overflows."  In  Berlin 
as  much  as  ^  inch  of  rain  per  hour  has  been  provided 
for,  whilst  in  Cologne  the  main  trunk  sewers  are  calcu- 
lated to  carry  ofi*  ^  inch,  and  the  subsidiary  sewers  1^ 
inch  per  hour.  The  largest  main  sewer  is,  however,  in 
this  case,  8  feet  2  inches  by  7  feet  3  inches,  with  a  con- 
tracted channel  for  the  dry  weather  flow  and  a  small 
footpath  on  one  side. 

In  Frankfort,  Munich,  Stuttgart,  and  other  towns 


with  which  Mr.  Gordon  was  connected,  the  sewers 

have  been  laid  deep  enough  to  drain  the  basements 

No  dB»ii      and  cellars  of  all  houses.     Dead  ends  to  the  sewers  do 

^trt.       not  exist,  "  owing  to  the  sewers  being  laid  at  such 

levels  as  to  join  them  to  each  other  at  street  ends, 

thus  making  it  possible  to  flush  the  lateral  sewers  from 

the  main  trunk  sewers  by  means  of  flushing  gates  and 

stops,  without  having  recourse  to  supplementing  the 

flushing  power  from  the  water-supply  of  the  town; 

the  system  being,   by  this  arrangement,  to  a  large 

extent,  interchangeable  and  self- balancing,  no  serious 

difficulty  can  possibly  arise  from  any  mishap  in  the 

BiockagM    way  of  a  block,  or  in  the  case  of  one  sewer  being  more 

j«wii        surcharged    thau    another,  inasmuch    as   the   branch 

sewers  will  always  admit  of  the  passage  of  the  sewage 

or  rainfall  round  a  block,  until  it  has  been  removed." 

In  Dantzic,  Breslau,  and    Berlin  the  sewers  ore 

Pipcnwcn  chiefly  pipes.     In  Berlin  a   sewer  has    been  laid  at 

«id»ot Uie  each  aide  of  the  street.     By  this  means  pipe  sewers 

"•"^        are  sufficient  where  otherwise  brick  sewers  would  have 

been  required,  and  the  streets  being  wide  the  traffic  in 

the  centre  of  the  street  was  not  interfered  with  during 

the  construction  of  the  sewers,  whilst  the  house-drains, 

being  shortened  in  their  course,  could  be  laid  at  a 

steeper  gradient  than  if  the  sewers  were  in  the  middle 

of  the  street.     Brick  sewers  were  also  found  to  be  very 

difficult  to  construct  water-tight  in  Berlin,  owing  to  the 

subsoil  being  surcharged  with  water  and  consisting  of 

BiMp         fine  running  sand.     None  of  the  sewers  in  Berlin  are 

Sp*°       laid  at  a  steeper  gradient  than  1  in  500,  and  this  is 

'''°*™^      accomplished  by  carrying  the  branch  pipe  sewers  into 

the  manholes  on  the  main  sewers  at  varying  depths 

above  the  invert  of  the  manhole.     The  reason  of  this 

limit  being  adopted  is  the  theory  of  the  engineer,  Mr. 
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Hobrecht,  that  "  with  branch  sewers  of  steep  gradients  Reasons. 
a  state  of  things  is  involved  in  which,  during  the 
night,  and  also  with  the  minimum  day  flow,  so  small 
a  portion  of  the  invert  of  the  sewer  or  pipe  is  covered 
by  the  flowing  sewage  as  to  leave  a  large  portion  of  the 
sides  of  the  pipe  covered  with  slimy  matter,  exposed 
to  the  action  of  the  comparatively  high  temperature 
of  the  sewer."     This  slimy  matter,  in  his  opinion,  soon 
dries  and  gives  ofi*  pungent  gases.    He  also  thinks  that 
steep  branch  sewers  tend  to  run  dry  and  deposit  solid 
matters  on  the  sides  of  the  pipes,  which  are  not  always 
subsequently  washed  onwards.     The  sewers  of  Frank-  Materials 
fort,  Crefeld,  Mayence,  and  Diisseldorf  are  mainly  of  ^  "^^' 
brick,  whilst  those  of  Mannheim,  Heidelberg,  and  of 
nearly  all  the  Swiss  towns,  are  of  cement  concrete. 

The  sewers  in  most  of  these  towns  are  ventilated 
by  surface  gratings  in  the  centres  of  the  roads,  about 
40  yards  apart,  and  the  street  gullies  are  trapped. 
These  gratings  act  chiefly  as  inlets  for  fresh  air,  the  ventilation 

.  .        .  .  .  of  sewers 

outlets  being  the  soil-pipes  and  rain-water  pipes  of  the  by  road 
houses,  for  disconnection  of  the  house  drains  from  the  ^^ 
sewers  is  not  practised.     In  Frankfort  the  soil-pipes  ^?^® 

■t  r  r        pipes. 

are  of  cast-iron,  varnished  inside  and  outside  with 
Dr.  Angus  Smith's  patent  varnish,  and  jointed  with 
lead.  They  are  carried  through  the  roofs  of  the 
houses  with  the  tops  left  open.  The  use  of  these 
varnished  cast-iron  pipes  is  also  made  imperative  for 
drains  and  waste-pipes  from  sinks.  Disconnection  of 
waste-pipes  is  not  insisted  on,  owing  to  the  severity  of 
the  weather  in  winter  rendering  the  use  of  siphon 
gullies  outside  the  house  impracticable;  but  all  waste- 
pipes  are  made  to  extend  up  above  the  roof  and  left 
open  like  the  soil-pipes,  a  matter  easily  accomplished, 
as  the  houses  are  chiefly  on  the  flat  system,  and  the 
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sinks  and  baths,  etc.  are  generally  in  tiera  one  above 
another.  "  DupUcate  copies  of  every  house  drairi  plan 
with  sections  of  every  branch  and  tier  of  closets  or 
sinks,  showing  every  junction-pipe  and  connection  to 
a  scale  of  10  feet  to  the  inch,  are  deposited  with  the 
authorities,  and  these  plans,  showing  the  gradients 
and  depths  of  the  drains  with  the  interior  arrange- 
ments of  the  house,  are  again  transferred  to  the  town 
plans,  drawn  to  a  scale  of  j^jj  natural  size  or  about  20 
feet  to  the  inch,  so  that  the  authorities  are  in  posses- 
sion of  a  set  of  plans,  entirely  unknown,  the  author 
believes,  to  any  English  or  other  municipality  outside 
the  confines  of  the  German  Empire." 

THE   SHONE   SYSTEM. 

This  is  a  method  of  raising  sewage  by  means  of 

[  compressed  air,  and  is  intended  for  the  use  of  towns 

situated  on  low-lying  level  ground,  where  the  gradients 

obtainable  for  gravitating  sewers  are  small,  or  for  towns 

where  the  sewage  has  to  be  pumped  to  the  outfalls. 

The  air  is  compressed  at  a  station  at  any  place  in 
or  outside  of  the  town,  and  is  conveyed  by  2-inch 
wrought-iron  pipes  to  the  "ejectors,"  of  which  there 
may  be  several  at  different  parts  of  the  town,  situated 
in  chambers  below  the  surface  of  the  streets.  The 
ejector  receives  the  sewage  of  a  number  of  houses  from 
the  street  sewer ;  its  size  depends  upon  the  amount 
and  the  rate  of  maximum  flow  of  the  sewage  it  is 
required  to  receive.  Thus  the  ejector  in  use  at  Wrex- 
ham has  a  capacity  of  325  gallons,  and  serves  a  popu- 
lation  of  1920  people,  with  a  daily  sewage  discharge 
of  57,600  gallons  (30  gallons  per  head  daily).  If  the 
rate  of  maximum  flow  is  taken  at  half  this  quantity  in 


SEWERAGE  235 

400  minutes,  then  the  ejector  would  during  this  period 
take  4i  minutes  to  fill  and  discharge,  while  during  the 
remainder  of  the  day  it  would  take  about  11^  minutes. 
This  ejector  is  spherical  in  shape,  5  feet  in  diameter, 
and  made  of  cast-iron ;  its  action  in  filling  and  dis-  iBectow 
charging  is  rendered  automatic  by  the  following  dischaxged 
apparatus  :-The  inlet  and  outlet  pipes  are  provided  ^X' 
with  ball  valves,  which  only  allow  the  sewage  to  pass 
one  way.  Inside  the  ejector  is  a  cup  connected  by  a 
rod  with  an  inverted  cup  above,  and  with  a  lever 
which  is  attached  to  a  slide-valve  arrangement,  for 
opening  and  closing  the  "compressed  air"  and  "escape" 
pipes.  The  weight  of  the  cups,  and  rod  is  partially 
balanced  by  a  weight  on  the  other  arm  of  the  lever. 
When  the  sewage  enters  the  ejector,  the  lower  cup 
becomes  filled  with  the  liquid,  which  rises  also  above 
it,  and  it  then  loses  weight  equal  to  the  weight  of 
water  displaced ;  the  sewage  rises  to  the  top  of  the 
ejector,  and  gradually  compressing  the  air  in  the  in- 
verted cup  forces  this  with  the  rod  attached  to  it 
upwards,  thus  raising  the  arm  of  the  lever  and  closing 
by  the  slide-valve  arrangement  the  opening  into  the 
escape-pipe,  whilst  opening  the  compressed  air-pipe. 
The  compressed  air  then  enters  the  ejector,  and  forces 
the  sewage  out  through  the  discharge-pipe.  When  the 
ejector  is  emptied  to  the  discharging  line,  the  lower 
cup  falls  by  its  own  weight,  the  lever  is  depressed,  and 
the  slide-valve  closes  the  compressed  air  and  opens  the 
escape-pipe,  the  compressed  air  in  the  ejector  escaping 
through  this  pipe  into  the  manhole  or  chamber  above. 
If  the  air  is  compressed  to  the  extent  of  1 5  lbs.  to  the 
square  inch  (one  atmosphere),  the  sewage  will  be  raised 
to  the  height  of  34  feet  in  the  discharge-pipe. 

The  sewage  may  be  raised  at  once  by  the  ejector 


Sewve       into  an  ordinary  gravitating  sewer,  or  into  a  "  sealed  " 
Sid"      sewer  of  cast-iron  pipes,  when  it  is  necessary  that  the 
Ifj^,,     rise  should  be  more  gradual  and    continued  over  a 
•»"«■.        greater  distance.     The  ejector  is  placed  at  such  a  depth 
in  the  soil  as  to  permit  of  the  house  drains  and  street 
sewers  being  laid  at  good  gradients,  the  sewage  enter- 
ing the  ejector  by  gravitation. 
Siphon  Mr.  Shone,  the  inventor,  has  also  designed  a  siphon 

liaah-tank.    flugi^.tanij^  iq  \)q  placed  at  the  head  of  each  house  drain 
to  receive  the  soil  and  house  waste-pipes ;  the  siphon 
being  started  by  the  fall  of  water  from  a  tumbling -box 
into  the  tank. 
Advan-  The  advantages  claimed  by  the  inventor  for  his 

S^^  fo,  system  are  stated  by  him  to  be : — 

thaifBtom. 

1.  That  compressed  air  is  a  motor  that  cau  be  conveyed  and 
divided  amoDgst  any  number  of  etations  near  to  or  far  apart  from  each 
other,  without  any  appreciable  loss  either  by  leakage  in  the  pipes,  if 
properly  laid  and  jointed,  or  by  friction  ;  the  only  loaa  being  that  dne 
to  clearance  of  compressed  air  from  the  ejectora  when  discharged. 

2.  Ae  compared  with  steain,  compressed  air  is  unobjectionable,  on 
account  of  the  absence  of  heat  radiating  from  the  pipes  conveying  it  1 
the  temperature  of  the  air  conveyed  being  nearly  the  same  as  that  of 
the  outside  atmosphere. 

3.  The  air  can  be  comprcB«e<i  nt  one  station,  so  thai  one  staff  only 
is  required,  as  in  the  case  of  a  single  outfall  ;  and  as  the  poutlon  of 
this  station  is  immaterial,  the  air  compressing  machinery  may  be  6ied 
at  a  point  where  the  local  authorities  have  already  other  engines  at  work. 

4.  As  good  gradients  mny  be  given  to  the  sewers,  the  sewage  ia 
carried  to  lie  ejectora  and  forced  out  of  the  town  in  a  fresh  and  unde- 
compoecd  state. 

6.  No  storage  is  required  as  in  ordinary  pumping,  where  the  ratv 
of  flow  of  the  sewage  may  exceed  the  powers  of  the  machinery  ;  for 
the  rat«  of  working  of  the  ejector  varies  with  the  rate  of  flow  of  the 
sewage,  although  the  rate  of  working  of  the  machinery  for  air  comproa- 
sing  is  nearly  uniform.  When  the  ejectors  ore  working  slowly,  the 
tension  of  air  in  the  air  mains  will  be  raised,  to  fall  as  soon  as  tb« 
ejecton  begin  to  work  more  rapidly. 

6.  Up  to  lifts  of  above  60  feet,  it  would  seem  that  forcing  by 
compreated  air  is  niore  economical  than  direct  pumping,  while  if  the 
pumping  machinery  it  of  small  capacity,  the  economy  is  likely  to  ex- 
tend  even  beyond  this  height. 
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Shone's  system  is  in  operation  at  Eastbourne, 
Wrexham,  Southampton,  Warrington,  and  Henley, 
and  is  now  being  appKed  at  the  Houses  of  Parliament,  Applied  at 
where  the  existing  outfall  sewer  is  below  the  level  of  of  Par?iA- 
the  metropolitan  main  sewer,  so  that  sewage  is  con-  ™®^*' 
stantly  backed  up  in  it,  converting  it  into  an  elongated 
cesspool.  The  nuisance  that  has  resulted  in  the  Houses 
from  the  defective  sewerage  arrangements  is  well 
known.  Three  ejectors — one  of  500  and  two  each 
of  300  gallons  capacity  are  now  being  erected  in  an 
underground  chamber  in  Speaker's  Green.  These 
will  be  supplied  with  compressed  air  from  four  gas 
engines,  each  of  4  horse-power,  and  will  be  capable, 
in  combination,  of  discharging  1200  gallons  per  minute 
into  the  metropolitan  main  sewer.  It  is  estimated 
that  one  300  gallon  ejector  and  one  gas  engine  will 
be  sufficient  at  ordinary  times  for  the  discharge  of  the 
sewage,  the  other  ejectors  being  put  into  action,  as 
required,  during  periods  of  rainfall — ^the  rainfall  over 
a  surface  of  about  8  acres  being  provided  for.  The 
outfall  sewer  leading  to  the  ejectors  is  to  be  a  12-inch 
iron  pipe  laid  on  the  invert  of  the  existing  brick  sewer, 
and  smaller  iron  pipes  will  also  be  laid  in  the  sub- 
sidiary brick  sewers.  These  pipes  will  be  flushed  by 
siphon -action  cisterns,  and  arrangements  are  being 
made  for  ventilating  the  new  pipe  sewers  and  the  sub- 
ways (the  old  brick  sewers)  in  which  they  are  laid,  by  ex- 
tracting the  air  from  them  (as  well  as  that  escaping  from 
the  ejectors),  by  means  of  the  furnace  in  the  Victoria 
Tower. 

THE   LIERNUR  SYSTEM. 

In  this  system,  as  devised  by  its  inventor,  there  are 

.  Two  sets  of 

two  separate  sets  of  drains ;  the  one  devoted  exclus-  dnins. 


RllD  Uld 

aitnwt 


Wwle 
wiUn  not 
fllta«dlu 


238  SEWERAGE 

ively  to  the  evacuation  of  household  waste  water,  rain 
water,  and  waste  liquids  from  factories  ;  the  other  to 
ftecal  matters  from  cahmets  d'aisance  without  water 
supply,  and  from  water-closets,  as  well  as  bedroom  slops. 
The  first  system  of  drains  is  intended  to  receive 
the  rain  and  waste  waters  only  after  all  solid  matters 
of  even  the  smallest  size  have  been  separated  from 
them  by  filtration,  and  the  waste  liquids  from  factories 
and  workshops  only  after  efficient  purification  in  their 
own  premises.  The  inventor  is  of  opinion  that  the 
contents  of  these  drains,  from  which  faical  matters, 
urine,  the  solid  waste  from  kitchens  and  factories  and 
the  mud  of  the  streets  are  excluded,  miglit  be  allowed 
to  flow  at  once  and  at  any  part  of  the  town  into  a 
stream  or  river,  for  these  waste  waters  would  only 
contain  1  to  4  parts  of  nitrogen  in  a  million  parts, 
and  would  be  quite  innocuous.  The  inventor  is  also  of 
opinion  that  on  account  of  the  separation  of  the  solid 
mattera,  the  stoneware  pipes  used  for  this  purpose 
might  be  made  of  much  smaller  dimensions  than  would 
be  considered  necessary  by  English  engineers,  who 
think  that  the  exclusion  of  solid  matters  has  not  much 
influence  on  the  volume  of  the  sewage.  With  this 
view,  and  to  aid  in  the  flushing  of  these  drains,  which 
might  (in  Holland)  have  to  be  constructed  with  very 
small  gradients,  rain  water  is  admitted  by  means  of 
vertical  funnels,  which  throw  a  concentrated  jet  of 
wat«r  in  the  direction  of  the  current.  The  town  of 
Amsterdam  has  adopted  pipes  of  small  diameter  for 
the  waste  waters  with  great  success,  but  without  any 
such  means  of  filtration  alluded  to  above ;  and  this 
appears  to  be  unnecessary,  for  the  drains  are  short, 
and  open  everywhere  into  the  canals.  For  greater 
lengths  of  pipe  filtration  would  be  necessary.     For 
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tliis  purpose  all  kitchen  sinks  are  famished  with  an 
iron  strainer  the  bars  of  the  strainer  being  only  half 
a  millimetre  apart.  Solid  matters  retained  by  the 
strainer  have  to  be  thrown  into  the  cabinets.  To 
exclude  mud  from  the  drains,  the  water  which  passes 
through  the  street  gullies  is  filtered  through  wire 
gauze  filters  placed  in  buckets.  The  buckets  can  be 
raised,  when  full  of  mud,  and  emptied  into  carts. 

Captain  Liernur  believes  that  these  pipes  would  same  pipes 
also  serve  to  carry  away  subsoil  water,  when  this  had  ^Jy^ 
risen  above  its  normal  level.  ^^^  ^**®'- 

As  regards  the  disposal  of  the  sewage  proper,  the 
better  classes  may  be  supplied  with  water-closets, 
while  for  the  lower  and  working  classes  "  air-closets,"  « Air- 
without  water  supply,  are  preferable,  as  they  are  ^^°^**" 
stronger  and  require  less  frequent  repairs.      When 
these  air-closets  are  well  constructed,  they  are  perfectly  **  Air- 
inodorous,  and  in  Amsterdam   are  placed  without  t^L. 
hesitation  inside  houses,  without  the  least  communi- 
cation with  the  outside  air,  except  by  a  small  ventilat- 
ing-pipe ;  and  they  are  even  built  sometimes  within 
kitchens.      If  by  chance  one  does  give  rise  to  smell, 
it  is  due  to  a  fault  in  one  of  the  joints,  which  can 
easily  be  repaired.     This  seldom  happens  when  the 
air-closet  is  originally  constructed  with  care. 

The  experience  of  some  years  has  shown  that  with 
these  air-closets  the  daily  volume  of  sewage  for  each  DaUy 
person  is  2^  litres,  or  900  litres  yearly.      With  the  Ltl^?^ 
water-closets,  the  yearly  volume  for  each  person  is  ^^^ 
about  2600  litres,  and  supposing  that  in  a  town  the 
number  of  water-closets  and  air -closets  is  equal  (a 
very  liberal   proportion   for  the  water -closets),  the 
average  yearly  volume  of  sewage  for  each  person  will 
be  1750  litres. 
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The  air-closet  coimsts  of  a  cast-iron  hopper  tennin- 
ating  in  a  siphon  trap.  The  hopper  has  a  lid,  and 
just  below  this  is  the  opening  of  a  rentilating-pipe, 
which  is  carried  up  above  the  roof  The  soil-pipe, 
which  is  of  cast-iron,  5  inches  in  diameter,  is  trapped 
at  the  bottom  by  a  siphon  bend,  and  is  also  carried 
up  above  the  roof,  but  of  diminished  capacity,  2  inches 
in  diameter,  a  charcoal  filter  being  inserted  at  the 
jonctioD  of  the  smaller  with  the  larger  pipe.  The 
water-closet  is  on  the  same  principle,  but  contains  a 
small  pan  for  holding  water,  near  the  top  of  the  hopper, 
worked  by  an  automatic  apparatus,  the  contents  of  the 
pan  being  thrown  on  to  the  water  in  the  siphon  trap. 

The  soil-pipes  open  into  a  branch  sewer-pipe, 
which  is  another  5-inch  cast-iron  pipe  with  gas-tight 
joints.  This  branch  sewer-pipe  is  laid  in  lengths  of 
long  downward  slopes  of  1  in  250,  and  short  upward 
slopes  of  1  in  5,  forming  inverted  siphons,  where  the 
sewage  matters  rest  at  varjing  heights  according  to 
the  volume  of  sewage  in  the  pipe.  The  branch  sewer- 
pipes  join  the  street  sewer,  which  is  also  a  5-inch  pipe, 
and  varies  in  length  from  100  to  800  metres.  The 
street  sewer-pipes  are  connected  with  cylindiical  iron 
reservoirs,  which  are  placed  below  the  pavement  in 
the  centre  of  a  district  of  15  to  40  acres,  the  town 
being  divided  into  these  districts.  At  the  junction 
with  the  reservoir  is  a  valve  which  can  shut  off"  or  open 
communication  between  the  sewer-pipe  and  reservoir. 
The  reservoir  is  connected  with  the  works  outside 
the  town,  where  air  vacuum  pumps  are  worked  by 
machinery  by  two  sets  of  pipes ;  one  set,  having  a 
diameter  of  125  millimetres,  serves  exclusively  for  the 
movement  of  air,  and  is  attached  to  the  top  of  the 
street  reservoir ;  the  other  set,  of  rather  larger  size, 
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passes  to  the  bottom'  of  the  reservoir,  and  serves  for 
the  transport  of  the  sewage  to  the  works.  Each  set 
is  provided  with  a  valve  at  its  junction  with  the  street 
reservoir. 

The  method  of  working  is  as  follows : — a  vacuum  Method  of 

workimr 

being  produced   in   the  first  set    of  pipes   by  the 
machinery  at  the  works,  this  is  communicated  to  the 
street  reservoir  by  opening  the  valve  for  a  few  seconds, 
and  then  closing  it.     The  valve  on  the  street  sewer 
pipe  is  next  opened,  causing  air  to  enter  the  soil-pipes 
from  the  openings  above  the  roofs  of  the  houses,  which 
carries  before  it  the  sewage  into  the  street  reservoir. 
All  the  closets  and  pipes  connected  with  the  sewer  aoaetsand 
will  empty  themselves  simultaneously  by  reason  of  the  em^ied 
siphon  arrangement  of  the  branch  sewer-pipes  previ-  ^^gi^"* 
ously  described.     In  those  branch  pipes  that  are  full, 
the  sewage  will  stand  up  to  the  top  of  the  bend  of  the 
siphon,  and  will  consequently  be  more  easily  drawn 
away  than  those  which  are  less  full,  and  in  which  the 
sewage  has  to  pass  up  a  greater  length  of  the  bend. 
As  soon  as  the  levels  of  sewage  in  the  siphons  of  all 
the  branch  pipes  are  the  same,  they  are  all  emptied 
equally  until  bubbles  begin  to  pass,  when  no  more 
sewage  flows,  leaving  the  pipes  still  trapped.     Eighty  Branch 
branch  pipes  from  houses  can  be  emptied  in  this  way  at  pl^'^'ieft 
once.     After  a  few  minutes  the  valve  at  the  street  *™pp«^- 
reservoir  is  turned  off. 

As  soon  as  the  street  reservoir  is  nearly  full,  air  is 
admitted,  and  then  the  valve  on  the  vacuum  pipe 
serving  for  the  transport  of  the  sewage  is  turned,  and 
the  sewage  is  forced  by  atmospheric  pressure  into  sewage 
a  large  reservoir  at  the  works.  The  sewage  is  then  Sf^.^. 
strained  to  separate  the  larger  solid  bodies,  mixed  with 
1  per  cent  of  sulphuric  acid  to  retard  fermentation  and 
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fix  the  ammonia,  and  heated  to  100°  C.  in  hot-air 
machines,  when  it  becomes  thick  like  treacle.  It  can 
be  further  dried  in  revolving  copper  cylinders  to  form 
a  dry  powder.  This  powder  has  a  commercial  value 
little  short  of  Peruvian  guano.  All  vapours  and  gases 
produced  in  drying,  and  the  air  from  the  exhaust 
pumps,  are  passed  through  tlie  furnace,  and  driven  by 
steam  jet  up  the  factory  chinmey. 

As  to  the  financial  results,  it  is  calculated  that 
tlie  yearly  cost  per  head  of  the  population  will  be  6 
francs,  this  including  the  cost  of  evaporation  of  1750 
litres  of  water  from  the  sewage  of  each  person,  5  per 
cent  interest  on  capital,  costs  of  service,  etc.  The 
analysis  of  the  poudrette  gives  7"5  to  8  per  cent  of 
nitrogen,  and  2  "5  to  3  per  cent  of  phosphoric  aeid. 
This  will  give  a  commercial  value  of  8  francs  for  50 
kilogs.,  which  is  the  amount  produced  per  head  per 
annum.  Tliis  leaves  2  francs  per  head  as  profit.  The 
poudrette  finds  a  ready  market. — {Discours  prononc^  a 
I'Hotel  de  Ville  d' Amsterdam  le  28  Ft^vrier  1883,  h.  la 
Commission  du  Conseil  Municipal  de  Paris,  par  C.  M. 
de  Bruyn  Kops,  ingenieur.) 
I  On  personally  inspecting  the  working  of  this 
system  at  Amsterdam,  we  found  that  the  process  of 
drawing  the  sewage  into  the  reservoirs,  and  from  them 
to  the  works,  was  conducted  with  the  greatest  facility, 
and  without  the  production  of  any  offensive  odour ; 
and  that  the  closets  in  the  houses,  even  of  the  poorest 
classes,  without  any  water  supply,  often  leading  di- 
rectly out  of  the  living  room,  and  without  any  means 
of  ventilation  other  than  the  exhaust-pipe  from  the 
closet  basin,  were  in  every  instance,  although  visited 
quite  at  haphazard,  perfectly  inoffensive. 

There  was  uu  foul  smell  observable  at  the  works. 
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and  the  whole  system  appeared  to  be  carried  out  with-  sygtem 
out  any  nuisance  arising  at  any  of  its  stages.     There  ^^t^"* 
can  be  no  doubt  that  the  system  is  well  adapted  for  ^'^^"^^e- 
flat  towns  intersected  with  numerous  canals,  such  as 
are  to  be  found  in  Holland,  where  sewerage  by  gravi- 
tation presents  great   difficulties.      As   regards  the 
value  of  the  manure,  we  know  that  in  any  system,  vaiue  of 
such  as  Liemur's,  there  is  a  great  probability  of  some  manure. 
or  even  a  large  portion  of  the  urine  being  carried  ofi" 
by  the  waste-water  drains  instead  of  by  the  proper 
channels.     This  would  mean  the  deprivation  from  the 
manure  of  some  of  its  most  valuable  ingredients,  with 
a  consequent  reduction  in  the  value  estimated,  as  if  it 
contained  all  the  excretal  refuse  of  the  population. 
There  would  also  probably  be  a  greater  dilution  of  the 
excreta  with  water  than  that  given  in  the  foregoing 
account.    The  cost  of  evaporation  of  a  larger  quantity 
of  water  would  also  mean  a  reduction  in  profits  from 
the  sale  of  the  manufactured  manure. 


THE  BERLIER  SYSTEM. 

This  system  is  very  similar  in  principle  to  that  of  System 
Liernur.     The  house  drains  are  connected  with  iron  S!^^ 
pipes,  in  which  a  partial  vacuum  is  maintaiued  by 
means  of  an  air-pump,  so  that  the  sewage  is  conveyed 
away  from  the  houses  by  pneumatic  pressure  to  the 
pumping  station,  which  may  be  outside  the  town. 

From  a  descriptive  pamphlet  of  this  system  by 
Mr.  Adolphe  Smith,  F.C.S.,  we  find  that  M.  Berlier 
submitted  a  scheme  for  the  drainage  of  Paris  to  the  Partial 
Municipal  Council  of  that   city   in   1881,  and  was  piS^.^'^''^ 
authorised  to  make  experiments  in  the  district  ex- 
tending from    Levallois- Ferret   to    the    Madelaine. 
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Levallois- Ferret  ia  a  suburb  to  the  north-west  of 
Paris,  outside  the  fortifications,  and  here  M,  Berlier 
Iron-pipes  cstabliahed  his  pumping  station.  The  iron  pipes 
ih/wwsge.  were  placed  on  ledges  in  the  main  sewers,  and  where 
necessary  these  pipes  were  siphoned  to  pass  under 
obstacles  Ijing  in  the  way.  The  joints  connecting 
the  pipes  are  made  with  lead  and  are  perfectly  gas- 
tight.  In  the  main  sewers  the  pipes  are  6  inches  in 
diameter,  but  those  that  run  up  the  neighbouring 
streets  are  only  4  inches  in  diameter. 

The   connection   between    these    pipes    and  the 

house  pipes  is  made  as  follows : — the  soil-pipe,  which 

in  Paris  ia  usually  of  large  size — six  or  eight  inches 

in  diameter — opens  at  its   foot  into  a  rectangular- 

The  shaped  iron  vessel  called  a  t-eceiver.     Within  this 

"*""'■       receptacle  ia  an  iron  wire-work  circular  basket,  open 

at  the  top,  considerably  smaller  than  the  receiver, 

and  with  the  wires  rather  more  than  an  inch  apart. 

All  hard  substances  and  foreign  bodies  are  retained 

in  this  basket.     Once  a  week  a  man  in  the  employ 

of  the  administration  visits  these  receivers,  and  by 

means  of  a  handle,  fixed  from  the  outside,  imparts 

to  the  basket  a  violent  rotary  motinn.     The  presence 

of  any  foreign  heavy  body  is  at  once  detected  by  the 

noise  it  makes  when  the  basket  is  set  in  motion.     The 

receiver  can  then  at  once  be  opened,  and  the  foreign 

H*ni  but     body    withdrawn.       Any    fragile    though    somewhat 

^ux       hard  substance,  when  beaten  about  by  the  motion  of 

braimn  op.   j^jjg  ^askct,   is  soon  sufficiently  broken   up  to  pass 

through  the  wire-work  that  surrounds  it.      Hence, 

whatever  leaves  the  basket  is  in  a  fit  condition  to 

travel  along  the  iron  pipes  without  giving  rise  to  any 

danger  of  obstruction,  this  being  the  sole  })urpose  and 

funetion  of  the    receiver.      A    motUficAtion    of  this 
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receiver  has  lately  been  introduced,  the  rotating 
basket  being  replaced  by  a  wire  strainer  at  the  bottom 
of  the  receptacle,  with  verticle  rotatory  beaters  above, 
but  the  principle  in  either  case  is  the  same. 

From  the  bottom  of  the  receiver  a  pipe  serves  to 
convey  the  sewage  away  to  a  second  apparatus  called 
the  evacuator^  which  serves  to  disconnect  the  house  The  «wcm- 
from  the  public  sewer.  It  may  be  placed  side  by 
side  with  the  receiver^  is  also  made  of  iron,  and  of 
about  the  same  size,  though  circular  in  shape,  and,  like 
it  also,  is  quite  air-tight.  The  night-soil,  rendered 
liquid  by  its  passage  through  the  wire-work  basket, 
runs  by  gravitation  into  the  evacuator,  in  which  is 
placed  a  large  ovoid  float  with  its  broad  end  upper-  Ovoid  float, 
most,  and  its  lower  pointed  end  armed  with  an  india- 
rubber  valve  that  fits  hermetically  the  opening  at  the 
bottom  of  the  evacuator.  This  opening  communicates 
with  the  pipes  in  which  the  partial  vacuum  is  main- 
tained, and  the  pneumatic  suction  helps  to  maintain 
the  float  firmly  fixed  and  drawn  down  upon  the 
mouth  of  the  apparatus.  When,  however,  a  sufficient 
quantity  of  liquid  has  accumulated  in  the  evacuator, 
the  buoyancy  of  the  float  proves  stronger  than  the 
downward  suction.  Disengaging  itself,  the  float 
springs  upwards,  and  the  pneumatic  suction,  now 
acting  on  the  liquids,  rapidly  draws  them  away.  The 
difierence  of  pressure  of  atmosphere  between  the  in- 
terior of  the  pipes  and  the  evacuator  is  sufficient  to  Empties 
ensure  the  prompt  removal  of  all  the  liquid.  When  JSy  ™*  ^ 
no  longer  supported  by  the  water  the  float  falls  back 
on  the  aperture  without  allowing  any  passage  of  air. 
This  operation  renews  itself  automatically  each  time 
the  liquid  reaches  the  floating  line  of  the  apparatus. 

The  sewage  is  found  to  travel  along  the  iron  pipes 
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with  great  facility.  The  vacuum  to  be  maintained  in 
these  pipes  need  not  exceed  a  pressure  of  6  inches  of 
s«mi-Boiici»  mercury.  "  During  the  whole  of  the  journey  the  semi- 
penrion'""  soUds  are  held  in  suspension,  as  if  something  was  con- 
stantly stirring  up  the  water  inside  the  pipes.  This 
peculiarity  has  the  appearance  of  ebullition,  and  is 
produced  by  the  movement  of  the  air  within  the  pipes 
as  it  is  drawn  forwards  by  the  pump  at  the  works, 
The  reduction  of  pressure  also  produces  a  certain 
amount  of  evaporation.  The  sewage  being  charged 
with  gas  that  bubbles  up  and  keeps  all  the  more  or 
less  heavy  matter  in  suspension,  it  is  readily  carried 
along,  and  docs  not  adhere  to  the  sides  of  .the  tubes." 
The  automatic  action  of  the  evacuator  is  the  special 
feature  of  the  Berlier  system,  and  is,  as  will  be  readily 
seen,  a  great  improvement  on  the  Liemur  plan,  in 
which  the  pipes  and  the  receivers  can  only  be  emptied 
by  the  oi>ening  of  valves  by  hand.  If,  however,  this 
system  is  extended  in  Paiis  or  adopted  elsewhere,  we 
are  of  opinion  that  it  will  be  found  desirable  to  intro- 
duce the  series  of  inverted  siphons,  as  described  under 
the  Liernur  system  (see  p.  240),  othei-wise  it  will  be 
found  impossible  to  maintain  pneumatic  suction  in 
pipes  at  a  distance  from  the  pumping  station. 

In  the  district  of  Paris  where  the  Berlier  system  is 
DOW  adopted,  the  cesspools  in  the  basements  of  the 
houses  have  been  abolished,  and  as  the  closets  only 
of  these  houses  have  been  connected  with  tlie  pneu- 
matic system  of  pij)es,  the  kitchen  sink  and  other 
waste  waters  find  their  way  into  the  ordinary  sewerB. 
The  sewers  of  Paris  ai^c  totidiy  unfit  to  receive  excre- 
mentiil  or  waste  refuse  of  any  kind,  owing  to  their 
constniction,  their  large  size  and  absence  of  fall  and 
of  self-cleansing  properties.     Flushing  is  impossible, 
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and  a  large  army  of  sewer  men  are  continually  em- 
ployed  in  removing  deposite.  It  would  therefore  be 
desirable  to  convey  away  all  the  waste  house  waters 
by  the  pneumatic  system  of  sewerage,  wherever  this 
is  adopted,  and  to  leave  to  the  existing  sewers  the 
task  of  removing  rain  and  subsoil  waters  for  which 
only  they  are  fitted.    The  very  much  smaller  quantity  BmaU 

!•  1    r         n-i  •  'Tfc*!  amount  of 

of  water  used  for  all  domestic  purposes  m  Jr aris  than  water  uaed. 
in  towns  in  this  country,  would  render  this  feat  by 
no  means  difficult  of  accomplishment. 

There  can  be  no  doubt  that  the  Berlier  system  has  sanitary 

ftdvantaffo 

proved  of  great  sanitary  advantage  in  that  district  of  the 
of  Paris  in  which  it  has  been  adopted.      The  huge  "y^™- 
cesspools  in  the  basements  or  courtyards  have  been 
cleared  or  filled  up,  and  a  constant  source  of  danger 
thus  removed,  and  it  is  a  noteworthy  fact  that  the 
thousand  soldiers  in  the  barracks  of  the  P^pinike, 
situated  in  that  district,  were   the   only  troops  in 
Paris  which  escaped  the  wide-spread  typhoid  fever 
epidemic  of  1883.     A  system  which  is  automatic  in  System 
its  working,  which  can  be  controlled  by  the  sanitary  Paris, 
authority,  and  which  leaves  nothing  to  individual 
initiative,  is  likely  to  prove  most  advantageous  to  the 
public  health,  at  any  rate  as  a  substitute  for  large 
cesspools  under  the  houses.     It  is  unfortunate  that 
the  existing  sewers  in  Paris  are  so  entirely  unsuited 
to  the  water-carriage  system  of  excrement  removal, 
and  until  the  city  is  provided  with  sewers  constructed 
on  modem  principles,  excretal  refuse  must  be  retained  Retention 

,t  •   »    • ,         n  1  •  1  •  i?  in  lionses 

m  the  vicmity  of  houses  m  cesspools,  or  m  some  lorm  of  excretai 
of  midden  pit  or  dry  closet,  unless  it  be  removed  by  "^^®- 
Berlier's  or  some   other  system   not  depending  on 
gravitation  as  a  motive  power. 
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We  have  already  given  ample  evidence  to  bIiow  that 
the  prevalence  of  sickness  in  general,  and  of  fevers 
(especially  typhoid)  iu  pai'ticular,  accompanies  the  non- 
removal  of  excreta  and  other  refuse  matters  from  the 
neighbourhood  of  dwelling  houses  :  it  now  remains  for 
us  to  see  whether  any  definite  amelioration  in  this 
'  respect  has  taken  place  since  a  more  efficient  removal 
of  such  refuse  matters  has  been  provided  for  a  great 
many  towns  by  considerable  improvements  in  the 
drains  and  sewers,  and  by  the  more  general  introduc- 
tion of  water-closets;  and,  if  so,  in  what  this 
amelioration  consists.  Happily,  plenty  of  information 
18  afforded  us  on  this  head  by  Dr.  Buchanan's  re- 
searches on  the  "results  which  have  hitherto  been 
gained  in  various  parts  of  England  by  works  and 
regulations  designed  to  promote  the  public  health" 
{Ninth  Report  of  the  Medical  OJicer  of  the  Privy 
Council).  In  twenty-five  towns  where  such  works 
have  been  carried  on,  and  many  of  which  have  been 
already  referred  to  several  times  in  these  pages,  in 
almost  every  case  the  general  death-rate  has  been 
lowered,  and  iu  many  iuataiices  considerably  so.  At 
Cardiff,  for  iuutjiiice,  it  has  been  reduced  from  332  to 
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226  per  10,000,  equivalent  to  a  reduction  of  32  per 
cent  (or,  allowing  for  cholera,  of  24  per  cent).     At 
Newport  (in  Monmouthshire)  the  reduction  has  been 
from   318   to  216,  equivalent  to   32  per  cent  (or, 
allowing  for  cholera  and  dysentery,  to  23  per  cent), 
and  in  each  of  these  cases  the  reduction  has  taken 
place  under  each  separate  head  of  disease,  with  the 
single  exception  of  scarlatina,  which  has  increased 
90  per  cent  at  Cardiff  and  18  per  cent  at  Newport. 
The  mortality  of  children  under  one  year  has  been  influence 
also  remarkably  lowered  in  these  two  places  to  the  tSi^^of 
extent  of  22  per  cent  at  Cardiff  and  21  per  cent  at  ^^^^• 
Newport.     At  Merthyr  Tydfil,  too,  the  total  reduction 
has  been  from  332  to  262,  that  is,  21  per  cent  (or, 
allowing  for  cholera,  12^  per  cent).     Here  the  reduc- 
tion in  the  case  of  children  under  one  year  old  has 
been  24  per  cent,  although  the  deaths  from  lung 
diseases    in    infants   have    increased    16    per    cent. 
Scarlatina,    too,    shows    an    increased    mortality   of 
60  per  cent.     It  will  be  noted  that  at  each  of  the 
above  places  there  has  been  thorough  sewerage  by 
large  sewers,  besides  improvements  in  other  ways.  Large 
especially  in  the   substitution   of  water-closets   for  ^^^^ 
privies,   and  in  the   supply   of  better   water.      At 
Macclesfield,  where  pipe  sewers  have  been  added  to 
the  old  system,  the  midden  system  having  been  re- 
tained, but  "reduced  to  its  minimum  of  offensive- 
ness,"  the  reduction  in  the  total  of  deaths  has  been 
20  per  cent;   that  of  infants  imder  a  year  old  23  "Separate 
per  cent,  although   the   deaths  from   lung  diseases  ^^^^ 
have  increased  14  per  cent;  and  scarlatina — ^unlike 
the   preceding   cases — has   decreased   45    per   cent. 
At  Croydon,  where   the  general  mortality  has  de- 
creased 20  per  cent,  the  mortality  of  infants  under 
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one  year  old  has  increased  10  per  cent.     It  is  said 
of  this  that  the  altered  circumatancea  of  the  town 
have  brought   about  a  largely  increased   birth-rate. 
yatptcial    The  general  result  is,  that  "of  special  influence,  either 
on  chS"      in  amount  or  kind,  exerted  by  sanitary  works  upon 
raoruiitj    children  under  one  year  of  age,  different  from  that 
exerted  upon  the  total  population,  no  evidence  what- 
ever has  been  obtained."     (Loc.  cit.  p.  42.) 
Meojiis.,  Under  the  heading  of  ineashs  we  find  that  its 

mortality    has    been    in    many    cases    considerably 
diminished,  as  at  Bristol,  Leicester,   Croydon,   Pen- 
zance, Ely,  and  other  places.     Elsewhere,  however,  it 
has  in  several    instances   considerably  increased,  as 
at  Cheltenham,  Dover,  Warwick,  Banbury,  and  Strat- 
ford-on-Avon.     This  may  be  in  some  cases  accounted 
for  by  the  increased  density  of  the  population  :  "  the 
introduction  of  better  drinking  water  has  not  per- 
ceptibly affected  the  prevalence  of  measles"  (p.  43). 
Of  whooping-cough,  and  also  of  scarlatina,  much  the 
same  must  be  said,  "  though,  if  South  Wales  be  ex- 
cluded, which  has  latterly  been  swept  by  a  scarlatina 
epidemic  that  no  sanitary  influence  has  been  able 
to  resist,  there  does  appear  some  probable  connec- 
udMu-     tion  between  reduced   prevalence  of  scarlatina  and 
"■'"*        diminished  crowding  in  houses ; "  although  the  fevers 
not  con-      above  mentioned  have  been  more  prevalent  in  some 
m'SSJ^"''  towns  since  the  sanitary  improvements   have   been 
*™*''      made,  they  have  been  leas  so  in  others,  and  in  fact 
■iL  they  do  not  appear  to  be  in  any  way  connected  with 

sewerage    arrangements.       The    number    of    deaths 
Craapand   from  crotip  and  diphtheria  have  in  almost  all  the 
^^gihctu,  jQ^^g  increased   during  or  after  the  completion  of 
their  sanitary  works,  and  in  many  cases  diphtheria 
would  seem  to  have  appeared  during  these  alterations 


awuuiy. 
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and  to  have  increased  after  them ;  thus,  at  Banbury, 
the  mortality  during  the  (execution  of  the  drainage  and 
sewerage  works  rose  from  0  to  ^.*  During  eight 
years  after  the  completion  of  these  works  it  was  If. 
At  Chelmsford,  diphtheria  only  appeared  after  the 
execution  of  the  works,  and  reached  a  mortality  of 
6J.  At  Ely  the  same  was  the  case — ^the  mortality 
reached  3f ;  and  at  Dover  a  mortality  of  3^  was  noted 
nine  years  after  the  execution  of  the  sanitary  works ; 
"  what  might  be  anticipated  from  the  free  communi- 
cation of  the  town  with  places  in  France  where  diph- 
theria prevaUed  early  and  severely."  I^ewport  is 
indeed  the  only  place  in  which  this  disease,  although 
appearing  for  the  first  time  during  the  works,  de- 
creased considerably  after  their  completion.  Here 
croup  remained  almost  unchanged  in  its  death-rate. 

But  it  is  especially  in  the  case  of  typhoid  fever  Typhoid 
that   important   results   have   been   obtained    from  IZiaas 
the  sanitary  improvements.     At  no  less  than  nine  tlT 
towns  the  diminution  in  the  number  of  deaths  has  **^^*y- 
exceeded  one-half,  reaching  at  Salisbury  75  per  cent. 
At  ten  towns  the  reduction  has  been  between  one- 
third  and  one-half;  Bristol,  with  a  reduction  of  33 
per  cent,  being  at  the  bottom  of  this  list.     At  Eugby 
the  reduction  has  been  10  per  cent;  at  Carlisle  only 
2  per  cent ;  but  at  the  former  place  the  water  supply 
until  lately  has  not  been  good,  and  the  sewers  have 
only  been  flushed  since  1863,   before   which   it  is 
stated  that  they  "  frequently  got  choked  and  had  to  Canaes 
be  opened,  poked  clear  with  rods,  and  then  washed  SSuSon* 
out"  (p.  168) ;  and  at  Carlisle  it  is  stated  that  "  away  Jj^* 
from  business  quarters  of  the  town,  and  yet  not  in  the 
suburbs,  there  remain  a  number  of  courts  and  yards 

*  Per  10,000  of  the  population. 
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which  are  full  of  nuisances,  and  keep  up  the  memory 
of  what  the  whole  town  was  in  1849  "  (p.  108).  But 
it  must  be  mentioned  that  at  Chelmsford  and  Penzance 
there  has  been  a  slight  increase  (5  and  6  per  cent  re- 
spectively) in  the  death-rate  of  typhoid  fever  ;  while  at 
Worthing  there  has  been  an  increase  of  no  less  than 
23  per  cent.  At  Chelmsford,  however,  "  the  sewage  ia 
delivered  into  a  tank  by  an  outfall  sewer  which  enters 
Boroe  six  feet  below  ground  "  (p.  45) :  the  result  ia,  that 
although  the  opening  can  be  covered  with  a  sluice, 
and  although  a  storm-water  overflow  is  provided,  it 
is  a  fact  that  when  the  engine  is  not  at  work  or  the 
liquid  accumulates  in  the  well,  cellars  get  flooded  by 
the  sewage,  and  doubtless  sewer  gases  get  forced 
up  into  houses.  With  regard  to  Worthing,  we  have 
already  remarked  on  the  absence  of  any  provision  for 
ventilation,  and  on  the  fact  that  sewer  gases  had  been 
forced  up  into  houses  through  the  traps  of  sinks  and 
water-closets.  That  this  was  the  cause  of  the  outbreak 
of  fever  in  1865  "appears  to  reach  positive  demon- 
stration when  it  is  added  that  the  fever  almost  ex- 
clusively attacked  well-to-do  houses  on  the  higher 
levels,  where  the  water-closets  were  inside  the  houses, 
and  almost  entirely  spared  the  houses,  mostly  of  a 
much  poorer  sort,  situated  on  lower  levels,  where  the 
closet  was  placed  outside  the  house.  It  was  not  so 
in  the  times  of  cesspools  ;  then,  these  low-lying  poor 
houses  were  far  more  attacked  with  fever  than  the 
others.  Moreover  the  fever  subsided  as  soon  as 
openings  were  made  into  the  sewers,  from  certain 
houses  where  it  before  maintained  itself  for  months  " 
'  (p.  45).  It  must  e.tpecially  be  noted  that  in  Rugby, 
Carlisle,  Chelmsfijrd,  and  Worthing,  the  "  sewage  is  re- 
ceived into  pumping  works  at  the  outfall  iu  such  u  way 
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that  sewer  gases  are  necessarily  much  confined  in  the 
pipes"  (p.  45).  In  Leicester,  too,  the  sewage,  pro- 
perly so  called,  is  received  in  a  pumping  tank ;  but 
then  Leicester  has  a  separate  system  of  storm  sewers, 
so  that  there  is  much  less  chance  of  the  liquid  being 
backed  up  by  the  accumulation  in  the  welL 

In  Morpeth,  where  the  outfall  of  the  sewer  is  not 
into  a  tank,  but  where,  in  many  places,  the  pipe- 
sewers  themselves  are  below  the  level  of  the  river, 
"it  happens  that  in  times  of  flood  the  sewage   is  Typhoid 
backed  up  the  main  sewer  for  four  to  five  hundred  S^™  ^of' 
yards"  (p.  200).    It  appears  that "  occasional  outbreaks  »«^*«*- 
of  typhoid  had  followed  times  of  flood  when  the  out- 
fall sewer  had  been  under  water  "  (p.  46). 

"  Many  of  the  public  improvements  have  coincided 
with  reduction  of  typhoid.  ...  It  is,  however,  the 
purification  of  atmosphere  from  decomposing  organic  chief  cause 
matters,  that  has  been  most  uniformly  followed  by  a  **  ®*^"***- 
fall  in  the  prevalence  of  typhoid.  And  this  has 
occurred  equally  whether  the  purification  has  been 
brought  about  by  the  abolition  of  cesspools  or  by 
draining  and  drying  '  middens ' "  (p.  44). 

The  mortality  from  diarrhcea  has  been  greatly  re-  Diarrhoea : 
duced  in  many  towns  where  sanitary  improvements  J^i^! 
have  been  effected,  but  this  reduction  is  by  no  means 
so  universal  as  in  the  ca^e  of  typhoid  fever,  the  mor- 
tality  having  in  many  cases  considerably  increased. 

"  Cholera  epidemics  appear  to  have  been  rendered  cholera 
practically  harmless  in  the  towns  examined"  (p.  47).  S^'i^ 
As  instances  of  this  we  may  cite  the  cases  of  Merthyr 
Tydfil,  where  a  death-rate  of  267  in  10,000  during 
the  epidemic  of  1848-49  was  reduced  in  1866  to  20 
by  improvements  in  the  sanitary  condition  of  the 
town,  consisting  of  "  imperfect  but  extensive  nuisance 
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removal  and  public  cleanaing  ...  by  the  regulation 
of  common  lodging-housea,  and,  since  1859,  by  a 
spontaneous  reduction  of  crowding;  since  1861  by 
the  introduction  of  ample  good  water,  and  by  the 
services  of  an  officer  of  health  "  (p.  83).  Alnwick, 
with  a  mortality  of  205  in  the  epidemic  of  1849,  did 
not  suffer  at  all  in  1854  or  1866.  Salisbury,  from  a 
mortality  of  180,  descended  to  one  of  14J,  while  in 
1866  it  was  untouched.  There  is  no  exception  to 
this  reduction.  The  case  of  Ely,  of  which  it  ia  said 
that  "  cholera,  which  had  caused  scattered  deatha 
only  before  1853,  produced  in  that  year  and  1854  a 
small  epidemic  mortality;  in  1866  two  deaths  only 
from  cholera  were  registered"  (p.  166),  not  being  at 
all  an  exception,  for  the  amall  epidemic  in  1853-54 
which  occurred  there  was  juat  at  the  very  commence- 
ment of  the  sanitary  works,  and  before  the  houses 
were  connected  with  the  new  sewers. 

But  perhaps  the  most  important  result  of  these 
researches  of  Dr.  Buchanan  is  the  demonstration  of 
one,  at  any  rate,  of  the  conditions  most  favourable  to 
the  prevalence  of  phthisis;  a  condition,  too,  which  can 
in  most  cases  be  very  easily  removed.  We  were  pre- 
pared to  find  that  the  mortality  from  cholera  and 
from  typhoid  fever,  and  also  that  the  general  death- 
rate,  would  be  diminished  by  these  sanitary  improve- 
ments ;  but,  na  Mr.  Simon  says  in  his  Report,  we  were 
'*uot  in  any  degree  prepared"  for  "the  novel  and 
most  important  conclusion  .  .  .  that  the  dicing  of 
soil  which  has  in  most  cases  accompanied  the  laying  of 
main  sewers  in  the  improved  towns  has  led  to  the  dimi' 
nution,  more  or  less  considerable,  of  phthisis"  (p.  16). 
It  appears  that  in  such  towns  as  Salisbury,  Ely, 
Rugby,    Banbury,  and  so  forth,  where,  aa  we  have 
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already  seen,  the  drying  of  the  subsoil  has  been  con- 
siderable, the  deaths  from  consumption  have  been 
reduced  by  a  third  or  a  half  of  their  number.     In 
Leicester,  during  the  time  the  sewerage  works  were  in 
progress,  and  for  a  short  time  after,  when  there  was 
a  great  reduction  in  the  subsoil  water,  the  death-rate  Fiuctua- 
of  phthisis  "had  subsided  by  41  per  cent  of  its  sui^u. 
previous   amount  at  all  ages,  and  by  32  per  cent  J^'phthuu 
in  the  death-rate  of  females  at  the  middle  age  of  death-rate, 
life.  .  .  .  Since  the  completion  of  the  works,  there  is 
reason  to  believe  that  water  has  risen  again  in  the 
subsoil,  while  the  phthisis  death-rate  has  somewhat 
risen  also,  but  still  remains  much  below  its  original 
amount"  (p.  49).     In  the  towns,  on  the  other  hand, 
where  the  drying  of  the  subsoil  has  been  inconsider- 
able, or  has  not  taken  place  at  all,  "  phthisis  has  been 
stationary,  or  has  even  increased."      In  some  cases, 
as  at  Penzance   and  Brynmawr,  this   is  due  to  the 
fact  that   the    soil    already   contained    little   water, 
and  so  happened  not  to  require  draining ;  but  such  Decrease 
caBCS  plainly  form  no  exception  to  the  rule.     This  ^^if "" 
drying   of  the  subsoil   has,  we  have  abeady   seen,  gJ^T"^ 
only  been  effected  in  towns  which  have  large  sewers 
or  deep  storm  culverts  in  addition  to  the  pipe  system, 
that  is  to  say,  '^  which  have  had  special  arrangements 
made  for  drying  their  subsoil,  as  Salisbury ; "  and  that 
on  the  other  hand,  where  pipe-sewers  have  been  con-  where  only 
structed  with  only  superficial  culverts  for  the  storm  pTp^ewen 
water,  or  even  without  these,  no  drying  has  taken  place,  f^  p^^^JJ^, 
It  is  precisely  in  these  towns — as  Stafford,  Morpeth, 
Ashby,  Alnwick,  and  so  forth,  which  have  not  had  a 
special  arrangement  for  drying  the  subsoil,  while  pro- 
vided with  impervious  pipe-sewers — that  the  death- 
rate  from  consumption  has  not  improved,  or  has  even 


Hccidentnl 
of  Hnbnoil. 


Impn>v«' 
HMtiUin 
othM  par- 
■       Urnlin. 


256  SANITARY    ASPECTS 

increased.  It  must  also  be  especially  noticed  that 
many  of  these  last-named  towns  "have  achieved  the 
greatest  possible  progress  in  the  removal  of  their  filth." 
At  Worthing  and  Rugby,  where  the  pipe  system  is 
carried  out,  although  no  special  arrangements  were 
made  for  carrying  off  the  sulisoil  water,  it  would 
appear  that  a  great  deal  of  it  gets  away — in  the  cas 
of  Eugby  by  means  of  the  old  sewers  which  are  still 
left,  and,  in  the  case  of  Worthing,  along  the  sides  of 
the  pipe-sewers  ;  and  this  would  account  for  the  con- 
siderable reduction  in  the  mortality,  under  tliis  head, 
of  these  towns.  Carlisle  and  Chelmsford,  on  the  other 
hand,  have  not  received  any  benefit  from  the  reduction 
of  the  amount  of  their  subsoil  water,  because  local 
conditions  have  nullified  this  effect.  The  environs  of 
Chelmsford  still  get  flooded  through  the  action  of  a 
mill-dam,  and  one  part  of  Carlisle  ia  "  so  low  that  the 
subsoil  is  water-logged  at  all  times,  and,  in  flood,  18 
practically  under  water"  (p.  107).  Lung  diseases  {other 
than  consumption)  would  appear  to  have  undergone  no 
regular  reduction  in  amount  in  the  several  towns. 
In  some  cjises  their  mortality  has  iucrea.'^ed,  especially 
among  old  people,  "who,  it  may  well  be  believed, 
having  had  their  lives  prolonged  by  the  subsidence  of 
other  causes  of  death,  died  afterwards  from  the  lung 
disorders  incident  to  old  age  "  (p.  50).  We  cannot 
refrain  from  quoting  the  last  sentence  of  Dr.  Buchanan's 
Summary  Report,  which  expresses  the  opinion  of  all 
who  have  seen  anything  of  the  results  of  sanitary  im- 
provements. "  The  progress  made  by  the  inhabitants 
of  most  of  the  twenty-five  towns,  in  decency,  cleanli- 
ness, self-respect,  and  morality,  was  at  tlie  least  as 
(itrikiug  tm  the  improvement  in  their  health,  measured 
by  the  moi-talitj'  returns."    These  researches  show,  in 
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the  most  conclusive  manner,  that  the  removal  of  filth 
from  a  town,  at  once  and  in  the  most  expeditious 
manner,  is  the  way  to  decrease  general  death-rate, 
and  the  death-rates  especially  of  cholera  and  typhoid  choiera 
fever,  and  they  show  also  that  the  introduction  of  the  ^oi/fever 
water-closet  system  has  effected  most  wonderful  changes  ^^^ted. 
in  these  respects ;  thus  proving  to  demonstration  that 
the  prevalence  of  the  diseases  above  mentioned,  which 
we  have  before  shown  to  have  been  co-existent  with 
accumulations  of  filth,  was  not  merely  co-existent  with 
them,  but  due  to  them,  or  at  any  rate  fostered  by 
them ;  and  they  have  shown  that  besides  this,  where- 
ever  the  sewers  have  been  also   subsoil   drains,  or 
where  special  arrangements  have  been  made  for  drying  Even 
the  subsoil,  the  death-rate  of  phthisis  has  wonderfuUy  L^n?^|! " 
diminished.     We  must  therefore  conclude  that — since  ^^^®* 
most  authorities.  Parent  Duchatelet  included,  agree 
that  the  channels  for  the  removal  of  excretal  refuse 
should  be  impervious,  and  should,  where  practicable,  Necessity 
be  merely  glazed  stoneware  pipes — ^it  is  absolutely  ratl"^^ 
necessary  that  at  the  same  time  there  should  be  a  "y^tem, 
special  system  of  deep  rain-water  culverts  to  ensure 
the  drying  of  the  surface  and  of  the  subsoil 

When  sewers  do  not  properly  perform  their  duty 
in  removing  expeditiously  the  refuse  matter,  but  from  Results  of 
bad  construction  or  from  want  of  flushing  are  allowed  etruction ; 
to  become  partially  filled  with  foul  matters  which 
putrefy  and  give  off  noxious  gases,  and  when,  further, 
from  want  of  sufl&cient  ventilation  of  the  sewers, 
these  gases  are  allowed  to  escape  into  the  air  of  the 
houses,  all  the  results  of  want  of  removal  of  excrement 
may  be  expected. 

Thus,  with  the  system  of  trusting  to  the  rainfall 
to  flush  the  sewers,  it  is  found  that  after  heavy  storms 

s 
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the  sewage,  so  far  from  being  weaker,  is,  especially 

when  it  comes  through  badly  constructed  sewers,  very 

o(  flushing    many  times  stronger  than  it  is  ordinarily,  and  this  is 

^rM.      simply  because  it  has  stirred  up  and  washed  away  the 

deposit  of  filth  which  has  been  accumulating. 

Dr.  Acland  haa  shown  us,  in  his  account  of  the 
cholera  at  Oxfoi-d,  that  the  virulent  epidemics  of  it 
are  preceded  by  droughts,  remarkable  droughts,  mak- 
ing the  total  rainfall  of  cholera  years  sometimes  as 
much  as  10  inches  less  than  the  annual  average,  and 
we  cannot  fail  to  see  the  connection  of  this  fact  with 
the  greater  accumulation  of  filth  that  takes  place  in 
the  drain-sewers  under  such  circumstances. 
Compoei-  The  composition  of  sewer  air  is  subject  to  wide 

Mwcrtir.  variations.  In  badly  consti-ucted  and  ill-ventilated 
brick  sewers,  the  amount  of  gaseous  impurity  is  very 
great.  Thus  Parent  Duchatelet  found  that  a  sample 
of  air  taken  from  a  choked  sewer  in  Paris  contained 
only  13*79  per  cent  of  oxygen,  and  as  much  as  2"99 
per  cent  of  sulphuretted  hydrogen  {Hygiene  Pvblique, 
p.  390),  while  Dr.  Russell's  analyses  of  air  collected 
from  the  sewera  of  Paddington,  previously  mentioned 
(see  p.  211)  gave  results  indicating  a  fair  standard  of 
purity. 
Organic  lu  the  foulci  Samples  of  sewer  air,  the  proportion 

JJI^^,  of  organic  matter  is  very  hirge,  and  it  is  certain  that 
this  is  not  merely  in  the  condition  of  organic  vapour, 
but  consists  partly  of  foul  organic  matters  in  suspen- 
sion, which  are  probably  given  off  from  the  sewage  to 
a  considerable  extent  during  decomposition,  by  the 
bursting  of  bubbles  of  gas  (see  Dr.  Fraukland's  paper 
on  "The  transport  of  solid  and  liquid  particles  in 
sewer  gases,"  in  the  Proceedings  of  the  Royal  Society, 
April  1877). 
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Modem  research  has  shown  that  the  specific  poisons  Specific 
of  some  infectious  diseases  are  particulate  organisms,  ^fectiou 
capable  of  living  and  multiplying  outside  the  body,  ^"^^^^ 
provided  they  be  received,  after  evacuation  from  the 
body,  in  a  suitable  soil.     Town  sewage  is  probably  a  Town 
suitable  soil  or  cultivating  medium  for  some  of  these  JSSSie* 
organisms,  containing,  as  it  does,  animal  and  vegetable  ^^ 
organic  matter,  phosphates  and  ammonia.    The  warmth 
of  the  sewage  and  the  darkness  of  the  sewer  also  favour 
the  growth  of  organisms. 

That  sewer  air  may  become  specifically  infected  Sewerair 
has  been  shown  in  the  case  of  enteric  fever  by  the  JJSe 
history  of  numerous  epidemics,  where  the  disease  was  JS^^^ 
spread  by  the  passage  of  sewer  air  from  unventilated 
sewers  into  houses  (see  pp.  219,  252).     Thus  an  out- 
break at  Melton  Mowbray  was  traced  by  Dr.  Blaxall 
(Appendix  to  Report  Med.  Off.  Loc.  Oovt.  Bd.,  1881) 
to  the  occurrence  of  floods  which  backed  up  the  sew- 
age, specifically  infected  by  typhoid  evacuations,  in  the 
flat  sewers ;  the  compressed  air  in  the  sewers,  unable 
to  escape  by  the  few  ventilating  openings  there  were, 
owing  to  these  being  blocked  with  clogged  charcoal 
trays,  entered  the  houses  of  the  town  through  un- 
trapped  drain  inlets  and  water-closets  whose  traps 
were  dry  from  want  of  a  proper  water  supply. 

That  the  specific  poison  of  cholera  may  also  be  con-  specific 
veyed  in  sewer  air  appears  to  be  most  probable  from  §J^**' 
the  investigation  made  by  the  late  Professor  Parkes  maybe 

o  .^  ^  ,       conTeyediii 

on  the  introduction  of  cholera  into  Southampton  in  »ewer  air. 
1866,  the  report  of  which  is  published  in  the  Ninth 
Report  M.  0.  P.  C.  In  this  case  the  outbreak  in  the 
town  was  in  all  probability  due  to  the  passing  of 
pumped  sewage,  infected  with  cholera  evacuations,  in 
a  frothy  and  agitated  condition  along  an  open  conduit. 
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The  fii'st  eases  arose  in  the  "clean  and  airy"  houses, 
which  bordered  this  open  conduit,  and  in  which  the 
smell  from  the  pumped  sewage  was  greatly  complained 
of.  As  soon  as  the  conduit  waa  covered  over,  the 
epidemic  abated. 

The  outbreak  of  cholera  in  the  City  of  London 
Union  Workhouse,  in  July  1866,  the  causes  of  which 
were  investigated  by  Mr.  Eadeliffe  (Ninth  Report  of 
Medical  Officer  of  the  Privy  Council),  waa  shown  to 
have  taken  place,  in  aU  probability,  from  a  sudden 
efflux  "  of  sewer  air  from  a  drain  containing  choleraic 
evacuations,"  which  efflux  was  favoured,  if  not  caused, 
by  rapid  and  considerable  changes  in  temperature  and 
barometric  pressure.     [Loc.  cit.  p.  316.) 

At  Theydon  Bois,  in  Essex,  an  outbreak  was  caused 
in  1865,  in  the  following  way  ; — A  man  and  his  wife 
came  home  from  Southampton,  where  cholera  had  ap- 
peared eight  days  before. 

Both  need  a  waler-cloaet  on  the  first  floor,  between  the  aoil-pipe 
of  which  and  the  well  euppljing  the  hou^e  with  Jrinldng  water  there 
was  (as  Buheeqiiently  discovered)  fee  comniunication.  Tlie  water  tainted 
with  the  diarrhccal  discharges  was  used  hy  the  fumi1_v  oiid  the  man  and 
boy  mentioned,  for  five  full  ilayn,  during  and  suWqncnt  to  which 
several  of  the  members  were  attacked  with  malignant  cholera,  {Ninth 
RepoH  M.  0.  P.  C,  p.  304.) 

Three  persons  not  using  the  water,  but  who  had 
been  in  communication  with  the  sick,  were  also  at- 
tacked. "  Of  the  twelve  cases,  nine  ended  fatally, 
including  the  head  of  the  family  and  his  wife." 

Many  similar  cases  might  be  given,  both  with  re- 
gard to  cholera  and  typhoid  fever,  but  enough  has 
been  said  to  convince  us  of  the  truth  of  Dr.  Duncan's 
remark,  that  "  the  prevalence  of  fever  and  the  rate  of 
mortality  proceed  inversely  as  the  etliciency  of  sewer- 
age."   {First  Report  H.  of  T.  C,  1844,  vol.  i.  p.  152. 
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The  question  as  to  whether  sewage  which  has  Fresh 
become  specifically  infected  with  cholera  or  typhoid  J^^^ 
dejections  is  most  dangerous  when  fresh,  or  when  ^»"8«~^ 
undergoing  fermentation  and  putrefaction,  is  still  un- 
settled.   The  history  of  the  Croydon  outbreak  in  1875 
(see  p.  221)  tends  to  show  that  the  air  of  unventilated 
pipe  sewers,  which  had  no  offensive  smell,  the  sewage 
being  carried   away  fresh    and   undecomposed,  was 
capable  of  producing  a  sudden  and  severe  outbreak  of 
enteric  fever.     And  Dr.  Buchanan  was  of  opinion  that 
"  the  material  of  contagion  is  perhaps  less  likely  to  be 
active  in  excrement  that  has  passed  into  foetid  decom- 
position."    On  the  other  hand,  the  air  over  putrid 
sewage  contains  a  far  larger  proportion  of  suspended  sewage  is 
organic  matter  than  the  air  over  fresh  sewage,  and  in  ^^' 
this  suspended  matter  may  be  contained  the  particulate  ^^®" 
organisms  of  disease.     The  history  too  of  numerous  pntrfd. 
outbreaks  of  enteric  fever,  in  which  sewer  air  conveyed 
the  contagion,  show  that  the  sewer  air  came  from  foul 
unventUated  sewers,  and  had  a  very  noticeable  and 
offensive  smell. 

In  brick  sewers,  however  carefully  constructed.  Deposit 
owing  to  the  variations  in  the  height  of  the  flow  of  ^wot. 
the  sewage,  a  deposit  tends  to  form  on  the  walls ;  this 
deposit  being  alternately  wet  and  dry,  soon  putrefies 
and  parts  with  the  putrefactive  ferments  to  the  sewage 
in  contact  with  it.  Drs.  Parkes  and  Sanderson* 
examined  the  deposit  of  sewer  slime  in  the  sewers  of 
Liverpool,  and  found  it  to  contain  ammonia  and 
nitrates  and  large  quantities  of  fungi  and  bacteria ; 
thus  showing  that  it  would  be  a  favourable  cultivating 
medium  for  those  disease  germs  which  are  capable  of 
existing  outside  the  animal  body.    In  pipe  sewers  the 

*  Report  on  the  Sanitary  State  of  Liverpool,  1871. 
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Leu  un-  slime  deposit  will  not  take  place  to  such  an  extent, 
rt^ttn  owing  to  the  smooth  internal  amfacea  of  the  pipes, 
i"i*  and  the  greater  frequency  with  which  they  are  washed, 

as  pipe  sewers  of  small  diameter  are  often  rumiing 
full  or  nearly  full. 
w»t«r«y»-  The  general  introduction  of  the  water-carriage 
um^tf"**  system  has  therefore  been  a  great  sanitary  benefit, 
and  wherever  it  has  worked  badly  it  is  owing  to  most 
flagrant  mismanagement  or  want  of  reasonable  pre- 
caution. 

The  great  charge  brought  against  it  is  that  of 
carefdly  connecting  every  part  of  the  town,  the 
streets,  and  even  the  interior  of  houses,  with  a  series 
of  filthy  underground  channels  in  which  foul  gases 
accumulate,  and  rising  to  the  highest  parts  escape  and 
pollute  the  atmosphere.  That  proper  flushing  will 
easily  prevent  the  formation  of  any  great  quantity  of 
these  gases,  we  have  instances  enough  to  show,  and  by 
disconnecting  the  house  drain  from  the  street  sewer, 
the  entrance  of  sewer  aii-  into  the  house  will  be  en- 
tirely prevented.  That  gases  formed  in  the  sewers 
may  be  removed  inoflfensively  by  ventilating  shafts 
when  they  do  accumulate,  is  also  certain ;  but  that  by 
carefiil  avoidance  of  flushing  sewers  of  low  gradient 
which  require  it,  and  theivby  favoui-ing  the  deposition 
of  filth,  and  by  neglecting  to  provide  any  ventilating 
shafts,  sewer  gases  may  be  manufactured  in  laigc 
quantities,  and  driven  eifectually  into  the  streets  and 
even  into  the  interior  of  houses  whose  drains  are  not 
disconnected  from  the  street  sewer,  is  an  undoubted 
fact  and  requires  no  demoustratiou.  Nay,  more  than 
this,  apparatus  excellent  in  idea  up  to  a  cert-ain  point 
may  be  so  cunningly  devised  as  to  act  well  for  a  time 
and  under  ordinary  circumstances,  and  yet,  just  when 
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its  services  are  most  wanted,  to  fail  in  the  most  abject 
manner  and  with  the  most  disastrous  consequences, 
simply  because  it  has  been  expected  to  perform  two 
perfectly  incompatible  functions. 

At  Croydon  the  soil-pipes  from  the  water-closets 
were  ventilated  by  a  pipe  which  passed  upwards  from 
them  (below  the  soil-pan  and  siphon)  towards  the 
roof — an  excellent  plan ;  but  this  pipe,  instead  of  ris-  ventuat- 
ing  above  the  roof  and  ending  in  the  air,  was  made  to  ^^^SU 
end  near  the  upper  part  of  the  rain-water  cistern,  and  ^^"^' 
to  act  as  its  waste-pipe !     And  what  was  the  result  ?  ci^tero- 
Dr.  Alfred  Carpenter  describes  it  thus  (see  Ninth  Re- 
port of  Medical  Officer  of  Privy  Council,  p.  104): — 

On  the  night  of  17th  October  I  was  aroused  by  a  loud  noise  pro- 
ceeding from  the  closet ;  it  continued  at  intervals  throughout  the  next 
day.     Unable  at  first  to  account  for  it,  I  eventually  found  that  it  was 
caused  by  the  ventilating-pipe  doing  duty  as  waste-pipe  to  the  over- 
flowing cistern  (during  a  very  heavy  rainfall).     There  was  no  room  for 
exit  of  foul  air  from  the  sewer,  which,  therefore,  was  forced  through  Sewer  air 
the  trap  of  the  water-closet,  with,  at  times,  the  force  of  steam  through  forced  into 
the  safety-valve  of  a  steam-engine.     The  nuisance  continued  for  nearly  houses, 
three  days,  before  the  weather  would  allow  the  plumber  to  rectify  a 
mistake  which  had  been  committed  in  the  previous  summer,  the  mis- 
take of  making  the  ventilating-pipe  do  duty  for  a  waste-pipe.     The 
escaped  air  did  not  smell  ofifensively,  a  faint  odour  alone  being  recog-  Not  offen- 
nised ;  it  was  therefore  thoughtlessly  tolerated :  the  excessive  rainfall  sive. 
also  prevented  much  ventilation  of  the  house  by  open  windows.     Two 
or  three  days  afterwards,  one  of  the  occupants  of  a  room,  the  farthest 
in  the  house  from  the  closet,  fell  ill  with  symptoms  of  typhoid  fever,  Typhoid 
and  in  a  few  days  the  other  person  sleeping  in  that  room  also  showed  '®^®][^P' 
signs  of  the  disease  ;   no  other  person  in  the  house  suffered  from  it   ^^^ 
Into  the  room  occupied  by  these  two  persons  the  foul  air  from  the 
closet,  as  proved  by  experiment,  naturally  ascended.     Simultaneously 
with  the  origin  of  these  cases  appeared  many  others  in  various  parts 
of  the  town,  and  in  every  case  in  my  own  practice  in  which  enteric  or 
typhoid  fever  occurred,  I  distinctly  traced  local  causes  for  the  disease  Always 
in  some  defective  housework.     It  generally  happened  that  the  smell  l°*?J. 
was  not  enough  to  lead  to  the  discovery  of  the  defect,  a  faint  odour 
alone  being  perceived. 

It  would  be  difficult  to  imagine  a  more  ingenious 
method  for  delivering  sewer  gases  at  high  pressure 
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into  houses  than  the  one  above  described,  and  it  suc- 
ceeded only  too  well. 
Misukef.  But  such  mistakes  occurring  simply  through  want 

of  forethought  do  not  in  any  way  show  the  incapacity 
of  the  water  system  of  removal.  That  a  certain  buUder 
Not  the  chose  to  ignore  the  fact  that  gaaes  cannot  fi-eely  rise 
Kjatem.  Up  a  pipe  whilc  water  is  rushing  down  it,  and  that 
ventilators  are  most  wanted  to  be  in  an  efficient  state 
when  the  sewers  are  suddenly  flooded  with  water  and 
the  gases  cousequently  under  considerable  pressure ; 
that  he  considered  himself  justified  in  saving  a  few 
feet  of  piping  by  the  proceeding  that  he  adopted;  and 
that  the  results  were  most  lamentable,  are  simply  facta 
which  show  the  necessity  of  educated  sanitary  inspec- 
tion. They  have  nothing  whatever  to  do  with  the 
general  question  of  refuse  removal.  Who  would  think 
of  condemning  the  introduction  of  coal  gas  into  houses 
because  there  are  occasional  instances  of  gas  escaping 
from  faulty  stopcocks  ? 
Co*}  gu  Coal  gas  is  no  doubt  a  very  dangerous  thing  if 

du^ra™  proper  precautions  are  not  taken  to  ensure  its  being 
[J^''  kept  in  its  own  place  ;  but  it  is  not  merely  its  con- 
venience and  cleanliness  that  have  caused  it  to  be 
almost  universally  adopted  in  preference  to  oil  lamps; 
it  is  a  fact  that  the  occurrence  of  accidents  with  it  can 
be  effectually  prevented,  and  it  is  for  this  reason  that 
it  is  always  used  in  preference  to  oil  lamps,  where 
any  danger  is  apprehended.  It  is  not  merely  the 
great  convenience  of  water-closets  that  has  ensured 
their  general  adoption,  but  the  thorough-going  manner 
in  which  they  remove  excretal  matters  from  the  pre- 
mises at  once. 

Uf  the  sanitary  advantages  of  water-cloflcts,  and 
eepeci&Uy  of  thu  trough  closet,  over  middens  and  c 
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pools,  Liverpool  aflFords  us  a  most  instructive  instance. 
Dr.  Trench  writes  as  follows : — 

In  1 868  there  raged  a  wide-spread  epidemic  of  typhoid  fever  in  Typhoid 

the  town,  and  in  the  rural  districts  in  the  vicinity  of  ike  town.  .  .  .  ^here 

While  in  the  families  of  the  rich  in  their  costly  suburban  dwellings  SJ^^ 

there  was  raging  a  fever,  clearly  and  unmistakably  due  to  the  pestifer-  parts, 
ous  emanations  from  ill-drained  cesspools  or  other  collections  of  filth 

or  decomposing  organic  matter,  the  districts  in  the  borough  of  Liver-  Not  where 

pool  known  as  the  fever  districts,  and  wherein  no  midden-steads  or  *">J*gh 

cesspools  were  allowed  by  the  Council  to  remain  unaltered,  continued  ^  iiw)o<)r 

during  the  whole  period  of  the  epidemic  remarkably  healthy  and  free  neighbour- 

from  fever.     {First  RepoH  R,  P.  G,,  1868,  voL  ii.  p.  307.)  hoods. 

The  experience  at  Birkenhead  of  the  working  of 
the  tumbler  closet  is  equally  satisfactory  where  it  has  **Tum. 

,  1      n        1  bler"clo- 

been  properly  ntted  up.  set  works 

Mr.  Thorbum,  the  surveyor,  finds  that  as  compared  ^*"' 
with  the  ordinary  privy  "  the  tumbler  closet  for  sani- 
tary purposes   is    undoubtedly  the    better    of    the 
two." 

All  other  systems  than  that  of  removal  by  water 
go  upon  the  principle  that  it  is  not  dangerous  to  leave 
excretal  matters,  either  in  a  crude  state  (pail  closets) 
or  mixed  with  some  absorbing  or  deodorising  material  conservan- 
(various  other  forms  of  closet),  for  a  certain  time  in  wrong 
or  about  houses.  The  fundamental  principle  being  p"^^p^®- 
obviorisly  a  wrong  one,  it  is  not  to  be  wondered  at 
that  such  systems  continually  fail.  When  paUs  get 
over-filled,  or  slops  are  thrown  down  earth  closets,  the 
results  may  be  better  imagined  than  described ;  and 
it  has  practically  been  found  necessary  to  construct 
earth  and  ash  closets  so  that  the  fluids  may  run 
away  into  the  sewers,  while  the  solids  are  carefully 
kept  upon  the  premises,  being  partially  rendered 
inoffensive  by  admixture  with  ashes  or  earth,  or 
dried  by  a  rotatory  disc  under  the  seat,  or  by  some 
other  contrivance. 
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There  is  one  evident  objection  to  all  theoe  di;  plans,  vie  that  the 
eicretA  are  retained  about  onr  houses  for  some  time.  No  donbt  when 
mixed  with  earth  tbej  are  inodorDiiB,  and  it  is  presomed  bamilesB ; 
but  of  thia  no  evidence  has  been  given.  What  wonld  be  the  resnlt  ti 
cholem  or  tTpboid  diBcbargea  received  in  earth  and  allowed  to  n 
in  the  hooae  i     (Dr.  ParkeH,  Hygim,  3d  ed.  p.  354.) 

The  water-carriage  system,  on  the  contrary,  sends  all 
the  refuse  matters  at  once  to  a  distance  in  the  cheapest 
manner  possible,  by  the  mere  action  of  gravity ;  this  is 
plainly  a  safe  principle  to  go  upon,  and  that  it  acts 
in  practice  may  be  seen  by  any  one  who  chooses  to 
examine  the  ftecal  matters  in  the  sewage  at  the  outfall 
of  a  town  supplied  with  impei-vious  pipe  sewers  properly 
flushed ;  he  will  find  them  fresh  and  undecomposed. 

The  (lonunittee  of  the  British  Association  on  the 
Treatment  and  Utilisation  of  Sewage  arrived  at  the 
following  conclusions  (Report  1873,  p.  449): — 

The  wat«r.carriHge  sirstem  ...  is  baaed  upon  ik  sound  principle, 
that  of  removing  all  the  refuse  mattcre  at  once,  and  in  the  cheapest 
,  possible  manner,  by  gravitation,  and  ought  to  be  resorted  to  in  all  but 
the  most  exceptional  cases.  The  opinion  of  the  Committee,  that  all 
ncwers  should  be  made  of  impervjoaa  materials,  and  that  separate  drains 
to  diy  the  snhsoil  should  be  conctructed  where  necesaiuy,  bos  already 
been  most  emphatically  expressed.  The  freest  posdble  ventilation  of 
•ewers,  house  drains,  and  soil-pix)es,  in  order  to  prevent  accnmulotioDS 
at  foul  air,  is  also  essential. 

The  above  considerations  induce  us  to  endorse  the 
general  opinion  in  this  and  other  countries,  that  the 
cahinet  anglais  is  in  all  essential  particulars  far 
superior  to  every  other  form,  not  even  excepting  the 
cofeinef  inodore. 

Figures  are  stubborn  things  to  deal  with,  and  the 
saoitary  benefits  already  obtained  by  this  system  are 
no  astonishing,  that  wc  have  a  right  to  demand  from 
thoxe  who  would  supplant  it  proof  of  much  better 
reifiilts  realised  by  some  other  method,  and  not  mere 
Ipubtful  probabilities. 


CHAPTER  VIII 

VALUE  OP  SEWAGE — INJURY  TO  RIVERS — POLLUTION  OP 
DRINKING  WATER — DISCHARGE  OP  SEWAGE  INTO 
TIDAL  WATERS 

The  composition  of  sewage  varies  so  much,  not  only 
in  different  towns  with  the  amount  of  water  supply, 
but  in  the  same  town  from  day  to  day,  and  even  jfrom 
hour  to  hour,  that  in  estimating  the  composition  of 
any  given  sewage  it  is  not  only  necessary  to  take 
samples  of  it  at  least  once  every  hour  for  twenty-four  Average 
hours,  and  to  mix  them  in  order  to  procure  an  average  J^^tSen. 
sample,  but  these  various  samples  must  also  be  mixed 
in  direct  proportion  to  the  amount  flowing  as  indicated 
by  the  gauging  at  each  time  of  collection.  It  is  plain 
that  if  a  gallon  of  sewage,  taken  at  a  time  when  the 
liquid  is  running  very  low  in  the  sewer,  be  mixed 
with  another  gallon  taken  at  a  time  when  the  sewer 
is  much  fuller,  the  mixture  does  not  represent  the 
average  composition  of  the  sewage  at  the  two  times. 
A  gallon  of  the  one  should  not  have  been  mixed  with 
the  same  quantity  of  the  other,  but  with  a  quantity 
proportional  to  the  amount  running  through  the  sewer 
at  the  time.  These  considerations  not  having  been 
borne  in  mind  in  the  collection  of  samples  for  analysis, 
the  results  hitherto  obtained  must  be  received  with  a 
certain  amount  of  caution ;  but  still  an  average  taken 
of  accurate  analyses  made  to  ascertain  the  composition 
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of  the  sewage  of  a  great  number  of  towns  may  be 
fairly  taken  as  representing  to  all  intents  and  purposes 
the  composition  of  sewage.  Such  an  average  is  given 
in  the  First  Report  of  the  Rivers  Pollution  Commis- 
sioners (1868),  where  it  is  shown  (vol.  i.  p.  29)  that 
in  water-closet  towns  100,000  parts  of  sewage  contain 
72*2  of  total  solid  matters  in  solution,  in  which  there 
are  4'696  parts  of  organic  carbon,  2'205  of  organic 
nitrogen,  6'703  of  ammonia,  an  almost  inappreciable 
quantity  of  nitrogen  as  nitrates  and  nitrites,  the  total 
of  combined  nitrogen  being  7'728  parts,  and  the 
chlorine  10"66.  Besides  these  matters  in  solution,  the 
100,000  parts  contain  4469  of  suspended  matters,  of 
which  24'18  are  mineral  and  20"51  organic.  But  it 
must  be  carefully  borne  in  mind  that  this  is  an  average, 
and  that  there  are  extremes.  To  take  the  total  com- 
bined nitrogen  as  an  example,  it  was  found  to  vary, 
in  the  London  sewage  alone,  from  about  3  parts  to 
more  than  11  in  the  100,000,  while  in  all  the  samples 
examined  its  variation  was  from  2"37l — the  Norwood 
sewage,  on  25th  February  1869  (which  sewage,  how- 
ever, on  I2th  March  contained  9'68 1  parts  of  combined 
nitrogen) — to  24*325  parts,  the  amount  contained  in 
the  sewage  of  Woking  prison  on  9th  July  1869. 
These  variations  are  not  to  be  wondered  at  when  not 
only  the  differences  in  the  amount  of  water  supply  are 
taken  into  account,  but  the  fact  that  in  the  drain- 
sewers  of  most  towns  the  subsoil  water,  the  onlinary 
J  rain  water,  and  even  the  storm  water,  pass  along 
with  the  sewage  and  dilute  it.  Sewage  then,  under 
these  conditions,  which  is  very  strong  at  one  time, 
may  become  exceedingly  diluted  at  another,  and  this 
is  the  great  difficulty  that  has  to  be  encountered  in 
any  attempt  at  the  utilisation  of  town  sewage. 
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Sewage  is  a  very  complex  liquid  ;  a  large  proportion  of  its  moat 
offensive  matters  is  of  course  human  excrement,  discharged  fix)m  water- 
closets  and  privies,  and  also  urine  thrown  down  gully -holes ;  but, 
mixed  with  this,  there  is  the  water  from  kitchens,  containing  vegetable,  Contents 
animal,  and  other  refuse,  and  that  from  washhouses,  containing  soap  of  sewage, 
and  the  animal  matters  horn  soiled  linen.  There  is  also  the  drainage 
from  stables  and  cow-houses,  and  that  from  slaughter-houses,  contain- 
ing animal  and  vegetable  offal.  In  cases  where  privies  and  cesspools 
are  used  instead  of  water-closets,  or  these  are  not  connected  with  the 
sewers,  there  is  still  a  large  proportion  of  human  refuse  in  the  form  of 
chamber  slops  and  urine.  In  fact,  sewage  cannot  be  looked  upon  as 
composed  solely  of  human  excrement  diluted  with  water,  but  as 
water  polluted  with  a  vast  variety  of  matters,  some  held  in  suspension, 
some  in  solution.  (First  Report  of  Rivers  PoUviion  Commissioners^ 
1868,  vol.  i.  p.  13.) 

The  quantity  of  these  matters  and  the  value  of 
their  constituents  as  manure  can  be  very  easily  deter- 
mined, and  we  have  already  seen  that  the  estimated 
value  of  the  annual  voidings  of  an  average  individual 
of  the  mixed  population  of  all  ages  and  both  sexes,  is 
8s.  4d.  if  the  amount  of  ammonia  be  considered  to  be 
12^  lbs. ;  but  if  we  consider  with  Messrs.  Lawes  and  Vaiueof 
Gilbert  that  this  amount  has  been  somewhat  exagger-  ®^^ 
ated,  and  that  10  lbs.  of  ammonia  is  a  fair  estimate 
of  the  average  individual  amount,  the  sum  of  6s.  8d. 
would  then  represent  the  total  annual  value  of  average 
human  excreta.     This  is  the  lowest  value  that  has 
been  assigned  to  it.     If  then  the  number  of  individuals 
in  a  town  were  known,  and  the  amount  of  waste  water 
turned  into  the  sewers  tolerably  constant,  as  it  would 
be  were  the  rain  water  excluded,  the  value  per  ton  of 
the  sewage  varying  inversely  as  the  dilution,  this 
value  at  any  given  place  might  be  simply  calculated  Calculation 
from  the  number  of  inhabitants,  and  could  be  easily  ber  of  in- 
corrected  by  the  results  aflforded  by  the  analysis  of  an  ^*^^**^^- 
average  sample  collected  in  the  manner  above  described. 
But  the  actual   circumstances  of  the  case  and  the 
extreme  variety  in  the  degrees  of  dilution  of  the  liquid 
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in  drain-sewera  must  necessarily  give  very  difiTerent 
degrees  of  value  to  the  same  sewage  at  different  times, 

Viriabiiiiy  not  to  speak  of  the  diurnal  variations  necessarily 
caused  in  all  cases  by  the  fact  th.at  the  greatest  part 
of  the  refuse  matters  is  discharged  into  the  sewers  in 
the  early  part  of  the  day,  and  comparatively  little  at 
night ;  so  that  the  night  sewage  is  in  many  towns 
little  else  than  water. 

The  chief  valuable  ingredients  of  sewage  are,  first, 
the  different  forms  of  combined  nitrogen,  and  then, 
phosphoric  acid  and  salts  of  potash.  "The  money 
value  of  these  constituents  dissolved  in  100  tons  of 
average  sewage  is  about  15s.,  while  the  suspended 
matters  contain  only  about  2s.  worth  of  them."    That 

ViinB,2d.  is  to  say  that  100  tons  of  average  sewage  are  worth 
17s.,  or  about  2d.  a  ton.  This  value,  given  by  the 
Rivers  Pollution  Commissioners  {First  Report,  vol.  i. 
p.  52),  is  very  nearly  that  assigned  by  Messrs.  Hof- 
mann  and  Witt,  in  their  Report  upon  the  subject 
They  found  that  sewage  collected  on  the  13th  of  May 

Compwi-      1857,  at  various  times,  and  mixed,  contained  94"7 

""'■  grains  of  solid  matter  in  a  gallon,  of  which  19  were  in 

a  state  of  suspension,  and  75"7  in  a  state  of  solution ; 
and  on  the  11th  of  June  a  mixture  of  samples  con- 
tained 111  grains,  of  which  32"7  were  in  suspension 
and  78  in  solution,  and  they  found  that  six-sevenths 
of  the  valuable  matters  were  in  a  state  of  solution,  and 
only  one-seventh  in  suspension.  They  considered 
that  the  average  might  be  taken  as  100  grains  of  solids 
per  gallon  (i.e.  per  70,000  grains),  and  that  therefore 
70,000  tons  of  sewage  contained  100  tons  of  solid 
matter.  Of  total  nitrogen  they  estimated  6"7  grains 
in  a  gallon,  of  phosphoric  acid  1*8  grains,  of  potash  1 
grain.     Now,  100  tons  of  solid  constituents  contain 
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8  tons  of  ammonia,  and  a  ton  of  ammonia  in  the 
fonn  of  guano  is  taken  as  being  worth  £56  (it  is  now 
worth  £65:6:8):  the  total  value  of  the  ammonia 
is  thus  found  to  be  about  £447  ;  and  employing  the 
same  process  for  the  rest — that  is,  taking  the  com- 
mercial value  of  each  of  the  constituents — the  100 
tons  of  solid  matters  are  found  to  be  worth  £601 :  3  :  6, 
or  £6  : 0 :  3  a  ton  :  of  these  the  dissolved  matters  are  Dissolved 
worth  £5  :  5s.,  and  the  suspended  matters  15s.  3d.  J^^^ 
Since  one  ton  of  solid  matter  is  contained  in  700  of  J^^^^^ 

than  8118- 

sewage,  it  follows  that  100  tons  of  sewage  are  worth  pended 
17s.  7d.,  or  a  little  more  than  2d.  a  ton.  Messrs. 
Lawes  and  Gilbert,  in  their  paper  before  quoted,  have 
given  a  table  in  which  the  value  per  ton  of  the  sewage 
is  estimated  at  various  degrees  of  dilution,  and  it  is 
there  shown  that  if  the  dilution  of  the  dry  weather  variation 
sewage  of  London  be  taken,  as  indicated  by  recent  ^thmiu- 
gaugings,  at  about  "  24  gallons  per  head  per  day,  *^°^- 
equal  to  a  rate  of  40  tons  per  head  per  annum,"  the 
estimated  value  per  ton  of  it  is  nearly  2^.,  if  12^  lbs. 
be  taken  as  the  amount  of  ammonia  per  head  per 
annum,  and  2d.  if  that  amount  be  taken  as  10  lbs. 
These  values  decrease  with  increasing  dilution  until, 
when  this  amounts  to  200  tons  per  head  per  annum 
(or  122 1  gallons  per  head  per  day),  "the  probable 
frequent  dilution  in  wet  weather,  inclusive  of  rainfall 
and  subsoil  water,"  the  value  is  only  a  half-penny  a 
ton  in  the  one  case  and  two-fifthsof  a  pennyin  the  other. 
In  the  Third  Report  of  the  Sewage  of  Towns  Com- 
missioners (1865),  it  is  considered  that  60  tons  per 
head  per  annum  is  the  average  amount  of  normal,  or 
dry  weather  sewage  in  the  metropolis. 

It  is  further  variously  estimated  that  by  subsoil  water  and  rain- 
fall, the  bulk  of  the  fluid  wiU  be  increased  by  from  two-thirds  to  an 
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■owiga. 


equal  Tolaine.  Adopting  the  lower  of  these  Buppoaitione,  which,  if  too 
low,  will  allow  something  for  the  occasional  escape  of  Btorm  water,  we 
have  the  100  pence  worth  of  cooBtituenta  distributed  through  100  tons 
of  fluid,  giving  to  it  a  value  of  one  penny  per  ton  according  to  the 
estimated  market  value  of  its  manurial  conatitacnts.     (Loc.  cil.  p.  42.) 

If  we  take  now  the  estimate  of  Baron  Liebig  and 
Mr.  Ellis,  that  266,000,000  tons  is  the  total  annual 
amount  of  dilute  London  sewage,  we  find  that  at  one 
penny  a  ton  its  value  is  £1,108,333  : 6  :  8.  There 
can  be  little  doubt  that  the  average  of  100  tons  per 
head-per  annum  is  greater  than  the  average  dilution, 
so  that  this  estimate  ia  the  lowest  that  can  be  formed. 
To  take,  on  the  other  hand,  the  value  of  the  excreta 
of  eaeh  individual  of  the  population  as  above  given,  it 
wiU  appear  that  the  sewage  from  3,000,000  people 
ought  to  be  worth  just  £1,000,000,  if  only  63.  8d.  be 
taken  as  the  value  of  each  person's  excreta ;  but  that 
the  same  quantity  would  be  worth  £1,250,000  if  the 
higher  value  of  Ss.  4d.  be  taken.  The  average  sewage 
of  the  dilution  above  stated,  namely,  100  tons  per 
,■  head  per  annum,  is  found  to  contain  3'91  grains  of 
ammonia  per  gallon  ;  that  is  to  say,  with  about  four 
grains  of  ammonia  in  the  gallon,  the  sewage  may  be 
considered  to  be  worth  one  penny  per  ton ;  or  for 
each  grain  of  ammonia  per  gallon  the  sewage  ia  worth 
a  farthing  per  ton.  We  may  remark  in  passing,  that 
very  much  higher  values  than  this  have  been  assigned 
to  the  sewage  of  the  metropolis.  Thus  Messrs  Hof- 
mann  and  Witt  considered  that  the  totitl  amount  of 
the  metropolitan  sewage,  not  including  rainfall,  was 
about  95,000,000  gallons  a  day,  or  about  158,000,000 
tons  per  annum  (as  224  gallons  weigh  a  ton),  and 
calculated  that  it  was  worth  £1,385,540  a  year;  and 
they  considered  that  the  theoretical  value  of  the  ex- 
creta   of  2,600,000   people    was  £1,444,177    (First 
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Report  of  Select  Committee  on  the  Sewage  of  Touons, 
1862  :  Dr.  Brad'i/s).  This  estimate,  being  deducted 
from  the  value  of  the  excreta  of  a  full-grown  man,  is 
too  high  for  that  of  a  mixed  population. 

The  population  of  London  at  the  present  time, 
1886,  exceeding  4,000,000,  if  6s.  8d.  be  taken  as  the  vaiueof 
value  of  each  person's  excreta,  the  total  annual  value  ^^^ 
will  be  1 J  millions  sterling ;  or  if  the  average  dilution  --ta. 
be   100  tons  per  head  per  annum,  at  a  penny  per 
ton,   the    total    annual  value   wiU    be    If  millons 
sterling. 

The  above  estimates  are  quite  thrown  into  the 
shade  by  Baron  Liebig's  calculations.     From  experi- 
ments of  which  we  do  not  know  the  nature,  he  seems 
to  have  come  to  the  conclusion  that  the  annual  value  Banm 
of  the  metropolitan  sewage  is  no  less  than  £4,081,430  J^JiICL 
sterling.     But  throwing  aside  aU  these  higher  valua- 
tions  I  either  extrava|ant  or  unnecessary  high  for 
our  purpose,  we  ask,  with  the  writer  of  a  papTr  con- 
taining  practical  suggestions  for  removing  all  the 
sewage  from  the  dwellings  in   and   about  London, 
"  Shall  the  sewage  of  the  metropolis,  calculated  to  be 
worth  more  than  a  million  annually,  he  worse  than  sewage 
wasted  f "     That  sewage  is  wasted  when  turned  into  ^^ 
a  watercourse  cannot  be  denied  by  any  one ;  that  it  ^"t«^" 
is  worse  than  wasted  we  shall  now  proceed  to  show. 

INJURY  TO   RIVERS. 

The  effect  of  sending  the  sewage  into  rivers  is  in- 
jurious  from  many  points  of  view.  Let  us  first  con- 
sider the  rivers  merely  as  watercourses,  without  any 
reference  to  the  subsequent  use  of  the  water  for 
drinking  purposes.      The   Sewage  of  Towns   Com- 
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nuBsioners,  in  their  First  Report  in  1858,  make  the 
following  statement : — 


The  discharge  of  a  large  body  of  sewage  into  a.  rivei 
ia  frequently  not  only  produi:tive  of  nuiBance  and  diaease  to  the  neigh- 
bourhood where  it  takes  place,  but  its  influence  eKtende  to  distant 
popnlatioDB.  Many  rivera,  eapecially  in  the  crowded  districts  of  the 
North  of  England,  jmos  through  several  towns  in  their  course  sea- 
wards, and,  receivin^j  from  each  ita  uoinplement  of  aewage  filth,  are 
even  now  little  better  than  sewers  themselvea,  although  comparatively 
few  of  thoae  places  have  yet  carried  out  any  complete  works  of  water 
supply  and  aewerage.     (Loc.  cit.  p,  9.) 

The  suggestion  implied  at  the  end  of  this  quotation 
makes  us  remark  that  the  more  perfectly  water-closet 
and  sewerage  airangementa  are  carried  out,  with  all 
the  immense  advantages  from  a  sanitary  point  of  view 
we  have  already  shown  them  to  afford  to  towns,  they 
will  only  increase  any  detriment  that  may  be  done  to 
the  rivera  so  long  as  the  sewage  is  allowed  to  pass 
into  them.  Of  the  Tame,  it  is  stated  that  before 
reaching  Birmingham  it  "  receives  the  sewage  of  a 
number  of  towns  containing  a  total  population  of  no 
less  than  270,000  persons.  A  small  stream  in  itself, 
it  may  without  exaggeration  be  said,  during  dry 
seasons,  to  contain,  at  Birmingham,  aa  much  sewage 
as  water.  That  such  a  stream,  traversing  a  densely 
populated  town,  and  exposing  to  the  air  a  large  sur- 
face of  putrid  liquid,  must  be  very  injurious  to  health, 
no  one  can  doubt." 

The  inriuenee  of  the  emanations  from  such  rivers 
upon  the  health  of  the  people  living  in  towns  upon 
their  banks,  has  not,  however,  l>een  distinctly  traced, 
owing  to  the  fact  that  the  other  causes  of  disease  in 
these  towns  throw  this  one  into  the  shade,  and  from 
"the  difficulty  of  estimating  apart  the  influence  of 
the  river  upon  health  in  the  presence  of  morbific  in- 
fluences so  much  more  powerful  than  itself." 
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From  tlie  Ninth  Report  of  the  Medical  Ofl&cer  of 
the  Privy  Council  (p.  152),  we  find  that  at  Salisbury, 
the  branch  of  the  Avon  into  which  the  sewage  flows 
"haa  to  be  frequently  cleaned  out,  or  it  would  get 
choked  by  the  sewage  and  rank  weeds ; "  yet  there  is 
very  little  offence,  probably  from  the  very  fresh 
state  of  the  sewage,  the  sewers  acting  remarkably 
well. 

At  Stratford  "the  river  is  befouled  by  the  sewage  offenaive 
where  it  enters  half  a  mile  below  the  town,  and  there  ^ven? 
is  considerable  offence  to  eye  and  nose  at  the  outfall. 
Evidently  the  sewer  does  not   carry  off  night-soil 
before  it  has  had  time  to  decompose.     The  river  used 
to  be  a  beautifully  clear  stream." 

Dr.  Acland's  evidence  before  the  Sewage  (Metro- 
polis) Committee,  1864  (Lord  Robert  Montagu's), 
showed  the  condition  of  the  Isis  at  Oxford :  "  Masses 
of  black  sewage  which  have  been  deposited  are  thrown 
up  to  the  surface,  and,  being  light,  float  upon  the 
surface  and  are  carried  down,  and  then  in  course  of 
time  either  those  masses  become  disintegrated  and 
generally  dispersed  through  the  water,  or  they  get 
redeposited."     (^Loc.  cit.  p.  148.) 

With  regard  to  the  northern  towns,  the  Rivers  innorthern 
Pollution  Commissioners  (1868)  in  their  First  Report  ^"^ 
liave  brought  forward  a  considerable  amount  of  evi- 
dence.    All  the  sewers  pass  into  the  rivers,  and — 

The  improvements  in  the  sewerage  works  of  Bury  and  of  the  towns 
above  have  had  an  injurious  effect  on  the  water  of  both  rivers  (the 
Irwell  and  Roch),  making  it  more  offensive.  The  people  complain 
that  the  water  is  most  offensive  to  the  sight  and  smeU ;  that  it  is 
unfit  for  use  ;  that  even  when  used  for  steam-engines  it  clogs  up  the 
boilers  and  is  injurious  to  the  machinery. 

As  a  summary  of  the  evils  thus  produced  the 
Commissioners  remark ; — 


lujurles 
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The  effect  of  this  conversion  of  the  rivers  into  ci 
moat  injurious :  all  complain,  even  those  who,  while  suffering  from 
tlie  inconvenience  and  annoyance  which  snch  a  state  of  things  entaila, 
add  to  the  nuisance  hy  themselves  following  the  general  example  ; 
while  they  whose  property  happens  to  lie  on  the  sb^am,  even  many 
miles  below  the  towns,  are  anfferere  in  a  variety  of  ways.  Are  they 
furmers  ?  Tlieir  cattle  cannot  drink  of  the  stream  passing  through 
■  their  meadows.  Are  they  dwelling  on  or  near  the  bank  of  the  river  1 
They  are  driven  from  home  by  the  stcnoh  which  renders  the  place 
unbearable.  Are  they  con)|)olled  by  duty  !«  remain  on  the  spot ! 
They  are  subject  to  perpetual  annoyance,  and,  as  alleged,  in  many 
instances  to  ill  hcalUi,  Have  tliey  property }  Its  value  is  often 
diminished  ;  a  house  remains  tenuntless  ;  knd  is  unsaleable,  except  at 
a  reduced  price.     (Firit  Report,  voL  i.  p.  12.) 

The  First  Report  of  the  Royal  Coramiseionera  on 
the  Metropolitan  Sewage  Discharge,  1884,  gives  numer- 
ous striking  illuatrationa  of  the  state  of  the  tidal 
portion  of  the  Thames,  and  the  nuisance  and  incon- 
'  venience  arising  from  its  pollution  with  the  great  mass 
of  metropolitan  sewage.  We  may  quote  the  following 
from  their  Report  {p.  51) : — 

Eleven  and  a  half  millions  of  cubic  feet  of  concentrated  sewage 
enter  the  river  during  three  hours  every  tide.  The  stream  of  sewage 
flows  out  at  Crossness  under  the  surface  of  the  water  in  the  river.  At 
Barking  it  discharges  at  a  higher  level,  and  part  of  the  time  not  under 
water  ;  but  in  both  cases  it  inimediotely  becomes  appreciable,  and  con- 
tinues (as  is  usual  where  one  stream  joins  another)  unmixed  for  a 
considerable  distance.  It  is  allowed  on  all  hands  that  this  sewage 
-  stream,  so  long  as  it  retains  it«  separate  character,  is  very  offensive  in 
its  immediate  neighbourhood.  After  a  time  the  sewage  stream  begins 
to  mix  with  tlie  water  of  the  river,  and  the  mixture  becomes  less 
offensive.  Tlio  soUd  matter,  to  which  more  than  to  the  fluid  they  (the 
witnesses)  attribute  the  origin,  proximately  or  remotely,  of  the  offensive 
smells,  decomposes,  the  noxious  gases  which  result  arc  dissolved  in  the 
water,  and  when  the  water  is  stirred  up  they  escape  into  the  air.  This 
agitation  is  effected  by  the  passi^'e  of  steamers,  and  as  the  traffic  is 
VC17  great  the  effect  is  kept  up  for  a  considerable  distance  from  the 
outfalls,  both  up  and  down  the  river.  Within  this  range  the  water  is 
in  such  a  foul  slate  as  not  to  be  usable,  even  for  such  purposes  as  wash- 
ing ships'  decks,  etc.  After  a  further  time  and  a  more  extended  travel 
of  the  sewage  discharge  the  mixture  with  the  river  water  becomes  more 
complete,  and  a  change  takes  place  on  which  great  stress  is  laid  by  the 
Metropolitan  Boani  of  Works.  They  assert  that  by  the  dilution  with 
the  river  water,  and  by  the  constant  agitation  due  to  the  tidal  oectll*- 
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tion  and  other  motions,  a  process  of  natural  purification  by  oxidation  Porifica- 
sets  in,  which  in  time  deprives  the  discharged  fluid  of  its  offensive  pro-  tionbyoxi- 
perties,  and  causes  it  to  become  more  like  the  natural  water  in  the  ^"^^ 
river.  .  .  .  The  limits  of  distance  above  and  below  the  out&lls  where 
this  purification  becomes  effective  in  preventing  nuisance,  are  very  in- 
determinate, varying  much  at  different  periods  according  to  the  supply  No  nnis- 
of  water  to  the  river  and  the  temperature.     We  may,  however,  state  ance  aboyo 
that  there  has  been  no  evidence  to  lead  us  to  believe  that  any  substantial  Green^ch 
nuisance  attributable  to  the  metropolitan  sewage  is  complained  of  above  Qreenhithe. 
Greenwich  or  below  Greenhithe.* 

In  the  same  Eeport  (p.  63)  the  magnitude  of  the 
causes  in  action  which  produce  the  pollution  of  the 
river  are  considered.     It  is  stated  that  there  is  dis-  Amount  of 
charged  into  the  river  every  day  as  much  undiluted  dUc^wged. 
sewage  as  would  fill  a  length  of  750  feet  of  this  part 
of  it  at  low  water.     In  estimating  the  quantity  of 
foul  matter  which  this  discharge  must  contain,  the 
amount  of  faeces  alone,  in  their  natural  state,  passing  Amount  of 
from  3,800,000  people,  has  been  stated  at  something  °  °^   '* 
like  400  tons  a  day ;  and  if  the  urine  and  foul  matter 
from  other  sources  and  of  other  kinds  be  considered, 
the  total  quantity  must  be  very  much  larger.     The 
Commissioners  then  say : — 

The  idea  that  these  large  quantities  are  unimportant  in  compari- 
son with  the  magnitude  of  the  river  into  which  they  are  discharged  is, 
as  we  have  already  shown,  incorrect  It  would  be  difficult  to  suppose 
that  such  enormous  amounts  of  polluting  material  could  be  destroyed 
by  purifying  action  in  so  short  a  time  as  would  be  necessary  to  free  Nuisance 
the  river  from  nuisance  in  the  neighbourhood  of  their  discharge.  It  ^^^  *"**• 
is  surprising  that  the  nuisance  is  so  far  mitigated  as  we  find  it  to  be. 

The  Commissioners,  however,  found  no  reason  to 
believe  that  "  the  offensive  exhalations  are  perceptible 
in  such  a  degree  as  to  cause  nuisance  to  any  great  No  nuis- 
distance  inland  from  the  banks  of  the  river."  They  inland, 
considered  that  whatever  nuisance  there  is,  affects 
only  persons  who  are  either  on  the  river  or  on  its 
immediate  margin. 

*  The  distance  from  Greenwich  to  Greenhithe  is  about  16  miles. 
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As  regards  injury  to  health  from  the  sewage 
emanations  from  the  river,  the  Commissioners  re- 
mark : — "  We  cannot  see  sufficient  evidence  to  show 
that  hitherto  the  sewage  discharge  has  produced  any 
serious  injury  to  health,  either  among  those  who  live 
in  the  vicinity  of  the  river,  or  those  who  live  partiaUy 
or  wholly  on  the  water  in  the  neighbourhood  of  the 
outfalla."  But  the  evidence  given  before  the  Com- 
missioners shows  that  "the  sewage  discharge  does 
occasionally  produce  inconvenience,  temporary  indis- 
position, and  a  low  state  of  vitality;  the  cause  of 
which  ought  not  to  remain  if  reasonable  means  can  be 
found  for  its  removal.  This  result  is,  however,  limited 
to  those  who  are  either  actually  upon  the  river  or  on 
its  margin ;  for  we  have  strong  and  trustworthy 
evidence  that  the  smell  is  not  perceived  a  short  dis- 
tance from  the  river.  The  constant  presence  of  a 
large  mass  of  water  containing  a  vast  quantity  of 
crude  sewage  constitutes  a  danger  to  public  health 
which  demands  attention,  more  especially  as  the  evil 
must  increase  with  the  growth  of  population.  {First 
Report,  Royal  Commission  on  Metropolitan  Sewage 
Discharge,  1884,  p.  50.) 

On  the  9th  of  July  in  the  summer  of  1884  five  of 

the  Commissioners  went  on  the  river  to  examine  its 

state,  the  weather  being  warm  and  the  quantity  of 

land  water,  owing  to  long-continued  drought,  being 

much  below  the  ordinary  summer  average.     Tlie  Com- 

missionera  found  a  condition  of  things  which  they  de- 

"A  du-       nouneed  as  "  a  disgrace  to  tlie  Metropolis  and  to  civil- 

Mrt^poii'  isation."     At  Greenwich  Pier  "the  water  was  very 

iL^ti^ii'!"'    ^l*ck  and  the  smell  excessively  strong,"  whilst  at 

Woolwich  "  the  river  for  its  whole  ividth  was  black, 

d  sewage,  looking  as  if  unmixed  and  unalloyed. 
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The  stench  was  intolerable."     "  Some  of  the  sewage  "stenchin- 
must  have  reached  within  a  short  distance  of  London     "* 
Bridge."     Three  out  of  the  five  Commissioners  who 
went  upon  the  river,  together  with  the  clerk  who 
attended  them,  were  attacked  during  the  night  after 
their  visit  with  severe  diarrhoea,  which  they  could  Cauaed 
not  attribute  to  any  cause  except  the  nauseating  odour  dS^cea. 
from  the  river.     The  crew  of  the  steamer  also  com- 
plained strongly  of  the   general   effect  upon  them. 
(Second  Report,  Royal  Commission  on  Metropolitan 
Sewage  Discharge,  p.  9.) 

Another  evil,  besides  the  general  one  which  has  Destmc- 
been  noticed  above,  is  the  destruction  of  fish  in  the  **®'^°^^**^- 
rivers,  thus  referred  to  by  the  Sewage  of  Towns  Com- 
missioners {First  Report,  p.  11): — "The  salmon 
fisheries  of  Scotland  and  Ireland  not  only  represent 
a  property  of  large  annual  value,  but  they  form  the 
occupations  and  livelihood  of  a  very  considerable 
population.  Apprehensions  are  already  entertained 
of  serious  injury  by  the  daily  increasing  quantity  of 
sewage  thrown  into  the  rivers,  and  efforts  have  been 
made  with  a  view  of  arresting  the  evil."  It  is  then 
stated  that  in  the  case  of  Leicester  the  fish  which  had 
been  driven  from  the  river  returned  to  it  as  soon  as  a 
process  "for  neutralising  the  offensive  and  noxious 
properties  of  the  sewage  discharged  into  the  river" 
had  been  adopted  (the  "ABC"  process). 

Much  evidence  was  given  before  the  Eoyal  Com-  injury  to 
missioners  on   the   Metropolitan   Sewage   Discharge  ^J^e^  * 
{First  Report,  p.  64)  as  to  injury  to  fish  in  the  river 
Thames  below  London. 

The  testimoiiy  of  all  the  witnesses  on  behalf  of  the  complainants, 
in  regard  to  this,  is  the  same,  namely,  to  the  effect  that  whereas  for- 
merly fish  were  caught  in  the  neighbourhood  of  Woolwich,  Erith,  and 
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BO  on,  siiiCG  the  main  outfalls  have  been  opened  the  fiib  have  been 
1  driven  down  to  a  much  lower  point,  i.e.  lo  Gravcaend  or  below.  It 
is  now  at  times  impoasible  even  to  bring  them  alive  through  the  water 
of  the  river  above  Qrave«cnd.  .  .  .  The«e  facta  were  admitted  by  the 
respondenta,  but  the  effect  was  attributed  by  them,  not  to  the  noiioua 
qualitiea  of  the  sewage  but  to  the  absence  of  oxjrgen,  which  had  been 
abstracted  from  the  water  in  effecting  the  purification  of  the  sewage. 

The  Commissioners  then  remark : — "  Without  de- 
ciding whether  this  is  the  true  or  the  only  explanation, 
the  facta  remain  that  the  fish  have  disappeared  from 
this  part  of  the  river,  and  that  their  disappearance  is 
due,  either  directly  or  indirectly,  to  the  sewage  dis- 
charge." 

A  still  more  serious  question  is  that  of  the  silting 
up  of  the  rivers  by  the  deposit  of  the  solid  material 
of  the  sewage.  In  the  Second  Report  of  the  Sewage 
of  Towns  CommissionerB  (1861),  p.  8,  we  find  that — 

With  regard  to  the  Metaey,  there  is  said  to  be  evidence  already 
thnt  the  bed  is  raiaed,  that  the  deposit  has  pfTmanaUly  much  increased. 
...  At  Bath  the  discharge  nf  sewage  into  the  River  Avon  is  said  to 
.  have  BO  increased  of  late  years  as  to  impede  the  navigation.  .  .  .  The 
drainage  of  Glasgow  is  alated  to  produce  deposita  in  the  harbour  of  the 
Clyde  at  the  rate  of  100,000  cubic  ynnla  yearly,  and  to  entail  an  ex- 
penditure of  £8000  per  imnum  for  its  removal.  .  .  .  The  atreama 
flowing  through  Birmingham  are  said  to  have  permanently  silted  up 
their  beds  some  four  feci  high,  and  serious  damage  to  land  and  jno- 
perty  by  flooding  is  the  result. 

In  the  northern  towns  examined  by  the  Rivers 
Pollution  Commissioners,  the  amount  of  ashes  and 
rubbish  of  various  sorts  thrown  into  the  rivers  no 
doubt  helps  to  silt  them  up  so  fast,  but  in  some  of  the 
instances  above  given  this  is  effected  entirely  or  almost 
80  by  the  deposit  from  the  sewage  itself.  In  1867 
the  secretary  of  the  Thames  Conservancy  Board  drew 
the  attention  of  the  MetropoUtan  Board  of  Works  to 
the  fact  of  "  the  formation  of  extensive  shoals  in  the 
River  Thames,  outside  the  Main  Drainage  outfalls  near 
Barking  Creek  and  Crossness,"  sending  also  copies  of 
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plans  and  sections  made  by  the  engineer  of  the  Con- 
servators of  the  River  Thames,  from  surveys  made  in 
1861  and  1867,  "which  show  the  extent  to  which 
the  deposit  of  material  from  the  sewer  outlets  has 
taken  place  on  the  bed  of  the  river.    From  these  it 
appeared  that  between  1861  and  1867  the  deposit  of 
mud  had  been  very  extensive.     Near  the  southern  sonthem 
outfaU  the  deposit  "occurred  to  the  greatest  extent  °^^ 
on  the  lower  side,  where  a  depth  of  ftdly  seven  feet 
has  been  discovered;   in  front  of  and  above  these 
works  there  is  also  a  considerable  increase."     Near 
the  northern  outfaU,  on  the  contrary,  the  greatest  Northern 
accumulation  took  place  on  the  upper  side  as  far  as  ^^ 
2000  feet  above  the  point  of  delivery,  in   several 
places  a  depth  of  7   feet  of  mud  having  formed. 
That  this  mud,  although  extending  so  far  above  the 
outfaU  of  the  sewer,  was  really  deposited  from  the 
sewage  and  carried  up  by  the  tide,  is  evident  from  its  Deposit 
composition.     It  was  found  by  Dr.  Letheby  to  contain  by  tide, 
not  less  than   15^  per  cent  of  organic  matter,  and 
besides  that  "  an  unusually  large  amount  of  carbonate 
of  lime  in  a  crystalline  condition,"  which  may  be  taken 
as  evidence  "that  the  alkaline  constituents  of  the  sew- 
age are  decomposing  and  precipitating  the  calcareous 
constituents  of  the  water  and  thus  adding  to  the  bulk 
of  the  deposit."     "  The  result  of  the  survey  shows  that 
near  the  northern  outfall  a  space  of  more  than  forty  Area  of 
acres,  and  near  the  southern  outfaU  of  about  120  acres  ^®p^**- 
of  the  bed  of  the  river  has  been  covered  by  a  deposit 
varying  in  depth  down  to  seven  feet"  (Mr.  Stephen 
Leach).     Mr.  (now  Sir  Joseph)  Bazalgette  considered 
"  that  alterations  have  taken  place  in  the  bed  of  the 
river,  but  that  there  has  been  only  a  very  smaU  in- 
crease in  the  total  quantity  of  deposit."     He  found 
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that  between  the  years  1864  and  1867,  that  is  since 
the  outfalls  began  to  discharge,  the  deposit  had  in- 
creased in  some  places  to  the  extent  of  983,000  cubic 
yards,  and  in  others  had  decreased  about  923,000 
cubic  yards,  leaving  a  total  increase  of  about  60,000 
cubic  yards.  But  some  plans  which  were  made  in 
the  year  1870  show  that  the  low-water  line  in  some 

•■  places  above  the  northern  outfall  had  receded  to  the 
extent  of  nearly  200  feet,  and  that  it  had  receded 

■  considerably  both  for  some  distance  above  and  for 
some  distance  below  that  outfall ;  and,  moreover,  they 
also  show  that  at  the  point  above  this  outfall,  where 
the  deposit  of  mud  was  shown  to  be  7  feet  in  1867,  it 
was  in  1870  from  8  to  10  feet  in  thickness,  and  that 
near  the  southern  outfall  it  was  in  many  places  from 
5  to  10  feet  thick.  That  is  to  say,  that  it  had  con- 
siderably increased  since  1867,  in  many  places  at  any 
rate.  In  fact,  considerable  banks  of  mud  were  form- 
ing on  each  side  of  the  river,  and  promised  to  impede 
seriously  the  navigation.  That  this  deposit  of  mud 
occurs  to  such  an  extent  above  the  northern  outfall 
would  be  matter  of  some  surprise  had  we  not  before 
US  the  result  of  some  important  experiments  by  Mr. 
Frank  Foster,  subsequently  repeated  by  Captain  Bur- 
stal,  R.N.,  and  Mr.  (now  Sir  Joseph)  Bazalgctte,  C.R 
With  regard  to  this  point  it  Iiad  been  already  remarked 
that  the  sewage  discharged  "into  the  river  two  hours 
before  high  water  arrived  at  about  the  same  point 
above  Barking  Creek  as  sewage  discharged  two  hours 
after  high  water  did  by  the  next  flood  tide."  A  float 
was  therefore  put  into  the  centre  of  the  river  opposite 
Barking  Creek  two  hours  after  high  water:  "at  low 
water  the  float  reached  11^  miles  below  that  point, 
and  returned  with  the  next  flood  tide  to  one  mile 
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above  it,  having  gone  12f  miles  that  flood,  it  being 
then  a  period  of  spring-tides."  Being  left  on  the 
river,  it  was  found  that,  between  13th  July  and  24th 
July  1851,  it  being  then  a  period  of  neap-tides,  the 
float  at  high  water  was  13  miles  below  Barking  Creek; 
that  is  to  say,  that  it  had  gone  down  the  river  14 
mUes  during  the  falling  from  spring  to  neap  tides.  ftt,m 
The  next  spring-tides  carried  it  up  to  "within  5  miles  ^j^es, 
below  Barking  Creek  at  high  water,  having  worked 
up  the  river  9  miles  from  high-water  neap-tides  to 
high-water  spring-tides." 

Another  experiment  was  tried  at  the  same  place  on  the  6th  of 
August  1851,  it  being  then  lowest  neaps,  and  the  float  being  put  down  from  neap 
two  hours  after  high  water.     It  worked  up  each  succeeding  high-water  *?  spnng 
till  top  springs  on  the  1 2th  of  August,  when  it  reached  6^  miles  above 
Barking  Creek  at  high  water.     The  float  then  again  worked  down  the 
river  till  the  20th  of  August,  9^  miles  below  Barking  Creek,  being  a 
distance  of  16  miles  during  the  falling  off  of  spring-tides  to  neap-tides. 
The  excess  of  ebbs  over  the  floods  would  in  this  case  have  been  about 
7  miles  in  14  days  (in  the  last  case  it  was  only  5  miles  in  14  days).   R^te  of 
The  wind  and  other  causes  would  vary  the  result,  but  it  may  be  ™^?°  ^^ 
roughly  assumed  that  a  substance  in  suspension  works  up  the  river  ^.^^^ 
about  one  mile  a  day  at  each  high  water  as  the  springs  strengthen, 
and  doiMi  the  river  two  miles  a  day  as  they  fall  off.     {Report  of  Mr, 
Robert  Stephenson  and  Sir  William  Otd)itt,  Dec,  1 854  ;  Bazalgette  on  the 
Main  Drainage  of  London.) 

These  experiments  prove  conclusively  that  matters  Matters 
suspended  in  water  may,  although  thrown  into  it  after  d^Jted 
high  tide,  be  brought  back  by  the  next  tide  consider-  oSSol^* 
ably  above  the  place  of  outfall,  and  there  kept  for 
some  time ;  so  that  it  is  easy  to  understand  that  such 
matters  as  do  not  get  deposited  when  going  down  the 
stream  may  be  brought  back  again  and  deposited 
higher  up  it. 

A  large  series  of  float  experiments  were  carefully  JioBt  ex- 
conducted  for  the  Royal  Commission  on  Metro-  p*™"*''** 
politan  Sewage  Discharge  (1884).     The  chief  points 
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shown  by  these  experiments  are  given  in  their  First 
Report  (p.  45),  they  are  as  follows  : — 

1 .  The  extent  of  the  tidal  oscillation  viiried  CDnaiderably  ;  the  roria- 
tioD  being  due,  not  only  to  the  chamcter  of  the  tide,  but  aUo  probably 
to  the  position  any  particular  float  happened  to  occupy  in  the  rirer, 
some  parts  of  which  move  fanter  thou  others. 

2.  The  roaiimum  range  of  oscillation  recorded,  at  spring-tides,  was 
about  16  Diiles,'the  minimuin,  at  neap-tides,  a  little  under  7  miles; 
the  mean  of  the  whole  of  tiic  observations  gave  about  1 2  J^  miles. 

3.  A  float  which  was  atiutoi  from  the  northern  OUtrall  at  high  water 
is  said  to  have  ascended  with  subsequent  flowing  tides  to  a  distance  of 
7  or  8  miles  abov*  the  outfall,  or  to  Greenwich. 

4.  Another  float  which  was  started  from  the  northern  outfiill  three 
hours  after  high  water,  is  said  to  have  ascended,  with  subsequent  flow- 
ing tides,  to  a  distance  of  SO  miles  above,  or  between  Putney  and 
HammerEmith  bridges. 

B.  Another  float  which  was  started  from  the  northern  outfall  at 
low  water  is  said  to  have  ascended  with  sub^uent  flowing  tides  to 
a  distance  of  SI  or  22  miles  above,  or  between  Uanuncrsmith  and 
Chi  s  wick. 

The  general  results  of  these  enperimcnts  accord  fairly  with  those 

formerly  obtained,  so  far  as  the  length  of  the  daily  tidal  oscillation  is 

concerned,  and  they  add  important  and  novel  information  as  to  the 

?T^iS  "''     'i'''*'"*  '<*  which  the  tidal  currents  may  travel.     For  it  is  now  evident 

heart  at        ^^U  at  whatever  time  of  tide  the  sewage  is  discharged,  some  of  it  may, 

the  citj-.        under  certain  conditions,  be  carried  up  by  the  tidal  oscillation  alone 

into  the  heart  of  the  Metropolis,  and  even  farther. 

The  Commisaionera  are  of  opinion  that  "  the  float 
experiments  give  no  trustworthy  information  as  to  the 
DiipUcf'  gradual  displacement,  or  progress  downwards,  of  the 
««*g^  *  sewage  by  the  constant  influx  of  fresh  water,"  because 
"  the  resulting  movement  is  so  small  that  it  is  lost  in 
the  numerous  irregularities  to  which  the  floats  are 
subject  in  their  travel,"  An  estimate  can,  however, 
be  made  by  calculation,  "  for,  assuming  the  mass  of 
water  at  any  given  place  to  be  pushed  bodily  down- 
wards by  the  influx  of  fresh  water  above,  the  mean 
displacement  will  be  equal  to  the  quantity  of  the 
inflow,  divided  by  the  areji  of  the  section."  In  times 
of  heavy  flood,  the  displacement  might  reach  to  8^ 
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miles  a  day,  whilst  in  dry  seasons,  it  might  be  but 
little  over  ^  mile  a  day.     The  average  for  ordinary  Average 
seasons  is  about  f  mile  daily.  ^  ^ 

The  Commissioners  ascribe  considerable  import- 
ance  as  regards  the  distribution  of  the  sewage  in  the 
river  to  the  mixing  action  which  goes  on  between  Mixing 
the  sewage,  the  land  or  fresh  water,  and  the  sea  water 
entering  the  river  at  its  mouth.  This  mixing  action 
is  due  to  a  variety  of  causes,  the  most  important  being 
the  difference  in  specific  gravity  of  these  liquids, 
and  their  tendency  to  diffuse  when  brought  into 
contact,  aided  by  the  irregularities  in  velocity  and 
direction  of  the  currents  in  different  parts  of  the 
river. 

This  mixing  action  largely  aids  the  tidal  osciUation  Mixing 
in  carrying  up  the  river  sewage  discharged  at  the  ^ZT 
main  outfalls ;  so  that,  under  certain  circumstances,  <»<^i^»*i°^ 
sewage  so  discharged  may  be  carried  over  "  almost  the 
whole  tidal  range.''     The  Commissioners  consider  it 
also  proved,  by  calculations  based  on  the  chlorine  test, 
that  "  the  proportion  of  the  sewer  liquid  contained  in  concentra- 
the  river  in  the  neighbourhood  of  the  outfalls  is,  in  sewage, 
dry  seasons,  very  large.      Some  of  the  calculations 
profess  to  show  that,  in  the  driest  weather,  this  pro- 
portion may  possibly  approach  one-sixth  of  the  whole 
volume  of  the  river ;  but  we  may  make  a  large  deduc- 
tion from  this,  and  still  find  a  startling  result."     One 
reason  of  this  concentration  is  shown  to  be,  that  the 
river  water  into  which  the  sewage  is  discharged  is 
not  pure  water,  but  is  water  that  by  reason  of  the 
tidal  oscillations  has  already  become  contaminated  by 
the  accumulation  of  successive  previous  sewage  dis- 
charges.    The  only  true  sources  of  dilution  for  the 
sewage  are  the  land  water  entering  above  and  near 
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the  outfalls,  and  the  salt  water  which  finds  its  way 

upwards  from  the  sea. 

The   mixing   action    considerably   facilitates    the 
permanent  progress  of  the  sewage  out  of  the  river. 

Iiiatead  uf  the  ^  mile  displacement  near  tlie  outfalls  due  to  the 

fresh  water  aloae,  in  the  mean  conditions,  the  mixing  action  may  be 

staled  lo  produce  a  permanent  diaplacement  of  -^  mile  per  day.     In 

Sew»^got»  dry  weather,  the  sewage  discharged  at  the  outfalt  gets  out  to  sea,  after 

"^'"^     about  thirty  days'  osoOlation  up  and  down.    It  may  thus  be  said  that 

days'  ^7  ^^^^  natural  process  of  mixing,  the  sea  sends,  so  to  speak,  an 

oMaUfttiou.    auxiliary  carrier  up  to  the  high  parts  of  the  estuary  to  help  the  land 

water  in  bringing  the  sewage  down.     There  is  one  respect  in  which 

the  mixing  action  is  leas  beneficial,  namely,  that  the  combination  of 

sewage  with  sea  water  produces  less  inoffensive  compounds  than  with 

fresh  water.     The  calculations  show  that  in  dry  weather  at  high  water, 

I^JI^  P"''    {when  the  sewage  ia  dischai^ed)  there  is  a  large  proportion  of  sea  water 

^^^J^^      in  the  river ;  and  it  ia  clear,  therefore,  that  the  discharge  of  sewi^ 

Id  the  river.  it>to  such  a  mixture  must  be  liable  to  produce  a  greater  nuisance  than 

if  running  into  a  fresh  streani.     {First  Report,  Royal  Commissi  Metro- 

poMtan  Srvjoge  Dvehargt,  pp.  45-48.) 

No  evidence  was  given  before  the  Royal  Commis- 
sion on  Metropolitan  Sewage  Discharge  (1884)  as  to 
the  existence  of  banks  or  shoals  of  mud,  which  could 
Fonnation  be  attributed  to  the  deposition  of  solid  matters  in 
buiiu.  suspension  in  the  metropolitan  sewage  after  discharge 
into  the  river.  The  decision,  also,  of  the  arbitrators 
appointed  in  1879  to  inquire  into  the  origin  of  three 
particular  mud-banks,  situated  near  the  outfalls,  was 
favourable  to  the  Metropolitan  Board  of  Works,  for 
they  considered  that  the  suspended  matter  in  the  tidal 
portion  of  the  Thames  was  derived  from  a  large  number 
of  sources,  the  proportion  contributed  by  the  metro- 
politan sewage  being  small  as  compared  with  the 
total  amount  of  suspended  matter  in  the  whole  volume 
of  tidal  water  flowing  past  the  outfalls  on  every  tide. 
But  this  decision  loses  somewhat  of  its  force  when 
it  is  considered  that  the  sewage  discharge,  according 
to  Dr.  Frankland,  adds  to  the  river  no  less  than  a 
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million  and  a  quarter  tons  of  mud  every  year  (enough  ^^^^ 
to  fill  up  300  yards  of  the  river  near  the  outfalls  to  to  the  river 
low- water  level) ;  and  it  is  hardly  possible  to  believe  Jyn^ 
that  this  vast  mass  of  mud  can  all  be  carried  in  a 
state  of  suspension  in  the  water  out  to  sea ;  even  the 
precipitation  of  a  small  portion  of  it  at  one  or  more 
spots  might  give  rise  to  considerable  banks  of  foul 
mud. 

The  First  Report  of  the  Royal  Commissioners  on 
the  Metropolitan  Sewage  Discharge  is  interesting  as  Purmca- 
showing  that  even  the  enormous  volume  of  metropoli-  meteo^il! 
tan   sewage  may  undergo   considerable  purification  tan  sewage, 
after  its  discharge  into  the  river,  provided  there  is 
sufficient  fresh  water  in  the  river  to  dilute  the  sewage 
near  the  outfalls.     We  may  quote  the  following  pas- 
sages from  their  Report  (p.  62) : — 

On  the  whole  the  chemical  analyses  show  that  there  is  a  pro- 
gressively increasing  impurity  of  the  river  from  Teddington  downwards  Impurity  of 
to  the  outfalls,  and  then  a  decreasing  impurity  down  to  Qravesend,  the  river, 
below  which  place  the  sewage  is  not  perceptible.     The  oxygen  dis- 
solved in  the  water  exhibits  a  corresponding  decrease  where  the  im-  Decrease  of 
purity  increases,  and  vice  versa.     This  shows  not  only  the  impurity  of  oxygen, 
the  water  at  and  near  the  outfalls,  but  also  that  the  oxygen  does  active 
work  in  oxidising  and  thus  purifying  the  sewage  impurities  in  the 
river.    *  Besides  the  purification  of  the  river  by  oxidation,  there  is  evi- 
dence of  its  purification  by  means  of  animal  and  vegetable  life.     Ani-  Porifica- 
mals  of  low  type,  notably  entomostraca  (such  as  water-fleas),  feed  upon  tion  by 
the  solid  elements  of  sewage.     These  animals  themselves  excrete  solid  ^^^^JJli^ 
matters,  but  of  course  in  a  diminished  amount ;  the  balance  is  decidedly  iife. 
in   favour  of  purification.     Minute  alg89  and  other  plants   of  low 
organisation  vegetate  in  the  polluted  reache-s,  and  by  giving  off  oxygen, 
they  tend  to  promote  the  purification  of  the  water.     The  net  result  Net  result 
of  these  complex  processes — pollution  by  sewage,  oxidation  of  the   of  these 
sewage,  consumption  by  minute  animals,  and  reoxygenation  of  the  P"'®®^**^ 
river  by  the  action  of  vegetable  life,  and  by  renewed  absorption  of 
oxygen  from  the  air — is  that  in  cold  weather  and  in  cool  wet  summers 
the  pollution  of  the  river  water  exists  indeed,  but  does  not  increase  ; 
the  above  processes  being  adequate  to  prevent  that.     But  during  hot 
dry  weather  the  pollution  increases,  exceeding  the  purifying  power  of 
the  agents  for  its  removal ;  and  the  river  then  becomes  a  nuisance 
more  or  less  great,  and  within  greater  or  less  limits. 
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But,  when  the  water  iuto  which  sewage  ia  turned 
is  to  be  used  afterwards  for  drinking  purposes,  con- 
siderations of  a  still  more  important  nature  as  regards 
the  health  of  communities  arise.  It  is  certain  &om 
what  has  already  been  seen,  that  water  containing  ex- 
cretal  matters  cannot  be  used  for  drinking  purposes 
without  great  detriment  to  health,  and  that  it  in  some 
cases  causes  very  serious  diseases.  But  the  question 
arises  as  to  whether  water  of  a  river,  which  has  received 
the  sewage  of  a  town  some  miles  higher  up,  ia  purified 
during  its  course  to  such  an  extent  that  it  may  be 
used  with  impunity  as  a  drinking  water.  The  evidence 
collected  on  this  head  by  the  Royal  Commission  on 
Water  Supply  was  very  various.  Dr.  Frankland 
says — 

There  i*  no  prweas  practicable  oa  a  laii^  scjile  by  wluch  that 
noiiout  material  (sewage  matter)  can  be  reruoved  from  water  once  so 
contaminated,  and  therefoie  I  am  of  opinion  that  water  which  has  been 
once  contaniinnted  by  sewage  or  nmnure  maltfir,  is  thenceforth  unsuit- 
able for  domestic  use  (p.  80). 

In  another  place  he  informs  us  that  about  four- 
fifths  of  the  nitrogenous  matter  contained  in  fresh 
sewage  is  decomposed  before  the  sewage,  after  a  run 
of  two  or  three  miles,  emerges  int-o  the  river,  and  that 
the  remainder  "  is  decomposed  with  extreme  slowness 
afterwards."  In  the  First  Keport  of  the  Rivers  Pol- 
lution Commissioners,  analyses  are  given  which  show 
this  fact  tolerably  clearly.  Experiments  were  made 
by  taking  samples  of  the  water  of  different  polluted 
rivers  at  various  points,  making  correction  where 
necessary  for  the  influx  of  unpolluted  waters.  It 
appears  that  when  the  temperature  does  not  exceed 
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63**    Fahr.   a   flow    of   between    11    and    13    miles 
"produces  but  little  effect  upon  the  organic  matter 
dissolved  in  the  water."     To  remove  all  uncertainty 
from  the  "  variability  of  the  composition  of  the  river 
waters  at  different  times  of  the  day,"  experiments  Expen- 
were  made  by  mixing  filtered  London  sewage  with  ™*° 
water ;  "it  was  then  well  agitated  and  freely  exposed 
to  the  air  and  light  every  day,  by  being  siphoned  in 
a  slender  stream  from  one  vessel  to  another,  falling 
each   time  through  3   feet  of  air."      The   mixture, 
which  originally  contained  in  100,000  parts  "267  of 
organic  carbon  and  '081  of  organic  nitrogen,  was  found 
to  contain,  after  96  hours,  '250  of  organic  carbon  and  Extreme 
•058  of  organic  nitrogen;  and  after  192  hours,  "200  dwraiposi- 
of  organic  carbon  and  '054  of  organic  nitrogen.     The  ^^^ 
temperature  of  the  air  during  this  experiment  was 
about  20'  C.   (68°  Fahr.)     "These   results  indicate 
approximately  the  effect  which  would  be  produced  by 
the  flow  of  a  stream  containing  10  per  cent  of  sewage 
for  96  and  192  miles  respectively,  at  the  rate  of  one 
mile  per  hour."     They  show  then  that  at  the  above 
temperature,  during  a  flow  of  96  miles,  at  the  rate 
of  one  mile  an  hour,  the  amount  of  organic  carbon 
was  reduced  6 '4  per  cent,  that  of  organic  nitrogen 
28*4   per  cent;   while  during  a  flow  of  192  miles 
at  the  same  rate,  the   amounts  of  these  two  sub- 
stances were  only  reduced  25 '1  and  33 '3  per  cent 
respectively.     It  is  shown  that  the  oxidation  of  this 
organic  matter  is  chiefly  effected  by  the  amount  of  Action  of 
atmospheric  oxygen  dissolved   in  the  water,  "  such  ^i^;!^ 
dissolved  oxygen  being  well  known  to  be  chemically 
much  more  active  than  the  gaseous  oxygen  of  the  air." 

It  was  found,  however,  that  the  action  of  this  dis-  slowness  of 
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or  80  perfect  as  generally  supposed,  and  that  62'3  per 
cent  of  the  sewage  was  the  maximum  quantity  that 
would  be  oxidised  during  168  hours,  even  supposing 
that  the  oxidation  took  place  during  the  whole  time 
at  the  maximum  rate  observed,  which  was  certainly 
not  the  case.  {First  Report,  R.  P.  C,  1868,  vol.  i. 
pp.  18-20.) 

It  ia  tlitu  evident,  that  to  far  from  ecwago  mixed  with  twenty 
times  ita  volame  of  water  being  oxidised  during  a  flow  of  ten  oT  twelve 
ntilea,  scarcely  two-thirds  of  it  wuuIJ  be  so  destroyed  in  u  flow  of  168 
miles  at  the  rate  of  one  mile  per  hour,  or  after  the  lapse  of  a  week,  .  .  . 
Tbu*,  whether  we  examine  the  oi^anic  pollution  of  a  river  at  different 
points  of  its  flow,  ot  the  rate  of  disappearance  of  the  organic  matter  of 
Kwage  when  the  latter  ia  mixed  with  tresh  water  and  violently  agitated 
in  contact  with  air,  or  finally  the  rate  at  which  dissolved  oxygen  dis- 
appears in  water  polluted  with  S  per  cent  of  sewage,  we  are  led  in 
each  case  to  the  inevitable  conclusion  that  the  oxidation  of  the  organic 
matter  in  sewage  proceeds  with  extreme  slowness,  even  when  the  sew- 
age is  mixed  with  a  large  volume  of  unpolluted  waler,  and  that  it  i> 
impossible  to  say  how  far  such  water  must  flow  before  the  sewage- 
matter  becomes  thoroughly  oxidised.  It  will  be  safe  to  infer,  however, 
from  the  above  rcsnlts,  that  there  is  no  river  in  the  United  Kingdom 
long  enough  to  effect  the  destruction  of  sewage  by  oxidation. 

Mr.  Simon's  evidence  before  the  Royal  Commission 
on  Water  Supply,  above  referred  to,  shows  that  he 
holds  the  opinion  which  has  been  expressed  in  the 
above  paragraph.  He  says,  "  It  ought  to  be  made  an 
absolute  condition  for  a  public  water  supply  that  it 
should  be  uncontaminable  by  drainage."  Dr.  Angus 
Smith,  while  pointing  out  that  the  presence  of  nitrates 
and  nitrites  in  river  water  is  not  a  reliable  test  for 
previous  sewage  contamination,  aays  that  below  Read- 
ing the  Thames  always  contains  organic  impurities. 
Sir  Benjamin  Brodie  says,  "Medical  statistics  will  tell 
you  much  more  about  the  injurious  or  non-injurious 
character  of  sowiige  water  thau  any  analysis  would 
do;"  and  he  evidently  conaidera  that  it  ia  not  safe  to 
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trust  even  to  a  long  flow  of  contaminated  water  for 
the  removal  of  the  injurious  organic  matter  contained 
in  it ;  in  fact,  in  his  evidence  given  before  the  Rivers 
Pollution  Commissioners  (1857)  he  says  {First  Report^ 
River  Thames,  vol.  ii. ;  Minutes  of  Evidence,  p.  49) — 

I  believe  that  an  infinitesimaUy  small  quantity  of  decayed  matter  Sir  Be^j. 
is  able  to  produce  an  injurious  effect  upon  health.     Therefore,  if  a  Brodie's 
large  proportion  of  organic  matter  was  removed  by  the  process  of  ?v"^^2!i°° 
oxidation,  the  quantity  left  might  be  quite  sufficient  to  be  injurious  to  ^^^  ^f  ^^ 
health.     With  regard  to   the  oxidation,   we  know  that  to  destroy  oiganic 
organic  matter  the  most  powerful  oxidising  agents  are  required :  we  impurities, 
must  boil  it  with  nitric  acid  and  chloric  acid,  and  the  most  perfect 
chemical  agents.     To  think  to  get  rid  of  organic  matter  by  exposure 
to  the  air  for  a  short  time  is  absurd. 

On  the  other  hand,  Dr.  Miller  considers  that  oxida-  contnry 
tion  goes  on  in  rivers  to  a  very  perfect  extent,  and  ^p^**°*- 
that  river  water,  after  being  contaminated  with  sew- 
age, is  safe  for  drinking  purposes  "in  the  majority 
of  instances."  There  may,  however,  he  cases  in  which 
danger  is  present  Dr.  Letheby  also  is  of  opinion 
that  the  present  water  supply  of  London  is  a  "  thor- 
oughly wholesome  water,"  and  that  ordinary  sewage 
mixed  with  its  own  bulk  of  water,  after  floating  a 
dozen  miles  or  so,  is  entirely  decomposed,  and  there 
is  "  not  a  particle  of  that  sewage  to  be  discovered  by 
any  chemical  process."  The  analyses  above  alluded 
to  show  that  this  is  not  the  case.  Dr.  Odling  and  Mr. 
Hawkesley  appear  to  have  given  the  same  opinion ; 
and  the  evidence  on  this  side  prevailing  over  the  more 
cautious  opinion  that  it  was  certainly  impossible  to  be 
sure  that  water  which  had  been  once  contaminated 
was  ever  purified  so  as  to  be  absolutely  safe  for  drink- 
ing purposes,  the  Water  Supply  Commissioners  came  Condusioii 
to  the  conclusion  that  there  was  no  evidence  to  show  LMtonen, 
that  the  water  supplied  by  the  London  Companies 
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was  not  generally  good  and  wholesome ;  and  that  they 
could  not  admit  the  possible  presence  of  undetected 
germs  of  disease  as  a  "  conclusive  argument  for 
abandoning  an  otherwise  unobjectionable  source  of 
water  supply,"  But  we  have,  in  Mr.  Simon's  Report 
on  the  Cholera  Epidemics  of  London  in  1848-49  and 
1853-54,  sufficient  evidence  to  show  that  the  localities 
in  which  the  cholera  was  especially  prevalent  were 
almost  entirely  determined  by  the  degree  of  impurity 
of  the  water  supply.  When  the  Lambeth  Company 
took  its  water  from  the  Thames  near  Hungerfortl 
Bridge,  the  people  who  drank  that  water  died  at  the 
rate  of  12*5  per  thousand.  When  the  source  of  supply 
wiis  moved  to  the  Thames  at  Thames  Ditton,  the 
mortality  was  only  3'7  per  thousand,  while  at  the 
same  time,  and  in  the  same  districts,  the  mortality 
among  the  people  who  were  supplied  with  water  by 
the  South wark  Comjtany  from  the  Thames  at  Battersea 
was  at  the  rate  of  13  per  thousand.  During  the 
epidemic  of  1866,  the  causes  of  which  were  inquired 
into  by  Mr.  Kadcliffe,  the  chief  field  of  localisation 
was,  on  the  contrary,  north  of  the  Thames,  and  especi- 
ally in  the  eastern  districts,  where  there  were  double 
the  amount  of  deaths  that  occurred  over  all  the  rest 
of  London,  and  five  times  the  amount  of  deaths  that 
occurred  in  the  southern  districts,  which  had  not  only 
since  1854  been  supplied  with  better  water,  but  had 
enjoyed  a  freer  removal  of  sewage  by  the  completion 
of  the  South  Main  Dniinage  Works.  In  efiect,  the 
area  of  explosion  was  found  to  be  limited  to  the  dis- 
trict supplied  entirely  with  water  by  the  East  London 
Company,  and  not  only  so,  but  "  to  approximate  with 
remarkable  closeness  to  the  limits  of  the  districts 
supplied  with  water  from  Old  Ford," 
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In  the  northern  diatricts  receiving  water  from  the  East  London 
Company,  and  with  one  comparatively  small  exception  from  Lea 
Bridge,  the  numher  of  deaths  from  the  epidemic  within  this  period 
was  4.  In  the  southern  districts,  receiving  water  from  Old  Ford, 
the  deaths  from  the  epidemic  were  391.  The  explosion,  in  fact,  was 
confined  to  an  area  supplied  with  water  by  one  particular  company 
and  from  one  particular  source.     (Ninth  Report^  M,  0,  P.  (7.,  p.  300.) 

The  Kegistrax-General's  evidence  is  also  perfectly 
clear  upon  this  head.     He  says — 

Six  districts  are  supplied  from  Old  Ford,  and  every  one  has  been  Registrar- 
ravaged  by  the  epidemic     The  other  31  districts  have,  for  six  weeks  Oenerals 
in  succession,  suffered  slightly.     The  37  districts  are  sub-divided  into  ^^^^  g^^. 
135  sub-districts  ;  21  are  supplied  with  the  same  water,  and  have  all  districts, 
suffered  six  weeks  in  succession;   115  subdistricts  have  suffered  in- 
considerably. ...  By  the  doctrine  of  chances,  it  is  impossible  that 
the  coincidence  between  this  particular  water  and  the  high  mortality 
should  be  fortuitous  in  135  cases  during  six  weeks  in  succession.     The 
force  of  this  induction  extends  over  all  the  area  of  observation  in 
previous  epidemics  where  sewage  water  has  so  often  led  to  cholera 
outbreaks. 

But  Mr.  J.  Netten  Kadcliffe  went  farther  than  this, 
for  he  showed  that  the  water  delivered  from  the  Old  i>i»ct  evi- 
Ford  covered  reservoirs  had  been  polluted  with  water  poUutionof 
from  the  filthy  uncovered  reservoirs.     In  fact,  it  was  *^®  '^^^' 
acknowledged  by  the  engineer  of  the  Company  that 
at  "  the  close  of  June  or  beginning  of  July — late  in 
the  former  month  or  early  in  the  latter — uxiter  was 
drawn  from  the  northern  uncovered  reservoir  into  the 
covered  reservoirs  to  the  depth  of  three  inches^  to  sup- 
plement a  defective  supply  from  thefUter-heds.'*    More 
than  this,  it  is  the  fact  that  on  the  26th  and  27th  of 
June  1866,  the  discharges  of  the  first  two  patients  Traced 
that  died  of  epidemic  cholera  in  the  East  districts  probabiuty 
were  poured  into  the  River  Lea,  "  cesspool  and  canal,"  ^^^^J^ 
at  Bow  Bridge,  about  600  yards  below  the  northern 
uncovered  reservoir ;  and  it  is  certainly  a  very  prob- 
able assumption  to  make  that  the  water  in  the  old 
reservoirs  got  contaminated  with  cholera  evacuations 
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by  aoakage  from  this  river-canal,  the  water  of  which, 
it  appears,  rose  2  feet  9  inches  on  the  29th  and  30th 
of  June,  somewhat  above  the  level  of  the  uncovered 
reservoirs.  This  investigation  was  evidently  carried 
out  with  auch  unusual  care  that  no  mere  opinions  can 
stand  for  a  moment  against  it,  and,  taken  in  conjunc- 
tion with  Mr.  Marshall's  investigation  of  the  cholera 
outbreak  in  connection  with  the  water  of  the  Broad 
Street  pump  in  1854,  where  it  was  shown  that  a 
special  pollution  of  the  water  was  the  undoubted 
cause  of  the  outbreak,  and  with  Dr.  Snow's  investiga- 
tion of  the  causes  of  some  outbreaks  at  Wandsworth 
and  other  places  in  1 849,  must  be  considered  as  afibrd- 
ing  a  demonstration  of  the  fact  that  cholera  may 
be  propagated  to  a  frightful  extent  by  the  pollution 
of  drinking-water  with  the  evacuations  of  cholera 


Enteric  As  a  good  example  of  the  spread  of  enteric  fever 

SSIJ^j^^  by  the  pollution  of  a  stream  used  for  drinking  water 
with  the  discharges  of  a  person  suffering  from  this 
disease,  we  may  mention  the  case  of  an  outbreak  at 
Mevagissey,  a  small  town  {population  about  1800)  on 
the  south  coast  of  Cornwall,  which  was  investigated 
by  the  author  for  the  medical  department  of  the 
Privy  Council  The  arrangements  for  the  removal  of 
excrement  were  most  inefficient,  and  in  1849  cholera 
caused  120  deaths  there,  A  young  man  came  home 
to  a  house  in  the  upper  part  of  the  town,  sickening 
for  what  proved  to  be  enteric  fever.  His  discharges 
were  thrown  into  a  privj'  which  draiiied  directly  into 
Uo»  iniro.  the  stream  from  which  a  part  of  the  population 
"  obtained  water  for  domestic  purposes.     The  result  was 

an  outbreak  of  over  100  cases  of  the  fever  throughout 
the  town.    The  houses  around  the  public  well  and 
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deriving  their  water  supply  from  it  were  almost  free 
from  the  disease. 

This  instance  affords  a  strong  argument  against  EWdence 
the  theory  of  the  de  novo  origin  of  the  poison  of  ^^^ 
this  disease,  as  excrement-polluted  water  was  drunk  °'*«^- 
by  the  inhabitants  for  many  years  without  a  case  of 
enteric  fever  appearing,  but  when  the  dejecta  of  an 
enteric  fever  patient  found  access  to  the  water,  the 
disease  spread  with  great  rapidity. 

The   following  account   of  an   epidemic   of  this  Typhoid 
disease  at  Lausen  is  extracted  from  Die  Deutsch.  Srase^* 
Vierteljahrschrift.  fii/r.  off.  gesundheitspjlege  (vol.  vi. 
p.  154) :— 

In  August  1872  there  occurred  in  Lausen,  a  village  of  780  inhabi- 
tants, in  the  Basle  Canton,  Switzerland,  an  outbreak  of  typhoid  fever ; 
the  village  having  for  many  years  been  singularly  free  from  that  disease, 
and  in  fact  from  all  epidemic  diseases.    About  half  a  mile  south  of  Lausen 
there  is  a  small  side  valley,  the  Furlerthal,  separated  from  Lausen  by 
a  hill.     In  an  outlying  farmhouse  in  this  valley  a  peasant  who  had 
lately  been  travelling  away  from  home  was  attacked  with  typhoid 
fever  on  the  10th  of  June.     On  the  10th  of  July  a  girl  in  the  same  Outbreak 
farm  was  seized  with  the  fever,  and  later  on  the  peasant's  wife  and  of  the  fever, 
child.     Nothing  was  known  of  this  outbreak  in  Lausen,  when  suddenly 
on  the  10th  of  August  10  of  the  inhabitants  became  ill  with  the  fever,     ' 
in  9  days  more  the  number  attacked  was  57,  and  in  4  weeks  over  one 
hundred  were  prostrated.     Altogether,  imtil  the  termination  of  the 
typhoid  fever  epidemic  at  the  end  of  October,  130  people  were  attacked. 
On  investigation  it  appeared  that  all  the  houses  in  the  village  whose 
inhabitants  drew  their  supply  of  water  from  the  public  watercourse, 
were  attacked  by  the  disease,  while  six  houses  where  the  inhabitants 
drew  water  from  their  own  private  weUs  were  exempt     The  public 
watercourse  arises  from  a  spring  at  the  foot  of  the  hill  on  the  side 
towards  the  village.     There  are  some  other  farmhouses  in  the  Fiirler 
valley,  but  these  escaped  all  infection.     It  appeared,  therefore,'  that 
the  spring  was  the  source  of  infection.     There  could  be  no  doubt  that 
the  Fiirler  brook  was  polluted  by  the  evacuations  of  the  typhoid   Fiirler 
patients,  as  it  flowed  by  the  side  of  the  farmhouse,  both  from  the  ^*"^?^ 
privies  and  receptacles  for  night-soil,  as  well  as  from  the  washings  of  fj^^t^d  ^ 
the  clothes  of  the  patients.     Now  ten  years  previously  a  hole  suddenly 
formed  close  by  the  side  of  the  brook  below  the  farmhouse  in  which 
water  was  seen  to  flow,  and  for  the  sake  of  experiment  the  whole  of 
the  brook  was  diverted  into  this  hole,  when  it  disappeared  under  the 
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grouad  and  wae  Been  no  more.  After  one  or  two  hoars  the  spimgn  in 
Lauaen,  which  were  almoat  dry  owing  to  dronght,  began  to  flow  copi- 
onsly,  at  first  yielding  a  muddy  water  which  later  became  clear,  and 
continued  to  flow  copiously  until  the  Fiirler  brook  was  again  turned 
into  its  original  course  and  the  hole  filled  up.  On  subsequent  occaaonB 
when  the  fields  below  this  spot  were  irrigated  by  damming  up  the  Fiirler 
brook,  the  springs  in  Louaen  after  a.  few  houra  began  to  yield  a  more 
copious  supply.  Between  the  middle  and  end  of  July  in  1873  these 
fields  were  irrigated  with  the  water  which  at  that  time  was  polluted 
with  the  excreta  of  the  typhoid  fever  patients,  and  the  springs  in  Lansen. 
became  more  copious,  the  water  being  thick  and  foul  tasting.  Three 
weeks  later  the  epidemic  suddenly  commenced  in  Lausen,  Subse- 
quently the  experiment  was  retried  of  opening  up  the  hole  by  the  side 
of  the  Fiirler  brook  and  diverting  the  latter  into  it,  when  in  three 
hours'  time  the  yield  &om  the  Lausen  springs  was  found  Ui  be  doubled. 
A  large  quantity  of  salt  was  then  dissolved  in  the  water  of  the  brook, 
and  in  a  short  time  there  was  a  most  decided  salt  taste  in  the  Lausca 
spring  water ;  but  on  mixing  flour  very  finely  ground  with  th« 
water  of  the  brook,  the  eolid  constituents  of  the  Lausen  spring 
water  were  not  increased,  and  not  the  slightest  trace  of  a  starch 
granule  could  be  diatingoiahed  in  it.  These  experiments  were 
sufficient  to  show  that  the  water  of  the  brook  passed  through 
layers  of  earth,  which  served  an  efficient  filters  for  solid  particles 
like  flour,  but  were  not  aufilcient  to  destroy  the  infective  germs  of 
the  typhoid  evocuatious. 

We  may  here  quote  a  passage  from  the  Sixth  Re- 
port of  the  Rivers  Pollution  Commissioners  {p.  221), 
which  sums  up  accurately  the  lesson  conveyed  by  the 
history  of  the  above  epidemic.  "  The  investigation 
of  the  epidemic  of  tyjihoid  fever  at  Lausen  provea 
that  even  very  efficient  filtration  does  not  prevent  the 
propagation  of  that  fever  by  water.  Nothing  short 
of  abaudoument  of  the  inexpressibly  nasty  habit  of 
mixing  human  excrement  with  our  drinking  water, 
can  confer  upon  us  immunity  from  the  propagation  of 
epidemics  through  the  medium  of  potable  water.' 

With  such  evidence  as  this  before  us,  and  knowing 
that  the  water  supply  of  most  towns  is  derived  (how^ 
ever  undesirable  it  may  be  that  it  should  be  so)  from 
rivers  which  have  towns  upon  their  banks  higher  up, 
it  is  difficult  to  understand  how  the  admission  of 
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sewage  into  running  streams  is  not  by  every  one  con- 
sidered to  be  both  disgusting  and  dangerous.  We 
think  the  evidence  that  sewage  is  worse  than  vxisted 
by  being  turned  into  a  river  is  tolerably  complete. 

The  conclusions  and  recommendations  of  the  Rivers  Condu- 
Pollution  Commissioners  {Sixth  Report  pp.  427,  428)  Rivers  Poi- 
are  of  the  greatest  interest,  and  may  here  be  given :—  J^^L. 


As  to  the  poesibility  of  rendering  polluted  water  again  whole- 
some : 

1.  When  the  sewage  of  towns,  or  other  polluting  organic  matter  is 
discharged  into  running  water,  the  suspended  matters  may  be  more  or 
less  perfectly  removed  by  subsidence  and  filtration,  but  the  foul  organic 
matters  in  solution  are  very  persistent.  They  oxidise  very  slowly, 
and  they  are  removed  only  to  a  slight  extent  by  sand  filtration.  There 
is  no  river  in  the  United  Kingdom  long  enough  to  secure  the  oxida- 
tion and  destruction  of  any  sewage  which  may  be  discharged  into  it, 
even  at  its  source. 

2.  Of  aU  the  processes  which  have  been  projKxsed  for  the  purifica- 
tion of  sewage,  or  of  water  polluted  by  excrementitious  matters,  there 
is  not  one  which  is  sufficiently  effective  to  warrant  the  use,  for  dietetic 
purposes,  of  water  which  has  been  so  contaminated.  In  our  opinion, 
therefore,  rivers  which  have  received  sewage,  even  if  that  sewage  has 
been  purified  before  its  discharge,  are  not  safe  sources  of  potable  water. 

As  to  the  propagation  of  epidemic  diseases  by  potable  water : 

1.  The  existence  of  specific  poisons,  capable  of  producing  cholera 
and  typhoid  fever,  is  attested  by  evidence  so  abundant  and  strong 
as  to  be  practically  irresistible.  These  poisons  are  contained  in  the 
discharges  from  the  bowels  of  persons  suffering  from  these  diseases. 

2.  The  admixture  of  even  a  small  quantity  of  these  infected  dis- 
charges with  a  large  volume  of  drinking  water,  is  sufficient  for  the 
propagation  of  those  diseases  amongst  persons  using  such  water. 

3.  The  most  efficient  artificial  filtration  leaves  in  water  much 
invisible  matter  in  suspension  and  constitutes  no  effective  safeguard 
against  the  propagation  of  these  epidemics  by  polluted  water.  Boiling 
the  infected  water  for  half  an  hour  is  a  probable  means  of  destroying 
its  power  of  communicating  these  diseases. 

4.  Other  epidemics,  such  as  dysentery  and  diarrhoea,  are  alBO 
probably  propagated  by  drinking  water,  but  the  evidence  is  here  neither 
so  abundant  nor  conclusive  as  it  is  in  the  case  of  cholera  and  typhoid 
fever. 

As  to  the  improvement  of  water  by  filtration  : 

1.  Sand  filtration  as  carried  out  in  water-works  not  only  clarifies 
the  water  by  removing  suspended  impurities,  but  also  diminishes  the 
proportion  of  organic  matter  in  solution,  to  an  extent  dependent  upon 


moners. 


RedacUo] 
of  inicro- 
organi«m( 
by  Dltra- 


298  POLLUTIOj:    OF    DRINKING    WATER 

the  tbickneu  of  the  filtering  medium,  and  the  rate  at  which  the  wster 
pasBCB  through  that  medium. 

S.  Domestic  filtration,  as  uanallj  practised,  is  of  little  oi*  no  use  ; 
but,  properly  performed,  it  is  much  more  efficient  than  sand  filtration, 
on  a  large  scale,  in  improving  the  quality  of  water  polluted  by  organic 
mattere.  The  beat  moterialB  for  domestic  filters  are  spongy  iron  and 
animal  tliorcoal. 

3.  Although  the  improvement  of  excrementally  polluted  water  by 
filtration  may  reasonably  be  considered  on  theoretical  grounds  to 
ofiord  some  feeble  protection  against  the  propagation  of  epidemic 
diseases  by  water,  no  tnutworttiy  evidence  can  be  adduce<l  to  support 

The  Commissioners  recommended  that  the  Thames 
and  the  Lee  should,  as  eaily  as  poasible,  be  abandoned 
as  sources  of  water  for  domestic  use;  and  that  the 
Government  should  in  future  withhold  their  sanction 
from  all  schemes  involving  the  expenditure  of  more 
capital  for  the  supply  of  Thames  water  to  London. 

In  a  paper  on  "  The  Filtration  of  Water  for  Town 
Supply"  read  by  Dr.  Percy  Frankland  before  the 
congress  of  the  Sanitary  Institute  at  York,  1886,  it 
is  stated  that  the  number  of  micro-organisms  in  un- 
filtered  Thames  water  at  Hampton  is  reduced  97'7 
per  cent  (average  of  6  mouths'  experiments)  by 
passing  through  the  sand  and  gravel  filter  Ijeds  of  the 
water  companies  supplying  water  to  London,  and  that 
this  reduction  depends  on  the  storage  capacity  for 
unfiltcred  water,  the  thickness  of  fine  sand  used  iu 
filtration,  the  rate  of  filtration,  and  the  renewal  of  the 
filter  beds. 

These  experiments  show  that  sand  filtration,  when 
properly  conducted,  is  more  efficacious  in  puriiying 
water  than  was  formerly  believed  to  be  the  case. 
•  But  there  is  no  direct  evidence  to  show  that  "patho- 
genic "  or  disease -producing  organisms  would  be 
retained  in  the  filter  beds  Jis  are  the  majority  of  the 
hamilui5S  microbes  present  in  wutci-.     Even  i£  it  weni 
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SO,  their  removal  by  filtration  would  depend  on  the 
thoroughness  with  which  the  filtration  was  conducted, 
and  past  experience  tends  to  show  that  failure  in  this 
respect  must  sometimes  be  looked  for.  It  is  necessary 
to  remember  also  that  Koch's  method  of  cultivating  Method  oi 
micro-organisms  on  nutrient  gelatine  (the  method  <^**^**^°"- 
pursued  by  Dr.  Percy  Frankland)  can  only  demons- 
trate the  existence  of  those  micro-organisms  which 
are  capable  of  growing  at  the  ordinary  temperatures 
and  in  the  particular  material  used  as  a  nutrient.  As 
to  the  proportion  these  form  of  the  whole  number 
existing  in  any  sample  of  water,  we  at  present  know 
nothing. 

DISCHARGE  OF  SEWAGE  INTO  TIDAL  WATERS. 

The  evils  arising  from  the  discharge  of  sewage  into 
the  estuaries  of  rivers  have  been  already  fully  con- 
sidered,  especially  in  the  case  of  the  metropolitan 
sewage  discharge  into  the  tidal  waters  of  the  Thames 
at  Barking  and  Crossness.  The  circumstances  pro- 
ductive of  these  evils  may  be  briefly  summed  up  as 
follows : — 

1.  Length  of  time  before  the  sewage  reaches  the 
sea,  causing,  in  dry  weather,  considerable  concentration 
of  the  sewage  in  the  river,  forming  what  has  been  not 
inaptly  termed  a  "  sewage  zone,"  due  to  the  oscillation  FormaUon 
of  the  tides ;  and  where  the  sewer  outfalls  are,  as  at  2ge*K»^ 
Barking  and  Crossness,  about  30  miles  from  the  open 

sea,  the  resulting  evil  is  of  very  great  magnitude. 

2.  Sewage  discharged  any  time  after  high  water 
will  be  carried  up  by  the  flowing  tide  above  the  out- 
fall; and  at  the  commencement  of  spring -tides  the 
sewage  so  discharged  will  be  carried  up  higher  and 
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higlier  by  each  flowing  tide,  until,  as  may  be  inferred 
from  float  experiments  conducted  for  the  Royal  Com- 
missioners on  Metropolitan  Sewage  Discharge,  the 
river  water  20  miles  above  the  oiitfalla  may  become 
tainted  with  sewage. 

3.  The  efi"ect  of  the  sea  water  in  a  tidal  river  is  to 
cause,  by  the  action  of  the  various  salts  contained  in 
it,  a  considerable  precipitation  of  the  organic  matter 
in  the  sewage ;  the  process  of  oxidation  and  purifica'- 
tion  is  also  lessened  by  the  presence  of  these  salts ; 
so  that  besides  a  greater  tendency  to  the  deposit  of 
mud,  the  purification  of  sewage  discharged  into  mixed 
salt  and  fresh  water  is  considerably  slower  than  if 
discharged  into  fresh  water  only. 

At  certain  towns  situated  on  or  close  to  the  sea- 
shore, where  land  cannot  be  obtained  for  disposal  of 
the  sewage  by  irrigation,  or  where  the  land  available 
for  such  a  purpose  is  situated  much  above  the  level  of 
the  town,  so  that  the  sewage  would  have  to  be  pumped 
to  a  considerable  height,  its  discharge  into  the  sea 
may  be  the  least  costly  to  the  town  authorities,  and 
if  certain  conditions  are  fulfilled  by  which  the  sewage 
is  carried  out  to  sea,  so  as  not  to  return  with  the  flow 
of  the  tide,  and  become  a  nuisance  by  being  deposited 
on  the  foreshore,  this  method,  especially  in  the  case 
of  health  resorts,  may  be  the  one  most  suited  to  the 
general  interests  of  the  town, 

In  numerous  instances,  where  these  conditions 
have  not  been  observed,  the  sewage  disposal  has  been 
the  cause  of  nuisance  and  injury  to  the  health  of  the 
inhabitants;  in  the  case  of  several  sea-side  health 
resorts  the  evils  having  been  sufficiently  great  to  dam- 
age their  reputation  for  healthiness  and  keep  away 
intending  visitors. 
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In  every  case  the  outfeU  of  the  discharging  sewer  Cona,tu«. 
should  be  below  the  level  of  the  water  at  all  states  of  f^^tocoesa. 
the  tide,  and  be  provided  with  a  tidal  valve,  to  pre- 
vent the  ingress  of  sea  water.  The  position  of  the 
outfall  should  be  so  chosen  that,  if  possible,  the  sew- 
age will  be  always  carried  out  to  sea,  independently 
of  the  tides,  and  the  possibility  of  its  return  avoided ; 
and  for  this  purpose,  advantage  should  be  taken  of 
any  current  that  flows  off*  or  along  the  shore,  the  sew- 
age'  being  disehaxged  into  it.  J  Au.  earned  away 
from  the  neighbourhood  of  the  town.  K  there  is  a 
current  setting  along  the  shore,  then  the  sewer  outfjEdl 
should  be  placed  at  that  extremity  of  the  town  which 
will  prevent  the  sewage  being  borne  along  the  whole 
sea  front.  The  prevailing  winds  must  also  be  taken 
into  account,  so  that  floating  matters  may  not  be 
blown  back  towards  the  town. 

Should  the  town  be  situated  at  so  low  a  level  that 
the  sewer  gradients  are  small,  and  the  sewage  tide- 
locked  for  some  hours  of  each  tide,  it  will  be  necessary 
to  provide  a  length  of  oval  "  tank  sewer"  outside  the  "Tank 
town,  of  more  than  sufficient  capacity  to  store  the  J^^be 
whole  of  the  sewage  which  flows  from  the  town  during  n«»88aiy. 
the  tide-locked  period.     In  such  a  case,  the  velocity 
of  the  sewage  being  smaU,  the  town  sewers  tend  to  be- 
come "  sewers  of  deposit,'*  decomposition  and  evolution 
of  gases  ensue,  and  no  amount  of  ventilation  will  quite 
obviate  the  nuisance  arising.     It  may  then  be  neces- 
sary to  have  recourse  to  storage  in  tanks  at  the  out-  storage 
falls  and  to  pumping,  or  possibly  the  system  of  raising  ^^^f 
sewage  by  means  of  tidal  power,  as  patented  by  Mr. 
C.  Maynard  Walker,  may  here  have  a  useful  application. 

In  this  system  a  large  air-tight  tank  B  is  con- 
structed, of  sufficient  capacity  to  contain  half  a  day's 
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flow  of  sewage,  and  placed  at  such  a  depth  aa  to  allow 
of  a  gradient  being  given  to  the  sewers  sufficient  to 
render  impossible  sewage  deposit  and  its  attendant 
evils.  The  sewer  enters  the  tank  just  above  its  floor, 
the  opening  being  closed  by  an  air-tight  valve.  Con- 
nected with  the  tank  B  by  a  curved  pipe  is  another 
air-tight  tank  A,  of  double  B's  capacity,  placed  at  a 
somewhat  higher  level.  This  tank  has  a  discharging- 
pipe  into  the  sea,  protected  by  a  valve,  and  is  filled 
by  another  pipe  from  the  sea,  at  high  water.  A  third 
tank  C,  of  the  same  capacity  as  B,  is  i)laeed  at  the 
same  level  as  A,  and  is  connected  with  B  by  a  pipL*, 
which  has  its  lower  end  open  juat  above  the  floor  of 

B,  and  its  upper  end   open  juat  under  the  roof  of 

C.  From  the  roof  of  C  rises  a  ventilating-pipe  open 
to  the  air,  and  from  the  floor  a  discharge-pipe  pro- 
tected by  a  valve  opens  into  the  sea.  The  working 
of  this  arrangement  is  as  follows : — The  tank  B  is 
filled  with  sewage,  the  displaced  air  escaping  through 
the  curved  pipe,  the  empty  tank  A,  and  its  supply- 
pipe  into  the  outer  air.  As  the  tide  rises  the  tank  A 
becomes  filled  with  sea  water,  and  the  displaced  air, 
finding  no  means  of  escape,  is  compressed,  and  acting 
through  the  curved  pipe  forces  the  sewage  in  B  up  to 
C,  the  air  in  C  escaping  through  its  ventilating-pipe. 
As  soon  as  the  tide  falls  low  enough  the  sewage  in  C 
escapes  through  its  discharge-pipe  into  the  sea,  and 
the  water  in  A  also  escapes.  The  tank  B  is  again 
filled  with  sewage  and  the  process  recommencee. 
Thus  the  sewage  is  discharged  twice  ft  day  on  the  ebb- 
ing tide. 

It  is  impossible  to  discuss  fully  the  merits  of  this 
plan,  as  it  has  not  yet  undergone  the  test  of  actual 
experience,  in  which  unforeseen  dilliculties  may  arise. 
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The  opinion  generally  held  that  sewage  by  being 
discharged  into  the  sea  or  into  rivers  is  wasted,  is 
controverted  by  Sir  John  Lawes,  who  holds  that  the 
sewage  is  "utilised  to  a  certain  extent  by  the  fish  sewagea 
feeding  upon  that  which  the  sewage  produces."  The  J^  ^^^ 
animalculsB  which  feed  upon  sewage  become  in  turn 
the  food  of  fish.  The  sewage  which  is  discharged  into 
the  Thames  he  considers  to  be  at  first  more  suitable 
for  animal  than  vegetable  life,  and  it  is  "  through  the 
influence  of  innumerable  forms  of  animal  life  that  it 
becomes  food  for  vegetation,"  this  vegetation  becoming 
in  turn  food  for  fish. 

Notwithstanding  the  fact  that  the  sewage  discharge 
at  Barking  and  Crossness  has  driven  all  kinds  of  fish 
very  much  lower  down  the  river,  Sir  John  Lawes  says 
"  there  cannot  be  the  least  doubt  that  the  removal  of 
the  sewage  from  the  river,  or  even  the  removal  of  the 
sedimentary  portion  by  means  of  lime,  would  be  fol- 
lowed by  a  most  serious  reduction  in  the  present 
quantity  of  fish." 

Speaking  of  the  metropolitan  sewage  he  says,  vaiueof 
"  Looking  at  the  great  cost  which  must  be  incurred  JJe  mL'° 
before  the  sewage  could  be  employed  beneficially  upon 
land,  it  is  quite  probable  that,  as  a  source  of  national 
wealth,  its  value  is  greater  in  its  present  state  than  it 
can  be  by  any  other  process  applied  to  it."  {Minutes  of 
Evidence,  vol.  ii.  p.  73 ;  ^.  C.  M.  S.  D.) 

We  know,  however,  that  great  injury  has  been  done 
to  the  fishing  interest  in  the  Thames  itself,  for  the 
fish  have  been  driven  down  below  Gravesend  by  the 
sewage  discharge  (see  ante^  p.  280).  It  is  a  mere 
hypothetical  assumption  that  the  withdrawal  of  the 
sewage  from  the  river  would  be  followed  by  a  reduc- 
tion in  the  quantity  of  fish  in  the  sea,  and  one  which 
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seems  Bufficiently  improbable  when  we  are  told  by 
Nomberof   Professor  Huxley  "that  the  cod  fishery,  the  herring 
soicumot   fishery,  the  pUchard  fishery,  the  mackerel  fishery,  and 
baafffcud.  probably  all  the  great  sea  fisheries,  are  inexhaustible; 
that  13  to  say  that  nothing  we  do  seriously  afiecta  the 
number  of  the  fish."    (Address  at  the  Inaugural  Meet- 
ing of  the  Fishery  Congress,  1883.) 
Letterto  Id  a  letter  to  the  Thnes  of  29th  December  1884, 

the  Ttmti.  gjj,  joj^Q  Lawes  reproduces  tlie  arguments  as  to  the 
influence  exerted  by  the  sewage  of  London  on  tbe 
production  of  fish  in  the  sea,  which  were  contained  in 
his  evidence  before  the  Royal  Commission  on  Metro- 
politan Sewage  Discharge. 

With  this  letter  should  be  read  one  by  Mr.  Charles 

Mr,  Frjer'i  E.  Fryer  of  the  Government  Fisheries  Department, 

"^^'         which  appeared  in  the  Times  of  3d  January  1885. 

Mr.  Fryer  in  this  letter  says  "  the  fishery  of  all  others 

that  has  shown  the  most  marvellous  growth  is  the 

Scotch       Scotch  herring  fishery,  which  has  always  been  pro- 

bihtry  not  secuted  foT  &om  the  influence  of  sewage  dischat^, 

hw^Bd      ^'^^  '^^  every  year  being  carried  on  more  and  more 

successfully  «t  a  greater  distance  from  the  shore.     I£ 

sewage  or  any  other  artificial  stimulant  were  required 

to  maintain  the  productiveness  of  any  of  our  fisheries 

against    possible    exhaustion,    the    herring    fisheries 

would  surely  have  been  the  first  to  show  signs  of  the 

need." 

The  analogy  drawn  by  Sir  John  Lawes  between 
r.rtUiixf.f  the  fertiUty  of  the  soil  and  the  fertility  of  the  sea  ho 
iblhrtaTy  shows  to  be  fallacious,  for  "the  removal  of  so  many 
''  '^*  *"■    tons  of  adult  fish  capable  of  devouring  their  neigh- 
bours and  of  living  on  the  other  food  which  the  sea 
supplies  is  only  so  much  rebef  to  the  drain  on  the 
fertility  of  the  sea  which  their  presence  would  entail," 
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and  cannot  of  course  be  compared  to  the  exhaustion 
of  the  productiveness  of  a  soil  by  repeated  cropping. 

Finally  Mr.   Fryer  proceeds  to   show  that   the 
600,000  tons  of  fish  annually  brought  ashore — for  the 
abstraction  of  which  from  the  sea  Sir  John  Lawes 
calculated  that  the  sewage  of  London  would  afford  a 
direct  compensation — are  collected  from  an  area  of  size  of  area 
about  150,000  square  miles,  with  a  maximum  depth  Sh^'fiBhlre 
of  about  350  feet.     "  How,"  he  asks,  "  are  the  constit-  ^oUected. 
uents  of  London  sewage  to  be  spread  with  anything 
like  uniformity  over  this  vast  area  ?    What  proportion 
of  those  constituents  will  the  various  marine  fauna 
and  flora  receive  ?     If  Sir  John  Lawes  had  proposed 
that  the  sewage  of  London  should  be  carried  into  the  How  is  the 
middle  of  the  German  Ocean,  when  the  action  of  the  ^Sdwi  to 
winds  and  tides  and  currents  would  have  spread  it  in  ^^^ 
various  directions,  giving  the  fish  the  opportunity  of  ^^ 
eating  what  they  wanted   and  rejecting  the  rest — 
which  I  fancy  would  be  the  greater  portion — I  could 
have  understood  that  some  advantage  might  accrue." 
The  advantage  being  that  the  sewage,  "  instead  of  fer- 
menting and  becoming  putrid  in  the  narrow  estuary 
of  the  Thames,"  would  be  dissipated  harmlessly,  with 
little  risk  of  either  water  being  poisoned  or  of  sea- 
bottom  being  silted  up  with  noisome  slime. 


CHAPTER   IX 
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It  being  certain  that  artificial  manures,  or  guai 
brought  from  an  enormous  distance,  cannot  be  always 
relied  upon  to  furnish  a  sufficient  supply  for  the  culti- 
vation of  our  land,  we  must  keep  in  view  the  obvious 
Absortiiy  absurdity  of  turning  so  much  valuable  matter  aa  the 
ing  nwiiy  scwage  hfls  been  shown  to  contain,  into  the  sea  or  into 
muian.  rivers,  an  absurdity  pointed  out  by  Parent  Duchatelet 
when  ho  says — speaking  against  the  formation  of 
drains  between  the  cesspools  and  the  sewers  so  as 
to  get  rid  as  fast  as  possible  of  the  contents  of  the 
former  by  emptying  them  into  the  Seine — "  one 
would  lose  by  this  method  an  enormous  mass  of 
manure  which  our  agriculture  requires,  and  the  value 
of  which,  even  now  considerable,  cannot  fail  to  in- 
crease," adding  that  this  proceeding  would  also  be 
received  witli  repugnance  by  the  people,  who  are 
persuaded  that  they  are  supplied  with  the  water  of 
the  Seine  for  thinking  purposes.  All  the  earlier  forms 
of  disposing  of  excreta  have  more  for  their  object  the 
utilisation  of  the  manure  than  the  speedy  removal  of 
filth  from  the  vicinity  of  habitations.  This  removal 
having  now  been  in  every  way  encouraged  by  the 
I  connection  of  privies  and  closets  with  the  sewers,  in 
spite  of  the  fact  that  it  was  before  1815  penal  to  do 
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SO,  and  being  now  furthered  by  the  substitution  of 
water-closets  for  privies  on  a  very  large  scale  through- 
out the  kingdom,  it  has  become  necessary  to  see  how 
the  valuable  matters,  thus  as  it  were  thrown  away, 
may  be  on  the  one  hand  prevented  from  polluting 
the  rivers,  and  on  the  other  utilised  in  the  most  profit- 
able  manner  possible  for  agricultural  purposes. 

As  sewage  contains  a  great  amount  of  suspended 
matters,  it  is  natural  that  the  first  attempts  at  purify- 
ing it  should  have  been  by  allowing  it  to  stand  so  Snbsid- 
that  these  matters  might  be  deposited  and  the  water 
be  allowed  to  run  away  in  a  somewhat  purer  condition 
at  any  rate ;  but  the  suspended  matters  will  not  sub- 
side in  this  way  to  any  great  amount,  or  they  do  so 
only  very  slowly,  so  it  was  found  necessary  to  resort 
to 

SIMPLE   FILTRATION,   OR   STRAINING 

in  order  to  separate  them  from  the  liquid  part :  in  simple 
this  way  a  semi-solid  mass  of  black  mud  was  obtained,  *^*™*^°°» 
which  was  mixed  with  ashes  or  with  street  sweepings 
and  sold  as  manure,  while  the  liquid  part,  containing 
all  the  soluble  constituents  and  part  of  the  suspended 
ones,  was  allowed  to  flow  away  in  a  comparatively 
clear  and  inoffensive  condition  into  the  nearest  water- 
course. 

*'  This  liquid,  however,  still  contains  animal  and  vegetable  matters  not  snc- 
in  solution,  and  is  anything  but  water ;  it  is  also  liable  to  speedy  *^®?^^"/ 
putrefaction  and  consequent  noxious  smell,  with  the  production  of  a  JJirfflca-^ 
further  quantity  of  suspended  matter,  rendering  it  again,  though  in  a  tion. 
less  degree,  turbid.     In  addition  to  organic  matter,  the  filtered  liquid 
contains  of  course  all  tlie  soluble  mineral  compounds  of  the  sewage, 
and  in  most  cases  is  charged  with  carbonic  acid,  and  with  more  or  less 
sulphuretted  hydrogen,  both  of  these  being  products  of  the  decay  of 
vegetable  and   animal   matters."     (Professor  Way,  Second  Report  of 
Sewage  of  Toums  Commission^  1861,  Appendix  No.  6,  p.  65.) 
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In  some  towna  this  straining  process  is  still  re- 
sorted to  (1872). 

An  imperfect  sort  of  filtration  is  practised  at  Ely, 
where  the  solid  soil  is  separated  from  the  sewage  by 
upward  filtration,  while  the  liquid  part  enters  the 
river  below  low-water  mark,  of  course  containing  all 
the  soluble  impurities.  "The  solid  part  is  taken  out 
in  the  winter,  mixed  with  the  town  ashes  and  road 
scrapings,  and  a  bulky  manure  is  obtained,  which  sella 
for  2s.  6d.  a  cubic  yard,  and  pays  in  great  measure 
for  the  expense  of  dust- removal  and  labour.  Opinions 
diflFcr  as  to  whether  any  considerable  nuisance  arises 
from  the  outlet  works  or  the  muck-heaps.  No  com- 
plaint comes  of  nuisance  in  the  river." 

At  Rugby,  the  part  of  the  sewage  that  is  not  used 
for  irrigation  falls  on  a  scries  of  filtering-beds  from 
which  the  fluid  part  runs  off"  in  a  comparatively  clear 
state  into  the  Avon.  "  There  is  no  difficulty  in  dis- 
posing of  the  black  solid  matter  on  the  filters  at  half- 
a-crown  a  load." 

At  Ashby-de-la-Zouch,  solid  matters  are  separated 
by  subsidence  in  a  tank,  and  by  filtering  through  up- 
right screens ;  the  liquid  overflow  runs  into  the  brook  ; 
"a  black  rich-looking  moukl  taken  from  the  filtering- 
tanks  is  bought  with  avidity  by  the  farmers."  The 
water  of  the  brook,  after  receiving  the  liquid  matters, 
is  occasionally  used  for  irrigation. 

At  Banbur)',  the  sewers  empty  into  settling  tanks 
and  filters  from  which  the  liquid  part  flows  oflf  into 
the  Cherwell,  "  and  the  solid  part  is  mixed  with  town 
sweepings  and  ashes,  and  sold  for  manure.  ...  At 
the  outfall  works  carbolic  acid  and  perchloride  of  iron 
have  been  used  to  further  jmrify  the  filtered  sewage, 
and  to  prevent  complaints  of  the  pollution  of  the 
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Cherwell.     Nevertheless,  nuisance  from  the  river  is  NuUance 
complained  of,  and  law  proceedings  have  lately  been 
taken  in  respect  of  it :  any  such  nuisance  is  outside 
the  town." 

At  Chelmsford,  filtering-tanks  were  constructed, 
separating  the  solid  part — which  was  mixed  with  the 
town  ashes  and  sold  to  neighbouring  farmers — ^from 
the  liquid,  which  was  discharged  into  the  river.  This 
is,  however,  now  done  away  with,  and  the  whole  of 
the  sewage  employed  in  irrigating  some  land  near  the 
town.  {Ninth  Report  M.  0.  P.  CI,  pp.  163, 168,  203, 
142,  and  156.) 

As  this  straining  obviously  does  not  purify  the 
sewage,  though  it  may  still  have  a  valuable  application, 
as  we  shall  hereafter  see,  many  attempts  have  been 
made  to  precipitate  the  valuable  constituents  by  means 
of  chemical  reagents :  these  form  the  so-called 


"PRECIPITATION   PROCESSES." 

Some    of    the    more    important   of   them    are    the 
following : — 

The  lime  process  "has  been  applied  to  sewage  Lime 
upon  an  extensive  scale  at  Tottenham,  for  the  manu-  ^"'°^^*"* 
facture  of  *  Tottenham  Sewage  Guano';  at  Blackburn, 
and  especially  at  Leicester,  in  the  production  of  the 
so-called  *  Leicester  bricks.'"     In  the  Ninth  Report 
of  the  Medical  Oflficer  of  the  Privy  Council  it  is  stated 
that  at  Leicester  "  the  elaborate  outfall  works  succeed  Punfica- 
in  their  object  of  purifying  the  river  from  nuisance,  nverat 
The  river  used  to  be  very  foul,  showing  a  frothy  ^**'*«^- 
surface  and  all  sorts  of  colours  where  the  sewage  was 
discharged.     Now,  with  far  more  sewage  discharged, 
there  is  only  a  little  discoloration  just  at  the  outlet. 
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The  fish  have  come  back  too ;  there  were  none  in  the 
■  river  for  two  miles  down  "  (p.  75).  The  process  con- 
aista  in  the  admixture  with  the  sewage  of  a  certain 
proportion  of  milk  of  lime,  after  which  "  a  copious 
deposit  of  highly  putrescible  mud  takes  place,  while 
the  supernatant  liquid  flows  off  in  a  comparatively 
clear  though  somewhat  milky  condition." 

"  The  solid  matter  which  is  preciiiitated  to  the  bottom  of  the  reser- 
voin  is  worked  back  bj  an  Archimedean  screw,  imt\  thence  raiseii  bj  « 
string  of  bucketa  into  troughs  on  the  top  of  the  building,  Irom  whence 
it  ie  conveyed  by  gravitation  into  reservoirs  prepared  to  receive  it,  where 
it  lays  until  tile  supernatant  water  drains  off,  and  the  solid  matter  u 
disposed  of  OS  manure." 

Professor  Way  found  from  his  experiments  that 
from  fifteen  to  sixteen  grains  per  gallon  of  slaked 
quick-lime  were  suflicient  to  precipitate  ordinary 
sewage,  and  that  no  element  of  agricultural  value  was 
preserved  by  it  except  the  phosphoric  acid,  of  which 
five-sixths  were  precipitated. 

The  Sewage  Commission  reported  that  the  process, 
"  though  very  simple,  and  the  least  costly  of  any," 
could  not  be  profitable  in  au  agricultural  sense,  and 
did  not  purify  the  sewage.  (Second  Report  S.  of  T. 
a,  p.  15.) 

The  Rivers  Pollution  Commissioners  (1868)  ex- 
amined this  process  both  at  Leicester  and  Blackburn. 
They  say : — 

At  both  places  the  method  obviously  failed  in  the  purification  o( 
the  gewago  to  such  an  extent  as  to  render  it  admissible  into  a  rtvec 
At  Blackburn  uspcciollj,  the  river  below  the  outlet  of  the  limed  sevttge 
wiu  in  a  most  offensive  condiUon  of  putrefaction,  our  note  made  at  the 
time  of  our  visit  being  as  follows  : — "  Horribly  offensive,  turbid,  bkck- 
iih  stroam,  disengaging  most  offensive  gases,  with  black  masws  of  potrid 
mud  floating  on  the  surfcce."     {,Firtl  Brpdri  R.  }'.  C,  vol  i.  p.  08.) 

The  analytical  examinations  miide  showed  that  the 
suspended  matters  were  removetl  to  a  very  consider- 
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able  extent,  57*56  parts  in  100,000  being  reduced  Effect  on 
to  6  on  one  day,  48  parts  to  2*8  on  another,  and  ^^"^^^ 
59-88  to  6-56  on  a  third;  that  of  the  total  solid 
matters  in  solution,  a  quantity  varying  from  ten  to 
twenty  parts  in  100  was  removed;  that  about  a 
quarter  of  the  organic  carbon,  and  from  54 '48  to 
65*79  per  cent  of  the  organic  nitrogen  were  removed, 
except  on  the  third  day,  when  the  amount  of  organic 
nitrogen  in  solution  actually  increased ;  "  that  is,  the 
amount  of  organic  nitrogen  dissolved  from  the  sus- 
pended matters  of  the  sewage  was  greater  than  that 
precipitated  from  solution  by  the  chemical  reagents 
added."  With  regard  to  the  ammonia,  its  amount 
remains  about  the  same,  or  has  actually  increased; 
so  that  the  water  which  is  sent  into  the  river  not  only 
contains  most  of  the  valuable  constituents  of  the 
sewage,  but  contains  about  half  of  the  putrescihle 
organic  matter,  which  is  precisely  the  substance  that 
it  is  required  to  keep  out  of  rivers.  The  manure  Manure 
produced  is  less  valuable  than  might  be  expected,  monia. 
for  the  mud,  being  alkaline,  loses  ammonia  while 
drying. 

Its  value  has  been  variously  estimated  at  from 
12s.  9d.  to  17s.  per  ton,  the  latter  estimate  being 
certainly  too  high.     The  above-named  Commissioners 
consider  it  to  be  worth  13s.  6^d.     It  is  stated  that  itstheor- 
**an  exaggerated  notion  of  the  agricultural  value  of  pJcticS 
the   sewage  manure  has   led   to   a  reaction  among  ^^^^' 
farmers,  who  now  take  away  the  semi-solid  manure 
sparingly  at  Is.  a  ton,  while  the  working  expenses 
of  its  production   amount  to  3s."      {Ninth  Report 
M.  0.  P.  a,  p.  75.) 

The  Rivers  Pollution  Commissioners  remark: —  Failure  of 
**  In  aU  these  places  the  plan  has  been  a  conspicuous  ^^^p"^*^**" 
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failure,  whether  as  regards  the  manufacture  of  valu- 
able manure  or  the  purification  of  the  offensive  liquid." 

A  modification  of  this  process  is  in  use  at  North- 
ampton : — 

Eai^h  niillion  gallons  of  sewage  ie  here  mixed  with  twelve  boahela 
of  lime  and  about  s^x  gallona  of  chloride  of  iron ;  in  hot  weather  more, 
in  cold  weather  lese.  The  lime  is  added  first,  and  then  the  chloride 
of  iron.  Tlie  defecated  eewage  is  aft«nvardg  submitted  to  upward 
filtration  through  a  stratuni  of  calcined  iron-ore  eight  inohea  thick  ; 
but  we  consider  that  beyond  the  separation  of  suspended  matters,  which 
would  be  equally  effected  by  Bubsidence,  this  latter  operation  ia  nearly 
useless,     {first  lUport  B.  P.  C,  1868,  vol.  i.  p.  68.) 

In  the  Seventh  Report  of  the  Medical  Officer  of 
the  Privy  Council,  it  is  stated  that  the  deodoriaation 
produced  by  this  process  was  very  perfect,  and  that  a 
complaint  which  was  directed  against  the  sewage 
works,  to  the  effect  that  they  were  a  nuisance,  waB 
unfounded.     {Loc.  cit.  p.  52G.) 

The  effluent  water  runs  into  the  river  Nen,  and 
although  putrefaction  is  deferred  by  the  presence  of 
the  iron  salt,  it  ultimately  takes  place  and  foula  the 
river,  so  that  an  injunction  has  been  granted  by  the 
Court  of  Chancery  that  this  discharge  into  the  river 
shall  no  longer  take  place.  The  result  of  the  treat- 
ment appears  to  be,  that  the  suspended  matters  are 
almost  entirely  removed,  together  with  about  one- 
sixth  part  of  the  ammonia,  and  rather  more  than  a 
half  of  the  organic  nitrogen.  It  is  plain,  in  fact,  that 
the  only  advantage  of  the  chloride  of  iron  is  to  delay 
the  pollution  of  the  river  for  a  short  time,  but  not  in 
any  way  to  prevent  it. 

Some  experiments  with  /lerckloride  of  iron  alone 
were  undertaken  by  the  Sewage  Commissioners  at 
Croydon.  They  concluded  that  it  was  a  very  valuable 
precipitant,  in  that  when  added  to  the  sewage  and 
neutralised  by  an  alkali,  a  large  flocculent  precipitate 
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of  peroxide  of  iron  was  fonned,  which  carried  down 
all  the  suspended  matters,  with  some  of  the  dissolved 
organic  matter ;  that  it  fixed  the  sulphuretted  hydro- 
gen and  phosphoric  acid,  and  gave  solid  and  liquid 
residues,  neither  of  which  were  noxious  or  likely  to 
be  so.     {Second  Report  S.  of  T.  C,  p.  17.) 

Professor  Way's   experiments,  however,   showed 
that  "  this  process  cannot  boast,  any  more  than  those  not  auc- 
formerly  described,  of  any  power  of  separating  am- 
monia or  other  manuring  material.*'     {Loc.  cit.  p.  72.) 

The  chloride  of  iron  is  also  too  expensive,  and  so 
the  process  has  been  abandoned.  Salts  of  zinc  and 
of  manganese  have  been  proposed  for  the  same 
purpose,  and  with  a  like  result. 

The  Committee  of  the  Local  Government  Board  on 
Modes  of  Treating  Town  Sewage  investigated  the  "-Jf  The  "M 
and  C"  process,  which  in  1875  was  in  use  at  Bolton-  ^|^[ 
le-Moors.  The  details  of  this  process  with  analyses 
of  the  manure  produced  are  given  in  an  Appendix  to 
the  Keport  of  the  Committee  (pp.  38-41).  The  pro- 
cess is  stated  to  be  identical  with  that  of  Mr.  Goodall, 
which  had  been  tried  at  Leeds. 

In  carrying  out  the  "M  and  C"  process  there  is  added  to  the  sewage 
to  be  purified  a  mixture  consisting  of  the  following  ingredients : — lime, 
carbon  (a  waste  product  of  the  prussiate  of  potash  manufacture), 
house-ashes,  soda,  and  perchloride  of  iron.  The  materials  are  mixed 
in  a  ^  pit,"  and  lifted  therefrom  by  means  of  a  dredger  into  a  second 
mixing  pit,  from  which  the  mixture  is  discharged  slowly  into  the 
sewage,  as  it  flows  through  the  works  into  two  depositing  tanks,  each 
divided  into  three  compartments,  after  which  the  treated  sewage  flows 
for  a  short  distance  along  an  open  conduit^  and  thence  into  the  river 
Croal.  The  tanks  are  cleaned  out  every  fortnight,  and  about  70  tons 
of  *^  sludge  "  are  removed  therefrom  and  thrown  into  heaps  at  the  side 
of  the  tanks  to  part  with  the  moisture  which  it  contains,  but  it  has  ^>rying  the 
been  found  impossible  to  dry  it  without  applying  artificial  heat  sludge. 

The  cost  of  working  the  "M  and  C"  process  was 
stated  by  the  manager  to  be  less  than  that  of  the  "  A 
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B  C  "  process.     The  Committee  express  their 

that  "  the  'M  and  C  process,  like  its  twin  the 

process,  merely  removes  the  grosser  parts  of  the  sus-l 

pended  matters  in  sewage,  but  fails  to  remove   the 

piitrescible  organic  matters  in  solution,  and  therefore 

The  ckri-    the  clarified  sewage  cannot  be  admitted  into  rivera  . 

wouiii         without  causing  pollution."     This  statement  is  coa<4 

^^       clusively  proved  by  the  results  of  the  analyses  of  thtt 

"  M  and  C  "  manure  and  effluent,  made  by  Profee 

(now  Sir  Henry)  Roseoe,  who  reports : — 

An«ly>ij  of  As  regards  the  remiltfi  of  this  analyab,  it  appeara  that  the  n 

UMefflaent.  aa  compoKd  with  London  sewage,  uoutiiius  uliont  half  aa  much  animal 
re(UBO  or  prodiicta  of  animal  ducura position.  As  regards  the  inorgaiuc 
portion,  this  water  coDtoina  [:onsiderablf  more  than  the  Ixindon  sewage 
doea.  These  animal  impurities  are  not  completely  got  lid  of  b^  oxida- 
tion :  and  on  keeping,  the  water  has  a  putreacent  Binell ;  it  cannot 
llierefore  be  said  that  the  process,  whatever  it  niaj  be  that  the  sewa^ 
has  undergone,  has  done  miicli  to  render  the  effluent  water  ' 

Theoretical         The  manure  contaiued  but  a  very  small  quantity  1 
J^nre.  "  of  total  nitrogen  (leas  than  1  per  cent)  and  no  soluble  ' 

phosphates.     If  dried,  to  leave  only  15  per  cent  o^l 

moiattire,  its  theoretical  value  would  be  £  1 :  Is.  per  ton.  f 
The  Committee  of  the  British  Association  on  the 

Treatment  and  Utilisation  of  Sewage  investigated 
Oonerai  General  Scott's  seivage-cemcnt  process  as  carried  on 
^i^.  at  Ealing  {ReiM't  1872,  pp.  138-142).  The  following 
^^^      details  as  to  the  workiDg  of  that  process  are  taken  ! 

from  their  report : — 

The  principle  of  Ocueral  Scott's  process  is  to  arrest  the  flow  of  tlra  | 
sewage  by  Uuks,  the  suspended  inatterB  being  precipitated  by  S 
I.imc  and      (,(■  )[„,£  ^nj  clay,  which  an;  added  to  the  sewage  in  Uie  sewer  prcvioni  J 
lAled™        *^  ''*  arrival  at  the  tanks,  the  proportion  of  lime  so  added  being  aboitt  | 

10  cwt,  and  of  clay  6  cwL,  to  400,000  gallons  of  dewagc.     After  I] 
Slodge  ftludge  has  sufficiently  accumulated  in  the  tanks  it  is  drawn  off,  pUmCl 

'"■"■^  in  a  kiln,  and  burnt  by  intense  heat,  and  then  ground  into  ccnient. 

Effluent  The  effluent  water,  it  is  .stated,  "  passes  off  very  1 

much  clarified,  and  without  any  offensive  smell  at  the  J 
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piocesa   U   ca])able  of  pitrifymg   the   liquid   sewago  ;    ite    object 
mei«ly  the  separation   and   deodorisation  of  the  eludge   (which,    in 
the  majority  of  cases,  must  necessarily  he  removed  before  the  sewa^ 
con  be  utilised),  and  its  ultimate  use  as  fuel  in  the  manufacture  of 
cement. 

Wten  tried  at  Birmingham,  General  Scott's  process 
was  not  found  to  be  remunerative,  and  waa  very  soon 
abandoned. 

Carholates  of  Imie  and  magneMa  (Macdougall's 
powders)  have  been  proposed,  but  chiefly  as  disinfect- 
ants of  the  sewage.  If  added  to  the  lime  process 
they  merely  assist  in  delaying  decomposition,  but  do 
not  prevent  it  ultimately ;  the  same  may  be  said  of 
the  sulphites  of  lime  and  magnesia,  wliich  however  at 
the  same  time  decompose  the  sulphuretted  hydrogen. 

Hille's  process  was  tried  at  Wimbledon ;  it  con- 
sisted in  the  addition  to  the  sewage  of  a  mixture  con- 
sisting of  100  lbs.  of  lime,  6  of  tar,  and  12  of  calcined 
chloride  of  magnesium,  with  a  certain  quantity  of 
some  other  substance  of  the  nature  of  which  we  were 
not  informed  ;  the  lime  is  slaked,  and  while  it  is  hot 
the  tai-  is  added  and  thorougly  incorporated  with  it ; 
after  the  aildition  of  the  magneaian  salt,  etc.,  and  suffi- 
cient water  to  make  the  mixture  flow  through  a  large 
tap,  the  whole  is  thoroughly  stii-ied  up  together. 

The  sewage  of  about  5000  people,  being  about 
180,000  gallons  a  day,  was  received  into  a  small  tank 
into  which  the  precipitating  mixture  ran  continually 
from  the  vat  in  which  it  was  mixed  ;  thence  the  sew- 
age, completely  deodorised,  passed  into  a  ciroidar  tank 
20  feet  in  diameter,  where  the  deposit  settled  while 
the  effluent  water  was  filtei'ed  througii  a  basket  con- 
taining 9  inches  of  charcoal  into  a  small  tank,  whence 
the  overflow  passed  into  another,  and  thence  into  the 
brook,  or  rather  ditch. 
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The  deposit  was  taken  out  of  the  large  tank  twice  Deposit  of 
a  year ;  it  was  a  thick  black  mud,  slightly  oflfensive 
when  fresh,  and  has  not  been  found  valuable  as  a 
manure. 

Two  mixings  of  the  above  quantities  of  the  pre- 
cipitant were  required  per  diem,  and  the  cost  of  work-  Smau 
ing  the  process  was  6s.  3^.  a  day  without  labour,  and  *^°*^ 
5s.  6d.  a  day  for  the  labour  of  two  men. 

The  chloride  of  magnesium  was  imported  from 
Germany,  and  cost  £8  a  ton,  delivered  ;  it  is  a  refuse 
from  salt  works,  and  could  doubtless  be  got  cheaper 
in  England ;  the  process  is  self-acting  during  the 
night,  and  might  be  to  a  great  extent  made  so  during 
the  day ;  certainly  a  much  larger  amount  of  sewage 
could  be  managed  at  the  same  cost  for  labour. 

This  is  then  a  deodorising  process,  which  does  not  summary 
profess  to  recover  a  valuable  manure  from  the  sewage,  °  ^ 
but  to  purify  the  effluent  water  so  that  it  is  inoflfen- 
sive,  and  to  do  this  in  the  cheapest  possible  maimer. 

It  therefore  entails  an  almost  entire  loss  of  the 
valuable  constituents  of  the  sewage,  and  the  effluent 
water  doubtless  contains,  as  that  of  all  the  other  pre- 
cipitation processes  does,  organic  matters  in  solution, 
ammonia  salts,  etc.,  and  cannot  be  supposed  to  be  so 
purified  as  to  be  admissible  into  a  stream  which  after- 
wards supplies  drinking  water. 

Practically  the  same  process  is  now  in  operation 
at  Tottenham.     The  effluent  flows  into  the  Lea. 

A  process  of  treating  sewage  by  hktck  ash  waste 
was  described  by  Mr.  Hanson,  its  inventor,  to  the  Haiwon'R 
Royal  Commissioners  on  Metropolitan  Sewage  Dis-  p"'*'*^ 
charge  (vol.  ii.  p.  97).     This  process  consists  in  ex- 
hausting black  ash  waste  with  water  in  tanks,  the 
solution  thus  obtained  being  added  to  the  sewage  in 
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the  outfall  sewer  before  leachiag  tlie  reservoirs.  Black 
aah  waste  is  a  waste  product  produced  in  the  manu- 
facture of  soda.  Its  exact  composition  is  unknown,  but 
it  probably  consists  of  salts  of  soda  together  with  sul- 
phide of  calcium.  To  the  latter  substance  it  probably 
owes  the  property  claimed  for  it  by  Mr.  Hanson  of 
absorbing  oxygen  from  the  air,  and  of  parting  witli 
this  oxygen  (if  such  indeed  be  the  ease)  to  the  organic 
matter  of  the  sewage.  For  this  reason  also  the  black, 
ash  waste  must  be  old  and  not  freshly  prepared.  Ncir 
black  ash  waste  will  give  off  sulphuretted  hyi' 
and  will  not  purify  sewage. 

The  process  is  in  use  at  Aldershot,  but  the  bc 
is  treated  as  well  with  lime  to  remove  the  suspended 
mattei-8.  Mr.  Hanson  proposes  to  treat  the  metropoli- 
tan sewage  with  the  black  ash  waste  liquid  without 
the  addition  of  Hme.  In  this  case  all  the  suspended 
matters  of  the  sewage  would  pass  into  the  river  aa^ 
now  ;  but  he  claims  that  the  sewage  would  be  purified 
by  oxidation  and  that  the  large  amount  of  chlorine 
contained  in  the  waste  Hquid  would  have  the  effect  of 
causing  the  sewage  to  mix  readily  with  the  salt  water 
in  the  river.  The  exhausted  black  ash  waste  would 
have  to  be  carted  away  from  the  tanks,  and  might  be 
used  to  raise  low-lying  land. 

The  principle  of  this  process  is  different  from  the 
other  chemical  processes  of  treating  sewage,  inaamuch' 
OS  oxidation  and  not  precipitation  of  sewage  matters 
is  aimed  at.  Of  its  efficiency  we  are  unable  to  speak, 
but  it  is  ccrtam  that  the  supply  of  black  ash  wastes 
an  unsaleable  product,  is  almost  unlimited,  and  for 
this  reason  the  process  should  be  a  cheap  one.  It 
seems  doubtful,  however,  to  say  the  least  of  it,  whethw 
any  process  which  docs  not  at  any  rate  remove  thQ 
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suspended  matters  of  sewage  can  be  practically  an 
efficient  process  of  purification. 

A  process,  in  which  super-phosphate  of  magnesia  is 
the  essential  precipitating  ingredient,  has  been  pro- 
posed and  tried  at  various  times  both  in  this  country 
and  in  France.  In  this  country  it  is  known  as  BlytKs  Biyth's 
process.  The  plan  of  it  was  to  add  a  salt  of  magnesia,  p"^^^^- 
and  some  super-phosphate  of  lime,  or  super-phosphate 
of  magnesia  and  lime-water,  to  the  sewage,  and  it 
was  thought  that  the  triple  phosphate  of  magnesia, 
ammonia,  and  water  would  be  thrown  down  in  an 
insoluble  condition.  Had  this  been  the  case  it  would 
have  been,  no  doubt,  an  eflFective  and  valuable  process, 
and  it  was  even  suggested  that  the  magnesian  rocks 
in  various  countries  should  be  utilised  by  this  process. 
(Bouchardat).  It  was,  however,  unfortunately  found 
that  the  salt  above  mentioned  is  only  insoluble  in 
water  containing  an  excess  of  ammonia. 

In  fact,  Professor  Way's  analyses  show  that  by  this  very  un- 
no  more  ammonia  is  separated  from  sewage  than  by  i^St* 
the  foregoing  processes,  "  whilst  a  third  of  the  phos- 
phoric acid  added  in  the  processes  is  left  in  solution, 
and  constitutes  an  absolute  loss  to  that  extent."     And 
the  Sewage  Commissioners  reported  that  "without 
accomplishing  any  part   of  its  intended  object,   it  very  ex- 
is  the  most  costly  of  all  the  plans  that  have  been  ^°"^®' 
proposed."     {Second  Report  S.  of  T.  C,  pp.  72,  15.) 

^oWen'5_proces5, which wasoriginallyaFrench  plan,  Hoiden's 
is  described  in  the  Kivers  Pollution  Commissioners'  p"'***'* 
First  Report ;  it  consists  in  adding  to  the  sewage  a 
mixture  of  sulphate  of  iron,  lime,  and  coal  dust  (day 
is  also  mentioned  by  the  patentee),  and  allowing  it  to 
flow  through  a  series  of  subsidence  tanks,  so  that  a 
deposit  may  take  place.     The  result  of  the  examination 


of  this  process  shows  that  while  it  "  separates  t 

of  the  suspended  matters,  it  not  only  faik  to  renioT 

incnuM     the  putrescible  organic  matters  in  solution,  but  actuall 

^tt^'^1*  (as  measured  by  the  organic  nitrogen  contained  i 

toiatioD.      these  organic  matters)  increases  their  quantity.      Thi 

it  does  by  causing  some  of  the  putrescible  organi 

matter  in  suspension  in  the  original  sewage  to  pas 

into  solution.     The  effluent  water  could  not  therefor 

be  admitted  into  rivers  without  causing  pollution. 

It  further  appears  that  the  amount  of  sulphate  of  limi 

in  the  effluent  water  ia  so  great  as  to  give  it  a  ver] 

wortbicH    objectionable  amount  of  permanent  hardness.     As  t< 

""""      the  manure  produced,  100  parts  of  it  only  containei 

■555  of  organic  nitrogen,  '004  of  ammonia,  and  "3  o 

phosphoric  acid  :  "  a  manure  of  the  above  compositioi 

may  be  considered  as  practically  worthless."     (/Vf» 

Report  R.  P.  C,  1868,  vol.  L  p.  60.) 

i-hMphstt  Tlie  phosphate  process  of  Messra  David  Forbee 

int>oM>.      p'RS.,  and  A.  P.  Price,  has  been  experimented  upoi 

at  Tottenham. 

It  "  consists  in  treating  the  sewage  with  a  solutior 
of  the  native  phosphate  of  alumina  dissolved  in  sul- 
phuric or  hydrochloric  acid.  This  solution  is  ir 
itself  a  powerful  antiseptic  and  disinfectant,  com- 
pletely arresting  further  putrefaction,  and  depriving 
the  most  fcetid  sewage  of  its  offensive  smell,  causing 
at  the  same  time  the  supernatant  water  to  be  clear  and 
colourless,  even  if  tinctorial  substances  of  great  in- 
tensity be  present  in  the  liquid."  (7%e  Phosphate 
Process  for  the  Utilisation  of  Sewage,  by  David  ForbeSj 
F.R.S.) 
pMiirai-  It  is  suggested    that    the    process  in  this   stage 

loJLii'mi,     would  be  u  valuable  prcliminaiy  to  irrigation,  as  the 
offensive  suspended  matters  would  be  precipitated. 
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while  the  supernatant  water  would  contain,  besides 
dissolved  organic  matters  and  ammonia,  a  considerable 
quantity  of  soluble  phosphates,  so  necessary  for  general 
farm  crops.  If,  however,  irrigation  be  not  resorted  to, 
the  process  is  completed  by  the  addition  of  a  suflBcient  Addition  of 
quantity  of  milk  of  lime  to  neutralise  the  liquid  and  °^*"^®'^*^ 
precipitate  the  phosphates  in  solution. 

The  native  phosphate  of  alumina  (containing  from 
30  to  40  per  cent  of  phosphoric  acid,  equal  to 
from  65  to  87  per  cent  of  tribasic  phosphate  of  lime) 
costs  £S  :  10s.  a  ton ;  it  requires  to  be  pounded  and 
treated  "with  sulphuric  acid  in  the  proportion  of 
one  ton  of  the  phosphate  to  from  12  to  14  cwts. 
acid."  It  thus  forms  a  brown  stiff  paste,  which  is  dis- 
solved in  water  and  allowed  to  flow  into  the  sewage. 

It  is  stated  that  "  although  in  some  cases  less  than 
half  this  quantity  was  found  to  be  suflBcient,  the  actual  PJoporUon 
amount  now   employed  on  the   large   scale  at  the  phateto 
Tottenham  sewage  works  is  in  the  proportion  of  one  ton  ^"^^^ 
of  the  crude  phosphate  to  500,000  gallons  of  sewage." 

With  regard  to  the  precipitate  and  its  value  as 
manure,  an  analysis  by  Dr.  Voelcker  shows  it  to  con- 
tain 28*52  per  cent  of  phosphoric  acid,  and  20  "11 
per  cent  of  "  organic  matter  and  water  of  combina- 
tion," containing,  however,  only  0*57  per  cent  of 
nitrogen,  equal  to  0'69  per  cent  of  ammonia. 

Dr.  Voelcker  says  of  it : — **  It  possesses  valuable 
fertilising  properties,  and,  in  my  opinion,  a  sewage  vtiueof 
manure  equal  to  the  sample  analysed  by  me  will  ^ 
command  a  ready  sale  at  £7  :  7s.  per  ton."  It  must 
be  remembered,  however,  that  its  chief  value  is  due 
to  the  phosphoric  acid  which  is  put  into  it ;  indeed, 
as  Mr.  Forbes  himself  says — 

It  is  not  pretended  that  this  process  extracts  anything  like  the 
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untire  fertQiring  ingredieii 


n  the  sewage,  si 


Not  ■  «ih- 
•titate  tot 

ttrtgatlon. 


Ihat  by  far  (lie  larjiest  portioii  of  the  aninionia  present 
flowB  off  Willi  llie  eSlnent  water,  and  ia  conseiinently  lort 
water  is  emplored  for  the  purpose  of  iirigation. 

The  precipitate  is  in  itadf,  however,  a  valuable  manure,  whicli 
mainly  owin^  tu  the  mo«t  important  and  characteriEtic  feature  of 
phoaphate  process,  in  which  it  dijfers  from  all  processes  now  in 
which  is  that  the  substances  employed  in  efTi^cting  (he  ptuificatioi 
the  sewage  are  ouly  iuch  as  augment  greatly  the  agricultural   value  of 
the  precipitated  deposit,  which  can  be  increased  at  pleasure  bj  tnerely 
twltliug  more  of  the  phosphate,  so  that  it  can  by  this  means  be  rendered 
sufficiently  valuable  to  bear  the  cost  of  traueport  to  a  distance  bov^ 
the  seat  of  nuinufacture.      (Loc  cil.  p.  1 1.) 

It  is  then  admitted  that  all  the  ammonia,  and 
any  rate  part  of  the  organic  matter  in  solution,  j 
left  in  the  effluent  water,  and  what  remains  to  be  seen 
is  if  any,  and  if  so  how  much,  of  the  phosphoric  acid 
added  goes  away  in  the  effluent  water.  It  will  be 
remembered  that  in  Blyth'a  process,  although  after 
the  treatmentwith  superphosphate  of  lime  nnd  sulphate 
of  magnesia,  "  lime-water  was  then  added,  sufficient 
to  precipitate  the  whole,"  yet  this  did  not  prevent 
third  of  the  phosphoric  acid  added  in  the  procesaea 
from  being  left  in  solution  and  lost. 

Whether  this  be  the  case  or  not  with  the  present 
process,  no  hope  is  held  out  of  profit  from  its  employ- 
ment apart  from  irrigation  ;  "  the  profit,  if  any,  will 
be  but  small,  and  not  sufficient  to  encourage  the  belief 
that  the  ratepayers  can  altogether  escape  putting  their 
hands  into  their  pockets  in  order  to  cover  thi!  expense 
of  disposing  of  their  sewage"  (p.  13). 

We  must,  indeed,  at  once  acquit  Mr.  Forbea  ( 
any  belief  that  his  process  can  be  a  substitute  ft 
irrigation  where  this  is  possible ;  he  himself  saj^a : — 

There  can  be  no  queation  whatever  but,  that  wbi'U  the  local  cir>i 
cumntauces  of  climate  and  soil  ore  tavournbk  to  irrigation,  and 
conUitiuna  euentia]  to  ita  amsocH  properly  nliserved,  that  sewage  inig^ 
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tion  is  the  most  natural  and  effective  sTStem  for  the  utilisation  of 
sewage,  since  it  is  only  by  this  means  that  we  can  render  available  the 
whole  of  the  ammoniacal  salts  upon  which  so  very  much  of  the  fertil- 
ising value  of  sewage  depends.     {Loc,  cit.  p.  6.) 

He  believes,  however,  that  by  precipitating  the 
offensive  suspended  matters  with  a  mixture  which  Maybe 
enormously  increases  their  value  without  adding  use-  ^^  ^ 
less  ingredients,  by  completely  deodorising  them  and 
the  effluent  sewage,  while  at  the  same  time  rendering 
this  latter  much  richer  in  phosphates,  this  process  will 
be  found  to  obviate  the  objections  at  present  raised 
against  irrigation  farming. 

This  process,  then,  is  not  capable  aione  of  utilising 
sewage,  and  there  is  little  prospect  of  the  effluent  Summary, 
water  from  it  coming  up  to  the  required  standards  of 
purity,  as  "  it  is  not  pretended  that  it  attains  any  such 
high  degree  of  purity  as  to  admit  of  comparison,  other- 
wise than  in  appearance,  with  the  water  supplied  for 
the  water- works,  and  it  should  be  recollected  that  the 
object  of  the  process  is  to  purify  sewage,  not  to  manu- 
facture drinking  water  out  of  it''  (p.  10). 

Whether  it  will  answer  to  use  it  as  a  prelimin- 
ary to  irrigation,  with  the  view  of  removing  all  offen- 
sive smell,  and  rendering  both  the  deposit  and  the 
sewage  more  valuable,  can  only  be  determined  by 
trial  on  some  irrigation  farm;  the  condition  for 
success  must  be  that  all  the  valuable  matter  added 
be  recovered  and  utilised,  otherwise  a  loss  would  be 
entailed. 

The  British  Association  Committee  conducted  some 
experiments  with  the  precipitating  mixture  used  in 
Whitthread's  Patent  Process  (Report  1872,  pp.  142, 
143).     One  pound  of  the  mixture,  stated  to  consist  of  whit- 
dicalcic  and  mono-calcic  phosphates,  two  equivalents  process, 
of  the  former  to  oue  of  the  Utter,  was  mixed  with 
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100  gallons  of  Romford  sewage,  a  little  milk  of  1 
being  afterwards  addetl. 

The  result  vas  a  very  rapid  precipiLation,  the  Bupematant  water 
reraaining  nearly  clear  and  quite  inoffensive.  The  precipitate  dried  at 
100°  C.  fontAined  as  much  aa  3  per  cent  of  ammonia,  and  a  consider- 
able quantity  of  phuepliate  of  lime.  TLe  BUpematant  water  contaiaed 
rather  more  actual  ammonia  than  tlic  original  sewage,  but  ecarcelj 
any  organic  nitrogen,  showing  tliat  tlie  organic  matters  in  aolutioo,  m 
well  ftB  those  in  suBpension,  had  been  almoat  entirely  removed  by  the 
process.  This  water  contained,  however,  a  considerable  quantity  of 
phosphoric  acid,  which  would  be  valuable  if  the  water  were  aflerwards 
used  to  irrigate  land  ;  but,  unless  means  are  devised  for  aeparatiiig  it, 
it  would  constitute  a  serious  loss  if  the  water  were  thrown  away. 

Although  these  results  show  a  fairly  efficient  puri- 
fication of  the  sewage,  too  much  weight  must  not  ba 
attached  to  experimental  trials  of  this  nature,  the 
conditions  not  being  the  same  as  if  tried  on  the  largo 
scale  requisite  to  purify  the  sewage  of  a  town. 
1  Wbitthread'a  process  was  in  1874  in  operation  at 
Luton,  Bedfordshire,  for  the  purification  of  tlie  sewage 
of  the  town.  The  process  was  reported  on  by  thfl 
author  (Professor  Corfield)  on  the  results  of  analyi 
made  by  Dr.  Russell.  It  was  found  tliat  nearly  aU 
the  suspended  matters  of  the  sewage  were  remoTed, 
that  the  animoniacal  salts  in  solution  were  lost,  that 
the  organic  matter  in  solution  in  the  sewage  (whi< 
was  weak)  was  considerably  reduced,  so  that  the  effiuei 
was  decidedly  below  the  standard  of  purity  requi 
by  the  Rivers  Pollution  Commissioners,  and  thi 
almost  all  the  phosphoric  acid  added  to  the  sewag0< 
was  separated  in  the  precipitate.  The  sludge,  when 
dried  at  the  boiling  point  of  water,  contained  45  per 
cent  of  organic  and  volatile  matters,  nitrogen  equal 
to  more  than  2  per  cent  of  ammonia  (although  some 
ammonia  was,  no  doubt,  lost  in  the  drying  process), 
and  a  considerable  proportion  of  phosphoric   acid^ 
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chiefly,  however,  in  the  form  of  difficultly  soluble 
phosphates.     In  conclusion  the  opinion  was  expressed 
that  "  the  process  may  be  relied  upon  for  the  purifica-  Efficient 
tion  of  the  sewage  of  Luton,  so  as  to  render  the  Sol^oTthe 
effluent  water  of  sufficient  purity  to  comply  with  the  sewage, 
standard  of  the  Rivers  Pollution  Commission,  and  it 
is  the  only  precipitating  process  that  I  am  acquainted 
with  of  which  I  could  say  this."     As  to  the  value  of 
the  manure,  it  was  impossible  to  estimate  it  with  any 
approach  to  accuracy. 

BircTs  p7'ocesSy  which  has  been  carried  on  at  Stxoud  Bird's 
and  at  Cheltenham,  consists  in  the  addition  to  the  p"'*'*^ 
sewage  of  ci^ude  isulphaie  of  alumina^  which  is  prepared 
by  treating  pulverised  clay  with  strong  sulphuric  acid ; 
the  mixture  is  allowed  to  settle  in  a  depositing  tank, 
and  is  filtered  afterwards  through  coke.     The  coke  is 
renewed  about  once  in  three  weeks,  and  the  foul  coke 
is  burnt.     The  sulphate  for  a  day's  use  (150,000  to 
200,000  gallons  of  sewage)  is  prepared  by  treating 
six    cwts.    of    pulverised    clay    with    120    lbs.    of 
sulphuric  acid.     The  Rivers  PoUution  Commissioners' 
report  with  regard  to  Stroud,  first,  that  the  sewage 
was  very  weak,  and  next,  that  the  effiuent  liquid.  Effluent 
although  much  improved,  was  stiU  not  of  the  degree  L*pS^ 
of  purity  which  would  render  it  admissible  without  ^^^ 
nuisance  into  a  clean  river.      Moreover,  if  stronger 
sewage  were  treated,  the  effluent  water  would  doubt- 
less be  still  more  objectionable.     We  may  add  that 
at  Cheltenham  this  process  has  been  abandoned,  the  The  pro- 
sewage  being  now  utilised  by  irrigation  on  land  (see  been  aban- 
p.  390).  ^°°'^- 

Bird's  process  is  still  in  use  at  Stroud,  and  was 
described  by  the  late  Dr.  Voelcker  to  the  Royal 
Commission  on   Metropolitan   Sewage  Discharge  as 
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being  the  cheapest  process  that  can  be  used 
localities  where  good  clay,  easily  decomposed,  or 
clay  that  does  not  contain  any  lime,  can  be  obtained. 
It  is  cheaper  than  time  because  it  goes  furtherj  but  ; 
good  deal  of  clay  ia  iutroduced  into  the  deposit,  a 
that  the  bulk  of  the  sludge  is  sensibly  increased,  i 
very  important  matter  for  towns  larger  than  Stroud. 

It  is  to  be  noted,  however,  that  this  process  leaves 
the  effluent  in  an  acid  condition,  and  therefore  uot 
well  suited  for  after  utilisation  on  land. 

Stotkert's  process  consists  in  the  addition  of  a  mix- 
ture of  "  73^  grains  of  sulphate  of  alumina,  3i  graiiu 
of  sulphate  of  zinc,  and  73^  grains  of  moderately  fiiui 
charcoal "  to  each  gallon  of  sewage  ;  and  when  this  w 
well  mixed  with  it,  "  22  grains  of  shiked  lime,  eqaalf 
to  16^  grains  of  quicklime,  are  added," 

The  result  differs  from  that  of  the  lime  procea^ 
only  in  that  the  clarification  is  more  complete ;  th«t 
the  phosphoric  acid  is  all  precipitated,  "  in  the  foraiC 
J  probably  of  pbosphateof  alumina;"  and  that  the  man- 
ure contains  much  more  worthless  matter  derived  front 
the  precipitant.     (Second  Report  S.  of  T.  C,  p.  70.) 

The  "A  B  C"  process  {SiUar's  Patent),  which  was 
carried  on  at  Leamington  and  Hastings,  and  with  whidi^ 
experiments  on  a  large  scale  have  been  made  at  Totteii* 
ham  and  Leicester,  consists  in  the  addition  to  the  sew> 
age  of  a  mixture  containing  a^wm,  blood,  clay,  charcodX^ 
Bome  compound  of  nuxnganese,  and  various  other  in^ 
gredients  in  smaller  proportions.  It  will  be  seen  that; 
the  only  noticeable  ditferenee  between  it  and  some  otheij 
processes  already  described  consists  in  the  addition 
/reshly-drawn  blood,  which  is  considered  an  esseul 
feature  in  the  mixture,  and  of  a  small  quantify 
various  other  ingredients.     At  Leamington  (1867)'|| 
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''A  B  C  "  mixture  is  allowed  to  run  into  the  sewer  in 
a  small  stream  as  it  enters  the  works,  and  causes  the 
formation  of  a  precipitate  which  settles  to  the  bottom 
of  the  tanks  in  the  form  of  a  soft  black  mud.     It  is 
stated  that  this  sediment  may  be  used  to  precipitate  a  Sediment, 
further  quantity  of  sewage.     It  must  then  be  removed 
from  the  tanks,  which  is  done  by  pumping  it  up  into 
large  receptacles  from  which  it  is  allowed  to  run  into 
centrifugal  drying  machines.     From  these  it  is  taken 
in  a  semi-solid  state  and  spread  out  to  dry  on  the  Dried  and 
ground  near  the  works,  being  sprinkled  from  time  to  ^^^  sui- 
time  with  sulphuric  acid  in  order  to  fix  the  ammonia  ^^^ 
which  might  escape  during  the  drying.     The  effluent 
water,  after  standing  for  some  time  in  another  series 
of  tanks,  is  allowed  to  run  into  the  River  Leam,  and 
of  it  Dr.   Letheby  says,  ^^the  watei*  is  pt^acticaUy  Favourable 
defcBcated,  and  I  should  have  no  hesitation  in  saying  ^^^^^^^' 
that  water  is  in  a  condition  to  run  into  a  stream  of 
comparatively  large  volume."     The  careful  examina- 
tions, however,  which  have  been  made  of  the  results 
of  the  application  of  this  process,  both  at  Leicester 
and  Leamington,  by  the  Rivers  Pollution  Commis- 
sioners (1868),  have  not  confinned  this  opinion.    From 
the  First  Report  of  these  Commissioners  it  appears 
that  the  solid  matters  in  suspension  are  removed  to  Meet  on 
about  the  same  extent  as  by  the  lime  process ;  that  "^^^^ 
the   dissolved  impurities  in   the   effluent  water  are 
markedly  augmented ;  that  the  percentage  of  organic 
carbon   removed    "was   notably   in   excess   of   that 
brought  about  by  the  lime  process,"  while  that  of 
organic  nitrogen  (the  most  important  substance,  be  it 
noted)  was  less  than  in  the  above-mentioned  process, 
beiog  only  from  50  to  58*8  per  cent.     The  amount  of 
ammonia  is,  as  in  the  case  of  the  lime  process,  in- 
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creased  in  the  effluent  water,  the  reason  being  t 
none  of  the  ammonia  originally  present  in  the  sewage   i 
ia  removed  from  it,  while  the  additional  amount  is 
produced  both  from  that  contained  in  the  alum  of  the 
mixture  and  from  the  action  of  the  chemicals  upon 
the  nitrogenous  organic  matters  both  in   suspension 
and  solution  in  the  sewage.     The  manure,  however, 
from    this    process    is   perceptibly   superior    to    th&t 
resulting  from  the  lime  process,  but  the  increase  in 
phosphoric  acid  in  this  manure  is  partly  accounted  for 
by  the  addition  of  an  unknown  quantity  of  bone-black 
to  the  precipitating  mixture.     In  the  Second  Repwrt    I 
of  the  above  Commissioners  the  results  of  some  further 
experiments  on  this   process  were    recorded,   and   it 
appears  that  at  Leicester   the  clarification   was  not 
satisfactory,  suspended  organic  matter  remaining  to 
the  extent  of  1-5  to  3  8  parts  in  the  100,000;  that 
with  regard  to  the  soluble  constituents  the  results 
were  the  same  as  above  given ;   as  to  the  organic 
nitrogen,  "it  is  precisely  here  that  the  process  signally 
fails  in  accomplishing  such  an  amount  of  purification 
as  would  render  sewage  admissible  into  an  open  water- 
course."    (Log.  cit.  p.  4.) 

At  Leamington  the  process  was  re-examined  on 
the  10th  May  1870,  when  the  smell  produced  by  the 
drjring  of  the  manure  was  exceecUngly  ofl'ensive,  and 
"would  he  pronounced  a  nuisance  whenever  conducted 
in  or  near  a  town  ;"  and,  in  fact,  it  had  been  protested 
against  by  some  of  the  neighboui-s,  who  described  it 
in  the  strongest  terms  as  "  intolerable,"  "  pestilential," 
and  "  bringing,  as  we  are  apprehensive,  disease  and 
death  to  our  very  door."  It  had  even  been  found 
necessary  to  use  chloride  of  lime  at  the  works.  So 
much  for  the  deodorisation. 
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It  was  then  found  that  the  "ABC  liquid  "  was 
discharged  into  the  sewage  at  the  rate  of  about  210 
gallons  per  hour ;"  and  that  it  consisted  of — 
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and  river  water  about  1135  gallons,  as  stated — ana- 
lysis, however,  indicating  that  only  1027  gallons  had 
been  used.     {Second  Rejxyrt  R.  P.  C,  1868,  p.  9.) 

This  mixture  was  contained  in  a  tank  which  was 
exhausted  in  four  hours  and  forty  minutes.  Small 
quantities  of  other  substances  are  sometimes  added. 

Mr.  Sillar  pointed  out  to  the  Commissioners  that 
the  outlet  for  the  water  used  in  turning  the  water- 
wheel,  which  did  the  work  of  the  engine  during  the 
night,  was  through  the  second  set  of  subsidence  tanks ; 
it  was  not  only  so,  but  it  was  found  that  from  leakage 
of  the  penstock  and  sluice,  "  even  when  the  wheel  was 
not  working,   a   considerable   stream   of  unpolluted 
water  from  the  River  Leam  was  mingling  with  the  Leamwa- 
effluent  sewage  before  it  reached  the  place  where  our  with  efflu- 
samples  were  taken."     The  result  of  this  was  shown  ^^^^^^^ 
in  the  analysis  of  the  sewage  after  precipitation,  but 
before  filtration,  as  the  amount  of  chlorine  was  found 
to  be  diminished  from  11  to  9 '5  parts  in  the  100,000, 
whilst  the  **  A  B  C  "  mixture  itself  does  not  appre- 
ciably afiect  the  proportion  of  chlorine.     By  a  simple  Reduction 
calculation  based  upon  these  considerations,  it  was  ofcw^e. 
found  that  with  one  part  of  sewage  '249  of  river 
water  was  mixed,  while  the  actual  ejffluent  water  was 
found  to  contain  river  water  varying  from  an  inappre- 


Trial  with 


330  TOWN   SEWAGE 

ciable  quantity  to  416  parts  for  100  of  real  effluent 
water.  Another  result  of  the  admixture  of  this  river 
water  with  the  sewage  was  the  occasional  appearance 
of  nitrates  in  the  effluent  liquid  {pp.  7,  1 1). 

The  LeamiitgCDn  mwa^e  contains  no  nitrates,  neither  doee  tbe 
"  A  B  0  "  process  produce  nitratea.  On  the  other  hand,  lOO.OOOiMrto 
of  water  of  the  Learn  contniiL  '178  pari,  of  nitrogen  in  the  form  of 
nitrates  ;  consequently,  if  416  parte  of  Leam  water  were  mixed  wilh 
100  parte  of  Leamiogton  newt^je,  the  mixed  liquid  ought  to  contain 
'143  part  of  nitrogen  as  nitrates.  Oiir  analysis  shows  '149  part  of 
nitrogen  as  nitrates,  in  100,000  parte  of  the  eifluenl  liquid,  a  proiwur- 
tioQ  which  indicates  a  elightly  lai^r  udmiituK  of  Leam  wat^r  tluu 
that  deduced  from  the  chlorine  determinations.     {Loc.  cU.  p.  19.) 

The  admixtuie  with  this  large  amount  of  river 
water  of  course  causes  the  effluent  water  to  be  much 
purer  than  the  process  makes  it.  It  is  necessary, 
therefore,  in  estimating  the  alteration  ]»roduced  on  the 
sewage  by  the  mixture,  to  make  a  correction  for  the 
amount  of  river  water  that  is  thus  mixed  with  the 
effluent  water.  This  wa-s  done  ;  and,  further  than  this, 
an  experiment  was  carefully  tried  to  ascertain  the 
effect  of  the  "A  B  C"  mixture  on  fresh  London 
sewage,  which  "may  be  regarded  as  exhibiting  the 
true  amount  of  amelioration  which  can  be  obtained 
by  this  process,  even  with  the  employment  of  double 
the  proportion  of  chemicals  prescribed  by  the  speci- 
fication."   The  results  of  these  experiments  show — 

1,  That  of  the  diwolved  matter*,  those  left  on  evaporation  were 
increased  in  weight  by  nearly  one-half  the  amount  of  soluble  iugredie&ta 
added  to  the  eewage  ;  for  the  "A  B  C"  mixture  making  up  100,000 
parte  with  the  sewage  to  which  it  was  added,  contained,  according  to 
our  analysie,  278  parts  of  soluble  matters  Mt  on  evajioratton,  whikt 
the  increase  of  soluble  matters  left  on  e%'aporation  shown  in  tlie  kbora 
table  amount*  to  13'2  parte. 

S.  That  the  organic  carbon  in  the  dissolved  matter*  wu 
diminisheit  to  the  extent  of  37i  per  cent 

3.  That  tbe  organic  nitrogen  in  the  dissolved  matters  underwent 
so  aJLlcntion  ;    conacqneatly,  the  organic  matten  precipitated  from 
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solution  by  the  ^  A  B  C  "  mixture  were  non-nitrogenous,  and  therefore 
valueless  as  manure. 

4.  That  the  proportion  of  ammonia  was  augmented,  because  more 
was  added  in  the  "ABC"  mixture  than  was  precipitated  by  the  action 
of  that  mixture  upon  the  sewage.  100,000  parts  of  the  "A  B  C" 
mixture  gave  on  analysis  132*1  parts  of  ammonia ;  there  was  con- 
sequently added  to  each  100,000  parts  of  sewage  in  the  "A  B  C" 
mixture,  1*32  part  of  ammonia,  whilst  the  augmentation  of  ammonia 
shown  in  the  above  table  is  *668  part. 

5.  That  DO  nitrates  were  formed  in  the  operation. 

6.  That  the  total  combined  nitrogen  was  augmented  by  the 
ammonia  added  in  the  ^  A  B  C "  mixture ;  consequently,  as  regards 
soluble  constituents,  the  effluent  liquid  possessed  a  greater  manure 
value  than  the  raw  sewage,  the  increase  in  value  being  due  to  the 
ammonia  in  the  chemicals  employed. 

7.  That  the  proportion  of  chlorine  remained  unaltered. 

8.  That  the  matters  in  suspension,  both  mineral  and  oi-ganic, 
were  almost  completely  removed,  although  the  defecated  sewage  re- 
mained perceptibly  turbid  (p.  13). 

''On  no  occasion,  even  when  mixed  with  more 
than  four  times  its  volume  of  clean  river  water,  was 
the  effluent  sewage  other  than  a  polluting  liquid.  Effluent 
oflFensive  to  the  senses  even  at  the  moment  of  dis-  offensive 
charge,  and  always  quite  unfit  to  be  admitted  into 
running  water."  That  this  is  really  the  case  is  seen 
from  the  fact  that  the  water  of  the  Leam  was  consider- 
ably polluted  below  the  outfall  of  the  sewage  works. 

Masses  of  putrid  mud,  like  those  we  had  observed  in  the  filter 
tanks,  were  floating  here  and  there  on  the  surface,  buoyed  up  by  the 
gases  generated  during  putrescence.  .  .  .  Sewer  fungus  *  was  growing 
abundantly  on  submerged  objects  near  the  banks,  and  we  observed  River 
that  it  markedly  increased  in  quantity  as  we  approached  the  works  on  polluted, 
our  return  up  the  river  (p.  14). 

In  fact,  it  is  shown  by  analysis  that  the  organic 
nitrogen  contained  in  the  river  water  was  increased 
from  -061  to  -102,  the  ammonia  from  '040  to  -370, 
and  the  "  total  combined  nitrogen"  from  "272  to  '586, 
part  per  100,000  after  receiving  the  effluent  water. 

As  to  the  manure  produced  by  this  process,  it  will 

♦  See  p.  437. 
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be  anticipated,  from  what  has  already  been  said,  that 

it  cannot  be  valuable.  The  analysis  of  some  mad 
from  one  of  the  subsidence  tanks  showed  it  to  contain 
2"05  per  cent  of  total  nitrogen  calculated  as  ammonia, 
and  1"98  percent  of  phosphoric  acid.  Of  this  manure 
Messrs.  Lawea  and  Gilbert  say  — 

Assuming  sui:h  &  manure  Ui  be  produced  in  large  quantities, 
our  opinion  is  that  it  would  uertainly  be  worUi  more  per  ton  tluut 
Btable^un^,  provided  thi;  nitrogenous  aubetonce  were  in  an  eaaly 
decomposable  condition,  and  its  nitrogen  readily  available,  ami  pro- 
vided the  phosphoric  acid  were  also  in  a  readily  soluble  condition ; 
1  but  if  the  nitrogen  and  phosphoric  acid  were  not  iu  such  coaditiona, 
'■  it  may  be  a  iiuestion  whether  the  "A  B  C"  deposited  manure  or 
stable-dung  would  be  the  most  valuable.  The  result  would  depend 
in  a  measure  on  the  qnontity  of  the  respective  nianurus  in  tlie  market, 
the  cost  of  carriage,  and  other  local  circumstances.  Stable-dung 
would,  however,  probably  have  the  preference  for  market  gardening. 
{Second  Report,  R  P.  0.,  Appendix,  p.  31.) 

From  calculations  based  npon  the  market  price  of 
guano  and  bone  super-phosphate,  the  Commiasionera 
find  that  the  "ABC"  manure  appears  to  be  worth 
about  328.  per  ton. 

That  is  to  say,  160  cwt  of  the  "ABC"  manure  would  be  worth 
as  much  as  20  cwt.  of  guano,  or  fi5  cwt.  of  the  super -phoeptiAte, 
supposing  both  to  have  been  deposited  upon  and  witliin  Uie  Boil  It 
is  plain,  however,  that  this  supposition  cannot  be  realised  without  m 
much  larger  eipenditure  on  the  weaker  manure,  tor  caniage  and 
labour  of  distribution,  than  in  the  case  of  guano  or  of  super-phosphate  ; 
un  expenditure  which  indeed  very  soon  altt^thcr  destroys  the  com- 
mercial value  of  the  manure,  ns  it  diminishes  in  strength  (p.  Itt). 

But  several  considerations  show  that  this  price  is 
really  too  high.  Dr.  Odiing,  from  the  examination  of 
the  prepared  manure,  states  that  "  it  contains  about 
one  twenty-fourth  part  of  the  nitrogen  which  is  con- 
tained in  guano,  and  less  than  one  twenty-fourth  part 
of  the  amount  of  phosphate ;  so  that,  estimating  it 
merely  as  regards  those  two  constituents,  it  would 
have  been  one  twenty-fourth  part    of  the   value  of 
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guano — making  no  deduction  for  the  amount  of  dilu- 
tion."   That  is  to  say,  he  estimates  its  value  at  lis.  3d. 
per  ton.     But  it  is  plain  that  the  value  of  this,  or 
any  other  manure,  may  be  raised  to  any  amount  by 
the  addition  of  suitable  ingredients,  and  it  appears 
that  "  an  artificial  fortification  of  the  comparatively 
worthless  sewage  mud  thrown  down  by  the  "ABC" 
mixture  is  occasionally  practised."     Drs.  W.  A.  Miller, 
F.R.S.  and  W.  Odling,  F.R.S.,  found  that  many  samples 
of  the  manure  "  contained  large  crystals  of  sulphate  of  Fortified 
ammonia,"  which,  it  was  stated  by  the  manager,  had  ULlfsui- 
been  added  by  mistake  for  sulphate  of  magnesia.     It  ^^^^ 
must  be  remembered,  too,  that  animal  charcoal,  blood, 
and  salts  of  potash,  beside  some  ammonia-alum,  are 
all   contained   in   the    precipitating    mixture.      The 
manure    produced   (1870)    fetches    £3 :  10s.    a   ton.  PHceit 
When   we   consider   that  the    lime   mud   from  the   ^    ^ 
Leicester   Sewage    Works   fetches    only    Is.    a   ton, 
although  the  theoretical  value  of  it  is  15s.  5d.,  accord- 
ing to  Voelcker's  analysis,  we  may  be  certain  *'that 
the  theoretical  value  of  the  Leamington  *A  B  C 
manure  will  not  be  nearly  realised  when  its  price  shall 
have   been  determined  by  the   ordinary  process  of 
competition  with  other  purchasable  fertilisers."    Much 
less  will  any  such  extreme  price  as  that  being  given 
for  it  be  realised.     On  the  whole  it  appears  that  the 
manure  value  of  the  chemicals  used  in  the  "ABC" 
mixture  for  one  day's  working  is  lis.  7d. ;  taking  the 
highest  theoretical  value  given  for  the  manure — about 
£1:14:9 — it  appears   that  the  "nett  result   of  a  Highest 
day's  working  was  the  recovery  from  the  sewage  of  taiue!*^^^ 
Leamington  of  manure  constituents  worth  theoreti- 
cally £1:3:  2."    It  would  appear,  then,  "the  20,000 
inhabitants  of  Leamington  would  yield  annually,  by 
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the  'ABC  process,  mauure  of  the  theoretical'^ 
of  £845  :  11  :  8  or  lOd,  per  head  per  annum. 
actual  value  of  the  recovered  manure  would,  at 
ton  {about  its  probable  practical  value),  amount  to 
£255:108.,  or  3^.  per  head  per  annum."  Eveu 
if  it  fetched  the  theoretical  value  given  above,  it  would 
not  pay  the  coat  of  working  (pp.  17,  18). 

This  is  an  even  lesa  xatisfactory  result  than  is  obtained  bf 
ordinary  scavengii^  ojierBtions  in  tbe  LaJLcadhire  towns,  where  muitm 
of  the  unuuol  value  of  rather  leas  than  Sd.  per  heatl  over  a  populatioB 
of  more  than  a  niiOion  is  annually  obtained. 

The  conclusions,  then,  of  the  Royal  Commisaionere 
are  on  every  point  condemnatory  of  the  "A  B  C" 
process. 

The  manager  of  the  Company  maintains  (letter  to 
the  Clerk  to  the  Metropolitan  Board  of  Works)  that 
the  conclusions  of  the  Commisaioners  are  unwarranted. 
especially  as  regards  the  admixture  of  river  water  with 
the  effluent  water,  as  would  have  been  shown  by  gaug- 
ing the  effluent  water,  or  by  comparing  its  tempera- 
ture with  that  of  the  sewage  ;  that  the  "  fortification  " 
alluded  to  took  place  on  that  occasion  only,  and  was 
done  without  the  knowledge  of  himself  or  of  the 
Directors  ;  and  that  the  manure  produced  is  proved  to 
be  valuable  by  the  avidity  with  which  it  is  bought  up 
by  farmera  and  others. 

On  a  visit  that  we  paid  to  the  works  at  Leaming- 
ton on  2l8t  July  1870,  we  were  agreeably  surprised 
to  find  that,  on  that  day  at  any  rate,  the  amount  of 
nui.saucc  caused  by  them  was  very  little  indeed 
throughout  the  whole  of  the  premise.^.  We  eould  not 
find  any  disagreeable  smell  with  the  single  exception 
of  the  air  in  the  subsidence  tanks  ;  that  was  decidedly 
foul,  and  moreover  issued  in  a  strong  current  when  the 
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trap-door  in  the  roof  of  one  of  the  tanks  was  opened. 
Some  experiments  in  tall  precipitating  glasses  showed 
that  sewage  was  clarified  considerably  by  the  "ABC" 
mixture ;  but  that  the  supernatant  liquid  contained  a 
great  deal  of  ammonia.     As  to  the  effluent  water,  it 
was  turbid  and  had  a  slight  odour  and  colour.     We 
found  it,  on  a  rough  and  ready  examination,  to  contain 
a  very  considerable   quantity  of  ammonia,  and  on 
pointing  out  this  fact  to  the  manager  he  acknowledged  Ammonia 
that  all  the  ammonia  that  came  to  them  in  the  sewage  J^^to 
they  must  inevitably  lose,  but  stated  that  they  got  ^j"^®^!' 
the  sewage  so  fresh  that  it  really  contained  very  little 
ammonia.     It  is  perfectly  certain  that  this  can  never 
be  the  case,  and  in  fact  the  analysis  of  the  sewage 
shows  that  it  contains  about  from  3  to  10  parts  in 
100,000 :  the  ordinary  quantity  being  7  or  8  parts. 
The  sample  of  the  effluent  water,  which  we  preserved.  Effluent 
became  excessively  foul  in  a  day  or  two,  although  kept  putrefies, 
in  a  stoppered  bottle,  and  disengaged  a  quantity  of 
sulphuretted   hydrogen   gas.     It  was  found  by  Dr. 
Russell  to  contain  2*856  parts  of  ammonia  and  0*080 
part  of  "albuminoid  ammonia"  in  100,000.     As  to 
the  river  itself,  we   noticed  that  near  the  outfall, 
especially  just  about  and  underneath  the  weir,  the 
surface  of  the  water  was  covered  with  a  filthy  scum. 
We  could  only  obtain  evidence,  with  regard  to  the 
agricultural  value  of  the  manure,  from  some  florists  Agricui- 
who  appeared  very  well  contented  with  it ;   but  it  S  tte'^''' 
need  hardly  be  pointed  out  that  with  potted  plants 
and  so  forth  a  proportion  of  manure  is  used  which 
would  come  to  an  enormous  quantity  if  calculated  per 
acre,  and  that  no  value  could  be  given  to  estimates 
produced  in  this  manner.     A  process  which  does  not 
even  pretend  to  remove  the  manurial  constituents 
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from   the  sewage  cannot  possibly  produce  valuabls 
manure  ;  and  Dr.  Odling  says  : — 

No  doubt  this  method,  like  all  other  methods  of  precipitatiM^ 
does  keep  out  a  considerttble  proportion  of  filth  from  the  river  ;  b  " 
there  wax  a  great  deal  of  putreacible  matter  in  the  effluent  liquid,  oi 
in  comparing  this  mode  of  precipitition  with  otliers,  il  did  not  eeem 
me  that  its  alleged  superiority  had  any  foundation. 

As  regards  its  superior  defecation  of  sewage,  and  the  high  vali 
of  the  product  yielded,  1  came  to  the  concluiiiou  that  it  was  simply  ■( 
juggle- 

From  the  Report  of  the  Committee  of  the  Local 
Government  Board  on  Modes  of  Treating  Town  Sewage, 
we  find  (Appendix,  p.  20) — 

The  extraction  of  the  slndge  and  drying  it,  especially  in  hot 
weather,  in  order  to  convert  it  into  a  manure,  was  attended  with  a 
nauseous  odour,  and  caused  an  intolerable  nuisance  and  eztreBM 
annoyance  to  the  residents  of  Milverton,  a  populous  and  faahionabls 
suburb  of  Leamington,  who  made  repeated  complaints  to  the  Local 
Board  of  the  suffering  they  endured  day  and  night  from  the  offensivs 
smcU  caused  by  the  method  adopted  by  the  company  for  diying  of  Uie 
sewage  mud. 

The  process  of  the  "ABC"  Company  was  discon- 
tinued at  Leamington  in  October  1871,  in  favour  of 
land  irrigation. 

The  "ABC"  process  has  been  also  tried  at  LeedSf 
Bolton,  and  Crossness. 

At  Crossness  the  process  was  carried  on  experi- 
mentally in  1871-72,  and  the  efiluent  water  was 
reported  by  the  chemist  to  the  Metropolitan  Board  to 
be  "  on  the  whole,  very  good,"  and  "  in  a  fit  state  to 
be  admitted  into  any  ordinary  river,  without  produc- 
ing a  dangerous  degree  of  pollution."  But  during  the 
whole  time  of  the  esperiment,  owing  to  long  continued 
rain,  the  sewage  at  the  southern  outfall  (Crossness) 
was  abnormally  weak  and  deficient  in  putrefactive 
matter,  so  that  the  results  of  the  experiment  were 
regarded  as  somewhat  inconclusive. 
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At  Leeds  the  "A  B  C"  Company  failed  to  cany  "abc" 
out  the  contract  they  entered  into  with  the  Corpora-  LwdiT  * 
tion  in  1870,  to  purify  the  sewage  of  Leeds  before 
the  works  which  were  being  built  for  them  by  the 
Corporation  were  completed.  They  alleged  as  a 
reason  for  desiring  to  be  released  from  the  penalties 
of  their  contract  that  they  could  not  sell  the  manure 
they  had  already  manufactured,  and  they  offered  to 
allow  the  Corporation  to  use  all  their  patents,  with- 
out paying  a  royalty.  The  Corporation  subsequently 
carried  on  the  process  themselves  for  one  year 
(1875),  at  a  cost  of  £15,000,  exclusive  of  the  cost 
of  drying  the  deposit,  and  converting  it  into  a 
manure.  It  was  then  discontinued.  {Report  of 
Committee  of  the  Local  Oovemment  Board,  1876, 
Appendix,  p.  50.) 

At  Bolton,  where,  in  the  opinion  of  Mr.  Sillar, "  the 
conditions  were  especially  favourable  for  the  experi- 
ment, on  account  of  the  quality,  abundance,  and 
cheapness  of  the  ingredients  required"  (Birmingham 
Sewage  Inquiry  Report,  1871,  p.  50),  the  "ABC"  "abc" 
process  was  carried  on  from  1870  to  1873,  and  was  Bolton, 
then  abandoned,  owing  to  the  great  expense  of 
working  it,  and  also  because  the  manure  manu- 
factured from  the  sludge  could  not  be  sold.  {Repoi^t 
of  Committee  of  the  Local  Government  Board^ 
1876,  Appendix,  p.  37.) 

The  ''A  B  C"  process  is  now  carried  on  by  the  "abc" 
Native  Guano  Company  at  Aylesbury,  and  was  de-  carried  on 
scribed  by  Mr.  SUlar  to  the  Royal  Commissioners  on  J^^iy' 
Metropolitan  Sewage  Discharge  {Second  Report,  p.  50).  q^^**^^® 
There  is  first  added  to  the  sewage  stream  a  mixture  of  Company, 
substances,  consisting  princii:)ally  of  charcoal,  blood, 
and  clay,  which  is  said  to  have  a  preliminary  ejffect  of 
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"deodorising  or  purifying  the  sewage,"  after  wliick 
there  is  added  a  salt  of  alumina,  which  "  causes  a. 
rapid  and  copious  precipitate."  The  "chief  purifying 
element "  is  considered  to  be  the  clay,  to  which  the 
blood  is  also  an  auxiliary.  No  lime  is  used  by  the 
Company,  as  they  consider  that  it  deterioi-ates  both, 
the  effluent  and  the  precipitate. 

The  Company  declared  to  the  Commissioners  thafr 
Stie  of  tiia   the  whole  of  the  precipitate  they  make  at  Aylesbuiy 

""" has  a  ready  sale  at  £3  :  10s.  per  ton  (Secoiul  Report, 

p.  36).  As  it  requires  880  tons  of  sewage  to  produce 
a  ton  of  the  precipitate,  the  sale  of  the  iirecipitata 
gives  about  Id.  per  ton  as  the  value  of  the  sewage. 
The  cost  of  the  production  is  said  to  be  equal  to  the 
sale,  so  that  even  with  this  high  return,  there  is  the 
loss  of  interest  on  the  cost  of  the  works.  The 
Commissioners  here  remark:  "There  is  something 
unintelligible  about  this  case.  If  2s.  is  the  value  of 
the  suspended  matters  in  100  tons  of  sewage,  th« 
value  of  the  suspended  matters  in  880  tons  should  be 
a  trifle  over  1  Ts.  We  are  at  a  loss  to  see  how  it  can 
fairly  sell  for  £Z  ;  lOs.,  and,  as  we  have  said,  the  Com- 
pany cannot  explain  the  difficulty." 

Looking  at  the  past  history  of  the  "A  B  C" 
process,  and  its  uniform  inability  to  make  a  profit  out 
of  its  manure,  it  is  certainly  somewhat  strange  that 
the  Native  Guano  Company,  employing  practically  the 
same  process,  can  produce  a  manure  which  is  worth  four 
times  as  much  as  the  theoretical  value  of  the  con- 
stituents of  the  sewage  sludge  from  which  it  is  made, 
especially  as  Dr.  Voelcker  has  shown  that  artificial 
manures  are  practically  worth  only  from  one-third  to 
one-half  of  their  theoretical  value  :  and  this  value  will 
hartUy  be  accounted  for  by  the  quantity  of  phosphatee 
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and  nitrogenous  matters  introduced  with  the  blood, 
— one  of  the  ingredients  of  the  precipitating  mixture, 
— as  the  amount  of  blood  by  weight  added  to  the  sewage 
is  insignificant. 

Perhaps  Mr.  Sillar's  explanation  to  the  Royal  Mr.  suiar's 
Commission  of  the  high  value  of  the  manure  may  be  tiS.  °* 
interesting.  When  asked  to  what  he  attributed  its 
higher  value  agriculturally  than  could  be  deduced 
from  its  chemical  composition,  he  replied  that  he 
attributed  it  to  the  fact  "that  it  is  the  natural 
substance  which  was  intended  to  manure  the  earth, 
and  that  the  earth  has  a  natural  liking  for  it  in- 
dependently of  its  actual  ammonia  or  phosphate 
strength," — a  truly  remarkable  answer ! 

The  fact  that  a  Royal  Commission  has  issued  a 
Special  Report  on  the  above  process,  and  that  the 
manure  is  being  sold  at  so  high  a  price,  must  be  our 
excuse  for  describing  it  at  a  greater  length  than  the 
others. 

Dr.  Anderson' s  process  has  been  tried  at  Coventry.  Anderson's 
The  General  Sewage  and  Manure  Company  having  p"^^**** 
acquired  this  and  other  patents  contracted,  in  1872, 
to  purify  the  sewage  of  Coventry,  estimated  at  two 
million  gallons  daily.  Their  process  was  investigated 
by  the  Committee  of  the  Local  Government  Board  on 
Modes  of  Treating  Town  Sewage,  1876  (Appendix  to 
Report,  p.  47).  The  sewage,  which  is  weak,  owing  to 
the  large  volume  of  subsoil  water  mixing  with  it  in 
the  sewers,  is  passed  through  extractors  to  remove 
the  coarser  suspended  matters,  and  then  flows  into 
circular  mixing  tanks,  where  it  is  thoroughly  mixed 
by  means  of  agitators  driven  by  steam  power,  with  a 
mixture  of  a  saturated  solution  of  crude  sulphate  of 
alumina,  heated  to  the  boiling  point.     The  crude  sul- 
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phate  is  prepared  from  ordinary  clay,  or  from  the 
shale  of  the  cofd  measures  by  treating  with  concen- 
trated sulphuric  acid.  The  eewage  after  mixing  flows 
into  another  aeries  of  tanks,  where  it  is  mixed  with 
milk  of  lime  and  agitated  by  machinery.  From  the 
liming  tanks  the  defecated  sewage  flows  into  subsi- 
dence tanks,  and  thence  along  a  conduit  which  dis- 
charges it  on  to  an  area  of  4J  acres  of  loamy  soil, 
which  has  been  roughly  laid  out  as  a  land  filter,  and 
drained  about  5  feet  deep  with  an  outlet  into  tlio 
river  Sherborne.  At  the  time  of  the  visit  by  the  Com- 
mittee, the  eflQuent  water  was  clear  and  inodoroua 
The  sludge  is  dried  by  artificial  heat,  by  sewage  mud- 
drying  machines.  There  is  a  difficulty  in  getting  rid 
of  the  sludge,  as  also  of  selling  the  manure  (the  dried 
sludge).  The  sludge  has  been  sold  at  3s.  per  ton,  the 
cost  of  production  being  43.  lOd.  per  ton.  The  cost  of 
drying  the  sludge  to  produce  the  manure  is  £1  :  9b. 
per  ton  in  addition.  The  Committee  remark  that 
"these  works  have  from  the  first  been  carried  on  at  a 
loss  of  not  less  than  illSOO  per  annum  for  each  millioa 
gallons  of  sewage  per  day  treated  ;  and  apparently  tUa 
rate  of  loss  must  continue  so  long  as  this  mode  of 
treatment  is  continued." 

The  cjuality  of  the  effluent  water  from  the  pre- 
cipitating tanks  is  shown  by  the  fact  that  it  has  to  be 
further  purified  by  filtration  through  knd  before  it 
can  be  admitted  into  the  river  Sherborne. 

At  Coventry,  at  Hertford,  and  at  Leyton  in  Essex, 
the  sewage  is  now  precipitated  by  lime  and  sulphate  of 
alumina,  with  or  without  protosulphate  of  iron.  At 
Coventry  about  a  ton  of  sulphate  of  alumina,  costing 
£3  i)er  ton,  is  daily  mixed  with  the  sewage,  which 
averages  2  million  gallons  per  day.     Then  lime  io 
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about  the  same  quantity  is  mixed  with  the  sewage  in 
liming  tanks,  but  the  use  of  protosulphate  of  iron  has 
been  discontinued.  After  settling  in  the  tanks  the 
effluent  is  run  on  to  about  8  acres  of  land,  laid  out  as  a 
filter  bed.  The  sludge  is  compressed  in  Johnson's  siudge 
filter  presses,  and  contains  after  this  process  about  pressed. 
55  per  cent  of  moisture.  The  effluent  from  the 
filter  presses  is,  although  clear,  saturated  with  sewage 
matters,  and  undergoes  the  same  treatment  as  the 
sewage  in  the  tanks.  The  larger  solid  matters  in  the 
sewage  are  removed  as  the  sewage  reaches  the  works 
by  a  Latham's  extractor,  a  revolving  wheel  with  sifter 
vanes,  which  deposits  them  in  a  small  tank  for  sub- 
sequent removal.  It  is  intended  to  increase  the  size 
of  the  settling  tanks,  which  are  at  present  too  small. 
With  these  improvements,  and  with  the  aid  of  land 
filtration  properly  carried  out,  the  sewage  should  be 
efficiently  purified.  The  area  of  land,  8  acres,  at  pre- 
sent used  is  very  much  too  small  for  a  town  of  45,000 
inhabitants,  such  as  Coventry  is. 

Johnson's  filter  press  consists  of  a  number  of  Johnson's 
grooved  discs  arranged  in  series,  each  disc  having  a  '^'^'^''''^ 
central  perforation,  and  being  separated  from  the  disc 
on  each  side  by  a  filtering  cloth.  The  liquid  sludge 
is  forced  into  and  between  the  discs  by  compressed 
air  at  a  pressure  of  100  to  120  lbs.  per  square  inch, 
the  liquid,  being  forced  through  the  filter  cloths  and 
along  the  grooves  on  the  discs,  escapes,  whilst  the  solid 
portions  remain  behind  in  the  centre  of  the  discs,  to 
be  subsequently  removed  as  a  more  or  less  solid  cake. 

That  the  process  which  is  carried  out  at  Hertford  ?^^'* 
and  Leyton  is  not  capable  of  procuring  a  pure  effluent  andLeyton. 
is  shown  by  the  evidence  of  Major  Flower,  Engineer  Evidence 
to  the  Lea  Conservancy  Board,  given  before  the  Koyal  Flower. 
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Commission  on  Metropolitan  Sewage  Discharge  (Min- 
utes of  Evidence,  vol.  ii.  p.  103).  He  describes  the 
effluent  from  the  Leyton  sewage  works  as  undergoing 
secondary  decomposition,  and  becoming  offensive  afttf 
discharge  into  the  Lea,  and  bringing  about  a  "  veiy 
filthy  condition  of  things."  He  finds  also  the 
thing  at  Hertford. 

A  process  of  precipitation  by  lime,  iron,  and  sul- 
phate of  alumina  was  adopted  by  the  Lower  Thames 
Valley  Main  Sewerage  Board,  and  having  received 
the  sanction  of  the  Local  Government  Board,  would 
have  been  applied  to  the  sewage  of  the  towns  in  the 
Lower  Thames  Valley  at  Mortlake,  had  the  scheme 
not  been  rejected  by  a  Committee  of  the  House  of" 
Commons  in  1884.  By  this  process  the  sewage  was 
first  to  be  screened  to  remove  the  grosser  matteta^ 
and  then  to  be  treated  with  milk  of  lime,  and  afttf 
an  interval  of  a  few  minutes  with  crude  sulphate  of 
alumina  and  protosulphate  of  iron  in  solution.  It 
was  anticipated  that  all  the  chemicals  used  would  be 
deposited  in  the  sludge,  with  the  exception  of  a  trace 
of  sulphate  of  hme,  which,  being  slightly  soluble, 
might  find  its  way  into  the  effluent,  and  that  the 
latter  would  be  deprived  of  all  sewage  odour. 

From  the  experiments  on  treating  London  sewage 
with  chemicals,  carried  on  by  Mr.  W.  Dibdin,  chemist 
to  the  Metropolitan  Board  of  Works,  in  conjunctiwi 
with  Dr.  Dupre,  it  appears  that  only  5  per  cent  of  the 
(lissolved  organic  matter  of  the  sewage,  aa  dctcnniDed 
by  the  albuminoid  ammonia  process  and  by  the  oxygen 
absorbed,  was  removed  when  alum  was  used  as  a  pre- 
cipitant, but  none  at  all  when  iron  ami  lime  were 
used.  Lime  in  solution  in  water,  in  the  proportion  of 
4  grains  to  the  gallon,  they  found  to  be  the  best  mate- 
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rial  to  remove  the  suspended  matters.  This  amount 
of  lime,  with  protosulphate  of  iron  in  the  proportion 
of  1  grain  to  the  gallon,  was  sufficient  to  precipitate 
the  whole  of  the  suspended  matters,  and  also  to  remove 
the  "grosser  sewage  odour."  The  addition  of  sulphate 
of  alumina  as  a  precipitating  agent  considerably  in- 
creases the  bulk  of  the  sludge,  chiefly  owing  to  the 
fact  that  alumina  carries  down  a  good  deal  of  water 
with  it.  The  sludge  produced  by  protosulphate  of 
iron  is  said  to  be  denser,  and  precipitation  by  iron 
and  lime  to  be  more  rapid  than  by  any  other  process, 
but  the  sludge  produced  when  alum  is  used  is  more 
easily  pressed  into  cakes  than  when  lime,  5  grains  to 
the  gallon,  and  iron,  1  grain  to  the  gallon,  alone  are 
used. 

In  his  evidence  before  the  Royal  Commission  on  Evidence  of 
MetropoUtan  Sewage  Discharge  (vol.  ii.  p.  114),  Mr.  Mr.Dibdin. 
Dibdin  stated  that  the  addition  of  sulphate  of  alumina 
to  the  other  precipitants,  lime  and  protosulphate  of 
iron,  had  the  effect  of  producing  a  better  effluent  than 
when  the  two  latter  were  used  alone,  but  that  the 
difference  could  not  be  detected  by  sight  or  smell, 
but  only  by  chemical  analysis.    This  result  is  no  doubt 
owing  to  the  effect  of  alum  in  precipitating  a  small 
percentage  of  the  dissolved  organic  matter.     Mr.  Dib- 
din estimated  the  cost  of  the  alumina,  lime,  and  iron 
process,  taking  5  grains  of  alumina  sulphate  to  the 
gallon  as  the  proportion,  as  being  four  times  more 
costly  than  when  lime  and  iron  are  used  alone.     The 
cost  of  lime  is  about  £1,  of  protosulphate  of  iron  £2, 
and  of  sulphate  of  alumina  £3  per  ton.     Five  grains 
of  lime  to  the  gallon  as  lime  water,  i.e.  lime  dissolved  Lime  water 
in  water,  was  found  to  be  as  effective  as  1 5  grains  to  miik  of 
the  gallon  of  milk  of  lime  in  precipitating  the  sus-  ^^®* 
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pended  matters,  but  the  larger  quantity  of  lime  in  the] 
latter  case  renders  the  sludge  produced  easier  to  preas. 
In  the  course  of  the  experiments  it  was  found  that 
sometimea,  especially  on  Saturdays,  lime  would  not 
precipitate  the  sewage  completely,  a  heavy  scum  rising 
to  the  surface,  which  was  carried  down  again  on  adding 
a  little  iron.  This  result  waa  attributed  to  the  unusu- 
ally large  amount  of  soap  used  on  Saturdays  for  wash- 
ing purposes. 

The  late  Dr.  Voeleker,  in  his  evidence  before  the 
Koyal  Commission  on  Metropolitan  Sewage  Dischai^ 
{p.  76),  considered  that  the  best  method  of  dealing 
with  the  London  sewage  would  be  to  precipitate  it 
with  sulphate  of  alumina,  6  or  7  grains  to  the  gallon, 
and  lime  about  half  that  quantity,  to  ensure  a  perfect 
neutrality  or  slight  alkalinity,  so  as  to  make  the  whole 
of  the  alumina  come  down.  He  considered  that  not 
more  than  9  grains  of  chemicals  to  the  gallon  should 
be  used. 

In  the  case  of  many  manufacturing  towns  the 
sewage  contains  free  acids,  acid-salts,  and  metals  in 
solution,  and  the  use  of  lime  to  precipitate  these 
matters  and  render  the  sewage  neutral  is  a  necessary 
condition  precedent  to  any  attempt  to  purify  the  sew- 
age on  land,  and  to  utilise  it  by  the  growth  of  crops. 
Thus  at  Birmingham,  where  the  sewage  contains 
immense  quantities  of  "pickling  liquor,"  15  grains  of 
lime  to  the  gallon  must  be  added  before  the  effluent 
can  be  used  on  the  land.  The  opinion  often  expressed 
that  lime  deteriorates  the  manorial  value  of  an  effluent 
by  causing  an  evolution  of  ammonia  is  erroneous  ;  but, 
on  the  other  hand,  the  sludge  and  effluent  produced 
by  lime  tend  soon  to  undergo  further  fermentation 
and  decomposition,  unlike  the  sludge  and  efHuenl  pro- 
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duced  by  sulphate  of  alumina.  This  tendency  to  de- 
composition is  not,  however,  exhibited,  if  the  propor- 
tion of  lime  added  is  insufficient  to  cause  a  marked 
alkalinity  in  the  sewage,  but  it  is  not  easy  to  en- 
sure that  an  excess  of  lime  will  not  be  added.  One 
of  the  beneficial  results  of  the  addition  of  sulphate  of 
alumina  is  the  neutralisation  of  any  excess  of  lime 
which  may  be  present.  Dr.  Thomas  Stevenson  is  of 
opinion  that  the  slaked  lime  added  to  sewage  should 
not  exceed  the  hardness  of  the  water-supply,  ie.  if 
one  grain  of  lime  per  gallon  be  added  for  each  one 
degree  of  hardness  of  water-supply,  no  appreciable 
excess  of  free  lime  will  remain  in  the  effluent.  (Paper 
on  "  Sewage  Disposal,"  read  before  the  Society  of 
Medical  Officers  of  Health,  1884-85.) 

The  precipitating  effect  of  lime  on  sewage  is  partly  Precipiu- 
due  to  its  combination  with  free  and  partially  com-  ii^^  Jd 
bined  carbonic  acid,  and  partly  to  combination  with  *^"™*^ 
some  of  the  organic  matters  of  the  sewage,  whilst  the 
precipitation  effected  by  sulphate  of  alumina  is  due  to 
its  combination  with  lime  or  carbonate  of  lime  in  the 
sewage  to  form  sulphate  of  lime,  whilst  the  alumina 
hydrate  is  precipitated  in  a  flocculent  state,  entang- 
ling  and   carrying   down    much    of  the    suspended 
organic  matters,  whilst  some  of  the  soluble  organic 
matters  are  also  thrown  down. 

Dr.  Stevenson  expresses  the  opinion  in  his  paper 
just  quoted,  that 

"  The  addition  of  a  small  (quantity  of  green  vitriol  (protosulphate  of 
iron)  to  the  sewage  as  an  additional  precipitant  to  lime,  is  highly   Proto- 
beneficial ;   this  substance  fulfilling  a  useful  and  important  function   sulphate 
not  fulfilled  by  the  substitution  of  any  other  chemical  for  a  protosalt  ^^  ^^.  ^  * 
of  iron.     The  lime  secures  the  precipitation  of  a  highly  flocculent  unt^* 
hydrated  protoxide  of  iron,  which  acts  as  a  carrier  of  oxygen,  absorbing 
free  oxygen  and  again  giving  it  up  to  organic  matters,  just  as  the  red 
bloo<l  pigment  absorbs  oxygen  to  again  give  it  up  to  the  effete  tissues. 
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n  Halt  is  used,  a  pmall  quantity  of  a  aolnvi 
iron  remains  in  solution  iu  the  effluent,  iind  acta  &a  a  v 
wirrier  of  oiygen.  But  the  use  of  protosulphatt  of  iron 
I  with  blackening  of  the  mud-banke  in  the  stream  into  < 
effluent  sewage  ia  dischui^ed,  and  although  thifi  is  a  mere  Motiineai 
disadvantage, — or  rather  in  reality  an  advantage,  it  cannot  be  altogetlu 
lost  Bight  of.  The  bkckcning  is  due  to  the  formation  of  Eulpbide  t) 
iron,  hy  which  the  unoxidised  eulphur  of  Bewage  is  fixed,  ajid  deodotj 
Batiou  effect(.il." 

Dr.  Stevenson  thinks,  however,  that  the  iron  s 
should  be  omitted  if  the  effluent  is  subBequently 
be  treated  on  land. 

In  his  evidence  before  the  Eoyal  Commission  i 
Metropolitan  Sewage  Discharge  (Minutes  of  Evidence, 
vol.  ii.  p.  142),  Mr.  Dibdin  stated  that  it  ia  posaifala 
to  thoroughly  deodorise  the  sewage  by  means  of 
raanganate  of  soda  and  sulphuric  acid,  either  before 
or  after  the  treatment  for  the  precipitation  of  the' 
suspended  matters,  but  he  only  proposed  this  as 
supplementary  measure  to  prevent  any  nuisance  arising 
from  the  establishment  of  precipitating  works  on  the 
sites  of  the  present  outfalls.  This  process  is  one  of 
oxidation,  and  would  be  found,  Mr.  Dibdin  asserted, 
to  remove  from  the  efHuent  the  faint  sewage  odour 
which  is  left  after  the  addition  of  lime  and  iron  or' 
other  precipitants  to  the  sewage. 

By  the  lime  and  iron  process  Mr.  Dibdin  estimated 
that  2G00  tons  of  wet  sludge,  containing  about  95  pear 
cent  of  moisture,  would  be  produced  daily  from  the 
metropolitan  sewage.  This  amount  would  be  reduced 
to  about  500  t^ms  by  pressing  in  one  of  Johnson' 
filter  presses,  and  would  then  contain  from  55  to  60 
per  cent  of  moisture,  half  the  residue  being  mineral 
and  half  organic  matter.  The  cakes  so  obtained, 
'  he  stated  to  the  Commission,  could  be  burnt 
a   Hoffman's   furnace,   where   they  would   serve 


PRECIPITATION  PROCESSES  347 

their  own  fuel,  whilst  the  process  could  be  conducted 
without  the  slightest  nuisance.  About  150  tons 
a  day  of  ash  would  be  produced,  which  might  be 
utilised  for  the  purpose  of  lightening  clay  land,  or 
of  filling  up  waste  ground,  or  might  be  made  into 
cement. 

At  Ealing,  the  sludge,  which  is  produced  from  the  siadge 
sewage  by  treatment  with  11  "5  grains  of  clay  and  1 0  E^Sig* 
grains  of  lime  per  gallon,  a  little  iron  and  alumina 
being  also  used,  after  losing  about  25  per  cent  of 
moisture  by  draining,  is  mixed  with  about  two-thirds 
its  volume  of  ashes  and  house  refuse  and  burnt  in  a 
Destructor  furnace. 

At  Southampton,  there  is  added  to  the  sewage, 
before  its  arrival  at  the  depositing  tanks,  an  artificial 
product  made  from  Devonshire  lignite,  called  "porous  siudge pro- 
carbon."     The   sludge  produced   by  this  process  is  ^^^^ 
somewhat    carbonaceous,  and    is    mixed  with    road  carbon;" 
scrapings  to  form  a  manure  selling  at  2s.  6d.  a  load ;  sold  as 
or  should  there  be  no  demand  for  the  manure,  it  is  ™*"™*' 
mixed  with  dustbin  refuse  and  burnt  in  a  Destructor,  or  burnt 

As  a  preliminary  to  purifying  sewage  on  land  by 
intermittent  downward  fiSon^  a  precipitating  pro- 
cess — the  simplest  and  least  costly  being  the  best — ^is 
of  great  value.    The  suspended  matters  and,  with  them, 
the  slimy  matters,  are  removed,  which,  if  raw  sewage  is 
run  upon  land,  soon  tend  to  clog  its  pores,  and  form  a 
coating  impenetrable  to  air  and  therefore  to  oxygen : 
at  the  same  time  most  of  the  bacterial  organisms  and  Precipita- 
their  spores,  the  agents  in  putrefaction,  are  carried  removes 
down  in  the  precipitate  and  removed  from  the  effluent,  S^[S2mlf 
which  is  consequently  less  prone  to  putrefy  and  readier 
to  undergo  nitrification  in  the  soil — ^putrefaction  and 
nitrification  being  antagonistic  processes.     The  slimy 
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matters  in  sewage  alluded  to  above  are  derived  from 
the  grease  of  the  kitcheo  waste  waters,  the  fats  of  soap, 
and  the  mucus  from  the  urinary  and  intestinal  mucoua., 
membranes,  and  also  no  doubt  from  macerated  pap^H 
as  pointed  out  by  Mr.  Rogers  Field.  "^ 

In  the  Report  of  a  Committee  of  the  Local  Govern- 
ment Board  on  Modes  of  Treating  Town  Sewage  {1876, 
pp.  60-63)  is  contained  a  very  valuable  Report  by 
the  late  Dr.  Voelcker,  F.R.8.,  on  the  "Fertilising  and 
Commercial  Value  of  Sewage  and  Night-soil  Manures," 
Dr.  Voeleker  calculated  the  theoretical  or  estimated  i 
money  value  of  manures  from  the  quantitiea  of 
following  constituents  in  each,  njuiiely  : — 

Insoluble  phoBphnte  of  lime  at  Id.  per  lb.,  soluble  phoqjhute  of  1 
ai  2d.  per  lb.,  potash  at  3d.  per  lb.,  nitroecn  calculated  oa  oinmooi 
8d,  piT  lb  ; 

these  being  the  rates  at  which  these  fertilising  con^ 
stituents  of  manures  may  be  bought  in  the  form  <rf 
concentrated  artificial  manures,  such  as  guano,  boner 
dust,  sulphate  of  ammonia,  etc.  Tlie  practical  of 
market  value  he  calculated  at  from  one-third  to  one- 
half  the  theoretical  value  ;  the  difference  representintt 
the  greater  expense  in  carriage  and  application  to  lan^ 
of  the  more  bulky  and  weaker  manure,  and  the  I 
efficacy  and  value  of  nitrogen  in  the  form  of  nitto- 
genouB  organic  matter,  than  in  the  form  of  readjt 
made  ammonia. 

Sewage  manures  contain  a  large  proportion 
mattei-8,  which  occur  in  abundance  in  almost  all  Boila,  i 
and  which,  therefore,  having  no  commercial  value,  do^ 
tract  from  the  price  by  the  cost  of  their  carriage  and 
application  to  land ;  and  Dr.  Voelcker  believes  1 
by  far  the  largest  proportion  of  nitrogen  in  the* 
manures  occurs  in  them  in  the  shape  of  nltrogenouj 
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organic  matters,  the  amount  of  ready-fonned  ammonia 
contained  in  them  being  but  smaU. 

"  According  to  the  most  reliable  statements  the  separation  of  the  Cost  of 

suspended  matters  of  sewage  by  precipitation  and  filtration,  and  the  production 

production  of  one  ton  of  dried  sewage  deposits,  apart  from  the  costs  of  ^f-^fl 

the  precipitation  agents  which  are  used,  entails  an  expense  of  about  manure. 
308,  for  each  ton  of  portable  dried  sewage  manure." 

It  will  be  seen  from  Dr.  Voelcker's  table  of  values, 
that  the  cost  of  manufacture  of  every  one  of  the 
manures  there  given  considerably  exceeds  its  theoreti- 
cal or  estimated  money  value.  Dr.  Voelcker  calcu- 
lates the  theoretical  value  of  a  ton  of  good  farmyard 
manure  to  be  about  15s.,  but  he  says : — 

Good  dung  can  be  bought  in  many  places  at  5s.  per  ton,  or  one-thii*d   Farmyard 
its  estimated  money  value,  and,  practically,  the  highest  price  which  a   m»n"ro. 
farmer  can  afford  to  pay  for  good  dung,  if  he  has  to  cart  it  even  a  few 
miles,  would  not  exceed  7a  6d.  per  ton,  one  half  its  estimated  money 
value. 


Value  of  one  Ton  of  the  treated  Sewage  Sludge. 


1.  Bolton  sludge  from  the  ''  M  and  C"  sewage 

process      

2.  The  same    dried,   leaving    15   per   cent  of 

moisture  in  the  sludge       .... 

3.  Solids  drained  from  sewage  before  the  liming 

process  at  Bradford 

4.  The  same  with  15  per  cent  of  moisture 

5.  Bradford  Corporation  sewage  outfall  works 

sludge  from  drying  pits,  no  artificial  heat 
being  used 

6.  The  same  with  15  per  cent  of  moisture  . 

7.  Deposit  frt)m  the  sewage  of  Leeds  treated  by 

the  "A  B  C"  process        .         .        .        . 

8.  The  same  with  15  per  cent  of  moisture 

9.  Manure  produced   by   the   General  Sewage 

Manure  Company  at  Coventry  . 

10.  Rochdale  Manure 

11.  Manure  manufactured  by  the  Goux  Company 

at  Halifax 
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Dr.  Voelcker  concludes  his  Reportwith  the  following  ^J^^^' 
words: — ** Indeed  comparatively  few  fanners  are  so  conclusion. 


Applicibil' 
Uy  of  pre- 
cipitating 
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situated  that  they  can  afford  the  expense  of  cartiDg.< 
semi-dried  sewage  sludge,  containing  from  60  to  70 
per  ceDt  of  moisture,  from  the  works  to  their  fields. 
The  refusal  to  accept  aueh  sludge  as  a  gift,  in  not  a 
few  instances,  rather  shows  sound  discrimination  than 
ignoranee  on  the  part  of  the  farmers." 

From  a  paper  on  "  The  Drainage  of  Contduental 
Towns,"  by  Mr.  J.  Gordon  (Transactions  of  the  Sani- 
tary Institute  of  Great  Britain,  vol.  vii.),  it  appears 
that  Frankfort,  Wiesliaden,and  Dortmund  have  adopted 
chemical  precipitation  as  a  means  of  puriiying  their 
sewage ;  but  at  Dortmund  the  sewage  is  precipitated 
merely  as  a  preliminary  to  inigation.  The  rivers  on 
which  these  continental  towns  are  situate  being  so 
much  larger,  and  the  populations  on  their  banks  so 
much  smaller  and  more  scattered  than  in  the  case  of 
English  towns,  Mr.  Gordon  is  of  opinion  that  a 
simple  method  of  partial  purification  of  the  sewage, 
such  as  the  lime  process,  is  sufticient  for  those  towns, 
in  which  the  sewage  effluent  becomes  at  once  very 
largely  diluted  by  a  large  volume  of  fresh  flowing  water. 

The  Royal  Commissioners  on  the  Jlrtropolitan 
Sewage  Discharge  express  the  following  opinion  as  to 
the  applicabihty  of  precipitating  processes  to  the  case 
of  the  Metropolitan  sewage  at  the  present  outfalls 
{Set:ond  Report,  p.  58) : — 

1.  That  [be  uUuplion  of  a  process  of  this  kintl  would  effect  an  iin- 
proveniciit  on  the  present  tbitc  of  tiling.  It  nonld  diminish  the 
nuisance,  nnd  it  would  lessen  the  tcniicncy  to  dujiogit  foul  bonks  and 

2.  But  tliut  precipitAtiou  nlonu  irould  nut  cfiectuollf  purify  iht 
rivvr  :  vomu  nuiBanc«  would  prububl^  still  occur  in  drj  eeoion*  ;  mmI 
the  injuiy  to  fish  and  danger  to  wells  would  in  some  degree  still  exiit 

3.  That  the  works  might  l>e  carried  on  without  sensible  nuiunec 

4.  That  the  coat  would  be  at  least  £200,000  a  year,  or  abont  li. 
per  head  of  the  population. 
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5.  That  it  would  result  in  the  loss,  practically,  of  a  large  part  of 
the  manurial  value  of  the  sewage,  offering  no  prospect  of  its  future 
realisation,  unless  the  clarified  liquid  was  afterwards  applied  to  land. 

6.  That  several  processes  appear  to  be  fairly  effective,  but  that 
there  has  been  no  evidence  to  satisfy  us  of  the  marked  superiority  of 
any  one  in  particular. 

The  Committee  of  the  British  Association  on  the 
Treatment  and  Utilisation  of  Sewage  arrived  at  the 
following  conclusions  {Report  1873,  p.  449)  : — 

That  the  precipitation  processes  that  it  (the  Committee)  has  examined  Precip- 

are  all  incompetent,  and  necessarily  so,  to  effect  more  than  a  separation  ^^^^^ 

of  a  small  part  of  the  valuable  ingredients  of  sewage,  and  that  only  a  g^-g^^  Q^jy 

partial  purification  is  effected  by  them.     Some  of  them  may,  however,  a  partial 

be  useful  as  methods  of  effecting  a  more  rapid  and  complete  separation  pnrifica- 
of  the  sewage  sludge.  ^°* 

All  these  precipitation  processes  do,  then,  to  a  Conciu- 
certain  extent,  purify  the  sewage  and  prevent  the 
pollution  of  rivers,  chiefly  by  removing  the  suspended 
matters  from  the  sewage ;  but  they  all  leave  a  very 
large  amount  of  putrescible  matter  in  the  effluent 
water,  and  at  least  all  the  ammonia  contained  in 
the  sewage  (sometimes  they  add  to  it) ;  the  greater 
part  of  the  phosphoric  acid  is  precipitated  by  some 
of  them,  while  they  increase  the  hardness  of  the  river 
water,  a  matter  of  great  importance  if  the  stream  be 
a  small  one. 

The  manures  that  they  produce  are  in  every  case  Ammonia 
very  inferior,  as  may  be  expected  from  the  known  pita^^ 
value  of  the  sewage  constituents  that  can  be  precipi- 
tated. They  have  all  failed  in  producing  valuable 
manure,  because  the  valuable  constituent  of  sewage 
par  excellence  is  the  ammonia,  which  of  course  invari- 
ably escapes  in  the  effluent  water,  and  is  lost  to  the 
manure:  this  shows  the  futility  of  all  attempts  to 
utilise  sewage  by  precipitation  alone. 


CHAPTER  X 


FILTRATION 


conl. 


Several  processes  for  filtering  sewage  through  ashes 
or  charcoal  have  been  tried,  but  they  have  not  been 
found  to  produce  a  good  effluent,  and  the  manure 
obtained  has  not  always  found  a  sale. 

At  Bradford  in  1871  the  town  sewage  was  leased 
to  the  Peat  Engineering  and  Sewage  Filtration  Com- 
Futration  pouy,  to  be  purified  by  filtration  through  peat  charcoal 
peS^ar-  But  the  proccss  failed,  because  the  sediment  choked 
the  filters  ;  and  as  the  filtering  medium  required  to  be 
constantly  replaced,  the  cost  was  ruinous.  The  process 
wiis  consequently  q,bandoncd.  The  Corporation  of 
Bradford  then  attempted  to  purify  theii-  sewage  by  a 
combined  process  of  precipitation  and  filtration.  Milk 
of  lime  was  mixed  with  the  sewage  in  large  subsidence 
tanks,  and  the  effluent,  after  passing  through  coke 
filters,  was  allowed  to  flow  into  the  Bradford  Beck. 
One  ton  of  lime  was  used  for  every  million  gallons  of 
sewage.  The  sludge  produced  was  difficult  to  dry  and 
commanded  no  sale.  {Rrj)ort  of  the  Conunittcr  of  the 
IjOcuI  (rovermncnt  Boards  Appendix,  pp.  42-45.) 

A  method  for  the  purification  of  sewag(»,  described 
as  the  "  Carbon  Filtration  Process,"  has  been  patented 
by  Messrs.  Weare  &  Co.,  of  Newcastle-un(ler-Lym(\ 
It  consists  essentially  in  the  filtration  (intermittent  as 
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far  as  may  be)  of  the  sewage  through  several  tanks  putrataon 
containing  town  ashes  and  vegetable  charcoal.  t^le. 

The  system  is  in  operation  ( 1 8 7 1 )  at  the  Stoke-upon-  J^^J®^" 
Trent  Workhouse,  where  the  tanks  are  entirely  under  charcoal 
ground,  and  the  process  is  carried  on  without  being  per- 
ceived  at  all  by  the  passers-by.  The  large  tank  into 
which  the  sewage  is  received  directly  from  the  workhouse 
is  double,  so  that  one  half  can  be  used  whUe  the  other 
is  being  emptied ;  in  this  tank  most  of  the  suspended 
matters  are  retained,  while  the  fluids  pass  through  a 
perforated  dam  and  a  filter  of  coarse  ashes,  and  are 
conveyed  by  a  pipe  to  a  series  of  three  smaller  tanks, 
containing  vegetable  charcoal  and  fine  ash ;  passing 
through  these  in  succession,  the  water  is  still  further 
purified,  and  then  allowed  to  escape  into  a  drain. 

The  process  was  examined  at  the  Stoke-upon-Trent 
Workhouse    by    the    Birmingham    Sewage    Inquiry 
Committee  (Report,  1871,  pp.  51-57).     The  manure, 
which  consists  of  the  used  filtering  materials  and  the 
suspended  matters  of  the  sewage,  when  mixed  with 
soot  to  dry  it,  and  watered  with  sulphuric  acid  and 
ammonia  to  bring  it   up  to   standard   strength,  is 
stated  to  realise  £4  per  ton.     Without  the  soot  and 
ammonia,  its  value  is  £2  per  ton.     No  offensive  odour 
was  perceived  by  the  Committee  either  in  the  manure  vaiue  of 
manufactory  or  in   the  tanks.      About   50  tons   of  u4.°^ 
charcoal  and  50  tons  of  cinders  are  required  yearly 
for  the  700  inmates  of  the  workhouse,  with  a  daily 
flow  of  sewage  of  10,000  gallons.     The  estimated  yield 
of  manure  is  about  250  tons.     The  effluent  contained  Qnauty  of 
no  suspended  matters,  but  some  organic  matters  in  *^«^^«'^*- 
solution,  and  a  much  larger  quantity  of  ammonia  and 
mineral  salts  than  the  raw  sewage.      The  analyses 
indicate  that  "  although  the  system  may  be  effective, 

2a 
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at  any  rate  on  a  small  scale,  for  the  separation  ol 

pended  matters,  yet  that  it  is  possible,  when  the  filter 

Efflueai      ing  medium  is  not  renewed  with  sufficient  frequency^ 

•urth^u"'  ^^^  ^^^  effluent  water  to  pass  away  with  even  mctri 

raw  saw-      valuable  elements  than  the  raw  sewage  itself  possessed 

and  this  possibility  is  sufficient  to  create  some  doubt 

to  the  intrinsic  value  of  the  resulting  manure,8iuce  chap* 

coaJ,  although  it  may  be  usefully  employed  to  mix  witii 

and  lighten  stiff  soils,  is  not  in  itself  a  fertiliser.     TM 

analysis  also  suggests  the  use  of  the  process  to  arreol 

suspended  matters  in  sewage  previous  to  irrigation." 

The  Committee  of  the  British  Association  found  that 
Weare's  charcoal  filtration  process,  as  carried  on  at 
Stoke-upon- Trent  Workhouse,  did  not  give  very  sa 
factory  results.  For  although  the  suspended  matteacf 
were  removed,  and  the  ammonia  and  organic  nitrogen 
much  reduced  in  quantity,  no  oxidation  took  place, 
no  nitrates  were  found  in  the  effluent  water,  "whidl. 
Effluent  was  to  all  intents  and  purposes  adilute  sewage, and  'had 
•cwig«.  a  strong  smell  of  sewage.'"  (Rejiort,  1872,  p.  138.) 
Several  important  experiments  with  regard  to  thft 
filtration  of  sewage  through  various  materials  weitf 
made  under  the  dii'ection  of  the  Rivers  Pollution 
Commissioners.*  They  pointed  out  in  the  first  place 
that  "  the  water-bearing  gravel  of  London  is  supplied 
almost  exclusively  by  sewage,  and  the  water  pumped 
Undon  fj^m  the  shallow  wells  in  Ijondon  is  little  else  bob 
filtered  sewage  ; "  and,  to  show  the  extent  of  purifii 
tion  which  this  water  undergoes,  it  is  found  that  iif 
contains  very  little  organic  nitrogen  and  carbon,  and 
very  little  ammonia,  but,  instead,  a  considerable  pro- 
portion of  nitrates  and  nitrites,  Experiments  con* 
ducted  by  filtering  London  sewage  through  15  feet  of 

•  Finl  Koport,  B.  P.  C,  1868,  voL  i.  pp.  60-70. 


FILTRATION 


355 


sand  showed  that,  in  the  first  place,  "  the  process  of 
upward  filtration  through  sand  is  inefficient  in  the  i 
purification  of  sewage  from  soluble  offensive  matters  n 
...  on  no  occasion  was  the  effluent  water  in  a  con- 
dition fit  to  be  admitted  into  running  streams." 

This  result  is  confirmed  by  the  observations  of  the 
Committee  of  the  British  Association,  who  examined 
the  process  of  upward  filtration  through  gravel  at  '^ 
Ealing.  It  was  found  that  this  process,  whether 
accompanied  or  not  by  the  addition  of  a  deodorising 
mixture  to  the  sewage  in  the  sewers  of  the  town, 
"  effected  only  a  veiy  slight  purification  of  the  sewage, 
which  left  the  filter  still  a  sewage  of  average  strength. 
It  was  not  even  clarified."     [Report,  1873,  p.  443.) 

The  experiments  of  the  Elvers  Pollution  Commis- 
sioners showed  that 

TLc  process  of  intermittent  dmmvard  filtration  through  either  sand 
or  a  mixture  of  chalk  and  sand,  effects  a  very  aatiBfactory  purification 
of  sewage  when  the  sewage  treated  aniounta  to  5-6  gallons  per  cubic 
yard  of  filtering  material  in  twenty-four  hours,  but  that  the  purifica' 
tion  becomes  unceilaiu  and  unxatisfactory  when  the  rate  of  filtration 
is  doubled,  that  is  when  the  sewage  treated  amounts  to  11 '2  gallons 
per  cubic  yard  in  twenty-four  hours.  These  experiments  obo  show 
that  the  process  of  purification  is  essentially  one  of  oxidation,  the  1 
organic  matter  being  to  a  large  extent  converted  into  carbonic  acid,  " 
water,  and  nitric  acid  ;  hence  the  necessity  for  the  continual  aeration 
of  the  filtering  medium,  wiiich  is  secured  by  intermittent  downward 
filtration,  but  entirely  prevented  by  upward  filtration. 

In  fact,  it  was  found  that,  by  downward  filtration 
through  soil,  the  organic  carbon  and  nitrogen  were 
reduced  to  about  the  proportions  in  which  they  are 
found  in  the  London  drinking  waters,  viz.  from 
■5  to  '7  of  carbon,  and  '06  to  "07  of  nitrogen  in  ' 
100,000  parts;  the  original  amounts  in  the  sewage  ' 
having  been  2-48  of  organic  nitrogen  and  4-38  of 
organic  carbon.  On  the  other  hand,  the  amount  of 
nitrogen  as  nitrates  and  nitrites  was  increased  from 
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nothing  to  from  3  to  5  parts  in  100,000.  "  Only 
a  source  of  drinking  water  could  a  stream  into  which 
such  purified  sewage  flows  be  condemned."  Some 
further  experiments  on  downward  filtration  through 
the  Beddington  soil,  which  were  conducted  in  glaaa 
Qa«iiiy  of  cylinders,  showed  that  "  the  effluent  water  was  alway» 
„a^  clear  and  nearly  colourless,  at  the  rate  of  3*8  and 
7 '6  gallons  per  cubic  yard  per  diem.  In  respect  of 
organic  matter  the  filtered  sewage  actually  equalled, 
or  even  surpassed  in  purity  on  four  occasions,  the 
water  which  is  sometimes  supplied  to  London  for 
domestic  purposes."  Further  experiments  showed 
that  the  results  are  very  different  with  different  soils, 
and  that  in  some  cases  the  nitrogenous  matters  are 
absorbed  and  retained  as  such,  without  being  con- 
verted into  nitrates  and  nitrites,  and  that  this  result 
does  not  apparently  depend  upon  the  presence  or  al>- 
aence  of  light,  or  upon  variations  in  the  temperature. 
Intermittent  downward  filtration  is  then  a  valu- 
able method  for  the  purification  of  sewage,  but  not  for 
the  utilisation  of  it,  as  the  area  of  ground  is  too  small 
and  the  quantities  of  sewage  turned  on  to  it  too  large. 
It  was  found  that  the  "  light  yellowish  brown  loam 
from  the  marlstone  of  the  lower  oolite  near  Dursley,  in 
Gloucestershire,"  surpassed  all  the  others  experimented 
upon  in  its  power  of  purifying  sewage: — 

V«1dm  ot  Whilst  one  cubic  yard  of  sand,  or  of  Hombrook  soil,  cutnot  ten- 

dlfTennt       tinnoiiBly  and  iatisCactorily  purify  more  than  4'4  gnllons  of  I/riHfFB 
"^^  eewnge  per  twenty-four  hours,  one  cubic  yard  of  Beddington  soil  cut 

cleanse  7'6  gaUons,  and  one  cubic  yard  of  Dursley  soil  no  leas  than  9*9 
galloDS  in  twenty-four  hours,  which  it  equivalent  to  the  eleoDsing  of  ne4riy 
100,000  gaUons  of  rawsge  per  day  by  an  acre  of  this  soil,  provided 
the  drains  for  the  cfDuent  wnter  are  (J  feet  deep     (Loc  eil.  p.  690 

It  would  appear  that  the  physical  condition  aa  re- 
gards porosity  and  fineness  of  division  has  more  to  do 
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with  the  cleansing  power  of  a  soil  than  its  chemical 
composition  has.  "At  the  conclusion  of  the  long 
aeries  of  experiments  there  were  no  symptoms  of 
clogging  up  or  diminution  of  activity,  and  the  effluent 
water  was  always  bright,  inodorous,  and  nearly  colour- 
less." It  was  found  that  with  Lancashire  peat  as  a  rmiuh 
filter,  the  effluent  water  was  not  much  purified  at  "'  ^'' ' 
firat,  but  afterwards  steadily  improved,  giving  a  "  hope 
that  this  material  would,  after  a  somewhat  higher 
education,  become  an  efficient  purifier  of  sewage 
filtered  through  it  at  the  rate  of  4  gallons  per  cubic  yard 
per  twenty-four  hours."  ITie  Commissioners  consider 
that  with  a  properly  constituted  soil,  deeply  drained, 
and  divided  so  that  the  sewage  could  be  applied  on 
one  part  at  a  time,  "the  sewage  of  a  water-closet 
town  of  10,000  inhabitants  could,  at  a  very  moderate 
estimate,  be  cleansed  upon  5  acres  of  land." 

The  facts  concerning  nitrification  or  the  conversion 
of  ammonia  and  the  nitrogen  of  organic  matter  into 
nitric  acid  in  the  soil,  upon  which  process  the  puri- 
fication of  sewage  largely  depends,  were  fully  brought 
to  light  in  a  paper  read  by  Mr.  E.  Warrington  before 
the  Society  of  Arts  in  1882.  We  may  quote  the 
following  passages  from  Mr,  Warrington's  paper : — 


Dilute  eoliitioQB  of  urine,  or  of  ainmoiiiuni  salte,  containing  [be 
essential  constituents  of  plant  food,  undergo  no  nitrification,  though 
freely  exposed  to  the  air,  if  only  they  have  been  previously  boiled  and 
the  air  supplied  to  them  is  filtered  through  cotton  wool.  If  to  snch 
sterilised  solutions  a  small  particle  of  fresh  soil  is  added,  no  action  at 
first  appears,  but  after  a  while  active  nitrification  eets  in,  and  the 
ammonia  or  urea  is  converted  into  a  nitrate.  For  the  production  of 
nitric  acid  it  is  necessary  that  some  base  should  be  present  with 
which  the  nitric  acid  may  combine.  The  action  proceeds  best  in  the 
dork.  When  a  solution  has  thus  undergone  nitrification,  a  drop  of  it 
suffices  to  induce  nitrification  in  another  aolation,  which,  unleas  tbns 
seeded,  would  have  remained  unchanged.  Boiling  the  soil,  or  the 
solution  that  has  nitrified,  entirely  destroys  its  power  of  causing  nitri- 


Mr.  Wnr- 
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ficatioo.  The  presence  of  antiseptics  also  prevents  nitlifieatiaa 
Lastly,  nitri&CBtioa  is  contined  U>  the  some  range  of  teinperatui 
limiu  other  kinds  of  fermentation.  The  production  of  nitrates  p 
ceeds  very  slowly  near  the  freezing  point,  but  increases  in  rapidly  i 
the  temperature  rises,  reaching  its  mtiximum  of  energy,  aocording  f 
Schlaesing  and  Muntz,  at  37'  C.  (99*  Fahr.)  At  higher  temperata 
''  theroteof  nitrification  rapidly  diminishes  ;  it  almost  ceases,  accordiagit 
the  same  observen,  at  GO*  C.  (122*  Fahr.),  and  at  S5°  C.  (131*  Fabr.)iio 
change  occurs.  It  thus  appears  that  nitrification  can  only  be  produced 
in  Ae  presence  of  some  nitrified  or  nitnfyiiig  material,  and  the  whole 
courae  of  the  action  is  limited  to  the  conditions  suitable  for  the  actiTi^ 
of  a  living  ferment  The  French  chemists  claim  to  have  isolated  the 
ferment  by  systematic  cultivation  ;  it  belongs  to  the  family  of  Bacttria. 
The  purifying  action  of  soil  on  sewage  is  probably  due  to  time 
distinct  actions.  1.  Simple  filtration,  or  the  separation  of  suspended 
matter.  S.  The  precipitation  and  retention  by  the  soil  of  ommomi, 
and  various  organic  substances,  previously  in  solution.  3.  The 
oxidation  of  ammonia  and  organic  matter  by  the  agency  of  liTing 
otgaoisms.  The  last  mode  of  action  is  undoubtedly  the  most  import- 
ant, as  without  oxidation  the  sewage  mutter  must  accumulate  in  the 
■oil,  and  the  filler  bed  lose  tta  efficacy.  The  filtering  power  of  a  aoil 
will  depend  entirely  on  its  mechanical  condition.  The  precipiUUiiig 
power  of  soil  is,  on  the  other  hand,  a  chemical  function,  in  which  the 
hydrated  ferric  oiide  and  alumina,  and  the  silicates  of  soils  probably 
play  the  principal  part  The  oxidising  power  of  a  soil  will  depend 
>  portly  on  its  mechanical,  portly  on  its  chemical,  and  partly  c 
biolt^cal  condition.  It  was  formerly  supposed  that  the  oxidising 
power  of  a  soil  depended  solely  on  its  porosity,  oxidation  being  a> 
to  occur  by  simple  contact  with  air  in  the  pores  of  the  soiL  We  hmfI 
know  tliat  a  porous  medium  is  by  no  means  essential  for  nittiftcatita  |g 
Hwage  may,  indeed,  be  nitrified  in  a  gloss  bottle,  or  when  ] 
over  polished  pebbles.  Though,  however,  porosity  is  by  no  e 
etsential  to  the  nitrifying  power  of  a  soil,  it  is  undoubtedly  a  conditicn 
having  a  very  favourable  influence  on  the  rapidity  of  the  proceM  ;  a 
porous  soil  of  open  texture  will  present  an  immense  surface,  covered 
with  oxidising  organisms,  and  genemlly  well  supplied  with  the  air 
requisite  for  the  discharge  of  their  functions.  It  is  doubtless  owing 
to  this  fact  that  nitrification  takes  place  with  so  much  greater  lapidilj 
in  a  soil  than  in  a  liquid.  The  sewage  will  itself  supply  the  tab- 
stances  required  foi  the  ooarishmcnt  of  the  oxidising  organisma  One 
material  ea»ential  to  nitrification  may,  however,  sometimes  be  deSdent, 
namely,  the  base  with  which  the  nitric  acid  is  to  combine  ;  without 
the  presence  of  this  salifiable  base,  nitrification  will  speedily  come  to 
a  standstilL  In  the  case  of  towns  supplied  vrith  bard  water,  the  aaw- 
age  may  contain  as  much  carbonate  of  calcium  in  solution  as  will 
suffice  for  its  subseqaent  nitrification  in  the  soil  ;  but  in  the  case  of 
towiu  tupplied  with  T017  soft  water,  this  can  hardly  bo  the  CMc^  k 
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the  presence  of  a  considerable  amount  of  lime  in  the  soil  iteelf  will 
become  essential  for  efficient  nitrification.  The  oi^anisms  which 
effect  the  oxiilation  of  organic  matter  are  abundantly  present  in  surface 
soils,  but  are  probably  absent,  oi  nearly  to,  in  eubsoils  ;  in  Borface 
soils  tbey  wiU  probably  be  abundant  in  proportion  to  the  rielmeBs  of 
the  soil  in  organic  matter.  Sewage  also  contains  the  oc^anisma  neces- 
Bary  for  its  own  destruction,  and  under  favourable  conditions  these 
may  be  so  cultivated  as  to  effect  the  purpose.  A  filtering  medium  of 
pure  sand  and  limestone,  treated  intermittently  with  sewage,  niU, 
after  a  time,  display  considerable  purifying  powers,  the  surfaces  becom- 
ing covered  with  oiidising  organisms  derived  from  the  sewage.  No 
such  medium  will,  however,  equal  in  effect  a  porous  soil,  rich  in 
organic  life.  It  will  be  gathered  from  the  observations  now  made 
that  it  would  be  possible  to  construct  a.  filter  bed  having  a  greater 
oiidiaing  power  than  would  be  possessed  by  an  ordinary  soil  and 
subsoil.  Such  a  bed  would  be  made  by  laying  over  a  system  of 
drain-pipes  a  few  feet  of  soil,  obtained  from  the  surface  (first  6  inches) 
of  a  good  field,  the  soil  being  selected  as  one  parous,  and  containing  a 
considerable  amount  both  of  carbomtte  of  calcium  and  organic  matter. 
A  filter  bed  thus  prepared  would  be  far  more  porous  than  a  natural 
soil  and  subsoil,  and  would  possess  active  oxidising  functions  through- 
out its  whole  depth.  The  oiidiaing  power  of  soil  must  always  be 
considerably  greater  in  summer  than  in  winter.  The  favourable  in- 
fluence of  the  warmer  seasons  of  the  year  is  apparently  seen  in  several 
of  Frankland's  experiments  on  the  intermittent  filtration  of  sewage  ; 
the  same  influence  of  temperature  will  be  plainly  shown  in  some  of 
the  Rothamsted  results.  When  we  turn,  however,  to  the  analyses  of 
the  effluent  water  from  irrigated  land,  the  fact  is  not  always  manifest. 
We  must  recollect,  however,  that  a  coutdderable  part  of  the  nitrates  f 
produced  in  summer  will  be  assimilated  by  the  growing  crops,  and  " 
will  therefore  not  appear  in  the  drainage  water.  The  oxidising 
power  of  a  soil  may  also  be  in  excess  of  the  work  provided  for  it,  so 
that  even  with  a  low  temperature  the  usual  amount  of  purification 
may  be  attained.  A  low  temperature  will  also  affect  only  the  oxidis- 
ing fonctiona  of  soil,  its  power  of  precipitating  and  retaining  sewi^e 
matter  will  remain  unchanged.  One  more  point  may  be  worth  notice. 
We  have  already  referred  to  the  fact  that  nitrification,  like  all  other 
kinds  of  fermentation,  ceases  in  the  presence  of  antiseptics  ;  the  refuse  of 
chemical  works  may  thus,  sometimes,  prove  a  great  hindrance  to  the  puri- 
fication of  sewage  by  soil.      (Journal  of  the  Society  of  ArU,  April,  1882.) 

Latei'  researches  have  shown  that  the  nitrifying 
organisms  exist  in  soils  to  a  greater  depth  than  was 
previously  thought  to  be  the  case,  viz.  to  3  or  4  feet 
from  the  surface,  and  that  gypsum  or  sulphate  of  lime 
in  the  soil  or  sewage  greatly  aids  the  nitrifying  action. 
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The  Committee  of  the  British  Association  examim 
the  process  of  intermittent  downward  filtration  st' 
Troedyrhyw,  near  Merthyr-Tydfil,  where  an  area  of, 
about  20  acres  has  been  converted  into  a  filter-bed  fc 
the  purification  of  the  sewage  of  the  town  of  Merth; 
Tydfil.     {Repcn-t,  1873,  pp.  443,  444.) 

The  Boil  coDsiats  chiefly  of  gravel  and  sand  haviog  a  vegetal 
mould  on  the  surface.  It  ia  eitremely  porous.  The  land  ta  drained 
a  depth  of  less  than?  feet,  the  drains  being  brought  together  at  the  loi 
comer,  where  the  effluent  water  is  discharged  into  an  open  drain  lead- 
ing to  the  river  Taff.  The  area  is  laid  out  in  square  beds  intersected 
with  roods  and  paths,  along  which  are  coniitructed  the  main  carrien 
which  receive  the  sewage  from  the  outfall-Hewer  and  distribute  it  over 
the  beds.  The  sewage,  after  being  screened  through  a  bed  of  "slaf^" 
in  which  the  larger  suspended  matters  are  arrested,  is  turned  on  to  ooe 
of  the  four  plots  into  which  the  area  is  divided,  and  allowed  to  nm  on 
this  plot  for  six  hours,  when  it  is  turned  on  to  another  one.  Thus  each 
of  these  four  plots  has  eighteen  hours  fur  rest  and  aeration  of  the  soiL  The 
surface  of  the  area  is  hiid  up  in  ridges,  and  cabbages  and  other  v^etaUee 
planted  along  them,  the  sewage  ninning  in  furrows  between.  The 
main  results  of  the  examinations  which  took  place  in  Januarj  and  IB 
July,  extending  over  seven  and  eight  days  respectively,  were  : — that  th« 
effluent  water  discharged  was  very  largely  diluted  with  subsoil 
which  hod  percolated  through  from  the  river  bed  (this  was  proved 
both  by  the  gaugings  and  by  the  analyses,  and  had  been  already 
observed  by  the  Rivers  Pollution  Coram isaioners) ;  that  the  ~ 
water  was  very  satisfactorily  purified,  the  nitrogen  in  solution  appe» 
ing  in  the  form  of  nitrates  and  nitrites,  a.  sufficient  proof  that  a  con- 
siderable amount  of  oxidation  goes  on  in  the  liller-beds.  Upon  a 
comparison  of  the  total  nitrogen  in  solution  in  thi 
eStuent  water,  and  in  the  subsoil  water  (which  was  also  analysed),  it 
was  found  that  the  amount  iu  the  effluent  water  was  almost  exaetlj 
the  amount  that  would  be  present  in  the  sewage  if  diluted  with  the 
amount  of  subsoil  water  (rather  more  than  its  own  volume)  with  which 
the  analyses  and  the  gaugings  showed  it  to  have  been  diluted  ;  that  ia 
to  say,  that  a  quantity  of  nitrogen,  equal  to  the  amount  in  solation  ia 
the  MWDgc,  escaped  in  the  effluent  water  and  was  lost  (escaping,  however, 
almost  entirely  iu  the  oiidised  and  innocuous  form  of  nitrates,  *te.\ 
the  amount  retained  in  the  soil  and  by  the  plants  being,  therefor^ 
equal  to  the  amount  in  the  suspended  matters  of  the  sewage.  The 
effluent  water  was  not  quite  so  pure  in  the  summer  as  in  the  winter : 
in  the  former  cose  four-Rlths  and  in  the  latter  twelve. thirteenths  of 
the  nitrogen  coniaineil  in  it  was  in  the  form  of  nitrates  and  niliitea, 
The  sewage  was  cooled  by  its  percolation  through  the  soil  ;  in  the 
winter  from  48°  Pahr,  tn  46*  Fahr.  (the  tempcratun:  of  the  subeoil 
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being  42°7ahr.),ftndinthe  summerfrom  60°  Fahr.  to  BS'Fahr.  The 
crops  grown  on  the  surface  of  the  filter-beda  were  Buoceaeful  and  realised 
very  good  prices. 

The  process  of  intermittent  downward  filtration  intamit- 
waa  examined  by  the  Committee  of  the  Local  Govern-  ,^uS- 
ment  Board  (Appendix  to  Report,  pp.  32,33)  at  Kendal.  k°°^ 
The  sewage  of  the  town  is  received  into  subsidence 
tanks,  and  thence  flows  on  to  5  acres  of  land  laid  out 
as  filter-beds,  and  occasionally,  as  required,  on  to  11 
acres  of  land,  not  so  laid  out  but  levelled.     The  volume 
of  sewage  is  about  750,000  gallons  daily,  of  which 
about  350,000  gallons  are  subsoil  water  from  springs 
tapped  during  the  execution  of  the  sewerage  works. 
This  small  area  clarifies  the  sewage  so  as  not  to  be  a 
nuisance,  but  in  practice  it  is  found  too  limited  for  Area  too 
crops  to  be  successfully  grown  on  it,  and  therefore  an  ^^  to  i^ 
additional  area  of  5  acres  has  been  prepared  for  the  s^'"'- 
reception  of  the  sewage,  and  it  is  believed  that  "  upon 
the  10  acres  of  filter-beds  not  only  will  the  foul  waste 
of  the  inhabitants  and  refuse  from  manufactories  and 
dye-works  be  properly  cleansed,  but  that  sufficient 
crops  will  be  grown  upon  the  land  filter-beds  to  pay 
the  annual  expenses  of  thus  utilising  the  sewage." 
The  soil  of  the  farm  is  a  very  fine  sandy  loam  upon  a  soU  of  me 
subsoil    of  gravel,  and   the   efl9uent   water   filtering 
through  this  into  the  river  is  bright  and  clear. 

The  Royal  Commissioners  on  Metropolitan  Sewage 
Discharge  [Second  Report,  p.  46)  define  the  difference 
between  the  intermittent  filtration  system  and  that 
of  ordinary  broad  irrigation  aa  follows  :  "  Broad  irriga-  Definition 
tion  means  the  distribution  of  sewage  over  a  large  iirigation. 
surface  of  ordinary  agricultural  ground,  having  in 
view  a  maximum  growth  of  vegetation  (consistently 
with  due   purification)   for  the   amount  of  sewage 
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supplied.  Filtration  meana  the  concentration  of  sew- 
age, at  short  intervals,  on  an  area  of  specially  chosen 
porous  ground,  as  small  as  will  absorb  and  cleanse  it ; 
not  excluding  vegetation,  but  making  the  produce  of 
secondary  importance.  The  interraittency  of  applica- 
tion is  a  sine  qud  non  even  tn  suitably  constitutedv 
soils,  wherever  complete  success  is  aimed  at."  ■ 

The  Commissioners  in  considering  the  subject  cfl 
intermittent  filtration  through  land  state  the  objec- 
tions to  the  system  to  be  as  follows  : — "  First  that  the 
plan  is  wasteful,  as  not  fitted  for  producing  crops," 
and  they  show  that  if  for  each  acre  the  number  a^ 
people  be  limited  to  1000,  crops  can  be  grown,  as  an 
Kendal,  where  out  of  the  10  acres  used  intermittentlj™ 
for  filtration  4  acres  grow  cabbages,  2  mangold,  2« 
carrots,  and  the  remainder  miscellaneou.s  garden  pro-  I 
duce.     The  number  of  people  to  an  acre  at  Kendal  is 
850,  and  the  effluent  is  said  to  be  "good,  clear,  and 
colourless."      Secondly  it  was  suggested  that  "  the  j 
collection  of  the  solid  matters  of  the  sewage  i 
give  rise  to  a  formidable  nuisance,  especially  in  h<d 
weather,  and  might  clog  the  pores  of  the  land  so  as  t 
prevent  proper  filtration." 
The  Commissioners  say  : — 

Elxperience  has  not  warratite^l  these  fean,  but  at  the  Mine  time  it 
uppesn  to  be  adruablu  previously  to  separate  the  solids  to  lonie  extent. 
It  is  ccrtilin  that  the  more  the  liquid  approaches  clarification, the  len  land 
will  be  required,  and  the  less  danger  will  there  be  of  unpteusant  odour*. 
For  a  smiJl  number  of  people,  faj  under  &00  to  the  acre,  the  sewage 
may  he  applied  as  it  comes,  leaving  the  grosser  mutters  to  be  amal)^ 
mated  with  the  soiL  Bat  if  the  number  be  increased,  the  previotu 
removal  of  the  sludge  would  be  desirable,  and  for  1000  or  mote,  it 
would  probably  become  absolutely  necessary. 

The  cost  of  preparing  land  for  filtration,  it  is 
stated,  "  must  be  greater  than  that  for  broad  irriga- 
tion ;  but  when  the  tenfold  etticiency  of  each  aero  iu 
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doing  work  is  taken  into  account,  thia  can  be  well 
afforded."  Mr.  Bailey  Denton  puts  the  average  at 
about  £70  per  acre. 

The  Commissioners  were  of  opinion  (p.  48)  that 

In  filtration  ground  properly  laid  out  there  ought  to  be  no  eoni- 
iuuni<:atiaa  between  the  influent  and  the  effluent  channels,  except 
through  the  pores  of  the  laud,  no  that  the  sewage,  in  order  to  getaway, 
must  necessarily  pass  through  the  filter.     By  this  means  the  process  of 
purificatioa  becomes  not  optional  (as  in  broad  irrigation)  but  compulsory.   Puiifica. 
And  supposing  the  persons  working  the  farm  had  at  any  time  an  in-  '""  '^'"°' 
duceraent  to  pass  away  the  sewage  unfiltered,  they  could  hardly  do  so  *^°  °'^' 
without  such  a  derangement  of  the  works  as  would  attract  immediate 
attention. 

In  regard  to  the  liability  to  objection,  the  Commis-  LiaMiityot 
sionera  believe  that  "this  process  has  the  advantage  leaa  than 
over  broad  irrigation.     For  the  liability  of  nuisance  |^|g"t?^„ 
would,  if  the  sludge  were   previously  removed,   be 
reduced  by  the  smaller  area  of  land  exposed  ;  and  the 
danger  to  subsoil  watera  would  be  diminished  by  com- 
plete and  skilful  under-drainage." 

Mr.  Bailey  Dcuton  states  in  his  work  on  "  Inter- 
mittent downward  Filtration,"  1885  (p.  44),  that  "if 
properly  distributed  on  carefully  prepared  surfaces, 
sludge  on  land  generally  does  good  rather  than  harm ;  sindge 
in  fact,  it  only  has  an  objectionable  effect  when  it  is  u^d!"^ " 
mixed  with  particular  trade  refuse."  He  advises 
filtration  beds  to  be  laid  out  in  ridges  and  furrows, 
and  vegetables  to  be  grown  on  the  ridges. 

As  soon  as  the  deposit  of  sludge  on  the  sides  of  the  furrows  is  Deposit  in 
sufficient  to  prevent  infiltration  in  any  great  ciegree,  the  newage  is  funDws. 
withheld  from  the  areas  eo  affected.  The  sludge  is  then  allowed  to 
<liy  (partially)  in  the  furrows,  and  when  in  a  fit  condition  it  is  lifted 
and  dug  into  the  ridgeji — as  can  be  seen  practised  at  Oennevilliers 
(Paris).  The  shmy  matter  which  had  appeared  so  considerable,  and 
which  puddled  the  bottom  of  the  furrows  when  in  a  wet  state,  shrinks 
to  a  skin  of  very  insignificant  thickness  when  dry,  and  is  readily 
broken  up  and  mixed  with  the  soil  Experience  has  shown  that 
sludge  (with  such  fertilising  ingredients  as  it  contains)  cannot  he  more 
cheaply  conveyed  to  places  where  it  would  be  beneficial  tliaa  by  the 
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liquid  sewage  itael£  .  .  .  The  objection  raised  to  the  iBx^^taoa  c 

sewage  containing  solid  ingredients  in  nuspension  amongst   growing 

ata  on      planta,  because  the  solid  matters  will  cling  to  their  stalks  and  leaves, 

!««  not     vanishes  altogether  when  furrows  are  made  the  channels  of  dwtribu- 

'^-         tion,  and  when  no  more  sewage  is  difitributed  on  the  surlace  of  land 

than  the  land  will  absorb  and  vegetation  requires  (pp.  44,  46). 

Dr.  Tidy  has  expressed  the  opinion  that  one  acre 
of  suitable  land  is  sufficient  to  purify  the  sewage  of 
5000  to  7000  people,  if  previously  efficiently  pre- 
cipitated. {"The  Treatment  of  Sewage,"  Journal  of 
the  Society  of  Arts,  October  1886.) 
!om-  The  Metropolitan  Sewage  Discharge  Commissionera 

Mofthe  recommended,  as  the  best  method  of  solving  the  dif- 
"ot"  ficulty  of  the  metropolitan  sewage  discharge,  the 
deposition  or  precipitation  of  the  solid  and  suspended 
matters  of  the  sewage  by  chemical  treatment,  and  the 
subsequent  application  to  land  of  the  liquid  portions  of 
the  sewage  by  a  process  of  intermittent  downward 
filtration  ;  the  precipitated  sludge  to  be  applied  to  the 
raising  of  low-lying  lands,  or  burnt,  or  dug  into  the 
ground,  or  carried  away  to  sea.  The  purified  effluent 
could  not  pollute  the  river  and  injure  the  fiah,  and 
contamination  of  the  subsoil  waters  would  be  avoided. 
ly  und  Where  it  is  desired  to  treat  sewage  on  clayey  land 

fi'wf  by  intermittent  downward  filtration,  a  good  filter  bed 
can  be  constructed  at  a  cost  of  about  £600  to  £800 
per  acre  by  burning  the  clay  into  ballast  and  laying 
down  the  ballast  to  a  depth  of  about  3  feet  with  layers 
of  alluvial  or  other  rich  soil  interposed.  Nitrification, 
which  has  been  shown  to  be  the  principal  process  in 
the  purification  of  sewage  by  land,  takes  place  in  the 
upper  layers  of  the  soil,  not  extending  much  below  3 
feet  from  the  surface,  so  that  a  total  depth  of  properly 
prepared  filtering  area  not  exceeding  4  feet  in  depth 
will  be  found  sufflcient  in  many  cases. 
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We  find,  then,  from  the  foregoing  chapters,  that,  introduc- 
given  town  sewage,  the  only  way  that  has  yet  been  mS^" 
discovered  of  purifying  it  is  by  intermittent  downward 
filtration  through  a  certain  thickness  of  soil,  and  that 
soils  vary  very  considerably  in  their  power  of  so  puri- 
fying it.  Some  soils  appear  to  absorb  the  organic 
matters  contained  in  sewage  water  in  a  very  perfect 
manner,  and  allow  but  little  escape  of  valuable  matter 
in  any  form  in  the  effluent  water ;  others  still  purify- 
ing the  sewage,  but  doing  so  especially  by  the  rapid 
oxidation  of  ammonia  and  organic  nitrogenous  matters, 
attended  with  the  formation  of  nitrates  and  nitrites 
which  escape  in  solution  in  various  quantities  in  the 
effluent  water,  and  which,  although  perfectly  inoflFen- 
sive  in  themselves,  still  represent  so  much  loss  of 
valuable  matter.     '^  A  filter  is  not  a  mere  mechanical  Fnnctioiit 

•    •  *A.    *  "i_»         J?  'J*"  tji  ot filter. 

contrivance ;  it  is  a  machine  for  oxidising  and  thus 
altogether  transforming  as  well  as  for  merely  separating 
the  filth  of  dirty  water.''  It  is  plain  that  a  certain 
quantity  of  soil  can  only  do  a  certain  amount  of  work 
in  this  way ;  that  if  too  much  sewage  be  poured  on  to 
it,  a  certain  amount  of  the  organic  materials  must 
necessarily  escape  oxidation,  and  the  effluent  water 
will  flow  away  unpurified.      In  all  the  filtration  ex* 
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periments  this  is  found  to  be  the  case :  when  the  floi 
exceeds  a  certain  quantity  or  a  particular  rate,  the 
effluent  water  invariably  contains  undecomposed  or- 
ganic matters.  Thus  we  see  that,  as  far  as  the  questicm. 
of  purification  goes,  it  is  desirable  to  extend  the  area 
of  the  filter  as  much  as  possible ;  the  more  this  is 
done  the  purer  the  effluent  water  will  necessarily  be ; 
but  as  besides  the  question  of  purifying  the  sewage 
there  is  also  that  of  utilising  it,  the  area  over  which 
it  is  applied  must  be  limited  in  order  that  if  posalbli 
a  sufficient  agricultural  return  may  be  produced  to  pay 
the  expenses  of  working  the  system  and  to  ensure  the 
realisation  of  a  profit.  The  first  thing  to  be  attained 
is  the  purification  of  the  sewage  to  such  an  extent 
that  the  effluent  water  may  be  safely  allowed  to  flow 
into  a  watercourse ;  the  next  is  the  application  of  it 
as  an  agricultural  manure  in  such  quantities  and  ill'i 
such  a  manner  as  to  realise  the  greatest  returns  per; 
ton  of  the  sewage  and  per  acre  of  land ;  and  the  last, 
to  do  this  in  such  a  manner  that  the  health  of  the  In- 
liabitants  of  the  irrigated  districts  shall  in  no  way  be 
affected  injuriously  by  the  process. 

The  question  then  arises,  does  sewage,  as  at  pre- 
sent applied  to  land  for  agricultural  purposes  in  varioua 
places,  become  so  purified  that  the  effluent  water  is 
untainted  by  faecal  matter  ?  Let  us  examine  the  re- 
sults of  analyses  which  have  been  made  at  various 
places  of  sewage  applied  to  the  land,  and  of  the  water 
which  Hows  away  in  the  drains  of  that  land. 

But  we  must  here  premise  that  the  earlier  analyses 
of  this  nature  are  not  at  all  to  be  relied  on,  as  the 
methods  of  water  analysis  were  very  imperfect,  that 
of  estimating  the  amount  of  organic  matter  in  the 
total  solid  residue  by  incineration  being  entirely  (al-. 
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lacious.     From  the  First  Report  of  the  Rivers  PoUu-  compari- 
tion  Commissioners  we  find  that  the  raw  sewage  sup-  Jew^e  and 
plied  to  the  Craigentinny  meadows,  near  Edinburgh,  ^^^ 
contained  3 '6 13  parts  of  organic  nitrogen  and  9*510 
of  ammonia  in  100,000  parts,  while  the  effluent  water 
contained   '682   of  organic   nitrogen   and   1'989   of 
ammonia ;  this  being  produced  by  the  flow  of  about 
700  tons  of  sewage  per  hour  over  less  than  2 J  acres 
of  land  during  an  hour  and  a  half,  the  general  result 
being  the  reduction  of  the  total  combined  nitrogen 
from  11  '445  parts  to  2 '320,  and  of  the  total  suspended 
matters  from  39*40  to  5*52  parts  per  100,000.     This,  under  un- 
it  must  be  remembered,  is  the  result  produced  by  the  ckc^^^^* 
application  of  enormous  quantities  of  sewage  to  a  ^^^^^ 
limited  area.     The  value  of  the  agricultural  products 
having  been  alone  kept  in  view,  it  "must  not  be 
quoted  as  a  successful  example  of  sewage  cleansed  by 
irrigation, ...  for  it  is  poured  over  them  (the  meadows) 
in  such  enormous  quantity  that  the  soil  has  not  fair 
play  given  to  it  as  a  cleanser,  and  the  water  therefore 
leaves  the  grass-land  still  filthy  and  offensive."     It 
must  be  noted  that  here  there  are  no  nitrates  and 
nitrites  in  the  effluent  water.     {Loc.  cit,  vol.  i.  pp. 
74,  75.) 

At  the  Lodge  Farm,  near  Barking,  where  the  soil 
is  gravelly  and  very  pervious,  so  that  the  water  cannot 
travel  far  upon  the  surface,  and  "  that  after  fifty  yards 
at  most  of  surface-flow  it  sinks,  to  reappear  only  at 
the  mouth  of  the  main  drain  of  the  farm,"  it  was  found 
that  the  organic  nitrogen  was  reduced,  during  fifty  or  Better 
sixty  yards  of  surface-flow,  from  3*664  to  1*872 ;  after  '^''^^' 
a  further  surface-flow,  to  '624 ;  and,  at  the  issue  of 
the  main  drain  of  the  farm,  to  *329  parts  per  100,000; 
the  ammonia  being  reduced  during  the  same  flow  from 
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Apprar-  4  to  *8  parts  per  100,000,  while  the  nitrates 
traus'and  nitrites,  which  were  absent  from  the  sewage,  appeared 
nitriiM.  JQ  ^jjg  effluent  water  to  the  extent  of  nearly  3  parta 
per  100,000.  Plenty  of  other  instances  might  be 
taken,  all  of  them  showing  that  the  amounts  of  each 
and  all  of  the  constituents  of  sewage  are  considerably 
reduced  by  practical  irrigation,  with  the  exception  of 
chlorine,  which  is  very  slightly  reduced,  or  even  some- 
times apparently  increased,  and  nitrates  and  nitrites, 
which,  not  existing  in  the  sewage  itself,  appear  in  the 
effluent  water,  sometimes  in  considerable  quantities ; 
and  these  results  have  been  obtained  even  where  the 
object  has  not  been  so  much  the  purification  of  the 
sewage  as  the  production  of  a  valuable  agriculttmd 
return.  We  can  go  still  further  than  this,  and  say 
Effectiui  that  the  constituents  which  are  most  effectually  ranoved 
from  the  sewage  are  especially  the  ptitre^cible  organic 
viatters ;  that  is  to  say,  are  those  which  it  is  our  main 
object  to  remove  both  from  a  sanitary  and  an  agricul- 
tural point  of  view.  We  have  already  seen  that  all 
other  processes  especially  fail  in  removing  these  verj' 
constituents.  With  regard  to  these  analyses,  however, 
we  must  note  that  the  amount  of  the  purification  is 
presented  to  us  by  them  in  an  exceedingly  unfavour- 
able manner.  In  all  the  processes  of  mere  straining 
or  precipitation  the  amount  of  eflluent  water  is  to  all 
intents  and  purposes  the  same  as  the  amount  of  sew- 
age, and  the  number  of  parts  of  each  of  the  constituents 
per  100,000  may  be  fairly  compared  with  the  number 
of  parts  of  the  same  constituents  in  100,000  parts  of 
1^  sewage.  But  with  irrigation  the  case  is  totally  and 
entirely  difi'erent ;  the  amount  of  effluent  water  issuing 
from  the  drains  of  an  irrigated  piece  of  land,  on  which 
crops  are  growing,  is  diminished  not  only  by  the  amount 
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that  directly  evaporates  from  the  soil  itself,  which  in 
dry  weather  must  be  very  considerable,  but  by  the 
enormous  amount  that  is  continually  evaporating  from  Enormous 
every  exposed  part  of  the  growing  plants.     This  enor-  Stmfrom 
mous  amount  will  be  the  more  appreciated  when  we  p^'^^- 
consider  the  results  of  its  cooling  power  on  a  somewhat 
extended  scale. 

Many  are  the  instances  in  which  the  climate  of  a 
country  has  been  entirely  changed  by  the  destruction 
of  its  forests,  but  we  need  only  state  the  case  of  the  luustra- 
destruction  of  many  of  the  large  forests  which  formerly  ^°°' 
bordered  the  banks  of  the  Rhine,  by  which  the  climate 
has  been  changed  from  a  very  cold  one  to  a  temperate 
one,  the  winters  never  now  having  anything  like  the 
severity  they  had  in  former  times,  when  that  river  was 
frequently  frozen  over  (Blumenbach).    This  continual 
evaporation,  then,  causes  a  very  considerable  diminution 
in  the  amount  of  water  which  can  possibly  flow  away 
by  the  drains  as  effluent  water.     To  determine  accu- 
rately the  amount  of  this  loss  would  require  a  special 
set  of  observations  under  such  conditions  as  would 
ensure  the  collection  of  the  whole  of  the  effluent 
water.     Such  experiments  have  been  carried  out  by  ExpeH- 
the  Committee  of  the  British  Association  at  Breton's  ^owit^f 
farm,  near  Romford,  and  the  results  of  them  will  now  ^^^  °' 

'  water. 

be  given. 

The    Committee    determined    that   the    average 
amount  of  diluted  sewage  pumped  on  to  Breton's  farm 
per  diem  was  1182  tons;  this  being  the  average  of 
over  a  year's  (399  days)  observations.     The  average  Ptopor- 
amount  of  effluent  water  discharged  was  found  to  be  ^onuts  ot 
513^  tons  per  diem,  that  is  to  say,  only  47*3  per  cent  JSJ3t*"^ 
of  the  sewage  pumped  on  to  the  land  is  discharged  '^^^' 
through  the  deep  drains  as  effluent  water.     The  rain- 
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fall  at  the  farm  tliiring  the  399  days  was  22'64  incites, 

equal  to  2287  tons  per  acre,  or  on  the  121^  acres  of 
the  farm  277,900  tons  {Repm-t,  1871,  p.  176).  As 
to  the  composition  of  the  sewage  and  effluent  water, 
the  average  amount  of  nitrogen  in  100,000  tons  of 
the  diluted  sewage  pumped  was  5'529  tons;  that  in 
the  effluent  water  1'147  ton;  and  as  the  volume  of 
the  effluent  water  was  only  47*3  per  cent  of  the  total 
amount  of  diluted  sewage  applied  to  the  land,  it  followfc 
"  that  the  proportion  of  nitrogen  escaping  in  ^ 
effluent  water  to  the  total  quantity  applied  is  '1067, 
or  about  one-tenth."  It  is  very  important  to  obaeiro 
that  the  analyses  were  made,  of  average  samples — that 
to  say,  of  samples  taken  in  proportion  to  the  rate  of  Jim 
of  the  sewage  at  the  times,  as  indicated  by  the  gaugii 
The  following  table  is  calculated  from  results  gi' 
in  Table  II.,  Report,  1873,  p.  420  :— 

Average  Composition  of  Sewa^t  as  pumped  on  to  Bretoi^i 
farm  from  Mardi  1872  to  March  1873,  and  of  £ffiumi 
Water. 

ReaultB  given  in  pnrta  per  100,000. 
NrmooEN, 


itAomonlt.  OrgMiIc 


These  results  show  that  we  must  not  consider,  be 
cause  we  find  a  certain  quantity  of  organic  nitrogen,  c 
ammonia,  of  nitrates  and  nitrites,  etc.,  in  100,000  parti 
of  effluent  water,  that  this  quantity  came  from  only 
100,000  parts  of  sewage.  The  analytical  results  olv 
tained  by  the  Rivers  Pollution  Commissioners,  which 
we    have   already  given   have   certainly  never  besfl 
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approached  by  any  other  method  than  that  of  filtra-  Results 
tion  through  land,  and  for  reasons  already  given  it  Iven^with^ 
is   hardly  possible  that  they  ever  will   be,  so  that  40^*^°^* 
they  are  very  favourable  to  irrigation  as  a  means  ejapom. 
of  purifying  the  sewage :  making  the  correction  indi- 
cated, they  become  indeed  exceedingly  favourable.     It 
appears,  then,  that  the  first  requirement  is  satisfied  by 
irrigation,  and  this  is  borne  out  by  the  opinions  ex-  First 
pressed  in  all  the  Reports  that  have  been  issued  upon  ^SjfieJ? 
the  subject.      The  Sewage  Commissioners,  in  their 
First  Report  (1858),  showed  that  they  considered  that 
the  irrigation  of  land  (in  some  cases  supplemented  by 
other  processes)  was  the  best  means  of  preventing  the 
pollution  of  streams  by  sewage.    In  their  Third  Report 
(1865),  p.  3,  they  state  still  more  definitely  that  "  the 
right  way  to  dispose  of  town  sewage  is  to  apply  it 
continuously  to  land,  and  it  is  only  by  such  application 
that  the  pollution  of  rivers  can  be  avoided.  ^^ 

We  must  at  once  insist  upon  the  condition  of 
filtration,  which  is  an  absolutely  essential  one  in  any 
attempt  at  the  purification  of  sewage.     The  success  of 
the  irrigation  process  entirely  depends  upon  this.     It 
is  not  sufficient  to  let  the  sewage  run  over  the  surface  Mn«t  not 
of  the  land  among  the  crops,  and  to  suppose  that  it  ^^^"^^ 
may  be  purified  in  this  way ;  it  must  not  merely  run  ^*"^- 
on  to  the  land,  but  also  through  it. 

The  Committee  of  the  British  Association  made  a 
special  investigation  of  these  points,  and  the  results 
as  abstracted  for  the  Committee  by  the  author  are 
here  given  {Report^  1873,  pp.  445,  446) : — 

At  the  farms  at  Tunbridge  WeUs,  where  the  sewage  is  applied  to 
the  surface  of  the  knd  on  the  catch-water  system,  and  where  under-   Catch- 
drainage  has  not  been  systematically  carried  out  (the  drains  which  water 
already  exist  having,  in  fact,  been  brought  up  to  the  surface  to  empty  sJ^t^ 
into  the  carriers),  the  purification  of  the  sewage  cannot  be  said  to  be 


roudered 


gatisfactoiy ;  for  althougli  &  considerable  dilution  witE 
takes  plaoe,  the  water  wliicli  has  passed  over  the  land  is  a 

Vary  Uttle    and  moreover,  contains  scarcely  any  nitrates,  thus 

oiidaiion,     ijttle  oxidising  action  takes  place. 

Tlie  same  result  was  found  at  the  Eeigate  !ana  at  Eartswood,* 
wliere  the  state  of  the  effluent  water  was  still  more  unsatiafsctorj  ;  ia 
fact,  in  one  instance,  it  was  found  that  the  sewage  which  had  pimrii 
over  two  fields  was  actuoUy  stronger,  eicept  as  regards  actual  anunoniA 
(t,<.  it  contained  more  of  the  total  solids  in  solution,  with  more  nitro- 
genouB  organic  matters),  than  it  was  afUr  paHsiug  over  onlv  the  firrt 
of  these  fields,  thus  showing  that  tlic  ground  was  so  eatumtoil  wiUi 
sewage  that  any  additional  sewage  passed  on  to  it  could  "  only  co^J 
centrate  itself  hy  evaporation,  or  by  solution  of  matters  in  the  upp^l 
layer  of  the  BoiL"  S 

These  farms  were  t^in  inspected  in  the  following  year,  tt  mftS 
found  that  the  effluent  water  was  running  clear  and  free  firom  amell. 
No  analyses  were  however  made  at  this  time.  The  crops  iiiclad«d 
oats,  beans,  and  wheat,  as  well  as  meadow-grass  and  Italian  rye-gru^ 
and  seemed  to  be  in  a  Batisfoctory  condition  ;  but  no  general  syBtem  at 
subsoil  droini^o  had  been  commenced.  A  comparinon  was  made  in 
January  1871,  during  severe  frost,  of  the  results  obtained  in  the  poriS- 
cation  of  sewage  at  the  three  following  farms : — Breton's  farm,  nur 
Romford,  Beddington  farm,  Croydon,  ajid  Norwood  farm.  It  WM 
found  that  in  the  latter  two  coses,  where  the  sewage  was  passed  over 
the  land  on  the  cutch-water  system,  it  was  not  satisfactorily  porified, 
the  nitrogen  escaping  in  the  effluent  water  being  only  partijly  in  tfaa 
state  of  nitrates  and  nitrites ;  while  in  Breton's  farm,  where  tbij 
sewage  passes  through  the  soil,  the  farm  being  in  effect  a  large  Site 
bed,  "(1)  oiidation  goes  on  in  winter  as  well  ai 
almost  all  nitiDgen  lost  is  lost  in  an  oxidised  and  inoifensive  form  ;  ■ 
(2)  this  loss  is  very  slightly  greater  in  winter  with  a  very  i 
than  in  summer  with  a  weaker  one,  so  that  eewaging  i 
would  appear  to  entail  no  extra  loss  of  manure." 

It  was  also  observed  that  while  in  summer  sewage  is  ooled  by  J 
percolation  through  the  soil,  and  almost  always  heated  (somettmecV 
c-onsiderably  so)  by  surface-tlow,  as  was  observed  both  at  Tlinbridgul 
Wells  and  at  Earlswood  (the  temperature  of  the  effluent  water  in  tlta  ] 
latter  case  being  actually  6°  higher  than  that  of  the  sewage),  in  winter,  1 
on  the  other  hand,  the  cooling  which  takes  place  is  less  with  p 
tion  through  the  soil  than  with  surface-flow  in  both  instance^  so  t 
"  these  results  are  favourable  to  percolation  through  the  soil,  as  oppoaelS 
to  mere  ■urfare'llow  both  in  summer  and  winter.  Percolation  < 
a  considerable  cooling  in  summer,  while  in  winter  it  does  not  cool  tht  I 
effluent  water  so  much  as  surface-flow  docs," 

These  results  induced  the  Committee  to  make  Uia] 
*  When  none  of  the  land  is  uuderdiained. 
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following  diatinet  statement  in  their  Third  Report, 
p.  185  :— 

It  may  aeeni  almost  anperfluouB  for  the  Committee,  after  so  many 
years  of  j^Deml  eKperience  throughout  the  conntry,  to  oi^c  in  favour 
of  the  subsoil  drainage  of  naturally  heavy  or  naturally  wet  hind  with 
impervious  subsoil  for  purposes  of  ordinary  agriculture ;  but  some 
persona  have  strongly  and  repeatedly  called  in  question  the  necessity  of 
draining  land  when  irrigated  with  sewage  ;  and  the  two  forms  at  Tnn- 
bridge  Wells,  to  a  great  extent,  and  more  especially  the  Beigate  tarm  at 
Earlawood,  have  been  actually  laid  out  for  sewi^  irrigation,  on  what   Fanas  laid 
may  be  called  the  "  saturation  principle  ; "  so  that  it  appears  to  the   ""t  on  the 
Committee  desirable  to  coll  attention  to  the  fact,  that  if  drainage  is  .i'q  ^ 
necessary  where  no  water  is  artiftcially  apphed  to  the  soil,  it  cannot  eiple." 
be  less  necessary  after  on  addition  to  the  rainfall  of  100  or  SOO  per 
cent.      But  a  comparison  of  the  analyses  of  different  samples  of  effluent   Cnmpar- 
waters,  which  have  been  taken  by  the  Committee  from  open  ditches  "'"'  of 
into  which  efflueut  water  was  overflowing  off  saturated  land,  aad  from  """'J™*- 
subsoQ;drainB  into  which  etHuent  water  was  intermittently  percolating 
through  several  feet  of  soil,  suggests  grave  doubts  whether  efllueat 
water  ought  ever  to  be  permitted  to  escape  before  it  has  percolated 
through  the  soiL 

The  power  of  the  crops  themselves  of  abstracting 
the  manurial  constituents  from  the  sewage  is  doubt- 
less exceedingly  great,  but  it  must  be  remembered 
that  this  power  chiefly  resides  in  the  roots,  and  that  Sewage 
as  the  soil  itself  has  been  proved  capable  of  abstract-  inonta"" 
ing  these  manurial  constituents,  d  fortiori  will  this  be  JIJ^J),"'^ 
done  the  more  completely  when  the  soil  is  aided  by 
the  avidity  of  the  roots  of  a  growing  crop  to  absorb 
their  natural  nutriment.     The  process  is,  in  fact,  one 
of  direct  conversion  of  refuse  matters  into  crops  ;  these 
matters  being  brought  for  the  most  part  dissolved  in 
water,  that  is  to  say,  in  the  natural  condition  in  which, 
as  far  as  yet  known,  they  are  really  capable  of  being 
absorbed  by  plants :  although  the  power  of  the  soil 
itself  (that  is,  of  certain  soils)  to  retain  these  manurial  is  absorbed 
matters  must  not  be  overlooked ;  neither  must  the  when  soii 
fact  that  the  roots  of  plants  are  capable  of  doing  it  JJ^fJeulll'^ 
when  the  soil  is  of  such  a  quality  that  it  would  not  "■ 


do  30  to  any  appreciable  extent,  and  when  indeed  th* 
plants  could  not  be  grown  upon  it  at  all  if  it  were  not 
supplied  with  manure  continually.     That  is  to  say, 
that  despite  the  weighty  authority  of  Baron  Liebig, 
who  has  maintained  the  contrary  opinion,  indisputable 
facta  have  most  certainly  shown  that  pure  sand 
capable  of  supporting  large  crops  when  properly  sup- 
plied with   a  sufficient  quantity  of  sewage.      In  the 
Appendix  to  the  Special  Report  from  the  Select  Com- 
mittee on  the  Thames  Navigation  Bill,  the  result  of 
an  experiment  ia  stated  which  showed  that    Italian 
rye-grass,   wheat,  and  mangolds  could  be   perfectly 
well  grown  on  sea-sand  (2^  feet  in  depth)  when  sew- 
age was  properly  supplied  to  it.     The  lower  portion 
of  the  present  Craigentinny  meadows  consisted,  fifty 
years  ago,  of  low  moving    sandhills,    the    "  Figgate 
Whins."     In  fact,  it  is  now  useless  to  deny  that  sea- 
sands  may  in  this  way  be  reclaimed  and  made  valu- 
able property,  producing  jumually  enormous  crops  of 
grass.     That  it  ia  not  advisable  to  apply  the  sewage 
'  to  lands  which  cannot  absorb  it  independently  of  the 
crops,  we  do  not  for  a  moment  wish  to  maintain ;  it 
is  plain  that  when  applied  to  fallow  land,  as  it  would 
often  have  to  be,  especially  in  winter,  it  is  essential 
that  the  soil  should  thoroughly  absorb  and  retain  the 
manurial  constituents,  or  at  any  rate  it  must  be  de- 
manded that  they  shall   be  so  thoroughly  oxidised 
that  the  effluent  water  shall  retain  none  of  them  in  a 
putrescible  condition.     But  that  crops  will  grow  on 
lands  so  absolutely  worthless  that  the  soil  only  per- 
forms the   function   of  mechanically  supporting  the 
plants,  if  they  be  supplied  with  the  organic  and  inor- 
ganic matters  essential  to  their  growth,  and  which 
are  contained  in  town  sewage,  is  now  an  ascertained 
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fact.    The  condition,  then,  is  simply  that  the  sewage  be  sewage 
not  allowed  to  run  merely  over  the  land,  but  through  i^i"contaT 
it,  so  aa  to  come  in  contact  with  the  roots  of  the  plants.  "'^^  *''" 
To  this  end  it  must  be  applied  from  the  surface,  and 
not  by  underground  pipes,  aa  in  this  latter  case  it  is 
plain  that  it  would  not  wash  the  roots  of  the  plants,  as  it 
is  delivered  into  the  soil  for  the  most  part  below  them. 

In  the  Report  of  the  Select  Committee  on  the 
Metropolis  Sewage  (known  aa  Lord  Robert  Montagu's), 
1864,  it  ia  stated  that 

No  efficient  artificial  method  has  been  discovered  to  purifj,  for  Coticla- 
drinking  and  culinary  purpoBes,  water  which  has  once  been  infected   siona  of 
by  town  sewage.     By  no  known  mechanical  or  chemical  means  can  Commit- 
BUch  water  be  more  than  partially  cleansed  ;  it  is  always  liable  to 
putrefy  again.     Processes  of  filtering  and  deodorisation  cannot  there- 
fore be  relied  upon  to  do  more  than  mitigate  the  evil.     Water  which 
appears  perfectly  pure  to  the  eye  ia  sufficient,  under  certain  conditions, 
to  breed  serious  epidemics  in  the  population  which  drinks  it.  .  .  .  Soils, 
however,  and  the  roots  of  growing  plants,  have  a  great  and  rapid 
power  of  abstracting  impurities  from  sew^e  wat«T,  and  rendering  it 
again  innocuous  and  free  from  contamination.     {Report,  p.  6.) 

And  again,  in  the  First  Report  of  the  Committee 
on  the  Sewage  of  Towns,  1862  (known  as  Dr.  Brady's), 
we  find  the  eoncluaion  arrived  at  by  Dr.  Ho&nann, 

"that  all  proposals  to  use  sewage,  except  the  proposal 
to  uae  it  for  purposes  of  irrigation,  bore  in  themselves 
evidence  of  their  impracticability."  And  in  the  First 
Report  of  the  Rivers  Pollution  Commissioners  (1868), 
vol.  i.  p.  71,  it  is  stated  as  the  result  of  the  numerous 
and  important  experiments  conducted  by  the  members 
of  that  Commission,  that 

Considered  merely  as  a  mechanical  and  chemical  agency  for  cleans-  Th^t  por- 
ing the  drainage  water  of  our  towns,  it  seems  plain  that  a  sufficient  ons  boU  i> 
Mtent  and  depth  of  porous  soil  to  be  used  in  irrigation,  having  periodi-  *''*  .^* 
cal  intervals  of  rest,  during  which  the  soil  drains  and  becomes  refilled  " 
with  air,  certainly  must  be  the  best  poseibte  strainer,  oxidiser,  and 
filter  of  water  which,  like  the  sewer  water  of  our  towns,  contains 
nanaeoas  organic  impurities  both  suspended  and  dissolved. 
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The  British  Association  Sewage  Comrnittee  anr" 
at  the  conclusion  that  "by  properly  conducted  sew- 
age irrigation  a  solution  is  afforded  to  the  question  of 
sewage  utilisation"  {Report,   1873,  p.    450).       Thi 
further  state  that 

In  all  inatancee  it  is  essential  that  tbe  kud  should  be  well  nndoi 
That  sew-  drained,  and  that  the  aewage  should  all  pass  through  the  soil,  nnd  noi 
«ge  should  merely  over  it ;  otherwise,  as  hoa  been  ehowu,  it  will  only  occaoionall] 
R^    .  be  Batiafflctorily  purified.     The  catch-water,  or,  as  the   Committee  ' 

tbe-soil.  termed  it,  the  Bupersaturotion  principle,  is  not  defensible,  eitber 
agricultural,  chemical,  or  ennitary  principles,  An  irrigatioii  fii 
should  therefore  carry  out  intermittent  downward  liltratioa  on  a 
scale,  BO  that  the  sewage  may  be  alwaya  thoroughly  purified,  while 
the  same  time  the  maximum  of  utilisation  m  obtained. 


The  conclusion  arrived  at  by  the  Comroittee  of 
the  Local  Government  Board  on  Modes  of  Treatiim 
Town  Sewage  was  {Report,  1876,  p.  13)  that 

Town  sewage  can  beat  and  most  cheaply  be  dispo<ied  of  and  pu 
fied  by  the  process  of  land  irrigation  for  agricultural  purposes  wh« 
local  conditions  are  favourable  to  its  application. 

One  of  the  results  of  the  Society  of  Arts  Confereni 
on  the  Health  and  Sewage  of  Towns  (1876)  was 
pressed  by  the  Committee  as  follows  : — 

In  certain  localities,  where  land  at  a  reasonable  price  can  be  pr»- 
cored,  with  favourable  natural  gradients,  with  soil  of  a  aiutalde 
quality,  and  in  sufBcient  quantity,  a  eewnge  farm,  if  properly  con- 
ducted,  is  apparently  the  best  method  of  disposing  of  water-carried 
Bewage.  It  is  eMentiol,  however,  to  bear  in  mind  that  a  profit  ahoolA 
not  be  looked  for  by  tbe  locality  establishing  the  sewage  fum,  and 
only  a  moderate  one  by  the  farmer. 


EXAMPLES   OF   SEWAGE    FAJtMS. 

We  will  now  bring  forward  some  examples  to  showl 
what  has  been  done  already  in  the  practical  applica*  I 
tion  of  sewage  water  as  manure  by  irrigation.  Thel 
number  of  towns  which  now  utilise  their  sewage  iit'  f 
this  manner  is  very  large,  and  it  would  be  impossible 
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even  if  it  were  desirable  to  give  examples  of  them  all 
in  the  present  work.  The  examples  given  in  the  first 
and  second  editions  of  this  work  have  been  retained 
in  the  present  edition,  as  they  were  the  pioneers  of  a 
system  which  has  now  been  so  largely  adopted,  and  it  was 
on  their  success  or  failure  to  satisfy  sanitary  and  com- 
mercial requirements  that  the  future  of  sewage  farming 
so  largely  depended.  An  account  of  the  Birmingham 
sewage  farm,  to  which  we  paid  a  special  visit  in  com- 
pany with  Mr.  Alderman  Avery,  has  been  added. 

The  Health  of  Towns  Commissioners,  in  their 
First  Keport  (1844),  give  a  short  account  of  irri-  imgati 
gation  as  applied  at  Milan;  the  Sewage  of  Towns  ****^^*^ 
Commissioners,  in  their  Preliminary  Report  (1858), 
give  a  somewhat  longer  account  of  it;  and  &om 
these  two  Reports  we  gather  the  following  particulars. 
The  city  is  chiefly  supplied  with  cesspools ;  there  are 
very  few  water-closets,  and  they  communicate  with 
cesspools. 

It  is  forbidden  to  discharge  urine  into  the  drains,  but  there  being 
so  direct  an  interest  against  the  discharge  of  any  fluid  into  the  cess- 
pools (because  the  inhabitants  have  to  pay  for  emptying  them),  it  may 
readily  be  supposed  that  no  more  than  is  unavoidable  finds  its  way 
into  those  receptacles,  and  that  as  the  streets  themselves  abound  with 
urinals,  the  chief  portion  of  this  valuable  part  of  the  refuse  of  the 
town  does  find  its  way  to  the  sewers.     {FreUm,  Report  8.  of  T.  C^  p.  40.) 

The  liquid  refuse  of  the  city  is  collected  in  large 
sewers,  which  join  one  another  and  meet  in  a  canal 
called  the  "  Vettabbia."  This  *'  is  made  to  ramify  and 
serve  for  the  irrigation  of  about  4000  acres  of  land, 
after  which  it  falls  into  the  River  Lambro,  about  ten 
miles  below  the  city."  And  here  we  find  a  remark- 
able instance  of  the  truth  of  a  fact  before  stated, 
namely,  that  the  separation  of  the  solid  excremental  without 
matters  from  the  sewage  does  not  to  any  appreciable  Sclent 


extent  diminisli  its  manurial  value,  or  prevSt 
being  to  all  intents  and  purposes  sewage — a  liquii 
containing  large  quantities  of  highly  putrescibl' 
matter.     The  account  is  as  follows : — 

It  has  been  stated  how  little  solid  tuBttcr  is  convejred  in  this  ebeam 
nowhere  in  appearance  is  it  us  rauddj  as  the  Thames  bettreea  lb 
Rich  bridges,  and  yet  much  of  the  knd  irrigated  by  it  becomes  ao  rich  tlw 

mmnre.  the  eurtace  is  pared  off  every  few  years,  not,  as  erroneoualj  stated  b] 
some  writers  on  the  subject,  in  order  to  preserve  the  level  of  th«  hmd 
for  irrigation,  bat  to  ohtoin  the  vegetable  matter  which  becomes  ii 
time  too  luxuriant  in  growth,  as  material  for  manure  for  other  lantl^ 
for  which  it  is  highly  prized.     {Prtlinu  Report  S.  of  T.  (X,  pp.  40,  41.) 

It  is  calculated  that  to  each  acre  is  applied  the 
liquid  refuse  of  about  forty  persons  ;  "  but  it  must  be 
observed  that  much  of  the  water  is  used  over  and 
Ad»»nt*gB   over  again  successively  on  lands  at  lower  levels."     So 
^i^^'      far  from  being  a  disadvantage  in  winter,  we  find  that 
■'*''"■        "  the  Vettabbia  possesses  also  the  valuable  peculiarity 
of  protecting  from    frost  the  meadows  it  irrigates, 
owing  to  the  high  temperature  it  receives  in  its  pass- 
age under  the  town."     {First  Report  H.  of  T. 
vol.  ii.  p.  405.) 

The  expense  of  forming  a  meadow  for  irrigation  appears  to  -nxj 
from  about  £8  or  XlO  to  upwards  of  £40  an  acre,  according  to  the 
original  character  of  the  surface.  The  water  is  turned  on  for  from  six 
to  ten  hours  once  a  week  throughout  the  summer  months,  but  a  certun 
portion  of  the  meadows  are  irrigated  constantly  tliroughout  the  winter, 
and  arc  then  called  "  Marcite."     {Prtlim.  Report  H.  of  T.  C,  p.  41.) 

A  good  deal  of  land  around  Milan  is  irrigated  with 
water  containing  no  sewage,  and  on  this  land  a  con- 
siderable quantity  of  manure  has  to  be  used  ;  whilt  on 
Ko  othar  the  land  irrigated  with  sewage  even  the  manure  of  the 
cattle  that  are  fed  on  its  produce  is  used  elsewhere. 
"  To  obtain  the  same  produce  from  such  lands  "  with- 
out irrigation  would  require  manure  worth  "  about 
£A  :  8s.  per  acre  per  annum." 
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Some  of  the  muiuiijwn  irtigated  by  the  eewerage  water  of  Milan  Bent 
yield  a  net  rent  of  £21  per  tomatura  (a  measure  of  10,000  square 
metreH,  equal  to  about  2J  acres),  besides  a  land-tox  of  61  francs  10 
cents,  the  expenses  of  admlDistration,  repaire  of  buildings,  and  so 
forth.  These  meadows  are  mowed  in  November,  January,  March, 
and  April  for  stable-feeding  ;  in  June,  July,  and  August  they  yield 
three  crops  of  hay  for  the  winter  ;  and  in  September  they  fiimish  an  Ctops. 
abundant  pasture  for  the  cattle  till  the  beginning  of  the  winter 
irrigation.     (First  Beport  R  of  T.  C,  voL  ii.  p.  406.) 

The  deputation  appointed  by  the  Sewage  of  Towns 
Commissioners  considered  themselves  justified  in 
stating  that 

The  experience  of  the  irrigations  around   Milan  adds  a  Btrikin;^  Value  of 

additional  proof  to  thme  already  obtained  of  the  great  value  to  agricul-  *»'«'";  bat 

ture  of  a  command  of  pure  water  alone,  and  of  the  immense  increase  ^j^^^ 

of  that  value  obtained  by  the  addition  of  sewage  combined  with  the  wsbiT. 
higher  temperature  derived  by  the  lir^uid  in  its  passage  through  a 
town.     (Prelim.  Eepoii,  p.  44.) 

Near  Edinburgh,  sewage  u'rigation  has  been  going 
on  for  the  last  200  years,  according  to  the  evidence  of 
Mr.  Christie-Miller,  the  proprietor  of  Craigentinny 
meadows,  given  before  Dr.  Brady's  Committee.  The 
quantities  of  sewage  supplied  to  those  meadows  are 
enormous  ;  thus  in  some  parts  it  is  applied  at  the  rate 
of  the  refuse  of  350  people  per  aere,  the  quantity  being 

Often  as  mui^h  as  ten  or  fifteen  thousand  tons  per  acre  during  the  Too  much 

growing  season,  besides  an  indefinite  quantity  during  winter.  .   .   .   The  ■pp'ied  >t 

stream  flows  on  in  almost  undiminished  foulness  to  the  meadows  lower  ^,'f"'' 

down.  ...  It  is  plain  that  an  enormous  quantity  is  applied,  much  , 
beyond  the  needs  of  the  largest  possible  crop  o(  grass,      (Firit  Beport 
R.  P.  C,  vol  i.  p.  75.) 

The  proprietor,  on  the  contrary,  holds  the  opinion 
that  the  more  sewage  is  supplied  the  richer  is  the 
crop.     He  says  : — 

I  do  not  suppose  that  any  tenant  ever  complained  of  having  too  So  cc 

much  water  put  upon  his  lot  .  .  .  they  have  frequently  complained  pl&iai 

of  their  not  having  enough,  but  we  never  had  a  complaint  from  &  too  m 
tenant  that  the  waterman  gave  him  too  much. 
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The  increase  in  the  value  of  the  land  is  very 
markable.     Mr.  James  Smith,  in  his  Report  to  tJwj 
Health  of  Towns  CommiBsioners  (1845)  on  the  Appli< 
tion  of  Sewer  Water  for  Agricultural  Purposes,  sai 
(Second  Report  H.  of  T.  C,  vol.  ii.  p.  174)  : — 
f         The  practical  result  of  tliia  application  of  eewer  water  is  that 
which  let  formerly  at  hovx  40b.  to  ^6  per  Scotch  acre  is  noi 
annually  at  from  £30  to  j£40,  and  that  poor  sandy  land  on  Lhc 
shore,  which  might  be  worth  2s.  6d.  per  acre,  lets  at  an  anutial 
of  from  £16  to  £20.  .  .  .  The  average  value  of  the  land,  irrespedite 
of  the  sewer-water  application,  may  be  taken  at  £3  per  imperial  acR^ 
and  the  average  rent  of  the  irrigated  land  at  £30,  making  a  differaux 
of  £27  ;  but  £2  may  be  deducted  as  tlie  cost  of  management,  leaving 
£25  per  acre  of  clear  annual  income  due  to  the  sewer  water. 

During  the  past  year  the  highest  price  attained  was  £AX  :17:i 
per  acre,*  and  from  that  down  to  £19  an  acre  haa  been  leaUsed.     nai 
Italian  rye-grass  on  the  some  farm  haa  varied  in  price  from  JS38 
acre  for  the  first  year's  cuttings,  to  £25  an  acre  for  the  second  jtt 
cuttings.      {Firtt  Report  R.  P.  C,  1868,  vol  i.  p.  75.) 

At  another  farm,  where  eight  acres  are  supplied 
with  about  3000  tons  per  acre  annually,  "a  quantity 
which,  at  Id.  per  ton,  if  ordinary  sewage  be  taken  to 
be  worth  so  much,  many  ordinary  agricultural  crops. 
would  easily  repay,"  the  Italian  rye-grass  grown  oiij 
them  has  been  sold  for  from  £25  to  £36  an  acre; 
"prices  equal  to  those  obtained  at  Lochend,  when 
four  times  the  quantity  of  sewage  is  applied.  It 
would  seem,  therefore,  that  the  enormous  surplusage 
of  foul  water  used  at  the  latter  place  fails  to  be  of  any 
agricultural  service."  The  sunmier's  gross  of  the 
lower  Craigentinny  meadows 

Is  swIJ  by  auction  to  the  Leith  and  Edinbui^h  cow-keepew 
■priog,  and  the  maximum  value  reached  tost  year  wa*  £36 
■tatute  acre     The  quantity  of  grass  for  which  such  prices  are  ol 
it  believed  to  vary  from  50  to  70  tons  per  acre.     And  oi 
arc  perfected  of  distributing  the  sewage  more  evenly,  and  as  the 
drainage  of  the  land  improves,  the  quantity  and  price  are  both 

*  That  tx  to  say,  that  the  rvceipt  from  a  certain  quarter  of  ai 
waa  at  this  high  rate. 
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ing  year  by  year.  No  exhaustion  is  apparent  anywhere.  The  sewage  Reinilts  on 
brings  down  more  than  the  plants  require  of  every  necessary  constituent  ^^  whole, 
of  their  food,  so  that  even  the  poor  sea-sand  is  as  fertile  as  the  rest, 
and  the  land  is  getting  richer  year  by  year,  notwithstanding  the  enor- 
mous crops  it  yields.  Taking  the  average  price  of  the  whole  240  acres 
to  be  £24  an  acre,  we  have  a  total  annual  produce  of  JB5760  a  year 
extracted  by  the  land  and  grass  from  the  drainage  of  80,000  people, 
or  Is.  5d.  from  each  person  annually — certainly  not  a  halfpenny  a  ton, 
over  the  enormous  quantity  of  sewage  which  is  here  applied.  But  the 
area  is  not  sufficient  to  take  up  the  whole  of  the  filth  brought  down 
by  the  water.  A  much  larger  extent  of  crop  could  be  obtained  from 
the  use  of  it,  if  there  were  any  land  convenient  on  which  it  could  be 
applied,  or  if  there  were  a  sufficient  demand  for  the  produce  of  it." 
{First  RepoH  R.  P.  C,  1868,  vol.  i  p.  75.) 


That  the  results  are  not  as  satisfactory  to  the  town  Results  not 

satisf 
tory. 


as  they  should  be,  is  seen  from  the  fact  that  the  receipts  ***^^*<^" 


Essex. 


are  £7000,  while  the  cost  of  cleansing  the  town  is 
£1 3,000 ;  but  it  is  better  than  quite  wasting  the  sewage, 
as  the  cost  of  cleansing  the  city  would  be  the  same. 

The  Earl  of  Essex,  who  has  applied  the  Watford  Experi- 

/•«.,•  .  1  1     i*  -r^       ence  of  the 

sewage  for  irrigation,  gave  evidence  before  Dr.  Eariof 
Brady's  Committee  that  the  increased  value  of  land 
per  acre,  after  deducting  the  price  of  the  sewage,  was 
£2  :  7:6  clear.  It  exceeded  the  rent  of  the  ground. 
He  considers  that  60,000  tons  are  sufficient  for  50 
acres  of  land,  and  he  finds  that  it  is  stored  up  as  it 
were  in  the  soil :  "  Put  it  on  when  you  like,  it  remains 
in  the  soil  till  it  is  wanted  by  the  plants."  Four  or 
five  crops  of  rye-grass  are  produced  in  the  season,  and 
"  I  can  fatten  nearly  two  bullocks  to  the  acre,  besides 
seven  or  eight  horses,  and  as  many  pigs  as  I  have 
room  for."  On  thirty-five  acres  of  meadow  grass 
600  tons  an  acre  were  applied,  and  the  result  was  an 
extraordinary  crop,  such  as  he  "  never  saw  before  using 
the  sewage."  Wheat  was  also  grown,  and  it  was 
found  to  increase  in  value,  both  in  straw  and  com ; 
it   will   thrive   very   well  after  Italian  rye -grass : 


I  Tmjr  vbIu- 
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1 34  tons  of  sewage  were  applied  to  each  of  two  acpe>~ 
of  wheat,  and  from  each  acre  a  value  of  ^3  :  1  : 6 
over  and  above  that  of  the  produce  of  any  other  acre 
in  the  fieid  was  produced,  or  5^d.  for  each  ton  of 
sewage  applied.  The  general  results  of  this  farm 
show  that  at  three  farthings  a  ton  it  will  pay  very 
well  to  irrigate  with  sewage,  and,  at  a  halfpenny  a 
ton,  uncommonly  well ;  but  that  it  would  not  l*e 
certainly  profitable  unless  the  sewage  was  got  under 
a  penny  a  ton. 

Carlisle  was  the  only  town  which  informed  the 
British  Association  Committee  of  1870  that  it  had  no 
present  or  prospective  difficulty  with  regard  to  the 
treatment  and  utilisation  of  its  refuse  matters  ;  but  we 
found  that  only  a  part  of  the  sewage  was  utilised  by 
irrigation,  the  greater  part  being  allowed  to  flow  into 
the  river;  the  following  account  must  therefore  ~ 
taken  with  this  limitation. 

The  evidence  given  before  Dr.  Brady's  Committ 
shows  that  the  sewage  {?  part  of  it)  is  pumped  ■ 
from   the   main    sewer  {which    really  goes  into 
River  Eden)  on  to  some  land,  being  mixed  as  it  paj 
the  pump  with  a  small  stream  containing  1  per  cen|l 
of  carbolic  acid,  viz.   1  gallon  of  carbolic  acid,    lO 
gallons  of  water,  and  5  lbs.  of  lime.     It  is  stated  thi 
after  this  admixture  it  is  perfectly  inodorous.     It  i 
supplied  to  the  land  at  the  rate  of  about  4000  toDI 
per  acre  per  annum,  by  means  of  iron  pipes,  which  c 
be   shifted    about.     There  is  no  disagreeable  amel 
The  crops  are  stated  not  to  be  so  forward  aa  those  i 
Edinburgh,  the  reason  assigned  being,  either  that  no4 
enough  sewage  is  put  on  the  land  (?),  or  that  tbi 
carboUc  acid  "cheeks  its  immediate  usefulness  i 
manure."     This  last  is  a  reaaonable  supposition ;  it  id 
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certainly  very  likely  that  a  little  too  much  carbolic 
acid  would  have  that  eflfect. 

The  Rivers  Pollution  Commissioners  found  that 
the  whole  of  the  sewage  was  absorbed  by  the 
sandy  soil,  so  that  there  was,  **  properly  speaking, 
no  effluent  water;"  and  so,  as  there  was  no  drain  No  effluent 
outlet,  the  result  of  the  purification  eflfected  by  ^^^' 
the  land  could  not  be  easily  shown.  Nevertheless, 
the  water  taken  from  a  hole  3  feet  deep,  dug  in 
an  irrigated  meadow,  was  certainly  sufficiently  pure. 

The  sewage  of  Malvern  is  utilised  on  a  farm  which  Malvern 
was  originally  waste  land  covered  with  gorse :  large  ^^ 
crops  have  been  got  from  it;   the  cattle  prefer  the 
grass  which  has  been  sewaged ;  the  milk  and  butter 
are  excellent ;  sheep  thrive  well. 

The  cost  of  the  preparation  of  this  farm  was,  for 
147  acres:  drainage,  £1000  (£600  for  labour  and 
£400  for  tiles),  and  £3  per  acre  for  fitting  the  surface 
of  the  land.  {Mr.  M'  Cann's  evidence :  Dr.  Brady's 
Committee,  1862.) 

At  Warwick  the  sewage  is  received  into  a  tank  at  ciay  fiurm 
some  distance  from  the  town,  from  which  it  is  pumped  ^d"' 
through  iron  pipes  up  to  the  highest  point  of  a  clay 
land  farm  about  three-quarters  of  a  mile  distant.  It 
is  not  received  in  a  tank  at  the  farm,  but  simply 
issues  from  the  pipe  at  the  highest  point,  and  flows 
down  through  open  carriers  into  the  fields.  It  is 
stopped  at  intervals  by  the  workmen,  and  caused  to 
flow  over  the  land.  The  sewage  is  here  very  dilute, 
and,  as  the  land  is  a  stiff"  clay,  we  were  not  surprised  to 
find  that  the  part  which  was  at  the  time  being  flooded 
was  almost  a  swamp,  and  we  were  told  by  the  work- 
men that  the  difficulty  of  managing  a  large  amount  on 
this  very  unfavourable  soil  was,  in  winter,  very  con- 
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siderable.  But  still  we  saw  the  e 
off  at  the  foot  of  the  fields  in  a  clear  stream,  which, 
its  junction  with  the  river  aome  distance  lower  dow 
was  as  bright  and  limpid  and  free  from  any  offea< 
whatever  as  a  stream  could  be.  The  analysis  of  th 
water  by  the  Rivers  Pollution  Commissioners  shoi 
that  the  purification  undergone  by  it  is  exceeding 
satisfactory,  especially  when  allowance  is  made,  as 
ought  to  be,  for  the  concentration  which  the  liqu 
undergoes  by  evaporation ;  although  it  must  ha^ 
been  effected  almost,  if  not  entirely,  t)y  the  action 
the  vegetation  itself  and  of  the  surface  of  the  soiJ,  fl 
evidently  very  little  of  it  penetrated  to  any  dept 
Although  this  farm  has  perhaps  as  great  disadvantag 
for  tlie  application  of  sewage  water  as  a  farm  can  ha^ 
— namely,  a  stiff  clay  soil,  a  large  quantity  (10,0C 
tons  per  acre  annually)  of  very  dilute  sewage  (coi 
taining  only  66*9  parts  per  100,000  of  total  aoli 
mattci-s  in  solution),  which,  moreover,  has  to  bo  a 
pumped  to  a  distance  of  three-quarters  of  a  mile  firoi 
the  outfall  works, — "  Nevertheless,  the  nuisance  : 
sufficiently  abated,  and  large  crops  of  Italian  ry< 
grass  have  been  obtained,  for  which  a  ready  sale  a 
10s.  and  128.  a  ton,  upon  the  ground,  has  latterly  bee 
obtained."  We  found  that  in  that  year  (1870)  it  ha 
been  sold  at  :£1  per  ton,  and  the  demand  for  it  wa 
greater  than  the  supply.  We  also  saw  aome  roc 
crops  doing  very  well,  some  of  which  had  bee 
recently  transplanted ;  and,  what  is  more  importan 
perhaps  to  notice,  the  example  set  here  was  bein 
followed  by  the  neighbouring  town  of  Lcamingto 
(where  the  "A  B  C "  process  had  been  for  some  tim 
at  work),  and  irrigation  works  were  being  constructe 
for  that  town,  to  supply  a  farm  two  and  a  quart* 
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miles  oflF  with  the  sewage,  which  would  have  to  be 
pumped  all  the  distance. 

At  the  Beddington  meadows,  near  Croydon,  the 
drainage  of  from  thirty  to  forty  thousand  people  has 
since  1863  been  disposed  of  upon  260  acres  of 
land.  In  the  Ninth  Report  of  the  Medical  OflBicer 
of  the  Privy  Council  it  is  stated  with  regard  to  this 
farm,  that 

The  sewage  after  passing  over  the  land  contains  just  one  grain  of  Parity  of 
total  impurity  more  than  the  water  of  the  Croydon  Water  Works — 22  ^^^^^^^ 
and  23  grains  to  the  gallon.     Here  the  soil  is  porous  graveL     At  a  Oroydon. 
second  outfall,  at  Thornton  Heath,  250,000  gcdlons  daily  are  used, 
on  20  acres  of  land  where  grass  and  market  produce  are  grown,  and 
for  most   crops  it  is  found   to   give  remarkably  favourable  results. 
Here  again  the  soil  is  gravel.     At  a  third  outfall,  in  Beckenham 
parish,  37  acres  of  stiff  clay  soil  are  irrigated,  and  the  largest  and 
healthiest  crops  of  all  to  which  the  sewage  is  applied  are  got  from  this  Especially 
clay  soil,  a  circumstance  that  was  not  expected,  while  the  purity  of  the  8°^  "* 
effluent  water  is  almost  absolute.     A  fourth  outfall  goes  into  the  ^J*  °° 
Metropolitan  sewers.     {Loc,  cit.y  Appendix,  p.  101.) 

*'  Very  heavy  crops  of  Italian  rye-grass  have  been 
grown  here."  (First  Report  R.  P.  C,  1868,  vol.  i. 
p.  87.) 

As  much  as  14  to  16  tons  per  acre  are  cut  early  in  the  month  of  Crops  of 

May,  and  four  or  five  cuttings  a  year  are  obtained,  averaging  from  8  g"ss ; 
to  10  tons  each  per  acre.     Mr.  Marriage  has  also  successfully  used 

dressings  of  sewage  in  the  cultivation  of  mangold  wurzel ;  and  when  mangold 

wheat  has  been  grown  after  sewaged  grass,  he  has  irrigated  the  field  wurzel ; 

with  advantage  even  so  late  as  the  month  of  July,  when  the  crop  has  ^^•^^ 
appeared  to  be  flagging  and  apparently  suffering  during  a  drought. 

Here,  too,  the  results  of  the  purification  of  the 
effluent  water  are,  as  stated  in  the  Public  Health 
Report  above  referred  to,  and  also  by  the  Rivers 
Pollution  Commissioners,  exceedingly  favourable  even 
in  the  winter;  it  "was  satisfactorily  cleansed,  and  Great 
contained  but  mere  traces  of  suspended  matters."  SSuent^' 
Except  on  one  occasion   during  the  whole  year  of  ^**®'' 

20 


1869,  organic  matters  were  present  in  the  water  " 

proportions    considerably  below   those     necessary  to! 

render  the  effluent  water  an  offensive    addition  to  i 

stream  at  any  season  of  the  year."     During  a  sevuk. 

nights'  continued   froat,  however,   "  the    purificatio 

became  markedly  impaired."     It  appears   "  that  tbs 

cleansing  of  sewage  is,  in  the  absence  of  actual  froeL' 

leas  dependent  upon  season  than  upon  the  qualitj-  < 

the  sewage  itself."     As  an  instance  of  the  utillsatioi 

of  exceedingly  strong  sewage  by  irrigation,  we  may 

take  the  case  of  Banbury,  where  the  sewers,  wbici 

FUtMtton    were  laid  in  1854-56,  were  made  to  have  their  out& 

»tBanbary  Jj^^q  settling  tanks  and  filters,  and  the  solid  part,  thai 

separated  from  the  sewage,  being  mixed  with  ; 

sweepings  and  ashes,  was  sold  for  manure,  while  thi 

liquid  portion  waa  allowed  to  escape  into  the  ChemreB 

This  liquid  is  now  pumped  up  to  the  Iiighest  point  C 

sewnge       a  farm  of  136  acres,  which  has  been  leased  for  twenty* 

"™'  one  years  at  the  rate  of  £i  :  10s.  an  acre,  while  th$ 

solid  part  which  settles  in  the  tanks  is  still  disposed 

of  in  the  same  manner  as  formerly.     The  soil  is  foe 

lH.iidvBn.    the  most  part  a  stiff"  clay,  and  much  of  the  farm  is  old 

tagoH-         grass  land  which  is  not  specially  laid  out  for  irrigatioB 

These  facts,  and  the  strength  of  the  sewage — which; 

strength      contained  on   17th  October  1868  no  less  than  lll-5i 

0  lawRgc.    pj^j^  gf  total  solid  matters  in  solution,  of  which  nearly 

14  parts  were  total  combined  nitrogen — make  it  not 

astonishing  that  the  purification  of  the  effluent  water 

is  not  as  complete  as  it  is  in  some  other  cases;  BtUl,  thQ' 

results  attained  "  are  by  no  means  unsatisfactory ;  and 

they  are  improving,  both  as  regards  the  cloannesa  of 

the  effluent  water  and  the  returns  from  the  use  of  it." 

The  accounts  ffven  of  the  produce  of  the  huid  nrc  satisfactorj,  i 
it  is  believed  that  the  farm  will  soon  Kpci^  rcDt  and  costs  and  Im 


IBRIGATION  387 

so  that  the  nuisance  hitherto  created  by  the  town  will  be  ultimately 
abated  without  any  serious  permanent  charge  upon  the  inhabitants. '' 
{First  RepoH  R,  P.  (7.,  1868,  voL  i.  p.  81.) 

Worthing  is  another  instance  of  a  town  where  the  satiifke- 
sewage  has  been  for  some  time  utilised  by  irrigation.  IJ'wot^** 
Formerly  it  was  allowed  to  gravitate  into  the  sea,  *^*^ 
fouling  in  its  way  a  stream  to  the  east  of  the  town ; 
now  it  runs  into  a  tank,  and  is  thence  pumped  up 
on  to  about  100  acres  of  land,  although  it  appears  that 
the  night  sewage  is  allowed  to  flow  away.  In  1866, 
Dr.  Buchanan  stated  {Ninth  Report  M.  0.  F.  C, 
Appendix,  p.  196,  foot-note)  that  these  irrigation 
works  "  appear  to  be  to  the  completest  extent  satisfac- 
tory, both  in  their  agricultural  and  financial  results ;" 
and  from  the  account  of  the  Solicitor  to  the  Company 
it  appears  that  the  profits  for  the  year  1869  amounted 
to  £761 :  18s.;  the  receipts  having  been  £1807  : 4  :  9, 
and  the  expenses  £1045  : 6  :  9.  But  it  must  be 
noted  that  these  expenses  were  abnormally  increased 
by  the  "  sum  of  £51 :  13  :  11  for  a  *  Level '  rate  made 
for  the  protection  of  various  lands  from  the  encroach- 
ments of  the  sea,  which  is  a  special  and  not  an 
ordinary  parochial  rate,''  and  by  some  other  sums 
also.  This  farm  consists  of  about  96  acres,  of  which 
about  83  receive  the  sewage  of  7600  people,  the  daily 
volume  being  about  480,000  gallons  (of  which  130,000 
gallons  are  spring  or  surface  water).  This  shows  at 
least  a  net  profit y  all  expenses  being  paid,  of  2s.  per  profit  per 
head  of  the  population.  The  farm  is  very  favourably  JSmJiLm. 
situated,  the  soil  being  a  good  free  loam,  and  the 
natural  slopes  convenient  for  the  distribution  of  the 
sewage.  The  whole  result  is  a  decided  success, 
although  the  sewage  is  very  weak. 

Many  other  instances   might  be  given  of  the 
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It  should  be  stated  that  at  this  farm  all  kinds  of 
crops  have  been  grown.  We  have  a  list  before  us  of 
no  less  than  thirty-eight  different  vegetables  which 
have  all  flourished  upon  it,  beginning  with  cereals — 
including  maize — passing  through  various  forms  of 
grass,  pulse,  greens,  root  crops  of  all  sorts,  potato 
salad  plants,  and  fruit  in  the  shape  of  strawben 
raspberries,  currants,  and  gooseberries. 

The  Lodge  farm  experience,  confining  it  to  its  gron-tli  of  gras, 
may  be  said  to  represent  a  return  of  Gs.  annually  from  every  indiridiul 
contributing  to  the  sewage  used  upon  it.  Suppoung  the  trat«r  raj^ilj 
tfl  be  over  30  gallons  a  head,  each  person  nill  nuke  50  tons  of  wviMi| 
annually,  corresponding  to  the  production  of  10  cwt.  of  grua  m^B 
lOs.  a  ton.      (First  Report  It.  P.  C^  1868,  vol  i.  p.  77.)  ^ 

We  have  already  mentioned  that  Bird's  process 
has  been  abandoned  at  Cheltenham  in  favour  of  irriga- 
tion (see  page  325),  At  this  town  the  Commissioners 
have  bought  a  farm  of  131  acres,  situated  at  a  con- 
siderable distance  from  the  town  and  below  it,  bo  that 
the  sewage  is  delivered  on  to  it  by  gravitation.  The 
sewage  is  received  into  two  tanks,  the  one  near  the 
lower  part  of  the  town  and  some  three  miles  from  the 
farm ;  the  other  at  Hatherley,  on  the  outskirts  of  the 
upper  part  of  the  town,  and  about  1^  mile  from  the 
farm ;  at  these  spots  it  formerly  passed  into  the  two  , 
small  streams,  the  Chelt  and  the  Hatherley  bn 
(which  discharge  separately  into  the  Severn),  renda 
ing  them  foul  nuisances.  Now,  after  depositing  1 ' 
greater  part  of  the  suspended  matters  in  the  l 
which  are  constructed  with  several  compartments  (tl 
sewage  passing  from  one  to  the  other,  either  ovi 
weirs,  or  from  below  upwards  through  rough  filh 
beds,  so  that  the  floating  matters  are  stopped  as  wd 
as  the  heavier  suspended  matters),  the  sewage  j 
onwards  through  two  imper\'iou8  pipe  sewera  to  1 
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worth  half-a-crown  an  acre,  to  land  "  worth  £30  an 
acre  to  cow-feeders/' 

At  Colney  Hatch  Lunatic  Asylum,  the  sewage  of 
2000  individuals  (120,000  gallons  a  day),  is  utilised 
on  70  acres  of  land,  very  good  crops  being  produced ; 
two  dressings  of  250  to  260  tons  each  are  applied. 

The  sewage  is  received  into  a  tank,  and  a  deposit 
forms  which  is  removed  twice  a  year. 

The  plant  cost  £800,  say  £40  a  year :  the  eight-  Expenses 
horse  engine,  boiler,  and  pumps  cost  £4  a  year  for  Hatch.  *^ 
repairs ;  and  the  working  expenses  are  10s.  6d,  a  day 
(viz.  coals  3s.,  two  men  5s.,  and  interest  on  capital 
2s.  6d.  =  10s.  6d.) 

The  sewage  is  not  well  managed,  as  half  of  it  gets 
away  unused.     {Dr.  Brady's  Committee.) 

The  results  obtained  at  the  Lodge  farm,  Barking,  Lodge 
are  very  instructive.     In  1868  and  1869  experiments  BaSing- 
were  tried  with  wheat,  winter  oats,  rye,  and  cabbages. 
In  1868,  wheat  was  sown  on  a  slope  of  shingle;  part 
was  left  unsewaged,  and  yielded  3  quarters  5  bushels 
with  3  loads  of  straw  to  the  acre ;  part  received  two  cereais : 
dressings  of  sewage  (450  or  500  tons  in  all)  and  yielded  ^^ 
5  quarters  3  bushels  with  4^  loads  of  straw  to  the  acre. 
The  winter  oats,  with  three  dressings  of  about  500  tons 
per  acre  in  all,  yielded  8  quarters  of  com  with  3  loads 
of  straw  per  acre.     The  rye,  with  two  dressings  of 
450  to  500  tons  in  aU  per  acre,  was  thrashed  in  the 
field  in  July,  and  yielded  6  quarters  with  3  loads  of 
straw.     The  season  of  1869,  which  was  a  less  favour- 
able one,  still  produced  excellent  results : — 

The  wheat  has  yielded  4  quarters  per  acre,  the  winter  oats  no  less 
than  1 1  quarters  per  acre  ;  the  barley  ripening  unkindly  only  4^ 
quarters  per  acre  ;  but  it  must  be  remembered  in  aU  these  cases,  that 
the  field,  naturaUy  a  poor  gravelly  soil,  was  then  yielding  its  third 
successive  grain  crop. 
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It  should  be  stated  that  at  this  farm  all  kinds  of 
crops  have  been  grown.  We  have  a  list  before  us  of 
no  less  than  thirty-eight  different  vegetables  which 
have  all  flourished  upon  it,  beginning  with  cereals — 
including  maize — passing  through  various  forms  of 
grass,  pulse,  greens,  root  crops  of  all  sorts,  potatoes, 
salad  plants,  and  fruit  in  the  shape  of  strawberries, 
raspberries,  currants,  and  gooseberries. 

The  Lodge  fkrni  experience,  confining  it  to  ita  growth  of  grui, 
may  be  said  la  represent  a  return  of  5s.  annually  from  every  iuilividaal 
contributing  to  the  sewage  used  upon  it.  Supposing  the  water  supply 
to  be  over  30  gaUons  a  head,  each  person  will  make  &0  tons  of  seirage 
annually,  corresponding  to  the  production  of  10  cwt.  of  grass  wortli 
10s.  a  ton.     {FiTtt  Beport  R.  P.  C^  1868,  voL  i.  p.  77.) 

We  have  ali'eady  mentioned  that  Bird's  process 
has  been  abandoned  at  Cheltenham  in  favour  of  irriga- 
tion (see  page  325).  At  this  town  the  CommiBsionera 
have  bought  a  farm  of  131  acres,  situated  at  a  con- 
siderable distance  from  the  town  and  below  it,  so  that 
the  sewage  is  delivered  on  to  it  by  gravitation.  The 
sewage  is  received  into  two  tanks,  the  one  near  the 
lower  part  of  the  town  and  some  three  miles  from  the 
farm  ;  the  other  at  Hatherley,  on  the  outskirts  of  the 
upper  part  of  the  town,  and  about  1^  mile  from  the 
farm ;  at  these  spots  it  formerly  passed  into  the  two 
small  streams,  the  Chelt  and  the  Hatherley  brook 
(which  dischai'gc  separately  into  the  Severn),  render- 
ing them  foul  nuisances.  Now,  after  depositing  the 
greater  part  of  the  suspended  matters  in  the  tanks, 
which  are  constructed  with  several  compartments  (the 
sewage  passing  from  one  to  the  other,  either  over 
weirs,  or  from  below  upwards  through  rough  filter- 
beds,  80  that  the  floating  matters  are  stopped  as  well 
as  the  heavier  suspended  matters) ,  the  sewage  passes 
onwards  through  two  iro*^       '■us  pipe  sewers  to  the 
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farm;  the  longer  of  these,  the  one  from  the  Chelt  ontfioi 
tank,  is  15,400  feet  long,  and  has  a  fall  of  25  feet,  "^^^ 
the  average  fall  being  8  feet  in  a  mile,  although  at 
one  place  the  fall  is  only  1  in  1693  ;  while  that  from 
the  Hatherley  tank  is  only  8400  feet  long,  and  has  a 
fall  of  10  feet. 

The  sewers  are  well  laid,  and  no  deposit  ever  takes 
place  in  them;  manholes  are  placed  along  them  at 
such  distances  that  a  candle  let  down  through  one  can 
be  seen  from  the  next,  so  that  the  sewers  can  at  any 
time  be  easily  examined  from  end  to  end.  A  great 
deal  of  surface  water  gets  into  the  sewers,  but  means 
are  being  taken  to  separate  this  as  far  as  possible. 

The  surface  of  the  farm  has  for  the  most  part  a 
good  natural  inclination,  and  the  soil  is  generally  a 
stiftish  clay ;  it  was  already  laid  out  in  ridges  and 
furrows,  so  that  it  wa.  suitably  arranged  for  Lning 
the  smaU  carriers  along  the  summits  of  the  ridges ; 
the  land  is  almost  all  old  pasturage,  only  a  few  acres  oid  pas- 
having  been  sown  with  Italian  rye-grass.    With  regard  ^"^  ^^' 
to  the  question  of  irrigating  old  meadow  land  with 
sewage,  it  must  be  remarked  that  near  to  the  Chelt  tank 
there  are  two  meadows  which  have  been  irrigated  for 
the  last  five  years,  and  which  are  nowin  excellent  condi- 
tion ;  cattle  are  grazed  on  them  and  thrive  remarkably 
well,  and  the  only  complaint  that  the  farmer  has  to    . 
make  is  that  he  cannot  have  sewage  on  all  his  meadows. 

The  farm  is  obviously  too  small  for  the  purification 
of  the  sewage  of  so  large  a  district,  including  as  it  does 
from  45,000  to  50,000  inhabitants,  but  a  great  deal 
of  land  is  available  along  the  course  of  the  sewers,  and 
the  farmers  are  only  too  glad  to  prepare  their  land  to  Parmem 
receive  the  sewage  and  to  pay  for  the  privilege  of  2*wa««r 
having  it.    The  purification  is  effected  in  great  measure 


by  surface  action,  but  it  is  very  thorough,  and  th 
pollution  of  the  brooks  and  the  nuisance  caused  there 
by  have  been  stopped. 

The  cost  of  establishing  the  farm  was  ^18,000,  o 
which  X10,500  were  spent  in  the  purchase  of  the  13! 
acres  of  land,  and  £7500  in  the  construction  of  th 
outfall  sewers  and  in  the  laying  out  of  the  land.  Tii< 
previous  value  of  the  land  was  from  £2  :  10s,  to  £Z  pe 
acre  at  the  outside;  in  the  year  1870  it  let  on  ai 
average  at  £7 :  5s.  per  acre,  the  highest  price  reaUsei 
being  £8  :  13s.  per  acre  for  a  lot  of  24  acres,  and  th 
lowest  £5  :  18s.  per  acre.  "The  total  of  the  lettinj 
was  £863  :  16  :  6  for  the  year,  exclusive  of  the  valui 
of  the  piece  of  land  kept  by  the  surveyor  for  expcri 
ments."  To  this  must  be  added  the  amount  recoivei 
for  the  sewage  supplied  to  other  farms,  and  also  for  thi 
manure  made  by  mixing  the  deposit  in  the  tanks  witl 
town  ashes  and  street  sweepings.for  which  from  .£200  t< 
X300  is  obtained  yearly,  so  that  it  appears  that  th< 
Commissioners  had  in  the  first  year  gained  enough  t< 
pay  the  interest  on  their  loan  and  a  moiety  of  the  capital 
expended  in  permanent  works  {outfall  sewers,  etc.) 

The  land  was  let  under  the  following  conditions  : 
the  tenants  to  be  allowed  either  to  graze  or  mow  the 
land  ;  the  sewage  to  be  applied  at  the  discretion  of  the 
surveyor ;  the  right  of  underletting  not  conceded ; 
and  a  tenant  desiring  to  erect  any  building  on  the 
land  to  be  allowed  to  make  arrangements  for  the 
removal  thereof  on  the  expiration  of  his  tenancy. 

We  find  that  there  was  at  one  time  a  comphiint 
made  that  certain  wells  had  been  poisoned  by  filtra- 
tion into  them  of  sewage  water  from  the  farm ;  on 
investigation  the  following  was  found  to  be  the  state 
of  things.     At  one  house  where  U  was  com- 
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plained  of,  ''  the  ditch  is  actually  polluted  with  the 
soakage  from  the  privy,  and  also  receives  the  slops 
and  liquid  drainage  from  the  house,  so  that  it  is  quite 
impure  and  oflFensive ;  and  this  ditch  is  not  very  many 
yards  from  the  well  in  question.  .  .  .  The  other  house 
.  .  .  also  drains  into  the  ditch  to  a  considerable 
extent,  and,  as  I  have  for  a  very  long  time  noticed, 
it  is  thus  at  certain  times  rendered  very  foul  and 
impure"  {Surveyor's  Report).  The  facts  speak  for 
themselves. 

On  visiting  this  farm  in  the  autumn,  and  again 
during  the  coldest  week  of  the  severe  winter  of  1870- 
71  we  found  no  nuisance  on  either  occasion,  but, 
on  the  contrary,  the  brooks  were  clear  streams  instead  Purifica- 
of  open  sewers  disseminating  foul  eflBuvia  all  around,  b«»iw. 
as  they  formerly  were.  On  account  of  the  stiflBaess 
of  the  soil  the  water  does  not  percolate  easily,  but  it 
does  not  remain  long  enough  on  the  surface  to  become 
stagnant,  and  the  land  soon  regains  its  accustomed 
firmness  and  dryness.  During  the  winter  there  ap- 
peared to  be  no  great  diflficulty  in  managing  the  irriga- 
tion, but  the  ice  in  the  small  carriers  had  to  be  broken 
to  allow  of  the  free  passage  of  the  sewage  along  them. 

An  account  of  sewage  irrigation  as  carried  out  at 
Breton's  farm,  near  Eomford,  is  given  in  the  Report  Breton's 
of  the   British  Association  Sewage   Committee  for  ^"™* 
1869-70.     (See  B.  A.  Report,  1870,  p.  71.) 

From  it  we  find  that  the  agricultural  results  with 
almost  every  kind  of  crop  were  very  encouraging,  even 
when  the  comparative  advantage  accorded  to  irriga- 
tion by  the  extreme  dryness  of  the  season  is  allowed 
for,  while  the  purification  of  the  sewage  was  exceed- 
ingly satisfactory,  and  indeed  surpassed  anything  of 
the  sort  that  we  have  yet  seen. 
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The  analyaea  given  of  the  soil  show  it  to  have 
a  very  poor  one,  31'65  per  cent  of  it  consistui 
stones  too  large  to  pass  through  holes  of  a  sieve  fl 
were  388  millimetres  in  diameter,  while  of  the  6 
per  cent  of  soil  which  passed  through  the  sieve 
reat  consisted  of  roots,  etc.  and  moisture  lost  at 
C),  no  less  than  60'7O  parts  were  insoluble  in  at 
hydrochloric  acid,  the  remainder  consisting  chief 
ferric  oxide,  alumina,  and  lime,  with  traces  of  po 
soda,  phosphoric  acid,  etc.,  while  the  loss  on  ign 
was  only  1*6  9  parts. 

From  the  analyses  of  the  sewage  as  pumped  c 
the  land,  and  of  the  eflBuent  water,  it  appears  thai 
total  amount  of  solid  matters  in  solution  is  not  n 
altered  by  the  process,  that  the  suspended  matters 
reduced  to  an  almost  inappreciable  quantity,  that 
ammonia  is  reclueed  from  3  or  4  parts  to  quant 
varying  from  0"046  to  inappreciable  traces  in 
100,000  parts;  and  the  albuminoid  ammonia  i 
0-14  or  0-2  part  to  from  0-031  to  0'056  part  in 
100,000  parts,  while  instead  of  these,  nitrates 
nitrites  which  are  not  found  in  the  sewage  appea 
the  effluent  water  to  the  extent  of  from  1  "5  to 
parts  per  100,000.  , 

The  sewage  from  the  town  is  really  stronger  1 
the    figures    above   given    would    indicate,    but 
sewage  pumped  on  to   the   land  contained   a   Is 
quantity  of  effluent  water  from  the  land,  which  ■ 
returned  to  the  tank  to  dilute  the  sewage. 

The  produce  of  the  farm  has  been  especially  £ 
and  the  prices  obtained  for  it  very  high,  but 
these  we  must  refer  to  the  Report  from  which 
have  quoted ;    it  is  sufficient  here  to  say  that  it 
finally  proved  "  that  sewage  in  its  liquid  state  c 
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practically  applied  to  apparently  every  kind  of  crop." 
One  especially  important  observation  is  recorded : — 

In  Plot  N,  bed  I  (0*252  of  an  acre)  was  sown  on  27tli  April  with 
a  new  kind  of  American  oats,  which  were  cat  on  2 2d  August^  and 
yielded  28  bushels,  equal  to  14  quarters,  per  acre.     At  the  begin- 
ning of  June  this  crop  was  seriously  damaged,  and  in  danger  of  Destruc- 
being  destroyed,  by  the  ravages  of  the  Oscinis  vastator^  one  of  the  tion  of 
smallest  but  most  destructive  of  those  "grubs"  and  "wireworms"  '"^'^    , 
which  at  times  cause  such  injury  to  cereal  crops  in  this  country.     The  g^^ng^ 
remedial  effects  of  sewage  irrigation  under  similar  circumstances  having 
been  previously  observed  elsewhere,  two  heavy  dressings  of  sewage 
were  applied  to  this  bed  during  two  successive  days,  the  result  being 
that  the  grubs  were  entirely  destroyed,  and  the  greater  part  of  the 
crop  was  saved.     It  is  proposed  to  conduct  some  experiments  to  ascer- 
tain whether  this  result  could  be  accomplished  by  the  use  of  pure 
water,  or  whether,  with  the  physical  effects  of  immersion,  sewage 
applied  in  this  way  combines  the  action  of  some  agent  or  agents  which 
act  as  a  specific  poison  to  organisms  of  that  type.     (Loc,  cU^  p.  65.) 

As  to  the  quantity  of  sewage  applied  to  the  land,  Quantity 
it  appears  that  in  all  probability  "  400  tons  per  acre  appUeSf** 
is  the  largest  quantity  that  has  ever  been  applied  in 
any  one  dressing ;  and  if  we  assume  that  the  first 
dressing  all  over  was  at  the  rate  of  400  tons  per  acre, 
that  the  second  dressing  was  at  the  rate  of  200,  and 
that  the  subsequent  dressings  were  at  the  rate  of  100, 
we  shall  not  be  far  from  the  truth"  (p.  69). 

The  drought  in  the  summer  of  1870  was  so  severe 
that  even  the  irrigated  lands  did  not  get  as  much  water 
as  they  required,  and  so  it  is  not  to  be  wondered  that 
the  contrast  between  the  crops  they  yielded  and  those 
yielded  by  other  lands  was  more  marked  than  ever : — 

A  smaU  field  of  between  three  and  four  acres  in  the  adjoining  farm  Compui- 
was  sown  with  peas  for  picking  green.     These  the  fjEurmer  tried  to  seU  ■<»»  with 
on  the  ground  for  £8  an  acre  ;  but  he  was  unable  to  sell  them  at  all,   ? 
and  at  last  left  them  to  ripen.     They  still  remain  unsold,  and  are 
estimated  to  be  worth  from  £6  to  £6  an  acre,  while  the  straw  was  so 
stunted  that  there  were  not  two  loads  from  the  whole  area  "  (p.  69). 

On  Breton's  farm  four  beds  in  Plot  B,  "  equal  to 


1'96  acre,  were  sown  in  the  first  week  in  April  irill 
'  Champion  '  peas  for  eating  green,  which  were  sold  in 
July  for  £30,  the  buyer  picking  them  and  leaving  the 
straw"  {p.  63). 

In  the  next  tield  beyond  the  peaa  (fanned  by  one  of  Uie  Irt 
agriculturists  in  the  county,  a  man  of  superior  education  and  agiicnl- 
tural  knowledge,  who  has  farmed  the  same  land  for  years  put  witt 
iramenBa  care,  haying  planWd  bujbII  hedges  here  and  there  to  gtti 
shelter  and  break  the  wind,  and  having  grubbed  up  the  old  he^e^ 
and  having  further  collected  the  stones  off  the  surface  of  the  landfiaJ 
who  applies  farmyard  maniu^,  guano,  bones,  etc.,  with  both  litwnliq 
and  judgment)  were  sown  onions,  and  these  onians  the  (cumer  mJ 
that  he  would  gladly  sell  for  one-fifth  of  their  cort. 

Let  this  be  compared  with  the  prices  realised  feu 
the  beds  of  onions  on  Breton's  farm,  viz.  X36  pel 
measured  acre  for  two  of  the  beds,  and  ;£46  per  acn 

for  another. 

Again,  upon  the  small  meadow  at  BreKin'a  marked  U,  comprutnf 
altogether,  after  deducting  ponds,  etc,  only  6^  acres  that  cad  actnaUj 
be  mowed,  the  two  crops  of  hay  already  got  in  amount  to  O  loads  (Sj 
and  5j  respectively)  ;  and  a  third  is  growing,  which  with  care  and 
energy,  and  the  assistance  of  a  large  bam,  may  easily  be  got  in  in  thi 
present  month  (September),  and  ia  estimated  as  eqnal  to  the  fint 
making  a  total  of  1 2  J  loads  in  one  season  from  fi  J  acres.  The  tenant  d 
Breton's  has  a  large  meadow,  about  three  miles  nearer  London,  sloptna 
down  to  a  brook  elioded  by  trees,  and  which  ought  to  suffer  leaa  >>■»»■ 
most  from  drought ;  yet  olf  an  available  area  for  mowing  of  27  man 
he  was  only  able  to  get  four  loads  of  hay,  and  there  is  scarcely  aat 
aftermath  at  all.  In  potatoes  and  carrots  the  figures  nm  in  about  the 
same  proportion  between  the  sewaged  and  the  unsewaged  ground,  vrhiU 
of  green  crops  without  sewage  there  were  simply  none  (p.  70). 

From  a  paper  read  by  Mr.  Henry  John  Morgan, 
before  the  Institution  of  Surveyors,  on  27tli  March 
1871,  we  find  that  the  results  obtained  at  the  Lodge 
farm.  Barking,  have  been  very  satisfactory  in  so  far  as 
the  obtaining  of  large  and  valuable  crops  goes,  but,  as 
the  writer  says,  "it  would  not  be  safe  to  baae  calcula- 
tions of  what  price  a  farmer  could  usually  afford  to 
pay  for  the  sewage  upon  the  amounts  which  have 
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been  realised  by  us  at  a  time  when  drought  had  de- 
prived the  market  gardeners  round  London  of  their 
crops." 

The  year  1 8  70,  although  a  very  favourable  one  for  inflnence 
contrasting  imgation  with  other  methods  of  manuring,  on  com- 
was  not  so  for  obtaining  the  largest  possible  crops,  as  ?^^® 
even  with  the  aid  of  irrigation  enough  water  could 
hardly  be  got  on  to  the  land  :  in  other  words,  a  less 
dry  season  would  certainly  show  larger  absolute,  though 
smaller  comparative  results,  in  favour  of  irrigation. 

The  '^  Report  on  the  Measures  adopted  for  Sanitary 
Improvements  in  India,  from  June  1869  to  June 
1870,"  contains  an  abstract  of  Captain  Tulloch's  report 
on  the  Madras  sewage  farm,  of  which  report  it  is  Madras 
stated  (p.  25)  that  it  enters  "fully  into  the  economic  2^® 
bearings  of  the  experiment,  and,  viewed  in  this  light, 
there  seems  little  doubt  of  its  proving  a  great  financial 
success."  From  this  report  it  appears  that  a  great 
variety  of  crops  have  been  successfully  grown,  while 
even  during  the  monsoon  the  difficulty  of  dealing  with 
the  excess  of  water  does  not  seem  to  be  at  all  insur- 
mountable. 

The  Leicester  County  Lunatic  Asylimi  has  afforded  Leicester 
another  instance  of  successful  sewage  irrigation,  and  as^ 
an  especially  interesting  one,  as  accounts  have  been 
kept  for  some  years,  and  the  profits  realised  are  known 
exactly;  the  results  have  been  described  and  com- 
pared with  those  obtained  from  the  "ABC"  process  at 
Leicester,  by  Mr.  Henry  Waugh,  C.E.,  in  a  pamphlet, 
"  On  the  Disposal  of  Sewage  in  Towns." 

It  appears  that  the  sewage  of  about  500  persons, 
amounting  to  about  11,500  gallons  a  day,  "  flows  con- 
tinuously, day  and  night,  over  a  few  acres  of  ground 
cultivated  by  the  patients  of  the  Asylum." 


am. 


69  H  IHBIQATION 

Profits  The  profits  have  risen  with  the  number  of  pal 

g,"^"'"     and  now,  after  payment  of  rent,   taxes,    labour,  i 

interest  of  money,  "  the  average  net  profit  at  pieaof 
amounts  to  about  ^550  per  annum  "  (p.  12). 

The  earth  over  which  the  sewage  has  been  run  for  eleven  jtv 
hu  Qo  tuipleoBant  anicll  or  appearance.  It  was  tried  under  all  drov 
Btances,  from  quite  dry  to  recently  irrigated  ;  and  in  no  inffrtnTr  «■ 
No  injury  there  any  unpleasant  odour.  The  t;aii1eDer,  his  labouren,  and  Al 
to  health,  patienta  who  work  with  them,  enjoy  ejtcellent  health  ;  and,  in  bt 
the  general  health  of  the  Asylum  is  so  good  as  to  offer  the  betit  Mfi 
mony  to  the  absence  of  all  danger  troia  the  experiment ;  and,  let  il  V 
remembered,  this  is  not  a  question  of  carrying  the  fluid  aewage  to  I 
considerable  distance  before  using  it ;  the  outfall  of  the  dnin  ih 
commencement  of  the  distrihuting  canab  being  within  60  yaidi  a 
the  main  buildings  of  the  Aaylum." 

oinsni  Here  then,  the  sewage  has  been  purified,  the  efflu 

""^^-  ent  water  being  "pure,  clean,  and  soft,"  there  hai 
been  no  detriment  to  health,  and  "  the  land  has  paJt 
for  this  good  treatment  at  the  rate  of  £1  :  Is.  per  heat 
per  annum."  We  are  informed  that  the  value  of  tin 
labour  of  the  patients  has  been  calculated  and  sab 
tracted  from  the  receipts,  and  we  think  that  cnougt 
has  been  said  to  justify  the  statement  made  by  Mi. 
Waugh : — 

Every  tuwu  of  England  hoi  now  in  its  own  power  the  idmum  0 
greatly  reducing  it«  local  taxation,  by  converting  what  has  alwa^  bed 
a  dangerous  nuisance  into  a  fruitful  source  of  revenue  ;  improTin^  ■) 
the  same  time,  the  health  and  comfort  of  the  community  (p.  SO). 

s«vi«o  Birmingham  has  lately  acquired  1200  acres  of  land 

«mnliiag-  fit  Saltley  and  Tyburn  for  the  disposal  of  its  sewage, 
'■'"■■  which  averages  in  dry   weather  15,000,000   gallouB 

daily.  In  the  first  place  the  sewage  is  treated  with 
lime,  this  being  not  only  necessary  to  precipitate  the 
suspended  matters  and  prevent  clogging  of  the  pores 
of  the  land,  but  absolutely  essential  to  neutralise  the 
free  acids  which  the  sewage  of  this  manufacturing  dis- 
trict contains,  before  allowing  it  to  flow  over  the  land. 
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As  much  as  25  paxts  of  chlorine,  partly,  no  doubt,  in 
the  form  of  free  hydrochloric  acid,  are  contained  in 
100,000  parts  of  the  sewage.  Milk  of  lime  in  the  pro-  precipita- 
portion  of  13  grains  to  the  gallon  is  allowed  to  flow  into  1^^,^^ 
the  main  sewer  about  a  quarter  of  a  mile  from  the 
settling  tanks  on  the  farm.  The  sewage  has  a  yellowish 
brown  colour,  which  is  not  altered  by  the  lime  treatment, 
the  effluent  after  precipitation  being  clear,  but  having 
the  same  colour.  The  iron  salts  present  in  the  sewage 
undoubtedly  aid  precipitation  after  the  introduction 
of  lime.  Arrived  at  the  settling  tanks,  precipitation 
takes  place,  between  5  and  6  hours  being  necessary 
for  deposition  and  for  running  off  the  liquid  without 
disturbing  the  sediment.  In  windy  weather,  however, 
deposition  takes  longer. 

The  liquid  sludge  in  the  tanks,  containing  90  per  sindg©  dng 
cent  of  moisture,  is  raised  from  a  well  in  the  floor  of  i^ 
the  tank  by  revolving  buckets,  driven  by  steam,  into 
temporary  wooden  carriers,  along  which  it  flows  on  to 
the  land.  Here  it  parts  with  some  of  its  moisture  to  the 
air,  and  is  then  dug  into  the  soil,  which  is  subsequently 
planted  and  cropped  for  one  year  and  then  steam 
ploughed  and  afterwards  used  as  a  filter  bed.  About 
580  tons  a  day  of  sludge  are  produced,  an  acre  of  land  a 
week  being  used  for  digging  the  sludge  in.  This  acre  is 
not  again  used  for  the  same  purpose  for  a  period  of 
3  years.  Altogether  156  acres  are  required  for  the 
disposal  of  the  sludge.  The  heavier  parts  of  the  sludge 
in  the  settling  tanks,  consisting  chiefly  of  road  debris, 
are  dug  out  by  hand  labour  and  disposed  of  as  above. 

The  effluent  from  the  tanks  is  carried  on  to  every 
part  of  the  laad  by  gravitation,  through  masonrjr 
carriers.  The  system  employed  is  that  of  intermittent 
downward  filtration,  the  land,  which  is  light,  loamy. 
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and  gravelly,  being  under-drained  over  its  whole 
by  drains  of  from  30  to  60  feet  apart,  and  froiol 
6  feet  deep.     About  900  acres  are  thus  used  for  a 
tion.      The  permanent  carriers  are    of  masonry,  dn 
temporary  carriers  are  grips  in  the  land. 

All  kinds  of  crops  are  grown  on  the  farm,  and,  b 
there  is  a  difficulty  in  disposing  of  all  the  produce,  i 
large  stock  of  cattle  and  sheep  are  kept  aud  fattened, 
and  large  quantities  of  milk  are  sent  to  market.  Fiftr 
tons  of  mangold  to  the  acre  is  an  average  quantity  is 
favourable  weather.  Wheat  and  barley  are  not  growii 
on  the  sewaged  lands.  Ensilage  has  beeu  tried,  bul 
the  results  of  the  experiment  are  not  yet  determined. 

At  the  time  of  our  visit  the  effluent  from  the  laod, 
which  flows  into  the  river  Tame,  was  bright,  clear,  and 
inodorous,  in  fact  a  purer  water  than  that  of  the  rivfl 
into  which  it  flows.  The  effluent  contained  7'5  part 
chlorine  in  100,000  parts.  The  income  from  the  farm 
for  the  year  1883  was  £1G,403. 

Our  observations  lead  us  to  the  conclusion  thai 
the  question  of  the  disposal  of  the  sewage  of  a  laive 
town  has  been  satisfactorily  solved  in  this  instance, 
and  that  great  credit  is  due  to  the  corporation  d 
Birmingham  for  the  successful  way  in  which  they  hnj! 
grappled  with  the  difficulties  of  the  case. 
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In  the  First  Report  of  the  British  Associai 
Sewage  Committee  (p.  28),  it  is  stated  that  iu  this' 
country  "in  only  15  places  out  of  the  96  where  the 
water-carriage  system  of  removing  excreta!  refuse  ia 
adopted,  either  generally  or  partially,  is  the  sewage 
apphed  for  irrigating  land."     Since  that  time,  1869, 
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many  other  towns  in  this  country  have  adopted  some 
form  of  treatment  on  land  for  the  purification  of  their 
sewage,  whilst  abroad  sewage  irrigation  has  been 
tried  in  several  instances  with  considerable  success. 

Among  foreign  opinions  on  the  subject  of  sewage 
irrigation  we  may  quote  the  following : — 

"  The  agricultural  value  of  the  sewage  water  now  poured  ueeleaaly  Fomiga 
into  the  Baltic  bos  been  proved  by  an  eitperinient  made  last  year  on  a  opinions 
very  amall  scale,  by  irrigating  pure  sea-sand  with  the  water  of  one  of  ''n<i'«s""S- 
the  priucipal   rauials  of  Stralaund  :  the  results  corroborate  the  favour- 
able reports  received  from  England,  rye-grasB  having  been  cut  every 
mouth  from  12  to  18  inches  high  ;  Bokhara  clover  has  alao  grown  well 
on  the  irrigated  sand."     (German  Quarterly  Eemew  of  Public  Health.) 

The  engineers  to  the  municipality  of  Paris  remark 
in  their  Report,  in  speaking  of  irrigation  : 

"The  aRi'icultural  reaulta  are  not  to  be  doubted.      We  are  on  a   French 
gravelly  soil  which  calla  for  the  aUuviuin  formed  each  day  by  the  traffic    Engineera' 
and  life  of  two  millions  of  inhabitants.     We  enjoy  a  temperate  climate   jiln 
invigorated  by  a  radiant  atmosphere,  all  is  possible — grass,  vegetablus, 
flowers,  am!  fruits;  and  we  have,  for  disposing  of  the  produce,an  unrivalled 
market,  'Les  Halles'  of  Paris.     It  is  therefore  time  to  will  and  to  act." 

Professor  Dunkelberg,  of  Wiesbaden,  also  holds  the 
opinion  that "  the  irrigation  system  can  alone  cover  the 
expenses  and  deliver  the  manure  in  the  simplest  and 
most  efficient  manner  for  the  fanner ;  "  and  he  recom- 
mends that  a  bUl  be  passed  by  the  North  German  Con-  Eecom- 
federation  to  the  effect  that  all  sewage  should  be  fully  ^oa^l 
utilised  in  the  irrigation  of  land,  and  no  longer  suffered  ^«»''^ 
to  pollute  any  running  water.    Michel  L(5vy  also  gives  went. 
in  his  unqualified  adhesion  to  the  irrigation  system. 
He  says  {Traite  d'Hygihne,  tome  ii.  p.  433): — 

All  will  go  to  the  sewer,  and,  by  the  prolonged  sewer  ramified  to  Hichel 
a  distance,  on  to  the  earth  in  its  natural  form.     Excrement,  urine,   levy's 
slops,  residues  of  every  kind,  all  this  constitntes  the  richnesa  of  the   tostimony. 
liquid  manure,  carted  {dmrrW)  by  the  sewers ;  it  is  useless  to  collect  it 
in  large  tanks,  lo  manipulate  it,  to  transform  it ;  the  spreading  of  it 
over  the  soil,  directing  it  by  inclined  culverts  upon  the  lands  which 
have  need  of  it,  preserving  the  purity  of  the  waters,  of  the  streams, 
and  of  the  rivers  j  such  is  the  end  that  more  than  one  city  has  already 
reached,  that  London  actively  piirsues,  and  that  the  force  of  oircum- 


HtanecB  will  induce  the  ailiiiitiiBtnitioii  of  oar  capital  to  » 

hut  not  without  great  eipenditure,  of  which  the  repayment  i»  hits. 

DumEia'a  Lastly,  Dumas,  when  inspecting  the  Barking  in 

expressed  hia  opinion  in  these  words — which,  comi 
from  the  mouth  of  such  a  man,  are  worth  volnn 
of  unauthorised  statements: — "Qui,  Veau  doit  ^ 
la  charrette  de  Vengrais." 

A  small  portion  of  the  sewage  of  Paria  is  utilised  \ 

irrigation  on  the  plain  of  Gemievilliers  near  Asni^ 

se«»ge  of    on  the  bank  of  the  Seine.     The  sewage  of  Pjiria  ca 

tains  only  a  part  of  the  solid  excreta  of  the  populati: 

as  cesspools  are  still  in  general  use  in  the  city,  ncvi 

theleas  it  is  rieh  in  fertilising  matters  both  in  suspc 

sion  and  solution. 

Sewage  An  account  of  the  sewage  farm  at  Geniievillie 

■toti'ne-    and  the  results  ohtained  are  given  in  the   Report 

'"*'""■       the  Local  Government  Board  Committee  (Appendi 

pp.  68-70),  whose  members  visited  the  farm  in  187 

We  find  from  this  report  that  the  soil  of  the  plain 

well  adapted  for  sewage  utilisation,  as  it  consists  of 

light  open  soil  on  a  gravelly  subsoil  of  considenili 

depth;  and  it,  therefore,  serves  the  purpose  of  a  natar 

filter ;    about  400  acres  are  under  irrigation.      Vei 

Aiiotnwnta  uumerous  allotments  of  land  have  been  made,  and  ai 

orun.1.       ]g^  Qjj  XcasG  for  terms  varying  from  3  to  15  yeata 

the  number  of  allottees  who  use  the  sewage  increase 

every  year,  and  the  owners  and  occupiers  are  mno 

pleased  with  the  result.     The  prejudice  which  at  fira 

existed  against  the  use  of  sewage  as  a  manure,  ani 

against  the  produce  grown  by  its  aid,  has  died  out. 

The  crop*  gmwa  under  eewuge  irrigation  have  been  n  p«riac 
lacco* ;  tb«)-  comprised  obsinthi?,  nrtichokca,  lupanigns,  hoatu,  ba«t 
root,  c&bbage,  canlon,  cutoIb,  celerj,  chevril,  chicory,  cohl-nbi,  cucoat 
ben,  leeki,  metoiw,  ooions,  pormip*,  peppermint,  potatoes,  putnpktiw 
■ptnach,  lomalocH,  tumipa,  lucerne,  clover,  Italian  rf  e-groB^  uuuigolda 
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wheat,  oats,  and  Indian  com.     The  iiLorket-garden  produce  yielded  LnxuriBnC 
very  ahtiniiant  crops.       The   BsparaKUH  ia   grown   in  nursery-beda  as   •="?'■ 
piauU,  And  afterwanle  «old  to  gardeners,  who  force  it  for  use  of  con- 
aumera.     The  Indian  com  was  of  exceedingly  luxuriant  growth,  9  to 
10  feet  high.     The  potatoes  gave  a  very  good  crop ;  the  sewage  is 
applied  to  the  land  before  planting  potatoes,  and  not  to  the  growing 
crop  except  in  drought     The  Italian  rye-grasa  and  lucerne  yielded 
five  cuttings  for  hay  and  two  cuttings  green  for  cattle  feeding.     It  ia 
found  that  the  application  of  sewage  to  Inceme  more  than  doubles  the 
weight  of  the  crop.     A  meadow  of  natural  grass  (principally  cocksfoot) 
under  sewage  treatment,  yielded  three  crops  of  hay  in  the  year,  and 
these  realised  Xl6  :  IGs.  per  acre.     Application  of  sewage  to  young 
fruit  trees  has  also  been  very  auccessful.     The  average  yearly  rainfall 
ia  20  inches.      The  hot  and  dry  plain  of  Gennevilliers  is  capable  of   I.argB 
absorbing  a  very  large  volume  of  sewi^e,  especially  in  the  summer  ''olntuu  of 
scasoa     It  is  found  that  the  sewage  does  not  readily  freeze,  and  there-  ^ufj^)^ 
fore  can  be  applied  continnously  to  the  land.     The  available  area  of  abnorbol. 
land  at  Gennevilliera  is  insuihcient  to  receive  the  diuly  volume  of  the 
Paris  sewage,  and  we  were  informed  that  it  is  in  contemplation  to  ex- 
tend the  main  conduit  to  St  Germain,  and  to  irrigate  the  land  lying 
on  the  edge  of  the  forest,  and  also  the  forest  itself  if  necessary. 

The  elHnent  water  after  percolating  through  the  gravelly  subsoil 
flows  into  the  river  Seine,  and  at  the  date  of  oar  visit  it  was  clean, 
bright,  and  inodoroua. 

In  Germany,  Berlin,  Breslau,  and  Dantzig  now 
dispose  of  their  sewage  by  irrigation  on  land,  and  the 
sewage  farms  have  proved  highly  anceesaful. 

Sewage  irrigation  was  not,  however,  adopted  at 
Berlin  until  after  experiments  had  been  made  with  a  Beriii.  ei- 
large  number  of  chemical  processes.     "  All  these  ex-  wnii  cheiu- 
periments,"  says  M.  Durand-Claye,  "  led  to  the  results  f^"' 
everywhere  obtained  by  such  methods  of  treatment  of 
sewage  ;  clarification,  but  not  purification  ;  great  ex- 
pense and  much  difficulty." 

Irrigation  was  then  tried  on  a  small  field  of  nearly  Trial  or 
10  acres  close  to  Berlin  from  July  1870  to  March  "^'»"^"'°- 
1872.  The  result  was  a  perfect  success;  abundant 
crops  were  obtained,  and  the  effluent  water  was  always 
found  to  be  satisfactorily  purified.  These  results,  to- 
gether with  the  experience  obtained  from  abroad — 
and  especially  from  England — <leeided  the  municipal- 
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ity  to  adopt  irrigation  as  a  means  of  purifying  Al 
whole  of  the  sewage. 

The  following  particulars  as  to  the  Berlin  sewig* 
farms  are  taken  from  the  Report  for  1884-85  of  li( 
Committee  of  Management  of  the  Sewage  Irrigalici 
Work,  for  which  we  are  indebted  to  Mr.  A.  Aird. 
Popoiatian  The  population  of  Berlin,  from  the  recent  ccosu 
returns,  is  1,300,000.  The  area  at  present  seweni 
contains  14,641  houses.  The  ascertained  averap 
number  of  inmates  per  house  is  60'62,  so  thai  ti* 
population  at  present  contributing  to  the  sewenge 
works  ia  887,537,  or  three-fifths  of  the  entire  popula- 
tion. The  water  supplied  daily  per  hea<l  of  the  popa- 
lation  is  14 '4  gallons.  The  amount  of  sewage  pompd 
daily  per  head  of  the  population  is  22  g^Ulons;  lie 
difference  representing  rain  and  surface  waters,  and 
water  used  for  municipal  or  manufacturing  purposoi 
voiniDBof  Altogether  about  19  J  million  gallons  of  sewage  teqnin 
"*'™^  to  be  disposed  of  daily.  The  sewage  varies  oousida 
ably  in  composition  at  different  pai'ts  of  the  year,  aac 
it  is  not  unusual  for  it  to  arrive  at  the  sewage  Jam 
in  a  putrid  condition.  The  area  of  land  already  pur 
chased  by  the  municipality  for  irrigation  purposes  i 
11,000  acres,  of  which  nearly  71  per  cent  is  leveUw 
and  under  irrigation.  This  land  is  situated  in  difiemtl 
districts  outside  the  city,  but  the  larger  portion  lia 
to  the  north  of  the  town.  During  the  year  M«dl 
Amouniof  1884-85,  7792  acres  of  laud  were  irrigated,  and  tbt 
gttia.  average  amount  of  sewage  applied  daily  per  acre  wm 
2500  gallons  nearly.  Besides  the  laud  in  possesBUUi 
of  the  municipality  the  sewage  can  be  applied  by 
arrangement  at  certain  times  on  420  acres  of  J 
belonging  to  private  owners,  and  on  23,000  { 
meadow  hmd,  belonging  to  the  "Nuthe"  i 
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Much  of  the  work  on  the  fann3  is  done 
house  poor ;  the  number  ao  employed  averaged,  during 
the  year,  1137  ;  this  arrangement  is  said  to  work  very 
BatisfactorUy.  Grass  land  is  let  out  at  from  £3  to 
£i  per  acre  per  annum  ;  621  acres  are  laid  out  as  beds 
for  Ijeet  culture,  and  this  industry  yields  an  annual 
profit  of  j£2000.  The  municipality  has  gained  many 
prizes  for  vegetables,  etc.,  at  the  agricultural  shows, 
About  700  head  of  cattle,  and  860  sheep  are  kept  on 
the  farm,  and  a  large  number  of  horses.  The  tables 
of  mortality  and  sickness  on  the  farms  show  that  no 
intiuence  adverse  to  health  can  be  attributed  to  sewage 
farming.  The  annual  outlay  on  the  farms  is  £83,134, 
whilst  the  income  is  £80,415,  so  that  there  is  a  deficit  of 
about  £2620  on  the  year  1884-85.  The  farms  which 
have  been  under  irrigation  from  the  first,  and  are  now 
in  complete  working  order,  are  yielding  profits.  The 
effluent  from  the  farms  has  never  been  in  aueh  a  state 
as  to  give  rise  to  any  complaints.  The  effluent  from 
the  northern  farms,  which  passes  into  the  "Rummels- 
burger  See,"  which  is  connected  with  the  river  Spree, 
just  above  the  water-works  intake,  is  so  insignificant 
compared  with  the  volume  of  water  into  which  it  passes, 
that  no  danger  is  apprehended  to  the  water-supply. 

The  municipality  of  Berlin  has  thus  in  the  most 
public -spirited  manner  settled  the  question  of  the 
disposal  of  the  sewage  of  that  city,  and  we  cannot 
conclude  our  description  better  than  by  quoting  what 
M.  Hobrecht,  the  engineer  of  these  works,  said  to  M, 
Durand-Claye.  "The  city  of  Berlin  never  refuses  us 
the  necessary  money,  when  it  is  a  question  of  health 
and  of  sanitary  works ! "  An  example  which  might 
well  be  followed  by  other  cities. 

Dantzig  and  Breslau  as  well  as  Berlin  have  estab- 
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lished  irrigation  works  for  the  treatment  of  their  sw- 
age. The  sewerage  and  irrigation  works  of  these  lint 
cities  were  visited  in  1880  by  Professor  A.  Darui 
Claye  of  Paris,  and  described  by  him  in  La  Rfm 
d'Hygihie — January  and  February  1881.*     Frombil 

Duiutg.  account  we  find  that  the  works  at  Dantzig  were  coa- 
menced  in  1869  and  completed  in  1871,  under  tin 
superintendence  of  Mr.  Aird  of  Berlin,  to  whom  ak 
the  sewage  farm  was  leased  for  a  period  of  thirty  yean 
The  dry  weather  sewage  of  the  town  amounts  to  nea^ 
3,000,000  gallons  daily.  During  wet  weather  tb 
quantity  to  be  dealt  with  may  reach  3,600,000  gaOtnii 
daily.  The  sewage  is  pumped  from  the  town — a&e 
being  freed  from  its  larger  solid  matters  bj  a  Latham' 
extractor — to  the  sewage  farm  through  a  pipe  221 
inches  in  diameter,  and  3175  yards  in  length.  Tli 
vertical  height  through  which  the  sewage  is  raised  in  it 

Lud  Died    course  to  the  farm  is  about  33  feet.     The  land  used  fo 

Hon."^  irrigation  is  situated  between  the  Vistula  and  the  Baiti 
Sea,  not  quite  two  miles  from  Dantzig,  and  covers  abon 
1235  acres.  The  surface  is  uudulatory  and  the  soil  i 
a  very  permeable  sand,  containing,  however,  a  gooi 
deal  of  iron,  which  gives  the  eflfluent  water  a  yeJlowui 
tint.  So  permeable  is  the  soil,  and  with  such  avidit 
does  it  absorb  the  sewage,  that  it  has  not  been  foun* 
necessary  in  any  one  year  to  irrigate  more  than  one 
third  of  the  farm,  and  it  has  even  been  found  desirable 
to  irrigate  ]iortions  of  the  farm  with  water  from  tb 

Eflneat.  river  Motlau.  The  effluent  from  the  farm  is  alwajn 
limpid  and  odourless,  although  often  coloured  yellov 
by  the  iron  in  the  soil.  The  conditions  present,  U 
Durand-Claye  observes,  are  very  favourable  to  purifica- 
tion of  the  sewage,  but  much  leas  so  to  its  utilisation. 
*  La  invBux  d'AMainiMument  ile  Dnntzit;,  Berlin,  BnalMk 
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The  irregularities  of  the  surface  necessitated  much 
work  in  levelling  and  plotting,  whilst  the  extreme 
porosity  of  the  soil  has  prevented  the  application  of 
sewage  to  many  parts  of  the  farm,  which  would  be 
much  benefited  thereby.  The  violent  winds  tend  to  raise 
clouds  of  sand  ofi"  the  neighbouring  dunes  which  choke 
the  vegetation,  and  the  climate  is  cold  and  bleak,  climate 
severe  frosts  prevailing  in  winter.     During  the  hardest  bieak. 
frost,  however,  the  sewage  sinks  beneath  the  surface 
coating  of  ice  and  snow,  and  filters  through  the  soil 
without  causing  any  injury  to  the  plants  or  trouble 
to  the  contractor.     The  farm  has  been  productive  of 
excellent  crops  of  grasses,  roots,  and  cereals.    The  latter 
appear  to  thrive  weU  on  this  very  porous  soil  when 
treated  with  large  doses  of  sewage.     The  value  of  the 
land  has  increased  enormously.     Formerly  worth  next  Land  in- 
to  nothing,  smaU  portions  are  now  let  oflF  by  Mr.  Aird  ^us- 
for  from  100  to  500  francs  the  acre.     '^It  is  a  truly  ^y^^^^^- 
curious  sight,"  says  M.  Durand-Claye,  "to  see,  sur- 
rounded by  irregular  dunes  of  blowing  sea-sand,  vast 
spaces  covered  with  a  vigorous  vegetation  as  a  result 
of  the  application  of  sewage,  and  it  is  of  much  credit 
to  the  municipality  of  Dantzig,  that,  although  the  town 
is  surrounded  by  rivers  of  large  size,  and  lies  within 
three  miles  of  the  sea,  it  has  rejected  the  false  and  bar- 
barous system  of  casting  untreated  sewage  into  sea  or 
river."     The  sewage  farm  has  had  no  adverse  influence 
on  the  health  of  the  neighbouring  villages  and  garrisons  Nouieflfect 
of  the  fortress  of  Weichselmunde,  and  the  death-rate  ^^  ^®*^^' 
in  Dantzig  itself  since  the  completion  of  the  sewerage 
and  irrigation  works,  and  the  introduction  of  a  better 
water-supply,  has  been  reduced  21  per  cent,  viz.  from 
36-5  in  1869  to  a  mean  of  28*5  from  1872  to  1879. 

Breslau,  a  town  of  250,000  inhabitants,  has  carried  Bx^siau. 
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out,  under  the  superiDtendence  of  Mr.  Aird,  sewerage  ' 
and  irrigation  works  on  plans  very  similar  to  tbost 
adopted  at  Berlin  and  Dautzig.  The  sewage,  «fta 
being  filtered  through  coarse  gravel,  is  pumped  inw  i 
metal  pipe  4000  yards  in  length,  to  the  sewage  iam 
on  the  banks  of  the  Oder.  The  vertical  heigbt 
through  which  the  sewage  is  raised  is  about  !  6  fwL 
The  farm,  which  is  about  1000  acres  in  extent,  hsf 
been  leased  to  Mr.  Aird  for  a  period  of  ten  yeara.  At 
the  time  of  M.  Durand-Ciaye'a  visit  in  1880,  the  soil 
und  heing  of  the  farm,  which  is  very  porous,  was  being  jjrepand 
K^MwagB.  for  the  reception  of  the  sewage.  It  was  expected  thai 
250  acres  would  be  amply  sufficient  to  purify  all  the 
sewage  of  the  town  for  many  years  to  come.  The 
total  cost  of  the  irrigation  and  sewerage  works  is 
estimated  at  2-^  millions  of  francs, 

M.  Durand-Claye's  conclusions  from  his  visits  to 

Dantzig,  Berlin,  and  Brealau  are  worth  quoting  here: 

In  Germany  it  is  now  everywhere  admitted  with- 

switttioD    out  dispute  that  the  sanitation  of  towns  rests  upon 

ottovDB.     three  principles  :  (1)  The  discharge  of  all  the  excretal 

matters  into  the  sewers ;     (2)  an   abundant    supply 

of  water  to  the  houses,  and  frequent  flushing  of  the 

sewers ;    (3)  the  purification  of  the  sewage    by  the 

soil  and  vegetation. 

PoliiMB,  Pullman,   a   town  of  8500   inhabitants,    utaated 

near  Chicago,  United  States,  is  sewered  on  the  separate 

system,  on  very  similar   lines  to  those  adopted   at 

Memphis.     The  town  being  situated  on  a  gentle  slope, 

the  surface  waters  run  down  channels  in  the  streets  to 

their  natural  outlet  in  Lake  Calumet.     The  town  is 

entirely  water-closeted,  and  rather  more  than  half  a 

million  gallons  of  sewage  are  produced  daily.      The 

branch  sewers  iire  of  small  size — h-om  2'5   to  3'A 
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inches  in  diameter,  and  receive  the  water-closet 
sewage  and  house  waste  waters.  They  empty  into  a 
main  sewer  of  cast  iron,  19'5  inches  in  diameter, 
which  discharges  its  contents  into  a  reservoir.  From 
here  the  sewage  is  pumped  up  about  26  feet  on  to  the 
surface  of  a  farm,  situated  about  three  nules  from  the 
town.  This  faim,  which  covers  nearly  140  acres,  has  Theaawage 
a  surface  soil  of  alluvial  sand  lying  on  a  subsoil  of  "™' 
clay,  and  is  underdrained  throughout  its  whole  extent. 

The  surface  of  the  farm  is  laid  out  in  ridges  and 
furrows.  The  effluent  from  the  farm  is  clear  and 
inodorous,  and  flows  into  the  Lake  Calumet.  The 
sewage  invariably  arrives  at  the  farm  in  a  fresh  and 
undecompoaed  condition.  Market  garden  and  dairy 
produce  in  large  quantities  are  the  staple  commodities 
of  the  farm,  but  sheep  are  also  kept  producing  wool 
of  firat-class  quality.  About  10  acres  of  land  are  Fiiuation 
prepared  as  filtration  beds  to  take  the  sewage  at  all 
times.  The  rest  of  the  farm  only  has  sewage  applied 
to  it  when  it  will  be  of  benefit  to  the  crops.  The 
farm  has  made  a  profit  of  over  £1000  a  year,  not 
taking  into  account  the  expense  of  pumping,  nor 
interest  on  the  cost  of  the  land  and  its  preparation. 
The  health  of  the  employes  on  the  farm,  about  forty 
in  number,  is  exceptionally  good.  Pullman  also  is  very  low 
extremely  healthy,  the  death-rate  averaging  only  7  per  atPuiim^. 
1000  per  annum,  and  malaria,  which  is  the  scourge  of 
other  towns  in  the  vicinity,  is  unknown  in  Pullman. 

From  the  Report  of  a  Commission  appointed  to 
consider  a  general  system  of  drainage  for  the  valleys 
of  the  Mystic,  Blackstone,  and  Charles  Rivers,  Massa-  Tba  dis- 


chusetts.  United  States,    1886,  it  appears  that  until  ^Ig^or" 
now  the  disposal  of  sewage  by  irrigation  on  land  has  ach^c^ 
made  but  little  way  in  America.     This  arises  to  a 
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great  extent  from  the  fact  that  the  rivers  are  mock 
larger  than  in  England,  and  the  populations  on  ihar 
banks  very  much  less  dense.  The  pollution  ariang 
from  turning  crude  sewage  into  rivers  is  consequeitt^ 
not  very  great,  except  in  the  case  of  streams  whid 
are  much  reduced  in  size  in  summer  from  prolong^ 
drought.  Claiification  of  sewage  by  chemicals  is  not 
now — and  probably  in  the  future — will  be  but  htde 
resoi-ted  to,  owing  partly  to  the  great  espenae  of 
chemicals,  plant,  and  labour  in  the  States,  and  partlT 
to  the  cheapness  of  laud  in  nearly  all  districts.  Again 
there  is  but  little  demand  for  artificial  fertiliaers  in 
the  States,  so  that  the  sludge  produced  by  chemical 
processes  would  be  very  generally  an  unsaleaUi 
product.  Land,  where  needed,  could  generally  In 
acquired  on  easy  terms,  and  as  there  is  comparative^ 
but  little  inducement  to  cultivate  the  areas  on  whict 
sewage  is  disposed  of,  purification  of  the  sewage  bj 
filtration  would  be  the  first  object  in  view,  but  to 
works  might  be  arranged  in  such  a  manner  that  tiu 
sewage  could  be  utilised  for  short  periods  in  sumtner, 
when  needed.  But  little  trouble  is  anticipated  frwD 
the  severity  of  the  winters  in  America ;  as  it  has  been 
found  at  Pullman  that  irrigation  has  always  proceeded 
there  without  interruption.  During  a  visit  paid  to 
the  farm  in  February  1885,  by  one  of  the  Commis- 
sioners, although  for  five  days  previous  the  mercury  had 
not  risen  toO°Fahr.,and  had  been  as  low  as— 25°,  it  was 
foun<l  that  the  sewage  was  going  on  to  the  land,  but 
covered  by  a  stratum  of  ice,  from  1  to  8  inches  thick. 
On  breaking  the  ice  and  diggiug  a  hole  in  the  growid 
below  with  a  spade,  the  boU  was  seen  to  be  unfrozen 
and  perfectly  open.  As  the  weather  moderated  the 
sewage  rapidly  melted  the  ice  above  it. 
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EXPERIMENTS   ON   VARIOUS  CROPS. 

The  Sewage  of  Towns  Commissioners  instituted  a 
series  of  important  experiments  to  show  the  value  of 
sewage  and  the  amount  of  the  crops  that  could  be  got 
from  it  by  irrigation.     From  these  they  concluded — 

That  the  most  beiie6iiial  and  most  pro6toble  method  of  disposing  Conclnaion, 
of  sewage  where  circumBtanceB  will  admit  of  this  use  of  it,  h  by  direct  ^'  "'*''■  '-■ 
n])]ili  cation  in  the  liquid  form  to  land  ;  where  such  applications  can 
only  be  conveniently  effected  near  babitationa,  it  may  be  desirable  to 
employ  eome  deodorising  agent,  but  usually,  if  proper  arrangements 
are  mode  for  conveying  sewage  on  to  the  land,  this  expense  need  not 
be  incDPred.      (Second  Riporl  ti  of  T.  C.  1861,  p.  40.) 

By  the  application  of  large  quantities  of  dilute  town  sewage  to  Eiperi- 
permanent  meadow  land  during  the  spring  and  summer  months,  there  ^""^  "' 
was  obtained  on  average  increase  of  about  four  tons  of  green  grass,   ■"'■^*^*' 
(which,  owing  to  the  lower  proportion  of  dty  substance  in  the  sewagecl 
grass,  was  eiiual  to  only  about  three-fourths  of  a  ton  of  hay)  for  each 
thousand   tons  of  sewage   applied,  until  the   amount  of  the  latter 
approached  the  rate  of  about  9000  tons  per  acre  per  annum.      The 
largest  produce  obtained  was  about  33  tons  of  green  grass  per  acre.    Produce. 
The  period  of  the  year  over  which  an  abundance  of  green  food  was 
available  was,  with  the  largest  amounte  of  sewage,  between  five  and  six 
months.     {Report  by  Mr.  Lawts,  loc.  ei't  p.  36.) 

This  grass  was  shown  to  be  suitable  for  fattening  Fatteniug 
oxen,  especially  if  a  little  oilcake  was  given  in  addition. 
Milch  cows  give  considerably  more  milk  in  propor-  Mikh 
tion  to  the  solid  matter  contained  in  their  food  when 
fed  on  sewaged  than  on  unsewaged  grass,  though  they 
give  a  less  quantity  in  proportion  to  the  quantity  of 
fresh  grass  consumed.  "  Milk  to  the  gross  value  of 
£32  per  acre  was  obtained  where  the  largest  quantity 
of  sewage  was  applied.  The  gross  value  of  the  milk 
from  the  increased  produce  of  each  thousand  tons  of 
sewage  was  between  five  and  six  pounds."  Sewaged 
grass  contains  less  dry  substance  than  unsewaged 
grass,  and  a  given  weight  makes  leas  hay,  but  the  dry 
substance  of  sewaged  grass  generally  contains  a  higher 
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proportion  of  nitrogenous  compounds    i 
non-sewftged  grass.     {Loc.  cit.  p.  37.) 

In  the  Third  Report  of  the  Commission  (18651 
the  following  results  are  recorded  (pp.  72,  73)  : —  i 

Eirly  and  By  the  application   of  aewage   to  grass-land   during   the  fl 

U.U>  crops,     yejy  enr]y  uut  or  bite  of  green  food  may  bo  obtained,  but  the  a 
of  increased  produce  due   to  the  winter  application 
amall  for  the  amount  of  sewage  employed. 

The    period   during   which    an  abundance    of    green     food  i 

avmlable  was  extended  considerably  at  the  end  as    w^ell    flu   at  tW 

beginning   of  the  season  j   and  the  more  so  the  larger  (Jie  quantity  td 

sewage  applied,  almost  up  to  the  highest  omoout  employed,  rix.  9(100 

Poor  soil  us  tons  per  acre.     A  pootec  soil  gave  fully  as  much  produce   per  aCK, 

'"J''*  ■*       under  the  influence  of  liberal  dressings  of  sewage,  ae   the   natonlly 

*"^     *'      much  more  fertile  soil.     While,  from  the  average  of  three  yeart,  and 

from  the   two   fields  on  which   the   experiments  were   conducted,   the 

amount  of  produce  obtained,  without  sewage,  woa  about  9A  ton*  at 

green   grass  per  acre  per  annum,  equal   to  about   3    tons   of   hay ; 

Inereaatd      with  3000,  6000,  and   9000  tons  of  sewage  per  acre   per  annum   the 

■monnla  of  ^mo^nts   Were  respectively   about   22j,  SOj,  and   32j  lona    of  gnat 

'      gross,  equal  respectively  (reckoned  according  to  the  percentage  of  dn 

substance  in  each)  about  S,  5|,  and  6^  tons  of  hay. 

But  the  largest  quantities  obtained  were   as  much 

as  35  tons  of  green  grass  in  one  6eld,  and  37  tons  in 

the  other,  equal  respectively  to  6  tons  12^  cwt.  and 

7  tons  1  cwt.  of  hay.    These  crops  were  produced  with 

9000    tons   of  sewage    per   acre    per   annum.      The 

notjiropor-  incrcEse  in  the   crops  was  not   proportional    to    the 

LoTM^     increased    amount    of  sewage,   for   the    increase    per 

Iit«^*"'    1000  tons  was.  when   3000  tons  were  applied,  about 

5  tons  of  green  grass  ;  when  6000  tons  were  applied, 

4  tons  2J  cwt. ;  and  when  9000  tons  were  applied. 

3  tons  3^  cwt.     The  results  obtained  with   Italian 

rye-grass  gave  about  the  same  increase  of  prodtio 

Fatuning    Fattening  oxen  con.sunied  more  sewaged  than 

retaru        SBwagcd  gniss  to  produce  a  given  rate  of  iucrea««H 

milch*"''    ''"*'  reckoned  as  dry  solid  substance,  the  amount  con- 

"'"■         sumcd  was  less  to  produce  the  same  result.      It  waa 
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found  advisable  to  give  oilcake  in  addition,  and  the 
money  return  was  not  nearly  so  favourable  with 
fattening  oxen  as  with  milch  cows.  With  regard  to 
the  weights  of  sewaged  and  unsewaged  grass  which 
produced  a  given  quantity  of  milk,  the  results  were 
the  same  as  before,  all  of  them  showing  that  the 
dry  solid  substance  contained  in  sewaged  grass  is 
more  nourishing  than  that  contained  in  unsewaged 
grass. 

On  the  average,  aboat  six  parts  by  weight  of  fresh  grass  yielded 
one  part  by  weight  of  milk.  By  the  aid  of  sewage,  the  time  that  an 
acre  would  keep  a  cow,  and  the  amount  of  milk  yielded  from  the 
produce  of  an  acre,  were  increased  between  three  and  fourfold.  {Third 
Report  S.  of  T.  a,  p.  74.) 

Sewage-grown  Italian  rye-grass  was  found  to  be  Favourable 
more   favoui'able   for  the   production   of  milk  than  ^°^ 
meadow  grass  (the  result  of  only  one  experiment). 
From  these  experiments  it  is  calculated  that  "  with  an 
application  of  about  5000   tons   of  sewage  per  acre 
per  annum  to  meadow  land,  an  average  gross  produce 
of  not  less  than  1000  gallons  of  milk  per  acre  per 
annum    may    be    expected  ...  an    average    gross 
return  of  from  £30  to  £35  per  acre,  in  milk  at  8d.  Return 
per  gallon,  may  be  anticipated."     With  regard  to  the 
grass,  it  has  been  stated  that  the  proportion  of  nitro- 
genous substances  was  greater  in  the  sewaged  than 
in  the  unsewaged  grass.     It  was  also  found  that  this 
quantity  was  much  higher  in  the  solid  matter  of  the 
grass  grown  towards  the  end  of  the  season ;  and  it 
would  appear  that  the  greater  productiveness  in  milk 
and  in  increase  of  flesh,  observed  as  the  result  of 
feeding  with  sewaged  grass,  depends  more   on  the  Quality  of 
quality  of  these  nitrogenous  matters,  and  their  ready  ^<^" 
assimilability,  than  on  the  actual  percentage  of  them.  ™»tt«"  ^ 
The  milk   obtained  was  greater  in   quantity,  when 
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Quantity      Compared  with  the  amoUDt  of  dry  solid   substa 
oodqnaiity  ^^^  grass,  with  the  aewaged  than  with  the  unseij 
■"'"^  grass.     It  was,  however,  slightly  less  rich,  but  l 

some  oilcake  was  given  with  the  grass    its  riclme 
Ejperi-       was  notably  increased.     An  experiment  was  made  i 
mm  upon   j,^^  egget  of  sGwage  irrigation  upon  oats  :   this  showi 
that  when  only  135^  tons  of  sewage  per  acre  we 
EictUent    employed,  "  the  gross  value  of  the  increased  prodoi 
""'^'*"       amounted  to  more  than  5d.  per  ton   of  the  sewaj 
employed,  or  to  about  three  times  the  market  vali 
of  the  constituents  of  the  sewage,  supposing   the 
to  have  been  extracted  and  dried ;  and  in    anothi 
experiment,    in    which    510    tons    were    applied    pi 
acre,    the    gross    value    of    the    increased     produi 
amounted   to    about    l^.    per   ton    of  the    sewaf 
employed"    (Loc.   cit.   p.    78).      These  experimeni 
were   made    under   exceptional    circumstances,    wit 
dry  weather,  a  very  productive  season,  and  sewage  ( 
about  double    the  strength  of  the    London   sewagi 
These  results  with  oats,  as  well  as  those  obtained  b 
the  Earl  of  Essex  with  wheat,  show  in  both   case 
Higii  "a  very  high  gross  money  return  per  ton  of  sewag 

""^        employed."     The  general  conclusions  of  these  Com 
ahouidi*    missioners    are — that  sewage   should  be  applied,    t< 
wmi'i**"    obtain  the  highest  value  from  it,  "  in  small  quantiti© 
S^'^rt™    per  acre,  and  in  dry  weather ;  "  that  5000  tons  pa 
acre  applied  to  properly  prepared  grass  land  wonic 
produce    the    most   profitable    result ;  and    that   the 
effluent  water  would  be  sufficiently  purified.     That 
the  above  quantity  would  represent  the  sewage  (in- 
cluding rainfall  and  so  forth)  from  fifty  individaals, 
80  that  "  a  population  of  three  millions  would  require 
about    60,000    acres    constantly    under    irrigation. "" 
That  the  greater  proportion  of  sewage  would  have  to 
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be  used  on  grass  land,  because  the  expense  of  distri- 
buting it  by  means  of  piping  and  hose-and-jet  to 
arable  lands  instead  of  by  open  carriers  (as  to  grass 
land)  would  be  too  great  to  warrant  the  large  employ- 
ment  of  it  in   this  way.     We  shall  see   that  this 
method  of  distribution  is  not  by  any  means  necessary 
in  the  application  of  sewage  to  arable  land  any  more 
than  it  is  to  grass  land.     The  Commissioners  con-  conciu- 
eluded  from  their  experiments  "  that  the  farmer  would  "°°*' 
not  pay  three-farthings,  and  probably  not  a  halfpenny  as  to  value 
per  ton  the  year  round,  for  sewage  of  the  average 
strength  of  that  of  the  metropolis  (excluding  storm- 
water),  delivered  on  his  land.''     It  is  pointed  out  by 
the   Sewage    Committee,    1862   (Dr.    Brady's),   that 
the  reason  that  such  an  unfavourable  monetary  value 
was  got  by  Mr.   Lawes  was,  that  the  sewage  was 
applied  in  a  manner  likely  to  cause  waste,  and  in  too  too  much 
large  a  quantity ;  and  the  case  of  Annerley  schools  aJoie  ex-** 
was  instanced,  where  9d.  a  ton  was  got  in  value  from  penmenta. 
the  sewage,  and  where  it  was  found  that  1500  tons 
per  annum,  distributed  by  hose-and-jet  {i.e.  distri- 
buted carefully),  produced  a  result  equal  to  that  from 
8000  to  9000  tons  distributed  by  gravitation  (prob- 
ably not  with  sufficient  care,  or  proper  laying  out 
of  ground) ;    and  Mr.   Philip   Miles  gave  evidence 
before    the   same   Commission    that  he   had    about 
doubled  the  value  of  fourteen  acres  of  land  by  care- 
fully utilising  the  sewage  of  thirty  people  upon  it, 
and  that  he  calculated  that  there  was  realised  a  clear  very  lugh 
profit  of  £1  a  year  for  each  person's  sewage,  instead  ^nomLi 
of  Mr.  Lawes's  Is.  or  2s.     There  is  nothing  impossible  ^^^ 
in  so  high  a  profit ;  it  merely  shows  the  great  value 
of  the  water  itself — ^a  consideration  which  may  come 
to  be  an  important  one  in  future  valuations  of  sewage. 
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The  above  experiments  are,  however,  mdi 
from  many  points  of  view  ;  but  they  do  not  j 
account  of  results  with  other  crops  than 
oats,  and  so  we  must  turn  to  the  results  obtained 
Lodge  farm,  Barking,  and  at  Breton's  farm,  n< 
Romford,  in  Essex.  At  the  latter  place  we  find  fn 
the  evidence  given  by  Mr.  Wm.  Hope,  V.C,  beC 
the  Reading  Local  Board  of  Heahh,  that  he  rent« 
farm  of  121  acres  at  £300  per  annum,  and  that 
paid  in  addition  X600  a  year  for  the  sewage  of  1 
town  of  Romfonl  delivered  on  to  the  farm,  bei 
equal  to  two  abillinga  per  annum  for  the  sewage  ] 
head  of  the  population,  and  that,  moreover,  he  "agr 
to  bear  the  Board  harmless  in  respect  of  all  actif 
for  any  damages  or  nuisance."  On  this  farm  he  1 
grown  auceessfully  all  the  crops  above  mentioned 
grown  at  the  Lodge  farm  near  Barking ;  and  on  i 
6th  of  August  1870  we  saw  very  fine  crops  of  aim 
every  kind  growing  there,  and  remarked  that  sevs 
of  them  bore  excellent  evidence  to  the  fact  stat* 
that  roots  bear  transplantation  remarkably  well  wh 
supplied  with  sewage.  A  croj)  of  maize  was  excec 
ingly  luxuriant,  and  gave  every  promise  of  ripenii 
and  the  only  fault  that  could  be  found  with  a  plot 
oata  was  that  they  were  too  thick,  the  ears  l>eii 
especially  heavy  and  of  very  remarkable  length, 
some  cases  as  much  as  27  inches.  It  may  be  stated  . 
a  proof  that  strawberries  (a  very  valuable  crop)  thri' 
well,  when  supplied  with  sewage,  that  those  the  Lodj 
farm  produced  (in  1869)  were  the  finest  in  Covei 
Garden  Market,  and  fetched  the  highest  price.  Bee 
root  promises  to  be  a  ero])  of  the  greatest  important 
in  sewage  farms,  and  the  manufacture  of  sugar  &oi 
it  would  certainly  realise  a  very  large  profit.     Pn 
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feasor  Voelcker  finds  that  the  best  beetroots  grown 
in  Holland,  Sufiblk,  and  Scotland  give  from  nine  to 
ten  per  cent  of  sugar  at  the  outside,  while  the  roots 
grown  at  the  Lodge  farm,  with  London  sewage,  give 
13 '19  per  cent  of  it.  There  seems  no  reason  why  hops 
should  not  be  manured  with  sewage,  and  indeed  they 
would  appear  to  be  a  crop  especially  suited  for  it,  aa 
they  require  to  be  manured  while  growing.  From 
a  paper  read  by  Mr.  Hope  at  the  Institution  of 
Surveyors,  on  22d  November  1869,  we  find  that  he 
considers  Italian  rye-grass  to  be  the  staple  sewage  luiun 
crop,  and  that  it  will  produce,  under  proper  cultiva-  ^^'^^^*^ 
tion,  ten  crops,  averaging  nine  or  ten  tons  each  per 
acre,  in  one  season,  by  the  application  of  a  sufficient 
quantity  of  sewage — the  grass  being  sown  in  the 
month  of  August ;  and  that  from  the  farmer's  point 
of  view  the  dilution  of  the  sewage  of  a  town  should  Dilution 
not  be  less,  if  possible,  than  from  25  to  30  gallons  of  °'"®^*^- 
liquid  per  head  of  the  population  daily.  The  sewage 
of  thirty-five  to  forty  persons  per  acre  is  a  sufficient 
average  for  a  term  of  years ;  but  the  difficulty  in  ac- 
quiring land  often  necessitates  the  application  of  a 
larger  amount  of  sewage  per  acre,  and  the  application 
of  the  sewage  of  100  persons  per  acre  may  be  taken 
as  the  ordinary  standard. 

The  introduction  of  what  is  known  as  JEnsilage  Bnaiiage. 
into  this  country  will  probably  find  a  very  useful 
application  on  sewage  farms,  where  large  quantities 
of  meadow  grass  and  Italian  rye-grass  are  grown.  The 
difficulties  in  making  hay  are  much  increased  on  sew- 
age farms  aa  compared  with  ordinary  farms  from  the 
large  size  of  the  crops  and  the  great  rapidity  of  their 
growth  ;  and,  especially  in  wet  years,  there  may  be 
no  market  for  the  Italian  rye-grass  when  cut.     If 
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these  crops  be  stored  and  compressed  in  what 
Methoiiot  known  as  "  Siloa,"  which  are  pits  in  the  ground 
tion.'"^  Bpecia]  receptacles  of  brick  and  cement  rendi 
impermeable  to  air,  they  undergo  a  cei*taiu  amooii 
fermentation  which  is  subsequently  cheeked  by 
jibaence  of  air  and  oxygen,  and  can  then  be  kepi 
any  length  of  time.  It  is  found  that  ensilage  is  rea 
eaten  by  all  kinds  of  cattle,  and  in  the  case  of  c 
produces  an  increased  flow  of  milk  as  compared  i 
that  produced  by  the  ordinary  diet  of  hay  and  r 
in  winter.  It  ia  by  some  considered  best  for 
crops  when  cut  to  be  left  on  the  land  for  a  day  to  ■ 
and  then  to  be  packed  into  the  silo,  at  the  bottoi 
which  a  means  of  exit  for  any  water  that  may  acca 
Fermeiita-  late  should  be  left.  The  fermentation  which  goo 
"Silos."  to  a  limited  extent  causes  a  partial  conversion  of  at 
and  sugar  into  lactic  acid,  but  this  loss  is  com 
balanced  by  the  greater  nutritive  qualities  of  a  fw 
which  is  not  dry,  but  still  retains  a  large  proper 
of  its  water.  Compression  of  the  crops  ia  the  silt 
force  out  as  much  air  as  possible,  and  the  impem 
bility  of  the  walls  of  the  silo  to  air,  are  necessar 
ensure  the  production  of  good  ensilage. 

Professor   Heniy  Eobinson   says  in   a   papof 
"  Some  Recent  Phases  of  the  Sewage  Question^^J 

If  tlie  green  crop,  aftei  being  placed  in  the  silo,  be  left  IkflR 
posed  to  the  air  for  a  few  daifs,  il  h«aU,  anil  if  the  len^M 
he  allowed  to  risu  to  from  125°  to  150°  Falir.,  tli<*  bacterid 
kille<l,  and  the  Bubsequent  fermentation  which  iroutd  have  been 
dticed  by  that  cause  ia  aireated.  The  reaultitig  material  is  a 
"Sweet"  "Nwuet"  "lage,  which  Teiuoina  aromatic,  after  having  gtme  tkn 
lilagB.  what  is  termed  a  "hapnK  fermentation."     If,  on  the  other  IulIii 

M>oii  fU  the  green  crop  is  put  in  the  chamber,  it  ia  nibJectM 
preMurc,  hy  which  the  nlr  u  cxcludt-d  aa  for  as  poMJblt,  md  U 
l«mpvruture  doc*  not  riec  above  100'  Fahr.  at  the  outaide,  ttia 
t«ria  live  and  clevelop,  and  the  fermentation  is  greater  thui  bd 
'  Ivadiug  lo  the  formation  of  lactic  or  acetic  acidii,  with  n  Ion  of  a 


J 


IRRIGATION  419 

^  of  the  saccharine  matters,  which  become  broken  up  and  form  new 
combinations  which  partly  pass  away  as  gases.     The  silage  thus  pro- 

"     duced  is  called  "sour,"  to  distinguish  it  from  that  termed  "sweet,"   **Sour" 

J/     although  the  difference  does  not  affect  the  avidity  with  which  cattle  "l*g<^' 
eat  it,  nor  its  nourishing  results.     The  fermenting  action  which  takes 
place  in  the  silo  is  partial  digestion,  such  as  would  have  taken  place 

^  in  the  animal's  stomach.  It  causes  a  softening  of  woody  fibre  and  a 
preservation  of  the  flesh  and  fat  producing  ingredients  of  the  green 
crop.  The  loss  of  weight  produced  by  fermentation  falls  upon  those 
parts  of  the  fodder  which  have  the  least  feeding  effect,  such  loss  com- 
paring favourably  with  preservation  of  grass,  etc,  by  exposure  to  the 
sun. 

The  Committee  of  the  British  Association  on  the 
Treatment  and  Utilisation  of  Sewage  made  an  esti- 
mate of  the  amount  of  nitrogen  recovered  in  the  crops  Amount  of 
from  the  sewage  applied  to  Breton's  farm,  near  Eom-  ^^^^Sd 
ford.      These  determinations  were  carried  on   from  "^^"*p*- 
March    1871   to   March    1872;  the   general   results 
arrived  at  being  that  "  of  every  100  parts  of  nitrogen 
distributed  over  the  farm  during  the  twelve  months, 
10*67  parts,  or  about  one-tenth,  were  found  in  the 
effluent  water;  41*76,  or  approximately  four-tenths, 
were  recovered  in  the  crops,  making  together  about 
half;  and  47*57  parts,  or  in  round  numbers  the  other 
half,  were  unaccounted  for.     Of  this  half  a  portion 
must  have  remained  in  the  soil"  {Report,  1872,  p. 
153).     This  was  subsequently  ascertained  to  be  the 
fact,  by  comparing  the  analysis  of  the  average  com-  Ennch- 
position  of  the  soil  of  the  farm  made  previously  to  the  ™?[^o,°t^g® 
application  of  sewage  with  a  similar  analysis  made  in  f«nn. 
1873  {Report,  1873,  p.  417).      The  phosphoric  acid 
in  the  soil  waa  found  to  be  increased  from  0*01  to 
0*058  per  cent,  the  loss  on  ignition  of  the  soil  was 
much  greater  (leaving  water  out  of  the  question),  the 
amount  of  ammonia  had  increased  from  an  inappreci- 
able quantity  to  0*016  per  cent,  and  the  amount  of 
nitrates  had  also  increased.      The  amount  of  total 
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uitrogen  in  the  soil    which   had    been    i 

found  by  the  soda-lime  process  to  be  0"121  peri 

The  Committee  remark  :■ — 

"There  is  therefore  no  doubt  that  the  quality  ol 
soil  haa  been  considerably  improved  by  the  sewu 
Nitrogen      and  that  a  good  deal,  both  of  the  nitrogen  and  p 
iibarii'™ij  phorie  acid,  is  retained  in  it." 

reumni  in  '£]^q  samplcs  of  sewagcd  soil  wore  verv  care; 

taken,  in  the  presence  of  members  of  the  Commi 
at  the  same  part  of  the  farm  as  the  aamples  had 
tiiken  before  the  application  of  sewage.  These  son 
were  mixed,  and  an  average  sample  submitte 
analysis. 

The  Committee  call  attention  prominentlv  tc 

prc.[ior-       fact  that  the  proportions,  representing  the  manni 

e™tt!i       wliich  the  nitrogen  of  the  sewage  was  ultimately 

p««ibie.      posed  of  in  the  case  of  Breton's   farm    durinj? 

twelve  months,  are  "  for  the  sewage  and  effluent  wj 

as  absolute  and  exact  as  accurate  gauging  and  cai 

analysis  can  make  them,  and  are,  for  the  crops, 

culated  by  means  of  the  most  reliable  published  d 

they  are,  moreover,  the  final  results  obtained  fio 

much  greater  number  of  continuously  applied  obea 

tions  over  a  greater  area,  and  with  a  much  gre 

variety  of  crops,  than  have  ever  hitherto  been  bc 

tifically  made." 

The  Committee  state  that  the  two  main  result 
practical  importance  which,  from  the  evidence  of 
observations,  may  be  accepted  as  generally  attains 
are  : — "  First,  that  less  than  11  per  cent  of  the  U 
nitrogen  applied  to  the  land  escaped  in  the  efflu 
water,  and  of  that  only  a  fractional  percentage  in 
organic  form  ;  and  secondly,  that  upwards  of  40  i 
cent  was  actually  recovered  in  the  crops  grown  uj 
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the  land — a  proportion  which  must  be  considered 
highly  satisfactory  (especially  when  the  extreme  por- 
osity of  the  soil  and  limited  area  of  the  land  are  taken 
into  account),  as  in  the  experiments  of  Messrs.  Lawes 
and  Gilbert  only  from  40  to  60  per  cent  of  the  nitrogen 
applied  in  solid  manures  was  recovered  in  the  crops 
within  the  season  of  application." 

The  Committee  subsequently  extended  their  inves-  Tabular 
tigations  on  these  points  over  a  period  of  five  years,  f^^e^* 
the  results  being  given  in  the  following  table : —  y®*^ 


NiTBOOBN. 

Year. 

Sewage. 

In  Sewage. 

In  Crop. 

Percentage 

recovered  in 

Grope. 

Recoyered 

per  acre  of 

Farm. 

1871-72 
1872-73 
1873-74 
1874-76 
1876-76 

Tons. 
880,227 
623,810 

609^189 
646,982 

Lbfl. 
47,096 
60,488 
61,924^ 
68,410 
67,766 

Lbe. 
19,667 
16,704 
22,766 
20,166 
20,668 

41-76 
26-00 
36-74 
81-80 
80-34 

Lbe. 
181 
146 
210 
186 
189 

300,682 

98,861 

32-88 

182 

In  the  above  table  is  shown  the  amount  of  nitrogen 
applied  to  the  farm  in  the  sewage,  and  that  recovered 
in  the  crops  for  each  of  the  five  years ;  and  it  appears  Aveiage 
that  the  amount  of  nitrogen  recovered  in  the  crops  SS!^ 
during  the  whole  period  is  equal  to  32*88  per  cent  of  p«>v«^ 
the  amount  applied  in  the  sewage,  and  that  the  amount  daring  five 
recovered  per  acre  of  the  farm  under  crop  averaged 
182  lbs.    It  will  be  observed  that  the  small  amount  of 
nitrogen  recovered  per  acre  during  the  year  1872-73 
was  compensated  for  by  the  imusually  large  amoimt 
recovered  in  1873-74,  which  latter  was  due  to  the 
fact  that  certain  crops  taken  off  the  ground  in  1 873- 
74  had  derived  the  greater  part  of  their  nitrogen  jfrom 

^  As  the  sewage  was  not  gauged  in  the  year  1873-74,  the  amount  of 
nitrogen  applied  is  taken  as  the  mean  of  that  applied  in  the  years 
1872-73  and  1874-76. 
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the  sewage  of  tlie  previous  year.  The  Comnutli 
observe  that  "the  value  of  these  results  is  mQcb»| 
larged  by  the  fact  that  they  have  been  obtained  bri 
series  of  observations  and  experiments  extending  owi 
period  of  five  years,  bo  that  the  effect  of  the  inevitilk 
annual  variations,  of  which  a  notable  example  ■ 
furnished  by  the  first  three  years,  is  got  rid  of"  (£*■ 
p<n%  1876,  p.  230.) 

THE  SEWAGE   FARM.  I 

In  order  to  obtain  ground  for  the  utilisation  (rffi 
liquid  sewage  of  a  town  where  no  private  individmlo 
company  can  be  found  to  undertake  to  do  so,  pBTDl 
the  town  for  the  privilege,  it  has  been  recommenife 
by  the  Rivers  Pollution  Commissioners  (1868)  that, 

Power  to  Subject  to  jiropcr  rcgulatioDH  to  prevent  abuse,  additional  pOM 

tnke  laaiL     be  given  to  corporalioUB,  local  boards,  raanufacturei-s,  and  othen^  to^ 

land  compulsorily,  under  "  Proviaional  Order,"    for    the   pujMe  i 

cleansing  Beware  op  other  foul  liquids,  either  by  iiTig&tion,  filtn^ 

or  otherwise.      {Firit  Report,  vol.  i,  p.  13(J.) 

Well  then,  suppose  the  sewage  to  be  carried  « 
of  a  town  in  a  covered  sewer  to  the  ground  which  b 
to  be  irrigated.  This  sewer  would,  of  course  lun 
to  pass  on  its  way,  in  many  cases,  through  priva 
property,  and  to  this  end  the  Commiasiouers  recon 
mend  that  the  authorities  above  mentioned  shea 
have  power 

CV)ni|ieiiM-  To  obtain,  if  required,   eoBeinents  for  the  constructioti  of  cvlrc 

tkm  for  nnd  outfalk  for  dr^nage  tlirough  pnvatc  property,  maktaj^  compoi 
datnagf  lo    tj^^  (,^iy  f(,f  damage  actually  done  j  resen'ing,  however,  to  the  owi 

the  right  at  any  time  nfterwanis,  if  he  could  show  farther  »!»——. 

have  further  compensation, 

In  cases  where  the  proprietors  of  land  throiu 
whiL'h  the  culvert  piiaaes  are  desirous  of  obtaimi 
sewage  as  manure  for  their  own  land,  they  could  1 


projicrty. 
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UjBowed  to  take  it  at  suitable  places  upon  a  payment 
i^Ssr  it  according  to  the  quantity  required.      It  has 
been  proposed  that  no  difference  should  be  made  in 
the  price  of  sewage  at  different  distances  from  a  town,  i. 
but  that  it  should  be  uniform,  "  upon  the  principle  of  '' 
the  penny  postage."    Where  the  ground  to  be  supplied 
is  on  a  lower  level  than  the  town,  the  sewage  would 
simply  be  allowed  to  run  continuously  without  the  in- 
terposition of  any  tank,  unless  it  were  considered  ad- 
visable to  have  one  for  keeping  the  night  sewage  until 
the  next  morning,  or  unless  it  were  proposed  to  strain 
or  filter  the  sewage  in  some  way  before  sending  it  on 
to  the  land,  in  order  to  separate  the  suspended  solid 
matters.     And  here  we  must  remark  on  the  immense  f 
advantage  that  it  would  be  to  supplement  the  irriga-  '^ 
tion  in  every  case,  as  is  done  at  the  North  Surrey 
District  School  and  some  other  places,  by  some  method 
of  simple  filtration.     In  this  way  the  most  offensive  t 
and  least  valuable  part  of  the  sewage  is  separated  from  » 
it  before  it  is  allowed  to  spread  itself  over  the  ground,  jj 
The  sewage  is  not  by  it  appreciably  diminished  in 
strength,  while  the  black  moss  remaining  on  the  filter- 
beds  could  be  mixed  with  town  sweepings,  or,  in  stone  « 
countries,  where   ashes   are  not  required    for   brick-  „ 
making,  with  these  latter ;  and  in  this  way  a  solid  ° 
manure  would  be  prepared  very  similar  to  the  con- 
tents of  a^h-pits  and  middens,  and  which  might,  in 
some  cases  at  any  rate,  be  made  to  defray  part  of 
the  expense  of  scavenging  the  town.     We  find,  from 
the  Keport  issued  by  the  British  Association  Com- 
mittee of  1869-70,  that  at  one  or  two  towns,  and 
especially  at  Dundee,  the  contents  of  ash-pits  and 
middens  were  made  to  pay  for  the  cost  of  scavenging  ; 
while  at  the  town  mentioned,  a  profit  of  about  IJd. 
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per  head  of  the  population  was  realised.  The  c 
of  the  Lancashire  aah-pits  are  so  valuable  in  Lina 
shire,  that  they  sell  for  prices  which  pay  for  the  i 
of  their  transport  thither,  but  which  do  not,  as 
have  seen,  nearly  pay  for  the  cost  of  scavenging 
towns.  From  these  cases  we  may  conclude  that 
manure  prepared  by  filtration  in  the  above-mentio 
way,  though  possibly  it  might  not  be  quite  so  valua 
would  still  help  considerably  to  pay  the  expens 
collecting  ashes  and  street  sweepings.  But  this  ' 
of  preparing  it  would  have  the  inestimable  advaol 
of  not  being  carried  on  all  over  the  town  from  da^ 
day,  a  practice  which  we  have  seen  to  be  an  especi 
unhealthy  one.  It  would  also,  as  a  secondary  adi 
tage,  afford  the  possibility  of  keeping  aJI  the  a: 
separate  from  the  manure  in  countries  where  ell 
the  ashes  are  valuable  of  themselves,  or,  on  the  ol 
hand,  render  the  manure  by  their  admixture  with 
as  is  often  the  case,  totally  unfit  for  the  soil.  At 
school  above  mentioned,  it  was  found  that  four  t 
of  clay  ashes,  with  a  quarter  of  a  ton  of  peat  chare 
produced,  by  filtration  of  sewage  through  it,  eight  t 
of  manure  at  the  end  of  a  month.  The  effect  of  t 
manure  on  the  crops,  at  the  rate  of  2  tons  per  at 
was  equal  to  that  of  20  tons  of  ordinary  farmy) 
manure.  The  comparison  was  made  by  treating  t 
plots  with  the  quantities  just  mentioned  for  th 
seasons  in  succession :  the  result  wa£  that  the  en 
were  "  as  nearly  similar  as  could  be."  This  mani 
was  found  to  be  worth  10s.  a  ton,  and  the  two  tx 
per  acre  about  equivalent  to  4  ewt.  of  guano ;  fc 
witli  crops  subsequent  to  the  first  crop,  the  result  n 
far  superior  witli  the  sewage  or  farmyard  manure  th 
with  till"  guano.      As  to  the  expense  of  production, 
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was  found  that  the  peat  charcoal  cost  £3 :  39.  a  ton  Coata. 
{fine  ashes,  however,  would  in  many  towns  be  a  worth- 
less product,  and  so  their  expense  would  be  that  of 
carting).  The  clay  cost  3s.  a  ton  to  bum  it  when  on 
the  spot,  so  that  the  filter,  consisting  of  4  tons  of 
burnt  clay  and  ^  ton  of  charcoal,  cost  £1:8:9,  and 
produced  8  tons  of  manure,  worth  £4.  This  manure 
being  used  for  swedes  and  mangold  wurzel,  gave  a  result 
of  25  tons  an  acre  :  an  unknown  quantity  of  potatoes  lusnits 
were  also  supplied  with  it.  Wheat  was  sown  after  these  '"'  '^"*'*'* 
roots,  and  produced  5  quarters  to  the  acre,  "  except 
where  guano  was  used,  when  the  crop  was  considerably 
lighter,  both  in  straw  and  com."  It  must  be  noted 
that  the  soil  of  this  farm  is  mostly  a  stiff  clay.  (First 
Report  on  Sewage  of  Tovms,  1862:  Dr.  Brady's 
Committee.) 

Whenever  sewage  has  to  be  pumped,  some  sort  of  sepamtion 
straining,  through  gratings  or  otherwise,  must  inevit-  °u,^dwi 
ably  be  resorted  to  in  order  to  separate  off  the  larger  «"'*'^='«'- 
solid  bodies  that  are  brought  down  with  it,  and  that 
are  of  the  most  varied  nature. 

In  the  cases,  too,  where  simple  filtration  haa  been 
applied  as  the  sole  means  of  purifying  the  sewage,  the 
manure  has  generally  sold  easily,  and  the  filtrate, 
which  was  allowed  to  run  away,  has  sometimes  ren- 
dered the  brook  into  which  it  has  run  valuable  as  an 
irrigating  liquid  for  farms  lower  down. 

The  necessity  of  separating  the  grosser  suspended 
matters  trom  the  sewage  before  allowing  it  to  run  on 
to  the  land  is  becoming  more  acknowledged  every  day, 
and  may  be  accomplished  in  various  ways.  Simple 
depositing  tanks  are  used  in  several  places,  and  they  Deposit- 
seem  to  answer  the  purpose  very  well,  the  chief  ob-  '"'^'^"^ 
jection  to  them  being  the  offence  caused  in  removing 
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the  accumulated  deposit ;  this  might,  howevei 
viated  by  the  use  of  some  cheap  deodoriser,! 
have  before  suggested.  Filtration  through  1 
gravel  has  been  tried,  but  presents  few  advantag 
coarse  ashes  and  charcoal,  as  m  Weare's  process,  ( 
tainly  form  a  much  better  filter  bed,  and  have 
advantage  of  being  deodorisers,  and  of  forming  a  m 
or  less  valuable  solid  manure. 

But  where  the  hmd  to  be  irrigated  is  above 
town,  so  that  pumping  must  be  had  recourse  to,  ai 
Warwick,  Banbury,  Romford,  etc.,  the  sewage  must 
received  into  a  tank  or  well,  which  should  be  covei 
and  provided  with  a  high  ventilating  chimney.  1 
essentially  necessary  that  it  should  so  enter  such  t 
that  there  is  no  chance  of  sewage  being  backed  lU 
the  sewer :  and  here  we  see  the  advantage  of  keeii 
the  stonn- waters  out  of  the  sewers  ;  untij  tfiis  is  dt 
it  must  happen,  in  cases  where  the  sevxige  has  to 
pumped,  that  the  well  will  get  filled  faster  than 
pumps  can  empty  it,  that  the  sewage  will  be  bad 
up  in  the  sewers  with  the  ill  efi'ects  already  descril: 
and  that  it  will  overflow  from  the  tank ;  indeed 
would  be  necessary  to  provide  a  stonn  overflow  for 
and  idthough  it  may  be  contended  that  the  sewagt 
so  excessively  dilute  in  such  case  that  no  harm  woi 
aiise  from  its  being  allowed  to  enter  the  river,  yet  1 
answer  must  be  that  the  manure  would  be  lost,  tl 
the  same  amount  of  sewage  would  still  enter  the  rii 
although  with  a  larger  body  of  water,  and  that 
towns  where  accumulation  takes  place  in  the  sewi 
on  account  of  then-  faulty  construction  or  of  want 
regular  Hushing,  the  sewage  so  escaping  Is  actual 
very  much  stronger  than  it  is  in  ordinary  timua.  T 
pumps  must,  of  course,  be  double,  so  that  one  may 
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used  when  the  other  k  out  of  order,  or  even  that  the 
two  may  be  used  at  once  if  necessary. 

One  horse-power  will  lift  3300  gallons  of  water  Powfmf 
one  foot  high  in  a  minute,  so  that  about  300  horse-  """" 
power  nett,  working  constantly,  is  required  to  raise 
ten  million  gallons  100  feet  in  twenty-four  hours. 
Strong  iron  pipes  are  the  only  ones  that  are  suitable 
on  a  large  scale  for  pumping  through.     At  Bedford, 
where  the  water  supply  does  not  much  exceed  150,000 
gallons   daily,    but    where,  from    subsoil    water,  the 
amount  of  sewage  to  be  pumped  is  as  much  as  five  or  EiampiB 
six  hundred  thousand  gallons  daily,  two  12-horse-  ^^,^^ 
power  engines  are  employed,  each  of  which  can  lift 
2000  gallons  a  minute  to  a  height  of  20  feet — obvi- 
ously more  than  enough  for  the  amount  above  given, 
and  this  is  to  allow  for  storm-water.     The  sewage  is 
then  pumped  up  to  the  highest  point  of  the  land  to 
be  irrigated,  and  here,  as  may  be  seen  at  Warwick, 
there  is  no  necessity  for  a  storage  reservoir. 

Mr.  Bailey  Denton  in  his  work  on  Intermittent 
Downward  Filtration,  1885  {p.  48),  recommends  that 
storm  overflows  should  be  connected  with  osier  beds. 

"  The  hcAa  Are  formed  in  horizontal  area^  which  serve  to  ehtck  tlie  Storm 
rapidity  of  flow  of  suddenly  dischai^ed  lainfalL     This  theck  caiisee  ''™'^°!'^ 
the  deposit  of  the  floating  solid  matters  in  the  furrows,  while  the  '"""" 
flood-water  riseB  and  overflows  the  ridges  and  the  oaiera  growing  on  i 
them.     These  beds  ore  not  under-drained  in  any  way  ;  tiieir  simple 
purpose  being  to  clarify  those  excess  waters  which  without  the  check 
ftflbrded  by  them  would  l)e  impetuously  discharged,  together  with 
everything  floating  in  dieni,  into  the  natural  streams  of  the  wat«is 
shed." 

"We  have  thus  seen  the  sewage,  filtered  or  not, 
delivered  on  to  the  farm  in  one  of  two  ways ;  it  now 
remains  to  consider  the  most  suitable  manner  of 
spreading  it  over  the  ground.  The  most  obvious  way 
is  that  of  the  "Mareite"  meadows  at  Milan,  namely. 
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to  let  it  rim  everywhere,  in  tact  to  prodaoe  ' 
meadows,"  separated  from  the  land  around  bv  a  b 
The  disadvantages  of  this  plan  agriculturally  are, 
it  waterlogs  the  soil,  and  that  it  is  not  suitable  t" 
crops,  injuring  the  upper  parts  of  the  plants ;  nei 
does  it  allow  of  intermittent  downward  filtis] 
which  admits  air,  so  essential  to  the  growtJ 
plants  and  to  the  purification  of  the  sewage  it 
especially  when  the  land  is  fallow ;  so  that 
effluent  water  would  not  be  purified  at  all  time 
we  have  seen  that  it  is  not  by  continuotts  dowuv 
filtration. 

A  plan,  which  once  found  a  great  many  supporl 
is  that  of  underground  pipes  and  hose-and-jet  djstr 
tion.  The  advantages  claimed  for  this  plan  are 
by  it  every  plant  and  every  square  inch  of  ground 
be  thoroughly  supplied  with  the  manure,  and  that 
the  only  method  that  is  suitable  for  a  variety  of  cr 
That  thia  is  certainly  not  the  case  has  been  an 
proved  by  experience.  The  objections,  on  the  o 
hand,  to  this  plan  are,  its  great  expense  both  as  rew 
]3lant  and  labour ;  the  fact  that  it  applies  the  sew 
to  the  tops  of  the  plants  rather  than  to  the  roots  ;  i 
a  stronger  flow  ia  required  in  order  to  overcome 
friction  in  the  pipes ;  and  that  it  is  well  calculatec 
cause  a  nuisance  to  the  neighbourhood.  It  is  a  i 
that  has  been  very  aucceaaful  on  a  small  scale, 
that  could  never  be  used  on  a  large  one ;  and  Ales 
Lawes  and  Way  concluded  from  their  experime 
{Sewage  of  Towns,  Third  Report,  1865)  that  sew, 
was  not  appUcable  to  aralile  laud  because  of  the  gr 
expense  that  would  attend  its  distribution  by  mei 
of  pipes  and  hose  uud  jet.  For  this  reason  it  I 
failed  ou  the  Duke  of  Northumberland's  land  m 
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Alnwick,  where  the  tenants  gave  it  up  rather  than 
pay  the  cost  of  its  application.  This  is  entirely  con- 
demnatory of  the  hose-and-jet  system,  but  it  hardly 
warrants  the  assertion  that  sewage  is  inapplicable  to 
arable  land.  (See  paper  by  Messrs.  Lawes  and  Gilbert 
in  the  Journal  of  the  Chemical  Society ^  April  1866.) 

It  has  also  been  proposed  to  carry  the  sewage  to 
the  plants  by  subsoil  irrigation;  that  is  to  say,  by 
porous  pipes  laid  deep  enough  in  the  ground  to  be  out 
of  the  way  of  the  plough :  and  indeed  it  is  suggested 
that  sometimes  the  ordinary  drainage  pipes  may  be 
used  for  this  purpose  by  stopping  up  their  outlets 
during  the  time  that  the  irrigation  is  going  on :  but 
this  would  obviously  merely  result  in  the  majority  of  Subsou 
cases  in  the  turning  of  the  sewage  continuously  into 
the  underground  drains  and  so  into  the  watercourses 
in  which  those  drains  discharge.  The  manurial  value 
of  the  sewage  would  be  lost  to  the  plants,  and  the 
streams  would  be  polluted.  The  plan,  however,  of 
subsoil  irrigation  has  recently  received  a  great  impetus 
by  the  invention  of  self-acting  flushing  tanks,  by 
means  of  which  the  sewage  can  be  disposed  of  under- 
ground in  the  same  manner  as  has  been  described  for 
the  waste  water  of  sinks  in  chapter  iv.  p.  127.  It  is 
merely  necessary  that  the  sewage  should  pass  through 
a  straining  chamber,  before  entering  the  flush  tank,  to 
separate  the  larger  solid  matters.  Subsoil  irrigation 
is  especially  advantageous  for  the  disposal  of  the  sewage 
of  country  houses,  where  for  various  reasons  it  may 
not  be  advisable  to  have  recourse  to  surface  irrigation. 

Some  important  modifications  in  the  disposal  of  subsou 
sewage  by  sub-surface  irrigation  have  been  introduced  ^^^ca. 
in   America.      Mr.    Edward   S.    Philbrick,  C.E.,  an 
American  engineer,  in  a  pamphlet  on  this  subject 
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(reprinted  from  the  Sanitary  Engineer),  pom 
what  he  cousidera  the  limits  of  its  applic 
"  wherever  a  quarter  of  an  acre  of  giasa  land  is  av, 
for  a  single  family  of  eight  or  ten  persons,  or  an  a 
an  aggregate  population  of  eighty  persons  so  si 
that  the  surface  of  the  sod  is  five  feet  or  moi-e  bel< 
level  of  the  house  drain — where  it  leaves  the  ho 
houses — this  system  will  dispose  of  all  their  sew 
a  satisfactory  manner,  summer  and  winter,  witl 
little  attention — for  a  term  of  yeai-a — generally  i 
ten  years  at  least  before  the  distributing  drains 
cleansing,  and  often  for  a  much  longer  period. 
OKler  to  obtain  the  solid  matter  of  the  sewagf 
finely  divided  state,  and  so  prevent  the  bloekij 
of  the  tile  drains  laid  in  the  soil,  Mr.  Philbrick 
"  it  has  been  found  necessary  to  provide  a  tai 
tight  cesspool  in  which  the  solid  particles  of  the  ac 
may  become  macerated  and  finely  divided  by  ferai 
tion  before  entering  the  distributing  pipes." 
cesspool  or  settling -tank,  which  is  ventilated 
special  pipe,  discharges  into  a  flush-tank,  by  an  elb 
iron  pipe  opening  about  one  foot  below  the  surface  < 
aewage,  so  that  the  overflow  of  the  settling  tank 
not  be  from  the  surlace  or  scum,  nor  from  the  sedi 
at  the  bottom.  The  top  of  the  vertical  part  o 
pipe  is  open  so  as  to  allow  air  to  pass  freely  a 
times  from  one  tank  to  the  other.  The  fiush-tai 
similar  in  principle  to  that  of  Mr.  Rogers  Field, 
the  siphon  is  placed  on  the  outer  wall  of  the  ■ 
in  a  muuhole  chamber,  so  that  it  can  be  easily  reai 
fur  examination.  The  V-shaped  notch  in  the  we 
the  lower  end  of  the  discharging  siphon  in  Mr.  Fii 
m  found  by  Mr.  Philbrick,  in  cases  w 
of  sewage  discharged  is  small — as  1 
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one  house — to  become  "  choked  with  particles  of  solid  Notch  in 
matter  brought  along  and  deposited  by  the  sewage"  to  be 
so  that  its  function  of  draining  away  the  water  behind  ^**^®^' 
the  weir  after  the  tank  is  discharged,  and  thus  unseal- 
ing the  lower  end  of  the  siphon,  is  not  performed. 
Consequently  the  cup  remains  full,  the  large  siphon 
also  remains  full,  or  nearly  so,  and  prevents  the  tank 
being  filled  again,  by  drawing  off  its  water  by  driblets 
as  fast  as  it  comes  from  the  house.     The  notch  then 
requires  to  be  cleaned  out  as  often  as  it  becomes 
choked.     To  remedy  this  evil,  Mr.  Philbrick  has  intro- 
duced a  modification  :  "instead  of  cutting  a  V-shaped 
notch  in  the  edge  of  the  cup  at  the  lower  end  of  the 
siphon,  or  using  a  smaQ  siphon  to  discharge  the  cup, 
it  is  proposed  to  abandon  the  cup,  making  instead  a 
channel  in  the  direction  intended  for  the  outlet,  and 
contract  the  sides  of  this  channel  at  a  point  about  a  foot  contract- 
from  the  end  of  the  siphon,  so  that  they  shall  obstruct  ^^  o*  the 
the  flow  and  raise  the  level  of  the  water  to  such  a  height  c^*""®^- 
as  to  seal  the  end  of  the  siphon  whenever  a  slight  flow 
begins.    Since  this  narrowing  of  the  sides  is  made  very 
gradual  by  smooth  flowing  curved  lines,  and  the  sides 
are  formed  of  cement,  trowelled  smoothly  and  carefully, 
and  expanding  again  below  in  the  same  maimer,  the 
channel  is  found  to  keep  itself  clear  of  rubbish,  and  auowb  bo 
needs  no  attention  to  keep  it  free."  ^^^^^ 

The  siphon  can  be  constructed  of  lead  pipe.  A 
2 -inch  pipe  is  large  enough  for  a  single  house  or  family. 
Both  settling  and  flush-tanks  may  be  constructed  of 
brickwork,  lined  inside  with  hydraulic  cement.  To 
make  the  siphon  work  well,  the  portion  of  the  channel 
under  the  outlet  of  the  siphon  should  be,  for  a  2-inch  Dimen- 
pipe,  at  least  2  J  inches  deep  below  the  end  of  the  pipe,  c^nei 
and  the  bottom  of  the  draining  channel,  where  narrowed 


up,  should  be  from  ^  to  ^  an  inch  below  the  en 
the  pipe.  This  narrow  part  of  the  channel  shoult 
be  \vider  than  |  inch  at  the  bottom.  The  outlet  sh 
The  diitri-  be  a  4  or  5-inch  stoneware  pipe.  The  distribi 
pip^  pipes  should  be  of  porous  earthenware,  cylindric 
foot  in  length,  and  2  incbea  bore,  laid  so  as  to  con: 
to  the  contour  of  the  surface,  about  5  or  6  feet  a] 
with  a  perfectly  uniform  slope  of  about  6  or  8  in 
in  100  feet.  They  should  not  be  laid  deeper  ths 
inches  below  the  surface  of  the  ground,  so  that  air 
the  roots  of  the  grass  may  get  ready  access  to 
sewage.  The  joints  of  the  distributing  pipes  shi 
be  laid  at  least  \  inch  open  and  supported  on  terra-c 
troughs.  The  length  of  the  distributing  drains  net 
will  vary  with  the  porosity  of  the  soil  and  the  six 
the  flush-tank.  The  lower  end  of  the  main  outlet  ] 
should  turn  up  into  the  air,  to  allow  air  to  escape  w 
the  water  and  sewage  rush  in.  The  plot  of  gi-ouud  n 
be  under-drained,  naturally  or  artificially. 
iiimarks.  It  is  necessBiy,  however,  to  observe  that  the  t 

used  iu  connection  with  sub-irrigation  works  in  i 
country  i.s  generally  fitted  with  Mr.  Field's  oimi 
.siphon,  with  which  a  notch  in  the  weir  is  not  reqai] 
so  that  the  difficulty  experienced  by  Mr.  Philbrid 
not  found  to  exist.  Neither  is  it  found  to  be  ne< 
sary  to  collect  the  sewage  in  a  cesspool  before  it  pae 
into  a  siphon  tank,  but  merely  to  pass  it  throt 
a  strainer  to  separate  adventitious  solid  matters  wh. 
might  block  up  the  siphon,  or  the  subsoil  drains, 
this  were  not  the  case,  one  of  the  strongest  argumoi 
for  tlie  adoption  of  this  system,  viz.  that  by  it  ce 
|)ool3  are  alH)lial'<^-'M»uld  bft.daefaoved. 

For  the  d  towns,  howev 

fturface  irri  -he  most  adv 
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able  plan.      The  utilisation  is  more  complete,  the  Sufaoe 
purification  is  more  certainly  ensured,  and  surface  ^J^^*^ 
carriers  are  more  easily  cleansed  than  underground  ^»^«^ 
drains.      It  therefore   becomes  important  to  know 
whether  the  sewage  is  likely  to  lose  any  proportion 
of  its  most  valuable  constituent,  ammonia,  by  passage 
in  open  channels  (particularly  if  open  conduits  be  used 
for  carrying  it  from  the  town  to  the  farm).      The 
Rivers  Pollution  Commissioners  (1868)  made  some 
experiments  on  this  point  (First  Report^  vol.  i.  p. 
93).     They  found  that  on  exposing  a  solution  of  car-  Experi- 
bonate  of  ammonia  containing  975  parts  in  100,000,  ^wiutton^ 
in  a  layer  of  1 2^  inches  deep,  continually  to  a  strong  ^^^^ 
draught  of  air,  the  loss  from  it  during  the  first  three  days  monia. 
was  perfectly  inappreciable,  and  in  sixteen  days  only 
amounted  to  1*5  part  per  100,000  ;  while  even  the  loss 
of  another  solution  containing  9 '2  5  parts,  and  in  a  layer 
of  only  2  inches  deep,  was  after  twenty-four  hours 
absolutely  inappreciable,  and   after  three  days  the  inappreci- 
solution  still  contained  the  same  proportionate  amount  g^monSl**^ 
of  ammonia ;  that  is  to  say,  it  lost  ammonia  precisely  ^^  twenty- 
in  proportion  to  the  evaporation  that  took  place  ;  or, 
in  other  words,  the  difference  between  the  volatility 
of  the  ammonia  and  that  of  the  water  in  such  solution 
and  after  such  a  time  is,  under  the  most  favourable 
conditions,  inappreciable.      "  Even  after  the  lapse  of 
three  days  the  proportional  loss  amounted  to  little 
over  13  per  cent.     At  the  rate  of  only  one  mile  per 
hour,  sewage  would  during  this  time  have  travelled 
72  miles."     The  layer  2  inches  deep  lost  over  13 
per  cent  in  three  days,  while  that  12^  inches  deep 
lost  only  2\  per  cent  in  the  same  time ;  that  is  to 
say,  that,  seeing  the  sewage  in  a  conduit  would  be 
generally  of  some  such  depth  as  this  or  deeper,  ''  the 
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appreciable  loss  of  fertilising  effect,  from  the  eva] 
tion  of  carbonate  of  ammonia  during  its  flow  alo 
conduit  of  any  length  likely  to  be  constructed, 
not  be  feared."  Dr.  Hofmann,  too,  stated  befon 
Brady's  Committee,  that  after  a  flow  of  10  miloa  i 
open  culvert  (with  a  medium  temperature)  it  w 
be  in  very  much  the  same  condition  as  before, 
objection  raised  to  open  conduits  therefore  vani 
though  in  many  cases  it  would  no  doubt  be  advii 
to  cover  them  over  (as  the  Romans  did  their  a 
ducts)  in  order  to  prevent  improper  substances  l 
put  into  them.  For  carriers  raised  above  the  gro 
wherever  it  is  desirable  to  use  these,  sheet-iron 
been  found  to  be  a  very  suitable  material.  It  sh 
be  well  painted  inside  and  out ;  no  accumulation  t 
place  in  it,  and  a  suitable  incline  for  these  carriei 
that  of  5  inches  in  100  yards.  The  beds  should 
at  right  angles  to  these  carriers,  and  the  carrier 
80  placed  that  the  beds  slope  from  them.  At  ii 
vala  along  the  carrier.'!,  taps  of  some  simple  codbI 
tiou  should  be  placed,  so  that  the  sewage  xaa,y 
turned  on  when  required  for  any  particular  ] 
Where  iron  carriers  are  not  necessary,  carriers  mafl 
concrete,  or  stoneware  chauuel-pipes,  as  at  Tuubri 
Wells,  arc  found  to  answer  the  purpose  satisfacto] 
If  the  sewage  were  well  filtered,  the  use  of  concret 
stoneware  carriers  would  be  the  less  necessary,  altho 
they  would  always  be  preferable  to  open  ditcl 
With  unfilt«red  sewage  they  are  absolutely  neceaai 
as  the  deposit  from  it  cakes  on  the  sides  of  the  ditc 
and  produces  an  offensive  smell.  This  we  have  noti 
at  Croydou,  in  the  Beddiiigtou  meadows.  When 
sewage  is  delivered  by  pumping  to  the  highest  pc 
of  the  fai-m,  and  the  ground  is  very  alupiog,  it  i 
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be  preferable  to  resort,  as  at  Warwick,  to  the  ^*  catch-  "Catch- 
water"  system,  which  consists  in  running  carriers  down  -^:.'^ 
the  slope  of  the  hill  and  along  the  fields,  so  that  they  ^^^ 
are  more  or  less  parallel  to  each  other,  and  the  over- 
flow from  the  higher  ones  falls  into  those  below. 
With  a  general  slight  fall  of  the  land,  the  ^*pane  and  "Pane  and 
gutter  "  system,  in  use  at  Croydon,  may  be  employed.  ^iSk 
By  it  the  sewage  is  taken  by  the  minor  carriers  along  **^**p®^ 
the  fields  across  the  direction  of  the  greatest  fall,  and 
allow^ed  simply  to  spread  over  the  surface  of  the  beds 
from  above  downwards;   but  as  a  general  rule  the 
best  plan  is  doubtless  the  ^^indge  andfurroio^^  system,  "Ridge and 
in  which  each  plot  consists  of  a  ridge,  that  is  to  say,  SS°pian, 
falls  away  on  each  side  from  the  centre.     At  Bedford,  "  •  ^^^ 
the  beds  "  are  about  70  feet  wide  on  the  side,  with  a 
fall  of  8  or  1 0  inches  from  the  central  carrier  to  the 
midway  furrow ; "  while  at  Breton's  farm  a  breadth 
of  30  ft.  (15  ft.  "  on  the  side  ")  has  been  found  most 
suitable. 

The  simplest  contrivances  only  are  necessary  to  Dwtrfbu- 
stop  the  sewage  from  certain  beds  and  turn  it  on  to  ^^^gl  to 
others.     Along  the  summit  of  each  ridge  is  merely  a  *^®  ^^'*- 
small  furrow  along  which  the  sewage  is  allowed  to 
run :  the  workman  should  walk  down  the  bed  with 
an  iron  plate  in  his  hand,  with  which  he  stops  the 
sewage  at  intervals,  so  as  to  force  it  to  run  over  the 
surface  of  the  bed  on  each  side  of  the  small  furrow. 
It  is  not  very  material  whether  this  be  done  from 
above  downwards  or  from  below  upwards ;  in  fact,  it 
may  be  done  alternately  by  going  down  one  bed  and 
up  the  next,  the  sewage  being  turned  on  and  off,  as 
required,  by  a  boy. 

At  Carlisle  the  sewage  is  distributed  over  the  land  poruwe 
by  means  of  light  portable  iron  troughs,  which  can  ^^*^®^ 


be  shifted  about  by  the  workman 
at  any  required  point. 

One  great  condition  for  the  successful  puri 

Drain*.        of  the  sewage  ia  that  the  land  should  be  well  d 

and  clay  lands  must  be  broken    up   and  treat 

town  ashes  and  lime,  so  as  to  facilitate  the  di 

otherwise  the  sewage  will  run  over  the  surfi 

run  the  risk  of  not  being  purified.       Six  feet  di 

good  average  depth  for  them  on  tolerably  pore 

As  to  the  dilution  of  the  sewage,  it  is  certa 

Adv«ut«ge   it  would  bo  morc  valuable  as  a  general  rule 

™te"*^i-    farmer  if  the  rain  and  subsoil  water  could  be  h 

""'■  of  it,  as  by  a  separate  system  of  drains  and  i 

although  it  is  also  certain  that  in  many  cases  tl 

ceeding  would  render  the  sewage  too  strong ;  i 

it  would  be  advisable  that  it  should    be  poss 

connect  the  drains  with  the  sewers,   not   mer 

But  w,w.     above  stated,  for  flushing  purposes,  but,  when  re< 

J^„^*       to  dilute  the  sewage.     That  this  is  true   is  seec 

iiuuiioii.      jjjj.  fjyj^  (-|j^^  jj(.  Breton's  farm  it  was  necessan 

ing  the  very  dry  season  of  1870,  to    turn   a 

effluent  water  sometimes,  and  invariably  the  g 

part  of  it,  back  into  the  tank,  to  be  re-pumpo 

the  ground  with  the  sewage.     To  show  the  a 

tage  of  liquid  manures  over  solid,  we    may 

Alderman     Mechi'a    evidence    before    Lord     I 

N«««it)-    Montagu's  Committee.     He  says  that  farmers  ■ 

uf  wuter,      g^^i  jj^  worth  thclr  while  to  take  regular  supp] 

sewage,  "  even  if  they  paid  2Jd.  or  3d.  per  toi 

cause,  if  it  suits  me  at  certain  seasons  durinj 

summer,  when  there  is  growth,  to  pay  2d.  a  to 

water  to  wash  in  the  guano,  which  does  anaw 

would  answer  to  pay  {although  we  should  like  to 

it  cheaper)   &om   2d.  to  3d.  per  ton  for  i 
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{Committee  on  Sewage,  1864,  p.  141),  though  it 
would  probably  not  answer  to  pay  that  price  for  it 
except  when  water  is  most  wanted. 

With  regard  to  the  question  of  its  use  in  winter,  vaiue  in 
when  it  must  also  be  pumped  on  to  the  land,  we  may  ^"^ 
point  out  that  most  lands  have  the  power  of  purifying 
it,  and  of  retaining  its  valuable  constituents  boxed  up, 
for  use  at  a  future  time;  and  that,  moreover,  it  is 
certain  that  by  sewaging  through  the  winter  a  very 
much  earlier  crop  is  got  in  the  spring.  The  evidence 
from  Milan  must  also  not  be  omitted,  showing  a  great 
advantage  to  the  crops  from  the  warmth  of  the  water 
passing  away  from  the  town. 

The  difficulty  arising  in  very  wet  seasons  would  wet  sea- 
be  to  a  great  extent  got  over  by  keeping  the  rain  and  ^^' 
subsoil  water  out  of  the  sewers ;  while  in  dry  seasons 
the  farmer  is  sure  of  his  crops,  as  he  is  perfectly  inde-  Droughts, 
pendent  of  drought. 

It  has  been  already  mentioned  (p.  331)  that  sewer-  sewage- 
fungus  was  found  growing  abundantly  on  submerged  *^*^^*^* 
objects,  near  the  banks  of  the  Learn :  it  is  also  com- 
monly found  on  the  carriers  in  sewage  farms  and  in 
effluent  waters.  A  knowledge  of  this  "sewer-"  or 
"sewage-fungus"  is  important,  as  it  has  been  held  to 
constitute,  when  found  on  the  banks  of  rivers,  evi- 
dence of  the  pollution  of  such  rivers  with  sewage,  or 
with  a  more  or  less  unpurified  sewage  effluent. 

The  following  particulars  are  derived  from  an 
article  on  Beggiatoa  Alba :  the  so-called  "  Sewage 
Fungus y*  by  Mr.  Alfred  W.  Bennett,  in  the  "  Phar- 
maceutical Journal  and  Transactions,"  3d  May  1884. 
The  organism  occurs  abundantly  in  the  effluent 
water  from  sewage  works,  forming  dense  flocculent 
grayish -white  masses  attached  to  the  bottom  and 
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sides  of  the  chaimels,  or  to  ordinary  green  algSB. 
Micros-  Under  the  microscope  it  is  seen  to  consist  of  an 
peBmnces.  immense  quantity  of  colourless  threads,  with  but 
little  or  no  chlorophyll,  full  of  granular  protoplasm, 
and  containing  a  number  of  bright  strongly  refractive 
granular  particles,  of  globular  form,  which  have  been 
determined  by  Professor  Cohn  of  Breslau,  and  Pro- 
fessor Cramer  of  Zurich  to  consist  of  pure  sulphur. 
Mr.  Bennett  found  the  filaments  to  be  copiously 
branched,  either  dichotomously  or  laterally,  and  sep- 
tated,  either  at  the  bases  of  the  branches  or  elsewhere. 
Zopf  describes  the  filaments  as  varying  greatly  iu 
diameter,  from  1  to  5  mm.,  and  as  being  unbranched 
and  unseptated.  He  also  describes  the  fungus  as 
:»in  occurring  in  the  effluent  water  from  manufactories, 
,  or  especially  sugar  factories  and  tanneries,  and  in  thermal 
^"u'"  sulphur  springs,  as  well  as  in  drains.  Mr.  Bennett 
''■  has  himself  seen  what  he  has  no  doubt  was  the 
Begrjiatoa  Alba  in  large  quantities  on  the  waste 
ground  about  alkali  works  near  Jarrow-on-Tyne. 
"  It,  therefore,  has  probably  the  power  of  extracting 
the  sulphur  not  only  from  decomposing  organic 
matter,  but  also  from  mineral  sulphates  dissolved  in 
the  water;  though  the  absence  of  chlorophyll  would 
indicate  that  it  is  dependent  on  decaying  organic  sub 
stances  for  its  carbon."  In  the  locality  where  he  had 
the  opportunity  of  examining  the  Beygiatoa,  there  19 
abundance  of  sulphates  provided  for  its  nutriment. 
The  sewage  of  Hertford  is  carried  into  the  river  Lea 
after  being  treated  by  a  modification  of  the  process 
known  as  Anderson's,  consisting  essentially  in  pre- 
cipitation by  sulphate  of  alumina,  Ume,  and  proto- 
sulphate  of  iron ;  and  it  was  from  the  open  channel 
which  conducts  the  water,  after  being  so  treated,  into 
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c^  the  Lea,  that  he  obtained  his  specimens.  "  The 
,;  growth  of  the  so-called  *  sewage-fungus '  must  nn- 
^  doubtedly  be  regarded  as  evidence  of  the  presence  in 
J,  the  water  of  an  abnormal  amount  of  sulphates,  derived 
;.  either  directly  from  the  sewage  or  from  the  substances 
used  in  precipitating  it,  or  in  other  ways  in  manufac- 
.  tones.  But  there  seems  no  reason  to  believe  that  it 
.  will  itself  have  any  injurious  effect  on  the  water." 

COMMERCIAL  ASPECTS  OF  SEWAGE   FARMING. 

The  following  table  shows  the  financial  results 
obtained  from  the  disposal  of  sewage  by  irrigation  at 
sixteen  towns.     At  Blackburn,  Cheltenham,  Chorley, 
Doncaster,  Leamington,  Wolverhampton,  and  West 
Derby,  the  cost  of  cleansing  and  removing  the  con-  cost  of 
tents  of  privies,  middens,  and  ashpits,  varies  from  a^remov. 
3fd.  in  the  pound  on  the  rateable  value  in  the  case  ^^^^j 
of  Blackburn,  to  ^d.   in  the  pound  in  the  case  of  privies,  etc 
Cheltenham,  in  addition  to  the  cost  of  disposing  of 
the  sewage  proper.     At  Merthyr- Tydfil  and  Kendal 
the  privies  are  cleansed  at  the  expense  of  the  occupiers 
of  the  houses  to  which  they  belong.     In  the  remaining 
towns  given  in  the  table  there  are  no  privies  or  middens. 

It  will  be  seen  from  the  table  that,  judging  by  the 
results  of  one  year,  after  repayment  of  capital  for  outlay 
on  works  connected  with  the  sewage  farms,  in  eleven 
towns  out  of  the  sixteen  there  wiU  be  a  profit  to  the  Profit  firom 
ratepayers  from  the  sewage.     Of  the  remaining  five  X™pay- 
towns  where  there  will  be  no  profit,  in  one  (Learning-  ™®°^' 
ton),  the  cost  of  pumping  the  sewage  130  feet  is  very 
great ;  in  another  (Warwick),  besides  the  expense  of 
pumping  the  sewage  64  feet,  there  is  no  profit  rent 
from  the  farm  which  is  sub-let  by  the  Corporation.    In 
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the  case  of  the  other  three  towns  (Blackburn,  Merthyr-  Large 
Tydfil,  and  Tunbridge  Wells),  the  cost  of  distributing  '^• 
the  sewage  and  the  working  expenses  of  the  farms  are 
very  large ;  but  it  is  reasonable  to  suppose  that  with 
increased  experience  these  expenses  will  be  reduced, 
and  the  farms  in  time  made  to  yield  a  profit. 

From  the  Report  of  the  Local  Government  Board 
Committee  (pp.  59,  60),  we  find  that  at  Blackburn, 
Harrogate,  and   Tunbridge  Wells,  very  large   sums 
have  been  paid  in  parliamentary  and  legal  costs,  and  Pariia- 
these  items  have  been  charged  to  the  capital  account ;  ^d  i^i 
but,  observe  the  Committee,  "  it  may  fairly  be  said  ^**- 
that  such  items  are  not  necessarily  part  of  the  expenses 
to  be  incurred  in  providing  sewage  farms."     As  to  the 
price  of  land  we  are  told  that  "  land  rented  at  20s.  or  Mce  of 
30s.  an  acre,  when  required  for  a  sewage  farm,  is 
sometimes  valued  at  several  hundreds  of  pounds  per 
acre ;"  and  in  the  case  of  Blackburn,  "  portions  of  the 
land  obtained  for  sewage  irrigation  purposes  have  cost 
about  one  hundred  and  fifty  years'  purchase." 

At  Cheltenham,  dressings  of  sewage  are  sold  to  the  sewage 

1  •    •    .         p  .  •  Ah.  sold  to  ad' 

adjommg  farmers  at  a  price  per  acre  of  7s.,  or  as  may  joining 
be  agreed  upon,  and  the  Committee  anticipate  that  **™®"* 
"many  towns,  when  they  have  established  sewage 
farms,  will  find  relief  in  this  direction." 

It  having  been  already  shown  that  the  disposal  of 
town  sewage  on  land  by  irrigation  is  the  system 
which  should  be  adopted  by  town  authorities  wherever 
practicable,  we  may  now  indicate  briefly  the  conditions 
upon  which  sewage  fanning  may  be  undertaken,  and 
the  methods  which  should  be  adopted  so  as  to  yield 
the  largest  returns. 

In  the  first  place,  it  is  generally  agreed  that  it  is 
better  for  the  town  authorities  to  let  the  sewage  and 
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farm  to  a  capable  individual  oii  favourable  termSi 
binding  him,  howevei-,  to  purify  the  sewage  effectually 
and  to  cause  no  nuisance,  than  to  undertake  th& 
management  of  the  farm  themselves. 
iituBtion  The  land  for  irrigation  should,  if  possible,  be  sO' 

situated  that  the  sewage  may  flow  from  the  town  to 
it  by  gravitation;  for  the  cost  of  pumping  sewage 
greatly  reduces  any  profits  that  arise  from  the  sale 
of  sewage-grown  produce.  Arrangements  should  be 
made  so  that  farmers  adjoining  the  line  of  outfall 
sewers  may  be  able  at  any  time  to  obtain  sew 
for  irrigating  their  fields  at  a  price  to  be  agreed 
upon. 

tant  nnd  xho  leut  to  be  given  for  the  land  should  not  exceed 

uid.  £2  :  10s.  an  acre,  as  a  general  rule  ;  smd  the  extent  of 

land  acquired  should  not  exceed  that  which  will  satisfy- 
the  demands  of  local  markets  for  vegetables  and  graas' 
produced  from  it.  {Bailey  Denton.)  As  an  average 
an  acre  to  every  100  persona  of  the  population 
sufficient. 

oil  of  x]je  soil  best  adapted  for  irrigation  is  a  Mable- 

loam,  and  the  farm  should  have,  if  possible,  a  gentla: 
V  iiortion    slope  to  thc  south.     A  portion  of  the  farm  where  the 
houiii  he    soil  is  most  porous  should  be  specially  prepared  and 
fiit^'Jbe'd.  set  apart  as  a  land  filter,  and  for  this  purpose  should 
be  closely  drained  6  feet  deep.     Thc  land  may  be  laid 
out  in  ridges  and  furrows,   and  vegetables  may  be 
grown  on  the  ridges.     This  filtering  area  should  be 
subdivided  into  plots,  and  bo  of  sufficient  extent  to 
purify  the  whole  of  the  sewage  by  intermittent  down- 
ward filtration,  when,  from  any  reason,  it  is  inadvisable 
to  apply  the  sewage  to  the  general  siurface  of  the  farm. 
Where  the  soil  is  very  light  and  porous  only  a  few 
™1m6b.     underdrains  will  be  required  for  the  rest  of  the  fai-m, 
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but  where  the  soil  is  of  medium  consistence  under- 
drainage  should  be  thoroughly  carried  out. 

The  amount  of  capital  required  to  stock  and  work  Amount  of 
a  sewage  farm  will  be  very  greatly  in  excess  of  that  ^^^ "" 
required  for  an  ordinary  farm.    The  Local  Government 
Board  Committee  were  of  opinion  that  five  times  the 
usual  amount  of  money  would  be  needed  for  a  sewage 
farm  upon  which  most  of  the  produce  is  consumed. 
In  any  case  the  amount  of  labour  required  on  a  sewa^^e  Amount  of 
farm  to  keep  the  land  clean  and  free  from  weeds  and  ^^"• 
to  deal  with  the  enormous  crops  that  are  grown,  must 
be  greatly  in  excess  of  that  required  on  ordinary 
arable  land. 

As  to  the  most  profitable  crops  to  be  grown  on  the 
sewage  farm  the  Local  Government  Board  Committee 
were  of  opinion  {Report^  1876,  p.  29)  that:  "Italian  Italian  rye- 
rye-grass  is  probably  in  all  respects  the  most  advan-  Sost^*fit- 
tageous  crop  to  be  grown  under  sewage,  as  it  absorbs  *^^®  *^p- 
the  largest  volume  of  sewage,  occupies  the  soil  so  as 
to  choke  down  weeds,  comes  early  into  the  market  in 
spring,  continues  through  the  summer  and  autumn, 
bearing  from  five  to  as  many  as  seven  cuttings  in  the 
year,  and  producing  from  30  to  50  tons  of  wholesome 
grass  upon  each  acre.     The  area  placed  under  this 
crop  must,  however,  have  reference  to  local  means  of 
consumption,  as  the  young  grass  will  not  keep  nor 
bear  long  carriage.     It  is  most  profitable  for  feeding 
milch  cows.    A  dairy  and  a  sewage  farm  should,  there-  a  dair}- 
fore,  wherever  practicable,  be  associated.      In  a  dry  L^ociated 
and  warm  summer  good  hay  may  be  made,  which  will  ^f^^' 
be  sweet  and  wholesome."    (For  Ensilage,  see  p.  417.) 

After  two  or  three  years  the  rye-grass  should  be 
ploughed  up.     Yearly  rotation  is  best  for  nearly  all  other 
other  crops  which  are  grown  on  sewaged  land.     Be-  ^^' 


sides  Italian  rye-grass,  cabbage  and  mangold  m 
were  considered  by  the  Committee  "  to  be  the 
farm  crops  that  persistently  flourish  upon  any  s 
heavy  or  light,  under  continual  doses  of  town  sewj 
and  they  further  state  that  "no  growing  crop, 
natural  grass,  should  be  sewaged  during  the  dept 

■  winter;  andforpotatoes,  turnips,  most  vegetables, 
certainly  for  all  pulse  and  cereals,  the  land  oi 
rather  to  be  enriched  by  frequent  irrigation  in 
preceding  season,  than  treated  with  sewage  "v 
these  crops  are  growing ;  except  in  times  of  | 
drought,  and  even  then  care  is  requisite,"  llii 
courae,  could  Jilways  be  managed  if  every  sewage  l 
were  provided  with  a  land  filter  to  dispose  of 
sewage  when  not  required  for  the  fertilisation  of 
laud. 

The  Leamington  sewage  farm  which  gained 
prize  in  the  sewage  farm  competition  of  1879  in 
class  for  farms  utilising  the  sewage  of  more  than  20 
people,  is  an  example  of  the  success  with  wl 
under  favourable  circumstances,  sewage  fanning 
be  undertaken.  From  the  report  of  the  judges  (c/bti 
of  the  Royal  Agricultural  Society,  1880,  pp.  39,40, 
we  fimi  that  the  average  annual  balance  profit  of 
farm  for  the  three  years  1876,  1877,  1878,  was  £i 
No  doubt  the  farm  enjoys  some  special  advantf 
all  of  which,  say  the  judges,  "have  been  made 
most  of." 

The  quality  of  the  sewage  is  good,  and  in  no  o 
district  did  the  judges  find  "  such  facilities  for  sel 
the  produce  of  the  farm.     The  prejudices  which 

,.  exist  in  many  parts  of  England  against  milk,  ; 
grass,  and  vegetables  grown  by  sewage  have  here 
been  overcome,  if  they  ever  existed,  and  in  all  t 
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there  are  customers  for  all  that  is  grown."  The  profit 
of  X675  would  pay  not  quite  4-J  per  cent  per  annum 
interest  upon  the  capital  which  has  been  invested. 
The  farm  pays  £450  a  year  to  the  Leamington  Corpora- 
tion for  the  sewage. 

From  the  same  Report  {Jout'nal  of  the  Royal 
Agricultural  Society,  vol.  xvi,  part  i.  p.  2),  it  appears 
from  the  examination  of  the  statement  of  accounts 
furnished  by  the  competing  farms  that  "  the  profit  or 
loss  on  a  sewage  farm  is  almost  entirely  dependent 
upon  the  amount  of  rent,  rates,  and  taxes  which  are 
paid."  The  conclusions  to  be  drawn  from  their  in-  coneia- 
vestigationa  lead  the  judges  to  state  that,  jlij^. ' 

Practically,  there  appears  to  be  no  (jreat  value  in  sewage  itself ; 
Imt  that  given  an  ordinary  farm  and  a  sewage  fann  at  the  same  rent, 
the  sewage  farm  will  hold  its  own  even  in  a  wet  and  backward  year 
like  the  past,  but  in  dry  periods  the  sewage  fai-m  has  a  much  greater 
advantage  over  an  ordinary  farm.  As  a  mode  of  effectually  disposing 
of  Beware  in  an  innocuous  manner,  and  iijenerally  in  an  eionomical 
way,  an  examination  of  the  several  farme  and  of  their  accounts  sIiowb 
that  the  system  pursued  is  most  succesaful  and  Kutisfactory.  The 
advantage  and  economy  uf  sewage  farming,  as  a  mode  of  dealing  with 
sewi^e,  ate  shown  very  conclusively  in  the  case  of  Birmingham,  in 
which  the  farming  operations  show  a  profit  of  £1064  :  18  ;7  in  the 
year  1878,  while  the  chemical  treatment  of  the  sewage,  two-thirds  of 
which  is  passed  into  the  fCreams  uf  the  district  after  sudi  tieatmenl. 


coRt  in  the  m 
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We  conclude,  then,  from  the  facts  brouglit  forward 
in  this  chapter — 

(a)  That  by  careful  and  well-conducted  sewage 
irrigation  (especially  if  combined  with  a  filtration 
area)  the  purification  of  the  whole  liquid  refuse  of  a 
town  is  practically  perfect,  and  has  been  ensured  in 
cases  where  it  was  not  at  all  the  object  of  the  agii- 
culturiat ;  and  that  it  is  the  only  process  known  by 
which  that  purification  can  be  effected  on  a  large  or 
small  scale. 


fiine  prac- 
tically 
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(&)  That  perfectly  worthless  land,  blowia 
sand  for  iiistanee,  can  be  made  in  this  way  to  si 
large  and  valuable  crops. 

(c)  That  the  quantity  per  acre  of  all  crops  oh 
from  even  the  best  land  is  enormously  increase! 

{d)  That  it  reduces  to  a  gi'eat  extent,  or  r 
entirely  unnecessary,  the  usual  amount  of  ar 
manures  of  all  kinds,  by  supplying  a  manure  esp 
adapted,  from  its  complex  constitution,  for  the  nc 
mcnt  of  crops,  supplying  it,  moreover,  in  a  8t 
solution,  that  is  to  say,  in  the  most  readily  abso 
condition,  and  supplying  at  the  same  time  that 
necessary  aid  to  vegetation,  water,  which  oftei 
verts  what  would  otherwise  have  been  a  heav 
into  a  very  handsome  profit, 

(e)  That  by  it  the  farmer  is  rendered  entire 
dependent  of  drought,  so  that  he  can  be  praci 
certain  of  his  crops,  and,  moreover,  be  able  to 
plant  them  as  much  as  he  pleases. 

(/)  That  when  circumstances  are  favoural 
has  been  found  to  pay  ;  and  when  its  managem 
more  thoroughly  undviistood,  it  will  doubtless,  in 
instances,  be  found  to  be  a  source  of  income  t 
towns.  Where  the  circumstances  are  not  so  fa 
able,  it  will  yet  prove  to  be  the  most  satisfaetorj 
to  get  rid  of  the  nuisance,  although  it  may  not  en' 
pay  its  expenses.  '" 


CHAPTER   XII 

INFLUENCE  OF   SEWAGE  FARMING   ON   THE    PUBLIC 
HEALTH 

As  far  aa  nuisance  ia  concerned,  there  is  no  iloubt  that 
if  irrigation  faims  are  badly  managed  they  may  be 
made  a  nuisance  to  the  neighbourhood.      Ordinary 
sewage  ia  only  in  a  very  slight  degree  offensive  when 
freah,  aa  eveiy  one  knows  who  has  examined  it.    Thus 
Dr.  Hofmaun  says,  in  his  evidence  before  the  Select 
Committee  on  Sewage,  1862  (Dr.  Brady's  Committee) 
that  sewage  at  the  mouth  of  a  sewer  is  "  comparatively  Fresh  sew- 
little  offenaive,"  and  that  irrigation  is  possible  without  Xr°°vf. 
amioyance,  except  in  very  hot  seasons ;  adding,  that 
sewage  is  only  offensive  when  kept  in  tanka.     What 
13  really  the  most  offensive  part  of  sewage  farms  ia  offenaive 
the  bhiek  slimy  mud  which  collects  along  the  sides  of  ^^'' '" 
carriera  when  they  are  merely  grips  in  the  land,  and  ''""""'■ 
when  the  sewage  is  not  filtered  before  being  sent  on 
to  the  fields.     We  think  that  it  is  advisable  that  the 
sewage  should  be  filtered  or  strained  in  the  manner  NeceBsity 
practised  at  several  places.      There  ia  no  reason  to  toobvi»w" 
spread  a  layer  of  comparatively  worthless  and  necea-  "''"■ 
sarily  offensive  filth  over  the  aurface  of  the  aoil. 

At  Carlisle,  indeed,  the  sewage  is  (1870)  deo-  ocodoriRa- 
dorised  by  admixture — as  before  atated — with  carbolic  J^^T^*** 
acid.     The  deodoriaation  is  complete,  "  no  nuiaance  ia  »='^- 


^  ON  THE  PUBLIC  HEALTH  449 

^  tioned  at  the  Piershill  Barracks,  says :  "  These  fields 
j  are  certainly  a  source  of  nuisance  to  those  living  in  Nuiaanco 
P  barracks,  from  the  ofiensive  emanations  given  off"  from  ma^- 
1   the   open   ditches   conveying  the   sewage,  and  also  ^^^ 
.    from  injudicious  flushing  of  the  fields ;  the  stench  in 
.    barracks  is  sometimes  quite  sickening.     All  this  might, 
'    however,  be  remedied  by  the  sewage  being  conveyed 
.  to  the  fields  in  covered  ditches  or  pipes,  and  outlets 
'  placed  on  the  pipes  in  the  fields  at  proper  intervals 
for  irrigating."     {First  Report  E.  P.  C,  1868,  vol.  i. 
p.  90.) 

No  such  nuisance  ought  to  exist,  as  it  is  simply 
the  result  of  carelessness,  and  it  is  the  duty  of  the 
Sanitary  Authority  to  see  that  it  is  prevented. 

On  the  other  hand.  Dr.  Alfred  Carpenter  says  : — 

At  Norwood,  moreover,  a  public  footpath  passes  right  through  the  No  nui- 
irrigated  fields,  which  is  traversed  by  hundreds  of  persons  for  exercise  ^^  *^ 
and  recreation,  especially  on  Sundays.     The  persons  so  using  the  foot-  ^^^^J^' 
path  have  been  frequently  surprised  when  they  have  been  told  that 
their  walks  for  pleasure  have  been  taken  through  the  sewage  farm  of 
the  Croydon  Local  Board  of  Health.     The  path  is  much  more  fre- 
quented than  other  footpaths  in  the  neighbourhood,  which  would  not 
be  the  case  if  the  fields  were  the  nuisance  they  are  supposed  to  be. — 
Some  Points  in  the  PhysiologtccU  and  Medical  Aspect  of  Sewage  Irrigation, 
p.  35. 

We  can  most  fully  bear  witness  to  this  fact; 
persons  who  have  accompanied  us  to  see  sewage 
farms  have  been  invariably  surprised  at  the  absence 
of  nuisance. 

The  opponents  of  the  irrigation  system  have  often 

put  very  strongly  forward  the  nuisance  that  is  caused 

by  badly-managed  imgation  farms  as  an  argument 

•    ffpinife  tlie  9tf$tem,  and  have  appealed  to  the  opinions 

i .  ai  medieal  men  and  others  as  to  whether  such  a  con- 

t§  things  is  likely  to  be  healthful  or  otherwise ; 

Biriiyer,  rather  neglected  to  bring  forward 

2g 
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the  facta  whieli  have  been  ascertained  < 
This  we  now  propose  to  do. 

SANITARY  EVIDENCE. 

Sewage  farms  are  not  meant  to  be  marshes 

Bnbmer-      they  are  so,  that  is,  where  the  system  of  subii 

paludal       carried  on,  as  is  the  case  at  Milan,  there  & 

iiiseases.      ^Qubt  that  the  diseases  of  marshy  districts  a 

ated  in  theii-  neighbourhood.     The  Sewage 

sioners,  in  their  Preliminary  Report   (1858 

state  that  near  to  Milan  they  found  that — 

The  population  »'bu  lived  ia  the  midst  of  and  close  tip 
lands  arc  subject  to  tlie  sonie  diae&acB  as  are  common  wherev 
tracts  of  vegetation  are  alternately  covered  with  water,  aud  tl 
when  comparatively  dry  to  the  action  of  the  atmosphere  ii 

But  even  here,  under  the  sun  of  Italy,  and 

fields  turned  confessedly  into  water  meadows 

termittent  and  remittent  fevers  do  not  extend 

a  quarter  of  a  mile  from  the  marsh  ;  and  it  W: 

Limiuiion   that  "although  those  irrigations  have  been 

IrtT"'       close  to  the  walla  of  Milan,  and  in  some  i 

carried  even  within  the  walls,  ague  is  never 

in  the  city,  nor  is  any  other  form  of  marsh 

known  spontaneously  to  arise  within  it."    Thi 

however,  very  porous,  so  that  the  water  d 

stagnate  on  it  for  a  considerable  length  of  tim 

Commission,  however,  got  at  Milan  "  striking  e 

irngBiion    of  the  condltions  under  which  irrigation  wit 

mptJn"i^  containing  no  sewage  may  be  so  conducted 

oiLimT**"'  produce  with  certainty  ii  marked  injurious  efFe 

the  health    of   the    neighbouring    population 

ConditioiB   also  of  "  the  conditions  under  which  entire  im 

uity.         from  disease  may  be  secured."    They  could 
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"no  evidence  whatever  of  tho  slightest  increased  in- 
jiu'ious  tendency  of  the  irrigations  conducted  with 
the  waters  of  the  Vettabbia,  beyond  those  of  other 
districts    around    where    plain   water   is    employed." 
With  regard  to  typhus  and  tyjihoid  fevers,  it  is  stated  jjoiniiu- 
that  they  are  not  more  prevalent  near  to  the  irrigated  typh^ond 
meadows  than  anywhere  else.    As  to  cholera,  it  appears  Y^^°'^ 
that  in  a  farm  "  irrigated  entirely  with  the  waters  of 
the  Vettabbia,  though  there  have  been  three  visitations  Eapecini 
of  epidemic  cholera  in  Milan  and  the  neighbourhood,  ij^°t^°' 
no  case  of  the  disease  occurred  during  either  of  these  I,"^"^^^'''"" 
attacks." 

This  evidence,  which  is  sometimes  brought  forward 
against  the  establishment  of  irrigation  farms  in  Eng- 
land, simply  shows  what  was  perfectly  well  known 
before,  that  in  the  neighbourhood  of  stagnant  marshes  latermit- 
intermittent   fevers    arc    almost    invariably  endemic.  ^uLd™" 
The  irrigation  at  Milan  is  copied  from  the  fields  where  "''^''' 
rice  is  cultivated  around  the  same  city,  and  where  the 
water  is  allowed  to  remain  and  to  stagnate ;  this  is 
necessary  for  the  cultivation  of  rice.     The  ordinary 
irrigated  fields  of  Milan  are  not  only  irrigated  by  sub-  Faults  of 
mersion,  but  they  are  not  drained,  and  the  porosity  of  JJj'^,"' '' 
the  soil  is  alone  relied  upon  for  carrying  off  the  water. 
In  fact,  the  Commissioners  came  ultimately  to  the  notLingto 
conclusion  that  no  increased  amount  of  disease  could  ^w^. 
be  traced  to  the  admixture  of  sewage  with  the  water 
of  a  "  maieite."     No  one  proposes  to  introduce  water 
meadows  or  rice  plantations  into  England,  and  the 
only  thing   that   might   be    reasonably  feared    from 
sewage  irrigation  is  increase  of  typhoid  fever  or  of 
cholera,  the  evidence  from  Milan  on  this  head  being 
pari;icularly  valuable  and  especially  favourable. 

To  come,  then,  to  the  evidence  obtained  from  sewage 
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farms  properly  so  called :  and  first  a-s  to  Edinu 
where  sewage  has  been  so  long  employed  in 
manner,  and  even  in  a  somewhat  careless  way.  ' 
feasor  Christison'a  evidence  is  very  conclusive  t 
this  point.     He  says  of  the  irrigation  fields : — 

I  am  Mtieficd  neitlier  typbus,  nor  enteric  fever,  nor  d^Miitcr 
[cholera,  IB  to  be  encountered  in  or  around  them,  irfaether  in  eft 
iir  non-epiilemio  seo^onB,  more  than  in  any  other  agricultonl  d 
of  the  neighbotirliood.     (Firit  Report  R.  /'.  C,  vol.  i,  p.  90.) 

Dr.  Littlejohn,  too  (the  Medical  Officer  of  H< 
of  Edinburgh),  although  looking  "  with  prejudice 
displeasure  on  the  existence  of  sewage  meadov 
its  suburbs,  had  not  been  able  to  connect  tlu 
health  of  certain  localities  in  Edinburgh  witli 
Craigentinny  meadows  as  its  cause."  With  re 
to  the  barracks  at  Piershitl,  which  are  stated  t 
"the  most  healthy  in  Scotland,"  there  is  eertj 
no  injurious  effect  on  the  health  of  the  soidiexs 
the  irrigation  of  the  fields.     During  the  time  tha 

1.  cholera  was  epidemic  at  Leith  and  Edinburgh,  "i 
ease  occurred  at  Pierehill  Ban-acks  (1865-66)." 
.same  fact  was  observed  at  Barking:  when  the  se' 
of  North  London,  where  the  cholera  was  in-eva 
was  poured  over  the  irrigated  fields,  "  no  ca« 
cholera  happened  at  the  farm  or  near  it."  At  Nom 
Dr.  Cresswell  say^  that  when  the  works  were  b 
managed,  "the  irrigatiou  fields  a.«  a  ?iKirsA  prod 

.    malarious  diseases,  and,  in  this  case,  intermittent  i 
amongst  the  children  living  in  the  vicinity." 

Since  that  time  he  says :  "  1  have  been  able  i; 
case  to  trace  any  illness  to  these  fields,"  In  a  sc 
of  more  than  thirty  inmates,  standing  close  to 
fields,  there  has  not  been  a  single  case  of  illness  1 
pruventible  diseases.     He  concludes  that,  "  when 
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system  of  sewage   irrigation  is  well  managed ^  the  whenweu 
health  of  the  inhabitants  in  the  immediate  vicinity  is  no*evi. 
in  no  way  influenced  by  it,"  and  this  on  a  deep  clay  d^e°^ 
soil.     We  find  from  the  Ninth  Report  of  the  Medical  ^^^^ 
Ofiicer  of  the  Privy  Council,  that  at  Worthing  the 
irrigation  works  "do  not  cause  any  description  of 
nuisance  or  injury  to  health."      At   Colney  Hatch 
Lunatic  Asylum  (see  Report  of  Dr.  Brady's  Com- 
mittee), the  irrigation  "is  certainly  not  injurious  to 
health  ; "  this  being  the  opinion  of  the  medical  officers 
who  visit  it  frequently. 

The  death-rate  at  Norwood,  as  a  mere  matter  of  Diminu- 
fact,  very  considerably  decreased  after  the  establish-  ^^^th5 
ment  of  the  sewage  farm  there.     In  the  three  years  ™^  ^^ 

o  ^  J  sewage 

before  that  took  place  (1865)  it  was  over  18  per.  1000  ;  fann. 
it  then  decreased,  being  as  low  as  12*07  in  1868,  the 
population  being  then  about  5000.     At  Beddington, 
too,  where  the  farm  is  to  the  west  of  the  town,  the 
Medical  Officer  "  can  safely  say  that  a  continuance  of 
west  wind  is  always  accompanied  by  a  diminished  DUniu- 
amount  of  ordinary  sickness  in  the  district,  and  our  nesf '**^ 
annual  mortality  of  the  parish  is  generally  below  20 
in  the  1000."     {Dr.   Caiyenter^s  Paper,  quoted  p. 
449.) 

It  is  stated  by  Dr.  Buchanan,  in  a  special  report 
to  the  Privy  Council,  that  the  health  of  the  children  improve- 
living  in  the  midst  of  the  irrigated  districts  at  Rugby,  h^Jb  of 
so  far  from  suffering,  has  actually  improved  {British  cwidren. 
Medical  Journal,  3d  September  1870).     In  fact,  the 
evidence  appears  to  go  to  show  that  sewage  fields, 
when  properly  managed,  are  certainly  not  injurious 
to  health,  and  may  possibly  be  even  advantageous  to 
it. 

One  of  the  strongest  pieces  of  evidence  connecting 
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it  sewage  irrigation  with  disease,  i3  the  history  of  an 
outbreak  of  dysentery  and  diarrhcea  at  the  Cumber- 
land and  Westmoreland  Asylum  in  1864  and  1865, 
au  account  of  which,  by  Dr.  Clouaton,  then  medical 
officer,  was  published  in  the  Medical  Times  and 
Gazette,  3d  June  1865,  The  sewage — from  which 
bath  and  lavatory  water  was  withheld — was  conveyed 
from  the  asylum  to  a  close-vaulted  tank  150  yards 
distant,  where  the  solid  matters  were  deposited.  From 
this  tank  the  sewage  overflowed  into  "  opeu  cuts"  io 
the  land,  which  conveyed  it  to  three  acres  of  graa. 
land  to  be  irrigated.  This  plot  of  land  was  300  yards 
from  the  female  ward,  and  350  yards  from  the  male 
ward  ;  it  consisted  of  sandy  soil  lying  on  a  subsoil  vi 
stiff  hjrick  clay — the  whole  area  being  under-drained. 
Before  the  outbreak,  the  sewage  had  been  applied  for 
two  years  to  the  land,  but  without  any  case  of 
epidemic  disease  arising.  Out  of  250  inmates  of  the 
asylum,  31  were  attacked  with  dysentery  in  littJe 
more  than  13  months,  and  there  were  20  deaths,  but 
15  of  these  were  deatlis  of  very  old  or  paralysed 
patients.  There  were  besides  numerous  cases 
diarrhcea. 

Now,  as  to  the  condition  of  this  irrigated  land, 
find  that  at  the  time  of  the  outbreak  there  wa 
very  offensive  odour  in  its  neighbourhood.     Also 
are  told  by  Dr.  Clouston  that  "  the  sand  from  thfl 
upper  part  of  the  field  had  completely  obstructed  thfl 

„,  drains  through  the  clay,"  so  that  the  under-drainage 
was  useless.  We  also  find  that  "the  field  required 
better  draining  and  levelling,  and  deeply  trenching, 
so  that  the  sewage  might  be  spread  over  a  larger 
surface  and  applied  more  scientifically,  and  that  the 
extra  liquid  might  drain  away."    This  shows,  to  our 


morasses. 
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mind,  very  cleaiiy,  that  the  sewage,  which  was  very  Putnd  sew- 
strong  and  probably  putrid  from  being  retained  in  on  the  irri- 
the  tank,  became  ponded  on  the  irrigation  plot,  there  ^^^  ^^' 
to  undergo  further  putrefaction — a  morass  of  a  most 
filthy  description  being  formed.     That  such  was  in 
all  probability  the  case  is  shown  by  the  type  of  the 
disease,  for  Dr.  Clouston  says,  "in  its  pathological 
appearances  the  dysentery  bore  a  much  greater  re- 
semblance to  that  form  of  the  disease  caused  by  or 
connected  with  malaria  than  to  tropical  dysentery." 
Even  if,  as  Dr.  Clouston  believes,  the  dysentery  and 
diarrhoea   were    due    to    the    exhalations  from    the 
irrigated  land,  we  fail  to  see  that  this  outbreak  proves  sewage 
any  more  than  that  sewage  irrigation  must  be  con-  u^^^™"**' 
ducted   on  proper  principles,   for   ponds   of  putrid  ^^^^ 
sewage  may  undoubtedly  produce  disease. 

Dr.  Campbell,  the  present  Medical  Officer,  who 
succeeded  Dr.  Clouston  in  1873,  informs  us  that  "the  subsequent 
sewage  is  still  used  freshly  applied  on  the  grounds  of  ^[^°™ 
this  Asylum.      The  ground  irrigated  has  been  con-  disease, 
siderably  enlarged,  and  frequent  and  systematic  change 
of  sewage  is  enforced."     Since  1874,  when  eight  cases 
of  enteric  fever  occurred,  due  to  a  contaminated  water 
supply  and  defective   drainage   arrangements,  there 
has  been  no  case  of  dysentery  or  enteric  fever  in  the 
Asylum,  and  Dr.  Campbell  writes  that  he  is  aware  of 
"  no  disease  or  nuisance  in  any  way  arising  from  the 
distribution  of  the   sewage  as  now  effected  in  the 
Asylum." 

As  far  as  the  sanitary  influence  of  sewage  farming 
is  concerned,  the  Sewage  Committee  of  the  British 
Association  had  returns  from  eight  places  where  it  is 
at  work. 

In  no  instance  has  any  disease  whatever  been  traced  cither  among 
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No  disease    the  laboiuvrs  ou  the  farm  or  amung  thu  iubahiUiits  Ja  the  viciuitf, 
traced  to      among  the  cattle,  to  tbe  sewnge  farm.     In  two  itiAttinces  it  is  reported 
sewage     ^j^^^j  y^^  },^]i\,  ^f  tijg  neighhoiirhood  has  improved,  and   in  scyeai. 
that  the  land  has  very  much  injproved  in  value,  and  the  production 
of  crops  ia  niuoL  more  cci*tain."     (Bejjort,  1873,  \\  449,) 

These  accounts  are  very  amply  confirmed  by  tlift 
results  of  the  inquiry  into  the  sanitary  aspect  of  sew- 
age fanning,  given  in  the  Report  of  the  Judges  on  the 
Sewage  Farm  competition,  1879  {Journal  of  the  Royal 
Agricultural  Society,  vol.  xvi.  part  i.  pp.  5,  6). 
From  the  returns  of  nine  sewage  fanns,  it  appeara 
that  "  the  rate  of  mortality  on  an  average  of  tbe 
number  of  years  which  these  farms  have  been  in 
operation,  does  not  exceed  three  per  thousand  per 
annum,"  The  judges  observe  that  "  this  is  a  very  low 
rate,  but  in  all  probability  it  may  not  be  lower  than 
would  be  found  in  an  equal  number  of  selected  lives 
taken  from  an  agricultural  district.  The  results  of 
the  sanitaiy  inquiry  show  that  sewage  farming  is  not 
detrimental  to  life  or  heiilth."  Horses  and  other  live 
stock  were  found  to  be  very  healthy  on  all  the  farms 
examined. 

It  has  been  stated  that  the  contagious  diseases 
among  cattle,  and  especially  foot  and  mouth  disease 
and  rinderpest,  vnW  be  spread  by  irrigation  forming, 
The  evidence  hitherto  obtained  does  not  support  this. 
assumption ;  it  rather  goes  to  show  that,  as  in  the' 
csiee  of  cholera,  soil  and  growing  plants  really  havi 
the  power  of  separating  poisonous  matters  from  tfai 
sewage,  decomposing  them,  and  rendering  theia 
harmleae. 

The  following  interesting  case  is  recorded  in  th« 
report  of  the  engineer  to  the  Croydon  Board  : — 

Eleven  head  of  cattle  wore  affecle<l  witli  rinderpe-tt ;  they  were 
a  homeatead  at  the  head  of  the  farm,  and,  at  the  time  of  the  ontl 
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forty  head  of  cattle  were  pastured  in  the  lower  fields,  and  twenty   Rinderpest 
cows,  with  twenty  calves,  were  in  the  lower  buildings.     The  whole  of  not  pro- 
the  drainage  from  the  upper  buildings  passed  over  the  adjoining  land  P®8**«d. 
to  the  outfall ;  and  although  the  cattle  were  pastured  on  the  irrigated 
land,  and  were  watered  by  the  effluent  water  after  it  had  passed  over 
the  land,  not  a  single  case  of  cattle-plague  occurred  amongst  the 
animals  on  the  lower  portion  of  the  farm.     (See  Dr.  Alfred  Carpenter's 
Paper  on  the  Physiological  and  Medical  Aspect  of  Sewage  Irrigation^  p. 
45.) 


That  the  results  of  irrigation  fanning,  properly  Conciu- 
carried  out,  may  be  a  positive  advantage  to  the  health 
of  neighbourhoods,  ha^  been  shown  to  be  possible  in 
diflFerent  instances.  We  need  hardly  point  out  that 
such  might  be  expected  to  be  the  case  from  the 
luxuriant  healthy  vegetation  which  is  supported  upon 
sewage  farms.  The  able  researches  of  Dr.  Daubeny, 
late  Professor  of  Botany  and  Eural  Economy  at  the 
University  of  Oxford  {Jounial  of  the  Chemical 
Society^  January  1867;  or  Miscellanies ^  by  Charles 
Daubeny,  M.D.,  F.E.S.,  vol.  i.  p.  55),  have  shown 
that  the  leaves  of  growing  plants  continually  evolve  Leaves 
ozone ;  and  Mantegazza's  more  recent  experiments  evoWe'^** 
have  carried  this  further,  and  shown  that  during  the 
oxidation  of  the  essences  of  plants  large  quantities  of 
ozone  are  produced,  so  large  as  to  constitute  a  simple 
and  valuable  method  for  the  preparation  of  this  sub- 
stance. Dr.  Daubeny,  indeed,  had  suggested  that  in 
some  cases  the  coloration  of  the  test-papers  might  be 
due  "  to  the  essential  oil  emitted  by  the  flower,"  but 
he  does  not  seem  to  have  thought  that  the  essential 
oil  itself  was  capable  of  ozonising  oxygen.  The  more 
important  and  more  general  observation  is,  however, 
that  made  by  Dr.  Daubeny,  and  he  himself  was  per- 
fectly aware  of  its  importance :  he  says,  speaking  of 
''the  uses  which  ozone  subserves  in  the  economy  of 
nature  " : — 


ozone. 
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When  we  consider  its  remarkable  oxidising  properties,  and   tlM 
rapidity  with  which  any  oi^nic  mntter,  dead  or  living,  iindei^oea 
alow  eombustion  in  iU  presence,  it  seems  reasonable  to  conclude 
this  principle  is  an  important  agent  for  destroying  putrescent  an 
and  vegctahle  matter  by  oxidation,  and  thus  for  restoring  to  the  atmo> 
8]ihere  its  purity. 

Unc  of  Dr.  Daubeny's  firat  memoirs  confirmed  the 
fact  that  plants  restore  more  oxygen  to  the  air  by  day 
than  they  consume  by  night,  and  determined  "  the 
description  of  solar  rays  which  was  most  instrumental 
for  that  purpose,"  He  exclaimed,  when  publishing 
his  last  discovery — 

Should  I  now  have  succeeded  in  eatahiiehing  t«  the  BatiBfactiao 
of  the  scientific  world  that  these  saiue  green  parts  of  plants,  at  the  ve^ 
time  that  they  are  cuiitting  oxygen,  convert  a  portion  of  it  into  osoa^ 
I  might  hope  that  these  researches  of  my  1at«r  years  will  serve  apptw 
priately  to  wind  up  those  underbtken  in  my  younger  ones,  by  Bhowini 
that  vegetable  life  acts  as  the  appointed  instrument  for  counteracting. 
the  injurious  effects  of  the  animal  creation  upon  the  air  we  br«Mh(^ 
not  merely  by  restoring  to  it  the  oxygen  which  the  latter  had  consumed^ 
but  also  by  removing,  through  the  agency  of  the  ozone  it  genenUe^- 
those  noiions  efHuvia  which  are  engendered  by  the  various  prucenea 
of  putrefaction  and  decay. 

Dr.  Alfred  Cai-penter,  of  Croydon,  has  (in  hia 
paper  already  referred  to)  given  the  results  of  his  ex- 
periments on  the  presence  of  ozone  in  the  air  ovtsr 
irrigated  fields;  he  says  {loc.  cit.  p.  31) — 

1  have  found  distinct  traces  of  ozone  in  the  Beddington  field^ 
when  there  has  been  none  in  the  town  :  it  has  been  noted  how  verf 
rapidly  metals  nut  upon  sewage  forms, — this  easily  accounts  for  it 
The  surface  of  the  meadows  has  been  tested  at  various  times  in  tbv 
very  hottest  days  of  Jnly,  when  no  oioae  has  been  detected  in  tb* 
town,  but  it  has  been  generally  found  present  over  the  sewage  gnai^ 
on  those  parts  of  the  form  in  which  vegetation  was  most  luxuriant 

We  have  then  good  reason  to  expect  that  the 
utilisation  of  the  sewage  of  towns  on  the  land  near 
them,  while  preventing  the  pollution  of  drinking-water 
and  the  spread  thereby  of  cholera  and  tj'phoid  fever, 
will  at  the  same  time  maintain   the  purity  of  the 
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atmosphere  around  and  about  the  towns,  and  that  the 
result  will  be,  especially  when  combined  with  that 
produced  by  the  increased  demand  for  labour  and  the 
more  plentiful  supply  of  food,  a  diminution  of  the 
general  death-rate. 

THE  ENTOZOA  QUESTION. 

The  late  Dr.  Cobbold,  in  a  brochure  which  he 
published  in  1865,  stated  that  he  had  great  fear  of 
the  spread  of  entozoic  disease  by  means  of  sewage 
irrigation.  He  said,  speaking  of  the  Bilharzia,  a 
parasite  which  "infests  the  blood-vessels"  of  the 
natives  of  many  parts  of  Africa,  but  which  has 
occasionally  been  transported  to  England,  so  that  its 
eggs  may  get  into  the  sewage  : — 

If  without  due  consideration  you  adopt  any  one  of  the  gigantic 
schemes  now  in  vogue,  you  will  scatter  these  eggs  far  and  wide,  you 
will  spread  them  over  thousands  of  acres  of  ground,  you  will  place  the 
larvae  in  those  conditions  which  are  known  to  be  eminently  favourable  j^p«j^. 
for  the  development  of  their  next  stage  of  growth,  you  will  bring  the   hended 
latter  in  contact  with  land  and  water  snails,  into  whose  bodies  they  danger 
will  speedily  penetrate  ;  and,  in  short,  you  will  place  them  in  situa-  ^™ 
tions  where  their  yet  higher  gradations  of  non-sexual  growth  and  pro-  !?fo2oic 
pagation  will  be  arrived  at.     After  all  these  changes  there  is  every  disease, 
i-eason  to  believe  that  they  will  experience  no  greater  difficulty  in 
gaining  access  to  our  bodies  here  in  England  than  obtains  in  the  case 
of  those  same  parasites  attacking  our  fellow-creatures  whose  residence 
is  found  in  Egypt,  in  Natal,  in  the  Mauritius,  or  at  the  Cape. 

And  he  asserted  his  "  persuasion  that  the  '  profuse  dis- 
tribution' of  sewage  tends  both  directly  and  indirectly 
to  propagate  no  inconsiderable  variety  of  parasitic 
diseases."  He  then  w^ent  on  to  describe  the  various 
evils  that  may  result  from  the  abode  of  parasites  within 
the  human  body. 

Beyond  all  doubt  Dr.  Cobbold  was  the  man  above  all 
others  who  had  the  best  right  to  give  an  opinion  upon 
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any  question  relating  to  entozoa;  and  anything  od 
that  subject  which  comes  from  so  great  an  authority 
must  be  considered  with  the  utmost  attention ;  but 
still  we  should  endeavour  to  see  how  far  facts  justiiy 
80  very  important  a  conclusion,  involving  as  it  does 
a  sweeping  sanitary  condemnation  of  the  irrigation 
system. 

Fresh  excremental  matters  have  been  distributed 
in  enormous  quantities  on  land,  for  some  thousands 
of  years,  iu  China  and  in  other  Eastern  countries,  and 
for  many  years  around  the  city  of  Milan,  where  "  it 
is  admitted  that  the  common  mode  of  disposing  of  the 
ftecal  matter  is  a  nuisance,  but  that  it  is  a  source  of 
disease  is  denied  on  all  hands "  {Sewage  of  Toumi 
Commissioners).  Sewage  is,  too,  and  has  been  for  a 
long  period,  distributed  over  the  lands  around  the 
same  city.  For  more  than  two  centuries  sewage  irri- 
gation has  been  practised  ncai'  Edinburgh,  while  dur- 
ing the  past  sixty  years  regular  reeoi'ds  have  been 
kept  of  the  particulars  relating  to  it  there,  and  for 
several  years  it  has  been  employed  around  a  certain 
number  of  English  towns.  Surely,  with  all  these 
cases,  some  facts  as  to  the  increased  prevalence,  or 
otherwise,  of  hydatid  disease  in  cattle,  or  of  intestinal 
worms  in  man,  in  connection  with  sewage  farms,  have 
already  been  obtained.  But  not  a  single  fact  is  ad- 
vanced ;  it  is  not  even  hinted  by  any  one  that  such 
diseases  are  more  frequent  where  irrigation  has  been 
going  on  so  long;  and  as  to  the  BUhaitia,  next  to 
nothing  is  known  of  the  migrations  of  its  laiTae,  while 
even  in  Africa  "the  disease  is  said  to  be  more  viru- 
lent in  the  summer  months"  {Entosoa:  Cobbold). 
Despite  our  numerous  communications  with  that 
country,  this  disease  has  not  been  known  to  spread 
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either  in  England  or  in  France,  probably  because  our 
conditions  of  climate,  etc.,  are  not  suitable  either  to 
the  unknown  "hosts"  required  by  the  larvae,  or  to  the 
transformations  of  the  parasite  itself. 

We  are  not  aware  that  any  facts  had  been  aflForded  No  facts 
by   the   experience   at   Edinburgh   or   elsewhere,  in  forward, 
support   of  Dr.    Cobbold's   conjecture,   that   sewage 
farming  will  cause  the  spread  of  entozoic  diseases ; 
neither  do  we  find  that  since  the  publication,  in  1865, 
of  the  pamphlet  referred  to,  any  facts  have  been 
ascertained  in  its  favour,  unless  it  be  the  one  stated 
by  Dr.  Cobbold  in  the  discussion  on  a  paper  read  by 
Dr.  Letheby  before  the  Metropolitan  Association  of 
Officers  of  Health  (21st  May  1870),  that  '*  a  handful 
of  large  entozoa  parasites  had  been  taken  from  the  Parasites 
Craigentinny  meadows ; "  but  he  was  at  once  answered  oc^u^ 
by  Mr.  Holland,  who  ''  believed  that  the  danger  of  J^^o^g, 
spreading  disease  by  the  irrigation  system  was  purely 
imaginary.    Where  was  the  evidence  of  disease  having 
been  produced  where  the  system  was  adopted  ?     He 
had  made  inquiries  on  the  subject,  and  could  find  Noevi- 

■*•  .  •»        '  dence  of 

none.     At  Carlisle  he  asked  whether  the  sheep  had  the  entozoic 
rot,  and  was  answered  that  they  had  not.     At  Edin-  coSsie  w 
burgh,  cows  had  been  fed  with  grass  firom  the  irrigated  ^i°^"'«^- 
meadows  for  sixty  or  seventy  years,  but  there  was  no 
evidence  of  the  prevalence  of  disease  among  them," 
that  is  to  say  of  entozoic  disease.     (The  italics  are 
ours.) 

Two  papers  on  this  subject  were  communicated 
by  Dr.  Cobbold  to  the  Association  of  Medical  Officers 
of  Health ;  they  will  be  found  in  the  Medical  Times 
and  Gazette  for  28th  January  and  25th  February 
1871. 

From  a  careful  perusal  of  them,  it  clearly  appears 
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that  up  to  that  time  there  waa  yot  no  evidence  i 
ever  to  show  that  entozoic  disease   had  been  a 
in  a  single  case  either  in  an  animal   by  fee 
aewaged  produce,  or  in  a  man  by  eating  tho  i 
an  animal  so  fed. 

The  objection  that  animals  may  be  sufFeringe 
sively  from  entozoic  disease  without  its  being  r 
nised  during  their  lifetime,  and  that  very  few  pe 
are  qualified  to  recognise  even  measly  meat  wh 
is  placed  before  them,  entirely  falls  to  the  groun 
the  case  of  men,  even  if  it  be  considered  to  hold 
in  that  of  cattle. 

Had  the  communities  which  have  been  so  loBj 
upon  the  flesh  of  animals  fattened  on  sewagc-gi 
produce  been  more  troubled  with  eutozoa  than  otj 
we  should  certainly  have  known  of  it.  As  a  mi 
of  fact,  we  do  know  where  entozoic  diseases  arc  pi 
lent ;  we  know  tliat  the  population  of  Iceland  is  n 
troubled  with  one  entozoon,  that  of  Norway,  Lapl 
etc.,  with  another,  and  that  of  the  Punjab  wit 
third ;  so  that  until  it  is  shown  that  these  disa 
have  been  increased  in  men  where  sewage  irrigai 
has  been  adopted,  we  have  no  sort  of  right  to  say  t 
they  will  be ;  the  facts  are  certainly  on   the   ot 


Moreover,  in  the  "  Report  on  Measures  adop 
for  Sanitary  Improvements  in  India,  from  June  IS 
to  June  1870"  (page  72),  we  find  under  the  hi 
"Entozoa  in  ration  cattle,"  that  "throughout  i 
Punjab  during  1868,  1038  head  of  cattle,  or  6'12  ] 
cent  of  those  tendered  for  rations,  were  found  infecte- 
Although  this  has  nothing  to  do  with  sewage  irrij 
tion,  it  shows  that  in  some  places  at  any  rat^j  wh< 
entozoic  discaacB  are  prevalent  in  cattle  they  are  ] 


J 


f-  cognised,  and  that  there  would  be  no  great  difficult)'  Thoysre 
gi  in  showing  that  the  cattle  on  irrigation  farms  were  iu  cattle. 
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more  infected  with  them  than  other  cattle  if  such 
were  the  case.  This  has  not  been  done,  although 
since  1865  attention  has  been  drawn  to  the  subject. 

But  Dr.  Cobbold  stated  that  he  considered  the 
"ABC  "  process  and  the  dry  earth  system  to  be,  from 
the  entozoic  point  of  view,  safer  than  sewage  irrigation  ; 
on  this  head  we  may  quote  somewhat  at  length  from 
the  leading  article  on  the  subject  which  appeared  in 
the  Lancet  of  4th  February  1871  : — 

Upon   what  eviiience,   then,  does    Dr.   Cobbold   state   diat  one  Other  ayS' 
system  is  safe  and  the  other  ilangeroua  I     None  whatever.     There  is   '^'°'  ""* 
not  a  eingle  fact  brought  forward  to  show  that  the  "A  B  C  process  is   ^^u"" 
capable  of  destroying  parasitio  ova,  or  that  they  peiiah  when  covered 
up  in  earth.     On  the  latter  point,  all  the  onolopeB  and  facts  are  as 
yet  against  the  inference.     Parasitic  diseases  existed  long  before  water- 
closets  and  sewers.     It  ia  well  hnown  that  the  ova  can  be  dried  with- 
out destroying  their  vitality  ;   but  there  is  no  evidence  to  show  that 
they  are  able  to  exist  in  sewage,  or  to  resist  the  conditions  of  sewage 
transit.      The  more  perfect  the  preservative  action  of  the  earth-closet, 
the  more  sure  is  the  tranamissioiL  of  living  ova  to  the  land  ;   whilst  it 
seems  to  ua  at  least  aa  probable  that  the  ova  wUI  survive  the  muck- 
heap  as  that  they  will  foil  to  be  destroyed  by  the  sewer.     Does  Dr. 
Cobbold  mean  to  say  seriously  tbat  it  is  less  dangerous  to  spread  a  LiqnM  r. 
field  with  manure  than  to  irrigate  it  two  or  three  times  a  year  with    """'^ 
sewage  ?     In  the  one  case  the  matter  remains  upon  the  surface,  and  '""""''' 
aiUicres  to  the  blades  of  gross ;  in  the  other,  wlien  properly  administered, 
it  at  once  sinks  into  the  ground.     In  the  one  case  the  grazing  cattle 
cannot  fail  to  eat  it ;  in  the  other  it  is  beyond  their  reach.      Dr. 
Cobbold  hoE  not  adduced  a  particle  of  evidence  to  prove  that  the 
system  of  sewage  irrigation  is  nurrt  likely  to  extend  the  spread  of 
entozDotic  disease  than  is  that  of  putting  manure  directly  on  the  land  ; 
whilst,  on  the  other  side,  we  have  the  evidence  of  Professor  Christison, 
that  he  had  never  been  able  to  refer  a  single  case  of  parasitic  disease 
to  the  sewage  irrigation,  so  hndly  carried  out  at  Edinburgh." 

The  vital  powers  of  the  eggs  and  larvse  of  entozoa 
are  well  known  to  be,  in  many  cases  at  any  rate,  very 
considerable  indeed,  but  as  far  as  the  Bilhurzia  is  BUhara.!: 
concerned  we  have  now  some  definite  facts  to  go  upon, 
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and  we  are  bound  to  add  that  it  was  Dr.  Cobbold! 
himself  who  brought  them  to  light  He  said  witk 
regard  to  the  larvse  of  this  formidable  parasite  (Afediccd 
Times  and  Gazette,  25th  February  IsVl) : — 

The  atieiigtli  and  viKOur  of  the  cscapeil  hirvie  appeared  to  dopenl 
upon  tbe  relative  quantity  and  pnrity  of  the  water  in  vrhich  the  lArm 
were  immersed.  In  weakly-diluted  urine  they  soon  perished,  : 
even  also  in  water  where  only  a  small  quantity  of  decomposed  vtgt- 
table  or  animal  matters  hod  been  introduced.  On  ISth  Augiut  X 
placed  abovit  1000  eggs  in  a  quart  of  clean  wa[«r,  to  which  Ii 
a  drachm  of  urine  hod  been  likewise  added.  In  forty-eight  honn  nol 
ft  single  living  embryo  could  be  found.  In  fact,  I  subsequtaiUy  a, 
tained  that  1  coiilil  not  keep  the  embryos  olive  for  twenty-four  hooM 
in  any  water  in  which  1  had  accidentally  or  otherwise  introduced  th> 
smallest  trace  of  mucus,  blood-corpuscles,  urinoiy  crystals,  or  deoonqn»- 
ing  matter  of  ouy  kind.  All  sorts  of  re-agcnte  speedily  killed  t* 
lurviE,  et«. 

As  regards  BUharzia,  therefoii;,  the  above  data,  now  publicly  hroog 
forwanl  for  the  first  time,  undoubtedly  appear  to  favonr  the  notiott 
thiit  little  harm  can  result  from  sewage  distribution,  so  far  at  least  M 
jMirasilism  is  concerned. 

Whether  the  eggs  and  larvfe  of  other  entozoa  do 
arrive  in  a  living  state  on  sewage  farms,  we  do  not 
yet  know,  but  if  anything  is  likely  to  be  injurious  to 
organisms  whose  natural  habitat  is  the  acid  excretion 
of  the  human  intestines,  we  should  suppose  that  it 
would  be  immersion  in  a  liquid  containing  mucll 
urine,  which  so  soon  becomes  alkaline  from  the  con- 
version of  the  urea  into  carbonate  of  ammonia.  We 
think  with  Dr.  Cobbohl,  that  "  how  long  they  are 
able  to  retain  their  vitality  when  dispersed  by  sewage 
and  other  means  is  a  point  worthy  of  further  inquiry  ;*" 
and  as  one  fact  towards  the  solution  of  this  question^ 
we  quote  the  following  passage  from  the  Report  of 
the  British  Association  Committee,  to  which  we  have 
aU-eady  alluded  {B.  A.  Report,  1870,  p.  52) : 

Some  specimens  of  eewoge-growa  rye-gmw,  cajrots,  turnips,  oniony 
b«et,  and  lettuce,  Trom  Breton's  farm,  were  sent  to  Mt.  H.  C  "    ' 
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M.A.,  for   examination,  with  a  view  to  the   possible  discovery  of  Sewage- 
entozoic  eggs  or  larvsB.     He  states  that  "  the  rye-grass  was  mouldy,   grown  pro- 
but  only  from  such  moulds  as  are  the  result  of  decay  from  the  damp   r^*^  ^ 
grass  having  been  kept  several  days  enclosed ; "  and  he  summarises  jectioiuible 
the  results  of  his  examination  of  the  vegetables  as  follows  : — "  I  find  organismH. 
nothing  whatever  to  report  against  any  of  them.     They  all  seem  to 
me  in  excellent  order,  and  free  from  parasitic  insects,  or  from  fungi  of 
any  kind." 

Dr.  Cobbold  infonned  us  that  he  thought  that 
the  plain- water  irrigation  practised  in  the  Punjab  Plain  water 
may,  on  account  of  the  dirty  habits  of  the  natives,  *'^**"°- 
have  something  to  do  with  the  prevalence  of  entozoic 
disease  there :  we  submit  that  the  filthy  practices 
alluded  to  (the  deposition  of  excreta  indiscriminately 
about  the  fields,  around  the  villages,  etc.)  are  in  so 
many  countries  the  great  cause  of  the  spread  of  such 
diseases,  that  there  is  no  reason  for  supposing  that 
the  irrigation  has  anything  to  do  with  it. 

Some  further  experiments  made  by  the  British 
Association  Committee,  with  the  view  of  inquiring 
into  the  possibility  of  the  distribution  of  entozoic  dis- 
ease by  means  of  sewage  irrigation,  have  an  important 
bearing  on  this  question.     Some  "slime  and  mud"  Examina- 
from  the  bottom  and  sides  of  carriers  at  Earlswood  siimeand 
farm  was  submitted  to  Mr.  M.  C.  Cooke,  M.A.,  for  SrHera.™ 
examination,  who  found  "that  it  contained  life  of 
various  kinds,  especially  annelida,  but  did  not  detect 
any  entozoic  larvae."     The  existence  of  this  slime  at 
the  bottom  of  the  carriers  here  was  attributed  by  the 
Committee  "  to  the  fact  that  the  subsoil  is  kept  in  a  SubRou 
saturated  condition  by  the  want  of  under-draining ; "  '**"™**^ 
and  they  were  of  opinion  "that  when  land  is  thus 
saturated  with  sewage,  certain  atmospheric  conditions 
exist  which  may  be  attended  by  malaria  more  or  less 
injuiious  to  health."     {Repaid  1871,  p.  182.) 

In  order,  if  possible,  to  throw  further  light  on  the 
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subject,  Dr.  Cobbold  was  requested  by  the  Committee 
to  examine  the  carcass  of  an  ox,  which  had  been  fed 
for  two  years  on  sewage-grown  grass  at  Mr.  Hope's 
farm,  near  Romfoi-d.  Dr.  Cobbold  reported  "  the  per- 
fect freedom  of  that  animal  from  internal  parasites  of 
any  kind."  He  attributed  this  marked  negative  result 
to  the  following  eircumstaneea  : — 

"  Fii-st,  the  animal  did  not  graze  on  the  farm,  but 
was  fed  exclusively  upon  vegetable  products  cut  and 
carried  from  the  land."  "  Secondly,  the  porous  nature 
of  the  soil  and  subsoil  alike  would  rapidly  carry  off 
the  sewage,  and  thus  ensure  the  passage  of  parasitic 
germs  into  the  soil  itself."  Thirdly,  he  noticed  on 
the  irrigated  portions  of  the  farm  "  a  remarkable 
al)8ence  of  those  molluscau  and  insect  forms  of  Ufo 
which  frequently  play  the  part  of  intermediary 
bearers."  Fourthly,  the  only  molluscs  he  detected 
were  "  examples  of  Lymneus  pereger ; "  these  wert* 
obtained  from  a  small  pit  of  water  to  which  the  sew- 
age had  no  access,  and  when  examined  after  death 
"were  uot  found  to  contain  any  cercarian  larvas." 
Fifthly,  the  flaky  vegetable  tufts  collected  by  him 
from  the  sides  of  the  furrows  occupied  by  sewage 
currents  "  consisted  chiefly  of  Batrachospei-vium  mo- 
nilifoiine,  in  the  filaments  of  which  were  numerous 
active  free  nematodes,  but  no  ova  of  any  true  ento- 
zoon."  "Sixthly,  the  sewage  had  a  strong  smell  of 
beer,  suggesting  the  presence  of  sufficient  alcohol  to 
rlestroy  the  vitality  of  ordinary  parasitic  germs,  though 
it  was  abundantly  manifest  that  the  free  nematodea 
had  sufl'ercd  nothing  in  consequence."  Dr.  Cobbold 
concludes  Ins  Report  as  follows  ; — 

Am  «oiiie  gimmntec  for  tlic  efGcient  manner  in  which  the  ixKttM  nf 
ttu.*  o\  was  exainiiiiMi,  I  may  luentlou  Itiat  the  auperhciitl  inuacle^ 


^  ON  THE  PUBLIC  HEALTH  467 

}  with  iheir  associated  areolar  and  aponeurotic  coverings,  were  particu- 
:.    larly  investigated,  portions  of  certain  muscles,  such  as  the  scaleni  and 

stemo-maxillaris,  being  dissected  through  and  through.  All  the 
i  viscera  were  likewise  scrutinised,  especially  the  brain,  lungs,  liver, 
2    bladder,  kidneys,  paunch,  reed,  coccuni,  and  other  natural  divisions  of 

the  intestinal  canal.  The  animal  was  not  excessively  fat,  whilst  its 
•    muscles  were  well  developed  and  of  a  deep  cameous  lustre. 

The  remarks  by  the  Committee  on  the  above  Ee- 
port  are  as  follows : — 

With  regard  to  the  examination  of  the  carcass  of  the  ox,  which  had  Remarks 
been  fed  for  twenty-two  months  on  sewaged  produce  at  Breton's  farm,  J7  •♦♦^^ 
those  members  of  the  Committee  who  were  present  and  examined  it 
with  Dr.  Cobbold  concur  in  his  statement  as  to  its  perfect  freedom  frorti 
internal  parasites  of  all  kinds ;  and  they  can  also  subscribe  to  most  of 
his  observations  with  regard  to  the  possible  reasons  for  this  immunity. 
They  wish  especially  to  draw  attention  (1)  to  the  fact  that  on  this  farm 
tliei-c  is  "  a  remarkable  absence  of  those  molluscan  and  insect  forms  of 
life  which  frequently  play  the  part  of  intermediary  bearers  "  to  entozoal 
larvse :  it  would  appear  that  the  sewage  drives  these  creatures  away 
or  kills  them ;  *  and  (2)  to  the  composition  of  the  "  flaky  vegetable 
tufts  "  collected  from  the  sides  of  the  carriers  ;  these  contained  <*  numer- 
ous active  free  nematodes,  but  no  ova  of  any  true  entozoon." 

But  the  Committee  cannot  support  the  opinion  expressed  by  Dr. 
Cobbold,  that  the  strong  smell  of  beer  which  the  sewage  had  (caused  of 
course  merely  by  hop  waste)  would  suggest  "  the  presence  of  sufficient 
alcohol  to  destroy  the  vitality  of  ordinary  parasitic  germs,"  as  tlie 
quantity  of  alcohol  which  would  be  necessary  for  this  purpose  in  so 
large  a  bulk  of  sewage  would  be  enormous,  and  especially  as,  as  Dr. 
Cobbold  says,  **  it  was  abundantly  manifest  that  the  free  nematodes  had 
suffered  nothing  in  consequence." 

It  appears,  then,  that  as  far  as  this  one  case  goes  (and  it  is  certainly 
as  conclusive  as  a  single  case  could  possibly  be),  there  is  no  evidence   No  ento- 
that  entozoal  forms  of  life  are  to  be  found  upon  the  farm  at  all,  in  any  «>*1  fo"»« 
stage  of  their  existence,  or  in  the  flesh  of  an  animal  fed  exclusively  for  ^    V^ 
twenty-two  months  on  sewaged  produce  grown  on  the  farm.     {Rsport^ 
1871,  Appendix  B.,  pp.  189,  190.) 

Since  the  date  of  that  report  no  facts  have  been 
recorded  connecting  entozoic  diseases  with  sewage 
irrigation. 

We  see  no  reason,  therefore,  to  alter  our  opinion  summary, 
that  it  has  not  yet  been  shown  that  sewage  irrigation 

*  With  this  must  be  associated  the  observations  recorded  by  tlie 
Committee  on  the  destruction  of  wire- worms  by  sewa^  (p.  395). 
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has  ever  increased  the  amount  of  entozoic  disease  in  ' 
men  or  cattle,  atUl  lesa  that  it  I3  likely  to  do  so  to  a 
greater  extent  than  any  other  method  of  utilising 
human  excrement ;  and  even  were  this  shown  to  be 
the  case,  the  danger  would  be  to  a  great  extent 
obviated  by  some  such  preliminary  treatment,  with  a 
view  to  the  separation  of  the  suspended  matters,  as 
we  have  already  insisted  upon. 
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TREATMENT  AND  UTILISATION  OF  MANU- 

FACTUKING  KEFUSE 

Many  of  our  rivers,  especially  in  the  north  of  England  and 
in  Scotland,  besides  being  polluted  by  the  sewage  of  towns 
on  their  banks,  are  also  contaminated  by  the  refuse  from 
factories  of  various  kinds.  This  subject  is  so  important 
and  the  interests  involved  in  it  are  so  large  that  it  requires 
separate  consideration. 

Of  the  Worth  (below  the  town  of  Keighlej),  a  tributary 
of  the  Aire,  one  witness,  before  the  Kivers  Pollution  Com- 
mission, said : — 

Formerly  trout  were  very  plentiful  in  the  Btream,  but  now  no  living  State  of 
thing  can  exist  except  rats,  which  feed  on  the  dead  carcases  of  animals  ^^  Worth, 
thrown  in.     The  river,  for  more  than  half  a  mile  above  my  works,  is 
very  seriously  polluted  by  town  sewage  and  refuse  from  manufactories 
and  works  ;  and  in  the  summer  the  stench  is  so  bad  that  the  smell  is 
perceptible  for  more  than  half  a  mile  o£    (Third  Report,  1868,  p.  4.) 

The  Bradford  Beck  is,  above  the  town,  clear  (although 
not  altogether  in  an  unpolluted  condition),  and  "  appears  to 
abound  with  fish  "  (p.  5). 

In  passing  through  Bradford  it  receives,  besides  the  sewage  of  Polluted 

140,000  people,  the  drainage  and  refuse  of  numerous  factories.  state  of 

The  Bradford  Beck  as  it  leaves  the  town  is  a  black,  filthy,  and  "^^"^ 
offensive  stream  ;  even  above  the  sewer  outfall  it  was,  at  the  time  of     ^^'^ 
our  inspection,  emitting  offensive  gases,  and  could  scarcely  be  distin- 
guished in  appearance  &om  the  sewage  itself. 

The  sewage  of  Leeds,  to  the  amount  of  11,000,000 
gallons  daily,  enters  the  Aire  (p.  7). 
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Twenty  yeara  ago  tLo  river  waa  comparatively 
block  and  greatly  polluted  strcaiu. 

Both  the  river  aud  its  affluents  flowing  through  the  town  art, 
especially  in  time  of  Jroiight,  very  foul,  ami  consequeotly  prejudicial 
to  the  health  and  comfort  of  the  inhabitants. 

At  n  distance  of  ahout  ten  miles  below  Leeds,  and  immediately 
above  Costleford,  the  CaltUr  joins  the  Aire.  The  inhabitants  complain 
iif  the  stench  and  filth  brought  down  to  them  by  both  rivers.  At  ibe 
weir  beaide  the  Aire  and  Caldei  corn-mill  here,  not  only  the  water, 
but  the  foam  upon  it,  wa»  blai;k  at  the  time  of  our  inspection  ;  and 
the  miller  and  his  men  complained  of  the  frequent  nausea  which  thej 
suffered  from  the  sickening  filthy  stench  to  which  they  were  coQtinualljr 
subjected  (p.  8). 

But  it  may  perhaps  be  thought  that  such  water  would 
never  be  used  for  drinking  purposes :  this  idea  will  soon  be 
dispelled.  The  Colder,  already  somewhat  polluted,  "  receives 
the  water  of  the  Hehhle,  a  stream  which  brings  down  to  it  ft 
very  filthy  contribution  from  the  town  of  Halifax."  Farther 
on  it  is  joined  by  the  Colne,  a  "foul  stream,"  wliich  has  been 
so  polluted  by  Huddersfield  as  to  have  more  than  doubled 
its  proportions  of  organic  carliou  and  organic  nitrogen,  and 
to  be  "said  to  be  a  source  of  ill-health  and  discomfort;"  and 
about  six  miles  lower  down  "  it  receives  the  water  of  a  small 
Ijeck,  an  extremely  filtliy  stream,  which  brings  down  the 
drainage  of  Batley  and  Dewsbui^'."  This  river  receiveSi 
lastly,  the  sewage  and  "  many  kinds  of  liquid  refuse "  of 
Wakefield,  a  town  of  2G,000  inhabitants,  and  is  so  dis- 
coloured that  at  times  it  may  be  used  as  ink,  and  the  Cotn- 
miaaioners  actually  give  a  facsimile  of  a  memorandum  mad« 
with  it,  "  the  pen  having  been  dipped  in  the  river  water 
immediately  below  the  outfall  sewer  of  the  town,  at  a  time 
when  there  was  an  unusually  filthy  discharge  from  it." 
Below  the  town  "  the  river  was  turbid,  and  of  a  dark  brown 
colour ;  an  oily  film  floated  on  the  surface,  and  the  wat«r 
emitted  a  mixed  odour  of  sewt^e  and  gas  tar."  It  will 
scarcely  be  credited  that  "  ai  a  point  somewhat  below  thitf 
'aiout  a  mile  below  liw  niain  sewer  outlet,'  the  vxUer  supply  rf 
Wakefield  is  taken  Jrovi  the  river "  (pp.  1 1  and  1 2.  Th«- 
italice  are  ours.)  Of  this  water  "a  volume  of  1,000,000 
gallons  is  daily  pumped  from  the  river." 
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We  should  think  that  no  one  will  be  found  to  disagree 
with  the  Commissioners  when  they  say: 

Although  *'  the  water  is  filtered  by  a  patent  process,"  it  is  difficult  Bamarks 
to  conceive  anything  more  disgusting  and  dangerous  to  health  than  a  of  Commis- 
populous  community  thus  systematically,  and  by  an  elaborate  and  "°"*"- 
costly   arrangement   of  reservoirs,   pumps,   filters,   and   distributory 
apparatus,  drinking  its  own  filtered  sewage,  taken  from  a  stream  in  a 
block  and  putrescent  condition  (p.  39). 

The  water  as  supplied  to  the  town  was  examined  on 
two  occasions,  at  an  interval  of  a  year.  It  "  was  chemically 
less  contaminated  than  might  be  expected,  yet  on  both  occa- 
sions it  contained  a  large  proportion  of  nitrogenous  organic 
matter.  It  was  of  a  greenish  yellow  colour,  and  on  one 
occasion  very  turbid." 

This  case  speaks  for  itself :  it  would  be  difficult  to  find 
one  which  would  do  so  more  eloquently.  Is  it  necessary  to 
show  that  people  would  be  more  healthy  if  they  drank  pure 
water  ?  Plenty  of  proof  of  this  has  been  given  in  chapters 
iL  and  vii.  Here  is  another  case: — Dewsbury,  Batley,  and  Advan- 
Heckmondwike  are  now  supplied  with  unpolluted  water  ^^u^^d 
"from  about  2000  acres  of  gathering  ground."  water: 

The  authorities  in  all  three  towns  concur  in  stating  that  the  health 
of  the  people  has  improved  since  the  introduction  of  this  mountain 
water  in  the  place  of  the  previous  supplies  from  polluted  rivers  and 
wells  (p.  38). 

Need  any  other  reasons  be  adduced  for  purifying  the 
rivers  than  that  their  state  is  detrimental  to  health  ?  Let 
us  hear  what  the  manufacturers  at  Leeds  say  on  this  point 
(p.  7):— 

If  the  river  were  rendered  clear  and  colourless,  it  would  be  a  direct  of  clean 
money  value  to  us  of  from  £60  to  ^70  a  year.  rivers. 

If  the  river  were  rendered  clear  and  colourless,  it  would  be  of  con- 
siderable money  value  to  us,  but  we  cannot  give  the  amount. 

If  the  river  from  which  we  might  derive  a  supply  of  water  were 
rendered  clear  and  colourless,  it  would  be  a  direct  money  value  to  us 
of  jglOO  a  year. 

And  so  on.  In  fact  the  Commissioners  came  to  the 
conclusion  that  on  the  whole  "  the  foul  condition  of  these 
rivers  is  really  one  of  the  heaviest  taxes  which  manufactur- 
ing industry  has  to  bear." 
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Tliese  rivers  must  be  cleansed  by  intercepting  the  foul 
liquids — -not  only  the  sewage,  properly  ao  called,  but  the 
refuse  from  manufactories,  which  is  in  some  instances  very 
valuable.  Thus  the  waste  liquor  discharged  into  the  Severn 
from  the  flannel  works  at  Newtown  contains  in  100,000 
parts  no  less  than  1733'4  of  suspended  organic  matters, 
446"353  of  dissolved  organic  carbon,  91185  of  dissolved 
organic  nitrogen,  and  80'012  of  ammonia  (p.  25). 

The  composition  of  the  waste  litiuor  from  flannel  waaliiiig  pr 
it  to  he,  in  the  case  examined,  a  moat  valuable  manure,  one  hosdied- 
weight  of  it  being  worth,  for  this  purpose,  more  than  one  ton  of  London 
aewage.     The  discharge  of  such  liquors  into  rivers  is  a  rccklees  wa»Ie. 

The  Commissioners  were  of  opinion  that — 

For  popTiIoufl  places  which  are  also  seats  of  manufacture,  it  would 
^cmerallj  be  possible,  without  materially  complicating  the  sewage 
problem,  to  allow  the  fluid  refuse  of  industrial  proceescs,  with  few  ex- 
L'liptions,  to  pass  into  the  sewers  to  be  disposed  of  as  common  eewagt  j 
the  special  exceptions  which  are  named  being  the  refuse  of  workers  is 
metals,  and  of  nianufacturers  of  gas,  porafGn  oil,  pyroligneous  acid,  and 
animal  charcoal ;  that  subject  to  some  such  exceptions  as  these  and  to 
proper  regulations,  the  discharge  of  fluid  induRtriul  refuse  into  sewen 
would  generally  not  render  the  sewage  more  difficult  of  use,  and  would 
in  some  cases,  in  respect  of  certain  contained  refuse  matters,  gieatlj 
increase  the  agricultural  value  of  the  sewage.  (Report  of  the  Medioat 
Officer  of  Qu  Privy  Council  and  Local  Oova^Tntnl  Board,  No.  II.,  1874) 
p.  30.) 

The  important  question  then  arises,  if  these  liquids  may 
not,  any  more  than  sewage,  be  turned  into  rivers,  what  is  to 
be  done  with  them  ? 

Several  remedies  are  proposed  in  exceptional  cases,  bat 
the  only  one  wliicli  admits  of  almost  universal  applicatioa 
is  irrigaiioH  on  land,  or,  where  this  is  impracticable,  inter- 
mittent downward  JUtraiioii  through  a  sufficient  depth  ot- 
soil  When  these  foul  liquids  have  been  so  treated  the 
effluent  water  was  so  purified  as  to  be  admissible  into  a 
stream. 

But  if  these  liquids  are  purified  by  filtration,  or  by  irri- 
gation, will  it  be  advantageous  to  irrigate  crops  with  them  I 
This  has  been  tried  in  a  very  rough  and  ready  manner  at 
several  mills ;  at  one  near  Shepley  it  was  found  that  the 
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produce  of  some  old  grass  land  was  increased  by  irrigation 
with  "  the  soapy,  greenish,  greasy  mill  drainage,"  but  that 
"  the  coarser  grasses,  strengthened  by  the  irrigation,  had 
killed  the  finer,  and  the  quality  of  the  produce  was  injured  " 
(p.  31). 

These  liquors,  therefore,  may  not  be  suitable  for  irrigation  Better  not 
if  used  alone,  except  perhaps  in  the  case  of  "  strong  and  "flj^f' * 
rapidly  growing  plants."  It  is  probable  that  the  organic 
matters  aud  ammonia  are  contained  in  them  in  too  high  a 
proportion  as  compared  with  the  potash  and  phosphates ; 
but  from  their  composition  there  can  be  no  doubt  that  "  their 
utility  for  this  purpose  would  be  much  augmented  if  they 
were  previously  mixed  with  several  times  their  volume  of 
town  sewage  "  (p.  30).  Where  this  has  been  done  the  result 
has  been  satisfactory. 

At  Cullitigworth,  near  Bingley,  the  ilrainnge  of  it  large  mill —  Hay  lie 
mingling  iiere,  however,  with  that  of  the  village— flows  on  to  some   mixeJ  witli 
hill-side  grass  land,  and  produces  a  larpe  growth  of  grass  before  finding  ™*''''8'' 
itn  way  into  the  stream.     The  result  here,  if  not  attributable  wholly 
to  the  fertilising  effect  of  dirty  wool  washings,  at  any  rate  proves  that 
such  dirty  waters,  with  the  spent  lii^nors  from  dye-worka,  may  be  dis- 
charged  into  ordinary  house  sewage   without   injury  tn  its   value  a.'< 
manure"  (p.  31). 

Where  irrigation  is  impracticable,  intermittent  downward 
filtration  through  soil,  or  through  banks  of  cinders  and  ashes,  Filtraiion 
is  shown  to  be  quite  competent  to  purify  these  foul  liquids.  ^jVor' 
In  one  case  where  the  latter  plan  was  pursued  "  the  effluent  n«l>rs. 
water  was  colourless  and  nearly  free  from  suspended  matter," 
while  "  in  respect  of  soluble  polluting  ingredients  it  did  not 
transgress  our  standards  of  purity  "  (p.  34). 

It  aeems  probable  that  "  the  addition  of  a  slight  excess 
of  lime  to  the  liquid  before  filtration "  would  hasten  the 
nitrification  of  the  oi^anic  matters  and  ammonia,  and  so 
prove  advantageous. 

With  regard  to  intermittent  downward  filtratiou  for  the 
purification  of  sewage,  the  Commissioners  say: — 

Whereas  100  ttcrta  or  mora  might  be  needed  to  cleanse,  certainly  ,|Jl["^^j 
to  profitably  utilise,  the  drainage  of  a  town  of  10,000  people  by  means  gatioii  wtlh 
of  irrigation,  it  would  need  but  3  acres  of  a  [loroHs  medium,  8  feet   Hlirstion. 
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deep,  worked   as   an    intermittent   filter,   to  oxidiRe, 
purify,  the  drainage  water  of  such  a  town,  provided  the  n 
through  which  it  percolated  were  frecjuently  and  elfectuaUf~3 
and  the  foul  liquid  were  eo  added  that  every  part  of  this  aCnted  filll 
hod  its  equal  share  and  equal  inten'al  of  ajjration  (p.  61). 

The   "  formidable  nuisance "  which  would    possibly 
created  by  this  immenBe  filter  would  be  greatly  lessened  I 
tlie  separation  of  the  suspended  matters  by  precipitation 
"  whilst  it  would  probably  reduce  by  one-half  the  size  of  t 
filter  necessary  for  cleanaiug  a  given  volume  of  sewage." 

This  alternative  method  of  dealing  with  the  sewage  difficulty  m 
therefore  he  adopted  with  advantage  by  towns  in  steep  and 
valleys,  where  a  sufficient  area  of  Innd  for  irrigation  cannot  be  obi 
below  the  sewer  outfall,  and  where  the  cost  of  pumping  on  to  higlM 
lands  would  be  excessive  (p.  51). 

But  filtration  through  soil  should  ouly  be  resorted 
where  it  is  absolutely  impossible  to  procure  land   for  irrigs- 
tion  on  account  of  the  natural  conformation  of  the  country] 
for,  as  the  Commissioners  say  (p.  51) — 

It  is  the  great  advantage  of  the  irrigation  remedy  for  this 
river  pollutions  that  their  filth  is  not  merely  destroyed,  but  eo. 
into  wholesome  food.     Valuable  marketable  products  are  obtained,  ant' 
thiw  the  eipense  of  the  process  may  be  recovered. 

The  important  point  brought  out  by  this  Report  is,  tlien, 
that  the  same  method  of  purification  which  is  alone  capable 
of  dealing  with  town  sewage,  may  be  employed  in  the  casB 
of  these  refuse  liquors  ;  that  altliough  it  may  not  be  advan- 
fe^eous  to  use  them  alone  for  irrigation,  yet  they  may  ba 
mixed  with  the  town  sewage,  and  the  whole  purified  and 
utilised  together;  that  is  to  say,  that  the  water  •carriage 
system  combined  with  irrigation,  or  with  intermittent  down- 
ward filtration  through  soil,  is  capable  of  treating  all  auclt 
refuse  liquors  aa  do  not  contain  anything  injurious  to  cropa; 
in  other  words,  it  can  remove,  purify,  and  (in  the  case 
irrigation)  utilise  all  liquids  containing  putrescible  organio 
mattets,  leave  an  etQuent  water  which  does  not  tran^reas 
the  proposed  standards,  and  so  prevent  the  pollution  of  the 
rivers. 

The  researches  of  the  Rivers  Pollution  CommisBioni 
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induced    them   to  suggest  that  the  following   liquids   Iw 
deemed  polluting  and  inadmissible  into  any  stream : — 

(a)  Any  liquid  .  .  .  containing,  in  ni^pennon,  more  than  tlirfi-  Deanltjon 
parts  by  weiglit  of  dry  mineral  matter,  or  one  part  by  weight  of  dry  nrpolloUng 
organic  matter  in  100,000  parts  by  weight  of  tlie  lic^uid.  liquiii*. 

(b)  Any  liquid  containing,  in  lolulion,  more  than  two  parts  by 
weight  of  organic  carbon,  or  "3  part  by  weight  of  organic  nitrogen, 
in  100,000  ports  by  weight 

(r)  Any  liqaid  which  shall  exhibit  by  daylight  a  distinct  colour 
when  a  Btratiim  of  it  1  inch  deep  is  placed  in  a  white  porcelain  or 
earthenware  vessel. 

{d)  Any  liquid  which  contains,  in  lalulion,  in  100,000  parts  by 
weight,  more  tlian  two  parts  by  weight  of  any  metal  except  calcinm, 
magnesium,  potassium,  and  sodiuni. 

(f)  Any  liquid  which  in  100,000  parts  by  weight  contains,  icA/tAw 
in  loliiliiyn  or  miiptntion,  in  chemical  combination  or  othcrwiae,  more 
than  '05  part  by  weight  of  metallic  arsenic. 

(/)  Any  liquid  which,  after  acidification  with  sulphuric  acid,  con- 
tains, in  100,000  parte  by  weight,  more  than  one  part  by  weight  of 
free  chlorine, 

(if)  Any  liquid  which  contains,  in  100,000  parts  by  weight,  more 
than  one  part  by  weight  of  sulphur,  in  the  condition  either  of  sulphur- 
etted hydrogen  or  of  a  soluble  sulphnrct. 

(A)  Any  liquid  possessing  an  acidity  greater  than  that  which  is 
produced  by  adding  two  parts  by  weight  of  real  muriatic  acid  to  1000 
parts  by  weight  of  distilled  water. 

(i)  Any  liquid  possessing  an  alkalinity  greater  than  that  produced 
by  adding  one  part  by  weight  of  dry  caustic  soda  to  1000  parts  by 
weight  of  distilled  water. 

(i)  Any  liquid  exhibiting  a  film  of  petroleum  or  hydrocarbon  oil 
upon  its  surface,  or  containing,  in  mapention,  in  100,000  parts  more 
than  -05  part,  of  such  oil.      (Fiflh  Reptni.,  P.  P.  C,  p.  49.) 

The  Commissioners  were  of  opinion  that  the  above  Pn>vim. 
standards  may  be  safely  qualified  by  the  following  pro- 
viso:— "Provided  always  that  uo  effluent  water  should  be 
deemeil  polluting,  if  it  be  not  more  contaminated  with  any 
of  the  above-named  polluting  ingredients  than  the  stream  or 
river  into  which  it  is  dischai-ged." 

The  Iiivers  Pollution  Prevention  Act,  187$,  made  it 
illegal  to  discharge  into  any  stream : — 

1.  The  solid  refuse  of  any  manufactory,  manufacturing  process,  or  ^'''' 

«  ;  or  any  other  waste  or  pntrid  solid  J^Xj  «■ 
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2.  An;  solid  or  liquid  sewage  matter,  unleas  U10  cJiaBMl^<dll 
pueli  sewage  matter  ia  discliarged  wag  UBed,  constracted,  or  is  f«i 
n{  construction  at  the  date  of  the  passing  of  the  Act,  tbe  bat  [in 
able  and  available  means  beiog  in  nee  to  render  the  aewi^  adi 
liarmless. 

The  Local  Government  Board  are  empowered  to  grant  otaB 
of  time  to  any  sanitary  authority,  who  at  the  date  of  the  paMij' 
the  Act  were  discharging  sewage  into  any  stream,  for  the  ptopoB' 
enabling  such  authority  to  adopt  the  best  jiraclicable  and  tniU 
means  to  render  the  sewage  harmless, 

3.  Any  poisonous,  noxious,  or  polluting  liquid,  proceeding  fii 
any  factory  or  manufacturing  process,  unless  the  channel  bgr  «li 
auch  hquid  is  discharged  was  uised,  constructed,  or  in  proceM  of  m 
struction  at  the  date  of  passing  of  the  Act ;  or  if  the  chauBel  ia  ■■ 
one,  was  constructed  in  place  of  the  old  one,  and  has  its  oatUlill 
same  spot,  the  best  practiuable  and  reasonably  available  tnetuu  bci 
in  itae  to  render  the  polluting  liquid  harmless. 

4.  Any  solid  matter,  or  any  poisonous,  noiioiu,  or  pollntisg  ■ 
or  liquid  matter  from  any  mine,  other  than  water  ruised  btm  m 
mine,  unless  the  best  practicable  and  I'easonably  available  tn«Mu  b 
been  adopted  to  render  such  liquid  liarmless. 

A  local  authority  cannot  be  compelled  to  admit  into  its  seva*  1 
liquid  from  manufactories  wliicfa  would  injure  the  sewer^  or  m^ 
cially  affect  the  disposal  by  sale,  application  to  land  or  otlicrwiNi 
the  sewage  matter,  or  would  from  its  temperature  or  otherwiv  bl 
juriouB  in  a  sanitary  point  of  view ;  or  when  the  sewen  an  fll 
sufficient  for  the  requirements  of  the  district. 

The  definitions  are  : — 

"  Stream  "  includes  the  sea  to  such  extent,  and  tidal  waters  to  a 
point,  as  may  after  local  inquiry,  or  on  sanitary  grounds,  b«  det«n^ 
by  the  Local  Oovemment  Board.  Save  as  aforesaid,  it  indodea  liv 
streams,  canals,  lakes,  and  watercourees,  other  than  watercoona 
the  passing  of  this  Act  mainly  used  as  sewers,  and  emptying  dim 
into  the  sea  or  tidal  waters,  which  have  not  been  determined  ia 
streams  within  the  meaning  of  this  Act  by  such  onter  as  aforesaid. 

"Solid  matter"  shall  not  include  particles  of  matter  in  mm 

"  Polluting"  shall  not  include  innocuous  discoloration. 
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THE  DISPOSAL  OF  THE  SEWAGE  OF  LONCOI 

From  the  conclusions  and  recommendationB  of  the  Eo' 
Commission  on  Metropolitan  Sewage  Discharge  given  bal 
(see  p.  48 1),  it  will  be  seen  that  in  their  opinion  the  prew 
tuetbotl  of  disposal,  viz.  that  of  turning  the  crude  1 
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into  the  Thames  at  Barldug  and  Crossness,  must  be  given  Thag 
up,  and  they  state  that  the  evils  produced  by  it  "  impera-        _ 
lively  demaud  a  prompt  remedy."     They  also  say  that  "  it  p"!**  ^ 
is  neither  necessary  nor  justifiable  to  discharge  the  sewage  chai^al  in. 
of  the  Metropolis  in  its  crude  state  into  any  part  of  the  tnnnypirt 
Thames,"  and  "  any  part  of  the  Thames  "  would  appear  to  Thames. 
be  "from  the  Nore  upwards,"     (Seeojid  Rtport,  p.  63.) 

As  to  the  treatment  of  the  sewage,  they  say  that  "  some  Tresttm-nt 
process  of  dejxisition  or  precipitation  should  be  used  to  sepa-  "^  *'"' 
rate  the  solid  from  the  liquid  portions  of  the  sevrage,"  that 
this  process  must  be  conducted  without  nuisance,  and  that 
the  sewage  water,  after  such  deposition  or  precipitation  of  the 
suspended  matters,  might  be  allowed  to  escape  into  the  river 
at  the  present  outfalls  "  as  a  preliminary  and   temporary 
measure,"  but  that  for  a  permanent  solution  of  the  difficulty,  Pennuieiii 
it  would  be  necessary  to  further  purify  the  liquid  portion ;  Jhe^iiffi- 
and,   they    add,  "  this,  accortling   to   the   present    state  of  onity. 
knowledge,  can  only  be  done  effectually  by  its  application 
to   land,"     They   anticipate,   and    with    good    reason,  that 
"  suitable  land  in  sufficient  quantity  and  at  reasonable  cost 
cannot  be   procured   near   the   present  outfalls,"  and  they 
therefore  recommend  "  that  the  sewer  liquid,  after  separa-. 
tion  from  the  solids,  be  carried  down  to  a  lower  point  of 
the  river,  at  least  as  low  as  Hole  Haven,  where  it  may  be 
discharged ; "  but,  they  add.  "  it  may  be  found  that  the  separ- 
ating process  can  be  effected  more  conveniently  at  the  new  conrtnit- 
than  at  the  present  outfalls  ?"     It  is,  therefore,  quite  clear  ^^xfaSl 
that  the  simplest  way  of  overcoming  the  difficulty  would  be  'ower  to 
by  conducting  the  sewage  of  the  southern  side  across  the  h»™ii. 
river,  and  by  the  construction  of  an  outfall  sewer  from  Bark- 
ing to  Hole  Haven — a  distance  of  18  miles — of  capacity 
sufficient  to  take  the  whole  of  the   Metropolitan  Sewage. 
Any  attempt  to  purify  the  sewage  at  the  sites  of  the  present 
outfalls,  except  by  filtration  through  land,  must  be  regarded 
aa  a  mere  makesliift,  and  quite  inadequate  to  deal  perma- 
nently with  the  problem. 

And  yet  the  Metropolitan  Board  of  Works  have  now 
resolved  to  undertake  a  scheme  of  this  nature,  viz.  chemical 
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precipitatiou  of  the  sewage  at  the  present  outfalls,  and  bare 
even  advertised  for  tenders  for  vessels  of  special  construc- 
tion capable  of  holding  a  thousand  tons  of  the  semi-ligitid 
sludge,  which  is  to  be  taken  out  to  sea,  and  discharged 
under  water. 

If  this  scheme  is  merely  regarded  as  an  experiment  it 
is  luisatis factory,  for  if  it  gives  way,  as  it  must  do  in  course 
of  time,  to  the  only  undertaking  which  in  the  opinion  of  the 
Commissioners  is  likely  to  satisfy  sanitary  requirements, 
viz,  the  conveyance  of  the  whole  of  the  sewage  to  Hole 
Haven,  tliere  to  undergo  purification  by  precipitation  or  by 
treatment  on  land,  the  large  outlay  of  public  money  le- 
quired  for  the  construction  of  the  necessary  tanks  aod 
machinery  at  the  present  outfalls  may  be  wasted,  for  it  will 
probably  be  considered  better  to  convey  the  sewage  untreated 
to  Hole  Haven,  where  the  dispasal  of  the  sludge  will  pre- 
sent much  less  ditticulty  than  at  the  present  outfalls,  and 
should  it  be  decided  to  treat  the  sewage  in  accordance  witb 
the  Canvey  Island  Scheme,  presently  to  be  described,  thete 
would  be  no  use  whatever  for  the  precipitating  works  whicb 
are  to  be  erected  at  the  present  outfalls. 

We  can  only  conelnde  that  the  Metropolitan  Board  do 
I'egard  tlieir  present  scheme  as  a  permanent  measure,  and  in 
so  doing  they  will  be  setting  at  nought  the  conclusions  and 
recommendations  of  the  EoyiU  Commission  specially  appoiiiuxl 
to  inquire  and  advise  on  the  whole  subject,  composed  of  men 
moat  thoroughly  competent  to  do  so.  and  with  whose  recom- 
mendations the  great  body  of  scientific  opinion  in  this 
country  is  entirely  agreed. 

Sir  Joseph  Bazalgette,  in  his  evidence  before  the  Royal 
Commission,  recommended  that  all  the  districts  round  London, 
comprising  those  in  the  Lee  vaUey  and  in  the  lower  Thames 
valley,  should  be  included  in  a  scheme  for  the  removal  uf 
the  London  sewage  lower  down  the  river.  The  scheme  he 
jfroposed  was  to  carry  the  sew^e  of  the  south  of  London 
under  theriverfromCrossnessby  meanaof  an  inverted  siphon, 
and  to  connect  this  with  a  uew  outfall  sewer  to  be  couBtructed 
{mm  Barking  Ui  Thames  Haven,  this  outfall  sewer  to  be 
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17  feet  6  inches  in  diameter,  which  would  allow  for  an  in- 
crease of  50  per  cent  over  the  maximum  flow.  It  would 
be  capable  of  discharging  40,000  cubic  feet  a  minute,  with 
a  fall  of  1  foot  per  mile,  and  a  velocity  of  flow  varying  from 
1^  to  1^  mile  an  hour.  The  sewer  would  be  constructed 
mostly  in  tunnel,  and  take  a  straight  line  down  to  Thames 
Haven.  Here  the  sewage  would  be  received  in  reservoirs 
capable  of  holding  ten  hours*  flow,  and  would  then  be  dis- 
charged into  the  river  at  ebb  tide  in  its  crude  state.  This 
sewer  would  be  capable  of  taking  the  sewage  of  5,200,000 
people  from  the  Metropolitan  area,  and  of  1,800,000  from 
the  suburban  area.  The  cost  of  its  construction  would  be 
£4,000,000,  and  the  cost  of  pumping  and  other  items  would  Cost, 
amount  to  £41,000  a  year,  allowing  for  an  increase  of  30 
per  cent  on  the  population  of  London,  the  Lee  valley,  the 
Thames  valley,  and  adjoining  towna  The  rateable  value 
of  all  these  amounts  to  £32,000,000,  so  that  the  cost  would 
be  equal  to  a  rate  of  Ifd.  in  £1. 

This  scheme  is  no  doubt  a  good  one  as  far  as  it  goes,  Scheme 
but  we  have  seen  that  the  Eoyal  Commissioners  condemned  "iad«q«*t«« 
the  discharge  of  sewage  in  its  crude  state  into  any  part  of 
the  Thames,  and  this  is  what  would  be  done  if  the  scheme 
of  the  Engineer  to  the  Metropolitan  Board  of  Works  were 
adopted,  without  some  method  of  purification  of  the  sewage 
before  its  discharge  into  the  river. 

A  scheme  for  the  treatment  of  the  Metropolitan  sewage 
on  land  has  been  put  forward  by  Lieut.-CoL  A.  S.  Jones  and 
Mr.  Bailey  Denton,  and  is  thus  described  in  Engineering 
(21st  August  1885): 

Within  about  a  mile  of  Thames  Haven  is  a  large  piece  of  land  re-  Canvey 
claimed  from  the  river  and  called  Canvej  Island.     It  is  surrounded  Island 
>vith  banks,  and  its  surfiace  is  of  one  general  level,  with  only  such  Scheme, 
natural  hollows  as  have  been  formed  by  the  oflf-flow  of  the  surface  water. 
The  height  of  the  land  is  about  8  feet  above  ordnance  datum,  or  9  feet 
6  inches  above  low  water  mark,  while  the  surrounding  banks  are  9  feet 
higher.     The  area  is  about  4000  acres,  while  the  population  is  only  Area  of  the 
300,  occupying  51  timber-built  dwellings  besides  the  vicarage.     The  island, 
whole  island  forms  a  natural  tank  capable  of  holding,  without  overflow, 
about  10,000  million  gallons  of  liquid,  supposing  it  were  turned  to  the 
purposes  of  a  resen^oir,  which,  however,  is  not  proposed.     More  than 
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three-qtiartent  of  the  triiole  of  tHia  island  have  been  eecurai] 

Col.  JoDea  and  Mr,  BaOey  Denton. 

Otter  liy  Th«80  gentlemen  have  made  a  deflaite  offer  to  take  the  whole  d 

Lieut. -Udl.    i;harge  of  the  new  sewer  (proposed  by  Sir  Joseph  Eazalgette),  to  pro- 

M""BHaev    •^'P''*'*  ^"'i  ^Epoait  the  solide,  filter  the  liquid  and  djacharge  it  pmetis- 

Det'itou.        "I'y  P"*™  '"'"  *^*  river,  for  an  annual  smn  i.f  £110,000,  of  which 

£66,000  is  for  working  cxjienseB,  and  £44,000  is  for  interest  and 

ainking  fund  on  the  land  and  plant     At  the  end  of  forty  years  they 

pFO]>ose  that  the  whole  island,  with  tlie  entire  plant,  shall  be  delivered 

up  to  the  Board  of  Works  as  its  pro]>erty  without  further  charge.     The 

Proljiihlr       plan  of  opemtions  is  not  definitely  settled  as  yet,  but  it  will   probably 

jilnn  of         |)g  on  tjjg  following  lines.     The  entire  land  will  be  unUeitl rained  to  ft 

opcralioii-.    iigpttof  4feet  6  inches,  and  three  main  conduits  biiincliing  off  the  cod  rf 

the  proposed  Board  of  Works  sewer  will  traverse  it  lengthwise,  with 

tlieir  inverts  level  with  the  surface,  and  the  crowns  of  the  arches  lerel 

with  the  top  of  the  surrounding  banks.     Around  these  condnits  tbere 

will  be  con»truct«d  by  means  of  earthen  walls,  a  Inige  number  of  rcct- 

angular  basins  or  tanks,  the  whole  covering  an  area  of  16S0  ticTat. 

Depo»[tiug    These  tanks  ore  to  be  of  two  kinds,  depositing  tonka  and  effluent  water 

tsnks  nnd     tanks.     Tlie  former  are  eacli  16  acies  in  extent  and  ore  arranged  in 

wsur  groups  of  four.     Through  the  centre  of  each  group  there  runs  a  conduit 

tuilu.  witli  necessary  appliances  for  directing  the  flow  of  the  sewage.     CaUing 

the  four  tanks  A,  B,  C,  and  D,  the  sewage  will,  in  the  first  instancfl^ 

be  turned  into  A.     It  will  till  that  and  flow  over  inln  B,  then  into  C^ 

and  finally  into  D.     In  A  it  will  deposit  the  heaviest  portion  of  iU 

solid  impurities,  the  process  being  aided  by  ntilk  of  lime  prcTioOBly 

added  ;  the  less  heavy  portion  will  fall  into  B,  a  still  lighter  portion 

into  C,  and  the  lightest  of  all  into  D.     By  this  time  the  liquid  will  be 

clear  of  suspended  matter,  and  will  flow  over  into  the  effluent  water 

tanL     It  will  be  understootl  that,  as  there  are  three  conduits,  three  or  J 

more  groups  of  tanks  will  l>e  in  operation  at  once. 

After  a  time  the  order  of  flow  will  be  altered,  B  becoming  the 
tank,  and  the  others  following  in  the  order  C,  D,  and  A.     Next  CJ 
becomes  the  first  tank,  and  so  on  ;  the  result  being  that  all  the  1 
are  filled  at  the  same  rate,  and  with  a  uniform  comjwsition  which  1 
arranged  in  strata.     When  a  considerable  bed  of  sludge  has  ac 
in  a  set  of  tanks  tliey  will  be  thrown  out  of  action  and  the  sludge  dried.  ' 
t'lirlrr-         This  will  be  effected  simultaneously  both  from  above  and  below.     The 
ilraiDi.  under  drains  will  allow  the  water  to  flow  away  beneath,  while  that 

above  will  be  removed  by  decantatiou  from  time  to  time  as  it  sepuwtM 
itself  from  the  mud,  until  the  whole  shrinks  into  a  compact  tnoo*, 
when  the  tanlcs  will  be  put  into  service  again.  The  daily  depoaiticm 
will  be  equal  to  a  layer  of  from  6  inches  to  7}  inches  thick  over  an 
acre,  conrequcntly  the  availnblc  depth  of  100  inches  could  be  filled  in 
1 3'3  days  at  the  soonest  But  supposing  three  groups  of  Unko,  that  it  J 
leO  acres,  were  in  use,  the  level  would  only  rise  at  the  rate  of  -04  I 
inch  per  day. 
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The  effluent  water  will  be  purified  by  passage  over  and  through  the  Purifica- 
land  which  surrounds  the  tanks.     It  will  be  distributed  over  the  soil ;  tion  of  the 
much  of  it  will  sink  through  it  to  the  drains,  while  the  remainder  will  «ffl]*«^* 
pass  down  through  beds  of  sand  and  broken  shells,  and  the  whole  will 
find  its  way  into  reservoirs  from  which  it  can  be  discharged  for  the 
last  three  hours  of  the  ebb,  and,  if  necessary,  the  first  three  of  the 
flood  tide.     The  water  which  does  not  get  below  the  surface  will  be 
caught  in  a  high  level  reservoir  and  discharged  from  that 

The  present  dry-weather  sewage  daily  discharged  by  the  Metropolis  Volume  of 
is  taken  at  150  million  gallons,  and  it  may  probably  increase  to  200  f®^*^®  ^ 
million  gallons.     An  area  of  90  acres  will  receive  a  day's  discharge 
without  overflow,  while  the  solid  deposit,  including  the  lime,  will 
amount  in  a  year  to  sufficient  to  fill  30  acres  of  the  island  up  to  the 
level  of  the  banks.     The  area  mentioned  above  will  therefore  require  Level  of 
fifty  years  to  fill,  and  an  additional  piece  which  adjoins  it  will  suffice  *he  land 
for  twenty-five  years  more.     Then  there  is  Bower's  marsh  available,  If^^Ju    -:. 
and  other  land  which  can  easily  be  reclaimed,  and  which  when  raised  tion  of 
above  high  water  mark  will  become  valuable.  sludge. 

The  nature  of  the  soil  of  the  island  is  a  river  mud  or 
aUuvium,  absorbent  and  permeable,  and  admitting  of  under- 
drainage.  The  lime  necessary  for  precipitating  the  sewage 
could  be  prepared  in  kilns  from  the  chalk  obtained  from  the 
neighbouring  hills  on  both  sides  of  the  river. 

As  the  Seports  of  the  Eoyal  Commission  on  Metropolitan 
Sewage  Discharge  have  been  largely  referred  to  in  these 
pages^  and  are,  moreover,  of  the  very  greatest  interest,  dealing 
as  they  do  with  the  most  difficult  problem  of  sewage  disposal 
ever  presented  to  the  world,  we  have  considered  it  desirable 
to  insert  the  conclusions  and  recommendations  of  the  Com- 
missioners, which  are  contained  in  their  First  and  Second 
Beports. 

CONCLUSIONS — FIRST  REPORT. 

1.  That  the  works  of  the  Metropolitan  Board,  for  the  purpose  of 
carrying  the  sewage  of  London  to  the  respective  outfalls  at  Barking 
Creek  and  Crossness,  have  been  executed  in  a  highly  creditable  manner, 
and  have  been  of  great  benefit  to  the  Metropolis. 

2.  That  the  storm  overflows  allow  the  occasional  discharge  into  the 
river  within  the  Metropolis  of  considerable  quantities  of  solid  faecal 
matter  accumulated  in  some  of  the  sewers ;  but  this  has  not  caused, 
imder  present  circumstances,  serious  damage  or  offence. 

3.  That  the  sewage  from  the  northern  outfall  is  discharged  partly 
over  the  foreshore,  and  not  as  was  originally  intended, ''  through  sub- 

2  I 
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met^ed  pipes  terminating  b«Iuw  luw-walcr  mark ;"  ikis  lumiigemBit 
increasing  thu  risk  of  nuiBOnce  froin  the  discharge. 

4.  That  the  discharge  uf  the  sewaga  in  it«  crude  stal«,  dnring  the 
whole  year,  without  any  attempt  to  render  it  lesa  offensive  b;  eepual- 
ing  the  solids  or  otherwiae,  is  at  vortance  with  the  original  iDtentiiai, 
and  with  the  understanding  in  Parliament  when  the  Act  of  18S8  m 

5.  That  the  sewage  discharged  from  tlie  main  outfalls  become*  m; 
widely  distributed  by  the  mottona  of  the  water,  both  up  and  down  tliie 
river,  being  traced  in  dry  seasons  through  the  Metropolis  and  alnuMt 
SB  high  as  Teddington.  And  that  it  oscillates  for  a  long  period  befim 
getting  finally  out  to  aea. 

6.  That  the  dilution  of  the  sewage  by  the  land  and  m«  i 
aided  by  the  agitation  produced  by  the  various  motions  in  the  tin 
effects  a  partial  purification  of  the  sewage  by  oxidation.     And  t 
this  purification  is  carried  further  by  the  action  of  animal  and  V' 
organisms. 

7.  That  the  sewage,  which  becomes  distributed  to  the  higlier  k    

to  the  lower  portions  of  the  rivcc,  thus  gradually  loses  its  oSetisif« 
properties.  The  limits  above  and  below  the  outfalls  where  this  pmifl- 
oation  becomes  efficient,  vary  with  the  meteorological  conditions  ;  but 

it  may  be  stated  that,  in  general,  above  Greenwich  and  below  QtMih_ 
hithe  the  river  doe«  not  afford  ground  for  serious  complaint. 

6.  That  between  tliese  limits  the  effects  of  the  sewage  i 
are  more  or  less  apparent  at  all  times. 

9.  That  in  dry  seasons  the  dilution  of  the  sewage  ia  aaaty  m 
ineffective,  especially  at  neap  tides. 

10.  That  it  does  not  appear  tbat  hithurto  the  sewage  dischai^  h 
had  any  seriously  prejudicial  effect  on  the  general  healthineas  of  t' 
neighbouring  districts.     But  that  there  is  evidence  of  certain  < 
elfecta  of  a  minor  kind  on  the  health  of  persona  employed  on  the  river  ; 
and  thai  there  may  reasonably  be  anxiety  on  the  subject  for  the  futim 

1 1.  That  in  hot  and  dry  weather  there  is  serious  noisanee  i 
inconvenience,  extending  to  a  considerable  distance  both  lielow  i 
above  the  outfalls,  from  the  foul  state  of  the  water  consequent  oo  ll 
sewage  discharge.     The  smell  is  very  offensive,  and  the  water  is  it  I 
times  unusable. 

1 3.  That  foul  mud,  partly  composed  of  sewage  matter,  accumol 
at  Erith  and  elsewhere,  ami  adheres  to  nets,  anchors,  and  other  o1 
dropped  into  it, 

1 3.  That  sand  dre<lged  near  the  outfalls,  which  used  to  be  obuined 
in  a  pure  state,  is  now  ruumt  to  be  so  much  contaminated  with  sewi^ 
malttfr  ua  to  be  unusable ;  cumpelling  the  dredgers  to  go  farther  kwsjT. 

14.  That  for  these  reasons  the  river  is  not,  at  limes,  in  the  st4te  ta 
which  such  on  imjwrtant  highway  to  a  great  capital  can7ing  so  1 

traffic  ought  to  be. 

15.  That  iu  consequence  of  the  sewage  discharge  fish  hare  i 


appeared  from  the  Tlianiea  for  a  dutance  of  some  1 S  miles  below  the 
out&UB,  and  fur  a  conaiderable  distance  above  them. 

16.  That  there  is  some  evidence  that  nells  in  the  neighbourhood 
of  the  Thames  are  affected  by  the  water  in  the  river  ;  and,  although 
there  is  no  proof  of  actual  injury  due  to  the  sewage,  that  anxiety  may 
be  felt  on  that  point- 

17.  That  there  is  no  evidence  of  any  evil  results  to  the  navigation 
of  the  river  by  depofdta  boJn  the  sewage  diachai^ ;  but  that  this  dis- 
charge adds  largely  to  the  ijuantity  of  detritus  in  the  river,  and  go 
must  increase  the  tendency  to  deposit. 

18.  That  the  evils  and  dangers  are  likely  to  increase  with  the 
increase  of  population  in  the  (iistricts  drained, 

1 9.  That  it  is  desirable  we  ahould  inquire  further  "  what  meaHures 
can  be  applied  for  remedying  or  preventing"  the  evils  and  dangers 
resulting  from  the  sewage  discharge. 


CDNOLUBIONS  AND  RECOUUENDATIOSS — SECOND  BEFOHT. 

1.  Our  opinion  of  the  evils  described  in  our  First  Report,  as  re- 
sulting from  the  present  syattm  under  which  sewage  is  discharged  into 
the  Thames  by  the  Metropolitan  Board  of  Works,  is  mucli  strengthened, 
and  we  believe  these  evUs  imperatively  demand  a  prompt  remedy. 

2.  We  are  of  opinion  that  it  ie  neither  necessary  nor  jualifiahle  to 
discharge  the  sewage  of  the  Metropolis  in  its  crude  state  into  any  part 
of  the  Thames. 

3.  We  are  of  opinion  that  some  process  of  deposition  or  precipita- 
tion should  be  used  to  separate  the  solid  from  the  liquid  portions  of 
the  sew^e. 

4.  Such  process  may  be  conveniently  and  speedily  applied  at  the 
two  present  main  outfalls. 

5.  The  solid  matter  deposited  as  sludge  can  be  applied  to  the 
raising  of  low-lying  lands,  or  burnt,  or  dug  into  land,  or  carried  away 
to  sea. 

6.  The  entire  processes  of  precipilatiDn  and  dealing  with  the  sludge 
can  be,  and  must  be,  effected  without  substantial  nuisance  to  the 
neighbourhoods  where  they  are  carried  on. 

7.  The  liquid  portion  of  the  sewage,  remaining  after  the  precipita- 
tion of  the  solids,  may,  im  a  pTeliminary  and  temporary  jneaiun,  be 
suffered  to  escape  into  the  river. 

8.  Its  discharge  should  be  rigorously  limited  to  the  period  between 
high  water  and  half  ebb  of  each  tide,  and  the  top  of  the  discharging 
orifice  should  be  not  less  than  6  feet  below  low  water  of  the  lowest 
equinoctial  spring  tides. 

9.  By  these  means  much  of  the  existing  evil  will  be  abated. 
10.   But   we   believe   that   the  liquid  so  separated  would  not  be 
sufiicientty  free  from  noxious  matters  to  allow  of  its  being  discharged 
at  the  present  outblls  as  ^permaiiaU  measure;     It  would  require  further 
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purification  ;  and  this,  ucconjiug  to  the  present  atat«  of  knowledge,  eu 
only  be  tk>ne  effettually  by  its  application  to  land. 

1 1.  In  the  case  of  the  MetropoUa  the  best  raelbod  of  applTini 
the  liquid  to  IauiI  with  a  view  to  ita  purification  would  be  by  iotff- 
miltent  filtration.  Vfc  have  reason  to  believe  that  sufficient  Wd  of* 
quality  suitable  for  this  purpose  exists  vithin  a  convenient  distance  d 
the  northern  oulfalL  The  liquid  portion  of  the  sewage  woold  bt 
pumped  up  to  this  knd  from  the  aeparotdng  works,  and  after  filtratiin 
would  be  conducted  to  the  river. 

IS,  We  do  not  know  whether  suitable  land  in  suHieient  quanta^ 
can  be  found  in  convenient  positions  near  the  southern  outfall.  If  aU, 
the  liquid  must  be  conveyed  ncroas  to  the  noith  sid«  by  a  ooodnit 
under  the 

13.  If  suitable  loud  in  sufficient  quantity  and  at  reasonable  cut 
cannot  be  procured  nmtr  the  present  outfalls,  we  reconiinend  that  tlit 

r  liquid,  after  separation  from  the  solids,  lie  carried  dovu  to  u  lowti 
point  of  the  river,  at  least  oa  low  oa  Hole  Haven,  where  it  may  I* 
discliarged.  In  this  case  it  will  also  be  advisable  tliat  the  liquid  baa 
the  southern  sewage  should  be  taken  across  the  river,  and  the  wkoli 
eonveycd  down  the  northern  side.  It  may  be  found  that  the  sepanv 
ing  proccM  can  be  effected  more  conveuieatly  at  the  new  tban  at  tl" 
present  outfalls  ;  this  will  depend  on  various  conaiderations  uf  coil  and 
'lerwise, 

14.  If  the  outfalls  ore  removed  farther  down  the  river  Uie  inaia 
conduit  or  conduits  may,  if  thought  desirable,  be  made  of  suffidoil 
capacity  to  include  a  general  extenaion  c>f  the  drainsfK  to  tbe  wliela  ii 
the  districts  round  London,  as  recommended  by  Sir  Joseph  BaaUgdU 
and  Mr.  Baldwin  Latham.  In  new  drainage  works  the  eeiragc  sboaU 
be,  as  far  as  possible,  separated  from  the  rainfall. 


PRECIPITATION  PROCESSES. 

u  While  tliese  jia^ea  aru  in  tbe  press,  Dr,  Meyraott  Tidy's 

pnper  on  "  Tlie  Treatment  of  Sewage,"  read  before  the 
Society  of  Arta,  14tli  April  1886,  has  been  published  in 
the  Journal  of  that  Society,  8tli  October  1886. 

With  regard  to  tbe  treatmeat  of  sewage  ou  land  bT 
jiripation  or  by  intermittent  downward  filtration,  no  new 
facta  are  brought  forward  in  this  paper  and  no  argumenti 
advanced,  either  for  or  against  these  processes,  which  have 
not  been  thoroughly  discussed  in  tbe  preceding  pages.  Bot 
as  tlie  autlior  is  an  acknowledged  authority  on  the  treatraem 
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of  sewage  by  chemical  precipitation,  we  have  thought  it 
desirable  to  quote  his  opinions  on  this  point     He  says : — 

My  own  experience  leads  me  to  speak  very  highly  indeed  of  the 
combined  use  of  lime  and  sulphate  of  alumina.     The  quantity  of  lime   Lime  and 
which  is  to  be  added  first  should  be  such  as  to  render  the  sewage  *^pl»ftte  of 
faintly  alkaline.     Probably  at  the  rate  of  from  5   to   7  grains  per      ^^^^ 
gallon  will  be  needed  for  this  purpose.     It  should  be  added  as  milk  of 
lime,  and  should  be  thoroughly  stirred  in  by  means  of  a  paddle-wheel, 
or  other  efficient  mixer.     A  flow  of  a  few  yards  should  now  be  allowed, 
to  permit  the  aggregation  of  the  precipitate.     This  having  taken  place, 
a  solution  of  crude  sulphate  of  alumina,  in  the  proportion  of  about  5 
grains  of  sulphate  of  alumina,  is  to  be  added,  and  the  sewage  again 
actively  stirred.     In  the  alkaline  condition  of  the  sewage  the  alumina 
will  be  precipitated,  and  will  then  combine  with  a  portion  of  the 
organic  matter,   forming   together   an   insoluble   precipitate.      Thus 
treated,  the  sewage  should  be  allowed  to  flow  into  tanks  for  the  pre- 
cipitated matters  to  coUect. 

.Dr.  Tidy  admits  the  value  of  iron  compounds  as  pre-  Iron  com- 
cipitants,  but  hesitates  to  recommend  their  use  owing  to  P°^^- 
the  blackening  of  the  mud  banks,  which  results  from  the 
formation  of  sxilphide  of  iron.     "As  regards  the  use  of 
phosphates  as  precipitants,  the  effluent  is  almost  certain  to  Phosphates, 
contain  some  phosphoric  acid,"  which  greatly  aids  the  growth 
of  low  forms  of  fungoid  life. 

If  a  "  high  degree  of  purity  "  in  the  effluent  water  is 
desired,  Dr.  Tidy  considers  it  advisable  to  allow  the  effluent, 
after  leaving  the  precipitation  tanks,  to  flow  over  and  through  Filtration 
a  small  area  of  land  (loamy  sand  or  gravel),  an  acre  to  every  ^^^ 
5000  or  7000  people  being  sufficient. 

The  details  of  treatment  essential  for  the  success  of  a 
precipitation  process,  Dr.  Tidy  considers  to  be : — 

1,  That  the  sewage  treated  be  fresh — not  more  than  twenty-four   Conditions 
hours,  and  certainly  not  more  than  forty-eight  hours,  old,  for  succes- 

2.  That  the  larger  solid  matters  be  strained  off  before  treatment.      f^l  precipi- 

3.  That  sufficient  chemicals  be  employed  to  effect  complete  pre- 
cipitation, disinfection,  and  deodorisation  of  the  sewage. 

4,  That  after  the  chemicals  are  added,  the  mixture  be  well  stirred. 
6.  That  there  should  be  sufficient  tank  accommodation.      "The 

treated  sewage  should  flow  through  at  least  two  subsiding  tanks  in 
series,  the  first  being  capable  of  holding  one  home's  flow,  and  the 
second  not  less  than  four  hours'  flow.  The  tanks  should  be  at  least  4 
feet  deep,  and  the  overflow  of  the  defsecated  sewage  should  be  over  a 
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weir,  not  more  than  half  an  inch  below  the  Burtace.  There  dionld 
a  double  set  of  tanks  for  miccessful  working.  Sufficiency  of  ta 
accommodatiDn  ia  also  important,  bo  that  the  Bludge  may  be  irequenttf 
removed,  otherwise  the  freshly  precipitated  sewage  may  be 
nated  by  the  decomposing  mat^riolB  of  a  previotiB  precipitation,  or  • 
nuisance  result  from  a  collection  of  decomposing  matt«r.  Many  ft 
good  elSuent  is  spoilt  by  foul  materials  being  allowed  \o  collect  in  Urn 
subsiding  tanks.  These  materials  undergo  putrefaction,  the 
given  off  contaminating  the  efBuenl.  The  solid  matters^ 
specifically  lighter  than  the  liciuid  by  ^e  gases  of  pul 
developed  in  and  amongst  them,  rise  to  the  surface,  the   floatiiia, 

nuiBsea  presenting  an  objectionable  appearance,  and  di8C^ ' 

sive  products  into  the  air.     After  a  time  these  black 

thus  by  constant  commotion  oF  the  precipitated  matten^ 

effluent,  with  a  more  or  leas  foul  smell,  residts." 

6.  That  the  defiecated  water  should  ilow  through  a  shallow 
conduit,  not  lefts  than  a  quarter  of  a  mile  in  length,  before  1 
discharged  inta  the  stream. 

7.  That  the  stream  into  which  the  effluent  is  discharged  al 
have  a  free  ran,  and  in  volume  be  not  less  than  eight  times  *Ai 
voliune  of  the  deftBcaled  sewage. 

6.  That  the  tanks  themselves  should  not  only  be  emptied  of 
sludge,  but  thoroughly  cleansed  before  being  refilled. 

It  is  important  to  note  tliat  Dr.  Tidy  admits  that  [ 
cipitation  processes  are  not  adequate  to  produce  an  efflaa 
of  "  a  high  degree  of  purity,"  and  that  it  would  therefore  \ 
necessaiy  where  such  an  effluent  is  required  to  purify  it  1 
filtration  through  land. 

In  a  paper  on  "  Sewage-sludge  and  its  Disposal "  I 
Mr.  J.  W.  Dibdin,  read  before  the  Institution  of  Ci* 
Engineers,  25th  January  1887,  it  is  stated  that  some  < 
the  suspended  matters  of  sewage  are  soluble  in  solutioi 
of  lime.  Mr.  Dibdin  says,  "the  use  of  an  exceasiv 
quantity  of  lime,  while  affording  a  rapid  settlement  of  th 
sludge,  and  a  more  or  less  clear  effluent,  dissolves  a  by  tw 
means  inconsiderable  quantity  of  the  offensive  matteni 
previously  in  suspension,  and  this  is  apt  to  render  the  1 
state  of  the  liquid  worse  than  its  first" 

Mr.  Dibdin  considers  protosulphate  of  iron  superior  to  8 
phate  of  alumina  for  sewage  treatment  by  precipitation.     Hi| 
found  that  in  twenty-three  samples  of  Metropolitan   i 
treated  by  37  grains  of  lime  in  solution  and  25  grains  of  sab 


phate  of  iron  per  gallon,  an  average  reduction  of  18  per  cent 
of  dissolved  oxidisable  organic  matter  was  effected.     The 
annual  cost  of  the  chemicals  required  to  treat  by  this  pro- 
cess the  whole  volume  of  Metropolitan  sewE^  (1 56,800,000 
gallons  daily)  is  estimated  at  £31,755 — ^lime  coating  £1, 
sulphate  of  iron  £2  per  ton.     By  treatment  with  5  grains 
of  lime  in  solution  and  5  grains  of  sulphate  of  alumina  per 
gallon,  the  same  average  percent^e  reduction  of  dissolved 
oxidisable  organic  matter  was  effected,  but  the  annual  cost 
of  this  treatment  is  estimated  at  £82,125 — sulphate   of 
alumina  costing  £3 :  10s.  per  ton.     Five  grains  of  lime  ia 
solution  and  5  grains  of  sulphate  of   iron  to  the  gallon  are 
no  more  efficacious  m  removing  dissolved  organic   matter 
than  3'7  grains  of  lime  and  2-5  grains  of  sulphate  of  iron 
to  the  gaUon.     By  the  addition  of  5  grains  of  animal  char-  Coit  of 
coal  per  gallon  to  the  5  grains  of  lime  and  5  grains  of  ^^ , 
sulphate  of  iron,  a  further  reduction  of  4  per  cent  of  dis- 
solved oxidisable   organic   matter  ia    effected,  but  at  an 
additional    yearly    coat,    estimated    at   £182,50 0.       Even 
where  such  large  quantities  as  56  grains  of  lime,  12  grains 
of  sulphate  of  iron,  and  40  grains  of  sulphate  of  alumina 
per  gallon   were  used,  the  average   reduction  of  dissolved 
oxidisable   organic    matter   was    only   31   per   cent.      The 
additional   13  per  cent    reduction  over   that  effected  by 
3'7  grains  of  lime  and  2'5  grains  of  sulphate  of  iron  per 
gallon   is  estimated  to   cost   yearly  the   enormous  sum  of  No  bcnafit 
£771,245.     It  is  thus  seen  that  no  benefit  corresponding  ^"^.^'Bof 
to  the  enormously  increased  cost  is  derived  from  the  use  of  iu  aicesa, 
an  excessive  quantity  of  chemicals  in  precipitating  sewage- 
Mr.  Dibdin  conducted  a  series  of  precipitation  expert-  Precipits- 
menta  on  solutions  of  clear  mutton  extract  of  different  ''™ "  ?'' 

.  .    .  ganio  eolu- 

strengths.  When  a  solution  containing  10  per  cent  of  the  tiomof 
clear  mutton  extract  was  treated  with  3'7  grains  of  lime  JJ^ths, 
and  1  grain  of  sulphate  of  iron  per  gallon,  87'2  per  cent  of 
oxidisable  organic  matter  was  removed  from  solution.  But 
in  a  solution  containing  O'l  per  cent  of  the  mutton  extract 
only  56'0  per  cent  of  the  oxidisable  organic  matter  was 
removed  by  the  above  treatment.     These  experiments  appear 
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to  indicate  that  the  stronger  the  sewage  in  dissolved  oigsitic 
matters  the  larger  will  be  their  proportional  reduction  by  the 
use  of   chemical  precipitants,  and   thus  an  explanation   u 
afforded  of  the  varying  results  obtained  by  treatment  witk  a 
the   same    process   of    samples   of   sewage   which    were  o^ll 
different  strengths  and  characters.  I 

The  avert^e  composition  of  pressed  sludge  from  the 
Metropolitan  sewage  Mr.  Dibdin  states  to  be :  nioifitute 
58-OG  per  cent,  organic  matter  16'69  per  cent,  mineral 
matter  25'25  per  cent,  nitrogen  0'87  per  cent  (=air 
106  per  cent),  phosphoric  acid  0658  per  cent  (  =  phospbatBi 
of  lime  r44  per  cent). 

Professor  Eobinson's  formula  for  calculating  the  wei^t[ 
of  pressed  sewage-sludge  formed  from  a  given  quantity  o' 
the  moist  precipitated  matters  in  the  tanks  may  be  foan^ 
useful. 

Let  W  =  the  weiglit  of  the  moist  aludgo, 
„     P  =  the  percentage  ot  moisture  reninining  in  tie 

preHaed  eludge, 
„     X  =  weight  of  uluilge  when  preancd, 

^     „     low 

On  a  visit  to  the  Native  Guano  Company's  wo 
("  ABC"  process)  at  Aylesbury  on  8th  January  1887. 
found  that  a  considerable  portion  of  the  sewage,  which  i 
mucli  diluted  with  storm-water,  was  escaping  untreated  i 
the  stream  by  the  storm-overflows.  There  was  no  ofieoail 
Bmell  due  to  the  treatment  of  tlie  sewage  or  to  the  proo 
of  manufacturing  the  manure.  As  to  the  quality  of  I 
eflluent,  we  leani  from  analyses  made  by  Dr.  Tidy  | 
Professor  Dewar  of  samples  of  sewage  and  effluent  tal 
half-hourly  for  twenty-four  hours  during  three  days  in  181 
that  the  matters  in  suspension  in  the  sewage  are  aim 
completely  removed,  and  that  the  amounts  of  ammonia 
nitrogen  and  chlorine  in  the  sewage  and  elHuent  . 
practically  the  same.  As  regards  the  amounts  of  orga 
''  matter  in  solution  in  the  sewage  and  effluent  we  find  ft 
the  tirst  series  of  analysis  (January  29-30)  tliat  the  o^ja 
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matter  in  solution  in  the  sewage  was,  on  the  average  for  twenty- 
four  hours,  18*246  grains  per  gallon,  whilst  that  in  the  effluent 
amounted  to  18 '4  6  grains  per  gallon — ^a  very  slight  increase. 
In  the  second  series  (March  2-3),  and  in  the  third  series 
(March  16-17),  the  tables  of  organic  matter  in  solution 
given  in  the  first  series  are  not  continued,  but  the  oxidisdble 
organic  matter  in  solution  in  the  effluent  is  (average  of  twenty- 
four  hours)  only  38  per  cent  of  that  in  the  sewage  in  No.  2 
series,  and  is  53  per  cent  in  No.  3  series,  as  measured  by 
the  amount  of  oxygen  absorbed  from  potassium  perman- 
ganate  by  the   filtered   sewage  and    effluent  respectively. 
Although  in  these   analyses   the  samples  of  sewage  and 
effluent   were   taken   haK- hourly,  and   the    error   thereby  Samples 
avoided  of  comparing  a  sample  of  strong  day  sewage  with  ^^yj^'^^" 
the  effluent  from  a  weak  night  sewage — an  error  which 
caused  an  eminent  expert  in  his  evidence  before  a  judicial 
committee  of  the  Privy  Council  to  assert  that  2^  grains  of 
ammonia  in  the  raw  sewage  were  reduced  to  -^  grain  in 
the  effluent,  and  that  the  difference  must  have  been  absorbed 
by  the  charcoal,  whilst  nearly  10  grains  of  chlorine  in  the 
raw  sewage  were  reduced  to  7  grains  in  the  effluent,  the 
missing  3  grains  being  probably  absorbed  by  the  clay — yet 
the  samples  were  not  truly  average  samples,  for  they  were  Samples 
not  mixed  in  the  proportion  indicated  by  gauging  at  the  time  ^J^^l 
ea^h  sample  v)as  taken — the  method  devised  by  the  British  average 
Association  Sewage  Committee  (see  p.  l79) — but  four  half-  "™P®®- 
hourly  samples  were  mixed  in  equal  proportions  to  form  a 
sample  for  analysis.     A  source  of  error  has  therefore  not 
been  eliminated  which  considerably  invalidates  the  results 
of  these  analyses.     It  is  also  needful  to  bear  in  mind  that 
the  oxidisable  organic  matters  form  an  unknown  proportion 
of  the  total  organic  matters  in  any  sample,  and  that  we 
know  nothing  as  to  the  deleterious  properties  of  the  oxidis- 
able as  compared  with  the  non-oxidisable  organic  matters. 

The  matters  precipitated  from  the  sewage  (the  sludge) 
are  passed  through  a  filter-press,  and  issue  as  compressed 
cakes  containing  50  to  60  per  cent  of  moisture.  These 
cakes,  after  admixture  with  some  sulphate  of  magnesia,  are 
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passed  through  a  drying  cylinder — a.  granular  manure 
produced,  containing  about  30  per  cent  of  moiBtiire. 
manure  is  said  to  lose  by  air-drying  more  moisture,  and 
usually  sold  with  from  14  to  18  per  cent  of  moisture  in  it 
In  this  condition  it  is  stated  to  contain  from  3  to  4  per  cent 
of  ammonia,  and  about  5  per  cent  of  phosphoric  acid, 
reckoned  as  tricalcic  phosphate  of  lime,  and  sells  for 
£3  :  lOs.  per  ton.  Estimating  the  ammonia  at  7d.  per  Ih, 
and  the  phosphoric  acid  at  4d.  per  lb.,  the  theoretical  value 

I  of  this  manure  would  be  about  £4  per  ton.  We  admit, 
with  the  Royal  Commission  on  Metropolitan  Sewage 
Discharge,  that  we  completely  fail  to  understand  how  mere 
dried  sewage-sludge  can  contain  so  large  a  percentage  of 
ammonia,  and  have  so  high  a  value. 

At  Tottenham  Hillu's  process,  and  at  Leyton  the 
Coventry  process,  have  been  recently  discontinued — the 
Bewage  of  both  places  being  now  treated  by  lime  and  black- 
ash  waste  (Hanson's  process).  The  black-ash  waste,  in  its 
crude  state  the  refuse  of  alkali  works,  is  prepared  by  Mr. 
Hanson  and  sold  by  him  in  London  in  a  granular  condition, 
suitable  for  mixing  with  sewage,  at  £3  :  10s.  per  ton.  It  is 
stated  by  Mr.  W.  C.  Young,  consulting  chemist  to  the  Lee 
Conservancy  Board,  to  contain  9  pet  cent  of  hyposulphite 
and  23  per  cent  of  sulphite  of  lime,  which,  owing  to  their 
being  powerful  reducing  or  deoxidising  agenta,  impart  to  the 
waste  considerable  antiseptic  and  deodorising  properties. 
They  are  not  present  in  new  black-ash  waste,  but  are  formed 
in  the  heaps  of  this  material  which  have  been  long  exposed 
to  the  air,  by  the  oxidation  of  sulphide  of  calcium.  The 
hyposulphite  of  lime  being  soluble  in  water,  some  of  it 
passes  off  in  the  efHuent.  The  beneficial  effect  of  the  intro- 
duction of  the  hyposulphite  with  the  sewage  effluent  into 
the  river  Lee  has  been  very  marked.  During  1885  the  Lee 
was  in  a  most  filthy  condition — chiefly  due  to  the  dischai;ge 
into  it  of  the  effluent  from  the  Tottenham  sewage — and  gave 
rise  to  a  great  popular  outcry.  In  188G,  after  the  black- 
ash  waste  process  had  replaced  Hill^'a,  the  river  was  found 

to   have   very   much    improved,   and   this   improvement   is 
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attributed  by  Major  Flower,  eugineer  to  the  Lee  Conser- 
vancy, to  the  action  of  the  black -ash  waste,  both  on  the 
effluent  flowing  into  the  river  and  on  the  foul  matters 
previously  deposited  in  its  bed. 

On  a  visit  we  paid  with  Major  Flower  to  the  sewage 
works  at  Tottenham  and  at  Leyton  on  12th  January  1887,  l 
we  found  the  process  working  satisfactorily  at  both  places.  ° 
At  Leyton,  lime  (16  grains  to  the  gallon)   and  black-aah 
waste  (4  grains  to  the   gallon)   are  well   mixed  with  the 
sewage  before  it  enters  the  depositing  tanks.     The  cost  of 
this  treatment  is  at  the  rate  of  9d.  per  head  of  the  popula- 
tion per  annum,  and  is  stated  to  be  only  two-thirda  ot  the 
lime  and  sulphate  of  alumina  treatment  formerly  practised, 
whilst   the   effluent  is  better.      The  wet   sludge  is  passed 
through    filter-presses ;    there    being    no    demand    for   the 
resulting  cake,  a   small  premium  is   paid  for  its  removal 
The  storm-waters  from  the  outfall  sewer  pass  along  ditches 
in  osier-beds  before  escaping  into  the  river  Lee.     At  Tot-  i 
tenham  a  rather  larger  quantity  of  black-ash  waste  is  used.  J 
We  took  a  sample  of  the  effluent  from  the  tanks,  and  foimd 
it  to  contain  20  parts  per  million  of  free  ammonia  and  8'6 
parts  per  million  of  albuminoid  ammonia.     Although  this 
effluent  is  similar  in  composition  to  a  weak,  crude  sewage, 
and  has  been  kept  in  an  open  bottle  for  over  a  mouth,  no 
putrefactive  changes  have  taken  place  in  it     Its  sediment 
has  contained,  during  the  whole  of  the  period,  numbers  of 
infusoria,  which  are  as  abundant  and  active  now  as  on  the 
first   day   the  sample   was   taken.      It   thus   appears   that 
although   black-ash  waste   may  prevent   the   formation   of  I 
putrefactive   organisms   (Bacteria)   when  used   in  sufficient  ,; 
quantity,   it  does  not  interfere  with  the  growth  of  those  c 
microscopic  organisms  which,  by  feeding  on  organic  matters, 
are  capable  of  purifying  foul  waters,  without  the  production 
of  foul  gases  from  putrefaction. 

An  experimental  trial  has  been  made  at  Tottenham  of 
Spencer's  magnetic  carbide  of  iron  as  a  filtering  material  for  ^ 
the  effluent.     We  found  that  the  effluent,  of  the  strength  j; 
noted  above,  when  passed  slowly  through  a  filter  consisting  q 
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of  12  inches  of  sand  upon  18  inches  of  the 
carbide,  was  very  considerably  purified.  The  atnnioma  and 
albuminoid  ammonia  were  markedly  reduced,  whilst  the 
nitrates  were  increased  from  the  merest  trace  in  the  effluent 
to  a  considerable  amount  iu  the  filtrate.  These  analyses 
indicate  that  a  powerful  oxidising  action  takes  place  m  t 
filter.  Tlie  magnetic  carbide  of  iron  never  requireaj^ 
renewed,  but  aeration  is  necessary.  We  are  iufoi 
the  filter  beds  of  this  material  at  Wakefield,  used  to  ] 
the  foul  water  of  the  river  for  domestic  supply,  have  nerer 
been  renewed  since  they  were  first  constructed  about  seven- 
teen years  ago.  The  longer  the  water  or  sewage  remains  in 
contact  with  the  filtering  material,  the  greater  is  the  purify- 
ing effect  produced. 


RECENT  FOREIGN  OPINIONS  ON  SEWAGE 
TREATMENT. 

Report  of  The  Report  of  a  Commission  appointed  by  the  Muni- 

miuion.  "  cipal  Authority  of  the  city  of  Turin  to  inquire  into  the 
methods  adopted  for  the  disposal  of  the  refuse  of  towns  in 
various  parts  of  Europe  has  jiLSt  been  issued.  From  it  we 
find  that  the  C'onimission  arrived  at  the  following  conclusions 
with  regard  to  the  disposal  of  sew^e : — 

1,  The  chcmicAl  or  prccipitatinn  methola  for  the  treatment  of 

aewBg?,  which  have  heea  tried  up  to  the  present  time,  do  not  HUccenl 

FRllora  of     in  Bepamtint;  the  mAnuriiil  ingredi<!Dl«,  are  costly,  i^lorify,  but  ilo  not 

^1^1^'*"     purify  the  water,  which,  moreover,  remains  liable  to  vuidergo  putro- 

faction   afrenh   if  the   procEse    is   not   foilowcd    by   «oinc    iiiethnd    of 

oxidation. 

InlgiLtiou  S.  The  only  method  rccnfcnit^  up  to  the  present  time  iu>  reatl^ 

tha  etij       efficacious  for  the  purification  of  M'wa(,i!  ie  irrigation,  coirietl  out  in  a 

Birtliod.         proper  way  upon  suitable  soil  ;  after  the  separation  of  ihii  siujM-niled 

matters  this  niul)io<l  is  deprived  of  danger  oiul  of  i: 

in  our  iliatriclR  would  give  the  Iiest  agricultiual  rcnulto. 


t 


Mr.  A,  Aird  of  Berlin  has  kindly  forwarded  to  us  an 
accoimt  of  the  proceedings  of  the  Bundestag  (a  Govern- 
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mental  Board  on  which  representatiyes  of  all  the  Grennan  Decision  of 
States  discuss  important  measures),  from  which  we  find  smidestag. 
that  it  was  proposed,  at  a  meeting  of  that  body  in  April 
1886,  that  ''irrigation  farms  for  the  utilisation  of  town 
sewage  should  be  placed  on  the  list  of  institutions  re- 
quiring special  permission  for  their  establishment  .  .  .  The 
Bundestag  declined  to  entertain  the  proposition^  ''This 
means,"  says  Mr.  Aird,  "that  the  ruUng  authorities  in 
Germany  know  that  sewage  irrigation  can  be  carried  out 
without  causing  any  nuisance;  that  purification  of  sewage 
by  sewage  irrigation  is  of  immense  importance  to  public 
health  and  to  the  state  of  the  rivers,  and  therefore  they 
declare  it  permissible  anywhere." 


■> 


SUMMARY 

Having  reviewed  the  most  important  methods  that 
have  been  practised  for  the  removal  of  refuse  matters 
from  towns,  we  have  been  led  to  adopt  the  following  Principle 
definite  principle:  that  the  method  which  does,  in  ^^^^ 
practice,  where  it  is  anything  like  efficiently  carried 
out,  remove  at  once  and  completely  from  the  vicinity 
of  habitations  the  various  sorts  of  refuse  in  the  most 
expeditious  manner,  is  the  one  which  must  be  the 
most  conducive  to  health. 

We  have  pointed  out  that  the  principle  of  all  dry  ^>rr  »«• 
methods  of  excremental  removal,  without  exception,  vioute  it 
is  to  leave  the  excremental  matters  in  and  about  the 
house  for  a  certain  time — so  long,  in  fact,  as  they  do 
not  become  an  absolute  nuisance.     We  maintain  that 
this  is  essentially  wrong  in  principle,  and  we  point  in 
support  of  our  opinion  to  the  facts  with  regard  to  the 
state  of  the  health  of  the  inhabitants  of  midden-closet 
towns.      Many  instances  more  than  those  we  have 
quoted  are  daily  coming  under  our  notice.     As  to  the 
dry  earth  system,  its  principle  is  the  same,  though  its 
action  is  more  thorough.    Although  it  has  been  shown 
to  have   a  great  advantage  where   it  has  replaced 
midden -heaps  and  cesspools,  we  maintain,  with  the  D^^j^oriaa- 
late  Drs.  Rolleston  and  Parkes,  that  it  has  not  been  ^on  and 
shown  that  the  compost  is   disinfected  as  well   as  tionnot 
deodorised.     And  until  this  is  proved  to  be  the  case  ^^^^ 


CompBii- 
sOD  with 
cobI  gas. 
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it  is  safer  to  resort  even  to  the  offensive  pail  systcnl 
where  excrement  cannot  be  allowed  to  remain  within 
dwellings  for  any  length  of  time  on  account  of  tbi 
great  nuisance  that  would  be  caused  by  it,  than  to  ) 
plan  which  destroys  the  warning  but  is  uot  proved  to 
have  removed  at  the  same  time  the  danger.  It  has  at 
various  times  been  proposed  to  deodorise  coal  £ 
the  result  of  this  would  certainly  be  that  accidents  by 
poisoning  and  by  explosion  would  be  increased  to  an 
enormous  extent.  We  know  that  the  poisonous  in- 
gredient ^xireacc/^ence  of  coal  gas — the  carbonic  oxide 
— is  perfectly  inodorous ;  we  know  also  that  the 
emanations  which  produce  typhoid  fever  are  uot  offen- 
sive or  disagreeable  to  the  smell ;  and  it  is  api-enump- 
tion,  as  Dr.  Parkes  said,  to  suppose  that  all  danger  of 
their  production  is  removed  by  mixing  the  excrement 
with  earth.  But  even  were  this  presumption  to  be- 
come a  demonstrated  fact,  the  greatest  objection  to  the 
earth  system  (one  wliich  is  essential  to  it  because  it  is 
a  dry  system)  would  still  be  as  strong  as  ever,  viz. 
that  whenever  the  earth  supplied  happened  to  be  in  too 
small  quantity,  too  moist,  or  of  bad  quality,  or  the  air 
to  be  very  damp,  or  the  compost  wetted  through  care- 
lessness or  otherwise,  the  danger  of  infection  would  at 
once  arise.  How  frequently  one  or  more  of  these  con- 
ditions would  be  fulfilled  need  hardly  be  pointed  out 

Miss  Nightingale  well  says,  in  her  remarks  on  the 
Progress  Report. 1  in  the  Indian  Sanitary  Report  (1870), 
p.  45  :  "  The  true  key  to  sanitary  progress  in  citiea  is, 
water  supply  and  sewerage.  No  city  can  be  purified 
sufficiently  by  mere  hand-labour  in  fetching  and 
carr}Tng." 

"  As  civilisation  has  advanced,  people  have  nlway* 
enlisted  natural  forces  or  machinery  to  8U])pIant  band- 
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labour,  as  being  much  less  costly  and  greatly  more 
efficient." 

We  turn,  then,  to  review  briefly  the  results  abeady 
attained  by  the  water-carriage  system,  despite  all  the 
disadvantages  of  it  (when  badly  carried  out)  which 
have  been  put  forward  in  these  pages.  We  know 
what  it  has  done  ;  we  know  that  in  the  towns  where  Results 
it  has  been  introduced  in  conjunction  with  other  water- 
sanitary  improvements,  it  has  been  the  means  of  s^S^! 
practically  annihilating  cholera ;  we  know  that  it  has 
been  very  little  less  effectual  in  the  extermination  of 
typhoid  fever.  We  are  sure  that  it  is  the  speedy 
removal  of  the  refuse  matters  that  has  accomplished 
this,  because,  in  towns  where  free  exit  has  not  been 
allowed  for  the  sewage  from  the  sewers,  the  death-rate 
of  typhoid  fever  has  only  very  slightly  diininished,  or 
has  sUghtly  increased,  or  even  (in  one  case)  has  very 
considerably  increased.  Such  cases,  although  deplor- 
able in  themselves,  are  instructive  to  the  sanitarian  in 
pointing  out  beyond  the  question  of  a  doubt  that  it  is 
especially  the  improved  sewerage  arrangements  that 
have  effected  these  results.  We  have  seen,  too,  that 
by  the  construction  of  deep  drain-sewers  the  mortality 
from  phthisis  has  been  diminished  to  a  very  remark- 
able  extent,  amounting  in  one  case  to  nearly  half  the 
former  number  of  deaths. 

And   although   we   have,   for    a   multiplicity    of 
reasons,  felt  ourselves  justified  in  condemniDg  the 
drain-sewer  system,  we  have  certainly  to  thank  it  for  what  the 
the  discovery  of  the  all-important  fact  that  one  of  the  era  have^ 
most  potent  causes  of  phthisis  is  a  water-logged  sub-  *^^^- 
soil;    so   that   while   we   advocate   impervious   pipe 
sewers,  we  must  also  insist  that  towns  shall  be  provided 
with  deep  subsoil  drains. 
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Not  only  this,  but  we  have  also  seen  that  tha 
special  improvements  have  been  accompanied  by  tli 
still  more  important  one  of  a  reduction  in  the  general 
death-rate,  amounting  to  about  a  fifth  part  of  tha 
previous  number  of  deaths  in  nine  out  of  the  twenty- 
five  towns  reported  on  by  Dr.  Buchanan. 

Having  then,  the  sewage  to  deal  with,  the  firat 
object  must  be  to  get  rid  of  it  in  an  unobjectionabla 
manner,  and  the  next  to  utilise  it  if  possible. 

Plenty  of  evidence  has  been  given  to  show  that  ife 
must  not  be  sent  into  the  rivers,  eis  has  heretofow 
been  almost  invariably  done ;  and  that  it  is  only  i 
little  less  objectionable  to  resort  to  this  plan  after  a 
preliminary  straining  off  of  the  snspendod  matters. 

We  have,  however,  seen  that  by  intetmitteat 
downward  filtration  through  sod,  sewage  can  be  ade- 
quately purified,  so  that  the  effluent  water  may  ba 
turned  into  a  stream :  by  this  plan,  however,  the 
manure  which  is  so  much  wanted  is  almost  entirely 
lost,  the  greater  part  of  it  escaping  in  solution  in  the 
effluent  water  in  the  form  of  nitrates  and  nitrites. 

As  to  the  utilisation  of  sewage,  we  have  shown 
the  futility  of  all  attempts  at  precipitation  of  its  valu- 
able constituents;  in  fact,  "it  is  hopeless,"  as  Dt 
Hewlett  says,  "  by  either  one  or  any  of  these  opera- 
tions to  render  the  effluent  water  anj-thing  else  thaa 
sewage," 

Finally,  with  regard  to  irrigation  fanning,  tbfr 
facts  that  we  have  brought  together  seem  to  us  to' 
show  clearly  that  it  satisfies  the  three  conditions 
which  wc  laid  down  (p.  366) — the  sewage  is  puri- 
fied, a  profitable  agricultural  return  is  ensured,  and 
the  health  of  the  neighbourhood  is  not  endangered. 

We  are,  then,  reduced  to  the  following  simple  iaaue: 
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wherever  it  is  possible,  irrigation  should  be  carried 
out,  the  sewage  having  been  previously  freed,  by  one 
or  other  of  the  methods  described,  from  the  offensive 
suspended  matters,  which  must  be  deodorised  to  pre- 
vent the  production  of  a  serious  nuisance.  Wherever, 
on  the  other  hand,  irrigation  is  practically  impossible, 
intermittent  downward  filtration  through  soil  affords 
the  means  of  satisfactorily  purifying  the  sewage. 

We  have  collected  the  facts,  arranged  them,  and 
weighed  the  evidence  afforded  by  them ;  it  is  for  the 
future  to  decide  how  far  our  conclusions  have  been 
warranted. 

The  preceding  summary  was  written  in  1870,  and 
now,  after  the  lapse  of  seventeen  years,  we  see  no  reason 
to  alter  it. 
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"ABC"  PROCESS,  279,  326-339, 
488-490. 

Acids,  free,  in  sewage,  344,  398. 

Acland,  Dr^  276. 

After-flush,  142,  164. 

"  Air-closets,"  see  Liemur^s  system. 

Air,  compressed,  see  Shone  system. 

Air-pumps,  236,  240. 

Air  in  sewers,  162,  169,  211-216, 
219-221,  223-226,  268-260. 

Aird,  Mr.,  404,  406,  408,  493. 

Aldcrshot,  318,  388. 

Aldis,  Dr.,  21. 

Alnwick,  9, 196,  206,210,  264,428. 

Alum,  326. 

Alumina,  sulpliate  of,  326,  326, 
339,  340,  342,  343-346,  486, 
487  ;  phosphate  of,  321,  326. 

Ammonia,  loss  of,  311,  319,  322, 
324,  328,  336,  361  ;  slight  loss 
of,  by  evaporation,  433  ;  value 
of,  in  excreta,  60,  269,  271, 272 ; 
value  of^  in  sewage,  269,  271, 
272,  348. 

Amsterdam,  238. 

Analyses,  of  effluents,  311,  312, 
314,  316,  322,  324,  329,  336, 
342,  353,  356,  360,  367,  370, 
487,  489,  491  ;  of  sewage,  268, 
367,  370,  394  ;  of  sewage 
manures,  311,  314,  320,  321, 
324,  332,  333,  348,  349,  488, 
490;  of  soils,  394,  419. 

Anderson's  process,  339,  340. 

Annerley  schools,  416. 

Annular  siphon  flush -tank,  127, 
128,  199. 


Anti-D  trap,  140. 

Archimedean  screw,  310  ;  ventila- 
tors, 219. 

Arms,  to  siphon  traps,  146  ;  raking, 
to  disconnecting  traps,  148. 

Ashby-de-la-Zouch,  26,  196,  308. 

Ash  closets,  81,  82. 

Ashes  for  filtration,  of  sewage,  423- 
425  ;  of  waste  liquors,  473. 

Ash-pits,  4. 

Asphyxia  from  foul  gases,  74-76. 

Austin,  Mr.,  186. 

Automatic  flush -tanks,  see  Flush- 
tanks  and  Siphons. 

"Automatic  sewage  meter,"  129. 

Avery,  Mr.  Alderman,  377. 

Aylesbury,  337,  488. 

Bacteria,    213,   259,   261,   347, 

358,  418,  491. 
Banbury,  251,  308,  386. 
Barking  Creek,  276,  282,  283,  284, 

477.     See  also  Lodge  farm. 
Bateman,  Mr.,  161. 
Battersea,  14. 
Bazalgette,  Sir  J.,  177,  203,  281, 

282,  478. 
Beddington    meadows,    385,    453, 

468. 
Bedford,  8,  24,  186,  188,  427. 
Beecroft,  Dr.,  54. 
Beetroot,  406,  416,  417. 
Belgaum,  see  Latrine  caverns. 
Bennett,  Mr.  A.  W.,  437,  438. 
Berlier  system,  243-247. 
Berlin,  231,  232,  403-405. 
Bethnal  Qi-een,  20. 
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^^^^^^^B                  Bilharzia,  4S9, 

Canvcy  Island  edieina^H 

^^^^^^^H                  Bird's  procesB,  325. 

Cttrbolate.s  316.              1 

^H^^^P                   Birkenhead,  169, 

CttTboUc  acid,  382,  44X1 

^mj^^^^^-                         Birmingham,  1 1,  274,  344 ;  sewage 

Carbon  closet,  Wears'^  M 

HV                                         farm  at,  398-400. 

Carbonieer  furn&ce,  GB.  1 

^^H                                     Blai:k  ash-waate,  see  Hanson's  pro- 

Carbon,  porous,  347.       1 

^HH                                              ceo. 

Cardiff,  205,  248.            1 

^n                                      Blackbum,  228,  310. 

CarliBle,  1S2,  251,  256,3 

■■                                     BlaxaU,  Dr,  151,  259. 

Carpenter,  Dr.  Alfred,    S 

^n                                     Blood  (in  "ABC"  process).  3S6, 

453,  467,  468. 

HB                                               338,  339. 

Camera  on  aewage  fana^j 

HH                                     BIyth'a  process,  319. 

434,  435.                    ^ 

^H^l                                         Boilers,  hot  water  and  steam  from, 

Catch-pits,  126.               J| 

■■                                              S14,  223-225. 

Catch-water  system,  Sigil 

HH                                     Bolton,  170,  313,  337. 

Cattle,  4S6,  457,  462. 

■■                                     Bombay,  96,  97. 

Cellar  dwellings,   3,    7,    ( 

■H                                    Bond,  Dr.  Francis,  130. 

traps  in,  169  ;  flooding 

HH                                    BouchanJat,  M.,  319. 

189, 

HH                                        Bradford,  352,  469. 

Cement,  sewage,  see  SeofCf 

■■                                         Brady's  committee.  Dr.,  273,  375, 

Cereals,  389,  444. 

^^H                                             379,382,  363,  36!),   415,   425, 

Cesspools,  open,  4-7  ;  covei 

^^L 

430 ;    percolation  froaj 

^^H                                  Breslau,  832,  407,  408. 

134;  improvtxl,  35,36 

^^^B                                  Breton's  farm,  3C9,  370,  393-396, 

43,  44. 

^^^V 

Chadwick,  Mr.  Edwin,  22, 

^^F                                  Bridport,  12,  13,  S6. 

Channel  pipes,  147. 

■■                                    BriHtvI,  134,  16S,  189,  205,  261  ; 

Charcoal    (in    "ABC 

■■                                             "eject,"  134-136. 

326;    filters    (Weare'a 

^|H                                    British   Association   Sewage   Com- 

353,  354  ;  ventilaton,  8 

HH                                             mittee,    61,     62,    06,    113-llS, 

259;  "  X,"  (Stanford's), 

HH                                             124,   ISO,    197,  211,  266,314, 

closet  (Stanford's)   82-8- 

■■                                             323,  351,  354,  355,  360,  369, 

352;  animal,  487. 

■■                                             371,    376,   400,  419-422,  423, 

Clielmeford,   192,  206,   21 

■■.                                             455,  464-467. 

256,  309. 

■■                                    Broadmoor  Axyluni,  88. 

Chelteidiam,  169,  326,  3» 

■H                                    Brodie,  Sir  Benjamin,  290. 

Chesshire's  intercepting  tan] 

^Bm                                   Brown,  Mr.  Sncadc,  213. 

Children,  mortality  of,  22, 

Chimneys,  fumuL'e,  216. 

^^H                                             40  ;  "fosses  mohilcB,"  45-48, 

China,  66,  460. 

^H                                    Buchanan,  Dr.,  26,  30,  GO,  56,  86, 

Cholew,  20,  24,  26,  263,  S 

^H                                        89,   107,  112.  115,  119,   151, 

260,292-294,  461,  462 

^^H                                        153,   163,  168,  219,248,256, 

Christison,  Professor,  452. 

^^M                                             286,  463,  498. 

Cisterns,  166,  169,  160,    S 

^^M                                    Bury,  61,  275. 

W.C.'^  137-142,  150.  I 

156,      Set!  also  IFiMfa  pr 

^^H                                    Caidb  College,  Cambridge,  152. 

Clay,  314,  325,  326,  4S4 

^M                                    Cuubriilge,  151,  181,  186,  ISO. 

364,  383,  391,  436. 
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Qloaca  Maxima,  175,  202. 
Closets  in   continental  towns,  40, 

41. 
Clooston,  Dr,,  454,  455. 
Coal-gas,  216,  264,  496. 
Cobbold,  Dr.,  459-467. 
Colney  Hatch,  389,  453. 
Cologne,  231. 
Compost,  see  Earth  closets. 
Concentration  of  sewage  in  Thames, 

285. 
Concrete  and  cement  sewers,  193, 

233. 
Conservancy  systems,  see  PaU  and 

Dry-earth  closets. 
Constant  system  of  water  supply, 

151,  156-161. 
Contagion,    220,    221,    259,    261, 

456. 
"  Container,"  see  Pan  closet. 
Continental,  sewerage  systems,  230- 

234  ;     precipitation     processes, 

350  ;    irrigation   systems,    402- 

410. 
Cooke,  Mr.  M.  C,  212,  465. 
Courts,  in  various  towns,  4-8,  23. 
Coventry,  339,  340. 
Cowls,  222,  223. 
Craigentinny  meadows,   367,  374, 

379-381,  452. 
Cremation  of  town  refuse,  69-72. 
Cresswell,  Dr.,  448,  452. 
Crops,  362,  374,  380,   384,   385, 

389,  390,  395,  396,  400,  403, 

405,  411-422,  425,  443,  444. 
Crossness,  276,  336,  477. 
Croup,  250. 
Croydon,     153,     219-221,     249, 

263. 
Cumberland     and     Westmoreland 

Asylum,  454,  455. 
Cupralum,  130. 

Dairy  farm,  see  Milk, 
Dantzic,  231,  232,  406,  407. 
Daubeny,  Dr.,  457,  458. 
Dead-ends  to  sewers,  222,  232. 


Death-rate,  general,  248,  249,  407, 

409,  453  ;  of  various  diseases, 

250-257  ;  on  sewage  farms,  456, 
"Dececo"  water-closet,  139. 
Denton,  Mr.  Bailey,  129,  180,  196, 

363,  427,  442,  479. 
Deodonsation,  84,  227,  346,  490, 

491. 
Deposit,   in   rivers,   280-287 ;    in 

sewers,  184,  192,  203-208,  227, 

233,  260. 
"  Destructor  "  furnace,  69. 
Dewar,  Prof.,  488. 
Diameters  of  house-drains,  147. 
Diarrhoea,  92,  95,  253,  279,  454. 
Dibdin,  Mr.  W.,  342,  343,   346, 

486-488. 
Dilution  of  sewage,  178,  230,  268, 

271,  426,  436. 
Diphtheria,  250. 
Disconnecting  traps,  145,  147,  216, 

227,  233. 
Diseases,   from   sewer  gases,   251- 

263  ;  most  where  most  filth,  25. 
Displacement,  of  air  in  sewers,  213, 

214,   220,   221;    of  sewage    in 

Thames,  284,  286. 
Ditches  used  as  cesspools,  5,  126, 

130. 
Dorset^  County  School,  89 ;  Jail,  89. 
Dover,  251 ;  cesspools  at,  9 ;  sewers 

of,  185,  187,  192. 
Drains,    necessity    of,    104,    118, 

132  ;   use  of,   175-181  ;    depth 

of,  186  ;  subsoil,  257,  436,  454; 

house,  146,  147,  215,  216  ;  sub- 
irrigation,  432. 
Drain-sewers,  182-191. 
Drake,  Captain,   92,    93,   94,    96, 

117. 
Drinking  -  water ,  see    Wells    and 

Pollution, 
Dronfield,  25. 

Droughts,  58,  278,  395,  397,  437. 
Dry-closet  systems,  80-131. 
Dry-earth  system,  84-125. 
D-trap,  140,  142,  159.. 
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Dumas,  M.,  402. 

Fever,  in  Indian  jails,  106,  122; 

Duncan,  Dr.,  3,  4,  21,  23,  362. 

dens,  21,  S3,  24  ;  death-r»t<',  2& 

Dundee,  62,  423. 

Field,  Mr.  Rogers,    126,    127-129, 

^H            Dunkelberg,  Professor,  401. 

139,  348,430,432. 

^H           Dapr^  Dr.,  343. 

^H           Durasd-Claye,     M.,     403,     406, 

FiUb,  accumulation  of,  3,  4  ;  in  od- 

^F 

lflra,e,  7;  cause  of  diaeaeejlO-aB. 

Durham,  17. 

Filtratioii,  simple,  307-309  :  inie> 

Dj-eentcry,  4.^4. 

niitteiit  dou-nwani,  355-304, 442, 

445;  before  irrigation,  433-425; 

Ealino,  314,  347,  365. 

through   charcoal,    352-354  ;  of 

Earlswood,  372,  465. 

waste    liquors,    473  ;     of    river 

Eartli,   quantity    of,    85 ;    variouB 

water,  298,  299  ;  upward,  366. 

qualities  of,  86  ;  cloMfts,  cost  of. 

Firman's  dryer,  70. 

87  i  compost,  112-116;  sysUim, 

Fish,  279,  280,  303^305,  310,  469. 

Bee  Dry-earth  tyttan. 

Eartem  system,  see  Chiiia. 

Flower,  Major,  341,  491. 

Eastwiok,  sewage  meter  at,  129. 

Flowers,  cultivation  of,  66. 

Edinburgh,   pail    closeto    at,    51 ; 

Flush-tank,    127,    128,     see    aiao 

trough   latrinea  at,  53 ;   water- 

Siphon  _fi  Mil-Tank 

closets  at,  162  i  ii'iigation  at,  see 

Flushing,  of  sewers,  202-209,310; 

of  wate^-cloBe^  138,  142,  IBO- 

Effluent  waters,  312,  314,  316,317, 

155,  167,  170,  171,  172;  gilM^ 

.    322,  324,  330,  331,  335,   340, 

203,  204,  205  ;   rim   (for  W.C 

342,  343,   353,  354,  355,  357, 

basins),  137,  141. 

360,   367,  370,  372,  400,  484- 

Forbes's  process,  320. 

4S2. 

"FnBses,°"mobiles,'' 46-48;  "per- 

Eject,  Bristol,  134-136. 

Foul  water,  removal  of,  104.100. 

Ejectors,  Shone's,  235,  236. 

Friince,  manufactured  iuanar»,  tee 

Ely,  192,251,  254,  308. 

Poudrittc  and  ParU 

Ensilage,  400,  417-419. 

Frankfort,  231,  232,  233. 

Enteric  fever,  see  Typhoid. 

Fraukland,  Dr.  16,  258,  887,  888;, 

Entozoa,  450-467. 

Dr.  Percy,  2B8. 

EBsex,  Earl  of,  381,  448. 

Frome,  17. 

Eureka  system,  54,  55. 

Frost,   156,  168,  163,  233,    361^- 

Evncoators,  Bcrlier's,  245. 

407,  410,  see  also  SVinUr. 

Evaporatiou,  369,  370,  433. 

Fryer,  Mr.  Alfred,  70;  Mr.  a  K. 

Ewart,  Colonel,  123. 

304. 

Excreta,  amount  of,  59  ;  composi- 

Fungus,   sewer,    331,     437-4S»: 

tion   of;  68  ;  value   of,  60,  269, 

spores,  212,  261. 

S72. 

sewers,205,  209,210,  SIS.  Ml 

Faceb,    composition    of,    rjfl,    see 

also  fixwrfa. 

2G3,  see  also  Ji>. 

Fernieiilatiou,  205,  261.  418,  419, 

Qaupng  of  sewage  and  effluent,  369^ 

486, 

370,  489. 
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Oennevilliers,  402,  403. 

Germany,  408,  493. 

Gilbert,  Dr.,  113,  114  ;  and  Lawes, 

see  Lawu, 
Gilesgate  Moor,  3,  25. 
Girdlestone,  Messrs.,  85,  116,  123. 
Glasgow,   factories,   fever   at,    22 ; 

trough  latrines  at,  53  ;  cremation 

of  refuse  at,  71. 
Goodall's  process,  see  "  Af  and  G" 
Gordon,  Mr.  J.,  231,  350. 
Goux  system,  55-58. 
Gradients,   for  house-drains,   148  ; 

for  sewers,  187,  208,  218,  232, 

233. 
Grantham,  Mr.  R  R,  196. 
Grass,  sewaged,  411-414.     See  also 

Bye-grctss, 
Grasse,  66. 
Gratings,  see  Grids, 
Grease  trap,  149. 
Grids,  to  sewers,  216,  233. 
Guano,  242,  306,  348,  425. 
Guildford,  12. 

Gully,  yard,  149  ;  street,  219. 
Guthrie,  Mr.  W.  D.,  208. 

Halifax,  11,  470. 

Halton,  earth  closets  at,  107  ;  sub- 
irrigation  at,  126. 

Hanson's  process,  317,  490,  491. 

Hardness  of  polluted  well-water, 
15. 

Harpenden,  13. 

Harrington,  Mr.  G.  F.,  221. 

Harrison,  Mr.  Thomhill,  179. 

Hawkesley,  Mr.,  159,  291. 

Health,  see  Table  of  Contents. 

Heron,  Sir  Joseph,  31,  61. 

Hertford,  340,  342,  438. 

Hewlett,  Dr.,  49,  498. 

Hill^'s  process,  316,  317,  490. 

Hobrecht,  Mr.,  233,  405. 

Hoffman's  furnace,  346. 

Hofmann,  Dr.,  434,  447. 

Hofmann  and  Witt,  59,  270,  272. 

Holden's  process,  319. 


Hole  Haven,  478. 

Holland,  sewerage  in,  243. 

Home,  Mr.,  28. 

Hope,  Colonel,  416,  417. 

Hop  waste  in  sewage,  467. 

Hopper  water-closet)  137. 

Hose  and  jet,  415,  428. 

Hospitals,  W.C's  at,  144. 

House  drains,  146,  147,  215,  216. 

Hull,  middens  at,  34  ;  W.a*s  at, 

162,  165. 
Huxley,  Professor,  304. 
Hyde,  Eureka  system  at,  54. 
Hyposulphite  of  lime,  490. 

Incline  of  sewers,  187. 
India,  earth-closet  system  in,  96-106. 
Infant  mortality,  22,  23,  249,  250. 
Infection,  see  GorUagum, 
Infectiveness  of  sewer  air,  220,  221, 

259,  260,  261. 
Inspection  chambers  to  drains,  147. 
Intermittent  fevers,  450,  452. 
Intermittent  system  of  water-supply, 

157-161. 
Inverts  of  sewers,  195,  222,  233. 
Iron  house  drains,  146  ;  soil-pipes, 

145,  165,  233,  240. 
Iron,  magnetic  carbide  of  (Spencer's), 

491,  492. 
Iron,  perchloride  of^  312  ;  sulphate 

of,   319,   340,   342,   343,    345, 

485-487. 
Irrigation,  322, 361,  365-446, 472- 

474. 
Italian  rye-grass,  see  Rye-grass. 

Johnson,  Dr.  George,  92,  93. 
Johnson's  filter-press,  341,  346. 
Joints,  of   house  drains,    146 ;    of 

pipe  sewers,  194. 
Jones,  Colonel,  479. 
Junctions,  sewer,  186. 

K aye's  advice,  27. 
Kelsey,  Mr.,  23. 
Kendal,  361,  362. 
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KidderminBter,  17. 

Lincoln,  161  :  sewage  of,  268,  273, 

KingBtott  Deyerill,  24. 

277,  330. 

Koch,  Dr.,  213,  209. 

Liquid  manure,  101. 

^_ 

Littlejohn,  Dr,  452. 

^^L          Labodb,  increaee  of^  443. 

Liverpool,  3,  4,  9,  10,   16,  81,  23, 

^H          LancoHhire  uiiddenB,  334,  424. 

28,  36,  52,  121,  133,  167,  168, 

207,  224. 

^^H              Jail  and   Grammar  echool,  90, 

Lodge  farm,  367,  389,  396,  416, 

^H 

417.                                                           1 

^^M          Lancet,  the,  on  dry-earUt   Bystein, 

London,  114,  121,  160,  207,  354, 

^^P               92-94  ;  on  the  c&tozoa  qaestion, 

476;  sewers  of,  176,  1S4,  203, 

^1 

208,  226. 

^M           Land,  improvement  of,  380,  381  ; 

Lung  diseases,  258. 

^P               power  to  take,  422,  441. 

Luton,  324. 

^            Latham,  Mr.  Baldwin,  193. 

Latham's  extractor,  341,  406. 

"Ma-vbC"  process,  313. 

Latriae  caverna,  1 1. 

Macclesfield,  189,  249.                               1 

Latrobe,  Mr.  C.  H.,  199. 

Ma<:dougairs    powdere,    100,    108, 

Lausen,  typhoid  fever  at,  295,  296. 

316. 

Lawes,  Sir  John,  68,  69,  60,  303- 

Sloclean,  Mr.,  22. 

305,    411,    415;    iind   Gilbert, 

Madras  Eeports,  97-100. 

54,  B9,  124,269,271,332,421, 

Madras  sewage  farm,  397. 

429. 

Magnesia,  316,  319. 

lAwreuce,  Sir  Henry,  97. 

Magnesium,  chloride  of,  31B. 

Laycock,  Dr.  19,  37. 

Maize,  390,  416. 

Malvern  sewage  farm,  383. 

Lee,  River,  342,  438,  490. 

Manchester,  5,  31,  71,  77,  228. 

Leeds,  11,  50,  62,  169,  337,  469. 

Mant,'anate  of  eoda,  228,  346. 

Legidative  interference,  28,  29. 

Manganese,  313.  3S6. 

Leicester,  6, 15,  206,  253, 265,  309, 

Manhole  chamber,  to  house  drains. 

327  ;   County   Lunatic  Asylum, 

147;  to  sewers,  201,  208,  217- 

397. 

219.  391. 

Letheby,  Dr.,  281,  291,  327,  461. 

Mantegazzo,  457.                                     1 

Uvy,  Michel,  401. 

Kfanufauturing  refuse,   see    JFatU- 

Leyton,  340,  342,  490,  49L 

wattTt.                                                       ' 

Liddell,  Mr.  John,  21,  190. 

Mamu-o,   midden   system,    60-64  j 

Liebig,  Baron.  872,  273,  374. 

liail  system,  64-72  ;  earth  system,        | 

111-116  ;  manufncture.1,  70,  7t,        i 

Lime   process,    309-312,    342-344, 

242,    348,    349  ;    liquid,    101,         ^ 

399,  485-487,  491. 

370,    446;    sewage,    308,    311, 

Lime,  uu  of,  in  Anderson's  procee^ 

317,  320,  321,  328,  332,  338, 

340  ;  in  Blyth's  process,  319  ;  in 

339,  340,  348.   349,  363,  423. 

Coventry  process,  34 1 ;  in  Porbee's 

424,  488,  490. 

process,  321 ;  in  Hill^'a  procesn, 

Marcite  meadows,   378,  379,   427, 

316;    in  Scott's   process,  314; 

451. 

added  lo  sewage  before  filtration, 

Marshall,  Mr.  John,  27,  294. 

362  ;  before  irrigatiDn,  399. 

Marshes,  450,  461. 
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M'KiimeU's  ventilator,  143. 

Measks,  260. 

Mechi,  Alderman,  436. 

Memphis,  199,  215,  219. 

Menzies,  Mr.,  53,  196. 

Merthyr-Tydfil,  249,  253,  360. 

Metropolitan  Board  of  Works,  225- 
228,  276,  280,  477,  478. 

Metropolitan  Sewage  Discharge 
Commission,  202,  276-280,  283- 
287,' 304,  317,  325,  337,  342, 
343,  350,  361-363,  476,  477, 
481,  484. 

Meyagissey,  enteric  fever  at,  294. 

Midden,  heaps,  4  ;  pits,  improved, 
30 ;  system,  see  Table  of  Con- 
tents. 

Milan,  377-379,  450,  451. 

Milk,  400,  411-413,  443. 

Miller,  Dr.,  24,  291,  333. 

Morality,  256. 

Morell's  ash  closet,  81. 

Morpeth,  195,  253. 

Mortality,  see  Death-rcUe, 

Mortlake,  342. 

Monat,  Dr.,  96,  1 23. 

Moule,  Rev.  H.,  117, 126.  See  also 
Dry-earth  system. 

Mud,  sewage,  281,  282,  286,  287, 
327,  331.     See  also  Deposit, 

Mud  banks,  346. 

Native  Guano  Company,  337,  488. 

Neil  Amott,  Dr.,  210. 

Newport,  249,  251. 

Nice,  66. 

Nightingale,  Miss,  105,  496. 

Nitrates  and  nitrites,  in  well-water, 
16,  17  ;  in  effluent  water  from 
« A  B  C "  process,  330 ;  in 
filtered  sewage,  355,  492  ;  in 
effluent  water  from  sewage  farms, 
367,  368,  370,  372,  394,  419- 
421. 

Nitrification,  357-359. 

Nitrogen  in  excreta,  58. 

Nitrogen  (organic)  in   earth -closet 


manure,  113-115  ;  in  sewage, 
268,  £70  ;  in  sewage  manures, 
348;  in  effluent  waters,  311, 
312,  314,  315,  320,  322,  324, 
327,  419-421  ;  in  sewaged  grass, 
413  ;  in  crops  of  sewage  flGurm, 
419-421  ;  in  soil  of  sewage  fEum, 
419-421  ;  in  waste  liquors,  472. 

North  Surrey  District  School,  423. 

Northampton,  12,  312. 

Nottingham,  30,  50,  162. 

Norwich,  159. 

Norwood,  268,  448,  452,  453. 

Oats,  414,  416. 

Odling,  Dr.,  291,  332,  333,  336. 

Old  Ford,  292,  293. 

Onions,  396. 

Organic  matter,  in  sewer  air,  258, 

261,     See  also  Nitrogen, 
Organisms,  micro-,  298,  299,  347, 

358,    491  ;    specific,    258-261, 

292,  298. 
Osier-beds,  427,  491. 
Outfalls,    sewer,    187,    188,    191, 

192,   252,  253,  281,  282,  300, 

301,  479. 
Overflow-pipes,  from  cisterns,  159; 

from  W.C.  basins,  141. 
Oxen,  411,  412. 
Oxford,  161,  258,  275. 
Oxidation,  16,  217,  287,  289,  291, 

318,  355,  358,  492. 
Ozone,  457,  458. 

Pail  Systems,  45-53. 

Pan  closet,  139,  140. 

"Pane  and  gutter"  system,  435. 

Parasitic  diseases,  see  Eiitozoa, 

Parent  Duchatelet,  64,  73,  75,  76, 

176,  177,  209,  257,  258,  306. 
Paris,  "  fosses,"  37,  38  ;  cesspools, 

246,  247 ;  sewage  of,  402 ;  sewers 

of,    176,    177,    180,    202,    247  ; 

Berlier  system  in,  243. 
Parkes,  Professor,  120,  168,  224, 

259,  261,  266,  495,  496. 


^^M                                                       ^^^^^^^H 

^B,        pEtFliament,  HouBea  of,  S37. 

Pug-mills,  100.                                     1 

^^m         Posture  land  irrig»ie<l,  39 1. 

PuUman.  201,  408,  409,  4ia 

^H          Peas,  39a,  396. 

Pumping    machinery,    252,    426, 

^H           peat,  357,  SSS. 

427  j.vficuum,  240,  243,  246. 

^H          Puat  charcoal,  352,  425. 

Pumps,  see  milt. 

^M         Puurilli,  12,  156,  195. 

Purification,   of   rivers,   285,   289, 

^H          Penzance,    3,    8,    191,    196,    206, 

S90    (see     also     I'Mdiim);     of 

^H               252,  265. 

Bewftge,  289-291,  fiee  also  Table 

^H           Percolation,  From  ceBapools,  11-18  ; 

of  Contents  ;    of  miinufftcturing 

^H              from  severs,  181. 

refuse,  472-474. 

^B          Pettenkofer,  Profees-jr,  103,  122. 

Putrefaction,  486,  491. 

^M          Philbrick,  Mr.,  429-432. 

^H          Phwspliate    process,    Blyth's,    319  ; 

Quick,  Mr.  Joseph,  15. 

^P                Forbes's,  320 ;  Whittlircsd's,  323. 

^"            PhOBphates,   ill   eitcreta,    58,    270  ; 

RiDCLiFFE,  Jlr.  J.  Netten,  30,  60, 

in  sewage  manni-es,  348,  48B. 

83,    95,    110,    126,     129,    135, 

Phosphoric  acid,    270,  310,   419, 

136,  168,  170,  260,  292. 

485. 

Haiufall,  185,  207,  216.  231,  258, 

PhthiBiB,  254,  255. 

271. 

PitrshUl  barracks,  449,  452. 

Rain-water,  176,  208,  238  ;  pipes, 

Pill,  6,  14,  26. 

149,  216. 

Pipe  sewera,   166,    191-202,   210, 

Eami«d  sewers,  218, 

219-221,  232,255. 

Banking,  Dr.,  100,  102. 

Phgue  at  York,  80. 

Ransome,  Dr.,  77. 

Rawlinson,  Sir  Kobert,  155,  218. 

Plug  closet,  142. 

Receivers  (Berlier  syrtem),  244. 

Pneumatic  pressure,  emptying  cess- 

Reed, Dr.,  93. 

pools  by,  42,  43. 

Refuse,  see  H^atU. 

Pneumatic    aystems,    mx    Liimiir 

Registrar-Oeneml,  293. 

and  Berlur. 

Regulator  valves,  142,  164. 

Polluting  liquids,  476. 

Renard   and   FronUlllt,  M.M.,   W, 

Pollution,  of  drinking  waler,  13-18, 

67. 

151-153,   169,   ISO,   181,   260, 

Rent,  27,  442. 

288-299,     392,     469-471  ;     nf 

Reservoits,     wat«r,      166,      S93  ; 

rivew,  179,  273-288,297,  310, 

Lieraiir's,  240  ;  sewage,  479. 

331,  335,469-471. 

Ridge  and  furrow  system,  360,  363, 

Poudrctte,  64,  241. 

436. 

Pre<.-ipitatiou    processes,    309-351, 

Rinderpest,  456,  467. 

484-491. 

Rivers,  injuty  to,  179,  273-288; 

Pressure  of  air  in  sewers,  210,  213- 

imlluUon     of,     see     PoUalitm; 

216,  220,  223-225,  263. 

Preston,  229. 

Rochdale,  60,  65. 

17. 

RoUeaton,  Dr.,  106,  122,  230.  496. 

Privies,  3-13,  206. 

Rome,  176,  177. 

Produce,  ftee  Drops. 

Bomfi.nl,  197,  324,  393,  466.  467. 

Proflt^  241. 

Roscfte,  Sir  H.,  314. 
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Ross,  Surgeon-Major,  98,  99. 
Rugby,  6,  12,  14,  185,  187,  192, 

195,  206,  251,  256,  308. 
Russell,  Dr.,  211,  324,  335. 
Rye-grass,    380,    381,    384,    385, 

388,  413,  417,  443. 

Safe -TRAY    under    W.C.    Basin, 

141,  152. 
St.  KUda,  22. 
Salford,  33,  56. 
Salisbury,    156,    185,    188,    189, 

205,  251,  254,  275. 
Saltaire,  34. 
Samples,  average,  of  sewage,  179, 

267,.  489. 
Sand,  194. 
Sanderson,  Dr.  Burdon,  168,  224, 

261. 
Sanitary  considerations,  see  Table 

of  Contents. 
"Saturation"  farms,  373. 
Saunders,  Dr.  Sedgwick,  69. 
Scarborough,  225. 
Scarlet  fever,  249,  250. 
Scavenging,  35,  173,  196. 
Scott's  sewage  cement,  314. 
Sea-water,  286,  300. 
Sea-sand,  374,  407. 
Seacroft,  3,  9,  25. 
Seasons,  effect  of,  on  sewage  farms, 

372,  393,  395-397,  437,  445, 

446. 
Self-acting   apparatus    for   W.C.'s, 

150,  162. 
Separate   system,    191,   202,  207, 

219-221,  229,  230. 
"  S^parateurs,"  38. 
Service     boxes     for    W.C.'s,     see 

JVaste  preventers  and  Cisterns, 
Sewage,  sewers,  etc.,  see  Table  of 

Contents. 
Sewage  fungus,  331,  437-439. 
Shafts,  ventilating,  221-223,  226. 

See  also  Ventilation, 
Sherborne,  151  ;  river,  340. 
Shone  system,  234-237. 


Sillar's    process,    see    "il    B    (7" 

process. 
SUos,  418. 

Silting  up  of  rivers,  see  Deposit. 
Simon,  Mr.,  254,  290,  292. 
Simpson,  Mr.  James,  150. 
Siphon,  flush-tank,  127-129,  150, 

172,  199,  209,  236,  430-432; 

gullies,   149,  233;    traps,  137, 

138,     140,     142,     145,      147- 

149,  164  ;  inverted,  240,  246, 

478;     water -waste     preventer, 

155. 
Slime,    sewer,    233,    261  ;     from 

carriers,  465  ;  in  sewage,  347. 
Slop-sinks,  150. 

Slop- waters,  disposal  of,  125-131. 
Slough,  197. 
Sludge,    sewage,     313-315,    326, 

336,     338,     340,     341,     343, 

345-347,  349,  362,  363,  399, 

488. 
Smith,  Dr.  Angus,  146,  233,  290. 
Smith,  Mr.  Adolphe,  243. 
Snow,  Dr.,  26,  27,  294. 
Soap  in  sewage,  344. 
SoU-pipes,  145,  215,  233. 
Soils,  drying  of,  254  ;  analysis  of, 

394,  419. 
Southampton,  210,  259,  347. 
Springs  polluted  by  cesspools,  14. 
Standards  of  purity  for  water,  475. 
Stanford's  closet,  82-84  ;    cement, 

146. 
Stevenson,  Dr.  T.,  345. 
Steyning,  5,  25. 
Stoke-upon-Trent  workhouse,  363, 

354. 
Stoneware    pipes,    185,    186,    see 

also  Separate  system. 
Stoneware,  soil-pipes,   146  ;   house 

drains,  146. 
Storm-water,  176,  177,  207,  253, 

426,  427.     See  also   Rain  and 

Surfacs  water. 
Stothert's  process,  326. 
Sti-achan,  Mr.  G.  R,  222. 


^B^^^^^H 

Trench,  Dr,  6,  9,  36,  61.  52,  64,        ' 

straining    Bcn-agi-,   307-303,    433- 

131,  206,  265. 

426. 

Trent  Water  Company,  160. 

Stratford -on- Avon,    38,  60,   187, 

193,  275. 

166-169,  207,  265. 

StrawberrieH,  416. 

Tubs,  at    Rochdale,   00 ;   in  con- 

tinental   towns,   231.     Sec    also 

Strond,  325. 

foiM. 

Sulj-irrigatioa,  117,  126-1.30,  429- 

Tiilloch,  Captain,  397. 

432. 

Tumbler    water  -  cl(«et,    169-172, 

Subsidence,  307,  480. 

265. 

Subsoil  water,  104,  180,  186,  18fi, 

Tumbling-bay,  218, 

190,   194-196,   232,  2&6,   S66, 

Tunbridt'e  Well*,  371,  372,  434. 

S57,  360. 

Tunnel  mid<lena,  9,  10. 

Sulphates  in  wat«r,  438. 

Turin  Commission,  492. 

Sulphites.  316,  490. 

Typhoid  fevur,  20,  24-28,  161-163, 

Sui«^ri*o«l'l»>t«».  319. 

160,   219,  251-253,   268,  £61, 

SUrEioe  water,  U9,  177,  191,  102, 

263,  265,  294-296.  461,  455. 

1 98,  255. 

SyBon,  Dr^  174. 

Unitbd  Statto,  409,  410,  429. 

Urinals,  47,  50,  144. 

Talabd's  aystem,  42,  43. 

Urine,  50.     See  also  Sxerela. 

TonkB,  188,  197,  303,  423.  ree  also 

Utilisation,  sec  Table  of  Oontentci 

Si}JuM;    depositing,    428,    430, 

480  ;    precipitation,    339,    340, 

Vachek,  Mr.  Francis.  170,  171. 

485,  486  ;  Chcsshire'ti,  48,  40. 

Vacuum,  in  water  pipes,  151-153  ; 

Tnnk-eewer,  301, 

pipes,  see  Ltemiir  and  Sirlur. 

Tar,  316. 

Valve  closet,  140-142. 

Tardieu,  M,  39,  40,  48. 

Valves,  to  cistema,  164,  155  ;  Ude, 

Taylor'Bash-cloBet.ei,  83. 

188;  flap,  214,  218. 

Temperature  of  aewagi;    effluent*. 

Ventilation,  of  midden-pita, "  fuesu," 

360,  372. 

etc,  32,33,  37,41,47;  ofW.O. 

Terling,  S7. 

apparatus,  142  ;  of  W.C.'s,  143  ; 

Tbamed,  river,  198,  278-288,  298, 

of  soil-pipes,  146,  263;  of  honw- 

477-179. 

drains,  147  ;  of  Rrease-trap,  143 ; 

Theydoa  Bo!«,  S60. 

of    waste-pipes,    149,    234;    of 

Tidal    power,   railing    sewage    bv. 

sewers,  200,  209-228,  233,  252. 

302. 

VentilaloR,Bcrew,219;  M'KinncIIX 

Tide,    181,    187,    188,    225,    282- 

143. 

286,    299,    300 ;    valves,    188, 

Voelcker,  Dr.,  115,  321,  325,  336, 

301. 

344,  348,  349,  417. 

Tidy,  Dr.  Mt'jmott,  364,  484,  488. 

Tonneaux,  37,  41,  43,  46. 

Wakkfibld,  470, 

TotlenhaI.^    309,   317,   320,    490, 

Walker,  Mr,  C.  M.,  301. 

491. 

Waltent,  Mr.,  115. 

Traps,  40,  41,  130,  137-140,  148, 

Waring,  Colonel,  139,  199.  203. 

146,  149,  158,  169,  209,  SIS. 

Warrington,  69,  167, 
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Warrington,  Mr.  R,  367. 

Warwick,  6 ;  sewage  farm,  383, 384. 

Wash-out  closet,  137,  138. 

Waste,  liquors,  470,  472  ;  pipes, 
149,  215. 

Waste  of  water,  161,  164,  168, 
161,  163. 

Waste-preventers,  see  Water, 

Waste  -  waters,  house,  101  - 106, 
237  (see  Slops) ;  manufacturing, 
237,  299,  469-476. 

Water,  pollution  of,  see  PoUution; 
value  of,  to  crops,  379,  446  ; 
mains,  153,  207,  208 ;  Com- 
panies, London,  298 ;  pipes,  157, 
168;  supply,  160-161;  waste- 
preventers,  137,  138,  151,  166. 

Water-closets,  132-174;  cost  of, 
164-166. 

Water-carriage  system,  see  Table  of 
Contents. 

Watford,  381. 

Way,  Professor,  307,  310,  313, 
319,  428. 

Wearers,  carbon  closet,  82 ;  filtration 
process,  353,  364. 

Wells,  13-18,  181,  190,  354,  392. 

Westbury-on-Trym,  136. 


Westminster    sewers,     183,    203, 

237. 
Wet  seasons,  437. 
Wheat,  389,  400. 
Whitechapel,  7. 
Whitthread's  process,  323. 
Whooping  cough,  250. 
Williams,  Mr.  Butler,  182. 
Wimbledon,    316 ;     Camp,    earth 

closets  at^  90-96. 
Winter,     irrigation    during,    372, 

393,  407,  410,  437. 
Winteringham,  Dr.,  20. 
Wire-worms,  395,  467. 
Witney,  18. 

Woking  prison,  268,  388. 
Worthing,  36,  187,  188,  195,  210, 

262,  266,  387,  463. 
Wrexham,  235. 
Wyatt,  Surgeon-Major,  92-94. 

"  X  '^  Charcoal,  83. 

York,    plague     and     cholera    at, 

19,  20. 
Young,  Mr.  W.  C,  490. 

Zinc,  313,  326. 


THE   END 
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